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NOTE 
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There  are  no  prices  at  the  present  time  that  would  be 
of  any  value  for  comparative  purposes. 


PREFACE   TO   THE   SECOND   EDITION. 

The  chapters  of  this  book  have  been  rearranged  to  conform, 
as  near  as  may  be,  with  the  classification  of  accounts  as  pre- 
scribed by  the  Interstate  Commerce  Commission,  issue  of  1914; 
there  has  also  been  added  a  large  amoimt  of  new  material  and 
wherever  possible  the  unit  cost  or  an  estimate  is  given  for  all 
items  of  track  work,  track  structures  and  buildings.  A  feature  has 
also  been  made  of  quantities  for  track  material,  that  to  a  very 
large  extent  is  not  dealt  with  in  other  textbooks. 

It  has  often  been  said  that  cost  figures  are  not  of  much  value 
unless  accompanied  by  exhaustive  detail.  This  probably  is  correct 
from  a  contractor's  standpoint,  but  it  is  also  true  that  even  with 
detailed  figures  any  two  jobs,  built  exactly  alike  and  under  the 
same  conditions,  will  varj^  more  in  the  details  item  for  item  than 
in  the  totals;  and  it  is  with  the  latter  figures  especially  that  the 
engineer  is  mostly  concerned,  as  in  the  multipUcity  of  work  usually 
dealt  with  there  is  seldom  time  to  analyze  details  until  the  work 
is  authorized.  For  this  reason  the  quantities  and  cost  data  have 
been  arranged  for  handy  reference,  whereby  a  quick  total  estimate 
can  be  made  that  may  serve  as  a  guide  when  more  authentic 
information  is  lacking;  and  in  this  connection  it  should  be  remem- 
bered that  in  the  final  analysis  the  figures  depend  not  from  what 
can  be  had  from  a  book  but  rather  on  the  judgment  and  experi- 
ence of  the  estimator  and  his  knowledge  of  the  labor  and  material 
market  in  the  vicinity  in  which  the  proposed  work  is  to  be 
executed. 

Acknowledgment  is  here  made  to  the  various  technical  mag- 
azines, Engineering  Xews,  Railway  Age  Gazette,  Maintenance 
of  Way  Engineer,  Raihray  World,  Engineering  and  Contracting, 
and  many  others  for  material  incorporated  either  in  whole  or 
in  part  imder  the  various  subjects  dealt  ^snth;  also  to  many 
members  of  the  engineering  staff  of  the  various  railways  for 
valuable  information  received  and  courtesies  extended. 

J.  W.  ORROCK. 
New  York,  November,  1917. 
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PART  OXE. 
TRACK  AND  TRACK  STRUCTURES. 


RAIL   DIMENSIONS  AND   PROPERTIES. 


CHAPTER   I. 
TRACK   MATERIAL   AND   ESTIMATES. 


A.  S.  C.  E.    RAIL. 


A.  R.  E.  A.   R.\IL. 
Head 


A.  S. 

C.  E.   RAIL. 

Weight 

Area  of 
section. 

Dimensions. 

Properties. 

per  yard. 

Height. 

Base. 

Head. 

Web. 

I. 

r. 

s. 

X. 

Pounds. 

In.2 

In. 

In. 

In. 

In. 

In.« 

In. 

In.3 

In. 

110 

10.  SO 

6i 

6^ 

21 

37 

55.2 

2.26 

17.2 

2.92 

100 

9.84 

5f 

5f 

2^ 

rV 

44.0 

2.11 

14.6 

2.73 

95 

9.28 

5A 

5A 

2H 

f« 

38.8 

2.05 

13.3 

2.65 

90 

8.83 

5f 

5i 

21 

T^ff 

34.4 

1.97 

12.2 

2.55 

85 

8.33 

5t\ 

5A 

2t\ 

Vrr 

30.1 

1.90 

11.1 

2.47 

80' 

7.86 

5 

5 

2^- 

^^ 

26.4 

1.83 

10.1 

2.38 

75 

7.33 

4if 

m 

2^5 

1  7 
55 

22.9 

1.77 

9.1 

2.30 

70 

6.81 

4f 

4| 

2tV 

33 

19.7 

1.70 

8.2 

2.22 

65 

6.33 

4tV 

4tV 

2^ 

^ 

16.9 

1.63 

7.4 

2.14 

60 

5.93 

4i 

4^ 

2| 

U 

14.6 

1.57 

6.6 

2.05 

55 

5.38 

4^ 

4A 

21 

^ 

12.0 

1.50 

5.7 

1.97 

50 

4.87 

3i 

3J 

2i 

tV 

9.9 

1.43 

5.0 

1.88 

45 

4.40 

m 

3H 

2 

H 

8.1 

1.36 

4.3 

1.78 

A.R. 

E.  A.   RAIL. 

(Tentative 

sections  proposed.) 

Weight 

Area  of 
sections. 

Dimensions. 

Properties. 

per  yard. 

Height. 

Base. 

Head. 

Web. 

I. 

r. 

S. 

X. 

Pounds. 

In.' 

In. 

In. 

In. 

In. 

In.< 

In. 

In.> 

In. 

90 

8.82 

51 

5J 

2t^,-, 

A 

38.7 

2.09 

12.56 

m 

100 

9.95 

6 

5i! 

2H 

A 

49.0 

2.22 

15.10 

2? 

no 

10  82 

61 

5i 

f 

^s 

57.0 

2.29 

16.7 

2U 

120 

11.  S5 

6J 

M 

5 

67.6 

2.45 

18.9 

m 

130 

12.71 

6i 

6 

2i? 

U 

77.4 

2.46 

20.8 

3,V 

140 

13.58 

' 

6i 

3 

H 

89.2 

2.56 

23.1 

3A 
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A.  R.  A.  IL\IL. 

1^     Head 

I 

— r 


Senes  A. 


Dimensions. 

Properties. 

Weight 

Area  of 
section. 

per  yard. 

Height. 

Base. 

Head. 

Web. 

I. 

r. 

S. 

X. 

Pounds. 

In.« 

In. 

In. 

In- 

In. 

!■  .■ 

In. 

In.' 

In. 

100 

9.84 

6 

5^ 

2} 

^ 

48.9 

2.23 

15.1 

2.75 

90 

8.82 

51 

ok 

Vl^ 

9 
1'S 

38.7 

2.09 

12.5 

2.54 

80 

7.86 

5i 

4f 

2h 

If 

28.8 

1.91 

10.2 

2.31 

70 

6.82 

4f 

i\ 

2t 

^• 

21.1 

1.76 

8.3 

2.30 

60 

5.86 

4^ 

4 

2i 

M 

15.4 

1.62       6.5 

2.13 

Series  B. 


Wdgfat 

Area  of 
section. 

Dimensions. 

Properties. 

per  yard. 

Height. 

Base. 

Head. 

Web. 

L 

r. 

s. 

X. 

Pounds. 

In.' 

In. 

In. 

In. 

In- 

In.« 

In. 

In.' 

In. 

100 
90 
80 
70 
60 

9.85 

8.87 
7.91 
6.89 

5.87 

m 

5^T 

Hi. 
3ii 

2W 
2i 

8;     . 

41.3 

32.3 
25.1 
18.6 
13.3 

2.05 

1.91 
1.78 
1.64 
1.51 

13.7 

11.5 

9.4 

7.8 

6.0 

2.63 
2.45 
2.27 
2.16 
1.95 

FEET  OF  RAIL  INTO   TONS. 


TABLE  1.  — FEET  OF   RAIL  INTO  TONS. 

Weights  of  Rail  of  Various  Sections  in  Gross  Tons  per  Any  Length  in  Feet  (Single 
R.\il).      (J.  G.  Wishart.) 


5"^ 

Weight  in  tons. 

<D  S 

120-lb. 

110-lb. 

105-lb. 

100-lb. 

95-lb. 

90-lb. 

85-lb. 

80-lb. 

75-lb. 

70-lb. 

65-lb. 

60-lb. 

1 

0.017 

0.016 

0.015 

0.014 

0.014 

0.013 

0.012 

0.011 

0.011 

0.010 

0.009    0.008 

2 

0.035 

0.032 

0.031 

0.029 

0.028 

0.026 

0.025 

0.023 

0.022 

0.020 

0.019    0.017 

3 

0.053 

0.049 

0.046 

0.044 

0.042 

0.040 

0.037 

0.035 

0.033 

0.031 

0.029    0.026 

4 

0.071 

0.065 

0.062 

0.059 

0.056 

0.0.53 

0.050 

0.047 

0.044 

0.041 

0.038    0.035 

5 

0.089 

0.081 

0.078 

0.074 

0.070 

0.067 

0.063 

0.059 

0.055 

0.052 

0.048 

0.044 

6 

0.107 

0  098 

0.093 

0.089 

0.084 

0.080 

0.075 

0.071 

0.067 

0.062 

0.058 

0.053 

7 

0.125 

0.114 

0.109 

0.104 

0.099 

0.093 

0.088 

0.083 

0.078 

0.072 

0.067 

0.062 

8 

0.142 

0.131 

0.125 

0.119 

0.113 

0.107 

0.101 

0.095 

0.089 

0.083 

0.077 

0.071 

9 

0.160 

0.147 

0.140 

0.133 

0.127 

0.120 

0.113 

0.107 

0.100 

0.093 

0.087 

0.080 

10 

0.178 

0.163 

0.156 

0.148 

0.141 

0.133 

0.126 

0.119 

0.111 

0.104 

0.096 

0.089 

20 

0.357 

0.327 

0.312 

0.297 

0.282 

0.267 

0.253 

0.238 

0.223 

0.208 

0.193 

0.178 

30 

0.535 

0.491 

0.468 

0.446 

0.424 

0.401 

0.379 

0.357 

0.334 

0.312 

0.290 

0.267 

40 

0.714 

0.654 

0.625 

0.595 

0.565 

0.535 

0.506 

0.476 

0.446 

0.416 

0.386 

0  357 

50 

0.892 

0.818 

0.781 

0.744 

0.706 

0.669 

0.632 

0.595 

0.558 

0.520 

0.483 

0  446 

60 

1.071 

0.982 

0.937 

0.892 

0.848 

0.803 

0.758 

0.714 

0.669 

0.625 

0.580 

0.535 

70 

1.250 

1.145 

1.093 

1.041 

0.989 

0.937 

0.885 

0.833 

0.781 

0.729 

0.677 

0.625 

80 

1.428 

1  309 

1.250 

1.190 

1.131 

1.071 

1.011 

0.952 

0.892 

0.833 

0.773 

0.714 

90 

1  607 

1.473 

1.406 

1.339 

1.272 

1.205 

1.138 

1.071 

1.004 

0.937 

0.870 

0.803 

100 

1.785 

1.636 

1.562 

1.488 

1.413 

1.339 

1.264 

1.190 

1.116 

1.041 

0.967 

0.892 

200 

3.571 

2.273 

3.125 

2.976 

2.827 

2.678 

2.529 

2.381 

2.232 

2.083 

1.934 

1.785 

300 

5.357 

4.910 

4.687 

4.464 

4.241 

4.017 

3.794 

3.571 

3.348 

3.125 

2.901 

2.678 

400 

7.142 

6.547 

6.250 

5.952 

5.654 

5.357 

5.059 

4.761 

4.464 

4.166 

3.869 

3.571 

500 

8.928 

8.184 

7.812 

7.440 

7.068 

6.696 

6.324 

5.952 

5.580 

5.208 

4.836 

4.464 

600 

10  714 

9.821 

9.375 

8.928 

8.482 

8.035 

7.589 

7.142 

6.696 

6.250 

5.803 

5.357 

700 

12.500 

11.458 

10.937 

10.416 

9.895 

9.375 

8.854 

8.333 

7.812 

7.291 

6.770 

6.250 

800 

14  285 

13.095 

12.500 

11.904 

11.309 

10.714 

10.119 

9.523 

8.928 

8.333 

7.738 

7.142 

900 

16  071 

14.731 

14.062 

13.392 

12.723 

12.053 

11.383 

10.714 

10.044 

9.375 

8.705    S  O.'!.^ 

1,000 

17.857 

16.368 

15.625 

14.881 

14.136 

13.392 

12.648 

11.904 

11.160 

10.416 

9.672    8  (I2S 

2,000 

35  714 

32.737 

31.250 

29.761 

28.273 

26.785 

25.297 

23.809 

22.321 

20.833 

19.345  17  ,vi7 

3.000 

53.571 

49.106 

46.875 

44.642 

42.410 

40.178 

37.946 

35.714 

33.482 

31.250 

29.017  26. 7S5 

4,000 

71.428 

65.475 

62.500 

59.523 

56.547 

53.571 

50.595 

47.619 

44.642 

41.666 

38.690  35.714 

5,000 

89.285 

81.843 

78.125 

74.404 

70.684 

66.964 

63.244 

59.523 

55.803 

52.083 

48.36344.642 

6,000 

107.142 

98.212 

93.750 

89.285 

84.821 

80.357 

75.892 

71.428 

66.964 

62.500 

58.035,53  571 

7,000 

125.000 

114.581 

109.375 

104.166 

98.958 

93.750 

88.541 

83.333 

78.125 

72.916 

67.708  62.500 

8,000 

142.857 

130.950 

125.000 

119.047 

113.095 

107.142 

101.190 

05.238 

89.285 

83.333 

77.381  71.428 

9,000 

160.714 

147.318 

140.625 

133.928 

127.2.32 

120.535 

113.839 

107.142 

100.446 

93.750 

87.053  80.357 

10,000 

178.571 

163.687 

156.250 

148.809 

141.369 

133.928 

126.488 

119.047 

111.607 

104. 166|96. 726189. 285 

From  Table  1  the  total  tonnage  of  any  given  length  of  rail  can  be  quickly  and  accurately  ascer- 
tained by  the  addition  of  two  or  more  quantities.  The  following  example  will  illustrate  the 
method  of  u.sing  the  table.  Given  4237  lin.  ft.  of  80-lb.  rail,  to  find  the  total  tonnage.  From  the 
column  hcfided  80  lb.  take  from  opposite  4000  in  the  first  column  the  amount  47.619;  from 
opposite  200,  the  amount  2.381;  from  opposite  30,  the  amount  0.357;  and  from  opposite  7,  the 
amount  0.083.  The  sum  of  these  four  quantities  equals  50.440  tons,  the  weight  of  the  given 
umouDt  of  rail. 


TONS  OF  ILUL   INTO   TIl.\CK   MILES. 


TABLE  2. —TON'S  OF   RAIL  IXTO  TR.\CK  MILES. 

Lengths  of  Rml  of  Various  Sections  in  Tr^ck  Miles  per  ant  Weight  in  Gross  Tons. 

(J.  G.  Wishart.) 


Length  in  miles. 

Tons 

of  raiL 

120-lb. 

UO-Ib. 

105-lb. 

100-lb. 

95-lb. 

90-lb. 

85-Jb. 

80-lb. 

7.5-lb. 

70-Ib. 

65-lb. 

60-lb. 

1 

0.005 

0.005 

0.006 

0.006 

0.006 

0.007 

0.007 

0.008 

0.008 

0.009 

0.009 

0.010 

2 

0.010 

0.011 

0.012 

0.012 

0.013 

0.014;     0.015 

0.015 

0,017 

0.018 

0.019 

0.021 

3 

0.015 

0.017 

O.OIS 

0.019 

0.020 

0.021      0.022 

0.023 

0,025 

0.027|  0.029 

0.031 

4 

0.021 

0.023 

0.024 

0.025 

0.026 

0.028      0.029 

0.031 

0.0.33 

0.036,  0.0.39 

0  042 

5 

0.026 

0.028 

0.030 

0.031 

0.033 

0.0351     0.037 

0.0.39 

0.042 

0.045    0.049 

0.0.53 

6 

0.031 

0.034 

0.036 

0.03S 

0.040 

0.042      0.044 

0.047 

0.050 

0.0.54    0.058 

0  063 

7 

0.037 

0.040 

0.042 

0.044 

0.046 

0.0491     0.0.52 

0.0,55 

0.0.59 

0.063    0.068 

0  074 

8 

0.042 

0.046 

0.048 

0.050 

0.053 

0.056      0.0.50 

0.063 

0.067 

0.072    0.078 

0.084 

9 

0.047 

0.052 

0  0.54 

0.057 

0.060 

0.063]     0.067 

0.071 

0.076'  0.081 i  0.088 

0  095 

10 

0.053 

0.057 

0.060 

0.063 

0.067 

0.070      0.074 

0.079 

0.084 

0.090J  0.097 

0.106 

20 

0.106 

0.115 

0.121 

0.127 

0.1.34 

0.141      0.149 

0.159 

0.169 

0.181 

0.195 

0.212 

30 

0.159 

0.173 

O.lSl 

0.190 

0.201 

0.212      0.224 

0.238 

0.254 

0.272 

0.293 

0.318 

40 

0.212 

0.231 

0.242 

0.254 

0.267 

0.282      0.299 

0.318 

0..3.30 

0.363 

0.391 

0.424 

50 

0.265 

0.289 

0.303 

0.318 

0.3.34 

0.3.53      0.374 

0..307 

0.424 

0.4.54 

0.489 

0.530 

60 

0.318 

0.347 

0,363 

0.381 

0.401 

0.424 

0.440 

0.477 

0.509 

0.545 

0.587 

0.636 

70 

0.371 

0.405 

0.424 

0.445 

0.468 

0.494 

0.524 

0.556 

0.593 

0.6.36 

0.685 

0.742 

80 

0.434 

0.462 

0.484 

0.509 

0.535 

0.565 

0.598 

0.6.36 

0.678 

0.727 

0.783 

0.848 

90 

0.477 

0.520 

0.545 

0.572 

0.602 

0.636 

0.673 

0.715 

0.763 

0.818 

0.881 

0.954 

100 

0.530 

0.578 

0.606 

0.636 

0.669 

0.707 

0.748 

0.795 

0.848 

0.909 

0.979 

1.060 

200 

1.060 

1.157 

1.212 

1.272 

1.339 

1.414 

1.497 

1.590 

1.697 

1.818 

1.958 

2.121 

300 

1.590 

1.735 

1.818 

1.909 

2.009 

2.121 

2.246 

2.386 

2.545 

2.727 

2.937 

3.181 

400 

2.121 

2.314 

2.424 

2.545 

2.679 

2.828 

2.994 

3.181 

3.393 

3.636 

3.916 

4.242 

500 

2.651 

2.892 

3.030 

3.181 

3.349 

3.5351    3.743 

3.077 

4.242 

4.545 

4.895 

5.303 

600 

3.181 

3.471 

3.6.36 

3.818 

4.019 

4.242;  14.492 

4.772 

5.090 

5.4.54 

5.874 

6.363 

700 

3.712 

4.049 

4.242 

4.4.54 

4.689 

4.949      5.240 

5.568 

5.939 

6.363 

6.853 

7.424 

800 

4.242 

4.628 

4.848 

5.090 

5.3.58 

5.656     5.989 

6.363 

6.787 

7.272 

7.832 

8.484 

900 

4.772 

5.206 

5.454 

5.727 

6.028 

6.363     6.738 

7.159 

7.6.36 

8.181 

8.811 

9.545 

1.000 

5.303 

5.78.5 

6.060 

6.. 363 

6.698 

7.070      7.486 

7.9.54 

8.484 

9.000    9.790 

10.606 

2.000 

10.606 

11. 570 

12.121 

12.727 

13.397 

14.141    14.973 

15.900  16.900;i8, 181  19.580 

21.212 

3,000 

15.909 

17.3.55 

18.181 

19.090 

20.095 

21.212    22.4.59 

23.863  25,4.54  27.272  29.370 

31.818 

4.000 

21.212 

23.140 

24.242 

25.4.54 

26.794 

28.282 

29.946 

.31.818  33.939  36.363.39.160 

42.424 

5.000 

26.515 

28.925 

30..3a3 

31.818 

33.492 

.35.353 

37.4.33 

.39.772  42.424  45.4.54  48.951 

.53.030 

6.000 

31.818 

.34.710 

36.363 

.38.181 

40.101 

42.424    44.010 

47.727  ,50.000  .54.-545  .58.741 

63.836 

7.000 

37.121 

40.495 

42.424 

44.. 545 

46.^80 

49.404    .52.406 

.55,681  .50  393  63.6.36  08. .531 

74.242 

8,000 

42.424 

46.281 

48.484 

50.900 

53.. 588 

56.. 565    59.803 

63.6.36  67. 878J72. 727  78.321 

84.848 

9.000 

47.727 

52.066 

54. 545 

.57.272 

60.287 

63.6.36    67.379 

71.590 

76.. 363181. 818'88. Ill 

95.454 

10.000 

53.030 

57.851 

60.606 

63.6-36 

66.985 

70.707    74.866 

79.. 545 

84.848  90. 900 1 97. 902 

106.060 

Example:  Given  2652  tons  of  90-lb.  rail,  to  find  the  miles  of  single  track  which  it  will  lay. 
From  the  column  headed  90  lb.  take  from  opposite  2000  in  the  first  column  the  amount  14.141; 
from  opposite  600,  4.242;  from  opposite  50,  0.353,  and  from  opposite  2,  0.014.  The  .sum  of  these 
four  quantities  equals  18.750  miles,  the  amount  of  single  track  that  can  be  laid  with  the  tonnage 
of  rail  given. 


FEET   IN   DECIMALS  OF   A   MILE. 

TABLE  2a.  —  FEET  IN   DECIMALS  OF  A  MILE.     (N.  J.  Brady.) 


0.000 

0.001 

0.002 

0.003 

0.004 

0.005 

0.006 

0.007 

0.008 

0.009 

Miles. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

0.00 

5 

11 

16 

21 

26 

32 

37 

42 

48 

0.01 

"53 

58 

63 

69 

74 

79 

84 

90 

95 

100 

0  02 

106 

111 

116 

121 

127 

132 

137 

143 

148 

153 

0.03 

158 

164 

169 

174 

180 

185 

190 

195 

201 

206 

0.04 

211 

216 

222 

227 

232 

238 

243 

248 

253 

259 

0.05 

264 

269 

275 

280 

285 

290 

296 

301 

306 

312 

0.06 

317 

322 

327 

333 

338 

343 

348 

354 

359 

364 

0.07 

370 

375 

380 

385 

391 

396 

401 

407 

412 

417 

0.08 

422 

428 

433 

438 

444 

449 

454 

459 

465 

470 

0.09 

475 

480 

486 

491 

496 

502 

507 

512 

517 

523 

0.10 

528 

533 

539 

544 

549 

554 

560 

565 

570 

576 

0.11 

581 

586 

501 

597 

602 

607 

612 

618 

623 

628 

0.12 

634 

639 

644 

649 

655 

660 

665 

671 

676 

681 

0.13 

686 

692 

697 

702 

708 

713 

718 

723 

729 

734 

0.14 

739 

744 

750 

755 

760 

766 

771 

776 

781 

787 

0.15 

792 

797 

803 

808 

813 

818 

824 

829 

834 

840 

0.16 

845 

850 

855 

861 

866 

871 

876 

882 

887 

892 

0.17 

898 

903 

908 

913 

919 

924 

929 

935 

940 

945 

0.18 

950 

956 

901 

966 

972 

977 

982 

987 

993 

998 

0.19 

1003 

1008 

1014 

1019 

1024 

1030 

1035 

1040 

1045 

1051 

0.20 

1056 

1061 

1067 

1072 

1077 

1082 

1088 

1093 

1098 

1104 

0.21 

1109 

1114 

1119 

1125 

1130 

1135 

1140 

1146 

1151 

1156 

0.22 

1162 

1167 

1172 

1177 

1183 

1188 

1193 

1199 

1204 

1209 

0.23 

1214 

1220 

1225 

1230 

1236 

1241 

1246 

1251 

1257 

1262 

0.24 

1267 

1272 

1278 

1283 

1288 

1294 

1299 

1304 

1309 

1315 

0.25 

1320 

1325 

1331 

1336 

1341 

1340 

1352 

1357 

1362 

1368 

0.26 

1373 

1378 

1383 

1389 

1394 

1399 

1404 

1410 

1415 

1420 

0.27 

1426 

1431 

1436 

1441 

1447 

1452 

1457 

1463 

1468 

1473 

0.28 

1478 

1484 

1489 

1494 

1500 

1505 

1510 

1515 

1521 

1526 

0.29 

1531 

1536 

1542 

1547 

1552 

1558 

1563 

1568 

1573 

1579 

0.30 

1584 

1589 

1595 

1600 

1605 

1610 

1616 

1621 

1626 

1632 

0.31 

1637 

1642 

1647 

1653 

1658 

1663 

1668 

1674 

1679 

1684 

0.32 

1690 

1695 

1700 

1705 

1711 

1716 

1721 

1727 

1732 

1737 

0.33 

1742 

1748 

1753 

1758 

17(M 

1769 

1774 

1779 

1785 

1790 

0.34 

1795 

ISOO 

1806 

1811 

1816 

1822 

1827 

1832 

1837 

1843 

0.35 

1848 

1853 

1859 

18(}4 

1869 

1874 

1880 

1885 

1890 

1896 

0.36 

1901 

1906 

1911 

1917 

1922 

1927 

1932 

1938 

1943 

1948 

0.37 

1954 

1959 

1964 

1969 

1975 

1980 

1985 

1991 

1996 

2001 

0.38 

2006 

2012 

2017 

2022 

2028 

2033 

2038 

2043 

2049 

2054 

0.39 

2059 

2064 

2070 

2075 

2080 

2086 

2091 

2096 

2101 

2107 

0.40 

2112 

2117 

2123 

2128 

2133 

2138 

2144 

2149 

2154 

2160 

0.41 

2165 

2170 

2175 

2181 

2186 

2191 

2196 

2202 

2207 

2212 

0.42 

2218 

2223 

2228 

2233 

2239 

2244 

2249 

2255 

2260 

2265 

0  43 

2270 

227() 

2281 

2286 

2292 

2297 

2302 

2307 

2313 

2318 

0.44 

2323 

2328 

2334 

2339 

2344 

2:?50 

2355 

2360 

2365 

2371 

0.45 

2376 

23S1 

2387 

2392 

2397 

2402 

2408 

2413 

2418 

2424 

0.46 

2429 

2434 

2439 

24-15 

2450 

2455 

24()0 

2466 

2471 

2476 

0.47 

24S2 

24S7 

2492 

2497 

2503 

2508 

2513 

2519 

2524 

2529 

0.48 

2534 

2540 

2545 

2550 

2556 

2561 

2566 

2571 

2577 

2582 

0.49 

2587 

2592 

2598 

2603 

2608 

2014 

2619 

2024 

2629 

2635 

FEET   IX   DECIMALS  OF   A   MILE. 

TABLE  2a  (Continued).  —  FEET  IN   DECIMALS  OF  A  MILE. 


0.000 

0.001 

0.002 

0,003 

0.004 

0.005 

0.006 

0.007 

0.008 

0.009 

Miles. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft 

Ft;. 

0.50 

2640 

2(>45 

2651 

2656 

2661 

2666 

2672 

2677 

2682 

2688 

0.51 

2693 

2698 

2703 

2709 

2714 

2719 

2724 

2730 

2735 

2740 

0.52 

2746 

2751 

2756 

2761 

2767 

2772 

2777 

2783 

2788 

2793 

0  53 

2798 

2804 

2809 

2814 

2S20 

2825 

2830 

2835 

2841 

2846 

0.54 

2851 

2856 

2862 

2867 

2872 

2878 

2883 

2888 

2893 

2899 

0  55 

2904 

2909 

2915 

2920 

2925 

2930 

2936 

2941 

2946 

2952 

0  56 

2957 

2962 

2967 

2973 

2978 

2983 

2988 

2994 

2999 

3004 

0  57 

3010 

3015 

3020 

3025 

3031 

3036 

3041 

3047 

3052 

3057 

0.5S 

3062 

306S 

3073 

3078 

3084 

3089 

3094 

3099 

3105 

3110 

0.59 

3115 

3120 

3126 

3131 

3136 

3142 

3147 

3152 

3157 

3164 

0.60 

3168 

3173 

3179 

3184 

3189 

3194 

3200 

3205 

3210 

8216 

0.61 

3221 

3226 

3231 

3237 

3242 

3247 

3252 

3258 

3263 

3268 

0  62 

3274 

3279 

32^ 

3289 

3295 

3300 

3305 

.3311 

3316 

3321 

0.63 

3326 

3332 

3337 

3342 

3.348 

3353 

3358 

3363 

3369 

.3374 

0.&4 

3379 

33,8i 

3390 

3395 

.^00 

3406 

3411 

3416 

3421 

3427 

0.65 

3432 

3437 

3443 

3448 

3453 

3458 

34&4 

3469 

3474 

3480 

0.66 

3485 

3490 

3495 

3501 

3506 

3511 

3516 

3522 

3527 

3532 

0.67 

3538 

3543 

3548 

3553 

3559 

35&4 

3569 

3575 

3580 

3585 

0.68 

3590 

3596 

3601 

3606 

3612 

3617 

3622 

3627 

3633 

3638 

0.69 

3643 

3648 

3654 

3659 

3664 

3670 

3675 

3680 

3685 

3691 

0.70 

3696 

3701 

3707 

3712 

3717 

3722 

3728 

3733 

3738 

3744 

0.71 

3749 

3754 

3759 

3765 

3770 

3775 

3780 

3786 

.3791 

3796 

0.72 

3802 

3807 

3812 

3817 

3823 

3828 

3833 

38.39 

3844 

3849 

0.73 

3854 

3860 

3865 

3870 

3876 

3881 

3886 

3891 

3897 

3902 

0.74 

3907 

3912 

3918 

3923 

.3928 

3934 

3939 

3944 

3949 

3955 

0.75 

3960 

3965 

3971 

3976 

3681 

3986 

3992 

3997 

4002 

4008 

0.76 

4013 

4018 

4023 

4029 

4034 

4039 

4044 

4050 

4055 

4060 

0.77 

4066 

4071 

4076 

4081 

4087 

4092 

4097 

4103 

4108 

4113 

0.78 

4118 

4124 

4129 

4134 

4140 

4145 

4150 

41.55 

4161 

4166 

0.79 

4171 

4176 

4182 

4187 

4192 

4198 

4203 

4208 

4213 

4219 

0.80 

4224 

4229 

4235 

4240 

4245 

4250 

4256 

4261 

4266 

4272 

O.Sl 

4277 

4282 

4287 

4293 

4298 

4303 

4308 

4314 

4319 

4324 

0.82 

4330 

4335 

4340 

4345 

4.351 

4356 

4361 

4367 

4372 

4377 

0.83 

4382 

4388 

4393 

4398 

4404 

4409 

4414 

4419 

4425 

4430 

0.84 

4435 

4440 

4446 

4451 

4456 

4462 

4467 

4472 

4477 

4483 

0.85 

4488 

4493 

4499 

4504 

4509 

4514 

4520 

4525 

4530 

4536 

0.86 

4541 

4546 

4551 

4557 

4562 

4567 

4572 

4578 

4583 

4588 

0.87 

4594 

4599 

4604 

4609 

4615 

4620 

4625 

4631 

4636 

4641 

0.88 

4646 

4652 

4657 

4662 

4668 

4673 

4678 

4683 

4689 

4694 

0.89 

4699 

4704 

4710 

4715 

4720 

4726 

4731 

4736 

4741 

4747 

0.90 

4752 

4757 

4763 

4768 

4773 

4778 

4784 

4789 

4794 

4800 

0.91 

4805 

4810 

4815 

4821 

4826 

4831 

4836 

4842 

4847 

4852 

0.92 

4858 

4863 

4868 

4873 

4879 

4884 

4889 

4895 

4900 

4905 

0.93 

4910 

4916 

4921 

4926 

4932 

4937 

4942 

4947 

4953 

4958 

0.94 

4963 

4968 

4974 

4979 

4984 

4990 

4995 

5000 

5005 

.5011 

0.95 

5016 

5021 

5027 

5032 

5037 

5042 

5048 

5053 

.5058 

5064 

0.96 

5069 

.5074 

5079 

.5085 

.5090 

5095 

5100 

5106 

5111 

5116 

0.97 

5122 

5127 

5132 

5137 

5143 

5148 

51.53 

5159 

51&4 

5169 

0.98 

5174 

5180 

5185 

5190 

5196 

5201 

5206 

.5211 

5217 

5222 

0  99 

5227 

5232 

5238 

5243 

5248 

5254 

5259 

5264 

5269 

5275 

10 


RAIL  JOINTS  AND   BOLTS. 


TABLE  3 

—  RAIL  JOINTS  AND  BOLTS. 

A.  S. 

C.E. 

Rail. 

Rail 

Single 
bar, 

wt. 
per 

24  in.  long. 

26  in.  long. 

30  in.  long. 

36  in.  long. 

6  bolts. 

4  bolts. 

Size 

of 

bolt. 

wt. 

Per 

Per 

Per 

f  Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

yd. 

foot, 

joint 

mile 

joint 

mile 

joint 

mile 

joint 

mile 

joint 

mile 

joint 

mile 

lb. 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

no 

17.8 

71 

10.0 

77 

11.0 

89 

12.7 

107 

15.3 

1X4J 

11.46 

1.64 

7.64 

1.09 

100 

15.8 

63 

9.0 

69 

9.8 

79 

11.3 

95 

13.6 

lX^ 

11.16 

1.59 

7.44 

1.06 

95 

14.7 

59 

8.4 

63 

9.0 

74 

10.6 

88 

12.9 

1X4| 

10.98 

1.57 

7.32  i  1.04 

90 

13.5 

54 

7.7 

59 

8.4 

68 

9.7 

81 

11.6 

iX4i 

7.8 

1.11 

5.2 

0.74 

85 

12.4 

50 

7.1 

54 

7.7 

62 

8.8 

74 

10.6 

iXi\ 

7.8 

1.11 

5.2 

0.74 

80 

11.5 

46 

6.7 

50 

7.3 

57 

8.1 

69 

9.9 

ixn 

5.34 

0  76 

3.56 

0.51 

75 

10.7 

43 

6.1 

46 

6.6 

54 

7.7 

64 

9.1 

1X4 

5.28 

0.76 

3  52 

0.50 

70 

10.0 

40 

5,7 

43 

6.1 

50 

7.1 

60 

8.6 

f  X3! 

5.10 

0.73 

3.40 

0.49 

65 

9.2 

37 

5.3 

40 

5.7 

46 

6.6 

55 

7.9 

^X3f 

5.10 

0.73 

3.40 

0.49 

60 

8.4 

33 

4.7 

37 

5.3 

42 

6.0 

50 

7.1 

lX3i 

4.92 

0.70 

3.28 

0.47 

55 

7  5 

30 

4.3 

33 

4.7 

38 

5.4 

45 

6.4 

ixzk 

4.92 

0.70 

3.28 

0.47 

Series  A 

Rail. 

Rail 

Wt. 
per 
foot, 

24  in.  long,  i  26  in.  long. 

30  in.  long. 

36  in.  long. 

6  bolts. 

4  bolts. 

Size 
of 

wt. 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

pel 

yd. 

lb. 

joint 

mile 

joint 

mile 

joint 

mile 

joint 

mile 

joint 

mile 

joint 

mile 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

100 

18.97 

76 

10.9 

82 

11.7 

95 

13.6 

114 

16.3 

1X4'. 

11.16 

1.59 

7.44 

1.06 

90 

16.78 

68 

9.7        74 

10  6 

85 

12.1 

102 

14.6 

sX4| 

7.8 

1.11 

5.20 

0.74 

SO 

13.52 

54 

7.7 

59 

8.4 

68 

9.7 

81 

11.6 

iX4l 

5.34 

0.76 

3.56 

0  51 

70 

11.73 

47 

6.7 

50 

7.1 

59 

8.4 

71 

10  1 

iX3| 

5.10 

0.73 

3.40 

0  49 

60 

10.76 

43 

6.1        47 

6.7 

54 

7.7 

65 

9.3 

iX35 

4.92 

0.70 

3.28 

0  47 

SERrea  R 

Rail. 

Rail 

Wt. 
per 
foot, 

24  in.  long. 

26  in.  long. 

30  in.  long. 

36  in.  long. 

6bolt«. 

4  bolts. 

Bee., 

Size 
of 

wt. 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

Per 

per 
yd. 

lb. 

joint 

mile 

joint 

mile 

joint 

mile 

joint 

mile 

bolt. 

joint 

mile 

joint 

mile 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

lb. 

tons. 

100 

17.40 

60 

8.6 

65 

9.3 

87 

12.7 

Ill 

15.9 

1X4* 

11.16 

1.59 

7.44 

1.06 

90 

14.31 

!)l 

8.1 

62 

8.9 

72 

10.3 

86 

12.3 

X4J 

7.8 

1.11 

5.20 

0.74 

80 

12.72 

51 

7  4 

55 

7.9 

64 

9.1 

76 

10.9 

X4ji 

5.34 

0  76 

3  56 

0.61 

70 

11.87 

4/ 

6.7 

51 

7.4 

59 

8.4 

71 

10.1 

X3» 

5.10 

0.73 

3.40 

0.49 

60 

9.46 

37 

6.4 

40 

6.7 

47 

6.7 

57 

8.1 

X3) 

4.92 

0.70 

3.28 

0.47 

IL\IL  JOINTS. 


ELEMENTS  OF  SOME   RAIL  JOINTS.     A,  S.  C.  E.  and  other  Rail 
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CONTINUOUS  RAIL  JOINT  WEBER   RAIL  JOINT  WOLHAUPTER   RAIL  JOINT 

Ba*o  Supported  Type 


<ft    ^ 


Daqaesne 


Boozaao 


Hundred  Per  Cent 
Bridge  Supported  Tj'pe 

TABLE  4.— ELEMENTS  OF  VARIOUS  ANGLE  BAR  JOINTS, 


Kind  of  joint 
bar. 

_g" 

i 
1 

2  bars,  wt.  per         g 

Elements  of  sections. 

C 

"3 

Name  of  raiL 

3  =S 

I 

2-bar3. 

s    1    s 

^i 

>2 

1 

fe 

o 

Top 
2-bars. 

BTM 

2-bar3- 

Lb. 

In. 

Lb. 

Lb. 

Tons.  ] 

100 

Angle  bar. . 

30 

6 

P.  S.  rail.  .132.14 

81 

11.6    4  91|13.99 

6.42 

7.19 

100 

Angle  bar.. 

33 

6 

A.  S.  C.  E. 

31.31;  86 

12.3    4.60113.40 

5.80 

7.04 

100 

Angle  bar. . 

36 

6 

Dudley.... 

22.97;  67 

9.6'  3.37|  9.36 

4. 39 

5.14 

100 

Bonzano... 

26^  4 

A.  S.  C.  E. 

33. 36    73 

10.4 

5.82  32.66 

11. .55 

9.27 

100 

Bonzano. . . 

30     6 

P.  S.  rail.. 

26.98i  66 

9.4 

3.96.30.76 

12.06 

15.28 

100 

Bonzano. .. 

30     6 

P.  S.  rail.. 

32.86i  82 

11.8 

5.82J.32.66 

ll.o5[  9.27 

100 

Duquesne  . 

26 

4 

A.  R.  A. 

(5  rail)... 

45.27    98 

14.0 

7.23 

43.82 

14.09  12.96 

100 

Duquesne  . 

30     6 

P.  S.  rail  . . 

32.93   83 

11.9 

4.42 

41.05 

13.34  11.70 

100 

lOOpercent'30  |  6 

A.  S.  C.  E. 

47.60119 

17.0 

13.60:47.20 

15.0012.24 

100 

Weber 

28 

6 

A.  S.  C.  E. 

45. 36^106 

15.1 

23.28 

90 

Angle  bar.. 

28 

6 

A.  S.  C.  E. 

30.00 

70 

10.0 

4.28 

11.82 

5.32    6.12 

90 

Duquesne  . 

28 

6 

A.  R.  A. 

(Brail)... 

41.72 

97 

13.9 

6.13  34.65 

11.61  10.76 

90 

100  per  cent 

28 

6 

A.  S.  C.  E.  '38.71 

90 

12.9 

6.42  43.76 

15.34  11.66 

90 

100  per  cent 

28 

6 

A.  S.  C.  E.  31.71 

75 

10.7 

4.1445.28 

13.12  11. 33 

90 

100  per  cent 

26 

4 

A.  S.  C.  E. 

40.18 

87 

12.4 

5.93 

.38.38 

12.97  10.51 

85 

Angle  bar.. 

30 

6 

P.  S  rail  . . 

28.34 

71 

10.1 

4.29 

9.46 

4.84 

5.45 

85 

Angle  bar.. 

as 

6 

A.  S.  C.  E. 

24.16 

67 

9.6   3.55 

8.62 

5.16 

4.95 

85 

Angle  bar..  40 

6 

A.  S.  C.  E.  23.86 

3.50 

8.63 

4.08 

5.12 

85 

Bonzano ...  29  i  6 

A.  S.  C.  E.  .37.15 

'90 

12^9 

5.45 

26.15 

9.30 

7.80 

85 

Continuous  24  1  4 

A.  S.  C.  E. 

33.24 

67 

9.6 

4.88 

16.74 

5.95 

11.16 

85 

Duquesne..  30 

6 

P.  S.  rail.. 

28.96 

73 

10.4 

5.77 

.30.89 

10.86 

9.60 

85 

Wolhaupter  24 

4 

A.  S.  C.  E. 

26.98 

54 

7.7 

3.96.30.76 

12  06  15.23 

85 

100  per  cent  28 

1 

6 

A.  S.  C.  E. 

38.20 

89 

12.7 

5.63  34. .30 

11.55  10.15 

80 

Angle  bar. .  26 

4 

A.  S.  C.  E. 

25.28 

55 

7.9 

3.71 

7.42 

4.33 

3.80 

80 

Angle  bar..  30 

6 

P.  &  R 

20.80 

52 

7.4 

3.19 

5.94 

3.26 

3.74 

80 

Angle  bar..  !.36 

6 

A.  S.  C.  E.  23.04    69 

9.9 

4.70   9. .33 

4.36 

5.12 

80 

Bonzano... '24 

4 

A.  S.  C.  E.  27.74    56 

8.0 

4.0711.44 

4.81 

4.97 

80 

Continuous'24 

1 

4 

A.  S.  C.  E.  32.04 

64 

9.1 

4.7014.43 

5.24 

10  30 
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TABLE  5.  — TRACK  WORK  AND  MATERIAL. 
(C.  P.  R.  estimating  prices,  1915.) 

The  following  prices  cover  the  cost  of  work  when  done  under  normal  con- 
ditions and  include  all  freight  and  storage  charges: 
Ties: 

No.  1  track  ties,  each $0. 65 

No.  2  track  ties,     "    0. 60 

Cull  ties,                 " 0. 35 

(For  estimating  purposes  use  60  ties  per  100  feet  of  track.) 
For  the  various  kinds  of  sawn  ties  figure: 

Hemlock,  per  1000  F.  B.  M $22.  00 

Tamarack,      "              "         23. 00 

Rock  elm,       "              "         25. 00 

Oak                  "              "         30. 00 


No. 

Standard  Set. 

Hemlock. 

Tamarack. 

Rock  elm. 

Oak. 

7 

Turnout 

$  65.00 

$  68.00 

$  74.00 

$  88.00 

8 

Turnout     

71.00 

75.00 

83.00 

89.00 

90.00 

104.00 

101.00 

125.00 

127.00 

74.00 

78.00 

87.00 

93.00 

94.00 

109.00 

106.00 

130.00 

133.00 

81.00 
85.00 
95.00 
101.00 
102.00 
118.00 
115.00 
142.00 
144.00 

97.00 

9 

Turnout 

101.00 

10 

Turnout     

113.00 

11 

Turnout 

121  00 

12 

Turnout 

122.00 

14 

Turnout 

142.00 

7 

Slip  switch 

138.00 

9 

Slip  switch 

170.00 

7 

Crossover  13  ft.  centers.  .  . 

173.00 

7 

Crossover  16  ft.  center?.  .  . 

135.00 

141.00 

154.00 

184.00 

9 

Crossover  13  ft.  centers.  .  . 

147.00 

154.00 

167.00 

200.00 

9 

Crossover  16  ft.  centers.  .  . 
Crossing  crossover: 

157.00 

164.00 

178.00 

214.00 

7 

13  ft.  centers 

206.00 

215.00 

234.00 

280.00 

7 

16  ft.  centers 

256.00 

267.00 

290.00 

348.00 

9 

13  ft.  centers 

245.00 

257.00 

279.00 

334.00 

9 

13  ft.  centers 

294.00 

308.00 

334.00 

400.00 

Rails: 

As  it  is  now  frequently  necessary  to  supplj'  85  lb.  relay  rail  when  a  lighter 
rail  has  been  requisitioned,  all  estimates  should  be  made  for  85  lb.  rail  unless 
lighter  rail  is  known  to  be  available  for  the  work: 

New  rails per  gross  ton 

Relay  rails  for  Company's  tracks  "  


Relay  rails  for  private  sidings 
Scrap  rail 

Scrap  rail  for  reinforcement 
Rail  fit  for  relay  taken  up  —  credit 
Fastenings : 

Angle  bars,  per  gross  ton $45. 00 


$33.00 
20.00 
30.00 
15.00 
18.00 
20.00 


Bolts 

Spikes  *'  "    

Tie  plates,  each    

Compromise  angle  bars,  80-85,  per  pair 

73-S5         "      

73-80         "      

"  "  60-65         "      .... 

56-72         "      

Rail  ])racps,  each 

On  private  sidings  in  preference  to  using  rail  braces,  use  second- 
hand tie  plates,  each 


79.00 
54.00 
0.14 
1.00 
1.20 
1.20 
1.20 
1.20 
0.20 

0.10 


ESTIMATING  PRICES,  TRACK  WORK  AND  MATERIAL.       1 3 

TABLE  5  (Con/ini«<f).  — TRACK  WORK   AND   MATERIAL. 

Switches: 

8.J  lb.  material  should  be  estimated  for  all  switches  to  be  installed  in  tracks 
hiid  with  heavier  than  65  lb.  rail,  except  100  lb.  track,  and  6.5  lb.  material  in 

tracks  laid  with  65  lb.  or  lighter  rail,  unless  material  of  another  weight  is  known 
to  be  available  for  the  work. 
65  lb.  Material: 

High  stand,  rigid  frog  No.  9 $112. 00 

"     No.  7 106.  fK) 

Intermediate  or  low  stand,  rigid  frog  No.  9 100. 00 

No.  7 94.00 

851b.  Material: 

High  stand,  spring  frog 1,39. 00 

"       rigid  frog  No.  9 127.00 

"       "     No.  7  .  . 125.00 

Intermediate  or  low  stand,  spring  frog 128. 00 

rigid  frog  No.  9 116. 00 

No.  7 115.00 

Double  slip  switch  No.  9 660. 00 

No.  7 650.00 

Single  slip  switch  No.  9 510. 00 

No.  7 500. 00 

Labor: 

"VNTien  estimating  for  sidings  to  be  built  under  standard  siding  agreement,  10 
per  cent  of  the  total  cost  of  the  siding,  including  both  the  applicant's  portion 
and  the  railway  portion,  should  be  added  under  the  heading  "  Supervision 
and  Contingencies." 

Laving  split  switch,  main  line S60. 00 

yard     "    50  00 

Laying  diamond 40. 00 

slip  switch 130. 00 

"        track,  per  foot 0. 12 

Taking  up  split  switch 15. 00 

diamond ,.  . .  15. 00 

"          slip  switch 50. 00 

"          track,  per  foot 0. 04 

Transferring  split  switch 70.  00 

diamond 50. 00 

"            slip  switch 150.00 

track,  per  foot 0. 18 

Ballasting  and  surfacing,  per  cubic  yard 0. 50 

Derails : 

Hayes  derail,  hand  operated,  in  place S25. 00 

"         "       with  operating  stand,  in  place 40. 00 

"      interlocked,  in  place 150. 00 

Car  Stops: 

Cast  iron  car  stops  fas  per  plan  T-14-14a)  per  pair $20. 00 

Earth  or  cinder  car  stop  (as  per  plan  T-14-14a) 30. 00 

Standard  bumping  post  (as  per  plan  T-14-18a) 125. 00 

Signals: 

^Tien  signal  changes  are  made  necessary  by  the  construction  of  a  siding 
under  standard  siding  agreement,  the  cost  must  be  borne  by  the  applicant. 
The  cost  for  signal  changes,  due  to  the  introduction  of  one  switch 

in  the  main  track  may  be  taken  as   $3CK3. 00 

For  a  trailing  point  switch  in  double-track  territory 200. 00 
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COST  OF  SINGLE  TRACK  ABOVE  SUBGRADE. 


TABLE  6.  — SINGLE  TRACK:    STONE  BALLAST. 
Approximate  Cost  of  One  Mile  or  on'e  Foot  op  Single  Main  Line  Track,  above  Subgrade. 


o_d 

tc. 

M  3 

Cost  per  mile. 

Cost  per  foot. 

Rails  at  $33 
ton. 

Joint  bars 
atS45 
ton. 

Bolts  at 
S79  ton. 

Spikes  at 
S54  ton. 

n  5 

.Si 

«*—  '-2  S 

Wt. 
of 

o 
=3  a 

C~ 

.2— : 

o  s 

■6 
o  o 

•2-d 

OS 

.2^ 

raiL 

C 

■^.-z. 

a 

'Zc 

c. 

m 

. 

in 

*i 

^. 

m 

. 

. 

o 

o 

o 

o 

o 

o 

O 

o 

o 

o 

o 

H 

O 

15.8 

U 
S711 

1.35 

U 
fl07 

H 

O 

U 

O 

O 

O 

O 

O 

U 

120 

188.6;S6224 

4 

$216 

$2080 

$635 

$4000 

$13,973 

$14,873 

$2.65 

$2  82 

110 

172.9 

5706 

13.6 

612 

1.27 

100 

4 

216 

2080 

635 

4000 

13,349 

14,249 

2.53 

2.70 

100 

15/1 

5186 

11.5 

517 

1.19 

85 

4 

216 

2080 

635 

4000 

12,719 

13,519 

2  41 

2.58 

95 

149.2 

4927 

9.40 

423 

0.96 

76 

4 

216 

2080 

635 

4000 

12,356 

13,256 

2.34 

2.51 

90 

141.4 

4667 

8.72 

392 

0.96 

76 

4 

216 

2080 

635 

4000 

12,066 

12,966 

2.28 

2.45 

85 

133.5 

4408 

7.43 

334 

0.80 

63 

4 

216 

2080 

635 

4000 

11,736 

12.636 

2.22 

2.39 

80 

125.7    4148 

7  14 

321 

0.80 

63 

4 

216 

2080 

635 

4000 

11,464 

12,364 

2.17 

2.34 

y5 

117.8    3889 

6. 73 

303 

0.80 

63 

4 

216 

2080 

635 

4000 

11,186 

12,086 

2  12 

2.29 

70 

110.0    3630 

6.40 

288 

0.80 

63 

4 

216 

2080 

635 

4000 

10,912 

11,812 

2.07 

2.24 

65 

102  1    3372 

6.07 

2V3 

0.71 

56 

4 

216 

2080 

635 

4000 

10,632 

11,5.32 

2.02 

2.19 

60 

94.3    3116 

6.00 

225 

0.71 

56 

4 

216 

2080 

ass 

4000 

10.328 

11.228 

1.96 

2.13 

56 

88.0    2901 

2.5V 

116 

0.71 

56 

4 

216 

2080 

635 

4000     10,007 

10,907 

1.90 

2  07 

TABLE  6a.  —  SINGLE  TRACK:    GRAVEL  BALLAST. 


^■?^ 

« 

Cost  per  mile. 

Cost  per  foot. 

Rails  at  $33 
ton. 

Joint  bars 

at  $45 

ton. 

Bolts  at 
$79  ton. 

Spikes  at 
S54  ton. 

CO   o 

.Is 

—   3 
a  <" 

Wt 
of 

•2^ 

03 

Ha 

.2— : 
o  « 

0)    Q 

Ha 

rail. 

fl 

3 

^  a 

c 

Z-c. 

c 

i 

188  6 

1 

si 

a 

15.8 

i 

a 
1.35 

i 

$107 

a 

'i 

1 

i 

1 

1 

i 

i 

1 

12U 

$6224 

$711 

$216 

$2080 

$1600 

$11,573 

$12,473 

$2.20 

$2.37 

110 

172  9 

5706  13.6 

612 

1  27 

100 

216 

2080 

6.35 

1600 

10,949 

11.849 

2.08 

2  25 

100 

157  1 

518,511. 5 

617 

lilt 

85 

216 

2080 

a35 

1600 

10,318 

11.218 

1.96 

2  13 

95 

149  2 

4'.»2«    9  40 

423 

0  06 

76 

216 

2080    635 

1600 

9,956 

10.856 

1.89 

2.06 

90 

141  4 

4fir)7!  8.72 

392 

0  96 

76 

216 

2080!  6.35 

1600 

9,666 

10,566 

1.83 

2.00 

85 

133  5 

440.S    7.43 

334 

0  80 

6;j 

216 

20S0    635 

1600 

9,336 

10,236 

1.78 

1.95 

80 

125.7 

4US|  7  U 

321 

0  80 

63 

216 

2080    635 

1600 

9.0W 

9,964 

1.72 

1.89 

75 

117  8 

3H.S(i'  6  73 

303 

0  80 

63 

216 

20S0    635 

1600 

8.786 

9,686 

1  66 

1.83 

VO 

110  0 

3630    6  40 

2H8 

0  80 

6;j 

216 

2080    a35 

1600 

8,512 

9.412 

1.62 

1.79 

65 

102  1 

337!    fl  07 

273 

0  71 

56 

216 

2080    KiH 

1600 

8,232 

9.132 

1.56 

1.73 

«U 

94.3 

3115    5  00 

225 

0  71 

56 

216 

2080,  635 

lt«X) 

7,928 

8.828 

1.50 

1  67 

60 

88  0 

2904    2.57 

116 

0.71 

66 

216 

2080 1  635 

1600 

7.607 

8.507 

1.44 

1.61 

COST  OF  DOUBLE  TRACK  ABOVE  SUBGRADE. 
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T.\BLE  7.— DOUBLE  TRACK:   STONE   BALL.\ST. 
Approxdlkte  Oki  of  Oxb  Milk  ob  One  Foot  or  Docblz  Slux  Lint:  Tk.\ck,  above  Subgradb. 


Rails  at  $33 
ton. 

Joint  bars 

Spikes  at 
$54  ton. 

—  o 

is 

S  = 

^i 

si 

Cost  per  mile. 

Cost  per 
foot. 

Wt. 

at  $43 

toiv. 

$79  ton. 

.£o 

■2-:  1      -• 

-^  £  1   o  S 

of 

r"  -J 

«^  "w 

O  d 

c-  s 

o  c 

.-»  zt 

raiL 

d 

^Q. 

c. 

Za 

=. 

^ 

_j 

£ 

^ 

z 

^ 

»•■  '    ..i 

o 

§ 

s 

S 

C 

.° 

g    s 

£ 

5 

s 

s 

s 

s 

s 

H 

" 

H 

u 

H 

U 

8    $432 

W160 

SIOOO 

o 

S7500 

O 

O 

o 

U 

120 

377  2  $12,448  31  60 

$1422 

2.70 

S214 

527,176  S28,976'§3.15S5.49 

IIU 

343  8 

11.412  27  00 

1224 

9 

54 

200 

8      432 

4160 

1000 

7500 

25.028    27,728:  4. 92:  5.26 

100 

314  2 

10.372  23  00 

1034 

0 

38 

170 

8     432 

4160 

1000 

7500 

24,668,    26,468    4.681  5.02 

»6 

298  4 

9.854  IS  80 

K46 

92 

152 

8      432 

4160 

1000 

7.500 

23,944     25,744 

4.541  4.88 

UO 

282  8 

9.3.^4  17  44 

784 

92 

152 

8  i  432 

4160 

1000 

7500 

23,362,   25,162 

4.43    4.77 

85 

287  0 

8.816  14-86 

668 

60 

126 

8  :  432 

4160 

1000 

7,500 

22.702    24,502 

4.30    4.64 

80 

251  4 

8.2<i6  14  2S 

642 

60 

126 

8     432 

4160 

lOOC 

7500 

22,156    23,956 

4.19    4. .53 

13 

235  6 

7,77S  13  46 

606 

60    126 

8      432 

4160 

1000 

7.500 

21,602    23,402 

4.09    4.43 

70 

2200 

7,260  12  80 

576 

60    126 

8  ,  432 

4160 

1000 

7500 

21,054    22,854 

3.99    4.33 

66 

204.2 

6.744  12  14 

546 

42    112 

8  .  432 

4160 

1000 

7.500 

20,494    22.294 

3.88    4.22 

00 

188  6 

6.232  10  00 

450 

42    112 

8     432 

4160 

1000 

7.500 

19,886    21,686    3.77|  4.11 

&« 

176  0 

5,808    5  14 

232 

1  42    112 

8  1  432 

4160 

1000 

7500 

19,244     21,044    3.64'  3.98 

TABLE   7a. —  DOUBLE  TRACK:   GRAXTL   BALLA.^T. 


.,        ,T             ' 

'       ,-             ''                /        *             '             * 

_# 

~y-^:''.-           ^ 

^l^^mz^^^;t ^ ?^*^ 

^j|»^»^^;.^^^^j^'^^v^^■'«>'<v>A  _-A     irtu<n<»*-uf.>.»  w>«-vp....,^.,.,»tm'K.tiKB»Aw»»*^  ».   »;■.^>>7^,7^,W,^,^y>\vw^^87^, 

r« 

' 

1                            1 

Rails  at  $33     ^"l"*-^?" 

ton.                ^'  **^ 
ton. 

1 
1 

Bolts  at     .'pikes  at 

s  1 '  '•*•=  '-U 

Cost  per  mile. 

Cost  per 
foot. 

Wt. 
nf 

$79  ton.      -5.54  toik 

itili 

Eh-  '^C- 

.2  ° 

.2° 

raU. 

==1- 

1      Za 

■•E    IZU 

=. 

■ 

■J                   K    •   1       .J 

5 

■£       1     K 

. 

. 

. 

1 

8        S 

?1422 

1 
2  70 

6  1 

s 

8 

a 

S        8 

s 

a 

6 

120 

377.2 

$12,44831  60 

1214      8    $432    S4160S10fJO$3000,$22,676  *24  476.S4.30$4.64 

110 

345.8 

11,41227  00 

1224 

2..M 

200      8     432      4160    1000    3000 

21,428 

23,228    4.06,  4.40 

100 

314.2 

10,370  23  00 

1034 

2.38 

170      8      432 

4160    1000,  3000 

20,166 

21,966 

3.72    4.16 

93 

298.4 

9,852  18  80 

846 

1.92 

152      8  1  432 

4160    1000,  3000 

19,442 

21,242 

3.68    4.02 

90 

282.8 

9,3»4,17  44 

784 

1.92 

1.52      8     432 

4160    lOOOl  3000 

1S.862 

20,662 

3. .58    3.92 

83 

267  0 

8,816  14.86 

668 

1.60 

126      8  '  432 

4160    1000'  3000     18,202 

20,002 

3.45    3.79 

80 

2.51.4 

8.296  14.28 

W2 

1.6(J 

126  i  8      4.32 

4160    1000    .3000     17,6.56 

19,4.56 

3.35    3  69 

73 

235  6 

7,778  13  46 

606 

1  60 

126      8     432 

4160    1000    .3000     17,102 

18.902    3.24    3. .58 

70 

220.0 

7,260  12  80 

576 

IM 

126      8  1  432 

4160    1000    3000     16..5.54     18.354:  3  14    348 

65 

204.2 

6.742  12  14 

.546 

1  42 

112      8  1  4.32  '  4160    1000    3000'    15.'^»'>2l    17,792'  3  03    3. .37 

(to 

188.6 

6.230  10  00      450 

1.42 

112  !  8     432  ,  4160,   1000    3000,    15,384!    17,184'  2.91    3  25 

56      176.0 

5.808    5  14      232 

1  42 

112      8     432      4160    1000|  3000[    14.7441   16,5441  2.80j  294 

16       MATERIAL  REQUIRED    FOR   TURNOUTS  AND   COST. 

Turnouts. 

TABLE  8.  —  APPROXIMATE  QUANTITIES  OF  RAIL  AND  FASTENINGS,  GROSS 

TONS  FOR  NO.  9. 


Material. 


Weight  of  rail,  pounds. 


56  60  65  70 


Rail 

Angle  bars 

Bolts 

Spikes 


3.58 
0.25 
0.0.3 
0.20 


3.83  4.15 
0.25  0.25 
0.03i  0.03 
0.20    0.20 


4.46  4.781  5.10 
0.26!  0.28'  0.29 
0.03|  0.03  0.03 
0.20   0.20   0.20 


85  90  95  100 


5.42  5.74 

0.30  0.31 

0.03  0.04 

0.20  0.22 


6.06 
0.32 
0.04 
0.24 


6.38 
0.33 
0.04 
0.25 


Tie  plates.    Order  200. 

Switch  material.     Order  complete  switch  and  frog  with  guard  rails. 

Switch  ties.     Order  complete  set  of  switch  ties. 

In  the  above  turnouts  it  is  assumed  that  the  material  will  furnish  a  com- 
plete turnout  covering  100  ft.  of  main  line  track  and  100  ft.  of  siding  track. 
(Fig.  A.) 


Note:- 
If  Turnout  is 
fully  Tieplated 
add  S2S.00 


il 

100-feet. — = 

_^             N 

■ ■svuTimIC. 

MaiD  Trick 

■ — ^100-feet 

Note  :- 

Prices  cover  work 
shown  in  solid  lines 


DIAGRAM  OF  TURNOUT 


Fig.  A. 


TABLE  9.  —  APPROXIMATE  COST  OF  TURNOUTS  FOR  VARIOUS  WEIGHTS  OF 
RAIL  WITH  GR-WEL  OR  STONE  BALLAST.  BASE  OF  IL\IL  18  IN.  ABOVE 
SUBGRADE. 


Weight 
of  rail, 
lb.  per 
yard. 

Rail  at  S33 
per  ton. 

Switch 
and 
frog 

mate- 
rial. 

Fasten- 
ings (an- 
gle bars, 
bolts  and 

spikes). 

Switch 
ties,  oak 

at  $30 
per  1000. 

Labor. 

Gravel  ballast 
120  c.  y.  at  50ji. 

Stone  ballast 

100  c.  V.  at 

$1.25. 

Tons. 

Cost. 

Cost. 

Cost. 

Cost. 

Cost. 

Ballast- 
ing. 

Total 

cost. 

Ballast- 
ing. 

Total 
cost. 

56 
60 
65 
70 

75    * 
80 
85 
90 
05 
100 

3.58 
3  93 
4.15 
4.16 
4.78 
5.10 
5.42 
5.74 
605 
6.38 

$118 
126 
137 
147 
158 
168 
179 
189 
200 
211 

S  90 

105 
112 
114 
116 
116 
139 
143 
148 
152 

$19 
23 
25 
25 
26 
27 
27 
28 
29 
36 

$101 
101 
101 
101 
101 
101 
101 
101 
101 
101 

$60 
60 
60 
60 
60 
60 
60 
60 
60 
60 

$60 
60 
60 
60 
60 
60 
60 
60 
60 
60 

$448 
475 
■    495 
507 
521 
532 
566 
581 
598 
620 

$125 
125 
125 
125 
125 
125 
125 
125 
125 
125 

$513 
540 
560 
572 
586 
597 
631 
645 
663 
685 

Thp  above  are  figured  for  No.  9  turnouts,  for  No.  7  deduct  15%  and  for 
No.  1 1  add  15%.     (Fig.  A.) 


COST  OF  CROSSOVERS. 
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Crossovers. 

TABLE  10.  —  APPROXIMATE  COST  OF  CR0.SS0\'ER3  FOR  VARIOUS  \Mi:iGHTS 
OF  RAIL  INCLUDING   RESURFACING. 

(Track  13  ft.  Centers.) 


Weight 

ofraU. 

lbs. 

RailatS33 

Switch 
and  frog 
material. 

Fastenincrs 
(angle  bars. 

Turnout, 

Track 

Labor  and 

Total 

per  ton. 

bolts, 
spikes). 

ties,  etc. 

ties. 

surfacing. 

cost. 

65 

$274 

$224 

$50 

S202 

$15 

$130 

S895 

70 

294 

228 

52 

202 

15 

130 

921 

75 

316 

232 

54 

202 

15 

130 

949 

80 

336 

236 

56 

202 

15 

130 

975 

85 

358 

278 

58 

202 

15 

130 

1041 

90 

378 

286 

60 

202 

15 

130 

1071 

95 

400 

296 

62 

202 

15 

130 

1105 

100 

422 

301 

72 

202 

15 

130 

1145 

The  above  are  figured  for  No.  9  turnouts;  for  No.  7  deduct  15%  and  for 
No.  11  add  15%. 

Example: 

What  is  the  detailed  cost  of  a  Xo.  9  single  track  crossover;  85  lb.  steel,  not 
tie  plated?    Table  10,  under  85  lb.  rail. 

RaU S358 

Switch  and  frog  material 278 

Angle  bars,  bolts,  and  spikes 58 

Turnout  ties 202 

Track  ties 15 

Labor  and  surfaces 130 

S1041 

Supervision  and  contingencies,  10% 104 

Total $1145 


T.\BLE   11.  — APPROXIMATE  COST  OF  SWITCH  TIES  FOR  CR0SS0\'ERS. 

Cbossoveb  ties. 


Track 

centers, 

ft. 

F.  B.  M. 

Approximate  cost. 

Number  of  turnout. 

*lr 

SZS^r 

V 

7 C.  P. 

8.     A.  R.  E.  A. 

9 C.  P. 

11      AREA 

13 
13 
13 
13 
14 
15 

6095  (15  or  16|  ft.  split  switch) 
6925  (15  or  16|  ft.  split  switch) 
6725  (15  or  16^  ft.  split  switch) 
95.S4  ^22  ft    switch)      

$1.34 
1.53 
148 
210 
148 
157 

$153 
173 
178 
239 
169 
179 

$183 
208 
202 
286 

9 C.  P. 

9 C.  P. 

672.5  (15  or  16|  ft.  split  switch) 
7088  (15  or  16^  ft.  split  switch) 

202 
213 

18      TRACK   MATERIAL   AND   ESTIMATES   FOR   SPUR  LINES. 


TRACK  MATERL/VL  AND   ESTIMATES. 
For  making  preliminary  quick  estimates  of  the  approximate 
cost  of  spur  tracks,  the  following  tables  and  figures  will  be  found 
very  serviceable,  the  same  unit  prices  for  track  material  being 
used  as  quoted  in  the  preceding  estimates. 

Example : 

Find  the  approximate  cost  of  constructing  a  500  ft.  spm*  on  a  2  ft.  fill  main 

line  85  lb.  rail,  spm*  to  be  65  lb.  rail.    (Turnout  same  weight  as  main  line  rail.) 

Estimate : 

85  lb.  turnout,  tie  plated  (Table  a) S596 

500  ft.  (less  200  ft.  for  turnout)  300  ft.  65  lb.  track  (Table  b)  @  $1.56.      468 

500  ft.  of  fill  (2  ft.  high)  S71  by  5 (Table  c) 355 

Total §1419 


TABLE  a.  — TURNOUTS. 


TABLE  b.  —  TRACKWORK. 


Cost  of  turnout.                  , 

Cost  of  track  per  foot. 

Weight  of 
rail,  lb. 

Weight  of 
rail.  lb. 

Not  tie  plated. 

Tie  plated. 

No.  1  ties  and 
new  rail. 

No.  2  ties  and 
relay  rail. 

100 

S620 

598 

S650 
628 

82.00 
1.89 

100 

95 

SI. 40 

95 

90 

581 

•611 

1.83 

1.35 

90 

85 

566 

596 

1.78 

1.30 

85 

80 

532 

562        1 

1.72 

1.25 

80 

75 

521 

551 

'         1.66 

1.20 

io 

70 

507 

337 

1.62 

1.15 

70 

65 

495 

525 

1.56 

1.10 

65 

60 

475 

505 

1.50 

1.05 

60 

66 

448 

478 

1.44 

1.00 

56 

Table  a  includes  rail  and  fastenings, 
switch  material,  ties,  ballast,  labor,  etc.,  com- 
plete in  place  for  each  turnout. 


Table  b  includes  rail,  angle  bars,  bolts, 
spikes,  ties  and  ballast  complete  in  place  for 
each  weight  of  rail  given  with  7-in.  ballast  under 
tie. 


TABLE  c.  —  FILL.    Cubic  ^i 

'.\RDS 

Fill  Per  100  Ft. 

OF  Track, 

16  Ft 

StTBGRADE. 

Fill 

Gin. 

1ft. 

66 
33 

lift. 

102 
51 

2  ft. 

142 
71 

2Jft. 

1^ 
92 

3  ft. 

228 
114 

3Jft. 

276 
13S 

4  ft. 

326 
163 

5  ft. 

436 

218 

6  ft. 
556 

278 

7  ft. 

688 
344 

8  ft. 

Cubic  yards 

Cost  at  50i*  yd.,  $. 

32 

16 

930 
4G5 

Tie  Plates.  —  Usually  always  provided  for  the  switch  leads, 
the  turnout  curve  and  the  siding  curves,  120  per  100  lineal  feet. 

Ballast.  —  50  cubic  j'ards  per  100  feet  allows  for  an  average 
gravel  liallast  section  7  inches  deep  under  the  ties. 

Rail  and  Turnout.  —  100  feet  of  main  track  and  100  feet  of 
siding  comprises  the  turnout  Fig.  A,  page  Ifi,  and  in  the  case  of  a 
new  spur  or  siding  liie  100  foot  of  main  line  rail  rolca.'^jed  may  be 
laid  on  (ho  rover.se  curve  back  of  the  turnout,  hence  considering 
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ihe  turnout  as  furnishing  100  feet,  and  the  released  main  line  rail  / 
100  feet,  the  siding  rail  to  be  figured  will  be  reduced  by  200  feet 
for  each. 

Signals.  —  In  block  signal  territory  .S2.50.00  may  be  added  to 
the  estimate  for  changes  due  to  the  introduction  of  one  switch  in 
the  main  track,  and  .S17.5.00  for  a  trailing  point  switch  in  double 
track  territory. 
Culverts.  — 


CoDcrete  pipe. 

Cast  iron  pipe. 

Ordinary  wood  boxes. 

Siie,      Cost  per 
inches.       foot. 

Add  for 

wing  walls, 

concrete. 

Size, 
inches. 

Cost  per 
foot. 

Add  for 

wing  walls, 

rip  rap. 

Cost 

Size,  feet.         per 

foot. 

Add  for 
wi  ng  walls. 

18    '  $2.20 
24         2.50 
30         2.75 
36         3.00 

$30 
40 
50 

60 

18 
24 
30 

36 

$5.00 

7.75 

10.00 

12.00 

$15 

18 
21 
24 

1  X2 
2X2 
2X3 
3X4 

$1.00 
1.50 
2. .50 
3.00 

$i6' 

24 

4  poles 


S20.00  per  pole 
17.. 50       " 
15.00 
10.00 


Telegraph  Poles: 

Cost  of  removing     1    to 

4    to      8 
8    to    12 
12  or  more 
Car  Stops:  installed  complete  in  place. 

Earth  or  cinder  stop,  banked  up $15. 00 

Earth  or  cinder  wood  frame .30 .  fX) 

Cast  iron  stop  block  (small  size) 45. 00 

Ellis  t\-pe  stop  block 100. 00 

Cattle  Guards: 

Cattle  guards,  siirface .       35. 00 

crib ..       40.00 

pit 75.00 

Compromise  Angle  Bars : per  pair  1 .  50  to  2  00 

Track  Ties.  —  A  fair  average  price  is  65  cents  each  delivered 
along  the  track,  and  figuring  .3200  to  the  mile  the  cost  would  be 
$2080  per  mile  for  new  main  line  single  track. 

For  maintenance  work  about  10  per  cent  is  a  fair  average  for 
renewals,  or  .300  per  mile  costing  .S19.5.  For  side  tracks  o  per 
cent  is  a  good  average  or  1.50  per  mile;  for  the  latter,  however, 
second  class  and  cull  ties  are  used  ranging  from  30  to  50  cents 
each  or  an  average  of  40  cents  or  S60  per  mile. 

Labor,  —  Putting  in  ties  for  ordinary  track,  a  common  figure 
for  estimating  is  12  cents  per  lineal  foot  for  single  track. 

Ballasting  and  Surfacing.  —  Gravel  ballast  10  inches  under 
ties,  30  cents  per  lineal  foot  for  single  track.  Stone  ballast  7 
inches  under  ties,  75  cents  per  Uneal  foot  for  single  track. 


20         TRACK   MATERIAL   PER    100   FT.   AND   PER   MILE. 


TABLE    12.  —  APPROXIM.\TE   QUANTITIES  PER   100  FEET   OF   SINGLE 
TRACK.    RAILS,  FASTENINGS,  ETC.,  GROSS  TONS. 


Material. 

Various  weights  of  rails  in  pounds. 

100 

95 

90 

85 

80 

75 

70 

65 

60 

56 

Rail 

Angle  bars 

Bolts 

Spikes 

2.98 
0.21 
0.022 
0.075 

2.83 
0.18 
0.018 
0.075 

2.68 

0,16 
0  016 
0.075 

2.53 
0.141 
0.015 
0.075 

2.38 
0.149 
0.017 
0.075 

2.23 
0.13 
0.013 
0.075 

2.09 
0.12 
0.012 
0.075 

1.93 
0.114 
0.014 
0.075 

1.78 
0.104 
0.014 
0.075 

1.67 
0.05 
0.014 
0.075 

Tie  plates. 

Ties 

Ballast.... 

120    per  100  ft. 
60    per  100  ft. 
60    cu.  vd.  per  100  ft. 

Example : 

What  quantity  of  material  is  required  for  400  ft.  of  single  line  track;  85  lb. 

steel,  not  tie  plated?    From  Table  12  under  85  lb.  rail. 

Rail 2.53    X  4  =  10.12     gross  tons. 

Angle  bars 0.141  X  4  =    0.564      " 

Bolts 0.015  X  4  =    0.06 

Spikes 0.075  X  4  =    0.30 

Ties 60  X  4  =  240  ties. 

Ballast 60  X  4  =  240  cu.  yds. 

TABLE  12a.  —  APPROXIMATE  QUANTITIES  PER  MILE  OF  SINGLE  TR.\CK. 
RAILS,   FASTENINGS,  ETC.,  GROSS  TONS. 


Material. 

Various  weights  of  rails  in  pounds. 

100 

95 

90 

85 

80 

75 

70 

65 

60 

56 

Rail 

Angle 

bars. . . 
Bolts.... 
Spikes. . . 

157.14 
11.5 

1.19 
4.0 

149.29 

9.4 

0.96 

4.00 

141.43 

8.72 
0.96 
4.00 

133.57 

7.43 
0.80 
4.00 

125.71 

7.14 
0.80 
4.0 

117.85 

6.73 
0.80 
4.00 

110.00 

6.40 
0.80 
4.00 

102.14 

6.07 
0.71 
4.0 

94.29 

5.00 
0.71 
4.0 

88.00 

2.57 
0.71 
4.0 

Tie  plates 

Ties 

Ballast . . 

6000 
3000 
3000 

per  mi 
per  mi 
cu.  yd 

Ic. 
le. 
per  m 

ilo. 

Example : 

\\'hat  quantity  of  material  is  required  for  3  miles  of  single  line  track; 
90  lb.  steel,  tie  plated?    From  Table  12a,  under  90  lb.  rail. 

Rail 141.43  X  3  =  424.29  gross  tons. 

Angle  bars 8.72X3=    26.16      "         " 

Bolts 0.96  X  3  =      1.98      "         " 

Spikes 4.00  X  3  =_12.00      "         " 

Tie  plates 6000  X  3  =Ts7(KK)  plates 

Ties .3000X3=    9,000  ties 

Balla4>t 3000X3=    9,000  cu.  yds. 
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Rail  Renewals. 

T.VBLE  13.  — COST  AND  CREDIT  PER  MILE  FOR  VARIOUS  WEIGHTS  OF  RAIL. 

EsTiM.\TED  Cost  or  Sew  and  Second  Hand  Rails  and  Fastenings  per  Mile  or  Track, 

AND  Credit  roR  the  Same  whe.v  Removed. 


lb. 
48 


S6 


60 


71 


73 


80 


86 


100 


Kind  of  raiL 


New 

Second  band. 
Credit 


New , 

Second  hand. 
Credit 


New 

Second  hand 
Credit 


New 

Second  hand 
Credit 


New 

Second  hand 
Credit 


New 

Second  hand 
Credit 


New 

Second  hand. 
Credit 


New 

Second  hand 
Credit 


New 

Second  hand 
Credit 


New 

Second  band 
Credit  


RaiL 


Fish  plates  or 
angle  bars. 


75.43 
75.43 
75.43 

81.71 
81.71 
81.71 


2489.19  2.W 
1508.60  2.64 
1508.60  2.64 


2696.43 
1634.20 
1634.20 


.00'  33  2904.00 
.00  20  1760.00 
.00  20  1760.00 


2.83 
2.83 
2.83 

2.83 
2.83 
2.83 


94.20|  33  3108.60  5.49 
94.20j  20  1884.00  5.49 
94.20  20  1884.00  5.49 


102.17  33  3371.61 
102.17  20  2043.40 
102.17  20  '2043.40 


7.04 
7.04 
7.04 


125.71 
125.71 
125.71 

133.57 
133.57 
133.57 

157.14 
1.57.14 
1.57  14 


2262.80  12.26 


113.14'  33  3733.62  12.26 
113.14'  20  '2262.80  12.26 
113.14'  20 

114.71  33 
114.71'  20 
114.71  20 


3785.43 
2294.20 
2294.20 

4148.43 
2514.20 
2514.20 


33  4407.81 

20  2671.40 

20  2671.40 

33 


5185.62 
3142.80 
3142,80 


8.17 
8.17 
8.17 

7.86 

7 
7 

7.43 
7.43 
7.43 

15.71 
15.71 
15.71 


S 
118.80    0. 

92.40 


Bolta. 


{S 


39 
39 
92.401  0.39 

127.35  0.78 
99  05  P  39 
^•"'il0.39 
99.05    0.39 

127.35  0.78 
99.05{»j9 
99.05    0.39 


247.05  0.80 
192.15t« 
192.15    0.40 


316.80;  0.74 

.40.W  ^Q  3- 

246.401  0.37 

551. 7o|  1.26 

4'>9  lo(°^ 
'^•'",10.63 
429. lOi  0.63 

.367.65]  0.84 
285.95g;^ 
285.95    0.42 

353.70    0  88 


275.10 


/0.44 
\0.44 


275.10    0.44 


Spikes. 


S    I    S 

9.00  61.62      4 
8.00  26.52  1 
9.00  30.81!/ 
8.00|26.52     3 

79.00  61.62  4 
68.00  26.52  1  , 
79.0030.81/  * 
68.00126.52      3 

79.00  61.621  4 
68.00'26.52  1  . 
79.0030.81/  * 
68.00  26.52      3 

I  I 

79.0063.20  4 
68.00  27.20  1  . 
79.00  31.60/  * 
68. 0027.20!    3 

79.00158.46;  4 
68. 00125. 16  1  . 
79.00,29.23  /  * 
68.00  25.16,     3 


79.00 
68.00 
79.00 
68.00 

79.00 
68.00 
79.00 
68.00 


99.54!  4 
42.84  1  . 
49.77  /  * 
42.84      3 

66.36  4 
28.56  1  4 
33.18/  ' 
28.56i    3 


79.00  69.521  4 

68.00  29.92  1  . 

79.00,34.76  /  * 

68.00,29.921  3 


.334.35  O.8OI79  00163.201  4 
■'fi0  05/°'*'"^'^27.20  1  4 
-W.uo  10.40  79.00  31  60  /  * 
260.05    0.40  68.00  27.20      3 

706.95  1.19179. 00194  01  4 
^Q  fi-/0  60,68.00140.80  1  . 
■^^^'10.59  79.00  46.61  /  * 
.549,8-51  0.60  68.00  40.80      3 


54    216 
54    162 


Total. 


S 

2885.61 

1874.33 
1789.52 


216  3101.40 
216.2006.58 
162  1921.77 

216  3308.97 
216  2132.38 
162:2W7.57 

216  3634.85 
216  2350.95 
162  2265«35 

216  3962.87 
216'2560.19 
I62' 2476.96 

216  4600.86 
216  3000.51 
I62I 2890.74 

2164435.44 
216  2857.89 
162  2770.71 


54  216  4787.65 

54  216  3069.98 

54  ,16212981.22 

54  216  5021.36 

54  216'3206.25 

54  |162i3120,65 

54  216,6202.58 

54  216  3996.06 

.54  162  3895.45 


From  the  foregoing  table,  the  capital  and  maintenance  charges  can  be  easily  figured,  for  replac- 
ing old  rail  with  new  rail  or  old  rail  with  heavier  second  hand  rail  for  the  unit  prices  given. 

EzampU.  —What  '13  the  cost  of  renewing  80  lb.  with  new  85  lb.  rail  and  state  how  much  ia 
chargeable  to  capital  and  how  much  to  maintenance? 

New  85  lb.  rail  and  fastenings  from  table $5021.36 

Credit  old  80  "        "     2981.22 

$2040.14  =  total  charge. 
Cost  of  new  85  lb.  rail,  etc.,  less  cost  of  new  80  lb.  rail,  etc., 

=  $.5021..36  -  W787.65  from  table  = 233.71  =  cap.  charge. 

Difference    $1806.43  =  maint'ce  cliarge. 
Note.  — The  above  covers  rail  fastenings  only ;  to  the  maintenance  charge  would  be  added 
labor  replacing  and  any  tie  renewal?. 
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TABLE   14. —  BILL  OF  SWITCH  TIES  FOR  VARIOUS  TURNOUTS. 

(C.  P. 

R.) 

15  or  16j  ft.  split  switches. 

Stub  switch.* 

(10  or  11  ft.) 

Yard  split 

switch. 

Number  of  pieces  required  for  each  turnout. 

Number  of  pieces  for  each 
turnout. 

Size  and  length 
of  ties. 

Frog  numbers. 

Frog 
numbers. 

Frog    . 
numbers. 

No.  7. 

No.  8. 

No.  9. 

No.  10. 

No.  11. 

No.  12. 

No.  7. 

No.  9. 

No.  7. 

No.  9. 

7X9       8  0 

3 

3 

3 

3 

3 

3 

3 

3 

7X9      8  6 

9 

10 

10 

10 

10 

10 

9 

9 

6 

7 

7X9      9  0 

6 

6 

6 

6 

6 

o 

4 

6 

0 

6 

7X9      9  6 

3 

3 

4 

5 

6 

6 

4 

4 

3 

4 

7X9    10  0 

3 

3 

4 

4 

5 

6 

3 

4 

2 

3 

7X9    10  6 

3 

3 

3 

4 

3 

3 

2 

4 

2 

3 

7X9    11  0 

2 

3 

3 

3 

4 

4 

3 

3 

2 

3 

7X9     11  6 

2 

2 

3 

3 

3 

4 

2 

2 

2 

2 

7X9     12  0 

2 

2 

2 

3 

3 

3 

2 

3 

2 

2 

7X9    12  6 

2 

3 

3 

3 

3 

4 

2 

3 

2 

3 

7X9    13  0 

2 

2 

3 

3 

4 

4 

2 

3 

3 

3 

7X9    13  6 

2 

3 

3 

3 

3 

4 

2 

3 

2 

3 

7X9    14  0 

2 

2 

2 

3 

3 

3 

3 

2 

2 

2 

7X9    14  6 

2 

2 

2 

2 

3 

3 

2 

3 

2 

3 

7X9     15  0 

2 

2 

2 

3 

3 

3 

1 

1 

7X9     15  6 

2 

2 

3 

2 

2 

3 

7X9    16  0 

3* 

2 

3 

2 

2 

2 

2 

2 

Total 

50 

53 

59 

62 

66 

70 

411 

50t 

40 

49 

Lineal  feet. . . 

557^ 

587 

662i 

692 

739^ 

7931 

445i 

546 

438i 

537i 

Feet  B.  M. . . . 

2927 

3082 

3478 

3633 

3882 

4166 

2339 

2867 

2302 

2822 

*  Totals  for  stub  switch  turnouts  do  not  include  headblock.    One  8"  X  14"  X  15'  required  for 
each. 

TABLE  14a.  —  APPROXIMATE  COST  OF  SWITCH  TIES. 
Switch  Ties  (15  ok  16J  Ft.  Split  Switches). 


Number  of  turnout. 

F.  B.  M. 

Approximate  cost. 

$22  per  M. 

$25  per  M. 

$30  per  M. 

$35  per  M. 

7 C.  P. 

8                               C  P 
9.'..'    N."  Y.  C.'&H.'r! 
9 C.  P. 

2,927 
3,082 
3,269 
3,478 
3,633 
3,882 
4,166 

$65 
68 

72 
76 
80 
86 
92 

$74 

77 
82 
87 
91 
97 
104 

$88 
93 
98 
104 
109 
117 
125 

$103 
lOS 
115 
122 

10 C.  P. 

11 C.  P. 

12 C.  P. 

12s 

136 
146 

Slip  Switch  Tie.s. 


Number  of  turnout. 

F.  B.  M. 

Approximate  cost. 

$22  per  M. 

$25  per  M. 

$30  per  M. 

$35  per  M. 

7. 
8. 
q 

C.  P. 

A.  R.  E.  a. 

C.  P. 

4,600 
5,828 
6,900 
7,182 
10,064 

$102 
129 

152 
158 
222 

$115 
146 
173 
180 
252 

$i:iS 

175 
207 
216 
302 

S161 
204 
242 

11. 
16. 

A.  R.  E.  A. 

\.  R.  E.  A. 

251 
352 

SWITCH  TIES  FOR  VARIOUS  CROSSOVERS. 
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TABLE  15.  — BILL  OF  SWITCH  TIE.S  FOR  VARIOUS  CROSSOVERS  A.ND 

TR.\CK  CENTERS. 

Number  or  Pieces  Required  for  Each  Crossover. 


22  ft.  split  switch. 

15  or  16J  ft.  s 

plit  switch. 

15  or  16)  ft.  split  switch. 

No.  11  crossover  (.\. 

R.E..\.). 

No.  8  crossover 

(A.R.E..A..). 

No.  7  crossover  (C.  P.  R.). 

Centers  of  tracks. 

13  ft. 

Centers  of  tracks. 

13  ft. 

Centers  of  tracks. 

16  ft. 

In.        Ft.  In. 

In.        Ft.  I 

n. 

In.       Ft.  In. 
7  X  9  X  16    0  1 
Headblocks.    / 
Ties. 

:;:;;;:::::;:::::: 

4 

Ties. 

Ties. 

7X9  X    9    0 

24 

7  X  9  X    9    0 

16 

7  X  9  X    8   0 

6 

7  X9X    9    6 

20 

7  X9  X    9    6 

14 

7  X  9  X    8    6 

16 

7  X  9  X  10    0 

16 

7  X  9  X  10    0 

10 

7  X  9  X    9   0 

12 

7  X  9  X  10    6 

10 

7  X  9  X  10 

3 

8 

7  X  9  X    9    6 

6 

7X9X  11    0 

10 

7  X9  X  11    0 

6 

7  X  9  X  10   0 

4 

7X9X  11    6 

10 

7  X9  X  11 

5 

6 

7  X  9  X  10   6 

6 

7  X  9  X  12    0 

6 

7  X  9  X  12    0 

6 

7X9X  11    0 

7  X  9  X  12    6 

8 

7  X  9  X  12 

5 

6 

7  X9  X  11    6 

7  X  9  X  15    0 

4 

7  X  9  X  15    0 

4 

7  X9X  12   0 

7X9  X  21    6 

32 

7  X  9  X  21 

5 

24 

7  X  9  X  12    6 
7  X  9  X  13   0 

7  X  9  X  13    6 
7  X  9  X  14   0 
7  X  9  X  14    6 
7  X  9  X  15    0 



7  X  9  X  15    6 

7  X  9  X  16   0 

Total 

Total 

140 

Total.. 

100 

102 

Lineal  feet 

1816 
9534 

Lineal 
Feet  E 

feet 

'6925'" 

Lineal 
FeetE 

feet 

1161 

FeetB.  M 

.  .\I 

.  M 

'  6095 

Distance  between] 

38'  3" 

27'  7i" 

45'  6i" 

parallel  to  main 

track  rails. 

15  or  m 

ft.  split  sw 

itch. 

Stub  switch. 

So.  9  cros 

sover  (C.  I 

'.  R.). 

No.  9  crossover  (C.  P.  R.). 

Centers  of  tracks. 

13  ft. 

14  ft. 

15  ft. 

Centers  of  tracks. 

13  ft. 

14  ft. 

15  ft. 

In.       Ft.  In. 

In.        Ft.  In. 

7  X  9  X  16   0     \ 
Headblocks.      / 

4 

4 

4 

Ties. 

7  X  9  X    8    6 

18 

18 

18 

Ties. 

7  X9  X    9    0 

8 

8 

8 

7X9  X    8   0 

6 

6 

6 

7  X  9  X    9    6 

8 

8 

8 

7  X  9  X    8   6 

16 

16 

16 

7  X  9  X  10    0 

6 

6 

6 

7  X9  X    9   0 

14 

14 

14 

7  X  9  X  10    6 

4 

4 

7X9X    9   6 

10 

10 

10 

7  X9X  11    0 

6 

6 

7  X  9  X  10   0 

8 

8 

8 

7  X  9  X  11    6 

4 

4 

7  X  9  X  10   6 

6 

6 

6 

7  X  9  X  12    0 

4 

4 

7  X9  X  11    0 

6 

6 

6 

7  X  9  X  12    6 

4 

4 

7X9  X  11    6 

4 

4 

4 

7  X  9  X  13    0 

4 

4 

7  X  9  X  12   0 

6 

6 

6 

7  X  9  X  13    6 

4 

7  X  9  X  12    6 

4 

4 

4 

7  X  9  X  14    0 

6 

7  X  9  X  13    0 

6 

6 
8 
4 

6 
8 
4 
6 

7  X  9  X  14    6 
7  X  9  X  15    0 
7  X  9  X  21    0 
7  X  9  X  22    0 

7  X  9  X  13   6 

7  X  9  X  14    0 

13 

7  X  9  X  14    6 

7 

7  X  9  X  15   0 

....... 

4 

7  X  9  X  23    0 
Total  of  7"  X  9"  ties.. 

3 

7X9X  21    0 

79 

83 

87 

7  X  9  X  22    0 

9 

Lin  ft.  of  7"  X  9"  ties. 

938 

957 

990 

7  X9X23    0 

5 

F.B.  .M.of7"X9"ties 

4925 

5024 

5198 

Total 

107 

111 

117 

Headblocks. 

Lineal  feet 

1281 

1286 

1.350 

8"X14"  ties  15'  0".... 

2 

2 

2 

FeetB.  M 

6725 

6752 

7088 

Lineal  feet 

30 

30 

30 

FeetB.  M 

280 

280 

280 

F.  B.M.  of  all  ties... 

5205 

5478 

Distance  between 

theor.  points  of 

i       frogs    naea.sured 

31'  IQU" 

40'  101" 

49'  10" 

24'  7/." 

31'  7" 

38'  OA" 

parallel  to  main 

track  rails. 
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CHAPTER  II. 
STRUCTURAL   MATERIAL   AND    ESTIMATES. 

TABLE   16.    BUILDINGS  AND  MISCELLANEOUS. 
(C.  P.  R.  estimating  prices,  1915.) 

The  following  prices  for  buildings  are  an  average  of  a  number  built  on 
Eastern  Lines  under  normal  conditions  with  ordinary  foundations,  and  are 
intended  only  as  a  guide;  when  estimating,  the  figures  must  be  checked  by 
local  officers  and  may  be  varied  to  suit  actual  conditions. 

(A)  Ash  pits,  two  track  (drain  not  included) S3, 750. 00 

Ash  pit,  30  ft.  long,  concrete  with  firebrick  lining 400. 00 

(B)  1  boiler  and  stack  (1-100  H.  P.)  with  foundation  and  con- 

crete supports 2,500.  00 

2  boilers  and  stack  (2-100  H.  P.)  with  foundation  and  con- 
crete supports 5,000. 00 

Boiler  house  and  machine  shop  (equipment  not  included)  .  . .  10,000. 00 

Bunk  house  No.  1 4,500. 00 

"      portable 300. 00 

"      No.  3 600.00 

"      No.  4 1,000.00 

(C)  Coaling  plant,  two  trp,ck  complete  with  approach 13,500.  00 

"      three     "             "           "          "         16,500.00 

Cottages   (double),  concrete  foundation   (no  drainage  in- 
cluded)    7,500. 00 

Charcoal  house 500. 00 

Coal  and  oil  house 250. 00 

Commercial  coal  shed 600.  00 

Cattle  guards,  per  set,  for  single  track 16.  00 

(D)  Depot  scales,  3  ton 275 .00 

(E)  Engine  house  (85  ft.),  drain  not  included,  per  stall 3,500.  00 

"      (90  ft.)       "                   "           "      " 3,750.00 

Electric  light  standards  for  station  platforms,  each  (no  wiring) 

Type  A 50.00 

Tj'pcB 30.00 

Type  C 15. 00 

(F)  Freight  shed,  50  ft.  any  floor,  per  square  foot 1 .  35 

"      40  ft.     ;'        '\              "                1.45 

"         "      30  ft.  with  continuous  sliding  doors,  any  floor .  1 .  60 

"         "      30  ft.  with  platform,  any  floor,  per  square  foot  1. 50 

Fencing  —  7  wire  fence,  per  rod 0.  75 

Permanent  snow  fence,  per  foot 0. 35 

Portable         "          "           "       0.25 

Corrugated  iron,  not  including  painting,  per  foot  1.  50 

(0)  Gates,  pipe  braced  farm  gates,  each  in  place 5.00 

Wire      "          "        '                       4.25 

(1)  Ice  house,  No.  2,  witliout  high  platform 1,300.  00 

No.  2,  with             "            "      1.750. 00 

Inspection  pit  (concrete)  for  single  trark 1,(X)0.  00 

(M)  Machine  .shop  and  boiler  hou.se  (equiiimcut  not  includetl).  10,000.00 


COST  OF  BUILDING-S  AXU   MISCIXLAXEOUS  S  rRUCTURI::S.     25 

TABLE  16   iConiinuei).  — BUILDINGS  AND  MISCELLANEOUS. 

(P)  Pump  house  Xo.  2  (not  including  pump,  boiler  or  stack)  . .  S700. 00 

Privy  Xo.  2 7.-,. (K) 

P^i^->'  for  pa.sscnger  stations i:}()  (X) 

"       "    section  houses 1(K).()() 

Paving,  scoria  blocks  on  sand  bed,  jointed  with  sand,  per  sq. 

yard 2. 40 

"       scoria  blocks  on  concrete  foundation,  jointed  with 

sand,  per  sq.  yard 3. 40 

"       scoria  blocks  on  concrete  foundation,  jointed  with 

cement,  per  sq.  yard 3.  50 

"       granite  sets  on  sand  bed,  jointed  with  sand,  per  sq. 

yard 2.00 

"       granite  sets  on  concrete  foundation,  jointed  with 

sand,  per  sq.  yard 3. 00 

"       granite  sets  on  concrete  foundation,  jointed  with 

cement,  per  sq.  yard 3.  2.5 

(S)  Stand  pipe  (10  in.)  with  pit,  not  including  supply  pipe  or 

drainage 700.  00 

Sand  house  for  two  tracks 1,S(J0.  00 

"         "        "three     "      2,0(K).(M) 

Scales  track,  100  ton  (complete  but  no  drainage  included)  3,750.  (M) 

"        depot,  3  ton 300. 00 

"        wagon,  10  ton,  with  compound  beam  .scales 600.  00 

Store  and  oil  house  Xo.  7,  30  ft.  X  60  ft.,  with  Bowser  equip- 
ment, air  hoist 6,500. 00 

Store  and  oil  house  Xo.  8,  30  ft.  X  30  ft.,  with  Bowser  equip- 
ment, air  hoist 4,500. 00 

Store  and  oil  house  Xo.  9,  20  ft.  X  30  ft.,  with  Bowser  equip- 
ment, air  hoi.st 3,7.')0. 00 

Section  hou.se  Xo.  2  —  single 1,200  (K) 

"           "       Xo.  4  —      "       l,iKX). tK) 

"       Xo.  3  —  double 4,200. 00 

Stations  (Xo.  2),  concrete  foundations,  hot  water  heating 

and  electric  light  (no  furnishings  included) 7,000. 00 

Stations  (Xo.  5j,  concrete  foundations,  hot  water  heating 

and  electric  Ught  (no  furni.shings  included) 5,000. 00 

Stations  (Xo.  6),  concrete  foundatioas,  hot  water  heating 

and  electric  light  (no  furnishings  included)  000  00 

Station,  portable _    (".(M)  (K) 

Station  platforms,  wood,  per  square  foot 15c.  to  ISc. 

"  "  concrete,  per  square  foot 20c.  to  30c. 

"  "  high  freight,  wood,  per  square  foot ISc.  to  25c. 

Shelter,  not  enclo.sed                 .50  ft.  X  8  ft.  platform 350.  (X) 

semi-enclosed                .50  ft.  X  8  ft.        "         400.  (K) 

Xo.  2  semi-enclosed     .50  ft.  X  8  ft.        "         cm.m 

"        Xo.  2  enclosed              .50  ft.  X  6  ft.        "         275. 00 

Xo.  3  enclosed              60  ft.  X  6  ft.        "         5.50.  (K) 

"        special  semi-enclosed  50  ft.  X  8  ft.        "         260.00 

(T)  Tank  40,000  gallon,  erected  complete 3,.500. 00 

"     60,fXXJ      "            "              "         4,500.  (X) 

Turntable  (80  ft.)  with  circle  wall  and  pier  (no  drain  in- 
cluded)    9,0fX).  00 

Track  scales,  100  ton  ("complete  but  no  drainage  included)  3,7.50.  (X) 

Tool  hoase  Xo.  2,  single -K)-  fX) 

double   175. 00 

"         "       Xo.  3  (for  maintainers  of  automatic  signals) ..  .  ISO.  00 

(W)  Wagon  scales,  10  ton,  with  compound  beam  scales GOO.  00 
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TABLE  17.  — BUILDINGS. 

Preliminary  1915  Estimating  Prices  for  Average  Station  Work. 

The  figures  given  include  labor  and  material  for  the  work  in  place. 


Excavation: 

Piling,  cu.  yd $0 .  50 

Cone,  piles,  first  20  ft.  per  ft 1 .00 

"        "      additional  length  per  f  t. .  .  0 .  80 

Brickwork: 

Brick  in  wall  (common)  per  M 19.00 

ext.  face  per  M 45 .  00 

"      int.     "     per  M 60.00 

Concrete  Work : 

Concrete  1:2:3,  plain,  cu.  yd 6.00 

"  "        reinforced,  cu.  yd..  .    12.00 

"  "        tile  reinforced,  sq.  ft. 

"        fill  cinder,  cu.  ft 

"         slabs  on  hy.  rib  metal  (2  in.), 

sq.  f t 

Cement  finish  (1  in.),  sq.  ft 0.07 

Granolithic  sidewalk  cone.  &  topping, 

sq.  yd 1 .  80 


0.30 
0.12 


0.10 


Terra  Cotta  Work: 

Terra  cotta  (3  in.)  sq.  ft. 
"      (4  in.)        " 
"      (6  in.)        " 
"      (Sin.)        " 
"      (12  in.)      " 


0.11 
0.12 
0.15 
0.17 
0.25 


Stonework : 

Granite  ashlar,  sup.  ft 1.25 

cut  &  molded,  cu.  ft...  3.00 

Limestone  ashlar,  sup.  ft 1 .  00 

"  cut  &  moulded,  cu.  ft 2.25 

Structural  Steel: 
Structural  steel  (delivered),  per  lb. .  .  .     0.4J 
"             "      (delivered  &  erected), 
per  lb 0.5J 

Plaster  Work : 

Metal  furring,  not  including  lath,  »(i.  ft.     0.03 
Metal  furring,  including  lath,  sq.  ft. .  .     0.06 

Corner  bead  in  place,  lin.  ft 0.06 

Plaster  on  nietiil  lath,  3  coats,  sq.  yd.     0.40 
"       "    terra  cotta,  2  coats,  sq.  yd. 
"      molded     work,     incl.     furring, 

sq.  ft 

Plaster  (cement),  3  coats,  sq.  ytl 


0.35 

0.45 
O.-W 
"  "         1  coat,  sq.  yd 0.30 

Marble  Work: 

Marble  dado  it  partition,  sq.  ft 1 .25 

"       floors,  sq.  ft 0.60 

"       \nun-,  8(1.  ft 1  .(K) 


Floors  and  Roof  Work: 

Terrazzo,  cover  only,  sq.  ft $0.20 

Mastic  cushion  type  cover  only,  sq.  ft.  0 .  22 

Bitumen  cover  only,  sq.  ft 0. 10 

Wood  under  floors,  M 30.00 

sleepers,  M 35.00 

Roof  framing,  M 30.00 

"     sheathing,  M 30.00 

Oak  floors  laid  &  scraped,  sq.  ft 0.25 

Birch  floors  laid  &  scraped,  sq.  ft 0.11 

Copper  cornice,  lin.  ft 1.00 

Copper  roofing,  square 38.00 

Composition  roof  laid,  square 5.00 

Carpentry  and  Joiner  Work : 
D.   H.   frame   &  sash   wood,   dayhght 

opening,  sq.  f t 0 .  80 

Casement     frame     &     sash,     daylight 

opening,  sq.  f t 0 .  70 

Interior  frames  &  sash,  daylight  open- 
ing, sq.  ft 0.80 

Door  &  transom,  pine,  each 18.00 

oak,  each 20.00 

"  "         with  trim,  pine,  each.    22.00 

"  "  "       "     oak,  each.   25.00 

Door  without  transom  with  trim,  pine, 

each 20.00 

Door  without  transom  with  trim,  pine, 

each 22.00 

Base  set,  lin.  ft 0.30 

Chair  rail,  set,  lin.  ft 0.15 

Picture  mold,  set,  lin.  ft 0 .  10 

Wainscot,  sq.  ft 1.25 

Glazing  Work : 

Plate  ghuss,  sq.  ft 0.50 

"      wire,  sq.  ft 0 .  90 

Glass,  silver  ripple,  sq.  ft 0 .  25 

"       26  oz.,  sq.  f t 0 .  25 

Skylights  inst'd  incl'g  glass  &  glazing, 

sq.  ft 1.25 

Paint  Work: 
Stain  &  fill  (3  coats  varnish  &  finish), 

sq.  yd 0 .  50 

3  coats  lead  &  oil,  sq.  yil 0.30 

Canva-s  dado  &  3  coats  lead  oil,  sq.  yd. . .  0 .  70 

Metal  weather  strip  in  place,  lin.  ft.. .  .  0. 10 

Timber: 

White  pine  boards  per  M $27  to  $32 

Hemlock  &  chestnut  boards  per  ^L     IS  to    20 

Douglas  fir  board.s  per  M 30  to    37 

Yellow  poplar  boards  jjer  M 50  to    68 

Red  or  gulf  cypress  boards  per  M. .     43  to    63 


I 
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BUILDING   LOADS   AND   WORKING    PRESSURES. 
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Building  Construction. 

TABLE  IS.  — BUILDING  UVK  LO.\DS  .\ND  S.\FE  BE.\RING  V.VLUES. 


Classes  of  buildings 


St.itions,  hotels,  boarding  houses,  etc 

DwellinKS 

ThciTcr-,  churches,  schools,  etc.,  with  fixed  seats. 

.-',  armories,  gjTunasiums,  etc 

-,  stables,  carriage  houses 

.1  liaht  niiinufacturing 

•  A.ilk^s  in  front  of  buildings 

..;ht  sheds,  warehouses,  factories 

reing  rooms  for  foundries 

^  er  houses 

•ion  platforms 

ress  and  baggage  rooms 


Live  loads  in  pounds. 


Distributed 
loads. 

Concen- 
trated 

Load  per 
lineal  foot 

loads. 

of  girder. 

a 

b 

c 

40 

2,000 

500 

60 

40 

5,000 

1000 

80 

5,000 

1000 

70 

5,000 

1000 

40 

8,000 

1000 

100 

10,000 

120  up 

."Special 

Special 

300  up 

Special 

Special 

200  up 

Special 

Special 

100 

2,000 

500 

100 

2,000 

500 

40 

5.000 

1000 

;  =  .\  uniform  load  per  square  foot  of  area. 

=  A  concentrated  load  which  shall  be  applied  at  all  points  of  the  floor. 

=  A  uniform  load  per  lineal  foot  for  girders. 
.'he  maximum  result  is  to  be  used  in  calculations,  special  machinery  or  concentrations  to  bo 

;reJ  when  such  occur. 

rane  loads,  etc.:  For  structure  carrjnng  crane  loads,  traveling  conveyors,  etc.,  25  per  cent 
.!1  be  added  to  the  stresses  resulting  from  such  live  load  to  provide  for  the  effects  of  impact  and 
J  rations. 

SAFE   BEARING  POWER  OF  SOILS. 


Kind. 


ck. 


-d  clay  and  firm  coarse  sand 

y  in  thick  beds  always  dr>- 

.'.•  in  thick  beds  moderately  dry. . . . 

y  soft 

V  mixed  with  sand 

y  dr>-  and  dr>-  sand 

ivel  and  coarse  sand  well  cemented. 

.1  compact  and  well  cemented 

J  clean  dr>- 

m  coarse  sand  and  gravel 

ck  sand,  allu\'ia!  soils,  etc 


Minimum.    MaximiuQ, 


Allowable  pres- 
sure in  tons  per 
square  foot. 


A  TI7  rr 

Piles  Eng.  formula  :  P  =  "^tttt  • 

P  =  Safe  load  on  piles  in  ton.«, 

ir  =  Weight  of  hammer  in  tons, 

//  =  DUtance  of  free  fall  of  the  hammer  in  feet, 

.S  =  Penetration  of  the  pile  for  the  last  blow  in  inches. 

(Factor  of  safety  6.) 
Firm  soil  to  rock  max.  load  not  to  exceed  20  tons  or  600  lb.  per  square  inch. 
Wet  soil  to  rock  figure  as  cols,  with  max.  unit  stress  600  lb.  properly  reduced. 


Working  pressures  in  masonry. 

Tons  per 
sq.  ft. 

Pressures  in  lb.  per  square  inch. 

Tons  per 
sq.  ft. 

i'.rick  common  in  Rosendale  cement.. 
Iinck  common  in  Portland  cement. . . 
Bnck  hard  burned  in  Portland  cement 

10 
12 
15 
8 
10 

12 
20 
25 
30 

20 
25 

230 

Concrete  (Rosendale  cement) 

.Stonework  rubble   laid   in   Portland 

125 
140 

Ma%'jnr>-  rubble  Portland  cement 

M:i.^nry    coursed    rubble    Portland 

Brickwork  laid  in  Portland  cement  . . 
Brickwork  laid  in  lime  mortar 

250 
110 
1000 

Nf  xsonry  first  class  sandstone 

Masonry  first  class  limestone 

700 

250-300 

Wall  plates: 

Brickwork  in  cement  mortar 

Masonry  rubble  in  cement  mortar. . 
Concrete  Portland  cement 

Concrete  for  walls: 

Portland  Cement  1-2-5 

200 
200 

Portland  Cement  1-2-4 

350 

Sandstone  first  class 

Limestone  first  class 

Granite 

400 
.500 
600 
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ROOF   LOADS,   ETC.,    FOR   BUILDINGS. 


TABLE   18a.  — LIVE  AND   DEAD   ROOF  LOADS. 


Approximate  weight  of  roof  covering. 


Tar  and  gravel  (felt  and  asphalt  with  gravell 

Prepared  roofing  or  asplialt  on  inclined  roof 

Shingles  with  building  paper  under 

Slates  on  laths 

Asbestos  slates  on  laths , 

Tile  flat 

Tile  corrugated 

Tin  (Canada  plate) 

Iron  (corrugated ) 

1-in.  boarding 

Plaster  ceiling 

Felt  and  asphalt 

1-in.  gravel  or  stone  concrete  with  steel  reinforcement 

1-in.  cinder  concrete  with  steel  reinforcement 

J-in.  skylights  with  gal.  iron  frames 

Steel  trusses 

Steel  purlins  and  connections 

Concrete  slabs 

Reinforced  concrete 


Least  pitch. 


1  in.  to  the  ft. 

;  span 
:  span 
span 

:  in.  to  the  ft. 
span 


Lb.  per 
square  foot. 


20 

10 

2 

1-2 

3-4 

8-10 

2 

13 

9 

8 

2-6| 

2-4 


i 


Live  and  Dead  Loads  Combined. 


Gravel  or  composition  roofing  on  boards,  flat  pitch,  3  to  12  or  less  

Gravel  or  composition  roofing  on  boards,  steep  more  than  3  to  12 

Gravel  or  composition  roofing  on  boards  3-in.  flat  tile  or  cinder  concrete 

Corrugated  sheeting  on  boards  or  purlins 

Slate  on  boards  or  purlins 

Slate  on  3-in.  Oat  tile  or  cinder  concrete 

Tile  on  steel  purlins 


Lb.  per 
sq.  ft. 
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ROOFS:  LI\T3  LOADS. 

Flat  roofs  of  office  buildings,  hotels,  dwellings,  etc.,  which  are  likely  to  be  loaded  by  crowds 
of  people  shall  be  treated  as  floors  and  the  .same  live  load  shall  be  as  specified  for  floors. 

Engine  houses,  train  sheds,  shops,  etc.,  shall  be  proportioned  to  carry  in  addition  to  their  own 
weight  a  live  load  representing  wind  and  snow  as  follows,  including  the  possibility  of  a  partial 
snow  load  to  obtain  naaximum  stresses. 


WIND  AND  SNOW. 
Snow: 

Flat  roofs  west  of  Fort  William  (hor.  proj.) 30 

Inclined  roofs  west  of  Fort  William  (hor.  proj.) 20 

Wind: 

Inclined  roofs  horizontal  pressure 30 

(Figure  for  normal  component.) 

NORMAL  PRESSURES  FOR  VARIOUS  ANGLES. 


Angle. 

Pressure. 

Angle. 

Prassure. 

r, 

4 

25 

17 

10 

71 

30 

20 

l.'i 

lOJ 

3.5 

23 

20 

14 

40 

25 

45 
50 
60 

27 
20 
30 

Preaauro  on  vertical  sides  of  buildings  30  lb.  per  aquure  foot. 
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DIMENSIONS   AND    WKKIHTS    RAILWAY    BRIDGES. 
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355,000  'iba 


Railway  Bridges. 


-5    i    g    i 


ZoOOOO  OOP  OZO  OOOO  O  O  O  O  r-i 


TABLE  19.  — GENERAL  DIMEXSIOXS  AXD   W'EIGHT.S    OF  C.  P.  R.   STANDARD 

SPANS  FOR  SINGLE  TR.\CK. 

Live  load  (coopers  E  50).    Impact  and  wind  as  per  specification. 


Description. 


Length 
over- 
all 

Steel  . 
work 


Depth 
of 

girder 
or  truss 
back  to 

back. 


Distance 
C.  toC. 


Di.stance 
to  base  of  rail. 


To  un- 
derside 
of  steel- 
work. 


To 
bridge 
seat. 


Approx. 

weight 

(incl.  floor 

iron). 


Deck  I  span: 

13  ft 

loft 

Deck  P. 

20  ft.. 
30  ft.. 
40  ft.. 
50  ft.. 
60  ft.. 
70  ft.. 
80  ft.. 
100  ft.. 


Ft.  In. 


Ft.  In.  Ft.  In. 


Ft.  In. 


Ft.    In. 


16 
17 


0    1  8 
6   2  0 


G. span: 


Half  deck  P.  G. 
20  ft 


span: 


30  ft 

40  ft 

50  ft 

60  ft 

70  ft 

80  ft 

100  ft.  thro'  P.  G.  span 

150  ft.  thro'  truss  span 


23  4 
33  Oj 
42  10 
53  10 
65  4 
74  10 
85    4 


3  0*^ 

3  61 

4  61 

5  61 

6  01 

7  01 

8  01 


\2  6  inner  P    2  3J 
\1  6  outer  P   2  1\ 


102    9  10  04 


23  4 
33  0 
42  10, 
53  10 
65  4 
74  lOl 
85    4 

102    9;  10  Q\ 

157    7127  0 


3  OJ 

3  6i 

4  4i 

5  oi 

6  Oi- 

7  OJ 

8  Oi 


Ft.  In. 

9  0 

9  0 

9  0 

9  0 

9  0 

9  0 

9  0 

9  0 

13  0 
13  0 
13  0 
13  0 
13  0 
13  0 
13  0 

18  0 

19  0 


4  2.J 

4  9i 

5  9| 

6  91 

7  5 

8  5 

9  51 
11  61 


2  4^ 

2  8J 

4  41 

4  11 

5  11 

6  111 

7  10 

9  OJ 

10  03 

12  4i 

1  n 

1  n 

1  V, 

2  4| 

3  lOJ 

4  10 

5  91 

5  0 

8  0 

Lb. 

6,000 
7,500 

14.300 
24,000 
35,000 
49,000 
73,000 
88,000 
115,000 
170,000 

14,500 
23,000 
37,500 
54.(KX1 
77,000 
97,000 
112,000 

226,000 

430,00<J 


Dead  Load.  —  The  dead  load  con-sLst.s  of  the  estimated  weight  of  the  entire 
Baspended  .structure.  Timber  assumed  to  weigh  4^  lb.  per  foot  B.  M.,  ballast 
100  lb.  per  cu.  foot,  and  rails  and  fastening.s  150  lb.  per  lineal  ft.  of  track. 

fC.  P.  R.  unit  prices,  1915.) 
Steel  Work  in  Bridges:  Ce"t» 

Tru-ss  spans  and  steel  trestles  erected,  per  pound 0.5 j 

Plate  girder  spans  erected  "         ^•'^ 

Swing  spans  (trass)  erected  "         ^'7^ 

"  (plate  girder)  erected  "         f'^>2 

Credit  for  old  steel  spaas  removed  "         01 


- 
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ESTIMATING  WEIGHTS  OF  STEEL   TRESTLES. 


TABLE  20.— STEEL  TRESTLES. 

Formula  for  Estimating  Weight  of  Steel,  Amount  of  Masonry  and  Piles  foe  Varying 

Conditions. 


355,000  lbs. 


355,000  lbs. 


21)0,000 


130,000 


200,000 


Live  load  (coopers  E  50).     Impact  and  wind  as  per  specification. 

STEEL  TRESTLES 

UP  TO  125  FEET  HIGH 

WITH  60  FT.  &  45  FT.  SPANS 

'=1 


Weight  of  Steelwork  in  Pound.s  =  CD  X  925  +  S  X  15.5 
Masonry  in  Cubic  Yards  =  CD  X  1  •  1  +  350 

Number  of  Piles  =  .5CD  +  100 

Floor  length  =  AB 


STEEL  TRESTLES 

OVER   100  UP  TO  150  FEET  MfGH 

WITH  40  FT.  &.  80  FT.  SPANS 

1. 


Weight  of  Steelwork  in  Pounds  =  CD  X  1050  +  •'^  X  17.0 
Ma.sonry  in  Cubic  Yards  =  CD  X  1  +  350 

Number  of  Piles  =  .5  X  CD  +  100 

Floor  length  =  AB 


Dead  Load.  —  The  dead  load  .shall  consist  of  the  estimated  weight  of  the 
entire  suspended  structure.  Timber  shall  lie  jvssumed  to  weigh  4 J  lb.  per 
foot  B.  M.,  balhust  100  lb.  per  cu.  foot,  and  rails  and  faatcniugs  150  lb.  per 
lineal  ft.  of  track. 


ESTIMATING   QUANTITIES,    WOODEN    TRESTLES. 
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TABLE  21. —  WOODEN  TRESTLES. 

15  feet  C.  to  C.  of  bents. 

FoEiicL.\  FOR  EsniHTiNG  QcANimEa. 

Live  load  (coppers  E  50). 

WOODEN  TRESTLES 
15  FEETC.  TO  C.  BENTS 
^IUm  it  Rail 


Timber  in  trestle  including  deck  =  170  .\B  -f  U  5  D  feet  board  mea.sure. 
Iron         "         "  "  "=  11.3  AB+  .43  D  pounds, 

p-j  ^  5    55  AB  up  to  75  ft.  high. 


H 


.66  AB  above  75  ft.  high. 
Xote.  —  \Miere  piles  are  uSed  deduct  150  f.b.m.  per  pile. 

Dead  Load.  —  The  dead  load  shall  consist  of  the  estimated  weight  of  the 
entire  suspended  structure.  Timber  shall  be  assumed  to  weigh  4\  lb.  per  foot 
B.  M.,  ballast  100  lb.  per  cu.  foot,  and  rails  and  fastenings  150  lb.  per  lineal 
ft.  of  track. 


WORKING  UNIT  STRESSES  FOR  STRUCTURAL  TI.MBER. 
Adopted  by  the  American  Railway  E.ngixeebi.vg  .\ssocl\tion. 
The  working  unit  stresses  eiven  in  the  table  are  intended  for  railroad  bridRCs  and  tre<tle<<. 
for  highway  bridges  and  trestles,  the  unit  stres-ses  may  be  increased  25  per  cent.  For  buildings 
and  similar  structures,  in  which  the  timber  is  protected  from  the  weather  and  practically  free  from 
impact,  the  unit  stresses  may  be  increa-sed  50  per  cent.  To  compute  the  deflection  of  u  beam 
under  long  continued  loading  instead  of  that  when  the  load  is  first  applied,  only  50  per  cent  of 
the  corresponding  modulus  of  elasticity  given  in  the  table  is  to  be  employed. 

Unit  stresses  in  pounds  per  square  inch. 


Bending.                  Shearing. 

Compression. 

Kind  of  timber. 

Extreme 
fiber 
stress. 

Modulus  Parallel 
of  elas-      to  the 
ticity.       grain. 

Longi- 
tudinal 
shear  in 

beamja. 

Perpen- 
dicular 
to  the 
grain. 

Parallel 
to  the 
grain. 

Working  streeaes 
for  columns. 

§3  =«• 

1   II 

Mil 

5— 

tt 

II 

u    — 

C.   = 

<-3 

-a 

c 

Length 
over  15  X  d. 

Douglas  fir 

I>5ngleaf  pine 

Shortleaf  pine 

White  pine 

Spruce 

6100 
6500 
5600 
4400 
4800 
4200 
4600 
5800 
5000 
4800 
4200 

1200   1,510,000  690 
1.300   1,610,000  720 
1100    1.480.000  710 
900i  1,130/XX)  400 
lOOOi  1.310.000  600 

170 
180 
170 

100 
1.10 
1.30 
170 

270 
300 
330 

180 
170 

no 

120 
130 

70 
70 

630 
520 
340 
2W 
370 

310  3600 
26(J  3H00 
170  3400 
1.50  .3'XXI 
V80  3200 

1200    OOO 
1.300;  07.1 
IHK)    hir, 
UXXjI  7.V) 
IKX)    825 

1200  (l-f/60<f) 
1.3f»0  (\-l'md) 

\\iii\  i\~imd) 
uxx)  i\  imd) 

ll(K)  n-f '60(f) 

Norway  pine 

Tamarack 

800 
900 
1100 
900 
900 
800 

i,i'X).m)  ryx)* 

1,220,000  670 
1,480,000  6.30 

800.000  300 
1,1.50,000.500 

800.0001  ... 

2.50    100 
260    UX) 

l.V)  26'XJ*    WXl]  ''<i^y    '■'»'» '1  l'i'<i)d) 
220  3200*  I'KC     "     ■          ■    ■        M 

Western  hemlock.. 
Redwood 

160    270,   lOfJi  440 
80  .  .  .    1    ...  1  400 

2:'0  3.VX)    I.'"-                                     -1 
1. -,0  3.300      '«.■.                                   ./ 

Bald  c\-pre33 

RadoecUr 

120 

340    170.3900  ]11W    ^.' .   \vyi    i  /  vi.i) 
470    230  2800     900    6751   'MX)<\-lWd) 
920    4.50  35f)0  ll.3fX)    9751  1.30'J  n-f/60(i) 

White  oak 

5700  1100 

1,1.50,000  840 

1 

210 

270  iio 

Unit  stresses  are  for  green  timber  and  are  to  be  used  without  increasing  the  live  load  stroMM 
for  impact.     Values  noted  *  are  for  partially  air  dry  timbers. 

In  the  formulas  given  for  columns,  /  =  length  of  column,  in  iochea,  and  d  =  leaat  side  or  diam* 
eter,  in  inches. 
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ELEMENTS  WOODEX   BEAMS. 


TABLE  21a.  — MOMENTS  OF  INERTIA  AND  SECTION  MODULUS  FOR 

WOODEN  BEAMS. 

Values  of  /  (Moment  of  Inertl\)  and  S  (Section  Modulus). 


Size, 

breadth 

by  depth, 

inches. 

Moment 
of  inertia, 

,'5  brfi. 

I 

Section 
modulus, 
I  -^  id. 

Size, 

breadth 

by  depth, 

inches. 

Moment 

of  inertia, 

T^S  bd\ 

Section 
modulus, 
I  ^  id. 

Size, 

breadth 

by  depth, 

inches. 

Moment 

of  inertia, 

iV  bdK 

Section 
modulus, 
1  -i-id. 

2X2 

1 

5X9 

303.75 

67.50 

8X  15 

2250.00 

300.00 

2X3 

"'4^50 

"3^00' 

5X10,     416.66: 

83.33 

8X  16 

2730.67    341.33 

2X4 

10.66 

5.33 

5X11      554.58 

100.83 

8X17 

3275.33 

385.33 

2X5 

20.83 

8.33' 

5X12|     720.00 

120.00 

8X18 

3888.00 

432.00 

2X6 

36.00 

12.00| 

5Xl3i     915.41 

140.83 

2X7  1 

57.16 

16.33 

5X  14:  1143.33 

163.33 

9X9 

546.75 

121.50 

2X8 

85.33 

21.33 

5X  15    1406.25 

187.50 

9X  10 

750.00 

150.00 

2X9      121.50 

27.00 

5  X  16    1706.66 

213.33 

9X11 

998.25 

181.50 

2X  10    166.66 

33.33 

9X  12 

1296.00   216  00 

2X  11 

221.83 

40.33 

6X6 

108.00 

36.00 

i  9  X  13 

1647.75   253.50 

2X  12 

2SS.00 

48.00: 

6X7 

171.50 

49.00 

9X  14 

2058.00   294.00 

6  X8  1     256.00 

64.00!l  9X  15 

2531.25   337.50 

3X3 

6.75 

4.50 

6  X9  1     364.50 

81.00'  9X  16 

3072.001  384.00 

3X4 

16.00 

8.00 

6X10)     500.00 

100.00    9X  17 

3684.75 

433.50 

3X5 

31.25 

12.50 

6X11      665.50 

121.00|i  9X  18 

4374.00 

486.00 

3X6 

54.00 

18.00 

6X12     864.00 

144. 001! 

3X7 

85.75 

24.50 

6  X  13'  1098.50 

169.00  10  X  10 

833.33 

166.66 

3X8 

128.00 

32.00 

6  X  14    1372.00 

196.00:  lOX  11 

1109.17 

201.67 

3X9 

182.25 

40  50 

6  X  15;   1687.50 

225.00  10  X  12 

1440.00 

240.00 

3X  10    250.00 

50.00 

6X  16   2048.00 

256.00!  10  X  13 

1830.83 

281.67 

3X  IL 

332.75 

60.50, 

6X  17    2456.50 

289.00  10  X  14 

2286.66 

326.67 

3X  12 

432.00 

72.00 

6X18 

2916.00 

324.00  10  X  15 

2812.50 

375.00 

3X  13 

549.25 

84.50 

ilO  X  la 

3413.33 

426.27 

3X14 

686.00 

98.00 

7X7 

200.08 

57.16 

10  X  17 

4094.17 

481.67 

7X8 

288.66 

74.66 

10  X  18 

4860.00 

540.00 

4X4 

21.33 

10.66 

7X9 

425.25 

94.50 

4X5 

41.66 

16.66 

7X10 

583.33 

116.66 

11  X  11 

1220.08 

221.83 

4X6 

72.00 

24.00 

7X11 

776.41 

141.16i:il  X  12 

1584.00 

264.00 

4X7 

114.33 

32.66 

7X12 

1008.00 

168.00  11  X  13 

2013.92 

309.84 

4X8 

170.66 

42.66 

7X  13 

12S1.58 

197.17  11  X  14 

2515.33 

359.33 

4X9 

243.00 

54.00 

7X  14 

1600.66 

228.66,11  X  15 

3093.75 

412.50 

4X  10 

333.33 

66.66 

7X15 

1968.75 

262.50||11  X  16 

3754.67 

469.33 

4X11 

443.66 

80.66 

7X16 

2389.33 

298.66 

11  X  17 

4503.58 

529.83 

4X12 

576.00 

96.00 

7X17 

2S65.91 

337.17 

11  X  18 

5346.00 

594.00 

4X  13 

732.33 

112.66 

7X18 

3402.00 

378.00 

4X  14 

914.66 

130.66 

12  X  12 

1728 

288 

4  X  15 

1125.00 

150.00 

8X8 

341.33 

85.33 

12  X  13 

2197 

388 

4X  16 

1365.33 

170.66 

8X9 

4S().00 

108.00  12  X  14 

2744 

392 

8X  10 

6f)6.66 

133.33  12  X  15 

3375 

450 

5X5 

52.08 

20.83 

8X  11 

1     8S7.33 

161.33  12  X  16 

4096 

512 

5X6 

90.00 

30.00 

8X12 

1152.00 

192.00nl2X  17 

4913 

578 

5X7 

142.91 

40.83 

8X  13 

!   14frl.r)6 

,  225.33 

12  X  18 

5832 

648 

5X8 

213.33 

53.33 

8X14 

1829.33 

261.33 

VN-EIGHT  OF  STEEL  IX  SUBWAYS. 
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Subways. 


TABLE  22.  — WEIGHT  OF  STEELWORK  AND  APPROXIMATE  COSTS. 
The  bridge  portion  of  the  subway  is  usually  built  of  steel  with  a  steel  and  concrete  floor;  or  of  re- 
inforce<i  concrete  when  the  bridge  spans  are  comparatively  short;   or  a  combination  of  steel 
and  concrete  may  be  des"eloped. 


Weight  of  Steel  in  Scbway  Sthuctctres. 

Steel  girders  and  steel  eye  beam  floor  (2  tracks,  13  ft.  c'ts).    Floor  beams  encased  in  concrete. 

Coopers  E  50  loading. 


T>-pe 

A. 

B. 

C. 

D. 

Cone. 

Material. 

1-span  br. 

no  bents, 

lb. 

2-span  br. 

center  bent. 

lb. 

3-span  br. 
sidewalk 
bents,  lb. 

4-span  br. 
sidewalk 
and  center 
bents,  lb. 

in 
floor, 
cu.  yd. 

60  ft.  street  (area  1725  sq.  ft.). 


Girders,  outer 

66,000 
60,000 
54,000 

36.000 
31.000 
54,000 
12,000 

39,000 
28,000 
54,000 
20,000 

24.800 
17.600 
54.000 
25,500 
121,900 

Girders,  center 

Floor 

Bents 

52 

Total  weight 

180.000 

133.000 

141,000 

Weight  per  sq.  ft.  area 

105 

78 

82 

71 

66  ft.  street  farea  1900  sq.  ft.). 


Girders,  outer 

Girders,  center 

Floor 

Bents 

Total  weight 

Weight  per  sq.  ft.  area. 


76.000 
71.000 
60,000 


207.000 


109 


48,000 
38,000 
60.000 
12,000 


158,000 


84 


50,800 
37.600 
60.000 
20.000 


168.400 


89 


29,200 
21,200 
60,000 
26,000 


1.36,400 


72 


57 


80  ft.  street  (area  22.50  sq.  ft.). 


Girders,  outer                    ... 

110,000 

103,000 

72,000 

68,000 
55.000 
72,000 
13,000 

56.000 
42,000 
72,000 
20.000 

35,600 
27,400 
72,000 
27,000 

Girders,  center 

Floor 

Bents 

69 

Total  weight 

28.5,000 

208,000 

190.000 

162,000 

Weight  per  sq.  ft.  area 

127 

93 

85 

72 

Goer  07  Vahious  Tites  op  Scbwats,  Steel  Girdebs  and  Steel  Ete  Beam 
Concrete  Floor. 

Two  tracks,  1.3  ft.  c'ts.    Coopers  E  .50  loading. 


60  ft.  street. 

66  ft.  street. 

80  ft.  street. 

Kind  of  bridges. 

For  two 

tracks. 

For  each 
addit'l 
track. 

For  two 
tracks. 

For  each 
addit'l 
track. 

For  two 
tracks. 

For  each 
addit'l 
track. 

Tjpe  .4  —  One  span 

Type  B  —  Two  spans .... 
Tj-pe  C  —  Three  .span.s . . . 
Type  D  —  Four  .spans . .  . 

$16,400 
15,000 
15,. 500 
14,900 

$6000  1  $18,000 
.5400      10..500 
.5500      17,100 
5100  i    16,000 

$6700 
5800 

6000 
5500 

$21,700 
19,200 
18.800 
17,800 

$8200 
6900 
6800 
6300 

Cost  of  concrete  subways. 


60  ft.  street. 

66  ft.  street. 

80  ft.  street. 

Kind  of  bridge. 

For  two 

tracks. 

For  each 
addit'l 
track. 

$4200 

For  two 
tracks. 

For  each 
addit'l 
track. 

For  two 
tracks. 

For  each 
addit'l 
track. 

Type  D  —  Four  spans .  .  . 

$12,.500 

$13,400 

$4500 

$15,000 

$5300 

For  type  of  bridges  see  page  4^. 
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WEIGHT  OF  STEEL  IN  HIGHWAY  BRIDGES. 


Highway  Bridges. 

TABLE  23.  — WEIGHT  OF  STEEL  AND  APPROXIMATE  COSTS. 
Weight  of  Steel  in  Street  Bridges  Over  the  Railroad  Without  Street  Cars. 


Width  of  street  and 
roadway. 

Span  and  number  of  tracks. 

Weight  of 
steel,  lb. 

Remarks. 

6 

60  ft.  St.,  36  ft.  r'dwav 

29  ft.  span  over  2  tracks 
42  ft.  span  over  3  tracks 
55  ft.  span  over  4  tracks 
55  ft.  span  over  4  tracks 
81  ft.  span  over  6  tracks 
81  ft.  span  over  6  tracks 

60,000 
95,000 
166,000 
127;000 
300,000 
240,000 

F?, 

60  ft.  St.,  36  ft.  r'dway 
60  ft.  St.,  36  ft.  r'dway 
60  ft.  St.,  36  ft.  r'dwav 
60  ft.  St.,  36  ft.  r'dwav 
60  ft.  St.,  36  ft.  r'dway 

E^ 

2  girders 

3  girders 

2  girders 

3  girders 

E4: 

E4. 
E6 
EG 

Weight  of  Steel  in  Street  Bridges  Over  the  Railroad  With  Street  Cars. 


Width  of  street  and 
roadway. 

Span  and  number  of  tracks. 

Weight  of 
steel,  lb. 

Remarks. 

c. 
>. 

66  ft.  St.,  44  ft.  r'dwav 

29  ft.  span  over  2  tracks 
42  ft.  span  over  3  tracks 
5o  ft.  span  over  4  tracks 
55  ft.  span  over  4  tracks 
81  ft.  span  over  6  tracks 
81  ft.  span  over  6  tracks 

90,000 
130,000 
238,000 
180,000 
410,000 
324,000 

F?. 

66  ft.  St.,  44  ft.  r'dwav 

F^ 

66  ft.  St.,  44  ft.  r'dway 
66  ft.  St.,  44  ft.  r'dway 
66  ft.  St.,  44  ft.  r'dwav 
66  ft.  St.,  44  ft.  r'dway 

2  girders 

3  girders 

2  girders 

3  girders 

EA 
E\ 
EG 
EG 

Estimated  Cost  of  Street  Bridges  Over  the  Railroad.     (E.  N.  Bainbridge.) 


60  ft.  street. 

66  ft.  street. 

60  ft. 
street. 

66  ft. 
street. 

Description. 

Steel. 

Cone. 

Steel. 

Cone. 

Floor 
depth. 

Floor 
depth. 

S 

$ 

$ 

$ 

1 

u 

c 

6 

3^ 
5 

3i 
3i 
3i 

1 
fa 

3 

45 

3i 
H 
31 
3i 
3J 
3J 

6 
fa 

E2,  single  29  ft.  span  over  2  tracks 
E3,  single  42  ft.  span  over  3  tracks 
A'4,  single  55  ft.  span  over  4  tracks 
7i' 4,  single  55  ft.  si)anover  4  tracks 
/i' 6, single  81  ft.  .sprni  over  6  tracks 
£■6,  single  81  ft.  span  over  (>  tracks 

F2,  three  s|)ans()V(T2  tracks 

FA,  three  spans  over  4  tracks 

FG,  three  sjjansover  6  tracks 

12.900 
14,700 
17,800 
16,400 
24,200 
22,000 
17,. 500 
20,.500 
21.600 

11,400 
13,200 

14,200 
17,100 
18,200 

15.100 
17,100 
21,700 
19,600 
29,800 
26,500 
23,700 
27,000 
28,200 

13,200 
14,700 

17.200 
20,400 
21,600 

3 

4^ 

4 

3 

4 

3 

3 

3 

3 

3J 
5 

■3J 
3J 

3J 

\ I 

For  type  of  bridges  £2,  £3,  etc.,  aee  page  9&. 
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TABLE  24.- GRAVITY    RETAINING   WALLS. 
QrA.vTmES  IN  Ci'Bic  Yards  for  Vabvixg  Heiobts. 


3 

Si 

Si"" 

u 

u 

0  — 

11 

ill 

1!! 

i 

1 

1 

3'-'. 

MASONRY 

1 

sj 

RETAINING  WALL 

9. 

8! 

.*o 

3  "^  "S      Vu 
^33      V- 

MINIMUM  HEIGHT  8  FEET. 

8 

4! 

' 

' 

5--?          % 

DOEB  NOT  INCLUDE 
COPING  NOB  FOOTINGS. 

4 

5' 

^ 

H     »S                 V 

5 

6' 

1 

3 

60'                N 

k 

1.0000 

6 

7' 

6 

eW          •,\ 

1.2381 

7 

8      «.« 

39.59 

b 

6'7                      \ 

0.2385 

1.4667 

8 

9     «.n 

UX 

r 

eW 

A 

n.2492 

1.71.56 

9 

10'     -M 

5XM 

r'j 

7'2' 

\ 

0JJ600 

1.9756 

10 

111      7J1 

tOM 

"' 

7W 

loA 

n.-rn? 

2.31.59 

11 

12 

-M 

68.31 

11- 

7'9' 

\ 

2-5274 

)2 
13 

18 

7.90 

r 

s'o}/ 

15- \ 

2jeoo 

14 !     8.W 

Mja 

13' 

g'4' 

A 

OJJ0O3 

3.1233 

14 

15 1     g.48 

92.81 

u- 

f^'^^i 

20'"\ 

fi..-n«» 

3.4374 

15 

16  1    ... 

101 J8 

r 

8'U' 

\                              '    '  ;!3i7 

3.7622 

18 

17'     ».0£ 

IIO.U 

'u- 

-  9W 

25'    \ 

".xa& 

4.0978 

17 

18  '     »JS 

130.00 

'n- 

9'6' 

\ 

"..-/1 63 

4.4445 

18 

9.tS 

129.M 

'l8' 

9'i'A 

30'   A 

".rui 

4.8015 

19 

_, 

9^1 

139  j« 

\'"' 

lO'l' 

\                       '   'ijyan 

5.1696 

20 

21 

10.S 

H9J«1 

lo'tt/ 

srr    '\ 

0J789 

5,5485 

21 

22'   10j2 

160.33 

J     21- 

lo'x" 

V 

0-3896 

5.9383 

22 

2?'  10.« 

171  .H 

f,"    ^' 

loW 

1*1 

0.4001 

6J0I5 

28 

-'1     11.10 

182J2S 

1       ^'• 

nV 

\^ 

0.4112 

6.7500 

M 

ll.M 

1«3.«5 

d        21- 

n'cK 

«•     '\'^ 

-1** 

0.4222 

7.1722 

26 

1IJ9 

305  Jt 

1      2i- 

ii'io' 

\ 

0.4330 

7.606S 

26 

__ 

11J8 

a7JS 

r  *' 

12'iK 

50'          A 

0.4438 

tjaua 

27 

2B'  itw 

239.59 

r  ^' 

123' 

\ 

0.4515 

8J034 

28 

29'  12JV 

«3.13 

'     28- 

12W 

55*           '\ 

0.K53 

»MIS 

29 

801  ij^ 

253.00 

r      29* 

13'0' 

\ 

0.4761 

9.444S 

90 

L  13.73 

2C8.15 

13'%' 

W              \ 

0.1869 

9.93^ 

81 

2(1^9 

r     31' 

.r   1                   \ 

0.4978 

10.4293 

82 

|8^) 

295J2 

r       32- 

13'lOj/ 

00-               V 

0.5086 

10.9378 

33 

'^Il4.« 

r       33- 

H'2' 

\ 

0J)193 

Il.i533 

34 

UJSl 

SgUS 

r      3i' 

hW 

70.                A 

OA-«W 

11.9*70 

85 

;>j 

UM 

SSgJS 

1       "*' 

h'j* 

\ 

0JH07 

12J5378 

as 

87 1   H.M 

3S3.15 

j          36' 

15W 

75-                  \ 

0J515 

13.0796 

37 

881  n.ii 

368.33 

1          ''' 

1.5 '«' 

\ 

0J5622 

13.6419 

38 

80    i5.« 

3S3.81 

r  ^' 

15'7K 

W                   \ 

O^'iTSI 

14.2152 

30 

40  1    15.77 

399.St 

f   -•■■ 

li'n' 

\ 

05841 

I«79»3 

40 

40' 

'5' 

1 
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TABLE  25.  — REINFORCED  RETAINING  WALLS. 

Earth  assumed  to  weigh  100  lb.  per  cu'.  ft.;  concrete,  150  lb. 

Live  load,  135  lb.  per  sq.  ft.  without  impact.  .         ,  ,„  „  •  i 

Unit  stresses:  concrete  (1-2-4),  600  lb.  per  sq.  in.  compression  shear,  oO  lb.  per  sq.  m.;  steel 
(square  twisted  bars  or  equivalcat  deformed  section),  16,000  lb.  per  sq.  in. 

On  clay  foundation  wall  to  be  anchored  against  sliding. 

3  in.  weep  pipes  to  be  provided  at  distances  not  greater  than  5  ft.  apart. 

At  least  18  in.  of  broken  stone  backing  to  be  provided  to  facilitate  drainage. 


Concrete  in  Cu.  Yds. 


cn  £.  * 

33    S- 


\ncliorasje  agl^ost  slidinc^ 
H  +  e"     ! 


^       _.                L 

:__  * 

^- t-m-  - 

-       1 

t::w-\t'-'-'-'- 

z.-4x\:A 

G-SA-- 

: ]X-- 

:. _:a... 

2--  t^\ 

:_...._     V" 

^ ^ 

-[           s 

<2     1- 

^ 

M 

\ 

M          1      T 

k 

s. 

**                                                     . 

ir"""" 

M 

s 

to 

,                 N 

te            T 

:::::::::::^.: 

Steel  in 

i       i 

Pounds 

I 


do  ,1  added  for  splices) 


Height  in  feet. . . . 

8 

12 

16 

20 

24 

Toe  slab  reinf'ment. . 

Y'  sq.  bars: 

1"  sq.  bars: 

1"  sq.  bars: 

i"  sq.  bars: 

}"  sq.  bars: 

2'  6"  Ig., 

3'6"lg., 

4'0"Ig.. 

5'  0"  Ig.. 

5'  6"  Ig.. 

12"  crs. 

12"  crs. 

10"  era. 

12"  crs. 

6"  crs. 

Heel  slab  reinf'ment.. 

J"sq.  bars: 

1"  sq.  bars: 

J"  sq.  bars: 

J"  sq.  bars: 

}"  sq.  bars: 

3'  6"  Ig., 

4'  9"  Ig.. 

6'  0"  Ig.. 

7'  0"  Ig., 

8'  0"  Ig.. 

12"  era. 

12"  crs. 

12"  crs. 

10"  crs. 

5"  crs. 

Vert,  wall  reinf'ment. 

i"8q.  bars: 

i"  sq.  bars: 

1"  sq.  bars: 

r'sq.  bars: 

r'sq.  bars: 

9'  0"  Ig.. 

13'0"lg., 

17'0"lg., 

21'0"lg.. 

25'  0"  Ig., 

12"  crs. 

10"  crs. 

10"  crs. 

10"  crs. 

l"9q.  bars: 

7'0"lg., 

10"  crs. 

10"  crs. 
I"sq.  bars: 

iro"ig.. 

10"  crs. 

A 

r  2" 

r  9" 

2'  4" 

2'  U" 

3' 5" 

B 

1'  4" 

r  6" 

r  8" 

1'  10" 

2'  0" 

C 

r  4" 

r  6" 

r  91" 

2-  5}" 

3'  Hi" 

D 

2'  3" 

3'  2" 

4'  1" 

4'  UJ" 

5'  10" 

E 

4'  9" 

6'  5" 

8'  2J" 

10'  4" 

12'  4J" 

Lb.  st«el  per  ft 

30 

60 

120 

16,1 

222 

Cu.yd.  concrete  per  (t. 

0.51 

0.85 

1.20 

1.65 

2.22 

I 
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TABLE  26.  —  APPROXIMATE  COST  of  Sinolk  Track. 
R.UL  CONCRETE  CUL\^RTS  for  Exbtlno  Track. 


Slseor 

Width, 
ft. 

culvert. 

Height, 
ft. 

ExciV 
vation, 
cu.  yd. 

Sup- 
porting 
track. 

Con- 
crete, 
cu.  yd. 

Scrap 

rail, 

weight  in 

Reinforc- 
inK  bars, 

weieht 

in  lb. 

Removing  old 
structure. 

.\pprox. 
total  cast 
plus  10  per 

per  cent 
continft'cs. 

4 

2 

100 

SlOO 

17.3 

2763 

160 

$50  to  $100 

$467.00 

4 

3 

100 

100 

22.8 

2875 

170 

50  to 

100 

530.00 

4 

4 

125 

100 

28.3 

2987 

190 

50  to 

100 

610,00 

6 

2 

125 

100 

20. S 

3360 

220 

75  to 

ion 

560.00 

6 

3 

125 

100 

25. S 

3472 

240 

75  to 

100 

620.00 

6 

4 

150 

100 

31.8 

3584 

260 

75  to 

100 

705.00 

6 

5 

150 

100 

37.8 

3696 

280 

75  to 

100 

775.00 

6 

6 

150 

100 

43.8 

3957 

300 

75  to 

100 

S70.00 

8 

3 

150 

150 

30.0 

3957 

280 

100  to 

150 

770.00 

8 

4 

150 

150 

36.5 

4069 

310 

100  to 

150 

845.00 

8 

5 

175 

150 

43.3 

4181 

340 

100  to 

150 

940.00 

8 

6 

175 

150 

50.0 

4293 

370 

100  to 

150 

1045.00 

8 

7 

175 

150 

57.6 

4555 

390 

100  to 

150 

1130  00 

8 

8 

200 

150 

66.0 

4741 

420 

100  to 

150 

1275.00 

10 

4 

200 

150 

41.2 

4667 

3S0 

100  to 

150 

970.00 

10 

5 

200 

150 

48. 7 

4779 

410 

100  to 

150 

1060.00 

10 

6 

200 

150 

56.6 

4890 

450 

100  to 

150 

1170.00 

10 

7 

250 

150 

&4.8 

5152 

480 

100  to 

150 

1310  00 

10 

8 

250 

175 

73.4 

5339 

510 

100  to 

150 

1435.00 

10 

9 

250 

175 

82.4 

5450 

550 

100  to 

150 

1530  00 

10 

10 

1 

250 

175 

92.2 

5563 

580 

100  to 

150 

1640.00 

Unit  prices:  Concrete,$10;  scrap  rail,  $18  per  ton;  reinforcing  bars,  3fi  lb.;  excavation,  75)fcu.  yd. 
For  types  see  under  culverts. 


TABLE  27.  —  .AJ'PROXIM.\TE  QUANTITIES. 
CONCRETE  ARCH  CUL^•ERTS. 


Concrete 

Concrete 

Formulae  for 

Length  f.  to  f. 

//  =  top  of  invert 

to  bottom 

of  ruil. 

Size  of 
arch,  ft. 

in  barrel, 
cu.  yd. 
per  foot. 

in  two  end 
walls, 
cu.  yd. 

Rip-rap, 
cu.  yd. 

Paving, 
sq.  yd. 

Remarks 

Ft.  In. 

Ft.  In. 

4 

0.5 

13.25 

2.0 

8.0 

;;//  1-8  0 

-5     0 

_. 

5 

0.8 

20.00 

4.3 

13.0 

3  //  +    5  3 

—  O       .'} 

t 

6 

1.0 

2fJ.OO 

6  1 

18.3 

3  //  +    2  9 

-5     4 

Ji 

7 

1.25 

41.00 

8.0 

24.0 

SH+    0  3 

-6    3 

o 

8 

1.5 

57.2 

12.0 

33  0 

3  //  -    2  9 

-6    9 

10 

2.18 

84.0 

17.3 

52  0 

3  //  -    8  0 

-7     7J 

a 

12 

2.9 

126  0 

24  15 

72.0 

3//  -  12  6 

-8    6 

u 

14 

3.9 

180.0 

33.5 

100.5 

3//-  18  0 

-9  11    J 

For  types  see  under  culverts. 
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BORING  TOOLS. 


TABLE  28.— LIST  OF  BORIXG  TOOLS  FOR  DISTRICT  ENGINEER'S  OFFICE. 
Description.  ''"^^(^u^^^ 

1  set  of  shear  legs,  each  leg  15'  0"  long  X  4'  3"  painted  at  the  foot. 
Preferably   of   elm.     Connected   at    top   with    1    in.    diameter 

mild  steel  bolt  bent  to  allow  legs  to  spread $4 .  50 

1-in.  diameter  mild  steel  shackle  suspended  from  above  described 

bolt 0.75 

16  fathoms  of  Manilla  rope  at  about  1.5  lb.  per  fathom 2. 15 

1  set  of  double  blocks  to  take  same 5 .  00 

30  foot  of  2-in.  bore  W.  I.  pipe  in  6-ft.  lengths  with  connections 

complete • 4 .  50 

1  3-ft.  length  of  same  pipe 0 .  45 

(Xote.  —  Preferably  these  pipes  should  be  thick  enough  to  enable 
a  male  and  female  screw  joint  to  be  made  so  that  outside  diameter 
of  connected  pipes  may  be  same  throughout  length.) 
1  steel  cutting- edge  to  screw  onto  end  of  pipe.     Edge  to  be  beveled 

from  the  inside  outwards 1 .  00 

1  collar  to  fit  on  top  of  pipe  for  dri\'ing  and  Ufting  same.     (Sketch.)         1 .  25 


i- 


ig^ 


Blind  Holes  for  Bar    r<r 


.■n 


Overall  Diam.  of  Collar  5 


— Inside  threaded  to  screw  onto  2  pipe 
for  a  depth  of  1" 


2  maple  levers  6  ft.  0  in.  long  for  getting  up  pipes.     (Sketch.) 


2.00 


6  hard  wood  blocks  each  1'  0"  X  6"  X  3" 1 .00 

1   100-lb.  weight  monkey  for  driving  pipes,  with  eye  bolt   in  top 

and  guiding  .shaft  in  bottom.     (See  sketch.)  15.00 


V'Eyo  Bolt 


©■--.-- 


100  lb.  Wi^.  W.I.  Monkey  5  diam.  x  about  11  long 


Guide  Shiift  ncrewfd  into 
monkry  at  lua«t  •" 
Shaft  turned  to  l>^"bare  diam. 


BORING  TOOL.-^. 


39 


1  light  sling  chain  about  6  ft.  0  in.  long.             $  3.50 

2  pairs  of  pipe  tong.s  for  above  jiipes.     (Brock. "^  Patent  preferred.)  .  8.00 
40  ft.  of  |-in.  square  W.  I.  roils  with  steel  connections  at  ends  as  per 

sketch 14.00 


"tQ 


S  Sq.  W  I.  rod-s 


\     ^  Steel  end  shat  on 
^Not  leas  th«)  l"thre«de<]  S  T.  per  In. 

"^  Length  ot  rods  MO  long,  1-4  0  long 


1^  diAm.  i, 
Female  lapped  i 
SteeLend— >J 


2  spanners  to  fit  square  rods.     (Sketch.) 

KiJHi*^",, 

%  Rnd.  I        ~i.    I     .1     Tapered  to  blunt  point 


A- 


•To  go  onto  H  sq.  rod 


1  pair  handles  for  turning  rods.     (Sketch.) 


J§  bare  when  nard  up 
V'EreBoltv^-j     -(?«7  5i"Rnd.N 


M  Rnd.  , 


<. 


lE^ 


dl 


8.00 


1  niild  steel  auger,  maximum  diameter  Ij  in.  with  hardened  point 

and  connection  to  fit  onto  rods 5 .  00 

2  steel  drills  to  fit  onto  rods.     Chisel  pointed,  6  ft.  long,  width  of 

cutting  edge  IJ  in 7.00 

1  sand  pump.     Outside  diamete.^lj  in.,  with  connection  to  fit  onto 
rods.     Fitted  with  clack  valv.  and  seat  and  opening  at  top  end 

to  allow  of  cleaning  out .....'. 2 .  50 

1  8-lb.  sledge  hammer  double  faced 2 .  fX) 

1  hand  hammer 0 .  75 

Imaul 1.00 

1  adjustable  spanner 1 .  25 

1  shovel  (long  handle,  round  point  j 1 .  50 

1  oil  can  and  feeder 0.50 

1  triangular  bastard  9-in.  file  (for  cleaning  threads,  etc.) 0. 05 

2  cold  chisels 0. 00 

1  tool  box.     Inside  dimensions  6'  6"  X  9"  wide  X  1'  0"  deep,  com- 
plete with  lock 4 .  00 

Sundries,  such  as  cotton  waste,  planks,  etc 4 .  00 

Total $105.00 
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CHAPTER  III.  i 

COST   OF   RAILROADS. 

Cost  of  Railroads  per  Mile.  —  To  arrive  at  an  approximate 
cost  of  a  line  of  railroad  already  built  or  to  be  built,  by  taking  a 
sum  per  mile  from  a  record  of  the  actual  cost  of  other  lines  built 
in  the  same  territory  and  to  the  same  standards,  may  serve  very 
well  for  discussion  or  as  a  means  of  giving  an  idea  of  the  amount 
likely  to  be  involved,  but  it  is  no  criterion  that  it  will  be  even 
approximately  correct  in  the  final  analysis. 

To  show  how  varied  are  the  costs  per  mile  even  in  the  same  ^ 
state  or  province,  the  statements  shown  in  Tables  29  and  30  may 
be  compared,  from  which  it  will  be  noted  that  out  of  twenty-one 
items  and  a  dozen  different  lines,  hardly  two  figures  are  com- 
parable. There  are  many  reasons  for  this  but  the  principal  one 
is  due  to  the  fact  that  the  contours  and  physical  conditions  in  no  I 
two  cases  are  alike  even  when  the  lines  are  built  side  by  side. 

In  view  of  this,  when  estimating  the  cost  of  a  new  Une  even 
very  approximately,  it  would  be  exceedingly  risky  to  base  it  on  a 
cost  per  mile  from  any  records  without  going  over  the  plans  and 
profiles  and  taking  out  the  quantities  and  ascertaining  prices  for    ' 
labor  and  material  in  the  territory  in  which  the  line  is  to  be  built. 

*  Cost    of    the    Alaska    Central    Railroad,    54    Miles.  —  The    Alaska 
Central  runs  from  Seward,  a  deep  water  port  on  Resurrection 
bay,  which  is  about  in  the  center  of  the  south  coast  of  Alaska,   1 
north   toward   Fairbanks,   on   the  Tanana  river.     The  road  is 
standard  gage,  laid  with  Go  lb.  rails.     The  maximum  grade  is  1 
per  cent,  except  over  two  mountain  ranges,  where  it  is  2.2  per  i 
cent.     The  maximum  curvature  is  1-4  degs.     The  cuts  and  fills    < 
are  heavy  and  there  arc  seven  tunnels  and  many  trestle  bridges. 

The  cost  of  54  miles  of  road  was  83,230,000.  This  includes 
cost  of  organization,  but  not  cost  of  rolling  stock,  station  build- 
ings, docks,  office  fixtiu'es,  etc.  The  cost  of  separate  sections, 
starting  from  the  terminus  at  Seward,  was  as  follows: 

7    luilos  :it  S20,0()0 .?  110.000  2    miles  at    .''AnOO .  .  .  .  100.000 

9  "      "       JO.IHK).  .  .  .  :5(;(),(K)0  I        "      "    100,(KK)....  1(X).000 

18  "      "      .")."),( KM).  ..  .  «.l'.M).(H)0            \      "     tunnels 8(M),(XX) 

7        "      "     ;i."),(KM) •_>l.-..(MM)  1^      ••    approaches....  -JDa.OOO 

5        "      "     bO,000 100,000 
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The  cost  per  mile  of  the  above  54  miles  was  S60,000.  De- 
ducting the  2^  miles  of  tunnels  and  approaches,  the  cost  per  mile 
of  52  miles  was  -Sol. 000.  The  f  of  a  mile  of  tunnels  cost  at  the 
rate  of  S450,000  a  mile,  and  1 1  miles  of  approaches,  SI 77,000  a  mile. 

*  Cost  of  Cheboygan  Extension  D.  &  M.  Ry.,  23.46  Miles.  — 
The  Cheboygan  extension  of  the  Detroit  &  Mackinac  was  opened 
in  1904.  It  runs  from  Tower,  Mich.,  northwest  to  Cheboygan, 
23.46  miles. 

The  first  four  miles  of  road  from  Tower  is  across  an  open  plain. 
The  next  12  or  14  miles,  to  the  northern  end  of  Mullet  lake,  is 
through  slightly  hilly,  well-wooded  country,  with  short  stretches 
of  burnt  ground  and  swamp.  The  rest  of  the  foute  is  in  rolling 
country,  most  of  which  is  cleared  land. 

The  road  is  single-track,  laid  with  70  lb.  rail,  maximum  cur- 
vature 1  degree  and  maximum  grade  0.5  per  cent.  Good  gravel 
ballast  was  found  about  one  mile  from  grade.  There  was  no 
rock  work  and  the  bridge  and  culvert  work  was  light.  The 
largest  bridge  is  a  steel  structure,  130  ft.  span,  with  concrete 
abutments,  over  the  Cheboygan  river.  The  rest  of  the  work  is 
concrete. 

The  cost  of  the  23.46  miles  was  8323,526,  including  engineer- 
ing, grading,  clearing,  grubbing,  ties,  rails,  ballast,  bridges, 
trestles,  culverts,  track  fastenings,  frogs,  switches,  track  laying 
and  surfacing,  fencing  portions  of  right-of-way,  crossings,  cattle 
guards,  signs  and  other  expenses.  This  is  §13,790  per  mile. 
The  cost  of  station  buildings,  roundhouse,  telegraph  Hues,  inter- 
lockers  and  signal  operators  was  S18,724,  or  .?800  per  mile. 

The  railroad  lines  in  the  States  of  Minnesota,  Wisconsin  and 
Michigan  have  been  valuated  by  a  Commission  and  the  figures 
are  given  below  on  a  cost  per  mile  basis,  including  the  original 
cost  of  the  Gt.  X.  Ry.  by  W.  L.  Webb. 

The  valuation  figures  were  made  both  from  a  standpoint  of 
cost  of  reproduction  and  also  their  present  value  as  affected  by 
depreciation.  The  unit  figures  given,  however,  have,  in  some 
cases,  been  combined  and  interpolated  so  as  to  make  them  con- 
form with  the  present  I.  C.  C.  Classification  and  for  this  reason 
a  number  of  the  items  may  be  inaccurate.  However,  they  are 
near  enough  for  general  comparisons. 

*  Railroad  Age  Gazette,  Aug.  21st  and  Sept.  25,  1908. 
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VALUATION   COST  PER  MILE. 


TABLE  29.  — A\'ERAGE  COST  PER  MILE  OF  STEAM  RAILROADS. 


No. 


1 
2 
3 
4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 
16 

17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 


Items. 


Engineering,  etc 

Land 

Grading 

Protect  work,  rii>rap,  retaining 

walls 

Tunnels  and  subways 

Bridges,  trestles  and  culverts. . . 

Elevated  structures 

Ties 


Rails.  ., 

Other  track  material 

Ballast 

Track  laying  and  surfacing. ... 
Right    of    way    fences,    cattle 

guards  and  signs 

Snow  and  sand  fences  and  snow 

shed • 

Crossings  and  signs  (see  13) ...  . 

Station  and  office  buildings 

Roadway  buildings 

Water  stations 

Fuel  stations 

Shops  and  engine  houses 

Grain  elevators 

Storage  warehoases 

Wharves  and  docks 

Coal  and  ore  wharves 

Gas,  steam  and  power  plants.  .  . 
Telephone  and  telegraph  lines.  . 

Signals  and  interlockers 

Miscellaneous 

Total  cost  per  mile  without 
equipment 


Equipment: 

Locomotives 

Passenger  equipment 

Freight  car  equipment 

MiscoUanoous  equipment 

Marine  eciuipniont 

Total  average  cost  per  mile 
including  equipment 


State  of 


Minne- 
sota, 1907. 
Valuation. 


$8,066 
9,637 
7,372 

318 

33 

2,576 

'  2,303 

4,348 
992 

1,239 
703 

364 


771 

690 

211 

95 

1,157 


799 


105 

185 

73 

2,710 


14,707 

2,249 
871 

6,176 

175 

6 


$54,184 


Wiscon- 
sin, 1903. 
Valuation. 


$3,552 
3,719 

5,098 

122 
2,372 

i',529 

3,773 

980 

788 
447 

277 


476 
353 
161 
54 
610 

163 

260 

"9 
19 
52 

427 


$25,241 

1,342 

627 

3,630 

70 

0 


$30,910 


Michigan, 

1900. 
Valuation. 


$4,153 
3,665 

2,778 

147 
1,027 

' 1,426 

3,674 

680 

476 

839 

431 


526 

158 

93 

39 

418 

204 

707 

13 

33 

64 

188 


$21,739 

1,155 
408 

2.527 

89 

220 


•Washington, 

Gt.  N.  Ry. 

488  miles. 

Original  cost. 


$3,463 
4,286 

12,441 

7,280 
4,318 

i',198' 

5,932 

943 

"593' 

256 


113 

258 
1,039 

166 

"47' 
'  991' 


$44,412 


$26,138 


*  The  hiKh  oo8t  of  grading  tunnels  and  bridges  is  due  to  the  mountainoua  character  of  the 
country.    Ouo  tunnel  13,813  feet  long  cost  about  $184  per  foot  or  a  total  of  $2,524,212. 
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TABLE  30. -AVEIL\GE  COST  PER  MILE  OF  STEAM   RAILROADS. 


Ontario. 

Mani- 
toba. 

Saskatchewan. 

.Miles  built 

182  M. 

16  3  M. 

17.7  M.|  57.9  M. 

25  M. 

15  M. 

145  M. 

Name  of  railway 

Y. 

X. 

W. 

V. 

T. 

S. 

Date  built 

1912-14 

1912-13. 

1910-11.;  1911-12. 

1914. 

1914. 

1914. 

Items. 

1 

$2,765 

8,188 

23,231 

13,560 

3,371 

6,275 

268 

1,532 

4,007 

738 

81 

379 

669 

1.875 

597 

1,119 

86 

710 

$1,822 

5,979 

22,795 

5,673 

1,806 

4,677 

98 

1,352 

2,344 

771 

73 

■ '  '873 
657 

"265 

■  ■ '  25 

$607 
3,234 
6,883 
8.326 
1,718 
5.214 

275 
1,367 
3,106 

618 
55 

887 

404 
1,401 

■  ■  '419 

' '  '426 

"60 

$1,312 

3,817 

13,953 

5,102 

2.034 

4,521 

136 

1,439 

2,653 

669 

57 

264 

409 

$477 

470 

2.390 

263 

3,205 

2.010 

55 

1,537 

2.459 

304 

24 

$623 

523 

3,563 

1,366 

3,062 

2,258 

62 

1.219 

1.831 

471 

$801 

R.  of  way  and  stn.  grounds 

279 
6,994 

Bridges,  trestles  and  culverts 

Ties 

1,792 
4,187 

Rails 

4.931 
94 

1,613 

Ballasting,  t.  laying  and  surfacing 
Fences 

4,534 
471 

Crossings  and  signs 

i 

> 

24 

Telegraph  lines 

288 
25 

23: 
2J 

327 

Station  buildings  and  frt.  sheds.  . . 
Shops,  engine  houses  and  tools 

420 

315 
453 

472 

50 

•    r 

588 

108 

Misc.  structures     

183 

4 

275 

662 

621 

5 
44 

3 

Other  expenses 

36 

49 

6, 

106 

Total  cost  per  mile 

$69,500 

$49,300 

S;J5,000 

S37,50O    S13,700 

Si5,600   i2s.:m 

210% 
0.4% 
4° 
85  1b. 

210% 
1% 
10° 
85  lb. 

210' i 
0.4% 
3° 
851b. 

210% 
0.4% 

10° 

85  1b. 

180% 
0.3% 
2° 
561b. 

210%        210'; 

1% 

4° 
65  lb. 

0.4% 

Max.  cur\'e 

5° 

Weight  of  rail 

65  1b. 

Classification  by  traffic 

A 

A 

A 

A 

C 

B 

B 

Sask.  & 
Alta. 

Alberta. 

British 
Col. 

Miles  built 

195  .M. 

25  M. 

75  M. 

27  M. 

100  M. 

Name  of  railway 

R. 

P. 

O. 

N. 

M. 

Date  built 

1914. 

1914. 

1914. 

1914. 

1914. 

Items. 

Engineering 

R.  of  way  and  stn.  grounds 

$1,023 

312 

11,956 

3,875 

2,1.52 

5,532 

142 

1,176 

3,541 

446 

51 

$1,210 

127 

19,419 

2,266 

1,081 

2,763 

108 

642 

$583 

2.34 
5.807 

945 

1,888 

4,346 

20 

902 
1,915 

350 
35 

$755 
511 

4.399 
194 
645 

2.854 
77 
791 

2.583 
410 
39 

$1,430 
810 

Grading 

Bridges,  trestles  and  culverts 

17,939 
1.673 

Ties 

1.373 

Rails 

4.205 

Frogs  and  switches 

64 

990 

Ballasting,  t.  Ia>-ing  and  surging 

Fences 

Cruosings  and  signs 

1,141 

204 
132 

3  090 

496 

16 

Telegraph  lines 

423 
207 
268 
676 
65 
562 
Cr.    92 

181 

240 

9 

14 

135 

385 
4 

345 

5 

141 

Water  stations 

6 
477 

301 

90 

Misc.  structures        

520 
Cr.    12 

Cr 

331 
180 

108 

Operating  expenses 

Cr.     4 

Other  expenses 

85 

52 

59 

I 

30 

Total  cost  per  mile 

$32,400 

$29,900 

$18,000 

$14,100 

$32,800 

Bridge  loading 

Ruling  grade 

2109o 

0.4% 

4" 

80-85  lb. 

210</o 
0.8% 
5° 
80  1b. 

180% 
0.4% 
6° 
56  lb. 

210% 

0.4% 

4° 

56-85  lb. 

210% 
0.4% 

Max.  cur%-e 

10° 

Weight  of  rail 

65  1b. 

Classification  by  traflBc 

B 

B 

C 

B-C 

B 

44  COST  OF  RAILROADS  PER  MILE. 

In  the  statement,  Table  30,  the  Hnes  may  be  classified  some- 
what as  follows:  ^ 

A.  First  class  main  line  for  heavy  traffic  permanent  struc-     ' 
tures  and  heavy  rail  throughout  all  tie  plated. 

B.  First  class  branch  line  with  main  line  structures,  medium 
weight  rail  for  medium  traffic  likely  to  increase  to  main  line 
traffic  in  the  future. 

C.  Second  class  branch  line,  light  rail  for  light  traffic,  not 
likely  to  increase  to  any  great  extent. 


Live  Load  2105» 
5,000  60,000  50,000  50,000  50,000  35,000         42,600    42,500  42,500    42,500 


^(T) 

rr\r^r'^rr\     ^                       4000  ibs.  per  nn-ft., 

vA  A  A  J     0    (0  (0      («)  (10) 

Train  Load    " 

1        8'U"       1    5'6"|    5'G"|    5'6"  1        lO'O"       I       9'0"      I     6'0"  |       lO'O"       1    6'0"  I     6'0" 

Live  Load  180  fo 

!,500  40,300     41,400     43,000     41,000  30,400  30,400        30,400    30,400 


^^  4000  lbs,  per  lip,  ft, 

(V        (r)  (y)       (J)        \      Train  Load 


A.  R.  E.  A.  Classification  of  Railways. 

Class  "  A  "  includes  all  districts  of  a  railway  having  more  than  one  main 
track,  or  those  districts  of  a  railway  having  a  single  main  track  with  a  traflBc 
that  equals  or  exceeds  the  following: 

Freight  car  mileage  passing  over  district  per  year  per  mile,  150,000;  or, 
Passenger  car  mileage  per  year  per  mile  of  district,  10,000;  with  maximum 
speed  of  passenger  trains  of  50  miles  per  hour. 

Class  "  B  "  includ(^s  all  districts  of  a  railway  having  a  single  main  track, 
with  a  traffic  that  is  less  than  the  minimum  prescribed  for  Class  "A,"  and 
that  equals  or  exceeds  the  following : 

Freight  car  mileage  passing  over  district  per  year  per  mile,  50,000;  or 
Passenger  car  mileage  per  year  per  mile  of  lUstrict,  5,000;  with  maximum 
speed  of  passenger  trains  of  40  miles  per  hour. 

Class  "  C  "  inchides  all  districts  of  a  railway  not  meeting  the  traflBc  require- 
ments of  Classes  "A  "  or  "  B." 
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Unit  Prices.  —  The  foregoing  remarks  on  the  cost  of  railroads 
may  also  apply  to  unit  prices  for  construction  work  but  to  a 
lesser  degree  as  they  are  more  amenable  to  the  judgment  of  the 
engineer  who  uses  them.  The  extent  to  which  such  figures  may 
be  used  will  depend  entirely  on  the  knowledge  possessed  of  the 
character  of  work  in  hand  and  the  experience  of  the  estimator. 

The  classification  and  the  quantities  involved  in  grading  are 
very  important  as  they  are  subject  to  greater  variation  than  the 
structures  or  other  materials;  for  example  on  a  short  stretch  of 
the  Alaska  Railway  from  Mile  35  to  38  the  grading  varied  from 
3S§  cents  to  SI. 06  per  cubic  yard,  somewhat  as  follows: 

Mile  35  rock  fill  from  borrow,  average  haul  700  ft.;  4544  cu.  jd., 
cost  per  yd 1 .  06 

Mile  36  earth  fill  in  swamp,  from  borrow,  haul  3522  ft.;  4488  cu.  yd., 

cost  per  yd 0.  38  J 

Mile  38  earth  fill  in  swamp,  from  borrow,  haul  4133  ft.;  .5283  cu.  yd., 

cost  per  yd 0.  U\\ 

On  the  above  work  no  steam  shovels  were  used,  all  excavation 
being  done  by  hand  labor.  On  Mile  35  the  rock  (a  hard  slate) 
a  3|  in.  steam  ch-ill,  supplied  with  steam  by  a  10  H.  P.  boiler,  was 
used  and  material  hauled  in  1  cu.  yd.  cars.  On  Mile  36  and  38 
the  haul  was  made  in  10  car  lots,  hauled  by  two  horses. 

In  addition  to  the  units  given  in  Table  31  there  are  also  a  num- 
ber of  other  items,  such  as  right-of-way,  station  grounds,  inter- 
locking, signals,  telegraph  lines,  etc.,  which  have  to  be  con- 
sidered: there  are  also  the  items  of  supervision,  engineering,  etc., 
usually  covered  by  a  percentage  of  the  total  cost  which  ranges 
from  10  to  15  per  cent  on  an  average  as  follows: 

Engineering  and  supervision 3.0    to  4.0    per  cent 

Interest  during  construction 2.0    to  3. 25  per  cent 

Taxes  during  construction 0. 10  to  0. 25  per  cent 

Insurance 0. 25  to  0.5    per  cent 

Organization  and  legal  expenses 2.  .50  to  3.5    per  cent 

Contingencies 2. 25  to  3.5    per  cent 

Total 10        to  15        per  cent 

The  following  unit  prices,  Table  31,  are  contract  figuras  for  183 
miles  of  hne,  built  1912-1914,  and  may  serve  to  give  an  idea  of 
unit  costs  and  the  various  items  that  have  to  be  considered  in 
construction  work. 
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TABLE  31.— 

R.\ILWAY 

CONSTRUCTION   UNIT 

PRICES. 

Clearing 

S40.00 

per 

acre 

24"  C.  P.  in  place.. 

$2.80  per  L.  ft. 

Grubbing 

40.00 

per 

square 

30"     ' 

3.50    "       " 

1.35 

per 

c.  y. 

Lay  24"  tri.  pipe.  .  . 

1.30    "       " 

.  "    borrow.  .  . 

1.20 

"     30' 

1.50    "       " 

Loose  rock 

0.48 

" 

Dry  exc.  foundation 

1.00    "   C.yd. 

Hardpan 

0.37 

" 

Wet     " 

2.00    " 

Earth 

0.23 

•'   • 

Solid  rock 

5.00    " 

Overhaul  500-2800' 

0.01 

" 

Rip-rap 

3.00    " 

Haul  over  2S00'-4  m. 

0.23 

" 

Paving 

3.00    " 

Trainfill,  etc 

0.35 

Steel  in  bridges,  S2.50  to  $3.75  per  100  lb. 

trestles. .  .  . 

0.25 

" 

"     erected  SI  .20  to  $1.85  per  100  lb. 

"    special 

0.30 

Sheet  piling 

30.00  •'   M.  F.  B.  M. 

Concrete,  bridges. . . 

9.00 

" 

Fencing 

$.347 .  50  per  mile  of  fence 

"         culverts.  . 

10.00 

" 

Post  holes  in  rock .  . 

1 . 50  each 

"        reinforced 

11.00 

" 

Gates 

6.00    " 

"        ret.  walls. 

8.00 

" 

Protection  fences . .  . 

46 .  85  per  track  mile 

Rubble  masonry .  .  . 

6.00 

" 

Cattle  guards 

19.35    

Dry 

4.00 

" 

Signs 

69.50    

Masonry  in  bridges 

16.00 

" 

Bridge  ties,  del.  .  .  . 

28.00    "    M.  F.  B.  M. 

Timber,  trestles.  .  .  . 

45.00 

M.  F.  B 

.M. 

Switch  ties    "    .... 

32.00    

"              "    temp. 

35.00 

Track      "    

0 .  84  each  del. 

culverts... 

35.00 

" 

Track  lajing 

774.00  per  track  mile 

Iron,  bridges  &  cul- 

Placing  switches  .  .  . 

50.00  each 

0.06 
0.43 

lb.' 
L.  ft. 

"      diamonds. .  . 
Ballast 

50.00  " 

Piling 

0.53  per  yd. 

Lay  12  to  18"  C.  I. 

"      &  surfac. .  .  . 

2185.00    "    mile 

pipe 

0.25 

" 

Crossing  plank 

25.00    "    M.  F.  B.  M. 

Lay  24  to  30"  C.  L 

Peeling  ties 

0.03  each 

pipe 

0.40 

•' 

Force  account  work. 

Current  rates  for  labor 

12"  C.  P.  in  place .  . 

1.00 

" 

and  material  plus 

10  per  cent. 

18 .. 

1.75 

Train  service 

5 .  00  per  hour 

TheA.  R.E.  A.  Width  of  Roadway  at  Subgrade: 

(1)  Cla.s.s  "A"  Railway?,  with  constant  and  heavy  traflBc,  should  have  a 
minimum  permanent  width  of  twenty  (20)  feet  at  subgrade. 

(2)  In  the  theory  upon  which  the  width  of  embankment  at  subgrade  is 
ba.*:ed,  it  is  considered  that  the  track,  in  excavations,  is  placed  upon  what  is 
virtually  a  low  embankment;  and  in  order  to  preserve  uniformity  of  conditions 
inimediatelj'  under  the  track  throughout  the  line,  the  width  of  subgrade  in 
excavations  should  be  made  the  .'^ame  a.s  on  embankments,  outside  of  which 
sufficient  room  should  be  allowed  for  side  ditches. 

The  tops  of  embankments  and  bottoms  of  cuttings  ready  to  receive  the 
ballast  is  termed  the  subgrade. 

The  slopes  of  embankments  and  excavations  .><hall  lie  of  the  following  in- 
clinations, as  expressed  in  the  ratio  of  the  horizontal  distance  to  the  vertical 
rise: 

Embankments,  Earth  —  One  and  one-half  to  one;  Rock  —  FYom  one  to  one,  to 
one  and  one-half  to  one;  Excavations,  Earth  —  One  and  one-half  to  one; 
Loo.se  Rock  —  One-lialf  to  one;  Solid  Rock  —  One-quarter  to  one. 

The.se  ratios  may  be  varied  according  to  circumstances,  and  the  slopes  shall 
be  made  as  directed  in  each  particular  case. 
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The  following  gives  in  brief  the  work  entailed,  and  as  covered 
by  the  foregoing  unit  prices. 

Clearing.  —  Under  this  head  is  included  the  clearing  of  the 
right  of  wa}'  of  all  trees,  logs,  brush  and  other  perishable  matter, 
all  of  which  is  usually  burnt  or  otherwise  disposed  of,  unless 
specially  reserved  to  be  made  into  ties,  timber  or  cordwood. 

Clearing  is  paid  for  by  the  acre  where  actually  performed,  and 
dangerous  trees,  cut  outside  the  right  of  way,  at  a  specified  rate 
per  single  tree. 

On  ground  to  be  covered  by  embankments  more  than  two  feet 
high,  all  trees  and  stumps  are  cut  off  even  with  the  surface  of  the 
ground  and  removed:  the  price  paid  for  clearing  covers  close 
cutting. 

Grubbing.  —  In  all  excavations  including  borrow  pits,  on  all 
ground  to  be  covered  by  embankments  less  than  two  feet  high, 
and  from  all  ditches,  drains,  new  channels  for  water  ways,  and 
other  places,  when  required,  all  stumps  and  large  roots  are 
grubbed  out  and  removed. 

Grubbing  is  estimated  and  paid  for  by  the  units  of  100  feet 
square  (10,000  square  feet)  when  actually  performed,  where 
excavation  is  less  than  four  feet  deep,  and  where  embankment  is 
less  than  two  feet  high.  Where  excavations  are  over  four  feet 
deep,  the  cost  of  grubbing  is  included  in  the  price  of  grading. 

Grading.  —  Under  this  head  is  included  excavations  and  em- 
bankments for  the  formation  of  the  roadbed,  all  road  crossings, 
all  diversions  of  roads  and  streams,  all  borrow  pits  and  ditches, 
foundation  pits  for  bridges,  trestles,  culverts,  buildings  and 
structures,  and  all  similar  works  connected  with  and  incident  to 
the  construction  of  the  roadbed. 

Grading  is  classified  under  the  following  heads,  "  Solid  Rock," 
"Loose  Rock,"  "  Hard  Pan,"  and  "  Earth." 

"  Sohd  Rock  "  includes  rock  in  sohd  beds  or  masses  in  its  origi- 
nal position,  which  cannot  be  removed  without  blasting,  and 
boulders  or  detached  rock  measuring  one  cubic  yard  or  over. 

"Loose  Rock"  includes  all  detached  rock  or  boulders  meas- 
uring more  than  one  cubic  foot  and  less  than  one  cubic  yard,  and 
all  shale,  slate,  soap  stone,  di.sintegrated  granite,  and  other  soft 
rocks,  which  can  be  removed  without  blasting,  though  blasting 
may  be  occasionally  resorted  to. 
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"  Hard  pan  "  includes  cemented  gravel,  hard  pan,  indurated 
clay  or  combinations  of  the  same  whose  hardness  is  such  that  if 
in  a  suitable  location  could  not  be  plowed  by  an  average  four 
horse  team. 

"  Earth "  includes  all  other  material  such  as  Loam,  Clay, 
Sand,  Quicksand,  Gravel,  Muskeg,  Angular  Rock  Fragments, 
and  small  boulders. 

Material  borrowed  for  embankment  is  not  classified  higher 
than  loose  rock,  without  prior  written  authority. 

Measurements  will  usually  be  made  in  excavation.  In  prairie 
or  level  country,  where  the  embankments  largely  exceed  the 
excavations,  measurements  will  be  made  in  embankments. 

Haul.  —  The  limit  of  free  haul  is  500  feet  and  the  limit  to 
which  any  material  may  be  required  to  be  hauled  will  be  2500 
feet.  For  any  haul  exceeding  500  feet  the  Contractor  shall  be 
paid  at  the  specified  price  per  cubic  yard  per  station. 

Cross  Waying.  —  When  required,  in  swamps  or  muskegs, 
cross  ways  shall  be  put  in,  built  of  logs  as  long  as  the  full  width 
of  the  embankment  and  not  less  than  6  inches  in  diameter.  No 
ditches  shall  be  made  in  either  side  of  cross  ways.  Cross  waying 
shall  be  paid  for  at  the  specified  rate  per  square  of  100  square 
feet,  one  foot  deep. 

Buildings,  etc.  —  The  price  paid  for  buildings,  water  tanks, 
turntables,  depots,  section  houses,  and  other  standard  structures, 
will  be  held  to  include  the  foundations.  The  specifications  for 
concrete,  rubble  masonry,  etc.,  and  the  prices  which  govern  such 
work,  are  intended  to  cover  additional  work  of  the  same  char-  j 
acter  which  may  be  required  and  is  not  shown  on  the  plans. 

Piling.  —  Piling  will  ])e  paid  for  under  the  following  heads: 

"  Piling  in  Structure  "  to  include  that  portion  of  the  pile  fur- 
nished and  driven  by  the  Contractor,  and  left  in  the  finished 
structure,  and  price  for  same  will  include  all  work  of  any  kind  in 
connection  therewith. 

"  Piling  cut  off  "  will  include  tiiat  portion  of  the  pile  furnished 
by  the  Contractor,  but  cut  off  before  or  after  the  pile  has  been 
driven,  but  any  lengtiis  in  excess  of  those  ordered  by  the  Engineer 
shall  not  be  paitl  for. 

"  Pile  driving  "  will  include  piles  furnished  by  the  Company 
and  driven  by  the  Contractor,  only  that  portion  of  the  pile  left 
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in  structure  will  be  paid  for.  The  price  will  include  all  work  of 
any  kind  in  connection  therewith. 

Rings  shall  not  be  paid  for,  but  shoes  will  be  paid  for  at  the 
specified  rate  per  shoe. 

Culvert  Pipe.  —  Culvert  pipe  will  be  supplied  by  the  Railway 
Company,  delivered  on  board  cars  at  the  nearest  railway  station. 
The  Contractor  will  be  paid  for  hauling  the  pipe  to  the  site  at  the 
specified  rate  per  ton  mile,  and  for  placing  it  in  position  at  the 
specified  rate  per  lineal  foot,  which  shall  include  the  cost  of  all 
labor  and  material  necessary  and  incidental  to  the  completed 
work. 

Tile  Drains.  —  The  trenches  for  tile  drains  must  be  excavaterl 
below  frost  line  and  to  a  true  grade.  The  tiles  shall  be  laid  with 
ends  butted  and  shall  be  covered  with  grass,  hay  or  straw,  over 
which  shall  be  laid  fine  gravel  to  a  depth  of  4  inches,  and  the 
balance  of  the  trench  filled  with  gravel,  broken  stone  or  other 
material. 

Tracklaying.  — Tracklaying  will  include  all  work  of  loading,  un- 
loading, and  handling  material;  laying  the  main  track,  spurs,  turn- 
outs, wyes,  and  other  permanent  tracks;  frogs,  switches,  rail 
braces,  tie  plates,  crossings,  etc. ;  laying  and  spiking  plank  of  road 
crossings,  setting  all  track  markers  or  signs,  and  such  necessary 
cutting  down  or  filling  up  the  inequalities  of  the  roadbed  as  will 
allow  of  the  passage  of  trains,  without  damage  to  rail  or  rolling 
stock,  until  the  proper  surfacing  and  ballasting  is  performed. 

The  Railway  Company  to  furnish  the  Contractor  with  the 
rails,  track  fastenings,  switches,  and  ties  on  board  cars  at  the 
point  where  the  work  under  construction  joins  the  already  con- 
structed line  of  the  Company.  This  point  is  usually  specified  in 
contract. 

"  Surfacing  'A'  "  will  include  all  work  of  procuring  surfacing 
material  from  side  ditches  or  other  places  where  allowed,  putting 
under  the  track,  surfacing,  lining  and  all  other  work  incident  to 
the  preparation  of  the  track  for  operation,  where  material  for 
surfacing  is  obtained  from  the  side. 

"  Surfacing  '  B  '  "  will  include  the  co.st  of  all  train  hauled 
material  under  the  track,  surfacing,  lining  and  all  other  work 
incident  to  the  preparation  of  the  track  for  operation  where  sur- 
facing is  done  with  train  hauled  material. 
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Ballasting  will  include  the  loading,  hauling,  unloading  along- 
side of  track,  and  transportation  of  all  material  hauled  by  train 
for  the  purpose  of  surfacing  the  track. 

Cost  of  Train  Service.  —  The  cost  of  train  service  on  construc- 
tion work  will  depend  upon  the  amount  of  work  involved,  the 
kind  of  equipment  necessary  and  the  time  such  equipment  is 
hkely  to  be  required. 

Table  No.  32  gives  the  daily  rental  charge  that  may  be  con- 
sidered a  fair  average  for  the  value  and  class  of  equipment  given, 
and  the  estimated  working  days  covered  per  annum. 

When  the  cost  of  the  equipment  is  higher  than  that  shown,  the 
rental  can  be  obtained  by  adding  the  same  percentage  to  the 
rental  as  to  the  equipment.  For  example,  if  a  locomotive  cost 
S22,000  instead  of  S20,000  as  given,  this  is  an  advance  of  10  per 
cent  so  that  the  rental  would  also  be  advanced  10  per  cent  making 
it  $17.60  instead  of  $16.00  per  day. 

On  the  C.  L.  0.  &  W.  Ry.  the  cost  of  train  service  allowed  the 
Contractor  was  at  the  rate  of  So. 00  per  hour,  including  engine  and 
train  crews.     This  figure  was  arrived  at  as  follows: 

A  day  was  considered  to  represent  a  run  of  150  miles. 


Items. 


Rental  of  locomotive 

Rental  of  van 

Oil  waste,  etc 

Wages: 

Engineer 

Fireman 

Conductor 

Brakemen  (2) 

Fuel,  estimated 

Total 

Average  10  miles  per  hour  =  15.00  per  hour 


Per  dav. 


S16.00 
0.75 
2.45 

6.75 
4  45 
5.45 
7.25 
31.90 


S75.00 


Per  mile. 


$0.1066 
0.0050 
0.0164 

0.0451 
0.0297 
0.0363 
0  0484 
0.2125 


$0.50 


Specifications,  proposals  and  contract  forms  applicable  to  rail- 
way construction  work  are  issued  in  printed  form  by  the  A.  R.  E. 
Assoc,  and  tlio  various  items  are  covered  in  accordance  with  the 
best  standard  practice. 
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TABLE  3.\  — R.\TES  FOR  RENTAL  OF  EQUIPMENT.    19U. 

The  Follow ixo  Pricxs  are  F.ub  Aver.\ge  Fiocres  of  Rental  Rmxs  for  the  Use  or  Egcip- 

MEXT,  scca  .45  Ste-vm  Shovels,  Lidgerwoods,  E.vgi.ves,  H.\rt  Cars,  Fl.\T8,  Etc.,  Whe.n 

UsKO  FOB  B.ux.\sTiNG,  Bhioge  Filuno,  Bettermext  or  Constboction  Work. 


Claaa  of  equipment. 


,-;eam  shovels,  50  ton  or  over. . 
Steam  sboveb,  under  oO  tons. . 

Standard  locomotives 

Dinkey  locomotives 

Lidgerwood  unloaders 

Ballast  plows 

Jordan  spreaders 

Rodger  ballast  spreaders 

Hart  cars,  50-ton 

Hart  cars,  40-ton 

Side  dump  cars,  50-ton 

Flat  cars   , 

Air  dump  cars,  12-yard 

Air  dump  cars,  20-yard , 

Air  dump  cars,  30-yard , 

Boarding  cars 

Vana 

Boxcars 

Coal  cars 

Track  pile  drivers,  wooden .... 

Tracklavnn^  machines 

Track  derricks,  self  propelling. . 

Iron  cars 

Push  cars , 

Hand  cars 

Track  velocipedes 

Motor  cars , 

Dump  cars,  ft-yard 

Dump  cars,  4-yard 

Dump  cars,  l}-yard 

Rail  per  ton 

Wagons 

Carts 

Wheel  scrapers 

Slush  scrapers 

Plows,  grading 

Steam  drills 

Boilers  up  to  10  H.P 

Steam  pumps  up  to  10  H.P 

Hoisting  engines  up  to  10  H.P.. 

Horse  pile  drivers 

Steam  pile  drivers,  complete 
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20 

2000  00 
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.000.00 

12 

2400.00 

300 

.000  00 

20 

1000  00 

200 

,000  00 

20 

1200.00 

200 

,000  00 

20 

200.00 

200 

,500  00 

20 

1300.00 

200 

,200  00 

20 

240.00 

100 

,550  00 

15 

232.50 

200 

,000  00 

20 

200.00 

200 

.350.00 

15 

202.50 

200 

900.00 

15 

135  00 

300 

,430.00 

15 

214.50 

200 

,275.00 

15 

341.05 

200 

,990.00 

15 

448.50 

200 

400.00 

15 

60.00 

200 

,225  00 

12 

147.00 

300 

,000.00 

12 

120  00 

300 

,400  00 

15 

210.00 

300 

,000.00 

12 

840.00 

100 

,000.00 

12 

600.00 

100 

,000.00 

12 

360.00 

100 

50  00 

20 

10  00 

100 

30.00 

20 

6  00 

150 

40  00 

25 

1000 

200 

40.00 

30 

12.00 

200 

300.00 

25 

75  00 

200 

350.00 

20 

70.00 

200 

250  00 

20 

50  00 

•  200 

90.00 

20 

18.00 

200 

30.00 

10 

3.00 

200 

160  00 

30 

48.00 

150 

45.00 

30 

13.50 

150 

60.00 

30 

18.00 

150 

8.00 

40 

3.20 

150 

25.00 

30 

7.50 

150 

230  00 

20 

46.00 

100 

300.00 

15 

45.00 

100 

300.00 

15 

45.00 

100 

600.00 

15 

90.00 

100 

800.00 

20 

160.00 

100 

,000.00 

15 

300.00 

100 

$13  00 
10  00 
S.OO 

5  00 
6.00 
1.00 

6  50 
2  40 
1  17 
1  00 
1  02 
0.45 
1.08 

1  71 

2  25 
0.30 
0.49 
0.40 
0  "0 
8.40 
6.00 
3.60 
0  10 
0.(M 
0.05 
0.06 
0.38 
0.35 
0  25 
0  09 

0.015 
0  32 
0.00 
0.12 
0.02 
0.05 
0.46 
0.45 
0.45 
0.90 
1.60 
3.00 


$3  00 

2.00 

4.00 

1.00 

1.00 

1  00 

0.30 

0.23 

0.25 

0.25 

0.10 

0.10 

0.14 

0.15 

0  10 

0.16 

0.10 

0.10 

1.00 

2.00 

1.00 

0  03 

0  02 

0.02 

0  01 

0.12 

0.10 

0  05 

0.05 

S2  00 
2  00 
4  00 
1.00 
1.00 

0.50 
0.30 
0.10 
0,25 
0  13 
0  10 
0  07 
0.10 
0.10 
0.10 
0.10 


1  60 
1  00 
0.40 


0.05 
0.05 
0.06 

0  005 


0  13 

0.03 

0  05 

0  14 

0.30 

0  30 

0.60 

0  15 

0.50 

0.5( 
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$18.00 
14  00 
16  00 
7  00 
8.00 
1.00 
8.00 
3.00 
1  50 
1.50 
1  40 
0  65 
1.25 
1.95 
2.50 
0  50 
0.75 
050 
0.80 
11  00 
9.00 
5  00 
0.13 
0  06 
0  07 
0  10 
0  50 
0  50 
0  35 
0  20 
0  02 
0  40 
0  15 
0  25 
0.05 
0  10 
0  60 
0  75 
0  75 
1.50 
1.75 
4.00 
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CHAPTER   IV. 
GRADE    SEPARATION. 

Where  street  and  railway  cross  each  other  on  the  level,  and 
make  what  is  known  as  a  grade  or  level  crossing,  the  separating 
of  such  crossings  when  necessary  involves  either  the  raising  of  the 
tracks  above  the  street  level  or  "  track  elevation,"  or  the  lower- 
ing of  the  tracks  below  the  street  level  or  "  track  depression,"  or 
a  combination  of  both  may  be  developed.  In  the  working  out  of 
such  schemes  a  great  many  factors  have  to  be  considered  and 
each  case  is  usually  a  study  by  itself. 

In  general  it  may  be  said  that  track  elevation  is  the  most  com- 
mon of  all  schemes.  Undoubtedly  the  railways  would  save  a 
great  deal  by  anticipating  and  making  provision  for  grade  sepa- 
ration even  when  it  seems  remote  rather  than  have  it  forced  upon 
them  at  some  future  date  when  the  scheme  is  likely  to  be  a  much 
more  ambitious  and  costly  one. 

The  benefits  accruing  from  grade  separation  can  verj^  seldom 
be  expressed  in  dollars  and  cents,  and  is  adopted  usually  when 
other  means  of  protection  such  as  crossing  gates,  watchmen, 
visible  and  audible  signals,  limiting  speed  of  trains,  etc.,  have 
proved  inadequate,  and  whilst  it  is  a  means  of  increasing  the 
safety  and  facility  of  railway  operation  as  well  as  the  convenience 
and  safety  of  highway  and  street  traffic,  it  is  generally  measured 
by  the  amount  of  traffic  and  hazard  rather  than  from  a  purely 
economic  standpoint. 

Some  of  the  benefits  said  to  be  common  to  each  scheme  are 
briefly: 

Reduction  in  grade  crossing  fatalities. 

Gain  of  time  in  train  operation,  street  railway  and  general 
street  traffic. 

New  districts  are  more  easily  accessible,  thus  reducing  local 
congestion  in  population. 

Acccssil)ility  to  churclu's,  markets  and  schools  improved. 

Reduction  of  f\rv  losses  as  the  fire  departments  are  not  de- 
layed l)y  closed  gates,  etc. 

Elimination  of  damage  suits,  watchmen's  gates,  etc. 


f 


i 


BENEFITS   AND  OBJECTK^S.  53 

Some  of  the  objections  to  track  elevation  arc  bricHy: 

Work  must  be^in  from  below  and  go  up  and  traffic  has  to  be 

handled  without  delay  at  the  same  time. 
In  congested  districts  the  work  usually  has  to  be  divided  into 

a  number  of  different  sections. 
It  is  cheaper  to  carry  the  street  traffic  over  the  railway  than 

the  railway  traffic  over  the  streets. 
These  restrictions  increase  the  cost  of  the  work,  complicate 

the  handling  of  trains  and  street  traffic  and  lengthen  the 

time  to  complete  the  work. 
Drainage  of  subways  often  involve  very  serious  difficulties 

and  large  expense  for  storm  pumping,  etc. 

Some  of  the  objections  to  street  elevation  are  briefly: 

The  height  necessary  for  viaducts  above  the  original  grade 

of  streets  requires  long  approaches. 
Property  values  in  the  vicinitj'  contiguous  to  the  railways  are 

depreciated  in  value. 
Long  and  heavy  grades  for  street  traffic. 
Smoke  nui.sance  is  accentuated  and  property  damage  is  more 

pronounced. 

In  studj'ing  the  problem  the  principal  factors  to  be  considered 

are  the  cost,  the  effect  of  the  operation  of  trains  in  connection 

ith  grades,  industrial  tracks,  and  provision  for  future  possibili- 

•s.     Where  the  country  is  flat  it  will  generally  be  track  eleva- 

>n,  or  partial  track  elevation  and  street  depression;  entire  track 

pression  would  probably  be  unfeasible  and  too  costly.     In  loca- 

ms   where  summits  of  ascending  track  grades  are  involved 

!  eet  depression  would  probably  be  selected,  especially  if  the 

ick  grades  are  such  that  they  can  be  materially  improved  and 

i«'  cost  for  extra  right  of  way  and  the  scheme  in  general  is  not 

prohibitive. 

Usually  the  .stud}'  resolves  itself  in  a  series  of  schemes  and 
-timates  and  the  various  phases  of  each  are  gone  over  and  con- 
lered  before  the  final  plan  is  adopted. 

In  what  follows  are  given  the  cost  of  the  various  struftures 
involved  as  well  as  the  quantities  and  unit  prices,  that  will  .ser\'e 
for  comparative  purposes  when  making  preliminary  estimates  of 
this  charactf^-. 

Fill  or  Excavation.  —  The  amount  of  fill,  or  excavation,  for 
(rack  elevation  or  track  depression,  for  var>'ing  heights,  assuming 
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TRACK  ELEVATION  OR  TRACK  DEPRESSION. 


either  to  be  fully  elevated,  or  depressed,  from  the  original  ground 
line,  as  shown  in  Table  33,  is  as  follows: 


TABLE    33.      FILL    AND    EXCAVATION. 


Height 
from 

Height, 

ft. 
"H."* 

Cu. 

Track  elevation, 
yd.  fill  per  lin.  ft. 
height  "  H."  * 

for 

Height, 

ft., 
"H."* 

Cu.  yd. 

Track  depression, 
excavation  per  lin.  ft.  tor 
height  "  H." 

of  rail. 

1  track. 

2  tracks. 

3  tracks. 

4  tracks. 

1  track. 

2  tracks. 

3  tracks. 

4  tracks. 

15.6 

14.0 

24 

32 

40 

48 

18.0 

54 

66 

78 

90 

16.0 

14.6 

25 

33 

41 

49 

18.6 

56 

68 

80 

92 

16.6 

15.0 

26 

34 

42 

50 

19.0 

57 

69 

81 

93 

17.0 

15.6 

27 

35 

44 

53 

19.6 

59 

72 

84 

96 

17.6 

16.0 

28 

37 

'    46 

55 

20.0 

61 

74 

87 

100 

18.0 

16.6 

30 

39 

48 

57 

20.6 

63 

76 

89 

102 

18.6 

17.0 

31 

40 

49 

58 

21.0 

65 

78 

91 

104 

19.0 

17.6 

33 

43 

52 

62 

21.6 

67 

80 

93 

106 

19.6 

18.0 

35 

45 

55 

65 

22.0 

68 

82 

96 

110 

20.0 

18.6 

37 

47 

58 

68 

22.6 

71 

85 

99 

113 

H  =  Height  from  base  of  rail  to  ground  line,  less  18" 


For  track  elevation,  assuming  that  a  clearance  of  14  ft.  is  r 
quired  for  subway  and  the  floor  depth  is  3  feet  6  inches,  the  heigh 
from  ground  line  to  base  of  rail  will  be  17  feet  6  inches.  In  the 
table  for  this  height,  the  amount  of  fill  per  lineal  foot  of  embank- 
ment is  28  cubic  yards  for  one  track;  37  cubic  yards  for  two 
tracks;  46  cubic  yards  for  three  tracks,  etc. 

For  track  depression,  assuming  that  a  clearance  of  22  feet  is 
required  under  the  street  bridge  and  the  depth  of  floor  is  3  feet 
G  inches,  in  the  table  for  the  22-foot  height,  the  amount  of  exca- 
vation per  lineal  foot  is  68  cubic  yards  for  one  track;  82  cubic 
yards  for  two  tracks;  96  culiic  yards  for  three  tracks,  etc. 

By  comparing  the  two  cases  given,  which  is  a  fair  average  for 
clearances,  etc.,  it  will  be  noted  that  the  excavation  for  depression 
is  about  two  and  one-half  times  that  of  the  fill  required  for  track 
elevation. 


'4 


COST   OF    FILL    AM)    l.Xl 'A\  ATIOX.  ;>") 

The  cost  of  fill  for  track  elevation  as  against  a  cut  for  tiack 
depression  is  extremely  variable  depending  upon  local  condilidus 
ant.!  other  factors  that  affect  the  cost,  such  as  kind  of  material 
to  be  excavated  in  the  case  of  a  cut,  its  disposition,  and  possible 
changes  to  sewers,  water  mains,  etc.;  source  of  material  in  case 
of  a  fill  and  length  of  haul;  in  both  cases  traffic,  bridges,  walls, 
and  number  of  tracks  involved,  etc.,  have  a  bearing  on  the  cost 
and  require  to  be  considered.  Material  for  embankment  is  usu- 
ally made  by  train  fill  dumped  from  a  temporary  trestle  which  is 
chargeable  to  the  fill. 

The  cost  of  fill  for  estimating  purposes  varies  from  50  cents  to 
SI. 25  per  cubic  yard  in  place.  A  temporary  trestle  can  be 
figured  at  S8  per  lineal  foot,  if  one  trestle  only  is  used;  where  two 
trestles  are  required.  $7  per  foot  for  each  trestle  is  a  fair  figure. 
The  fill  for  embankment  in  place  under  tracks  was  estimated  at 
50  cents  per  cubic  yard  in  Chicago  and  SI  per  cubic  yard  at 
Houston  and  Toronto  for  grade  separation  work  undertaken  or 
proposed  in  these  cities. 

The  material  to  be  excavated  in  a  cut  for  track  depression  is 
usually  done  by  steam  shovel  and  the  cost  of  removing  and  dis- 
posing of  it  will  vary  from  30  cents  to  SI. 50  per  cubic  3'ard,  de- 
pending upon  the  kind  of  material,  disposition,  length  of  haul, 
traflSc,  etc.  On  the  Toronto  track  depression  work  the  excava- 
tion was  estimated  at  SI. 25  per  cubic  yard. 

Track  Depression  C.  M.  &  St.  P.  Ry.  —  The  C.  :M.  &  St.  P. 
Ry.  track  depression  work  in  Minneapolis  consisted  in  lowering 
the  main  tracks  of  the  Hastings  &  Dakota  Division  for  a  distance 
of  about  three  miles  through  a  mixed  residential  and  industrial 
section  of  the  city  in  compliance  with  a  city  ordinance  which 
called  for  the  elimination  of  thirty-nine  street  crossings  at  grade. 
The  plan  contemplated  the  depression  of  the  track  and  the 
erection  of  thirty-seven  bridges  to  carry  the  traffic  overhead. 
One  street  was  closed  and  another,  which  originally  was  carried 
under  the  tracks  in  a  subway,  now  crosses  at  grade. 

The  tracks  were  lowered  to  permit  head-room  of  18^  feet  under 
the  bridges.  This  necessitated  a  cut  which  averaged  about  22 
feet  in  depth.  The  total  excavation  was  about  900,000  cubic 
yards  and  consisted  of  sand  and  gravel.  A  65-ton  Bucyrus  steam 
shovel  was  used,  equipped  with  a  2 J  cubic  yard  dipper.     The 
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excavated  material  was  hauled  to  Bass  Lake,  where  it  has  been 
utilized  for  the  construction  of  a  freight  yard. 

The  original  plan  called  for  a  two-track  depression,  but  it  was 
found  necessary  to  increase  this  to  three  tracks  in  order  to  con- 
nect with  the  industrial  spurs  and  permit  the  necessary  switching 
without  interference  with  the  main  line. 

Steam  Shovel  Work.  —  The  work  was  done  by  the  operating 
department  of  the  railroad  with  company  forces.  The  total 
depth  of  the  cut  was  made  in  from  5  to  7  cuts,  depending  upon 
the  depth  carried.  These  cuts  were  generally  carried  for  a 
stretch  of  about  eight  blocks  at  a  time.  The  usual  method  of 
procedure  was  to  use  one  track  as  a  loading  track  while  the  shovel 
was  making  as  deep  a  cut  as  possible  to  one  side.  This  usually 
averaged  about  8  feet.  When  this  cut  was  completed  to  the  re- 
quired distance,  a  new  track  was  laid  here  and  used  as  a  loading 
track  while  the  shovel  was  shifted  to  the  other  side. 

The  shovel  used  was  a  65-ton  Bucyrus  equipped  with  a  2h 
yard  dipper  and  three  dirt  trains  were  used  consisting  of  25,  12- 
yard  Western  air  dump  cars.  Each  train  was  hauled  by  a  class 
C-2  (2-8-0)  locomotive. 

Below  is  a  statement,  prepared  by  J.  G.  Wetherell,  Assistant 

Engineer  who  was  in  direct  charge  of  the  work,  for  the  operating 

department,  for  shovel  operation  from  April  19th  to  July  23rd. 

Total  amount  of  excavation  for  season 195,908  cu.  yd. 

Total  number  of  days  shovel  worked 82 

Number  of  cuts  shovel  made 8 

Total  distance  shovel  ex(;avated  (total  length  of  cuts) 16,076  ft. 

Average  distance  excavated  per  day  shovel  worked 196  ft. 

Average  number  of  hours  shovel  worked  per  day 8.  80  hr. 

Total  nvmil)er  of  cars  loaded 17,107 

Average  number  of  cars  loaded  per  day 208.  0 

Average  number  of  cu.  yd.  i)er  car 11. 46  cu.  yd. 

Average  number  of  cu.  yd.  excavated  per  day 2389.  1 

Average  distance  excavated  material  hauled 5.  28  mi. 

Greatest  excavation  for  1  month  (June) 72,934  cu.  yd. 

Average  daily  excavation  for  June 280.'i  cu.  yd. 

Delays  amounted  to  12  per  cent  of  the  total  time,  distributed 
as  follows: 

3.4  per  cent  moving  shovel  from  one  cut  to  next. 

r-t.'.i  ])cr  cent  no  cars,  due  to  trouble  at  the  dump  or  to  main  line  being  u.sed  for 
otlicr  purposes. 
1.3  per  cent  rain. 
0.2  per  cent  shovel  breakdowns. 
0.8  per  cent  derailments  in  cut. 
1.0  per  cent  miscellaneous. 
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Land  or  Retaining  Walls.  —  The  amount  of  laiul  occupied  by 
track  ilepression  as  against  track  elevation  for  the  same  number 
of  tracks  depends  on  the  amount  of  elevation  or  depression  of  the 
tracks.  In  either  case,  when  the  fill  or  cut  overruns  the  land 
owned  by  the  Company,  it  may  be  necessary,  on  account  of 
streets  or  high  cost  of  land,  etc.,  to  build  retaining  walls.  Two 
comparative  cases  are  given  below,  from  which  it  will  be  noted 
that  in  tiie  case  of  track  elevation  with  retaining  walls  the  cost  is 
S161  as  against  $393  per  lineal  foot  for  track  depression. 


J_L1,       .T      T, 


0^13-0^  -13  ;olJ«-13^'-J.  8^1 


J-Ll, t      '. 


^Original  Ground  Line 


[<8M)^<-13^(h4<-13  4)^->4<  -l3Ui'-Jr<s'-0'-^ 


TABLE  34. 

Approximate  Costs  of  Track  Elevation  and  Tr\ck  Depression  (for  four  tracks) 

PER  Lineal  Foot. 


Track  elevation  with  retaining  walls. 


Excavation cu.  yd. 

B«:kfill cu.  yd. 

Kles,  wood lin.  ft. 

Drainage lin.  ft. 

Concrete,  plain cu.  yd. 

Steel  reinforcing per  lb. 

Waterproofing  walls. .  .sq.  yd. 

Kll cu.  yd. 

Supervision    and    contingen- 

dee  about  10  per  cent 

Total 


$1.00 
0.50 
0.40 

8,00 
0.03 
0.25 
1.00 


6.00 

1.50 
24.00 

1.00 
60.80 
15.00 

1.50 
38.00 

13.00 


Track  depression  with  retaining  walls. 


Excavation cu.  yd. 

Backfill cu.  yd. 

Piles,  wood lin.  ft. 

Drainage lin.  ft. 

Concrete,  plain cu.  yd. 

Steel  reinforcing per  lb. 

Waterproofing  walls,  .sq.  yd. 
Supervi-sion  and  contingen- 
cies about  10  per  cent 

Total 


$161.00 


113 
38 
75 

18 
1500 


$1.00  $113.00 


0.50 
0.40 

8.00 
0.03 
0.25 


19.00 
30.00 

1.00 
144.00 
45.00 

4.25 

36.76 


$393.00 
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The  figure  (Table  34)  shows  the  amount  of  land  occupied  by  a 
four-track  viaduct  or  embankment  for  track  elevation,  or  track 
depression  for  the  same  number  of  tracks ;  by  comparing  the  two 
it  will  be  noted  that  more  land  is  involved  by  track  depression  in 
any  case  than  track  elevation  either  when  the  ground  or  em- 
bankment is  sloped  off  or  when  retaining  walls  are  used. 

The  walls  are  usually  placed  so  as  to  encroach  as  little  as 
possible  beyond  the  right  of  way,  and  are  shown  in  dotted  lines 
for  the  two  conditions,  in  the  case  of  the  depressed  tracks  where 
clearances  will  admit  the  wall  may  be  reversed  to  bring  the  over- 
hanging portion  inside  instead  of  outside  which  will  result  in  re- 
ducing the  width  of  right  of  way  involved.  \ 

Type  of  Walls.  —  In  the  Rock  Island  track  elevation  work  at  , 
Chicago  the  mass  retaining  walls,  30  ft.  high,  cost  about  SI  15 
per  lineal  foot.     Retaining  walls  on  this  work  18  ft.  high,  which 
is  a  common  standard  for  track  elevation  projects,  cost  $32  per 
lineal  foot,  being  supported  on  spread  foundations. 

Walls  made  by  cribbing  up  reinforced  concrete  members  of 
about  the  same  size  as  track  ties  have  given  satisfactory  service  \ 
on  several  roads  and  on  the  Chicago  &  Western  Indiana  the  cost  i 
of  such  walls,  from  7  to  8  ft.  high,  is  stated  to  be  from  14  to  17 
per  cent  of  that  of  a  mass  wall  for  same  location.     This  indicates 
that,  at  least  for  low  walls,  the  crib  design  retains  its  economic  ' 
advantages  when  built   of  permanent  material.     Cellular  wall 
designs  developed  by  the  Chicago,  ^Milwaukee  and  St.  Paul  for  ■■. 
track  elevation  at  Milwaukee  are  also  said  to  be  very  economical 
when  conditions  are  favorable. 

For  further  details  in  regard  to  retaining  walls,  the  quantities 
involved,  and  approximate  cost  see  Chapter  VI,  also  pages  35 
and  36. 

For  Subways  see  Chapter  V. 

For  Street  Bridges  sec  Chapter  VI. 

For  Elevated  Structures  see  Chapter  VII. 

Street  Grades,  —  For  track  elevation  it  is  usual  to  allow  de- 
pression of  streets  at  the  crossings  so  as  to  give  a  mininunn  height 
of  rise  of  tracks.  In  some  cases  the  street  has  been  depressed 
one-third  and  the  tracks  elevated  two-thirds. 

Any  depression  of  streets  will  usually  involve  consideration  of 
approach  grades  on  the  streets.     Easy  grades  mean  longer  and 
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more  expensive  approach  grades  and  greater  property  damage. 
On  the  other  hand  steep  grades  with  the  advent  of  the  auto- 
mobile and  other  tractive  power  machines  are  not  so  detrimental 
to  the  general  run  of  trathc  as  was  the  case  formerly'  when  horse 
traffic  was  the  principal  consideration. 

In  the  Chicago  track  elevation  work  a  great  number  of  the 
subways  have  been  built  with  3.5  per  cent  approaches  for  an 
average  length  of  about  100  feet  on  each  side  of  the  subway,  the 
street  depression  averaging  three  to  four  feet.  In  several  cities 
the  grades  vary  from  3  to  9  per  cent  depending  upon  the  dis- 
trict, whether  residential  or  commercial,  and  the  characteristics 
of  the  location  and  the  amount  of  money  involved. 

The  level  portion  of  the  street  on  which  cars  are  run  should 
e.Ktend  far  enough  beyond  the  subway  to  permit  of  maximum 
height  to  clear  structure  before  starting  up  the  grade.  The 
grade  and  level  portion  should  be  connected  by  a  vertical 
curve. 

In  work  of  this  character  it  should  be  noted  that  in  cities  lal)or 
will  usually  be  high,  the  prices  paid  will  always  be  compared  with 
the  rates  paid  by  the  city  and  it  is  quite  possible  it  may  be  stipu- 
lated that  contractors  pay  city  rates  for  labor  which  is  usually 
very  much  higher  than  the  general  run  of  wages  paid  for  ordinary 
unskilled  labor  b}^  contractors. 


APPROXIMATE  CO.ST  OF  VARIOUS   ROADS  AND  STREETS. 


Type  of  street  pavement. 


Aver-  -■■  ■ 
per  sij.  yd. 


Kind  of  street. 


Asphalt  on  concrete  ba.se 
Asphalt  on  concrete  base 

Brick 

Concrete,  plain 

Granite  block 

Macadam  —  water  bound 
Wood  blocks  creosoted  . 
Tar  or  asphalt  macadam. 


S2.2.5  Residential  street 

.3.00  Heavy  traffic 

2.15  Car  line  street 

1.55  Alleys 

t  00  Heavy  traffic 

1.25  LiKht  traffic 
.3.00         I     business  street 

1..50  Light  traffic 


Street  paving  has  been  estimated  at  S18.00  per  lin.  ft.  of  G5 
ft.  street  with  brick  paving  on  a  concrete  base,  concrete  side- 
walks and  concrete  curb  and  gutter. 
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CLEARANCES  OF  BRIDGES  OVER  STREET. 


Street  excavation  has  been  estimated  at  75  cents  per  cubic 
yard  for  lowering  street  grades,  the  work  being  expensive  on 
account  of  interference  with  traffic  and  difficulty  o  drainage 
during  progress  of  work. 

Sewer  and  Pipes.  —  A  reasonable  estimate  is  to  take  $15.00 
per  foot  for  every  pipe  crossing  track. 

Closing  of  Streets.  —  It  may  be  necessary  to  close  some  streets 
and  readjust  routes  of  street  traffic  to  locations  where  it  is  pos- 
sible to  locate  a  subway  or  bridge  to  better  advantage.  There  is 
generally  considerable  opposition  to  this  on  the  part  of  property 
owners  affected  and  such  are  usually  settled  by  negotiation  and 
compromise. 

Clearances.  —  The  following  table  gives  the  vertical  clearances 
which  have  been  used  in  a  number  of  cities  under  varying  con- 
ditions as  given  by  C.  N.  Bainbridge. 


Clearances  in  feet  of  bridges  over  street. 

Clearances  in  feet  of  bridges  over  tracks. 

Location. 

Streets  without 
street  cars. 

Streets 
with 

street 
cars. 

Location. 

Clearances. 

Clear- 
ance 
side. 

Chicago 

Philadelphia. .  .  . 

New  York 

Buffalo 

Evanston 

Kansas  City  .... 

Cleveland 

Detroit 

Milwaukee 

12-13 
14 

14,  usual,  11 
and  12 
special 

13 
12-13 

13 

13 

13 
12 

13.5 
14 

14 

14 
13. -5 

14.5 

14.5 

14 
13.5 

Chicago 

16-18 
20 
18 
18 

16-18 

21 

18 

15-18 
18-18.5 

21 

22.5 

22 

16.25 

21 

18 

21 

22 

21 

Philadelphia 

Rhode  Island.  .  .  . 
Connecticut 

New  York  City.. 
New  York  State . 
Massachusetts.  . . 

Buffalo.. 

Minneapolis 

North  Dakota.  .  . 
Canada 

8 
8 

7 

.  Kentucky 

Cleveland 

New  Hampshire. . 

Michigan 

Minnesota 

Vermont 

Indiana 

.5 

I 
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Equipment:  The  following  figures  maj*  be  eonsidered  fair  average  rental 
rates  on  equipment  for  grade  separation  work. 


TABLE  35.  — COST  .\ND   RENTAL  R.\TES  ON  EQUIPMENT  FOR  GRADE  SEP.A- 
R-\TION  WORK  ON  THE  N.  Y.  C.  &  ST.  LOLIS  RY  AT  CLEVELAND. 


Kind  of  equipment. 

Cost. 

Rental. 

Remarks. 

Locomotives 

S    3.40  per  hr.  incl.. 

eng.  and  train  crews 

Unloading  equipment: 

$5972 

10.00  per  day 

3350 

Steam  skoreL 

10.00  per  day 
0  50  per  day,  each 
7 .  00  per  day 
7.00  per  day 

6207 
6517 

6475 
$206    6681 

Loco,  crane  fitted  with  leads  for  driv- 

7.00 per  day 

$206  does  not  incl. 

ing  piles. 

cost  of  hammer. 

Concrete  mixer  Xo.  1: 

2J  miier;  9  h.p.  vert,  eng.,  hoisting  en- 

3016 

5.00  per  day 

Does  not  incl.  cost 

gine:   20  h.p.  boiler  on  flat  car  and 

or  rental  of  car. 

boused:  7.24  cu.  ft.  side  disch'ge con- 

crete cars:  29  chutes,  600  ft.  track. 

3.00  per  day 
10.00  per  day 
4.00  per  day 

PUe  driver  Buc>TU3  mounted  on  car. . . 
Pile  driter,  mounted  on  wooden  rolls 
and  skids. 

J          , 

167.50  per  month 
2.60  per  day 

Steam  pump  (6-in.)  10-h.p.  vert,  boiler 

511 

with  hose  and  fittings. 

Compressed  air  plant,   150  cu.  ft.  per 

1650 

1..50per  day 

Doe.s  not  incl.  cost 

min.    Air-gas'l    eng.,   etc.,    mounted 

or  rental  of  car. 

165 

gasoline  engine. 

Apron  flat  cars. ...                          

0  45  per  day 

Including  repairs. 

The  method  used  in  establishing  rental  values  for  equipment  as  above  (by 
A.  J.  Himes)  is  illustrated  by  the  case  of  crane  8,  as  follows: 

Cost  of  crane  delivered  and  set  up  ready  for  service $G207. 00 

Depreciation  for  one  month  ^  10  per  cent  per  year .jl.  73 

Interest  for  one  month  @,  6  per  cent  per  year 31 .  04 

Coal,  oil  and  supplies  one  month 28. 60 

Watchman,  one  month J}^1  ^ 

§171.37 

$171.37  expense  and  depreciation  per  month,  divided  by  26,  working  days 
per  month,  equals  $6.59  per  day,  say  $7.00  per  day. 
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Tunnel  Sections.  \'orv  t\>\v  tuimcls  arc  built  without  soino 
form  of  liiiiuij  as  tho  host  lork  is  liable  to  swoll  aiul  fall  aiul  i-auso 
trouble:  a  tiinbor  liuod  tuuiiol  is  in  daniior  of  tiro  from  locomo- 
tives so  that  if  a  permanent  lininj*;  is  not  built  in  the  tirst  plaeo 
provision  is  made  so  that  it  ean  be  earrieil  out  at  a  future  date. 

As  the  nature  of  the  material  to  be  piereed  is  usually  of  a  vary- 
ing eharaeter  the  eross  sections  illustrated  aii'  typical  of  tho 
ditYerent  structures  used  under  ordinary  conditiv)ns.  In  yieldinu: 
material  the  section  of  the  tunnel  is  made  larjic  I'liouj^h  to  bi> 
concrete  lineii  without  removin^y;  tlu'  timbiMs.  WIumc  tlu* 
character  of  the  material  ptMinits  [\\v  tinduM'  lining  is  removi'd 
after  the  tunnel  is  drivtMi  and  replacetl  with  conciete.  \Nhen> 
excessive  pressure^  is  likely  io  occur  ou  account  oi  inclined  strata 
of  rock,  steel  reinforciMniMit  is  introdui'ed,  Fig.  l»,  'VUv  form 
and  dinuMisions  of  the  vUwv  spai'C  tt)  be  pr«)vided  for  singU*  and 
for  doul)le  track  tunnels  on  tangents  as  giviMi  by  the  A.  K.  10.  A. 


ylolUliitf 
in«lt>i(i4l  llittt  I 


.JMiiuvluif  of 'I'vHvk* 


Kin.  I.     A.K.I':  A     riiniicl  ( 'Ifanu\r»iM. 


are  shown,  l''iu.  I.  Kor  tuiiinf.  on  ciiiNcd  tnulv  llu^  Mcction 
-'hould  be  increased  and  the  track  shitlcd  over  .mo  a.^  to  provid(< 
I  he  sain«'  clearance  as  for  langeni  ;  the  rale  <tf  gradt^  in  long  hm- 
iioIm  should  be  reduced  m«)  hh  to  be  '2>>  per  criil,  Ir  ..i  I  ban  llial  ol 
the  ruling  grade  The  form  and  (hinen.Mion-t  of  the  lonrliack 
liergen  Hill  I  unn(<ls  on  the  I'Jie  Hailioad  arc  HJiovvn,  l''ig' -•  '!''•' 
dislance  Ix'lweeii  harks  i.s  lit  f I ,  and  I  lie  clearance  of  I  lie  inner 
tracks  is  K  f I .  li  in.  from  center  lo  face  of  wall.  A  box  in  built  al. 
tach  .side  of  Immel  loi  dranla^'e  and  I  m.  tile  in  iiv.ed  al  low  npolM. 
The  track.s  are  carntd  on  a  IJ  m  Ix-d  of  balla.-.l  on  a  bioKt-n  .'iloncj 
ba.'^e 


64 


TUNNEL  DRIVING. 
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I  DETAIL  OF  COVER  AT  A 


Fig.  2.     Cross  Section  Four-track  Tunnel  Bergen  Hill  Tunnels,  Erie  Ry. 


Tunnel  Driving.  —  The  drilling  methods  adopted  for  tunnel 
driving  on  the  C.  C.  &  0.  Ry.  are  typical  for  this  class  of  work, 
Fig.  3.  One  of  these  was  by  first  driving  a  bottom  heading  and 
then  throwing  the  superincumbent  mass  downward  into  a  muck 
pile  to  be  removed  by  steam  shovels  and  cars  as  per  sketch 
A.  &  B.  In  this  case  where  the  muck  pile  was  high  enough  the 
drills  were  put  straight  into  the  face  of  the  top  heading  as  per 
sketch  C,  but  when  the  muck  pile  was  not  high  enough  for  this, 
the  drills  were  driven  in  from  beneath,  as  in  sketch  D.  The 
method  principally  used  however  was  to  first  take  out  a  top  head- 
ing with  a  semi-circular  roof  9  ft.  high  at  the  center,  forming  the 
arch  of  the  tunnel,  sketches  E,  F  and  G,  and  then  blast  out  the 
bench  and  remove  by  steam  shovel. 

In  the  tunnel  work  60  per  cent  dynamite  was  principally  used, 
making  less  fumes  and  securing  quicker  ventilation  of  the  tunnel 
than  was  possible  with  the  Judson  powder;  and  40  per  cent 
dynamite  was  used  on  the  outside  rock  work. 

The  general  cross  sections  of  the  tunnel  construction  both  for 
wood  and  concrete  as  well  as  steel  rib  reinforcement  are  shown  in 
Figs.  6,  7,  8  and  9  and  may  be  taken  as  tj^^ical  for  this  class  of 
work.  The  approximate  cost  and  quantities  for  the  dififerent 
sections  are  given  on  pages  71,  72  and  73. 
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TUNNEL  DRIVING. 


A  novel  method  adopted  in  the  construction  of  the  Connaught 
double  track  tunnel  on  the  C.  P.  R.  consisted  in  driving  from 
each  end  a  pioneer  tunnel  parallel  with  the  main  tunnel  but 
about  50  ft.  distant  from  it.  From  the  pioneer  tunnels,  cross- 
cuts were  driven  to  the  center  line  of  the  main  tunnel  at  intervals 
of  1400  to  3000  ft.  From  each  of  these  points  the  main  tunnel 
heading  was  driven. 

The  pioneer  tunnels  were  merely  a  means  of  expediting  the 
work  by  producing  numerous  points  of  attack  and  it  is  stated 
that  the  cost  of  the  work  and  rate  of  progress  amply  justified  the 
auxiliary  tunnel  work.  The  main  tunnel  is  26,400  ft.  long,  29  ft. 
wide  at  rail  level  with  vertical  sides  and  semi-circular  roof  23  ft. 
above  subgrade  to  crown. 

An  isometric  elevation  and  cross  sections  of  the  tunnel  taken 
from  Engineering  News,  Vol.  74,  No.  20,  is  shown.  Figs.  4  and  5. 


Mount 
Macdonald 


180  Headint'  timbcreil 
15 'of  Tunnel  coiuplcto 


ISOMETRIC   ELEVATION 

Fi";.  4.     Isoiiu'tric  S(M'tioi\  and  Profilo. 


Uft  Wall  Platti  Drift  ■ 
Earth - 


«J9' 


With  the  except  ion  of  several  hundred  feet  of  clay  and  glacial 
drift  at  each  end,  the  drifts  are  in  solid  rock,  which  is  expected  to 
continue  throughout  the  entire  length.  It  is  mainly  slate,  schist 
and  quartzite.     No  timbering  is  required  in  the  rock  excavation. 

For  the  end  portions,  which  arc  in  loose  material  and  arc  tim- 
bered, a  concrete  lining  is  required.     This  is  30  in.  thick  and  483 
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Double  Track  Tunnel. 
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TYPICAL  SECTIONS  OF  TUNNELS. 


ft.  long  at  the  west  end  and  27  in.  thick  and  1,288  ft.  long  at  the 
east  end.  In  addition,  on  account  of  the  spalling  of  the  rock, 
some  concrete  lining  may  be  required  in  the  solid-rock  section  at 
the  west  end. 

Typical  sections  of  the  tunnel,  with  its  timbering  and  concrete 
lining,  are  shown  in  Fig.  5.  The  timbering  in  the  glacial  drift 
consists  of  a  semi-circular  roof  arch  supported  on  12  X  16-in. 
posts.  The  timber  sets  are  usually  spaced  18  in.  c.  to  c,  but  are 
set  close  where  the  material  is  loose  and  contains  water.  The  arch 
has  five  or  seven  segments,  usually  single,  but  sometimes  double. 

An  interesting  feature  is  that  for  the  lined  section  in  loose 
material  the  heavy  footings  of  the  side  walls  are  braced  by  rein- 
forced-concrete  struts  20  ft.  apart.  These  are  18  in.  wide,  24  in. 
deep  at  the  ends  and  18  in.  at  the  middle.  They  are  formed 
monolithic  with  the  footings  and  with  the  longitudinal  concrete 
slab  for  the  support  of  the  track  drain. 


Fig.  5a.     Ordinary  Single  Track  Tunnels. 


TUNNEL  CONSTRUCTION. 


()0 


Construction.  —  For  ordinan-  tunnel  work.  Fip:s.  oa  and  9,  tlie 
timbers  generally  consist  of  12"  X  12"  upright  posts  at  varying 
centers  usually  not  over  3  ft.,  with  12"  X  12"  caps  and  arch 
beams,  4"  sills  and  -4"  lagging  the  space  behind  being  filled  with 
wood  or  stone  packing.  The  concrete  Uning  may  consist  of 
1:2:5  material  for  side  walls,  and  1  :  2  :  3  for  arch. 


Fig.  6.     Concrete  Tunnel  Lining  with  Steel  Rib  Reinforcement, 
C.  C.  &  O.  Rv. 


The  steel  reinforcement  used  on  the  C.  C.  &  O.  Ry.,  Fig.  0, 
consists  of  12"  I  beam  ribs  at  2  to  3  ft.  centers,  in  two  curved 
sections  spliced  together  just  above  the  springing  line  of  the  arch, 
at  the  most  dangerous  points  the  ribs  are  placed  12"  centers,  the 
ribs  being  carried  down  to  the  floor  of  the  tunnel  only  on  the  side 
from  which  the  pressure  occurs. 
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TUNNEL  PORTALS. 


The  A.  R.  E.  A.  recommend  that  concrete  be  used  for  the  per- 
manent tunnel  hning  except  where  local  conditions  will  injure 
the  concrete  before  there  is  time  for  it  to  harden. 

In  the  event  that  a  brick  lining  be  used,  that  portion  of  the 
arch  for  a  horizontal  distance  of  five  feet  on  each  side  of  the  center 
line  of  each  track  should  be  laid  with  vitrified  brick  in  rich  Port- 
land cement  mortar. 


Coping  to  ba^'e  3  pitch 
toward  face  of  wall 

16"        I    .u.    - 


FACE  OF  PORTAL 


SECTION  OF  PORTAL 


Fig.  7.     Concrete  Tunnel  Portal,  C.  C.  &  O.  Ry. 


Tunnel  Portals.  —  Fig.  7  illustrates  a  permanent  type  of  portal 
as  built  on  the  C.  C.  &  O.  Ry.  The  face  is  finished  \\-ith  one  in.  of 
one  to  one  cement  mortar  applied  as  forms  are  filled.  It  is  usual 
to  elaborate  the  face  of  permanent  portals  with  a  view  of  giving 
them  a  monumental  appearance.  When  tim])er  is  used,  the  enil 
portals  consist  of  12  in.  by  12  in.  posts  spaced  two  feet  centers  or 
less,  for  a  distance  of  about  8  feet  from  the  ends,  with  12  in.  b}' 
12  in.  timbers  built  over  and  across  the  end  posts,  to  form  a  retain- 
ing wall  on  top;  the  end  walls  are  also  braced  with  similar  timbers 
forming  wing  walls  parallel  to  the  tracks  with  hning  beiiind  if 
necessary  to  take  the  end  slope  of  the  hill;  tiie  brace  posts  are 
secured  at  the  bottom  by  extending  the  main  sill. 
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puckiuif  in  n-tjuiri-d,  brokuD 
■tone  of  miilntilf  Kile  oball 
'.if'  up.mI  uuli'ss  KnyiDoer 
'J        "haJl  otherwise 
-  direct. 


Fig.  8.     Tunnel  Lining.     Plain  Concrete,^  C 


lo 

4.50 

4.5 

1 


TUNNEL  CONCRETE  LINED  AFTER   REMOVING  TIMBER. 
Approximate  Cost  per  Lineal  Foot,  Without  Track. 

$3.  2.5 

40.  00 

0.06 

l.W 


(Fig.  8.^ 


cu.  yd.  Excavation (^' 

F.  B.  M.  Timber (" 

lb.  Iron  in  timber ■  ('i 

cu.  yd.  Breakage @> 

Packing  and  weep  drains 

Freight,  1  ton ® 

cu.  vd.  Concrete @ 


4.00 
10.00 


Supervision  and  contingencies,  about 
Total 


10  j)cr  ffiit 


$  48. 

18. 
2 

1. 
1. 
4. 

40. 

$\\r,'. 

_JJL 
$127. 


75 
00 
70 
00 
5.5 
00 
(K) 
(K) 
fK) 
66 
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COST  OF  TUNNEL  WORK. 


EnJiOTa'fioD  beyond  this  I: 
jl^Uier  iesired  or  required, 
nheie  rock  breaks  beyond 
this  line  use  struts  aud 
packing  as  shown 


12  I  12  Struts  wedged  tisht 
\ 


^  C  X  8  Jog::le  block 


1  ,  ^  A^  .-  )  Cs8  Jog:i 

-J  ^_L.^ —    '     '         i-f  rfeVi^ijr     r       wooden  packing       gg? 


HALF  SECTION 
STONE  PACKING 


HALF  SECTION 
WOOD  PACKING 


Fig.  9.     Tunnel  Concrete  Lining  Inside  of  Timbering,  C.  C.  &  O.  Ry. 


Approximate  Costs  of  Tunnel  Work. 

TUNNEL  L.\GGED  THROUGHOUT  AND  CONCRETE  LINED. 
Approximate  Cost  per  Lineal  Foot,  Without  Track. 

19    cu.  yd.  Excavation @  $3.  25 

650    F.  B.  M.  Timber @  40. 00 

65    lb.  Iron  in  timber ®     0. 06 

2    cu.  yd.  Breakage @     1.00 

Packing  and  weep  drains 

Freight,  1 J  tons @     4. 00 

4 J  cu.  yd.  Lining @  10. 00 

Supervision  and  contingencies,  about 10  per  cent 

Total 


(Fig.  9.) 


$  61.25 

26.00 

3.90 

2.00 

1.S5 

6.00 

$101.00 

45.00 

$146.00 

14.00 

$160.00 


COST  OF  TUNNEL  WORK. 


Tl'XXEL  LAGGED  0M:R   ARCH  ONLY  AND  CONiKi.  li:    i.i.Ni:i).     (FIk.  !).) 
Approxim.\te  Cost  per  Liveal  Foot,  Without  Tr.\ck. 

cu.  vd.  E.xcavation 


F.  B.  M.  Timber @ 

lb.  Iron  in  timber (o 

cu.  yd.  Breakage @ 

Packing  and  weep  drains 

Freight,  1  ton @, 


4    cu.  yd.  Concrete  lining @   10. 00 

Sup>ervision  and  contingencies,  about 10  per  cent 

Total 


$3.25 

$  58.50 

40.00 

20.  (K) 

0.06 

3.(K) 

1.00 

l.(K) 

1 .  50 

4.00 

4.00 

$  88.00 

10.00 

40.00 

SI  28.00 

12.00 

$140.00 


.\verage  unit  prices  for  double  track  tunnel  work,  1915: 
E.xcavation     Rock  per  lineal  ft 

Earth  per  lineal  ft 

Average  per  lineal  ft 

Extra  account  lining  per  cu.  yd. 
Back  filling     Wood  per  cord 

Rock 

Lining  Timber  per  M.  ft.  B.  M. .  .  . 

Concrete  per  cu.  yd 

Average  cost  per  foot . 

Trackwork  per  foot . . 


.?135.O0 

245.00 

1  12.00 

3.00 

7.50 

2.25 

40.00 

13.50 

81.00 

6.50 


FROM   DRINKER'S  TUNNELING. 


Cost  per  cubic  yard. 

Material. 

Excavation. 

Masonry. 

Single. 

Double. 

Si.:  ■ 

Double. 

Hard  rock 

Loose  rock 

Soft  ground 

$5.89 
3.12 
3.62 

$5.45 
3.48 
4.&4 

$12.00 

9.07 

15.00 

$  8.25 
10.41 
10.50 

$  69.76 

80.61 

135.31 

$142.82 
119.26 
174.42 

The  Can.  Nor.  double  track  tunnel  under  Mount  Royal,  Montreal, 
Canada,  is  said  to  have  cost,  excluding  track  and  baila.st  per 
foot $208.  (X) 

The  Can.  Pac.  double  track  tunnel  between  Hector  and  Yield  is 
said  to  have  cost,  excluding  track  and  ballast,  per  foot  SI 50.  fK) 
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TUNNEL  ^TXTILATIOX   AND   FLOORS. 


Tunnel  Ventilation.  —  An  improved  system  of  ventilating 
some  of  the  tunnels  on  the  mountainous  regions  in  West  Virginia 
between  Clarksburg  and  Parkersburg  consisting  of  revolving  fans 
propelled  by  steam  power  plants  located  near  the  portals,  which 
drives  fresh  air  ahead  of  the  trains  and  insures  comfortable  tem- 
peratures, cost  870,000  each. 

Tunnel  Floors.  —  The  A.  R.  E.  A.  recommended  for  double 
track  tunnels  that  the  drainage  should  be  provided  for  by  the 
construction  of  a  concrete  channel  midway  between  the  tracks. 

Figs.  10  and  11  show  the  arrangement  adopted  in  the  River- 
mont  tunnel  (Southern  Ry.)  and  the  Richmond  St.  Tunnel, 
M.  St.  P.  &  S.  Ste.  M. 


WecJ)  Hole 


--Base  of  Rail 

T  .     .. 


I  Sub^ade 


Fig.  10.     Rivermout  Tunnel  CSouthern  Ry.). 


:::^ 


"^18  c  Laid-im^ 

Fig.  n.     Section  Tunnel  (^L  St.  P.  &  S.  Ste.  M.). 


}i  Section  tbroDgh 

Timbor  Rib 

Fig.  12.     Tuniu'l  on  Everett  A:  Moule  Cristo. 


TiTIC.AX  SECTION*  OF  TUNNEL  FLOOR.^. 
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Fig.  12  shows  the  arrangements  adopted  for  the  Boulder 
tunnel  (Montana  Central  Ry.)  and  in  the  tunnels  of  the  Everett 
&  Monte  Cristo  Ry.  Fig.  13  shows  the  arrangement  in  the 
St.  Clair  circular  iron-lined  tunnel  of  the  Crand  Trunk  Ry. 
Masonry  xnaducts  usually  have  drains  leading  to  weeper  holes 
or  pipes  forming  outlets  at  the  haunches  of  the  arches,  either  at 
the  spandrel  or  the  intrados. 


Fig.  13.     St.  Clair  Tunnel. 

Fig.  14  shows  the  standard  construction  on  the  Interborough 
Rapid  Transit  subway. 


Fig.  14.     Section  Between  Ties;  Interborough  liapid  Tran.sit. 
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SUBWAYS. 


SUBWAYS. 

The  type  of  subway  to  adopt  will,  under  ordinary  conditions, 
depend  upon  the  number  of  supports  the  city  or  municipality 
will  allow  in  the  street;  usually  four  types  can  be  considered. 

A.  One  span  —  full  width  of  street. 

B.  Two  spans  —  supports  in  center  of  street. 

C.  Three  spans  —  supports  at  sidewalk  curb  lines. 

D.  Four  spans  —  supports  at  sidewalk  curb  lines  and  center 
of  street. 

The  usual  clearance  of  subways  is  12  ft.  to  13  ft.  for  streets 
without  street  cars  and  13'  6"  to  14'  6"  for  those  with  street  cars. 

In  all  types  the  aim  is  to  keep  the  floor  as  thin  as  possible  so 
as  to  limit  the  height  and  thereby  reduce  the  amount  for  fill 
in  embankment,  consistent  with  construction  that  will  produce 
water  tightness,  noiselessness,  good  drainage,  and  easy  mainte- 
nance, avoiding  projections  extending  above  the  rail  unless 
proper  clearance  is  provided  to  make  it  safe  for  trainmen.  A 
type  of  floor  construction  that  is  very  common  is  shown.  Fig.  15; 
the  depth  of  floor  is  only  2'  |"  and  the  girders  project  about  1  ft. 
above  the  base  of  rail.  The  floor  is  composed  of  9"  X  10"  steel 
eye  beams  15"  apart,  concrete  filled,  over  which  is  placed  a 
waterproof  membrane  and  the  ballast. 


-11  8  c.  to  o.. 


Fig.  15.     Shallow  Floor. 


ADVANTAGES  Or   BALLASTED   FLOORS.  77 

In  Chicago  the  street  subways  are  in  general  00  ft.  wide  be- 
tween abutments  with  curb  lines  10  ft.  from  the  walls.  At  the 
center  of  the  subway  a  space  about  3  ft.  wide  is  taken  for  a  line 
of  columns  and  the  wheel  guards.  This  leaves  about  21'  6"  for 
roadway,  which  permits  street  cars  and  fast  vehicles  to  pass 
slower  vehicles  moving  in  the  same  direction. 

For  wider  streets  the  66  ft.  subway  is  usually  maintained,  ex- 
cept at  boulevards. 

The  sidewalks  are  narrowed  to  10  ft.  to  make  up  for  the  space 
occupied  by  the  central  row  of  columns  and  their  clear  width  is 
further  reduced  to  about  8  ft.  by  a  line  of  columns  just  inside  the 
10  ft.  width. 

The  spacing  of  tracks  is  generally  13  feet  centers  and  if  long 
spans  have  to  be  adopted  it  means  that  the  girders  must  neces- 
sarily project  above  the  base  of  rail,  resulting  in  greater  hazard 
to  railway  employees. 

The  four  span  subway  permits  the  use  of  forms  of  construction 
which  will  give  a  clear  area  over  the  bridge,  therebj-  eliminating 
projecting  girders  entirely. 

The  desire  to  get  a  shallow  floor  so  as  to  limit  the  height  and 
thereby  reduce  the  amount  for  filling  embankments  has  created 
a  number  of  different  types  that  differ  principally  in  regard  to  the 
floor  design. 

The  advantage  of  a  ballasted  floor  of  proper  depth  with  a  water- 
proofed base  as  compared  with  the  deck  steel  plate  floor  with 
httle  or  no  ballast  is  considered  sufficient  to  warrant  the  adoption 
of  the  former  even  at  the  expense  of  some  additional  height, 
and  the  present  day  designs  that  are  most  in  evidence  consist  of 
a  combination  of  steel  and  concrete  with  a  ballasted  floor  having 
at  least  a  6-in.  cu.shion  of  ballast  under  the  ties.  The  floor  is 
made  waterproof  by  u.sing  mastic  asphalt  or  other  material  put 
on  hot  over  the  concrete  and  allowed  to  thoroughly  set  before  the 
ballast  is  placed,  with  as  much  additional  aid  as  possible  from 
dishing  or  grading  the  concrete  floor  so  as  to  form  runoff's  wliorcby 
the  water  coming  through  the  ballast  will  always  flow  to  the 
drainage  outlets.  The  main  girders  are  still  confined  principally 
to  the  deck  or  through  plate  girder  type,  although  in  many 
cases  reinforced  concrete  with  slab  floor  construction  is  being 
adopted. 
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COMPARATIVE   COSTS  OF  SUBWAYS. 


Comparative  costs  of  two-track  subway  structures  for  60,  66 
and  80  ft.  streets  for  track  elevation  from  estimates,  with  slight 
modifications,  by  C.  N.  Bainbridge,  are  for  Coopers  E  50  loading 
with  track  and  girders  13  ft.  centers.  Depth  of  floor  for  steel 
structures  3  ft.  6  in.  and  for  concrete  structures  3  ft.  10  in. 

Paving  and  sidewalks  have  been  figured  on  the  basis  of  the 
right  of  way  being  100  ft.  wide. 

Abutments  and  piers  for  a  loading  of  from  2  to  2|  tons  per  sq.  ft. 
Rails,  ties,  ballast,  drainage  of  subways,  excavation  for  street 
depression,  etc.,  that  may  be  considered  as  common  to  all  struc- 
tures, have  not  been  included. 


TABLE  36.  —  ESTIMATES  FOR  CONCRETE   REINFORCED  BRIDGES. 


n H S 


Ol 

a 

6 

c 

60-ft.  street... 

10.6 

19.6 

12 

36 

66-ft.  street... 

9  6 

23.6 

11 

44 

80-ft.  street... 

16.6 

23.6 

18 

44 

Type  "  D  "  Fodr-sp.\n  Concrete  Subways  (2  tracks,  13  ft.  c'ts). 


Material,  type  D. 


Cone,  slab cu.  yd. 

Cone,  columns cu.  yd. 

Cone,  footings cu.  yd. 

Excav.  column  footings cu.  yd. 

Backfill  column  footings cu.  yd. 

Cone,  abutments cu.  yd. 

Excav.  abutments cu.  yd. 

Backfill  abutments cu.  yd. 

Paving  right  of  way  100  ft sq.  yd. 

Sidewalk  right  of  way  200  ft sq.  ft. 

Waterproofing sq.  ft. 

FaLsowork lin.  ft. 

Eng.  and  contingencies 20% 

Total 


Each  additional  track  costs. 


60-ft.  street. 


140 

55 

68 

150 

60 

420 

325 

160 

400 

2400 

1725 

160 


$14.00 
1.00 
8  00 
1.00 
0.25 
7.00 
1.00 
0.25 
3.25 
0.15 
0.20 
8.00 


$1,960 

1,155 

545 

150 

15 

2.940 

325 

40 

1,300 

360 

340 

1,280 

2.090 


$12,500 
$4,200 


66-ft.  street. 


168 

55 

68 

150 

60 

420 

325 

160 

490 

2200 

1900 

172 


$14.00 
21.00 
8.00 
1.00 
0.25 
7.00 
1.00 
0.25 
3.25 
0.15 
0.20 
8.00 


$2,350 

1,155 

545 

150 

15 

2,940 

325 

40 

1,590 

330 

380 

1,360 

2,200 


$13,400 
$4,500 


80-ft.  street. 


$14.00 
1.00 
8.00 
1.00 
0.25 
7.00 
1.00 
0  25 
3.25 
0.15 
0.20 
8.00 


S2.9S0 

1,240 

610 

170 

15 

2,940 

325 

40 

1,590 

540 

450 

1,600 

2,500 


$15,000 
$5,300 


ESTIMATES  STEEL   AND   CONCRETE   SUBWAYS.  79 

TABLE  37.  -  ESTIMATES    FOR    STEEL    SUBWAY    BRIDGES    (STEEL  EVI'    HI   \\t 
AND  CONCRETE  FLOOR). 


n— 


r 


J 


1 


a 

h 

C 

60  Ft.Strcct 

(U) 

12 

66  "        •• 

o« 

11 

u 

80  '• 

80 

13 

44 

Type  "  A  "  0nt:-6pan  Scbwat  (2  tracks,  13  ft.  c'ts) 


Material,  type  .\. 


60-ft.  street. 


Steel  structure lb . 

"  Tie.  floor cu.  yd. 

0.  abutments cu.  yd. 

..Acav.  abutments cu.  yd. 

Backfill  abutments cu.  yd. 

Paving  right  of  way. .  .sq.  yd. 
Sidewalk  right  of  way.  .sq.  ft. 

Waterproofing sq.  ft. 

Falsework lin.  ft. 

Eng.  and  conting's 20^ 

Total 

Each  additional  track  costs. . . 


180,000 
52 
530 
350 
120 
400 
2,400 
1,725 
160 


$0.03 
18.00 
7.00 
1.00 
0.25 
3.25 
0.15 
0.20 
8.00 


$5,400 
930 

3,710 
350 
30 

1,300 
360 
340 

1,280 

2,700 


$16,400 


$6,000 


66-ft.  street. 


207,000 

57 

530 

340 

120 

490 

2,200 

1,900 

172 


$0.03 
18.00 
7.00 
1.00 
0.25 
3.25 
0.15 
0.20 
8.00 


$6,210 

1,030 

3,710 

340 

30 

1,590 

330 

380 

1,380 

3,000 


$18,000 


$6,700 


80-ft.  street. 


285,000 

69 

530 

340 

120 

490 

3,600 

2,240 

200 


$0.03 
18.00 
7.00 
1.00 
0.25 
3.25 
0.15 
0.20 
8.00 


$8,550 

1,240 

3,710 

340 

30 

1,590 

540 

450 

1,600 

3,650 


$21,700 


$8,200 


a 

h 

0 

60  Ft.Strcct 

:;m  '  1:.' 

:hi 

06"       "     '         .i:    11    14 

80  "       "1          K)     1-     11 

Type  "  B  "  Two-span  Subway  (2  tracks,  13  ft.  c'ts) 

Material,  tj-pe  B. 

60-ft.  street.                   66-ft.  street. 

80-rt.  street. 

••!  structure lb. 

■  -'iic.  floor cu.  yd. 

Cone,  abutments cu.  yd. 

Excav.  abutments cu.  yd. 

Backfill  abutments. . .  .cu.  yd. 
Cone,  piers cu.  yd 

133,000 

52 

530 

340 

120 

21 

40 

20 

400 

2,400 

1,725 

160 

$0.03 
18.00 
7.00 
1.00 
0.2.5 
8.00 
1.00 
0.25 
3.25 
0.15 
0.20 
8.00 

$3,990 

935 

3,710 

340 

30 

170 

40 

5 

1,300 

360 

340 

1,280 

2.500 

158,000 

57 

530 

340 

120 

23 

40 

20 

490 

2,200 

1,900 

172 

$0.0 
18.0<J 
7.00 
1.00 
0.25 
8.00 
1.00 
0.25 
3.25 
0.15 
0.20 
8.00 

l.D.iO 

3,710 

340 

30 

185 

40 

5 

1,590 

330 

380 

1,380 

2,740 

<;'■ 

530 

340 

120 

26 

50 

20 

490 

3.600 

2.240 

200 

IS    IMI 

7.00 
1.00 
0,25 
8  00 
1.00 
0  25 
3.25 
0.15 
0.20 
8.00 

'..240 
1.240 
3,710 

340 
30 

206 

Eicav.  piers cu  yd 

50 

Backfill  piers cu.  yd. 

Pa%-ing  right  of  way. .  .sq.  yd. 
Sidewalk  right  of  way.  ..sq.  ft. 

Waterproofing sq.  ft. 

Fabework lin.  ft. 

Eng.  and  conting's 20';c 

5 

1,590 

540 

450 

1. 000 

3,200 

Total 

$15,000 

$16,.500 

$19,200 

Each  additional  track  costs. . . 

$  5,400 

$.5,800 

$6,900 

80 


ESTIMATES  STEEL  AND  CONCRETE   SUBWAYS. 


TABLE  38.  —  ESTIMATES  FOR  STEEL  SUBWAY  BRIDGES   (STEEL  EYE  BEAM 
AND  CONCRETE  FLOOR). 


ai 

a 

b 

C 

CO  Ft.Street 

10.6 

39 

12 

36 

C6  •'       X 

S.C 

47 

11 

44 

80  "       .. 

16.C 

- 

18 

44 

Type  "  C  "  Thkee-span  Subway  (2  tracks,  13  ft.  c'ts). 


Material,  type  C. 


60-ft.  street. 


66-ft.  street. 


80-(t.  street. 


Steel  structure lb. 

Cone,  floor cu.  yd. 

Cone,  abutment cu.  yd. 

Excav.  abutments cu.  yd. 

Backfill  abutments. . .  .cu.  yd. 

Cone,  piers cu.  yd. 

Excav.  piers cu.  yd. 

Backfill  piers cu.  yd. 

Paving  right  of  way.  ..sq.  yd. 
Sidewalk  right  of  way.  .sq.  ft. 

Waterproofing sq.  ft. 

Falsework lin.  ft. 

Eng.  and  conting's 20% 

Total 

Each  additional  track  costs. . . 


141,000 

52 

530 

340 

120 

37 

70 

40 

400 

2,400 

1,725 

160 


SO.  03 
18.00 
7.00 
1.00 
0.25 
8.00 
1.00 
0.25 
3.25 
0.15 
0.20 
8.00 


$4,230 

930 

3,710 

340 

30 

300 

70 

10 

1,300 

360 

340 

1,280 

2,600 


168,400 

57 

530 

340 

120 

42 

70 

40 

490 

2,200 

1,900 

172 


$15,500 


$5,500 


$0.03 
18.00 
7.00 
1.00 
0.25 
8.00 
1.00 
0.25 
3.25 
0.15 
0.20 
8.00 


190,000 

r.d 

530 

340 

120 

46 

80 

40 

490 

3,600 

2,240 

200 


$17,100 


S6,000 


1.00 
0.25 
8.00 
1.00 
0.25 
3.25 
0.15 
0.20 
8.00 


$18,800 


$6,800 


i.«i 


n — H 


(jO  FLStreet  lO.CM.C 


|l6.0p 


Type  "  D  "  Four-span  Subway  (2  tracks,  13  ft.  c'ts). 


Material,  type  D. 


60-ft.  street. 


6&-ft.  street. 


80-ft.  street. 


Steel  structure lb. 

Cone,  floor. . . ! cu.  yd. 

Cone,  abutments cu.  yd. 

Excav.  abutments cu.  yd. 

Backfill  abutments  —  cu.  yd. 

Cone,  piers cu.  yd. 

Excav.  piers cu.  yd. 

Backfill  piers cu.  yd. 

PaviuK  right  of  way. .  .sq.  yd. 
Sidewalk  right  of  way.  .sq.  ft. 

Waterproofing sq.  ft. 

Falsework Hn.  ft. 

Eng.  and  conting's 20% 

Total 

Each  additional  track  costa. . . 


121,900 

52 

530 

340 

120 

45 

80 

40 

400 

2,400 

1,725 

160 


$0.03 
18.00 
7.00 
1.00 
0.25 
8.00 
1.00 
0.25 
3.25 
0  15 
0.20 
8.00 


S3.660 

930 

3,710 

340 

30 

360 

80 

10 

1,300 

360 

340 

1.280 

2.500 


$14.900 
$5,100 


136.400 
57 
530 
340 
120 
46 
80 
40 
490 
2,200 
1.900 
172 


$0.03 
18.00 
7.00 
1.00 
0.25 
8.00 
1.00 
0.25 
3.25 
0.15 
0.20 
8.00 


4,090 

1.030 

3.710 

340 

30 

370 

80 

10 

1.590 

330 

380 

1,380 

2,660 

$16,000 


162,000 

69 

530 

340 

120 

51 

90 

40 

490 

3,600 

2,240 

200 


$5,500 


0  03 
18.00 
7.00 
1.00 
0.25 
8.00 
1.00 
0.25 
3  25 
0.15 
0.20 
8.00 


$4,860 

1.240 

3.710 

340 

30 

410 

90 

10 

1,590 

540 

4S0 

1,600 

2.9SC 


$17.8W 


$6.30( 


REINFORCED   CONCRETE  SUBWAY. 
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It  will  be  noted  b}'  comparing  the  cost  of  the  various  types  tliat 
the  four  span  subway  is  the  most  economical;  it  is  also  the  most 
typical  as  it  favors  and  lends  itself  to  the  best  type  of  construc- 
tion, and  at  the  same  time  cannot  be  said  to  interfere  with  the 
general  utility  of  the  street  as  the  columns  in  the  center  simply 
divide  the  traffic  which  is  a  convenience  in  most  cases,  and  those 
at  the  cm-bs  separate  the  vehicle  traffic  from  the  foot  traffic  and 
is  not  a  detriment.  A  subway  of  this  kind,  which  is  a  verj'  pleas- 
ing design,  is  shown  on  Fig.  16  as  built  by  the  C.  M.  &  St.  P. 
of  reinforced  concrete  and  the  depth  of  the  floor  system  is  3'  9" 
to  base  of  rail;  the  deep  floor  enables  the  structure  to  be  built 
without  any  projections  above  the  rail  level. 


:-■,  -B*r»  Ij-Stimips  Hm-iling  Stirrup. 


73T¥K?T^, 


^r^:  "i  !>«■>« 


ff*— oVj- 


TFT 


■4LI- 


!i.f 


1  =  Bui, 


SECTION  ON  C,  L.  OF  TRACK 
-26^7 


— i2^nv 

CROSS  SECTION 


^ 


'r^K 


\'-\v 


."»  "  Btirrsjx 

ft.r°Bui 


BE- 
HALF ELEVATION  Cl/RB  PIER 


HALF  ELEVATrON  CENTER  PIER 


eECTION  "B-B"  CURB  PIER 


HALF  SECTION 


HALF  ELEVATION 


■p 


mJ(U8ECTIO"NEAR|   MALFMCTKIW 
C.L.  OF  STREET     I       AT  CURB 


Fig.  16.    Reinforced  Concrete  Subway,  C.  M.  &  St.  P.  Ry. 


I 
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REINFORCED   CONCRETE  SUBWAYS. 


Waterproofinjf 


Fig.  17.     Typical  end  elevation  and  cress  section,  of  Carolina  Ave. 
and  Florida  St.  Subways. 

Subways. — Memphis,  Tenn. 

Tracks  spaced  12|  ft.  c.  to  c.  Four  floor  slabs  per  track,  each 
6  ft.  2i  in.  by  23  ft.  2|  in.  Designed  for  Cooper's  Eo5  loading. 
Impact,  50  per  cent  of  live  load. 

Quantities  per  lin.  ft.  of  subway: 

Slab  floor  system 4. 74  cu.  j'd. 

Abutments 4. 87  cu.  yd. 

Center  supports 0. 98  cu.  yd. 

Total 10.  59  cu.  yd. 

Wing  walls  (right  angle  20  ft.  long),  each  26.81  cu.  yd. 

Reinforcement  of  slabs 173  lb.  per  yd. 

Reinforcement  of  substructure 140  lb.  per  yd. 

All  concrete  1  :  2  :  4. 

Fig.  17  shows  a  typical  end  elevation  and  section  of  the  sub- 
ways at  Florida  St.  and  at  Carolina  Ave.  except  that  the  total 
width  between  abutments  on  Carolina  Ave.  will  be  65  ft.  The 
design  is  especially  noteworthy  on  account  of  the  extensive  use 
of  reinforced  concrete  and  of  the  box  tj^pe  of  abutments.  Street 
grades  on  the  subway  approaches  will  be  approximately  4  per 
cent  and  the  paving  will  be  of  vitrified  brick  on  a  concrete  founda- 
tion. 

These  two  subways,  exclusive  of  paving  but  including  property 
damages,  will  cost  approximately  SI 75,000,  of  which  the  city's 
expense  will  be  approximately  S25,000  plus  the  cost  of  paving.. 
Eng.  News,  July  27,  1916. 


BRIDGE  .\BUTMEXTS. 
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CHAPTER   VI. 

BRIDGES,   TRESTLES,   AND    CULVERTS. 

Bridge  Abutments,  Piers,  and  Retaining  Walls. 

Abutments.  —  Abutments  may  be  built  either  of  stone  or 
concrete.  For  the  latter,  if  current  is  strong,  the  up-stream 
corners  should  be  stone-faced.  Leave  4-inch  clearance  between 
face  of  ballast  wall  and  end  of  girders.  Frost  batter  of  walls  to 
be  finished  smooth.  Bridge  seats  to  be  finished  to  a  dead  level 
throughout  on  tangents,  and  on  curves  given  a  slope  parallel  to 
the  super-elevation  of  the  outer  rail,  including  tie  seat  on  the 
ballast  wall. 


Fig.  18.     Bridge  Abutment.-. 

On  curves  locate  abutments  normal  to  chord  of  span.  The 
quantities  given  in  the  following  tables  for  bridge  abutments 
include  wing  walls,  based  on  the  assumption  that  the  cross  section 
is  level  and  foundation  carried  to  a  depth  of  o  ft.  below  ground  line. 
Wing  walls  are  stopped  at  a  height  of  4  feet  above  ground  Une. 
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QUANTITIES  IN  ABUTMENTS. 


TABLE  39.  — ABUTMENTS  FOR  DECK  PLATE  GIRDERS.     (Fig.  18.) 


Span. 


Ft. 
20 
30 
40 
50 
60 
70 
80 
90 


Bridge  seats. 


A. 


B. 


Ft.    In. 

2    0 


Ft.  In. 

3  9 

4  6 

5  6 

6  6 

8  0 

9  0 
10  0 
10  6 


Approximate  cubic  yards  in  one  abutment 

Height  "C 

10 

U 

18 

22 

26 

30 

34 

38 

42 

46 

50 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

•ft. 

28 

64 

114 

ISO 

265 

370 

498 

650 

829 

1036 

1274 

29 

66 

116 

182 

267 

372 

500 

652 

831 

1038 

1276 

30 

68 

118 

184 

269 

374 

502 

654 

833 

1040 

1278 

31 

70 

120 

186 

271 

376 

504 

656 

835 

1042 

1280 

72 

124 

190 

275 

380 

508 

660 

839 

1046 

1284 

74 

128 

195 

279 

384 

512 

664 

843 

1050 

1289 

75 

130 

198 

283 

388 

516 

668 

847 

1054 

1293 

76 

133 

203 

288 

393 

520 

673 

852 

1059 

1297 

TABLE 

40.  —  ABUTMENTS  FOR  HALF  DECK  GIRDERS.  (Fig.  18.) 

Bridge  seats. 

Approximate  cubic  yards  in  one  abutment.  Height  "  C." 

Span. 

A. 

B. 

10 

14 

18 

22 

26 

30 

34 

38 

42 

46 

50 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

Ft. 

Ft.  In. 

Ft.  In. 

20 

2  0 

1   8 

27 

63 

113 

179 

264 

369 

497 

649 

828 

1035 

1273 

30 

2  3 

1  8 

28 

65 

115 

181 

266 

371 

499 

651 

829 

1037 

1275 

40 

2  6 

1  8 

29 

66 

116 

182 

267 

372 

500 

652 

830 

1038 

1276 

50 

2  9 

2  5 

29 

67 

117 

183 

268 

373 

501 

654 

832 

1040 

1278 

60 

3  0 

3  11 

30 

70 

121 

187 

272 

377 

505 

658 

835 

1043 

1281 

70 

3  3 

4  10 

31 

72 

124 

191 

276 

381 

509 

663 

840 

1048 

12S6 

80 

3  6 

5  9 

32 

74 

127 

195 

280 

384 

512 

666 

843 

1051 

1289 

TABLE  41.  — ABUTMENTS  FOR  THROUGH 

BRIDGES 

.  (Fig.  18.) 

Bridge  seats. 

Approximate  cubic  yards  in  one  abutment.  Height  "  C. 

• 

Span. 

A. 

B. 

10 

14 

18 

22 

26 

30 

34 

38 

42 

46 

50 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

Ft. 

Ft.  In. 

Ft.  In. 

100 

4  0 

5  6 

38 

84 

139 

208 

294 

398 

526 

680 

857 

965 

1303 

125 

4  0 

5  9 

39 

85 

140 

210 

296 

400 

528 

682 

859 

967 

1305 

150 

4  0 

5  9 

39 

85 

141 

211 

298 

402 

530 

684 

861 

969 

1307 

200 

4  6 

6  0 

40 

86 

143 

213 

301 

405 

533 

687 

865 

973 

1311 

Bridge  Piers.  —  Piers  may  be  built  either  of  concrete  or  stone. 
If  of  foiicrete,  the  up-stream  cutwater  exposed  to  the  action  of 
swift  currents,  ice,  or  (h'iftwood  should  have  stone  facing,  to 
about  3  feet  above  hi";h  water. 


BRIDGE   PIERS.  .  g5 

When  it  is  necessary  to  carry  abutments  or  piers  on  i^iles,  a 
grillage  of  12"  X  12"  timbers  embedded  in  concrete  is  very  com- 
monly used  to  form  a  base  over  the  piles  as  shown  in  Fig.  li). 

The  piles  and  timbers  are  placed  about  3-foot  centers,  and  the 
quantities  per  square  foot  of  area  covered  (D.  X  E.)  would  be 
approximately  as  follows: 

Xiimber  of  piles 0  12  X  D  E 

Cubic  y:xrd.s  concrete 0  OU  X  I)   F 

Ft.  B.  M.  timber ".'.'".'!  .'.■.'.',!.'.■.■  8.0    X  D.  K. 

Estimate  for  concrete  base  and  pile  foundation  from  above  data : 
Piles  20  feet  long,  D.  9  feet  and  E.  18  feet  =  102  square  feet. 

Xo.  of  piles  162  X  0.12  =  19  X  20  =  380  ft.  at  25  cts $95  00 

It.  B.  M.  12  X  12  timbers  162  X  8  =  1296  ft.  B.  M.  at  $30.  .  38  88 

Cu.  yd.  concrete,  162  X  0.06  =  9.7  cu.  yd.  at  $8 77.' 60 

Total $201.48 

In  addition  to  the  concrete  base  it  is  usually  necessary  to  place 
caissons  or  wood  cribs  around  the  piers,  forming  a  watertight 
box  from  which  the  water  is  pumped  so  that  the  foundations 
can  be  laid  dry.  These  boxes  are  made  up  of  12"X12"  timbers 
framed  and  braced,  or  sheet  piling,  either  wood  or  steel,  is  often 
u.sed.  The  cost  and  quantities  vary  with  the  nature  of  founda- 
tion and  are  usually  paid  for  at  unit  prices. 

In  place  of  the  concrete  and  timber  base  sometimes  a  solid 
aoor  24  inches  thick  made  up  of  12"X12"  timbers  drift-bolted 
together  is  used  as  a  floating  platform  on  which  the  masonry  is 
built,  and  sunk  into  position  over  the  piles,  the  piles  having  pre- 
\iously  been  cut  off  by  an  under-water  saw. 

The  objection  to  this  method  is  the  liability  in  case  of  an  ice 

shove  for  the  pier  to  slide  between  the  platform  and  piles. 

All  piers  and  abutments  should  be  sufficiently  protected  from 

.  scour,  which  is  one  of  the  chief  sources  of  bridge  failures.     This 

i  can  only  be  done  by  taking  foundations  down  to  solid  bottom 

and  anchoring  the  masonry  to  the  foundation  bed  by  large  stone 

bolts,  or  dowels. 

In  running  water  they  should  be  further  protected  by  stone 

riprapping  all  around;  and  when  the  clearance  is  limited  and 

;  severe  ice  shoves  are  likely  to  occur,  crib  protection  piers  filled 

.  with  stones,  placed  25  to  50  feet  ahead  of  each  pier  up  stream, 

should  be  used. 
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QUANTITIES  IN   BRIDGE   PIERS. 


Base  of  Rail 


Fig.  19.   Bridge  Piers. 
TABLE  42.  -  APPROXIMATE  CUBIC  YARDS  IN  ONE  PFER.    (Fig.  19.) 


Width  of  piers. 


B.' 


Ft.  In. 
4     0 


(For  girders  13-foo\  centers  or  less.)  Total  height. 

10 

14 

18 

22 

26 

30 

34 

38 

42 

46 

oO 

04 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

ft. 

It. 

ft. 

ft. 

ft. 

ft. 

39 

56 

74 

93 

Ill 

137 

161 

186 

214 

243 

274 

306 

45 

64 

84 

105 

129 

155 

ISO 

208 

238 

269 

304 

338 

50 

71 

q8 

lis 

143 

171 

200 

231 

263 

298 

334 

3/1 

5() 

7Q 

104 

131 

159 

189 

220 

254 

289 

326 

36o 

4Ub 

G2 

88 

115 

144 

175 

207 

242 

278 

317 

358 

399 

443 

68 

()6 

l'?6 

158 

191 

227 

264 

303 

■MA 

387 

433 

480 

75 

106 

138 

17'^ 

209 

247 

287 

329 

373 

420 

46; 

518 

81 

115 

150 

187 

226 

267 

310 

355 

403 

454 

504 

boS 

88 

124  165 

203 

245 

289 

335 

383 

434 

486 

5411  5981 

58 
ft.  _ 

34d 
376 
412 
449 
4S9 
529 
570 
614 
657 


TABLE  43.-APPROXIM.\TE  CUBIC  YARDS  IN'  ONE  PIER.    (Fig.  19.) 
(For  girders  over  13-foot  centers  up  to  20-foot  centers.)    Total  height. 


Width  of  piers 
••  B." 


Ft.  In. 

6  0 

6  6 

7  0 

7  6 

8  0 

8  6 

9  0 


83 
90 
OS 
106 
114 
123 
132 


117 
127 
139 
150 
161 
174 
186 


152 
166 
181 
195 
211 
227 
241 


190 
208 
225 
243 
262 
2S1 
301 


231 
251 
272 
293 
316 
339 
362 


273 
297 
321 
346 
37i 
399 
426 


318 
345 
373 
401 
431 
461 
492 


364 

395 

42 

458 

492 

528 

562 


415 
448 
483 
519 
557 
595 
632 


467 
503 
543 
583 
622 
664 
707 


520 

561 

603 

64 

692 

738 

783 


576 
621 
667 
715 
7(>4 
S12 
861 


QUANTITIES   IX    BRIDGE   PIERS. 
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TABI^  «. -BRIDGE   PIERS  WITH   OR  WITHOl'T  CUTWATERS   FOR 
DECK   PLATE   GIRDERS. 


W+E+lO' 


If  this  base  does  not  ^re 
Bufficit-Dt  arvA  fur  pilinif  ro- 
qairod,  the  area  maj  be  ia- 
CKOsed  by  «t.-p»  as  ihovro  by 

dotted  licea,  inioimum  dlitaoos 
_c.  to  c  piloe  =  2'<' 

X)UtaDce  c.  of  pile  to  eige  of 

masoDry^  l'  6*abt. 

Slaximum  load  per  pile->10,000 

Ua. 


Fig.  19a. 


QrAXTirns,  Cubic  Yabds  in  One  Pier  without  Cutwateks  fob  D.  P.  G.  Spans.     A  =  16' 0" 


T. 

Width  B. 

4'0" 

o'O" 

6'0" 

7'0" 

8'0" 

9'0" 

10' 0" 

12 

35 

43 

50 

58 

65 

72 

80 

14 

41 

50 

58 

67 

76 

84 

93 

1« 

47 

57 

67 

77 

87 

97 

107 

18 

54 

65 

77 

88 

99 

111 

122 

ao 

61 

74 

86 

99 

111 

124 

137 

22 

68 

82 

96 

110 

124 

138 

152 

24 

76 

91 

107 

122 

137 

153 

168 

20 

84 

100 

117 

133 

150 

167 

184 

» 

92 

no 

128 

146 

163 

181 

200 

ao 

101 

120 

139 

159 

178 

197 

216 

32 

110 

131 

151 

172 

193 

213 

233 

34 

119 

141 

163 

185 

207 

229 

251 

3« 

128 

152 

175 

199 

223 

246 

269 

38 

138 

163 

188 

213 

238 

263 

287 

40 

148 

175 

201 

227 

2o3 

279 

305 

42 

168 

186 

214 

242 

289 

297 

324 

44 

169 

198 

228 

257 

286 

315 

344 

4S 

180 

211 

242 

273 

303 

334 

364 

48 

191 

223 

255 

287 

320 

352 

384 

50 

203 

237 

270 

304 

338 

372 

405 

52 

215 

251 

286 

321 

358 

391 

428 

54 

228 

265 

301 

338 

374 

411 

447 

56 

241 

279 

317 

3.55 

393 

431 

489 

58 

254 

294 

333 

373 

412 

452 

491 

flO 

288 

309 

349 

390 

431 

472 

613 

QUANTITIES  IN   BRIDGE   PIERS. 


Quantities,  Cubic  Yards  in  One  Cut-water. 


F. 

Width  C. 

4'0" 

5'0" 

6'0" 

7'0" 

8'0" 

9'0" 

10' 0" 

-^  3 

1.60 

2.35 

3.30 

4.5 

5.8 

7.3 

9.0 

6 

1.80 

2.80 

3.90 

5.3 

6.9 

8.7 

10.7 

7 

2.00 

3.15 

4.45 

6.0 

7.9 

10.0 

12.3. 

9 

2.20 

3.50 

5.00 

6.7 

8.9 

11.2 

13.9 

11 

2.40 

3.80 

5.45 

7  4 

9  8 

12.4 

15.4 

13 

2.55 

4.10 

5.90 

8.0 

10.6 

13.5 

16.9 

15 

2.70 

4.35 

6.30 

8.6 

11.4 

14.6 

18.3 

17 

2.85 

4.60 

6.70 

9.2 

12  2 

15  7 

19.6 

19 

2.95 

4.80 

7.10 

9.8 

13  0 

16.7 

20.9 

21 

3.05 

5.00 

7.40 

10.4 

13.7 

17.7 

22.1 

23 

3.10 

5.15 

7.70 

10.9 

14  4 

18  6 

23.3 

25 

3.13 

5.30 

8.00 

11.3 

15.0 

19  5 

24.4 

27 

3.16 

5.40 

8.30 

11.7 

15.6 

20.3 

25.5 

29 

3.19 

5.50 

8.50 

12  1 

16.2 

21.0 

26.6 

31 

3.21 

5.60 

8.60 

12.5 

16.7 

21.7 

27.6 

33 

3.22 

5.70 

8.70 

12.8 

17.2 

22.3 

28.5 

Method  of  Finding  Total  Quantity  Cubic  Yards  in  Pier. 

To  find  quantities  in  a  pier  where  length  A  =  16'  0",  width  B=  &'  0"  and  total  height  T  =  40'  0' 
when  depth  of  high  water  =  20'  0" 

C  =  6'  +  ^-—^  =  8'  9",  and  F  =  20'  +  3'  =  23'  0". 

From  Table.  —  Quantity  in  pier  without  cutwater  =  201  cu.  yd. 

In  upstream  cutwater  where  F  =  23',  C  =  9',  quantity  =  18.6  cu.  yd. 
In  upstream  cutwater  where  F  =  23',  C  =  8',  quantity  =  14.4 

T2 

4.2 
Interpolating,  quantity  in  desired  cutwater  =  18.6  —  .^  X  3  =    17.55 

Similarly,  quantity  for  downstream  cutwater  where  F  =  3'  and  C  =  8'  9"  =     6.96 

Total  quantity  in  pier      225.50 


QUANTITIES   IX   BRIDGE   PIERS. 
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TABLE   45.  —  BRIDGE   PIERS  WITH   OR   WITnOUT  CUTWATERS  FOR    H AM' 
DECK   PLATE   GIRDERS. 


U  u,a  OU 


If  thi«  baae  doea  not  iriTS 
Bnfflcieot  arua  for  pilintf  re- 
quired, the  area  majr  b«  in- 
cruaAf.-d  by  BU>p&  on  (ihowa  by 
dotted  linefl,  rniDiinuin  dietaooo 
c.  to  c  pUea"=2'6' 
DUtaocc  c.  of  pile  to  c-d^'c  of 
maAODry  %=  \'  C'abt. 
Maximum  load  per  pilexlOjOOO 
lbs. 


Fig.  19b. 


QuAXTTriES,  CtTBic  Yards  ik  O.ve  Pier  without  Cutwaters  for  H.  D.  P.  G.  Spa- 


Width  B. 

T. 

4'0" 

5'0" 

6'0" 

7'0" 

8'0" 

g'O" 

12 

39 

48 

56 

64 

72 

'<i 

^•J 

14 

46 

56 

66 

75 

85 

104 

16 

53 

64 

75 

87 

97 

III! 

120 

18 

61 

74 

86 

98 

111 

123 

136 

20 

69 

83 

97 

111 

124 

138 

152 

22 

77 

93 

108 

123 

139 

155 

170 

24 

86 

102 

120 

136 

153 

170 

187 

26 

95 

113 

132 

150 

169 

187 

205 

28 

104 

124 

144 

163 

183 

203 

223 

30 

113 

134 

156 

177 

198 

220 

241 

.•i2 

123 

146 

169 

191 

214 

237 

260 

34 

133 

157 

181 

206 

230 

254 

279 

36 

143 

169 

195 

221 

247 

273 

298 

38 

153 

181 

208 

236 

263 

291 

318 

40 

164 

193 

222 

251 

280 

309 

338 

42 

176 

206 

237 

267 

298 

329 

359 

44 

188 

220 

252 

284 

316 

348 

380 

46 

200 

234 

268 

301 

335 

368 

402 

48 

212 

247 

283 

318 

353 

3H9 

424 

30 

225 

262 

299 

336 

373 

410 

447 

52 

238 

277 

316 

354 

303 

432 

470 

54 

252 

292 

333 

373 

413 

453 

494 

56 

266 

308 

350 

392 

434 

476 

518 

58 

280 

324 

368 

411 

455 

499 

542 

60 

295 

340 

386 

431 

476 

522 

567 

Ik 


90 


QUANTITIES   IX    BRIDGE   PIERS. 


Quantities,  Cubic  Yards  ix  One  Cutwateb. 


Width  C, 


F. 

4'0" 

5'  0" 

B'O" 

7'0" 

8'0" 

9'0" 

10' 0" 

3 

1.60 

2.35 

3.30 

4.5 

5.8 

7.3 

9.0 

6 

1.80 

2.80 

3.90 

5.3 

6.9 

8.7 

10,7 

7 

2.00 

3.15 

4.45 

6.0 

7.9 

10.0 

12.3 

9 

2.20 

3.50 

5.00 

6.7 

8.9 

11.2 

13.9 

11 

2.40 

3.80 

5.45 

7.4 

9.8 

12.4 

15.4 

13 

2.55 

4.10 

5.90 

8.0 

10.6 

13.5 

16.9 

15 

2.70 

4.35 

6.30 

8.6 

11.4 

14.6 

18.3 

17 

2.85 

4.60 

6.70 

9.2 

12.2 

15.7 

19.6 

19 

2.95 

4.80 

7.10 

9.8 

13.0 

16.7 

20.9 

21 

3.05 

5.00 

7.40 

10.4 

13.7 

17.7 

22.1 

23 

3.10 

5.15 

7.70 

10.9 

14.4 

18.6 

23.3 

25 

3.13 

5.30 

8.00 

11.3 

15.0 

19.5 

24.4 

27 

3.16 

5.40 

8.30 

11.7 

15.6 

20.3 

25.5 

29 

3.19 

5.50 

8.50 

12.1 

16.2 

21.0 

26.6 

31 

3.21 

5.60 

8.60 

12.5 

16.7 

21.7 

27.6 

33 

3.22 

5.70 

8.70 

12.8 

17.2 

22  3 

28  5 

Method  of  Finding  Total  Quantity  Cubic  Yards  in  Pier. 

To  find  quantities  in  a  pier  where  length  A  =  18'  0",  width  B  =6'  0"  and  total  height  T  =  40'  0", 
when  depth  of  high  water  =  20'  0" 

C  =  i 

From  Table.  —  Quantity  in  pier  without  cutwater  =  222  cu.  yd. 

In  upstream  cutwater  where  F  =  23',  C  —  9',  quantity  =  18.6  cu.  yds. 
In  upstream  cutwater  where  F  =  23',  C  =  8',  quantity  =  14.4 

4.2 

4  2 
Interpolating,  quantity  in  desired  cutwater  =  18.6  — r^  X  3  =    17.55 

Similarly,  quantity  for  downstream  cutwater  where  F  =  3'  and  C  =  8'  9"  =     6.95 

Total  quantity  in  pier  246.50 


QUANTITIES   IN    BRIDGE   PIERS. 
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TABLE  46. —  BRIDGE  PIERS  WITH  OK  WITHOIT  CITWATKUS  KOli  TI!U(U'C.H 

TRISS  SPANS. 


If  this  base  does  not  i^irs 
■affloit'Dt  aroa  for  piling;  n>- 
quired,  the  aroa  mny  be  ia- 
crvaeed  by  Btt-ps  as  Khown  by 

^      dotU>d  lines,  iiiininium  Jistaooe 

^T     c.  lo  c,  pilos-=2'(l' 

DUtaDce  c.  of  pile  to  cd(;c  of 
masonry  ■=>  l'  G'abt. 
Maximum  load  per  plle—lOiOOO 
lbs. 


Fig.  19c. 


QcAvrrrras,  Creic  Yards  in  Oke  Pier  WiTHorr  Cctwaters  THRoron  Trts.^  Spans. 

A  =  25'  0'. 


T. 

Width  B. 

6'  0" 

7'  0" 

8'  0" 

9'  0" 

10'  0" 

W  0" 

!-'■  0" 

12 

76 

88 

99 

111 

122 

133 

145 

U 

89 

103 

116 

129 

143 

156 

169 

16 

103 

119 

134 

149 

164 

179 

194 

IS 

117 

134 

152 

169 

186 

204 

220 

20 

132 

151 

170 

189 

208 

227 

246 

22 

147 

168 

189 

210 

231 

252 

273 

24 

162 

185 

208 

231 

254 

277 

300 

26 

178 

203 

228 

253 

278 

303 

328 

28 

m 

222 

249 

276 

303 

330 

3.56 

30 

211 

240 

269 

298 

328 

357 

385 

32 

228 

259 

291 

321 

353 

383 

414 

34 

246 

279 

312 

345 

378 

411 

444 

36 

264 

299 

334 

369 

404 

439 

474 

38 

283 

320 

357 

394 

431 

468 

5a5 

40 

302 

341 

380 

419 

4.58 

497 

.536 

42 

321 

362 

403 

445 

486 

527 

568 

44 

341 

384 

428 

471 

514 

557 

600 

46 

361 

407 

452 

497 

.543 

588 

633 

48 

382 

430 

477 

525 

572 

620 

667 

50 

403 

453 

503 

5.W- 

603 

6.53 

703 

52 

425 

477 

529 

581 

KM 

686 

738 

54 

447 

502 

556 

611 

665 

720 

774 

5« 

470 

526 

583 

640 

697 

754 

810 

58 

403 

552 

611 

610 

728 

787 

846 

(50 

.=517 

578 

6.38 

699 

760 

821 

882 
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QUANTITIES  IN   BRIDGE  PIERS. 


Quantities,  Cubic  Yards  in  One  Cutwater. 


F. 

Width  C. 

4'  0" 

5'  0" 

6'  0" 

7'  0" 

8'  0" 

9'  0" 

10'  0" 

11'  0" 

12'  0" 

3 

1.60 

2.35 

3  30 

4  5 

5  8 

7.3 

9.0 

10.9 

13.0 

6 

1.80 

2.80 

3  90 

5  3 

6  9 

8.7 

10  7 

12  9 

15  5 

7 

2  00 

3  15 

4  45 

6  0 

7.9 

10.0 

12.3 

14.9 

17.9 

9 

2.20 

3  50 

5  00 

6,7 

8.9 

11.2 

13.9 

16.8 

■20.2 

11 

2  40 

3.80 

5  45 

7  4 

9.8 

12.4 

15.4 

18.7 

22.4 

13 

2  55 

4.10 

5  90 

8  0 

10.6 

13.5 

■  16.9 

20.5 

24.5 

15 

2.70 

4.35 

6.30 

8.6 

11.4 

14.6 

18  3 

22.2 

26.6 

17 

2.85 

4.60 

6  70 

9.2 

12.2 

15.7 

19  6 

23.9 

28.7 

19 

2.95 

4.80 

7.10 

9.8 

13.0 

16.7 

20.9 

25.6 

30.7 

21 

3  05 

5  00 

7.40 

10.4 

13.7 

17.7 

22  1 

27.2 

32.7 

23 

3  10 

5  15 

7.70 

10.9 

14.4 

18.6 

23.3 

28.7 

34  5 

25 

3.13 

5.30 

8.00 

11.3 

15  0 

19.5 

24.4 

30  1 

36.4 

27 

3.16 

5  40 

8.30 

11.7 

15.6 

20  3 

25.5 

31.5 

38.1 

29 

3.19 

5.50 

8.50 

12  1 

16  2 

21.0 

26.6 

32.8 

39.8 

31 

3  21 

5.60 

8.60 

12  5 

16.7 

21.7 

27.6 

34.1 

41.4 

33 

3.22 

5  70 

8.70 

12  8 

17.2 

22.3 

28  5 

35  3 

43  0 

Method  of  Findin 

7  Total  Quantity  Cubic  Yards  in  Pier. 

To  find  quantities  in  a  pier  where  ler 

gth  A  =  25'  0",  width  B  8'  0"  and  total  height  T 

=  40'  0", 

when  depth  of  high  water  =  20'  0". 

,      40-7 

^  =  ^+-[2- 

=  10'  9",  and  F  =  20'  +  3'  =  23'  0". 

From  Table.  — 

Quantity  in  pier  without  cutwater 

=  380.00  cu.  yd. 

In  upstream  cutwater  where  F  =  23 

,  C  =  ir,  quantity  =  2S.7  cu.  yd. 

In  upstream  cutwater  where  F  =  23 

,  C  =  10',  quantity  =  23.3  cu.  yd. 
5.4 

Interpolating,  quanti 

5  4 
ty  in  desired  cutwater  =  28.7  —  ^  X  3 

=    27.40  cu.  yd. 

Similarly,  quantity  for  downstream 

cutwater  where  F  =  3'  and  C  =  10'  9" 

=    10.40  cu.  yd. 

Total  quantity  in  pier 

417.80  cu.  yd. 

II 
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TABLE  47. -BRIDGE  PIERS  WITH  OR   WITHOUT  CUTWATERS  FOR  THItoUGH 

PLATE  GIRDERS. 


A  +  fi' 


Q-rcnni  line 


TT 


1-- 


L-  il-  r  i 


^ 


A^Longth     1 3 


a.Vf.U.  /Jw     . 


bl^dli 


'-  < 


1 


W+E+lo' 


Fig.  19cl. 


B-Width' 


C-B+f, 


I  B*f.*, 


.:/ 


■  If  thU  iMwe  doe*  not  sin 

°l"      ■nfflck'Dt  arvft  for  pUinK  n- 

quired,  the  a^t^a   cm./  be  iD* 

cix-AM-d  by  »t«p»  a«  ihovn  bj 
^      dotted  lioei.  riiioimum  dUtaoee 
^ »     g-  to  c  pQc-e— 2'0' 

DUtuicc  c.  of  pile  to  edge  of 

ma*oDr7  ••  1'  fi'abt. 

MailmiiTn  load  per  pile— 10,000 

Ibe. 


QrANTinEB.  Cubic  Yards  in  Oke  Pieb  without  Cutwatebs  pob  100  Ft.  Thbocoh  P.  G.  Spans. 

A  =  24'  0". 


T. 

Width  B 

6'  0" 

7'  0" 

8'  0" 

9'  0" 

In 

12'  0" 

12 

74 

85 

96 

107 

lis 

1  Ji 

139 

14 

86 

99 

112 

125 

1.37 

150 

163 

16 

99 

114 

129 

144 

1.59 

173 

188 

18 

113 

1.30 

147 

163 

180 

m 

213 

20 

127 

146 

164 

183 

201 

220 

238 

22 

141 

162 

182 

203 

2>3 

244 

264 

24 

156 

179 

201 

223 

245 

268 

290 

2« 

171 

196 

220 

244 

268 

292 

317 

28 

187 

214 

240 

266 

292 

318 

344 

30 

203 

231 

259 

287 

315 

.343 

372 

32 

220 

250 

280 

310 

340 

370 

400 

34 

237 

269 

301 

333 

36.5 

397 

429 

36 

i>4 

288 

322 

356 

390 

424 

468 

38 

272 

308 

.344 

.380 

416 

452 

488 

40 

290 

328 

366 

404 

442 

480 

518 

42 

309 

349 

389 

429 

469 

509 

649 

44 

328 

370 

412 

4.54 

496 

638 

680 

46 

348 

392 

436 

4W) 

524 

5«« 

612 

48 

36S 

414 

460 

.yic 

.552 

698 

644 

SO 

388 

436 

484 

.581 

6W 

677 

52 

409 

460 

510 

.V'l 

Gil 

Ml 

711 

64 

4.30 

483 

5.36 

.^N'i 

Ml 

093 

746 

5« 

4.52 

507 

.562 

617 

671 

725 

780 

.M 

475 

532 

588 

645 

702 

7.58 

815 

e/t 

4"*'> 

5o0 

'-lo 

r-i 

7.32 

7^11 

KV) 
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QUANTITIES  IN  BRIDGE  PIERS. 


Quantities,  Cubic  Yards  in  One  Cutwater. 


F. 

Width  C. 

4'  0" 

5'  0" 

6'  0" 

7'  0" 

8'  0" 

9'  0" 

10'  0" 

11'  0" 

12'  0" 

3 

1.60 

2.35 

3.30 

4  5 

5.8 

7.3 

9.0 

10.9 

13.0 

6 

1.80 

2.80 

3.90 

5.3 

6.9 

8.7 

10  7 

12.9 

15.5 

7 

2.00 

3  15 

4.45 

6.0 

7.9 

10.0 

12.3 

14.9 

17.9 

9 

2.20 

3  50 

5.00 

6.7 

8.9 

11.2 

13.9 

16.8 

20.2 

11 

2.40 

3.80 

5  45 

7.4 

9.8 

12.4 

15.4 

18.7 

22:4 

13 

2.55 

4.10 

5.90 

8  0 

10.6 

13.5 

16.9 

20.5 

24.5 

15 

2.70 

4.35 

6.30 

8.6 

11.4 

14.6 

18.3 

22,2 

26.6 

17 

2.85 

4.60 

6.70 

9  2 

12.2 

15.7 

19.6 

23.9 

28.7 

19 

2.95 

4.80 

7.10 

9.8 

13.0 

16.7 

20.9 

25.6 

30.7 

21 

3.05 

5.00 

7.40 

10.4 

13.7 

17.7 

22.1 

27.2 

32.7 

.  23 

3.10 

5  15 

7.70 

10.9 

14.4 

18.6 

23.3 

28.7 

34.6 

25 

3.13 

5  30 

8.00 

11  3 

15.0 

19.5 

24.4 

30.1 

36.4 

27 

3.16 

5  40 

8.30 

11.7 

15.6 

20.3 

25.5 

31.6 

38.1 

2!) 

3.19 

5  50 

8  50 

12.1 

16.2 

21.0 

26  6 

32.8 

39  8 

31 

3.21 

5,60 

8.60 

12.5 

16  7 

21.7 

27.6 

34  1 

41.4 

33 

3.22 

5  70 

8  70 

12.8 

17.2 

22.3 

28.5 

35  3 

43  0 

Method  of  Finding  Total  Quantity  Cubic  Yards  in  Pier. 
To  find  quantities  in  a  pier  where  length  A  =  24  0",  width  B  8'  0"  and  total  height  T 


40' 0' 


when  depth  of  high  water  =  20'  0". 

c  =  s.  +  <iji 


10'  9",  and  F  =  20'  +  3'  =  23'  0". 
Quantity  in  pier  without  cutwater  =  366.00  cu.  yd. 


From  Table.  —  ... 

In  upstream  cutwater  where  F  =  23',  C  =  11',  quantity  =  28.7  cu.  yd 
In  upstream  cutwater  where  F  =  23',  C  =  10',  quantity  =  23.3  cu.  yd. 

5.4  cu.  yd. 
5  4 
Interpolating,  quantity  in  desired  cutwater  =  28.7  — To^^~    27AO  cu.  yd. 

Similarly,  quantity  for  downstream  cutwater  where  F  =  3'  and  C  =  10'  9"  =    10.40  cu.  yd. 

Total  quantity  in  pier  403.80  cu.  yd. 
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Retaining  Walls.  —  A  narrow  right  of  way  ami  high  property 
values  vv  eiuroaehments  on  public  highwaj's  will  usually  necessi- 
tate the  building  of  retaining  walls. 

A  gravity  or  semi-gravity  wall  is  economical  up  to  10  or  18 
I'et;  above  18  feet  it  is  considered  that  a  reinforced  wall  is  the 
cheaper  one;  the  type  of  wall  to  adopt  however  will  chiefly  be 
governed  by  conditions:  for  example  on  the  grade  separation 
work  at  McKees  Rock,  Pa.  (Penna  Lines  West),  the  retaining 
walls  were  20  feet  high  and  mass  walls  were  built,  as  the  condi- 
tions made  it  more  economical  than  a  reinforced  wall.  A  rein- 
forced wall  with  a  long  foundation  toe  would  have  necessitated 
the  abandoning  or  shifting  of  the  operating  track  with  consider- 
able interference  to  traflSc  and  would  have  meant  the  building 
of  one  wall  at  a  time.  For  a  straight  gravity  wall  the  l)ase  is 
generally  about  x%  the  height,  for  railway  construction  work,  and 
a  typical  wall  of  this  kind  is  given  on  page  35  with  quantities  in 
cubic  yards  for  each  foot  in  height  and  also  per  foot  run  for 
various  heights  of  wall. 

For  example  it  is  desired  to  ascertain  the  number  of  cubic  yards 
per  lineal  foot  in  a  gravity  wall  25  feet  high. 

In  the  column  of  heights  at  25  feet  the  cubic  yards  per  lineal 
foot  is  given  as  7.172  and  the  width  of  base  for  this  height  11'  ()V'. 

A  reinforced  concrete  retaining  wall  for  vehicle  traffic  with 
quantities  for  varying  heights  is  given  on  page  36. 

Cost  of  Retaining  Walls.  —  The  unit  prices  for  this  clas.7  of 
work  has  a  very  wide  variation  depending  upon  location,  quan- 
tity, facihties  at  hand,  etc. ;  the  following  unit  prices  however  are 
fair  average  figures  for  work  of  this  character  and  will  be  used  in 
estimating  the  various  types  of  walls  mentioned  and  is  for  the 
work  built  in  place. 


Excavation,  per  cu.  yd $1 .00 

Back  fill,  p)er  cu.  yd 050 

Concrete,  plain,  per  cu.  yd..  8.00 
Concrete,  reinforced,  per  cu. 


Steel,  reinforced,  per  lb $0  03 

Piles,  concrete,  per  ft 1 .30 

Pile.s,  wood,  per  ft 0.40 

Waterproofing  wali.s,  nq.  yd.  0.2.5 


yd 10. 00  I     Wateri)roofing    floor    slab.s, 

Fill,  reinforced,  per  cu.  yd.  .     0.40  i        sq.  yd 1-80 
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Retaining  Walls,  Chicago  Track  Elevation.  —  In  the  Chicago 
Track  Elevation  (Rock  Island  Lines)  the  retaining  walls  are 
built  in  alternate  blocks  of  35  feet,  with  traveling  forms.  It 
takes  about  six  hours  to  fill  the  form,  which  is  then  left  in  place 
about  fifteen  hours.  In  about  twenty  hours  the  traveUng  form 
is  released  and  moved  seventy  feet  forward  and  is  then  ready  for 
the  next  section. 

It  is  stated  that  the  use  of  the  traveling  forms  has  enabled  the 
work  to  be  done  in  about  25  per  cent  of  the  time  required  with 
ordinary  forms  (from  the  building  to  the  removal  of  the  form) 
and  at  about  50  per  cent  of  the  cost  (including  erecting,  pouring 
and  dismantling)  their  general  construction  and  approximate 
estimate  of  cost,  using  the  unit  prices  already  referred  to,  follows: 

Foundations.  —  Concrete  piles  cast  in  place  in  clay  soil,  aver- 
age length  22  ft.     Load  20  to  25  tons  per  pile. 

"Walls  and  Footings.  —  Mixture,  1:3:5,  built  in  35  ft.  Ig. 
sections,  varying  from  20  to  36  ft.  in  height.  Fig.  19c  shows 
vertical  face  practically  on  right  of  way  line,  with  footings  pro- 
jecting under  sidewalk.  Fig.  19g  shows  footing  on  right  of  way 
line  but  full  width  of  roadway  is  retained  by  projecting  wall  at 
top  on  supporting  brackets. 

Comparative  figures  and  quantities  for  both  types  of  wall  on  the 
same  unit  basis  are  given  on  page  97. 

Conduits.  —  Six  duct  conduits  near  top  of  wall  for  electric 
wires,  cables  and  telegraph  lines  with  manhole  chambers  400  ft. 
apart,  size  G  ft.  X  3  ft.  X  4  ft.  deep  with  reinforced  concrete  slab 
over  manhole  and  28  in.  iron  cover. 

Drainage.  —  Wells  are  provided  in  the  ends  of  retaining  walls 
adjacent  to  subway  abutments  3  ft.  X  3  ft.  extending  to  bottom 
of  wall.  No  weep  holes  are  provided,  but  along  the  back  of 
walls  are  laid  inclined  drains  of  porous  tile,  on  a  grade  of  0.5  per 
cent  extending  from  subgrade  level  to  G"  pipes  which  discharge 
into  the  drainage  well.     Each  well  has  an  8"  connection  to  sewer. 

Water-proofing.  —  Tar  pitch  composition  applied  to  back  of 
wall,  a  strip  of  burlap  and  felt  being  placed  over  each  expansion 
joint,  well  mopped  with  the  composition. 

Fill.  —  Sand  and  gravel,  dumped  from  cars.  Before  final 
surfacing  to  subgrade,  fill  will  be  thoroughly  soaked  with  water, 
to  reduce  settlement  to  a  minimum. 
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TYPICAL  RETAINING  WALLS 
CHICAGO  TRACK  ELEVATION 
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SECTION   (A) 

Fig.  19e. 


SECTION  (B) 


Fig.  10k. 


TABLE  48— APPROXIMATE  ESTIMATE  OF  COST  PER  LINEAL  FOOT  OF  WALL. 


Items. 


Section  A. 
Gravity  wall  (35  ft.  3  in.  high). 


Elxcavation I  6  cu.  yd.s. 

Backfill :  .3cu.  yds. 

Piles  <^concrete) .So  lin.  ft. 

Drainage I   

Concrete  Cplain) 12.7  cu.  yds. 

Steel  reinforcement.  .  25  lb.s. 

Conduit  for  wires ....     

Waterproofing 4  sq.  yd.s. 

Supervision ■   

Total  cost  per  lineal  foot  of  wall 


$1.00 
0.50 
1.30 


8.00 
0.a3 


0.25 


Section  B. 
Gravity  wall  (32  feet  high). 


$6.00  6cu.  yds. 

1.50  3cu.  yds. 
45..50.30lin.  ft. 

1.00  

101.60  10.5  cu.  yds 

0.75  45  lbs. 

2.00 

1.00  4  sq.  yds 
15.65 


$175.00 


$1.00 
0.50 
1.30 


8.00 
0.03 


0.25 


$6.00 
1.50 

39.00 
1.00 

84.00 
1.35 
2.00 
1.00 

14.15 


$150.00 
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SEMI   GRAVITY  WALL 


REINFORCED  WALL 


Fig.  19h 


Figures  19h  and  19j  illustrate  a  semi-gravity  and  a  straight 
reinforced  retaining  wall  used  in  grade  separation  work.  The  semi- 
gravity  wall  was  built  22  ft.  6  in.  high  with  pile  foundation,  the 
reinforced  v;all  25  ft.  high  on  ground  that  did  not  require  piling. 
The  figures  given  are  from  the  bottom  of  footing  to  top  of  wall  in 
each  case. 


TABLE  40.  — APPROXIMATE  ESTIMATE  OF  COST  PER  LINEAL  FOOT  OF  WALL. 


Items. 


Section  C. 
Semi-gravity  wall  (22  in.  6  ft.  high) 


Section  D. 
Reinforced  wall  (25  ft.  high). 


Excavation 

Back  fill 

Piles  (wood) 

Drainage 

Concrete,  plain.  .  .  . 
Steel  reinforcement 

Waterproofing 

Supervision 


3  cu.  3'ds. 

I5  cu.  yds. 
30  lin.  ft. 
Per  lin.  ft. 

3.8  cu.  yds. 
250  lbs. 

3  sq.  vds. 
10' 0  (about) 


Total  coat  per  lineal  foot  of  wal 


$1.00 
0.50 
0.40 


8.00 
0.03 
0.25 


I  3.00 
0.75 

12.00 
1.00 

30.40 
7.50 
0.75 
5.60 


$61.00 


3  cu.  vds. 

$1.00 

$  3.00 

\\  cu.  yds. 

0.50 

0.75 

30  lin.  ft. 

0.40 

12.00 

Per  lin.  ft. 

1.00 

2.8  cu.  j'ds. 

10.00 

28.00 

300  lbs. 

0.03 

9.00 

3  sq.  yds. 

0.25 

0.75 

10%  (about) 



5.50 
$60.00 

^J 


CRIB   WORK. 


99 


Crib  Work.  —  For  cheap  first  cost  or  temporar}-  construction 
across  or  alongside  water  fronts  or  embankments,  or  for  abut- 
ments, piers,  dams,  retaining  walls,  wharves,  etc.,  wooden  cribs 
are  used  extensively.     Figs.  20,  21,  and  22. 


CRIB  ABUTMENTS  AND  PIERS 


Fig.  20. 

The  bottoms  of  the  cribs  are  constructed  to  suit  the  irregu- 
larities or  unevenness  of  the  ground,  any  deposit  or  obstruction 
in  the  bottom  being  removed  .so  that  a  section  when  sunk  in 
place  vnW  take  an  even  bearing  throughout;  when  filled  with 
ballast  the  top  of  the  crib  should  be  reasonably  straight  and  in 
good  ahgnment.  Sometimes  the  portion  under  low  water  level 
is  built  of  several  cribs,  piles  being  driven  on  the  outer  line  of 
the  work  against  which  the  cribs  may  be  floated  and  sunk,  the 
guide  piles  being  cut  off  below  low  water  after  the  work  is  com- 
pleted. 

Construction.  —  The  timbers  are  usually  cedar  under  water 
and  tamarac  above  with  bark  removed;  the  outer  timbers  are 
hewn  or  sawn  perfectly  true  and  parallel  on  two  opposite  sides 
to  a  face  of  at  least  9  inches,  and  from  10  to  12  inches  thick,  the 
joints  made  as  clo.se  as  possible  without  dressing  and  so  laid  as 
o  break  joint;  all  cro.ss  ties  are  dovetailed;  notches  are  cut  in 
the  face  timbers  to  receive  the  dovetails,  one-half  into  the  course 
above  and  one-half  into  the  course  below;  timbers  at  the  angles 
are  halved  and  carefully  dovetailed.     All  timbers  held  by  drift 
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bolts  I  inch  in  diameter,  equal  to  a  depth  of  not  less  than  3| 
courses;  sometimes  tree  nails  of  oak  or  rock-elm  are  used  in 
place  of  drifts. 

Log  Cribs.  —  The  cross  and  longitudinal  ties  may  be  round 
logs  long  enough  to  pass  completely  through  the  crib  from  side 


t-'LOG  RETAINING 
il  CRIBS 

8  0^- 


to  side;  when  they  intersect  they  are  boxed  down  on  each  other 
and  bolted, 

A  close  floor  of  cedar  spars,  not  less  than  8  inches  in  diameter, 
is  laid  on  the  first  tier  of  cross  ties  to  hold  the  ballast,  or  stone 
filling;  sometimes  the  floor  is  laid  solid  crosswise  of  the  crib  and 
resting  on  bottom  longitudinal  face  courses. 


APPROXIMATE  COST  OF  CRIBBING   IN   PLACE. 

Squared  timbers,  per  thousand  feet  hoard  measure ?30.00  to  $50.00 

Round  cedar  timbers,  per  foot 12  to  .20 

Iron  in  crib,  per  pound 04  to  .06 

Fillinfj;  (stone  or  ballast),  per  cubic  yard 25  to  1 .50 

Levelinn  olT  and  clearing  (dry),  per  cul)ic  yard 20  to  .30 

Leveling  otT  and  clearing  (wet) 50  to  1 .  00 


CRIB   ABUTMENTS. 
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Crib  Abutments.  (Fig.  22.)  —  For  permanent  struetures  on 
high  fill  embankments  timber  crib  abutments  are  sometimes 
placed,  when  the  cost  of  masonry  to  solid  ground  would  be 
excessive  and  out  of  proportion  to  the  balance  of  the  structure. 
After  a  number  of  years,  when  the  bank  is  solidified,  the  crib 
may  be  removed  and  a  masonry  abutment  placed  in  the  usual 
way.  . 

Base  of  Rail 


1  6  I  1-'  X  U 


IR 


X — 

^Tbvae  piles  onljr  kt 
3  fl.Cls. 


Fig.  22. 


APPROXIMATE  CO.ST  OF  ONE  CRIB  ABUTMENT. 

5000  feet  board  mea.sure  timber  at  .S30 

16  pUes  30  feet  long  each  =  480  feet  at  20  rts  .  . 
500  pounis  iron  in  above  at  5  ct-. 

Back  filling,  etc 

Total 


$150  00 
90.00 
25  W 
20.00 

$300.00 


The  wooden  abutments  illustrated  above  are  built  of  12  in.  by 
12  in.  timbers  dovetailed  at  the  ends,  with  cross  ties  about  :j  ft. 
centers  on  the  lower  portion  of  the  crib  only.  The  floor  or  bridge 
seat  is  made  solid  with  12  in.  by  14  in.  timbers.  All  timbers  are 
drift  bolted  with  |  in.  round  spikes.  The  piles  are  10  to  12  in. 
diameter  at  about  3  ft.  centers.  The  crib  aftf-r  completion  is 
filled  with  stone  or  good  coarse  gravel  ballast. 
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Deck  Plate  Girders.  (Fig.  23.)  —  Deck  plate  bridges  are 
made  of  steel  plates  and  angles,  fabricated  and  riveted  up  into 
girders,  etc.,  in  the  shops. 

The  girders  are  placed  at  9  feet  centers  more  or  less,  and  are 
held  laterally  by  steel  brace  frames  at  varying  intervals  placed 
crosswise,  and  by  longitudinal  bracing  top  and  bottom. 

Usually  the  span  is  completely  shop-riveted  and  shipped  ready 
to  drop  into  place,  so  that  it  is  only  necessary  to  insert  the  stone 
bolts  and  erect  the  floor,  which  is  very  easily  done. 

The  ends  of  girders  resting  on  the  masonry  are  supported  on 
steel  bearing  and  bed  plates  bolted  to  the  bridge  seats;  the  bolt 
holes  are  slotted  to  allow  for  expansion  and  contraction  for 
bridges  up  to  50  feet  span,  and  for  bridges  over  this  limit,  bearing 
and  pin-centered  bed  plates  with  steel  rollers  are  generally  used. 

Generally  speaking,  though  not  the  cheapest  type  of  bridge  to 
use,  it  is  the  most  convenient  when  ample  clearance  can  be  had. 

Approximate  weight  and  cost  of  Deck  Plate  Girder  Spans  from 
20  to  100  feet  are  given  in  Table  50. 

Half  Deck  Plate  Girders.  (Fig.  24.)  —  Half  deck  plate  bridges 
are  fabricated  in  the  same  manner,  but  the  girders,  frame  and 
bracings  are  shipped  loose  and  field  riveted  to  the  girders  when 
placed.  The  girders  are  widened  out  to  allow  train  clearance 
between,  as  the  floor  is  placed  below  the  top  flanges  of  the  bridge; 
the  brace  frames  being  somewhat  shallow  are  reinforced  by  gusset 
plates,  which  extend  from  the  top  to  the  bottom  flanges  in  trian- 
gular form. 

The  floor  system,  on  account  of  the  longer  distance  between 
girders,  is  very  much  heavier  than  the  deck  floor;  in  many  cases 
it  is  built  of  steel  and  reinforced  concrete,  with  ties  embedded  in 
ballast. 

This  tj'pe  of  bridge  is  convenient,  and  used  to  a  large  extent 
where  the  bridge  clearance  is  limited.  The  wood  floor  between 
girders  is  the  cheapest,  but  steel  floor  beams  and  stringers  is 
better  construction. 

Approximate  weight  and  cost  of  Half  Deck  Plate  Girder  Spans 
from  20  to  SO  feet  arc  given  in  Table  51  (wood  floor  between 
girders) . 


WEIGHT  OF  STEEL   SPANS. 
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Base  of  Rail 


I-  — j'c.  loc- — J 


Fig.  23.     Deck  Plate  Girders,  9'  0"  centers. 

TABLE  50.  —  APPROXIMATE  WEIGHT  AND  COST  OF  STEEL  DECK   PLATE 
BRIDGES  (SINGLE  TIUCK). 

l'ot;il 

l(J.Ht   u( 
MtCCi 

niul 

floor 

H.VHtoin. 


Leneth  I 
over  all.! 


A. 


Ft. 
20 
30 
40 
50 
60 
70 
80 
90 
100 


Base  of 

rail  to 

bridge 

seit. 

B. 


Ft.  In. 

3  9 

4  6 

5  6 

6  6 

8  0 

9  0 

10  0 

11  6 
13  0 


Depth 
back  to 
back  of 
angles. 


Ft.  In. 
2     6 


3 

4 
5 
6 
7 
8 
9 
10 


Total 
weight. 


Lbs. 
12,000 
19,500 
28,000 
40,000 
57,000 
73.500 
92.000 
121. .500 
150,000 


Weight 
of  steel 
per  ft .  of 
bridge. 


Lbs. 
600 
650 
700 
800 
950 
10.50 
1150 
13.50 
1500 


Cost  of 

steel  at 

5  cts. 

per  lb. 


S600 
975 
1400 
2000 
2850 
3675 
4600 
6075 
7500 


Bridge 

ties  at 

12-in. 

centers. 


length 

of  floor  I 

.-\SIlMII. 


tioor  at 
$a  per 

ft. 


In. 

8X'14 
8X  14 
8X  14 
8X  14 
8X14 
8X14 
8X  14 
8X  14 
SX  14 


It. 
30 

S1.50 

40 

200 

50 

250 

60 

300 

70 

350 

80 

400 

90 

4.50 

100 

500 

110 

."..".n 

S750 
1175 
16.50 
2300 
3200 
4075 
50.50 
6575 
snr.o 


Base  of  Rail 


-Q-  Lg.  over  all     A'- 


-Spao- 


^13^ 


Pig.  24.     Half  Deck  Plate  Girders,  13  ft.  centers. 
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TABLE  51.  — APPROXIMATE  WEIGHT  AND  CO.ST  OF  STEEL   HALF   DECK 
PLATE  BRIDGES  (SINGLE  TRACK).  


Length 
over  all. 


Ft. 
20 

30 
40 
50 
60 
70 
80 


Ba.<!e  of 

rail  to 

bridge 

seat. 

B. 


Ft.  In. 

1  7 

1  7 

1  7 

2  6 
4  0 

4  9 

5  9 


Depth 
back  to 
back  of 
angles. 


Ft. 


Total 
weight. 


Lbs. 

13,000 
21.000 
.30,000 
42.. 500 
60.0(X) 
80,.500 
100,000 


Weight 
of  steel 
per  ft.  of 
bridge. 


Lbs. 
6.50 
700 
7.50 
850 
1000 
11.50 
12.50 


Cost  of 

steel  at 

5  cts. 

per  lb. 


Bridge 
ties  at 

12  ill. 


lu. 

$650  8  X  16 
10.50  8  X  16 
1.500  8X16 
2125  ;8  X  16 
3000  8  X  16 
4025  |8  X  16 
.5000  18  X  16 


Aver- 
age 
leiiKth 

..f  il.„,r 


It. 

30 
40 
50 
60 
70 
SO 
90 


""^"^       I       HtOCi 

">"'«'"       and 


'at«5 
per  ft. 


$1.50 

200 
2.50 
m) 
3.50 
400 
450 


floor 
i!yat«m. 


$S00 
12.50 
17.50 
2125 
:',3.50 
4125 
64.50 


P  or  quantities  in  abutmenu  and  piers,  see  pages  84,  86,  and  87. 
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Deck  and  Through  Trusses.  (Figs.  25  and  26.)  —  Deck  and 
through  lattice  truss  bridges  are  fabricated  from  plates,  angles, 
etc.,  and  shop  riveted  in  sections  for  different  members;  the 
trusses  are  usually  shop  riveted  and  shipped  in  one  or  two  lengths, 
the  frames,  bracing,  etc.,  being  field  riveted  to  them  during 
erection  at  the  site. 

The  deck  bridges  have  cross  brace  frames  at  every  panel  and 
longitudinal  bracing  top  and  bottom;  the  floor  is  placed  on  top 
of  the  main  girders  or  independent  floor  beams,  and  stringers 
are  inserted  on  which  the  floor  rests. 

The  through  bridges  have  floor  beams  every  panel  crosswise, 
with  stringers  running  lengthwise,  riveted  to  the  floor  beams. 
The  trusses  are  cross  braced  top  and  bottom  in  panels,  with 
heavy  portal  bracing  at  the  inclined  arms  of  each  end.  The 
floor  is  secured  to  the  steel  stringers  and  carries  the  rails  and 
guards. 

Deck  truss  bridges  are  used  when  there  is  ample  clearance,  and 
for  high  crossings,  where  it  would  not  be  economical  to  place 
smaller  spans. 

Through  bridges  are  used  when  the  clearance  is  limited,  and  at 
wide  crossings,  where  it  would  not  be  economical  to  place  shorter 
spans. 

Approximate  cost  and  weight  of  Deck  and  Through  Truss 
Bridges  are  given  in  Tables  52  and  53. 

Drawbridges.  (Fig.  27.)  —  Drawbridges  are  fabricated  and 
built  in  a  similar  manner  to  the  through  and  deck  truss  bridges 
already  described.  In  all  cases  it  is  necessary  to  provide  operat- 
ing mechanism  to  open  and  close,  lift  or  lower  the  same. 

They  are  used  for  crossing  navigable  water  or  canals. 

Approximate  cost  and  weight  of  a  few  drawbridges  are  given 
in  Table  54. 

Live  Load.  —  The  steel  bridges  and  trestles,  for  which  weights 
and  quantities  arc  given,  are  assumed  to  carry,  in  addition  to  the 
dead  load,  two  consolidated  engines  coupled  as  shown  in  diagram 
below,  followed  l\v  a  train  load  of  4000  pounds  per  fmeal  foot. 
Floor  consists  of  wood  ties,  spaced  and  proportioned  to  carry  the 
maximum  wheel  load,  distributed  over  3  ties,  the  outer  fiber 
stress  on  the  timber  not  to  exceed  1000  pounds  per  square  inch 
(without  impact). 
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Dead  Load. — For  calculating  strc.-^ses  the  timber  vNoight  is 
a.>^.-^uine.l  at  4i  pounds  per  foot  B.  M.,  and  the  weight  <>f  tMil>. 
spikes,  and  joints  at  100  pounds  per  lineal  foot  of  track. 
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T.VBLE  52. 


Fig.  25. ■    Deck  Lattice  Riveted  Trusses. 

.\PPROXIM.\TE    WEIGHT    .\XD   CCST   OF    STEEL    DECK    L.VTTICi; 
RR'ETED  TRUSS  BRIDGES   (SINGLE  TRACK). 


Width 
center 

to 
center 

of 
girders. 

Length 
overall. 

A. 

Base  of 
rail  to 
bridge 
seat. 

B. 

Depth 
center 

to 
center 

of 
chords. 

C. 

Total 
weight. 

Weight 
of  steel 
per  ft. 

of 
bridge. 

Cost  of 

steel  at 

Sets. 

per  lb. 

Bridge 

ties  at 

12-in. 

centers. 

Aver- 
age 
length 

of 
floor 
sys- 
tem. 

Cost 

of 
floor 
sys- 
tem 
atS5 
per  ft. 

Toul 
cost  of 

Hteel 

and 

floor 

system. 

Ft. 
9 

9 
16 
18 
20 

Ft. 
100 
125 
1.50 
175 
200 

Ft.  In- 
13  0 

16  0 

27  3 

28  6 
30  6 

Ft.  In. 
10  6 

13  0 
25  6 

28  0 
.30  0 

Lbs. 
1.50.000 
225.000 
315.000 
420,000 
540,000 

Lbs. 
1500 

ISOO 
2100 
2400 
27C0 

$7,.500 
11.2.30 
15,7.30 
21,000 
27,000 

In. 

8X14 
8X14 
8X  10 
8X  10 
8X10 

Ft. 
110 
1.35 
160 
1.85 
210 

$5.50 

675 

soo 

925 
1050 

$.8.0.50 
11.92.5 
10..5.50 
21.92.5 
28,a50 

Fig.  26.     Through  Lattice  Riveted  Trusses. 


T.\BLE  5.3.  —  APPROXnLATE  WEIGHT  A.VD  CO.ST  OF  .STEEL  THROUGH 
RnTTED  TRUSS   BRIDGES  (SINGLE  TR.\CK). 


For  quantities  in  abutments  and  piers,  see  pages  84,  M,  and  87. 


Length 
over  all. 

A. 

Base  of 

rail  to 

bridge 

seat. 

B. 

Depth 
center  to 
center  of 
chorda. 

Total 
weight. 

Weight 
of  steel 
per  ft. 

of 
brid-e. 

Cost  of 
steel  at 
5cts. 
per  lb. 

Bridge 

tie»  at 

12-in. 

centers. 

1  .   ..r. 

system. 

per  ft. 

■iy»U)tii. 

Ft. 

Ft.  In. 

Ft.  In. 

Lbs. 

Lbs. 

In. 

Ft. 

100 

6    0 

22  6 

1-80.000 

1800 

$9,000  *8  X  10 

110 

$.5.50 

$9,.5.50 

125 

6    6 

25  0 

262..500 

2100 

13.125  8X  10 

135 

675 

1.3.800 

150 

7    0 

27  6 

.360.000 

2iOO 

18.000  :8  X  10 

160 

800 

18,800 

175 

7    6 

30  0 

472.700 

2700 

23,6.3.5 

8X10 

18.5 

925 

24,560 

200 

8    0 

32  6 

600,000 

3000 

.30,000 

8X10 

210 

ia50 

31,050 
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WEIGHT  OF  STEEL  DRAWBRIDGES. 


H.  Deck 


m 


Fig.  27.     Half  Deck  and  Through  Drawbridges. 

TABLE  54.  —  APPROXIMATE    WEIGHT    AND    COST    OF    STEEL    DR.A.WBRIDGES 

(SINGLE  TRACK). 


(U 

> 

i 

0  m 

il 

J3 

II 

1^ 

^1 

"o  ^ 

o 
A. 

"o 

.s 

"  o 
•9  >- 

|l 

1 

■3:2 

'ST 
^1 

Is 

pa2 

bt  1^ 

u 

OS 

II 

Is 

li 

Ft.  In. 

Lbs. 

Lbs. 

In. 

Ft. 

70 

H.  deck  pi. 

12  7 

75,000 

1070 

$3,750 

8X  15 

70 

$420 

$4,170 

130 

Deck  pi. 

9  0 

216,000 

1670 

10,800 

8X  16 

130 

780 

11,580 

250 

Thro'  latt. 

18  6 

750,000 

3000 

37,500 

8X  10 

250 

1500 

39,000 

C.  p.  R.  BRIDGE  UNIT  STRESSES. 
Unit  Strains.  — 
Axial  tension  on  the  net  section 16,000 

Axial  compression  in  the  gross  section 16,000  —  70- 

Where  ''  1  "  is  the  length  of  the  member  in 
inches  and  "  r  "  is  the  least  radius  of 
gyration  in  inches. 

Bending,  on  the  extreme  fibers  on  rolled 
shapes  and  built-up  sections  and  girders, 
net  section 16,000 

On  the  extreme  fibers  of  pins 24,000 

Shearing. 

Shop  driven  rivets 11,000 

Field  driven  rivets  and  turned  bolts 8,000 

Plate  girder  webs,  gross  section 10,000 

Pins 12,000 

Bearing. 

Shop  driven  rivets 22,000 

Field  driven  rivets  and  turned  bolts 16,000 

Expansion  rollers  per  lineal  inch 600  X  d 

Where  "  d  "  is  the  diameter  of  the  roller  in 
inches. 

Masonry 400 


MIDDLE  ORDINATKS  oK   ("ruVEH. 


TABLE  55. —  MIDDLE  ORDLXATES  OF  CTHM'S  ()\   IJRIDGE  SPANS 


i 


i;:^ 


C.L.  of  Span  a? Base  of  Rail  «'"T 

"d"  I 


V.U,CES  OF  R. 


1°     il'30' 

2° 

2°  30' 

3°         3°  30' 

4° 

4°  30' 

5° 

5°  30' 

6° 
955.3 

6°  30' 

1 

5730       3820 

[ 

2865 

2292 

1910 

1637.1 

1432.0 

1273.6 

1146.3 

1042 

881.8 

A 

'alces 

OF  r. 

Span. 

■L  •• 

r 

1°30' 

2° 

2*' 30' 

3° 

3°  30' 

4° 

4°  30' 

5° 

5°  30' 

.;- 

c-  ■(( 

1' 
il 

20 

23  8 

i 

-ff 

A 

i 

/« 

iJ 

! 

'     " 

i 

30 
40 

33  8 
43  6 

}» 

i 

1 

■a 
u 

!!*    .     .. 

if- 

1  1 
2 

3 

50 

54  6 

■ 

Ift 

1} 

f 

2ft 

2^ 

34 

3i 

3i 

I'l* 

Jl' 

?f 

60 

66  0 

U 

Ui 

2ft 

3ft 

4 

4ft 

i>i 

5iJ 

ttft 

70 

75  6 

U 

21 

3 

3ii 

4| 

^f' 

6 

S!' 

8A 
10  I 

9 

9 

80 

86  0 

li 

2 

w 

3} 

9' 

7| 

7  J 

Hi 

! !) 

90 

97  8 

5 

8} 

10 

Hi 

1  i! 

1  3 

1  4 

100 
150 

103  5 
1.58  3 

2| 
6| 

4} 

51 

lU 

7 
1  4J 

8i 
1  7} 

9} 
1  11 

lift 
2    2} 

1  01 

2  5 

1  2 

2  8H 

1  3ft 
3  0{ 

1  Ml 

3  3} 

1  0 
3  6 

Bridge  and  Trestle  Guards.  —  It  is  usual  to  place  outer  and  inner 
guards  over  the  floors  of  all  deck  and  trestle  bridges.  A  very 
conunon  method  is  to  place  wooden  guards  of  6  in.  Ijy  0  in.  tiinbers 
on  the  outside  with  old  rails  on  the  inside  of  the  running  rails  as 
shown  in  Fig.  27a,  two  rails  being  used  for  deck  and  three  rails 
for  through  bridges  for  the  inner  guard.  The  outer  guarrl  is 
dapted  two  inches  between  floor  beams  to  prevent  bunching  of 


Ik. 
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BRIDGE  AND  TRESTLE  GUARDS. 


4^J^ 


■1-6" — *l*-l(>i^'Uj»10X^^- 1-6- 


.--J- 


ji  8"x  10"Tie  IS'O'lg. 

^^1 


i^^ 


i i 


DECK  TRUSS 


S  X  11  Tie  13  0  Ig. 


DECK  GIRDER 


JL 


-4  8)^- 


.L 


K^.-l^^UU-l'2%^Ui.--l-2X^-l-l^->i 

I     T      I       !       I 


8i  lO'Tie  is'o'jg. 


8  X  16  Tie  13  0  \g. 


THRO    BRIDGES 


HALF  DECK  BRIDGES 


Fig.  27a.     Bridge  and  Trestle  Guards. 


f^'x  12  Las  Screw 
A  /,   __     every  3rd  Tie 


Guard  Rftil  !^  =t  8  Lag  Screw 

v^         on  every  Tie 


^2  .  "~,,'?;„t  Ji  .-^^^^^^^ 


<^ 


5^'x  so'boU 

throiiKl'  Cap'' 
^-« 


k-;;- 


LJLiM 


-ii +- 


Cup  12  X  11  X  U 


Fig.  27b. 


lies  ill  case  of  a  derailment.  Another  method  is  shown  in  Fig.  27h. 
which  provides  an  outer  guard  only  consisting  of  old  rails  laid  on 
edge. 


HIGHWAY    BRIDGES.  l()ij 

HIGHWAY   BRIDGES. 

Street  Bridges  over  the  Railroad.  —  The  type  of  street  l)ri(ljj:c 
to  adopt,  will,  under  ordinary  conditions,  depend  on  the  distance 
available  between  tracks  for  the  introduction  of  intermediate 
supports,  the  width  of  the  street  and,  to  some  extent,  on  the  over- 
head allowable  clearance,  which  may  have  a  bearing  on  the  depth. 

Three  general  types  may  be  considered: 

1.  A  structure  with  one  span. 

2.  A  structure  with  three  or  more  spans  with  intermediate 
.-upports  but  no  support  between  tracks. 

3.  A  structure  with  two  or  more  spans  with  intermediate 
-upports  and  supports  between  tracks. 

The  usual  overhead  clearance  is  between  18'  and  22'  6". 
When  there  are  no  supports  between  tracks,  the  track  centers 
are  usually  13'  centers:  when  supports  are  introduced  between 
tracks.  17'  to  18'  between  tracks  are  necessary  for  proper  clearance. 

The  floor  should  be  of  minimum  thickness,  and  supports  between 
tracks  should,  where  possible,  be  avoided;  the  design  should  pro- 
vide for  additional  future  tracks  with  the  least  possible  alteration. 

The  deck  type  of  structure,  either  concrete  or  steel,  is  usually 
adopted  for  streets  with  narrow  roadways  and  short  spans,  not 
exceeding  three  tracks.  Streets  with  wide  roadways  and  long 
spans,  the  through  t3'pe  with  girders  projecting  above  the  road- 
vay,  will  be  necessary  and  reinforced  concrete  cannot  be  used  to 
advantage  but  a  combination  of  steel  and  concrete  can  be  used. 

For  narrow  roadways,  but  two  lines  of  girders  need  project 
above  or  below  the  roadway,  one  on  either  side  at  the  curbs  but 
for  wide  roadways  center  girders  may  also  be  required. 

Cost  of  Street  Bridges  over  the  Raikoad.  —  Comparative 
costs  of  street  bridges  over  the  railroad  for  track  depression  for 
60  and  66  ft.  streets  with  and  without  street  car  tracks  are  from 
estimates  by  C.  X.  Bainbridge.  Railway  tracks  are  13  ft.  cen- 
ers  where  there  are  no  intermediate  supports  and  18  ft.  when 
supports  come  between  tracks;  the  clearance  above  rail  is  20  ft. 

The  bridges  are  figured  for  a  24  ton  concentrated  load  on  two 
axles  10  ft.  centers  and  .5  ft.  gauge  and  two  40  ton  street  cars, 
with  1.50  lb.  per  sq.  ft.  on  the  portion  of  the  sidewalks  and  road- 
way not  occupied  by  the  concentrated  load  and  street  cars. 

Paving  and  sidewalks  off  the  bridge  have  been  figured  on  the 
basis  of  100  ft.  of  right  of  way. 


no 


COST  OF  HIGHWAY   BRIDGES. 


The  one-span  highway  bridges  illustrated  below  are  for  struc- 
tures spanning  two  or  three  railway  tracks  and  can  be  built  either 
in  steel  or  concrete,  type  E2  representing  the  steel  and  type  E3 
the  concrete  structures.  For  either  case  the  roadways  may  be  36  ft. 
with  12  ft.  sidewalks  or  44  ft.  with  11  ft.  sidewalks.  With  the 
steel  structures  the  depth  of  bridge  is  from  3  ft.  to  4  ft.  6  in.,  and 
for  concrete  from  3  ft.  6  in.  to  5  ft. 

The  estimated  costs  for  both  types  either  in  steel  or  concrete  are 
given  in  Table  56,  page  111. 


TABLE  56.  — HIGHWAY  BRIDGES. 

Over  2  railway  tracks  —  Type  E  2  —  steel  or  concrete. 
Over  3  railway  tracks  —  Type  E  3  —  steel  or  concrete. 


(•^Street  Grade 


-8  0-^ 


J 


-is'o^-H-^-s'o^ 


TYPE  E3 


HALF  SECTION 
Steel  Structure 
SoVUoadway 
eo'o'street 
for  T7pee  E2  &  E3 


HALF  SECTION 
Steel  Structure- 
li'O^Koudway 
Cti'o'street 
for  Types  Ea  &  E3 


HALF  SECTION 

Coucreto  Structure 

W.'o'Uoadway 

CuVstreet 

for  Types  KU  <&  E3 


HALF  SECTION 

Concrete  Structure 

44'u'Koadway 

66'0  Street 

for  Types  E2  &  O 


COST  OF  HIGHWAY   BRIDGES. 
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TABLE  56   (Con/tnu^i).  — HIGHWAY   BRIDGES. 
EsTiiHTEs  —  Steel  Bridges. 


Material. 


Tvpe  E  2. 
!    60' 0"  street. 
Unit  36'  0"  roadway 

cost,   

S 


Qiian- 
Uty. 


Cost, 

% 


T>-pe  E  2, 

66' 0    street, 

44'  0"  roadway 


T>-pe  E  3. 

60' 0    street, 

36'  0"  roadway. 


Quan- 
tity. 


Cost, 

S 


Quan- 
tity. 


Coet, 

S 


Type  E  3, 

66'  0    street. 

44'  0"  roadway. 


Quan- 
tity. 


Cost. 
S 


Structural  steel 

Cooc.  sidewalk  on  br. . 

Cone,  slab  on  br 

Reinf.  cone,  abut 

Eir.  for  abut 

Backfill 

Handrail 

Paving  on  br 

Paving  on  R.  of  W.  but 

off  bridge 

Sidewalk  on  R.  of  W. 

but  off  bridge 

Eng.  and  cont 

Totals 


0.031 
0  40 
20  00 
10.00 
1.00 
0.60 
1.50 
2.25 

3.25 

0.15 

20% 


60,000  lb. 
864  s.f. 

36  c.y. 
520  c.y. 
600  c.y. 
720  c.y. 

801.f. 
144  s.y. 

254  3.y. 

1436  8.f. 


1,950 
345 
720 

5,200 
600 
430 
120 
320 

825 

230 
2,160 


12.900 


90,000  lb. 
792  s.f. 
44  c.y. 
560  c.y. 
660  c.y. 
800  c.y. 
80l.f. 
174  s.y. 

312  8.y. 

1,408  s.f. 


2,920 
320 
880 

5,600 
660 
480 
120 
390 

1,030 


2,490 


95,000  1b 

1,180  s.f. 

49  c.y. 

520  c.y. 

600  c.y. 

720  c.y. 

105  l.f. 

196  s.y. 

204  8.y. 
l,220  8.f. 


15,100 


3.090  130.000  lb. 
470  1.078  s.f. 


980 
5.200 
600 
430 
160 
440 

665 

185 
2.480 


14.700 


60  c.y 
560  c.y 
660  c.y 
800  c.y 
105  l.f. 
240  s.y. 

250  s.y. 

1.122  8.f. 


4.220 
430 
1.200 
5.600 
660 
480 
160 
540 

810 

170 
2.830 
17.100 


Estimates  —  Concbete  Bhidges. 


Material. 


Cone,  floor  . . 

Reinf.  oonc.  abut 

Eic.  for  abut 

Backfill 

Paving  on  br 

P»ving  on  R.  of  W.  but 

off  bridge 

Sdewalk  on  R.  of  W. 

but  off  bridge 

Handrail 

Eng.  and  oont 

Totals 


Unit 
coet. 

S 


22.00 
10.00 
1.00 
0.60 
2.25 

3  25 

0.15 
2.25 
20% 


Tj-pe  E  2, 

60'  0"  street. 

36'  0"  roadway. 


Quan- 
tity. 


100  c.y. 
475  c.y. 
600  c.y. 
720  c.y. 
144  s.y. 

254  s.y. 

1.5-36  s.f. 
80  l.f. 


Cost. 

S 


2.200 

4.750 

600 

430 

315 

825 

230 

180 

1,860 


11,400 


T>-pe  E  2. 

66'  0"  street. 

44'  0"  roadway. 


Quan- 
tity. 


130  c.y.    2.860 
515  c.y..    5.150 


Cost, 

S 


660  c.y. 
800  c.y. 
174  s.y. 

312  s.y. 

1.406  R.f. 
80l.f. 


660 
480 
350 

1.030 

210 

180 

2.240 

1 13.200 


Tj-pe  E  3. 

60'  0"  street. 

36'  0"  roadway 


Quan- 
tity. 


165  c.y. 
475  c.y. 
600  c.y. 
720  c.y. 
180  s.y. 

220  s.y. 

1,320  .^.r. 
10.5  l.f 


Cost, 
S 


T>-pe  E  3. 

66'  0"  street. 

44'  0"  roadway. 


Quan- 
.tity. 


1,6301  190 

,750  515 

600  660 

430'  800 


405 


715 


220 


c.y. 
c.y. 
c.y. 
c.y. 
a.y. 


270  s-y. 

,  l.f. 


Cost, 

S 


4.180 

5.150 

660 

4ao 

900 

880 

180 

230 

2.440 


14,700 
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COST  OF  HIGHWAY   BRIDGES. 


One-span  highway  bridges  over  four  tracks  and  six  tracks  are 
illustrated  below,  using  either  two  or  three  girders  over  the  road- 
way. When  two  girders  are  used  the  depth  of  floor  steel  will 
be  4  ft.  for  a  60  ft.  street  and  4  ft.  6  in.  for  a  66  ft.  street.  Where 
three  girders  are  used  the  depth  will  be  3  ft.  for  the  60  ft. 
street  and  3  ft.  3  in.  for  the  66  ft.  street.  The  estimated  costs  for 
both  types  are  given  in  Table  57,  page  113. 


ONE-SPAN   HIGHWAY  BRIDGES. 
Over  4  railway  tracks  —  Type  E  4  —  Two  or  three  girder  spans. 
Over  6  railway  tracks  —  Type  E  6  —  Two  or  three  girder  spans. 


Low  Steel  -^ 
SECTION  OF  TWO  GIRDER  BRIDGE, 
36'o"rOADWAY  4  60'0"STREET, 
TYPE  E4  4  E6 


Low  Steel-^ 
SECTION  OF  TWO  GIRDER  BRIDGE, 
44'o"ROADWAY  4  66'o"STREET, 
TYPE  E4  &  E6 


Low  Steel  ^ 


SECTION  OF  THREE  GIRDER  BRIDGE, 

36'0"rOADWAY  4.  60'o"STREET, 

TYPE  E4  4  E6 


Low  Steel 
SECTION  OF  THREE  GIRDER  BRIDGE, 
44'o"BOADWAY  4  66'0"STREET, 
TYPE  E^  4  E6 


COST   OF    IIIOIIWA^     liiniHlKS. 


i:^ 


TABLE  57.  — TYPES  E4  .\XD  E  6.  STEEL  STUICTURKS  SP.\.\NING  FOUR  .\M) 
SIX  TR.\CKS  WITH   SINGLE   SP.\N. 


EsHMATES  E  4  TvrK. 


Material. 

Unit 

cost, 

S 

Type  E  4, 

2  girders, 

60'  0"  street, 

36'  0"  roadway. 

T>-pe  E  4, 

3  girders, 

60'  0"  street, 

36'  0"  roadway. 

Type  E  4, 

2  girders, 

66'  0"  street, 

44'  0"  roadway. 

Type  K  4, 

3  j:irdors, 

66'  0"  street, 

44'  0"  roadway. 

Quan-      Cost, 
tity.           $ 

Qua  I. 
tity. 

(Quan- 
tity. 

Cost, 
$ 

Quan- 
tity. 

C.-l, 

Structural  steel. . . . 

0.031 

166,0001b.    5,395 

127,000  lb. 

4,130 

238,000  lb. 

7,7:i.-. 

IMI.dlHI  11, 

.".,s..O 

Concrete   sidewalk 

0.40 

1,200  s.f.         480 

1,200  s.f. 

480 

1,080  s.f. 

430 

1,080  H.f. 

430 

Cone,  slabs  on  br. . . 

20  00 

67  c.y.     1,340 

74  c.y. 

1,480 

80  c.y. 

1,600 

85  c.y. 

1,700 

Reinf.  cone.  abut.. . 

10.00 

520  c.y.     5,200 

520  c.y. 

5,200 

560  c.y. 

5,600 

560  c.y. 

5.600 

Eic.  for  abut 

1.00 

600  c.y.        600 

600  c.y. 

600 

660  c.y. 

660 

660  c.y. 

660 

Backfill 

0  60 
1.50 
2.25 

720  c.y.        430 
130  l.L         200 

720  c.y. 
130  l.f. 
220  s.y. 

430 
200 
495 

800  c.y. 
130  l.f. 
295  s.y. 

480 
200 
665 

800  c.y. 
130  l.f. 
275  s.y. 

480 

200 

Paving  on  br 

240  s.y. 

540 

620 

Paving  on  R.  of  W. 

but  off  bridge 

3.25 

160  s.y. 

520 

160  s.y. 

520 

195  s.y. 

630 

195  s.y. 

630 

-idewalkon  R.ofW. 

but  off  bridge. .  . . 

0.15 

960  s.f. 

145 

960  s.f. 

145 

880  s.f. 

130 

880  s.f. 

130 

Kng.  and  cont 

20rc 

2,950 

2.720 

3,570 

3.300 

Totals 

17,800 

16,400 

21,700 

r'.iiiKi 

Estimates  E  6  Ttpe. 


Material. 

Unit 

cost, 

$ 

Tj-pe  E  6, 

2  girders, 

60'  0"  street, 

36'  0"  roadway. 

Type  E  6, 

3  girders, 

60'  0"  street, 

36'  0"  roadway. 

Type  E  6, 

2  girders, 

66'  0"  street, 

44'  0"  roadway. 

1'ypc  E  6. 

3  girders, 

66'  0"  street, 

44'  0"  roadway. 

Quan- 
tity. 

Cost. 
S 

Quan- 
tity. 

Cost. 
S 

Quan- 
tity. 

Cost, 
S 

Quan- 
tity. 

Cost, 

s 

.■^tmctural  steel 

Concrete   sidewalk 

on  bridge 

Concrete  slabs 

Reinf.  cone.  abut... 

Exc.  for  abut 

Backfill 

0.03i 

0.40 
20.00 
10.00 
1.00 
0  60 
1.50 
2.25 

3.25 

0.15 
20% 

300,000  lb. 

1,800  s.f. 
100  c.y. 
540  c.y. 
620  c.y. 
7.50  c.y. 
200  l.f. 
360  s.y. 

14  s.y. 

240  s.f. 

9,750 

720 
2,000 
5,400 
620 
450 
300 
810 

45 

35 
4,070 

240,000  lb. 

1,800  s.f. 
110  c.y. 
540  c.y. 
620  c.y. 
7.50  c.y. 
200  l.f. 
330  s.y. 

14  s.y. 

240  s.f. 

7,800 

720 
2,200 
5,400 
620 
4.50 
300 
740 

45 

35 
3.6?>0 

410,000  lb. 

1,584  s.f. 
117  c.y. 
580  c.y. 
680  c.y. 
8.30  c.y. 
200  l.f. 
430  s.y. 

59  s.y. 

528  8.f. 

13,:;-' 

6.30 
2.340 
5,800 
680 
500 
300 
970 

191 

79 
4,990 

l,.584H.f. 
124  c.y. 
.580  c.y. 
680  c.y. 
830  c.y. 
200  l.f. 
400  B.y. 

59  s.y. 

628  a.r. 

10..530 

630 

2,480 

5.800 

680 

.500 

Handrail 

300 

Paving  on  br 

Paving  on  R.ofW. 

but  off  bridge 

-:dewalkon  R.ofW. 

but  off  br 

Eng.  and  cont 

900 

191 

79 
4.410 

Totals 

24,200 

22,000 

29,800 

26,500 
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HIGHWAY  BRIDGES. 


Steel  highway  bridges  with  three  spans  with  intermediate 
supports  between  tracks  are  illustrated  below,  over  two,  four 
and  six  railway  tracks,  for  varying  conditions,  and  the  costs  of 
the  various  structures  are  given  in  Table  58,  page  115. 


HALF  ELEVATION,  6  TRACK  SCHEME  HALF  ELEVATION,  4  TRACK  SCHEME 

TYPES  F6  TYPES  F4 


CROSS-SECTION,  60'o"sTREET,  36'o"rOADWAY 
TYPES  F2  -  F4 


^^^^^^^^S^^J^^^^^^^^^^^^^S*! 


CROSS-SECTION,  66'o"sTREET,  44'o"ROADWAY 
TYPES  F8 


COST  OF   HIGHWAY    BRIDGES. 
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TABLE  58— TYPES  F  2.  4  AND  6.  STEEL  STRUCTLRES  SPANNING  TWO.  FOIR 
AND  SIX  TR.\CKS  WITH  THREE  SPANS. 

ESTIMATES,  Tma  F  2,  4  and  8. 


Material. 


Unit 
coet, 

S 


T>-pe  F  2, 

60'  0    street, 

36'  0"  roadway. 


Qua  El- 
tit  V. 


Cost. 

S 


Structural  steel 

CoDC.  sidewalk  on  br 

Cone,  slab 

Cone.  col.  footings 

Reinf .  cone,  abut 

Plain  cone,  abut 

Exc.  for  abut,  and  col.  footings. 

Backfill   

Paving  on  br.    ...      

Pa>-ing  on  R.  of  W.  but  off  br . 
Sidewalk  on  R.  of  W.  but  off  br. 

Handrail 

Eng.  and  eont. 

Totals 


0  03J 

0  40 
22  00 

8  00 
10.00 
7  00 

1  00 
0  60 
2.25 
3  25 
0  15 
1.50 

20% 


.0001b. 
,400  s.f. 
100  c.y. 
40  c.y. 

210  c.y. 
,100  c.y. 
500  c.y. 
380  s.y. 
20e.y. 
132  B.f. 
200  l.f. 


6,990 
960 

2,200 
320 

1,470 

1,100 

300 

855 

65 

20 

300 

2.920 


17,500 


Tvpe  F  2. 

66' b"  street. 
44'  0"  roadwnv. 


Type  K  4. 

60' 0"  street. 
!?6'  0"  mtidwnv. 


Quan- 
tity. 


315.000  lb.       10,240  215.000  lb. 
2,400  B.f. 
100  c.y. 
40  c.y. 
330  c.y. 


2,200  s.f. 

880 

165  c.y. 

3.630 

50  c.y. 

400 
1,610 

230  c.y. 

1.240  c.y. 

1.240 

550  c.y. 

330 

460  s.y. 

1  ,,;,, 

30  s.y. 

120  s.f. 

200  l.f. 

■M) 

3.920 


23,700 


1.380  c.y 
1,100  c.y 


200  l.f. 


2.200 

320 

3.300 


Material. 


Unit 

cost, 

$ 


Tj-pe  F  4, 

66' 0"  street, 

44'  0"  roadway. 


Quan- 
tity. 


Structural  steel 

Cone,  sidewalk  on  br 

Cone,  slab 

Cone.  col.  footings 

Reinf.  cone,  abut 

Plain  cone,  abut 

Exc.  for  abut,  and  eol.  footings. 

Backfill 

Paving  on  br 

Paving  on  R.  of  W.  but  off  br. . 
Sidewalk  on  R.  of  W.  but  off  br. 

Handrail 

Eng.  and  cont. 

Totals 


0  03} 

0  40 
22  00 

8.00 
10  00 
7.00 

1  00 
0.60 
2.25 
3.25 
0.15 
1  50 

20% 


315,000  lb. 

2,200  s.f. 

165  c.y. 

50  c.y. 

360  c.y. 

1,540  c.y. 
1,200  c.y. 

460  s.y. 
30  s.y. 

120  s.f. 

200  l.f. 


Coet, 
S 


10,240 
880 

3,630 
400 

3,600 

1,540 
720 

1,030 

100 

20 

300 

4440 


T\T3e  F  6. 

60'  0"  street, 

36'  0"  roadway. 


Quan- 
tity. 


27.000 


215,000  lb. 

2,400  s.f. 

100  c.y. 

40  c.y. 

474  c.y. 

730  c.y. 
1.380  c.y. 
380  s.y. 
20  s.y. 
132  s.f. 
200  l.f. 


Coet, 

S 


6.990 
960 

2,200 
320 

4.740 

730 

830 

855 

05 

20 

300 

3.-590 

21,600 


Type  F  6, 

66'0"=tr«>f, 


Quuu-        Cost, 
tity.  S 


315,000  lb.      10,240 

2,200  s.f.  880 

165  c.y.      3.5.10 


50  c.y. 
517  c.y. 

840  c.y. 
1,500  c.y. 
400  s.y. 
30  a.y. 
120  ■.(. 
200  l.f. 


400 
5,170 

840 
900 

1,030 

100 

20 

300 

i  r.'m 

■  J'XJ 
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HIGHWAY  BRIDGES. 


Concrete  highway  bridges  for  spans  with  intermediate  supports 
are  shown  below  for  two,  four  and  six  track  crossings  and  the 
estimated  cost  of  these  structures  are  given  in  Table  59,  page 
117. 


TYPE  F,  CONCRETE  STRUCTURES  SPANNING  TWO,  FOUR  AND  SIX  TRACKS 
WITH  THREE  SPANS. 


I I  I I 

ELEVATION  2  TRACK  SCHEME 
TYPES  F2 


^^1  r::y 


HALF  ELEVATION-6  TRACK  SCHEME          HALF  ELEVATION-4  TRACK  SCHEME 
, TYPES  F6                                                                 TYPES  F4 
-60  0^^ ; H    f* — 66'0^ r-*) 


Ij  [1  y  \riB^^  y  y  r 


Top  o^  tail^ 


'^^j^vi!iKiij^v/,\^±j»^^^,^^^;.vi.:.\^:^ 


CROSS  SECTION-60'o'STREET-36'o'ROADWAY         CROSS  SECTlON-66'o"STREET-44'o'  ROADWAY 
TYPES  F  TYPES  F 


COST  OF   HIGHWAY   BRIDGES. 
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TABLK  59.-TYPE  F.  CONCRETE   STRUCTUIIES   SPANNINC    TWO     MMn    wd 
SIX  TRACKS  WITH  THREE   SPANS 

EsnMATKS. 


Material. 


Concrete  Boor 

Concrete  col"*,  neat  work 

Concrete  col's,  footines 

Reinforced  concrete  abutments 

Plain  concrete  abutment 

Eic.  for  abut,  and  col.  footings. .  . . 

Backfill     ...     

Paving  on  bridee  

Paving  on  right  of  way  but  off  br. 
Sidenalk  on  right  of  way  but  off  br 

Handrail 

Engineering  and  contracting 

Totals 


Unit 
cost. 


$22.00 
23  00 


Tvpe  F  2, 

60' 0"  street. 

36'  0"  roadway. 


^^°-      Cost 
tity.       ^-'*^'- 


280  c.y. 
34    ■■ 


S  00 

60    •• 

10  00  :  

7.00  1  210  c.y. 

1.00    1200    •• 

0.60 

550    " 

2.25 

380  9.V. 

3.25 

20    •• 

0.15 

132  s.f. 

2.25 

200  l.f. 

20% 

S6,160 
780 
480 


Type  F  2, 

66' 0"  street. 

44'  0"  roadway. 


Quan- 
tity. 


360  c.v. 
40    •' 
74    " 


1.410    230  c.y. 

1.200Ll340    •• 

330j  600    " 

850;  460  s.v. 

60 1     30    •"■ 

20    120  s.f. 


450 
2.400 


$14,200 


200  l.f. 


Cost. 


S7.920 
920 
590 


1.610 

1.340 

36U 

1.040 

100 

20 

450 

2.850 

$17;206 


Type  F  4. 

60'  0''  street, 

36'  0"  roadway. 


Quan- 
tity. 


280  c.y. 
34    •• 
60    •• 

330    " 

1480  c.y. 
1100    •' 

380  s.v. 
20    '■' 

132  s.f. 

200  l.f. 


Cost. 


$6,160 

780 

480 

3.300 

1.480 

660 

850 

60 

20 

450 

2,860 


$17,100 


Material. 


Unit 
cost. 


Concrete  floor 

Concrete  col's,  neat  work 

Concrete  col's,  footings 

Reinforced  concrete  abutment 

Plain  concrete  abutment 

Exc.  for  abut,  and  col.  footings.  .  . . 

B«;kfill 

Paving  on  bridge 

Pa\nng  on  right  of  way  but  off  br. 
Sidewalk  on  right  of  way  but  off  br 

Handmil 

Engineering  and  contracting 

Totals 


$22.00 
23.00 

8.00 
10  00 

7.00 

1  00 
0  60 
2.25 
3  25 
0.15 

2  25 

20^; 


Type  F  4. 

66'  0"  street. 

44'  0"  roadway. 


Quan- 
tity. 


360  c.v. 
40    " 
74    " 

360    '• 

1640  c.y. 
1200  •• 

460  s.y. 
30    •• 

120  s.f. 

200  l.f. 


Cost. 


$7,920 

920 

590 

3,600 


Tvpe  F  6. 

60'  0"  .street. 

36'  0"  roadway. 


Quan- 
tity. 


280  c.y. 
34    " 
60    " 

474    " 


1,640  830  c.y. 

720,1380    " 

1.040:  380  s.y. 

100      20    •' 

20  132  s.f. 

450  200  l.f. 

3.400  


820.400, 


Cost. 


$6,160 

780 

480 

4,740 


830 
830 

850 
60 
20 

4.50 
3.0(Hl 

Sl.s,.'ou 


Type  F  6. 

66'  0"  street, 

44'  0"  roadway. 


Quan- 
tity. 


360  c.y. 
40    ■• 
74    " 

515    " 

940  c.y. 
1500  " 
460  s.y. 
30  " 
120  s.f. 
200  l.f. 


Coat. 


$7,920 

920 

590 

5,150 


940 

900 

1,040 

100 

20 

450 

3..570 

$21,600 


The  foregoing  designs  for  concrete  highway  bridges  are  of  a 
more  pleasing  character  than  the  preceding  structures  and  are 
vpr>-  suitable  for  residential  districts  in  towns  and  cities,  for 
grading  separation  work.  0\nng  to  the  high  cost  of  steel  this 
typo  of  structure  is  likely  to  be  very  much  more  economical  than 
a  combination  or  all  steel  design  at  the  present  time. 


118      COST  OF  STREET  BRIDGE  FOR  TRACK  DEPRESSION. 

Street  Bridge  for  Track  Depression,  M.  P.  Ry.  —  The  street 
bridge  over  the  Missouri  Pacific  Tracks  at  Arsenal  Street,  St. 
Louis,  is  shown,  Fig.  28. 

This  bridge  is  60  ft.  wide,  110  ft.  long  with  three  spans  of  31  ft. 
6  in.,  having  a  vertical  clearance  of  18  ft.  over  the  tracks  and  was 
designed  for  an  18  ton  roller  on  roadway  stringers;  a  16  ton  con- 
centrated wheel  load  on  roadway  slabs;  a  uniform  roadwaj'  load 
of  125  lb.  per  sq.  ft.;  a  uniform  sidewalk  load  of  100  lb.  per 
sq.  ft.;  and  a  50  ton  street  railway  cinder  car  on  track  stringers. 
Impact  30  per  cent.  The  unit  stresses  were  450  lb.  axial  comp. 
in  concrete;  650  lb.  flexure  comp.  in  concrete;  120  lb.  shear  in 
concrete;  16,000  lb.  tension  in  steel;  50  lb.  bond  in  plain  bars; 
120  lb.  bond  in  deformed  bars. 

Abutments  are  of  gravity  section  without  reinforcement,  ex- 
cepting in  the  portion  of  the  front  wall  back  of  the  bridge  seat. 

The  pier  bents  and  the  general  floor  system  are  of  reinforced 
concrete,  the  construction  of  which  is  shown  on  Fig.  29.  At  the 
abutments  all  stringers  are  furnished  with  cast  steel  shoes  and 
bed  plates.     Eng.  N^ews,  Vol.  75,  No.  9. 

APPROXIMATE  QUANTITIES  AND  COST. 

Span  lengths 31  ft.  6  in. 

Over  all  depth 3  ft.  8  in. 

Average  dead  weight 400  lb.  per  sq.  ft. 

Quantities  per  square  foot: 

Concrete  structural,  cu.  ft 2.00 

Reinforcement  in  slabs,  lb 4. 10 

"              "  long'I  stringers,  lb 7 .  50 

"              "  stirrups,  lb 2 .  55 

Earth  excavation 6,300  cu.  ft.  @  $0 .  06 ?378 

Rock  "         110  _"       @    0.30 33 

Concrete  Class  A 6,160     "       @    0.33 2,033 

"     B 11,560      •'       @    0.35 4,046 

"      C 360      "       @    0.90 324 

Steel  reinforcement 103,300  lbs.       ©0.025 2,583 

Steel  castings 3,860"  @0.07   270 

$9,667 

Cost  of  removing  old  structure,  etc 1,833 

$11,500 

Supervision  and  contingencies,  10  per  cent ^hl^ 

Total $12,650  or 

about  $1.85  per  sq.  ft. 


STEEL   BRIDGES. 
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Details  of  the  floor  system  are  shown,  page  120,   Fig.  2\K  in- 
cluding a  typical  arrangement  of  bearing  and  reinforcement. 


u. 


GI?' 


SECTIONAL  ELEVATION 


Tron  H»r  Ira!I 


Fig.  28.     Arsenal  St.  Bridge  at  St.  Louis. 
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STEEL  BRIDGES. 


The  floor  of  roadway  is  finished  with  3|  in.  wood  blocks  on  a 
^  in.  bed  of  sand  supported  on  the  concrete  base.  The  sidewalk 
is  of  3|  in.  concrete  reinforced  with  f  in.  round  bars;  the  fiUed 
portion  under  the  sidewalk  slab  is  composed  of  cinders. 


^3H  Wood  Elects 
[Concrete 


ncK 


typical  arrangement  of 
Bearing  and  reinforcement 


a  Mortal-  Bed  . 
_36i 
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Fig.  29.     Details  Arsenal  St.  Bridge  at  St.  L6uis. 


Other  highway  bridges  of  this  character  are  illustrated  on  page 
114  and  the  esthnatod  costs  of  same  are  given  in  Table  58. 
page  115.  Another  type  is  also  shown  on  page  121  as  built  oe 
the  T..  &  N.  Rv. 


CONCRETE  OM^RIIEAD   IMH  IM'.ES. 
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Concrete  Overhead  Bridges  on  the  L.  &  N.,  Fig.  30.  —  The 
structure  is  built  of  reinforced  concrete  providing  28  ft.  roadway 
and  two  6  ft.  sidewalks,  carried  on  four  bents  of  two  columns 
each,  the  three  spans  being  33  ft.  each  and  the  clearance  under 
the  bridge  to  rail  22  ft. 

The  bridge  is  designed  for  a  live  load  of  100  lb.  per  square 
foot  of  roadway  and  sidewalk,  or  a  35,000  lb.  road  roller  on  the 
roadway  and  100  lb.  per  square  foot  on  the  sidewalks.  The 
material  being  cla}--  the  footings  are  spread,  those  supporting 
the  end  bents  being  carried  down  4  ft.  below  the  ground  line  and 
those  under  the  intermediate  bents  6  ft. 

This  structure  required  28  tons  of  steel  and  250  culiic  yards  of 
concrete,  1:2:4  mixture.  The  approximate  average  cost  for 
estimating  for  the  bridge  only  is  S6000  or  about  SI. 50  per  square 
foot  taking  40  ft.  by  100  ft.  as  the  area  covered.  If  the  above 
liridge  had  to  carry  street  cars  the  cost  in  reinforced  concrete 
would  be  about  S8000. 


HALF  ELEVATION 


HALF  SECTION 
ON  C.  L. 


^.l    i=  u 

CR086  tECTION  OM  C.  U 


Fig.  30.     Concrete  Overhead  Bridge,  L.  &  X.  Ry. 


WOODEN   BRIDGES. 

Howe  Trusses.  —  While  timber  bridges  are  not  used  to  the 
same  extent  to-day  as  in  former  years,  there  are  still  some  places 
where  good  timber  is  abundant  and  cheap,  where  the  cost  of 
delivering  steel  would  be  high  and  the  probable  traffic  light. 

If  properly  detailed  with  moderate  spans,  any  strength  re- 
quired in  such  structures  can  be  developed  anfl  when  suitably 
protected  they  will  last  for  many  years  and  may,  under  certain 
conditions,  be  favorably  considered  both  for  railway  and  high- 
way traflBc. 
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WOODEN   BRIDGES. 


The  structure  is  usuall}'  built  with  a  large  excess  of  strength 
of  the  Howe  or  Towne  lattice  type. 

The  chords  and  braces  are  made  of  timber  and  the  vertical 
rods  of  steel  usually  upset,  with  cast-iron  blocks  at  the  angles  of 
braces,  which  are  bolted  or  doweled  into  the  main  members. 
The  best  class  of  timber  is  used  with  as  few  splices  as  possible. 

The  loads,  quantities,  and  weights  in  the  table  of  cost  are  from 
Johnson's  modern  frame  structures,  taken  from  the  Oregon 
Pacific  (A.  A.  Schenck,  chief  engineer)  and  published  in  the 
Engineering  News,  April  26,  1890.  The  live  load  assumed  was 
two  88-ton  engines  followed  by  a  train  load  of  3000  pounds  per 
foot. 

For  deck  bridges  add  20  per  cent  to  the  weight  of  the  timber 
and  deduct  20  per  cent  from  the  weight  of  the  wrought  iron. 

To  protect  the  chords  from  engine  sparks,  galvanized  iron  is 
often  used.  Sometimes  also  the  timbers  are  treated  by  a  chemi- 
cal process  to  prevent  or  retard  decay,  or  whitewashed  with  a 
fire-resistant  compound.  They  require  to  be  closely  inspected 
at  all  times. 


TABLE  60. 


APPROXIMATE  COST,  WEIGHTS  AND  QUANTITIES  FOR  HOWE 
TRUSS  BRIDGES. 


Estimated  quantities. 

Approx- 

Length 

Style  of 
truss. 

Height 
of 

truss. 

No.  of 
panels. 

Total  dead 

and  live 
load  per  ft. 

of 
span. 

Timber, 

Wrought 

Cast 

imate 

cost 

erected. 

ft.  B.  M. 

iron. 

iron. 

Ft. 

Ft. 

Lbs. 

Lbs. 

30 

Pony 

9 

4 

6000 

10,200 

2,200 

1.000 

S550 

40 

Pony 

11 

4 

5500 

13,400 

3.000 

1,300 

740 

50 

Pony 

11 

6 

5200 

19,100 

5,700 

2,900 

1170 

60 

Pony 

12 

6 

4900 

22,800 

6.800 

3,700 

1410 

70 

Pony 

13 

7 

4800 

30,000 

17,500 

8,300 

2480 

80 

Pony 

14 

8 

4800 

35,400 

22,000 

10,000 

,3010 

90 

Pony 

15 

9 

4800 

42,800 

28,700 

12,600 

3890 

90 

Through 

25 

8 

4800 

41,900 

33,100 

13,300 

4020 

100 

Tlirough 

25 

9 

4800 

48,900 

41,600 

14,300 

4S10 

110 

Through 

25 

10 

4800 

54,800 

48,200 

10, (XX) 

5290 

120 

Througli 

25 

11 

4800 

02,100 

56.900 

18,300 

G^m 

130 

Througli 

25 

12 

4700 

70.200 

67,300 

20,900 

7320 

140 

Through 

25 

13 

4700 

78,200 

73,900 

23,300 

8100 

150 

Through 

25 

14 

4700 

86,700 

87,300 

27,100 

9330 

Prices  itssumed:    Timber,  $35  per  M.  ft. 
iron,  4  cts.  per  pound  erected. 

Supervision  and  contingencies,  10%. 


H.  M.  erecte*!;   .steel,  5  cts.  per  pound  erected;   caat 
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CONNECTIONS  OF  END  VEMEEHS 

END  BRACES  IN  OUTER  WEB,  AND  DISTRIBUTION  OF  FLOOR  LOAD  ON  CHORD 
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B.  i&  M.  Wooden  Truss  Bridge,  Fig.  31. 

Loading.  —  The  span  is  proportioned  for  a  live  load,  consisting 
of  a  series  of  locomotives  with  25,000  lb.  on  each  of  three  axles 
and  a  44-ft.  wheelbase  for  engine  and  tender.  A  maximum  unit 
strain  of  1000  lb.  per  square  inch  in  tension  for  the  net  section 
and  700  lb.  in  compression  for  the  gross  section  is  allowed.  Floor 
beams  and  stringers  are  proportioned  for  a  maximum  fiber  stress 
of  1200  lb.  in  flexure.  A  maximum  shear  of  100  lb.  per  square 
inch  with  the  grain,  a  bearing  or  crushing  pressure  of  360  lb.  is 
allowed  under  bolt  washers.  Maximum  shear  on  the  oak  trenails 
is  computed  not  to  exceed  500  and  the  maximum  bearing  400  lb. 
per  square  inch. 

Trusses. — The  trusses  about  111^  ft.  long  and  26  ft.  deep 
over  all  and  17|  ft.  apart  on  centers  are  of  the  old  Towne  lattice 
girder  type. 

Web.  —  The  two  sets  of  web  members  alternate  with  the  three 
sets  of  horizontal  members  in  each  of  the  four  chords,  packed 
solidly  together  and  developing  double  shear  in  their  connections. 

The  web  members  are  made  with  single  full-length  3  X  12-in. 
planks  (planed  to  2|  in.)  inclined  in  both  directions  about  30 
deg.  from  the  vertical  and  connected  at  each  intersection  by  a 
pair  of  horizontal  oak  trenails  or  pins  2  in.  in  diameter,  turned 
to  a  driving  fit  in  bored  holes.  Parallel  diagonals  are  spaced 
about  4  ft.  apart  on  centers. 

Chords. —  The  chords  are  all  made  with  12-in.  pine  planks 
from  about  7  to  40  ft.  in  length.  Chord  No.  1  is  built  up  with 
six  4-in.  and  two  3-in.  pieces,  chords  2  and  3  are  each  built  up 
with  two  3-in.  and  four  2§-in.  and  chord  4  is  built  with  six  2^-in. 
pieces.  Care  is  taken  to  break  the  joints  as  widely  as  possible 
so  that  all  but  one  of  the  members  of  each  chord  are  continuous 
at  any  given  cross  section. 

The  chord  pieces  are  connected  together  and  to  the  diagonal 
or  lattice  pieces  with  four  2-in.  trenails  and  one  ^-in.  bolt  at  every 
intersection  of  the  latter. 

In  chord  1,  except  at  the  extreme  ends  where  the  very  short 
pieces  of  the  members  are  really  fillers  rather  than  tension  mem- 
bers, all  of  the  square  butt  joints  between  the  chord  planks  have 
steel  tension  splices. 

Each  joint  is  made  with  Iwo  vertical  3  X  i-in.  wrought  iron 
keys.     One  of  them  has  at  each  end  a  rounded  knob  to  receive 
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the  loop,  a  |-in.  U-bar  with  nuts  at  the  opposite  end  hearing  on  a 
5-in.  washer  plate  or  sacklle  engaging  the  other  gib  ami  scc-iired 
in  position  by  a  slot  in  the  wood  and  a  shoulder  on  the  f^ib. 

In  all  of  the  other  chords  these  splices  are  omitted  and  the 
adjacent  ends  of  the  timber  are  simply  butt-jointed.  They  are 
lapped  by  the  other  member  of  each  piece  which  serves  as  a  splice 
and  is  connected  to  them  at  frequent  intervals  by  the  stagKered 
horizontal  trenail  and  bolt  connection  to  the  diagonal  planks. 

At  each  end  of  the  span  two  6  X  12-in.  vertical  posts  are  bolted 
to  both  sides  of  the  truss  over  the  abutment  and  take  l)earing  on 
chords  1  and  4.  An  inclined  post  of  the  same  dimensions  reaches 
from  the  foot  of  one  of  them,  where  it  abuts  against  a  horizontal 
shoulder  piece,  to  the  top  chord  and  has  notched  shoulder  bear- 
ings in  both  top  and  bottom  chords.  The  ends  of  chord  1  have 
10  X  10-in.  sill  pieces  about  9  ft.  long  to  take  bearing  on  three 
10  X  12-in.  beams  on  each  abutment.  The  truss  is  framed  with 
a  camber  of  about  1  in.  per  25  ft.  of  span. 

Lateral  Bracing.  —  Top  lateral  bracing  is  provided  by.  a  Howe 
truss  in  the  horizontal  plane  of  chord  4which  is  made  with  6  X  6-in. 
diagonal  members,  halved  at  their  intersections  and  Ig-in.  trans- 
verse rods  and  6  X  10-in.  struts  at  panel  points.  The  bottom 
lateral  system  is  similar  except  that  the  diagonals  are  5  X  10  in., 
the  ties  are  1^  in.  in  diameter,  and  the  struts  are  omitted.  The 
top  transverse  struts  are  knee-braced  at  each  end  with  G  X  6-in. 
pieces  engaging  chord  3,  and  with  3  X  6-in.  ship  knees  securely 
bolted  and  keyed  at  the  portals. 

Floor.  —  The  track  is  carried  on  6  X  8-in.  ties,  12  ft.  long,  laid 
flat  14  in.  apart  on  centers  and  supported  by  a  10  X  10-in. 
stringer  under  each  rail  and  a  6  X  10-in.  side  stringer  at  each  end 
of  the  tie.  The  stringers  are  seated  on  10^  X  16-in.  floor  beams, 
21  ft.  long  and  26^  in.  apart  on  centers,  suspended  from  the  lower 
chords  by  a  li-in.  vertical  bolt  at  each  end.  The  nut  on  the 
upper  end  of  the  bolt  engages  a  transverse  wooden  block  bearing 
on  two  of  the  three  members  of  the  bottom  chord. 

Housing.  —  The  bridge  timber  is  protected  from  the  weather 
by  a  light  double  pitched  shingled  roof  supported  on  the  top 
chords  and  top  lateral  bracing  and  by  vertical  sheathing  furred 
out  from  the  outer  sides  of  the  trusses. 

Approximate  Cost.  — 100,000  ft.  B.  M.  timber  and  600  lb.  iron 
and  steel,  without  track,  about  $4000. 
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Timber  Trestles.  —  Timber  trestles  are  of  two  types,  pile  and 
frame,  and  are  used  principally  for  rapid  or  cheap  first-cost  con- 
struction, to  be  eventually  filled  or  replaced  by  permanent 
structures  at  some  future  date. 

The  structure  must  be  made  rigid  by  sway  bracing  the  bents 
crosswise  and  longitudinally,  to  withstand  the  pull  from  a  moving 
train,  or  the  thrust  when  brakes  are  applied.  Trestle  failures 
are  frequently  caused  by  insufficient  bracing.  Trestles  of  long 
lengths  should  have  fire  breaks;  that  is,  a  few  bents  at  varying 
intervals  should  be  filled  in  or  made  fireproof,  so  that  should  a 
fire  occur,  the  whole  trestle  will  not  be  destroyed. 

Frame  Trestles.  (Fig.  33.)  —  The  bents  are  made  of  square  i] 
timber  framed  together  and  braced,  the  economic  limit  of  height 
being  probably  100  feet.  The  foundation  may  be  piles  cut  off 
at  ground  level,  with  timber  sills  on  top  or  masonry  piers.  The 
structures  must  be  made  rigid  by  bracing  transversely  and  longi- 
tudinally throughout. 

Approximate  cost  and  quantities  are  given  in  Table  63. 

Pile  Trestles.  (Fig.  32.)  —  The  bents  are  formed  of  several 
piles  with  caps  and  sway  bracing,  the  floor  consisting  of  longi- 
tudinal stringers  with  cross  ties,  or  solid  plank  with  ballast  floor 
on  top. 

Owing  to  the  long  length  of  piles  required,  they  rarely  exceed 
30  feet  in  height. 

For  heights  over  10  feet  up  to  20  feet,  longitudinal  bracing 
should  be  inserted  at  least  every  fifth  panel;  over  25  feet  every 
alternative  panel  should  be  braced,  arranged  so  as  to  hold  the 
posts  midway  to  stiffen  them  as  columns. 

Approximate  cost  and  quantities  are  given  in  Tables  61 
and  62. 

Alaska  Central  Ry.  —  Cost  of  pile  trestles  were  remarkabh'  low 
on  account  of  a  large  portion  of  the  timber  being  cut  on  the  site. 

The  pile  trestles  were  built  with  four-pile  bents,  12-ft.  span, 
and  an  average  length  of  piles  of  22  ft.  The  floor  sj'stem  con- 
sisted of  six  8  X  14-in.  stringers  per  span,  with  7  X  8-in.  ties, 
10  ft.  long,  spaced  14  i/i.  c.  to  c,  and  guard  rails  5^  X  8  in. 
The  12  X  14-in.  caps  were  hewed,  and  they,  as  well  as  the  piles, 
were  cut  as  close  to  the  bridge  sites  as  possible  and  floated  to 
place.     The  sawed  tinil)er  was  furnished  by  the  company's  mill 
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at  Soward.  There  were  3514  lin.  fi.  .,i  iirsiU.  huilt  on  rcsidi-ncy 
Xo.  3.  at  a  cost  of  S6.40  per  lin.  ft.,  incluciing  the  cost  of  moving 
the  pile-driver  between  brid,t;;es. 
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Fig.  32 


Fig.  33. 
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COST  OF  TRESTLES. 


TABLE    61.  — PILE    TRESTLE:   SINGLE   TRACK     APPROXIMATE    QUANTITIES 
AND  COST  COMPLETE. 


(Bents  12-foot  centers.) 


Piles. 

Bracing  and  floor  system 

Height, 
bottom  of 
sill  to  top 

of  cap. 

No. 

per 
bent. 

Aver- 
age 
length 
each. 

Lineal 

ft.  per  ! 

ft.  of 

trestle. 

Cost  at 
.30  cts. 
per  ft. 

Ft. 
B.  M. 

per  ft. 

of 
trestle. 

Cost  at 
S3.5  per 

M.  ft. 

B.  M. 

Iron  per 

Un.  ft.  of 

trestle, 

lb. 

Cost  at 
6  cts. 
per  lb. 

Approxi- 
mate total 
cost  per 
Uneal  ft. 
of  trestle. 

5 
10 
15 
20 
25 
30 

4 

4 
4 
4 
5 
5 

20 
25 
30 
35 
40 
45 

7 
9 
10 
12 
17 
19 

S2.10 
2.70 
3.00 
3.60 
5.10 
5.70 

220 

230  1 

240 

250 

260 

270 

S7.70 
8.05 
8.40 
8.75 
9.10 
9.45 

20 
22 
24 
26 
28 
30 

SI.  20 

1.32 

1.44  ! 
1.56  1 
1.60 
1.80 

$11.00 

12.00 
12.84 
13.91 
15.88 
16.95 

Rails  and  fastenings  not  included. 

TABLE    62.  — PILE    TRESTLE:    SINGLE    TRACK.    'CFig.  32.)    APPROXIMATE 
QUANTITIES  AND  COST  COMPLETE. 

(Bents  15-foot  centers.) 

Piles. 

Bracing  and  floor  system. 

Height, 
bottom  of 
sill  to  top 

of  cap. 

No. 

per 

bent. 

Aver- 
age 
length 
each. 

Lineal 

ft.  per 

ft.  of 

trestle. 

Cost  at 
30  cts. 
per  ft. 

Ft. 
B.  M. 
per  ft. 

of 
trestle. 

Cost  at 
S35per 

M.  ft. 

B.  M. 

Iron  per 

lin.  ft.  of 

trestle, 

lb. 

Cost  at 
6  cts. 
per  lb. 

Approxi- 
mate total 
co^t  per 
lineal  ft. 
of  trestle. 

5 

10 
15 
20 
25 
30 

4 
4 

4 
4 
5 
5 

20 
25 
30 
35 
40 
45 

7 
9 
10 
12 
17 
19 

$2.10 
2.70 
3.00 
3.60 
5.10 
5.70 

200 
210 
220 
230 
240 
250 

$7.00 
7.35 
7.70 
8.05 
8.40 
8.75 

18 
20 
22 
24 
26 
28 

$(r«o 

1.00 
1.10 
1.20 
1.30 
1.40 

$10  00 
11.05 

11  80 

12  25 
14  SO 
15.85 

Rails  and  fastenings  not  included 
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T.VBLE  63. 


-FR.\3IE  TRESTLE:   SINGLE  TR.\CK.     (Fig.  33.)    .\PPROXIMATE 
QUANTITIES  AND  COST. 

Bents,  BiuaNGs.  Sills,  Caps,  Stringers,  \nd  Floor  Stbtem. 

(Bents  15-foot  centers.) 


Heutht,  b&se 

Ft.  B.  M.  per 

Cost  at  J35 

Iron  per  ft. 

Cost  at  5  cU. 
per  lb. 

Total  cost  per 

of  rail  to  bot- 

lineal ft.  of 

per  .M.  ft. 

of  trestle. 

lineal  ft.  of 

tom  of  sill. 

trestle. 

B.  M. 

lb. 

trestle. 

Ft. 

20 

300 

$10.50 

20 

$1   00 

Ill  50 

25 

350 

12.25 

20 

1  00 

13  50 

30 

400 

14.00 

20 

1.00 

15.00 

35 

450 

15  75 

22 

1   10 

16  85 

40 

500 

17.50 

24 

1  20 

17.70 

45 

550 

19.25 

26 

1  .30 

20  55 

50 

600 

21. 'JO 

2S 

1  40 

22  40 

55 

650 

•22  75 

.30 

1  .50 

24  25 

60 

700 

24.50 

32 

1.60 

26  10 

65 

750 

26  25 

.34 

1.70 

27  95 

70 

800 

•2s  00 

36 

1.80 

29.80 

75 

900 

31  .50 

3,8 

1.90 

33.40 

80 

9.50 

.33.2,5 

40 

2.00 

.35  25 

85 

1000 

.35  00 

42 

2  10 

37.10 

90 

10.50 

.36.75 

44 

2.20 

.38.95 

95 

1100 

38. 50 

46 

2.30 

40.80 

100 

11.50 

40.25 

48 

2.40 

i_>  •;.", 

Pile  foundation  extra.    Masonrj-  fotindation  extra. 
Rails  and  fastenings  not  included. 


Ballasted  Floors.  —  Where  on  account  of  (Jifficulty  of  obtaining 
a  goo(i  foundation  or  procuring  material  for  a  permanent  struc- 
ture except  at  a  prohibitive  cost,  the  use  of  wooden  trestle  bridge 
with  ballasted  floors  is  sometimes  the  best  alternative  between 
the  costlj'  permanent  structure  or  the  common  wooden  trestle 
with  open  deck. 

There  are  two  t}-pes  of  floor  construction  for  ballast  floor 
wooden  trestles  in  general  use,  one  having  the  stringers  placed  so 
as  to  form  a  solid  floor,  Fig.  .34,  and  the  other  having  the  stringers 
separated  and  covered  with  plank,  Figs.  .35  and  36. 

Usually  all  the  timbers  in  the  construction  of  the  ballast  flofjr 
are  treated  by  creosote  or  other  process. 

The  estimated  life  of  the.se  bridges  varies  from  twenty  to 
twenty-five  years  when  treated,   without  repairs  of  any  con- 
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-^6  f«- — T, — TT, 7  6- 

I     l6  x8  x8  0  Track  Tie 
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^^ 


5i  f^  X  22  Bolts 
^V  X  22  Drift  Bolts 


12  X  12  X  16  0 
Cap  Creosote 


Fig.  34.     BaUasted  Floor  Trestle,  H.  T.  &  S.  Fe.  Ry. 
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5^  X  29  Bolt 
Cast  Iron  Separator 

7  X  IC  Stringers [T 

10  Per  Panel 


-■^  c'x  E  X  28  U  Guard  Rail 
:n-3xS'xU'0"  Plank 
I    J'x  c'x  ll'O  Spiked  to 
nt'ers  with  ik,'l  6' 
Boat  Spikes 


Fig.  35.     Ballast  Floor  Tivstlc,  111.  Cent.  R.R. 
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PILE  AND  TRESTLE   BRIDGES. 


la^idsnoJ.M 


pwqva'  « -Sis  III, 


Fig  36  illustrates  the  ballasted  floor  for  pile  and  trestle  bridges 
as  adopted  liy  the  Union  Pacific  Railroad,  with  bents  15  ft.  cen- 
ters, six  piles  or  posts  to  the  bent. 


PILE  TRESTLE   BALLASTED   DECK.  1  :i3 

Ballasted-Deck  Pile  Trestle,  Kansas  City  S.  liij.  —  The  trestle 
design,  Fig.  3Ga,  is  a  good  example  of  modern  practice  in  thi.s 
type  of  structure,  described  in  Eng.  News,  Jan.  16,  1910. 
Bents  over  22  ft.  in  height  have  horizontal  sash  braces  11  ft. 
apart  with  swaybracing  between  them.  Upon  the  sash  braces 
are  bolted  girts  or  horizontal  longitudinal  timbers.  Diagonal 
longitudinal  braces  are  fitted  in  each  panel,  except  in  those  bot- 
tom panels  where  they  might  form  an  obstruction  to  the  free 
passage  of  drift. 

The  end  bent  has  five  piles,  and  l)ack  of  the  cap  and  stringers 
are  three  6  X  10-in.  header  planks  to  hold  the  end  of  the  roadbed. 
In  trestles  having  an  odd  number  of  panels,  one  end  panel  has  all 
its  stringers  15  ft.  long. 

The  caps  and  stringers  are  sized  to  12  X  13^  in.  and  S  X  l-')ij 
in.  before  creosoting.  The  treated  timbers  are  handled  so  as  to 
ob\'iate  cutting  as  far  as  possible,  but  where  they  have  been  cut 
in  framing,  the  fresh  surfaces  are  given  three  coats  of  hot  creosote 
oil.  Boltholes  bored  through  are  filled  with  the  oil,  and  the 
bolts  are  coated  with  creosote  before  being  placed.  If  the  hole 
is  not  used  it  is  closed  with  creosoted  plugs  (after  the  oil  filling). 
Where  spikes  are  removed,  the  holes  are  filled  with  oil  and  plugged 
in  the  same  way. 

The  ends  of  the  deck  stringers  are  lapped  on  the  caps,  except 
that  the  outside  stringers  are  fitted  together  over  alternate  caps. 
The  amount  of  gravel  required  for  ballast  is  about  0.233  cu.  yd. 
per  lin.  ft.  of  trestle. 

Concrete  trestles  are  of  two  types  —  one  having  concrete  pile 
bents  and  caps  and  the  other  having  thin  concrete  pifis  to  cury 
the  slabs  forming  the  spans,  Fig.  37. 

The  latter  type  of  construction  on  the  Kansas  City  Scjutlicrn 
Ry.,  near  Anderson,  Mo.,  is  shown.  The  bridge  has  eight  spans 
of  12|  ft.  in  the  clear  (between  piers),  with  a  headway  of  o  to  10 
ft.  It  carries  the  ordinary  ballasted  track  construction  and  the 
following  de.scription  on  page  135  is  from  the  Ernjiruering  Newa 
of  Feb.  3,  1916,  including  the  illustrations  on  page  136  showing 
the  structure  and  the  details  of  the  floor  slabs,  piers  and  abut- 
ments. 
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CONCRETE  TRESTLES.  135 

Piers  and  Abutments.  —  The  piers  are  of  reinforced  concrete,  30 
in.  thick,  with  broad  footings,  no  foundation  piles  being  used. 
The  concrete  is  proportioned  1:2:4,  and  the  reinforcement 
consists  of  square  twisted  bars  of  medium  openhearth  steel, 
arranged  as  shown.  The  abutments  are  of  open  box  form,  with 
end  wall,  bottom  and  side  walls  parallel  with  the  track.  They 
are  embedded  in  the  end  of  the  fill.  The  concrete  for  the  abut- 
ments is  proportioned  1:3:5  and  is  not  reinforced. 

The  top  of  each  pier  and  the  bridge  seat  of  each  abutment  have 
two  dowels  Ij  X  10  in.  which  enter  l|-in.  holes  in  the  slab  and 
prevent  the  latter  from  creeping.  The  tops  of  the  piers  and  the 
bridge  seats  of  the  abutments  are  finished  to  an  elevation  f  in, 
below  the  bottom  of  the  slabs.  When  the  slabs  are  being  set  in 
place,  this  space  is  filled  with  cement  mortar  and  a  zinc  plate 
^V  in.  thick  is  placed  between  the  mortar  joint  and  the  slab,  this 
plate  extending  over  the  full  area  of  the  bearing  surface. 

Concrete-slab  Superstructtire.  —  The  deck,  or  superstructure,  con- 
sists of  a  double  row  of  concrete  slabs,  which  are  cast  at  a 
convenient  place  and  set  in  position  by  derrick  cars  when  the 
piers  are  completed.  Each  slab  is  14^  ft.  long  and  7  ft.  wide, 
with  a  curb  wall  along  one  side,  so  that  the  two  slabs  form  a 
trough  to  contain  the  ballast.  The  minimum  thickness  is  23| 
in.,  at  the  inner  side,  where  grooves  in  the  faces  of  the  .slabs  form 
vertical  drain  holes. 

The  concrete  for  the  .slabs  is  mixed  1  :  2  :  4.  The  steel  re- 
inforcement consists  of  longitudinal  square  twisted  bars  (having 
the  ends  bent  as  shown),  with  transverse  bars,  and  vertical 
transverse  stirrups  looped  under  the  horizontal  bars.  For  hoist- 
ing, each  slab  has  two  stirrups,  or  shackles,  set  at  an  angle  of  60 
degrees,  the  top  of  the  concrete  having  a  pocket  around  the  pro- 
jecting loop. 

The  .slabs  are  set  with  their  ends  |  in.  apart,  the  spaces  being 
filled  with  asphaltum  or  some  bituminous  paving  composition. 
Each  slab  contains  85  cu.  yd.  of  concrete  and  1115  lb.  of  rein- 
forcing steel.  The  total  estimated  weitrhl.  inrlmlinL'  00  lb.  for 
the  hoisting  stirrups,  is  34,000  lb. 

Gravel  ballast  is  filled  to  a  depth  of  1'^  in.  below  liie  tops  of 
the  ties,  the  rails  being  above  the  level  of  the  curb  walls. 
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CONCRETE  TRESTLES. 
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CULVERTS. 
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CULVERTS. 

Culverts  are  used  for  conveying  small  streams  under  the  road- 
bed and  for  drainage  purposes.  Tile,  concrete,  corrugated  and 
cast-iron  pipes  are  principally  used,  including  masonry  and  tim- 
ber boxes  and  concrete  arches. 

When  pipes  are  used  locate  on  solid  ground  high  enough  1o 
clear  when  flow  ceases,  and  lay  on  a  uniform  grade  equal  to  that 
of  the  natural  ground,  with  a  camber  when  grade  is  le.ss  than  one 
per  cent  to  prevent  formation  of  pockets  by  settlement.  Pref- 
erably excavate  trench  to  fit  the  bottom  part;  otherwise  solidify 
by  tamping  and  compacting  carefully  around  the  culvert. 

Do  not  block,  wedge,  or  lay  in  water.  Place  all  sockets  up- 
grade and  begin  from  lower  end. 

When  two  or  more  are  used  side  by  side  keep  them  one  diam- 
eter apart. 

When  there  is  a  liability  to  scour,  end  walls  or  sheet  piling  is 
provided. 

When  pile  foundation  is  necessary  use  one  row  for  small  pipes 
and  two  rows  staggered,  for  24  inch  or  greater,  supporting  the 
entire  length  of  pipe.  Box  or  arch  culverts  are  piled  when 
necessary  under  the  main  walls. 

In  placing  concrete  pipe  culverts  under  earth  embankments 
over  30  ft.  high,  it  will  usually  he  found  most  economical  to  open 
up  a  trench  at  each  end,  to  a  depth  of  about  1.5  ft.  and  tunnel 
through  the  remaining  distance 

Estimating  Sizes  of  Pipe.  —  One-inch  rainfall  per  acre  gives 
approximately  24.000  gallons  per  hour,  or  400  gallons  per  minute. 
Not  more  than  50  per  cent  to  75  per  cent  will  reach  drain  within 
same  hour. 


.\PPR0XnL\TE  CARRYI.VG 

C.\P.ACITY  OF  PIPE.S. 

(Inches  fall  to  100  feet.) 

2  in. 

Sin. 

6  in. 

24  in. 

Galbns  discharged  p« 

minute. 

18 

inches . . . 

2,000       2,.500       3,.500 

4,.5O0 

5,000 

7,000 

S,.500 

24 

inches . . . 

4,.500        .5,.500        7..5fJ0 

O.OfX) 

10,.tOO 

lo.fXX) 

1H,(XX) 

30 

inches. . . 

8.000        9,50r)  i    13.o00 

lo.r/x) 

lO.fXlO 

2^i..VX) 

.32.. yx) 

36 

inches. . . 

12,500      15, .500  1   22,(m  , 

26,600  j 

31,fXX) 

43,. 500 

5.3,000 

Main 

s  allowance 

for  seveie  st 

orou,  which 

are  generally  of  abort 

duratioo. 
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TILE   PIPE   CULVERTS. 


Tile  Pipe  Culverts.     (Fig.  38.)  —  Tile  pipe  must  have  at  least 
4  feet  of  embankment  on  top. 

TABLE  64.  —  APPROXIMATE  COST. 


Inner 
diam. 

Min.  thick- 
ness shell. 

Min. 
length 
laid. 

Depth  of 
socket. 

Annular 
space. 

Weight  per 
lin.  ft. 

Approx. 
cost  per 

ft. 

Rip-rap  walls  for 

ends  when  re-' 

quired  (Fig.  381, 

cu.  yd. 

In. 
4 
6 

8 
10 
12 
15 
18 
20 
24 

In. 

s 

8 
3 

4 
7 
8 
1 

u 
n 

1! 

2 

In. 
24 

24 
30 
30 
30 
30 
30 
30 
30 

In. 
2 

2h 

2f 

21 

3 

3 

3i 

31 

4 

In. 

1 

2 
5 

8 
5 
8 

f 

f 

5 

8 
5 
8 

f 

Lb. 
10 

16 

25 

37 

45    . 

76 
118 
138 
190 

$0.10 

o.m 

0.22 
0.27 
0.46 
0.63 
1.10 
1.37 

8 

9 

10 

11 

12 

Excavating,  laying,  and  refilling  extra. 
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Concrete  Pipe.  —  The  great  expense  in  placing  concrete  pipes 
in  embankments  and  the  question  of  repairs  in  case  of  failure 
calls  for  some  discretion  in  their  use.  The  pipe  should  be  of  the 
best  quality,  very  dense  and  impervious  to  water  as  much  as 
possible;  any  veins  or  seams  that  will  pass  water  will  cause  dis- 
turbance later  when  laid. 

Careful  attention  must  be  given  the  foundation:  the  pipes 
l^efore  being  laid  should  be  carefully  examined  to  avoid  placing 
cracked  or  defective  ones  in  the  culvert.  End  walls  and  end  of 
pipes  should  be  carried  down  far  enough  to  be  protected  from 
frost.  In  laying  pipes,  where  a  solid  even  bed  could  not  be 
obtained,  old  2"  planks  have  been  used  to  provide  a  bed  and  old 
ties  where  the  foundation  is  soft. 

Concrete  pipe  may  fail  under  the  track  in  fills  under  6  ft.  high 
from  base  of  rail  to  top  of  pipe,  and  in  fills  over  14  ft.  high;  be- 
tween 6  ft.  and  14  ft.  the  concrete  pipe  is  satisfactory.  Triangu- 
lar concrete  pipe  seldom  fails,  and  should  be  used  in  shallow  fills 
inder  4^  ft.  from  top  of  pipe  to  base  of  rail,  or  cast  iron  pipe 
;;0uld  be  used. 

Where  the  waterway  is  large  and  two  pipes  may  be  necessary, 
driftwood  may  block  up  the  small  opening  at  the  inlet,  and  con- 
<rete  arch  culverts  in  such  cases  are  preferable. 

Double  pipes  are  sometimes  used  also  in  shallow  fills;  this  is 
not  recommended  as  a  rail  top  culvert  is  much  better. 

For  side  culverts  under  road  crossings,  tile  pipe  or  corrugated 
iron  pipes  are  less  expensive  than  concrete.  The  load  to  be 
carried  does  not  warrant  the  more  expensive  concrete  pipe. 

The  idea  of  hmiting  the  depth  of  concrete  pipe  is  that  in 
case  of  failure  pipes  can  be  more  readily  replaced  with  less  delay 
and  expense. 

In  hard  pan  where  boulders  appear,  it  may  be  necessary  to 
dress  off  and  level  up  with  grout  or  lean  concrete  so  as  to  make  a 
satisfactory  bed  if  it  will  co.st  less  than  removing  the  boulders, 
fining  and  tamping  up  so  as  to  avoid  future  settlement  especially 
under  heavy  fills.  If  the  depth  is  over  ten  feet  probably  an  arch, 
under  such  circumstances,  would  be  more  economical. 

Every  precaution  must  be  taken  to  prevent  the  working  of 
water  underneath  the  pipe  which  will  destroy  the  bed  and  allow 
the  pipe  to  settle. 
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COST  OF  CONCRETE  PIPE. 


TABLE  65.- 


■APPROXIMATE  COST  CONCRETE  PIPE  PER  LINEAL  FOOT. 
(Miicture :  1  cement,  2  sand,  and  3  broken  stone.) 


Inner 

Pipe 
lengths, 

Weight  in  lb.  at  130 
per  cu.  ft. 

Cu.  ft.  per 
lin.  ft. 

Thickness 
of  pipe. 

Approx. 

cost  per  lin. 

ft. 

Rip- rap 

for  end 

walls  when 

required 

extra, 
cu.  yds. 

pipe,  in. 

Per  lin.  ft. 

Per  length. 

18 

24 
30 
36 

3.0 
3.0 
2.6 
2.5 

150 
300 
430 
550 

450 

900 
1075 
1375 

1.15 
2.3 
3  3 
4.25 

2f 

03 
0^ 

$0.50 
1.00 
1.45 
1.90 

3 

4 
5 
6 

Excavating,  laying,  and  refilling  extra. 


BILL  OF  CUL\'ERT  PIPES  REQUIRED  FOR  DIFFERENT  HEIGHTS  OF 
EMBANKMENTS. 


24"! 

Ht.  from  base  of  rail  to  invert 

ft'lO" 

7'10" 

8'10" 

9'10" 

lO'lO" 

ll'lO" 

12'10" 

13'10" 

14'10" 

No.  lin.  ft.  of  culvert  pipe  req. 

30' 

33' 

3fi 

39' 

42' 

45' 

48' 

51' 

54' 

30"  j 

Ht.  from  base  of  rail  to  invert 

7'  4" 

8'  4" 

8 

'  4" 

10'  4" 

ir  4" 

12'  4" 

13'  4" 

14'  4" 

15'  4" 

No.  lin.  ft.  of  culvert  pipe  req. 

.30' 

32'  6" 

3S 

40' 

42'  6" 

45' 

47'  6" 

50' 

55' 

36"! 

Ht.  from  base  of  rail  to  invert 

8'  0" 

9'  0" 

10 

'  0" 

ir  0" 

12'  0" 

13'  0" 

14'  0" 

15'  0" 

16'  0" 

No.  lin.  ft.  of  culvert  pipe  req. 

30' 

32'  6" 

35 

40' 

42'  6" 

45' 

47'  6" 

50' 

55' 

24"! 

Ht.  from  base  of  rail  to  invert 

15'10' 

16'10" 

17'10" 

18'10" 

19'10" 

20'10" 

2ri0" 

22'10" 

No.  lin.  ft.  of  culvert  pipe  req. 

57' 

60' 

63' 

66' 

69' 

72' 

75' 

78' 

30" -j 

Ht.  from  base  of  rail  to  invert 

16'  4' 

17'  4" 

18'  4" 

19'  4" 

20'  4" 

21'  4" 

22'  4" 

23'  4" 

No.  lin.  ft.  of  culvert  pipe  req. 

57'  6' 

60' 

62'  6" 

65' 

67'  6" 

72'  6" 

75' 

77'  6" 

36"] 

Ht.  from  base  of  rail  to  invert 

17'  0' 

18'  0" 

19'  0" 

20'  0" 

21'  0" 

22'  0" 

23'  0" 

24'  0" 

No.  lin.  ft.  of  culvert  pipe  req. 

57'  6' 

60' 

62'  6" 

65' 

70' 

72'  6" 

75' 

77'  6" 

24"! 

Ht.  from  base  of  rail  to  invert 

23'10' 

24'10" 

25'10" 

26'10" 

27'10" 

28'10" 

29'10" 

30'10" 

No.  lin.  ft.  of  culvert  pipe  req. 

81' 

84' 

87' 

90' 

93' 

96' 

99' 

102' 

30"  -I 

Ht.  from  base  of  rail  to  invert 

24'  4' 

25'  4" 

26'  4" 

27'  4" 

28'  4" 

29'  4" 

30'  4" 

No.  lin.  ft.  of  culvert  pipe  req. 

80' 

82'  6" 

87'  5" 

90' 

92'  6" 

95' 

97'  6" 

36"! 

Ht.  from  ba.<=e  of  rail  to  mvert 

25'  0' 

26'  0" 

27'  0" 

28'  0" 

29'  0" 

30'  0" 

No.  lin.  ft.  of  culvert  pipe  req. 

80' 

85' 

87'  6" 

90' 

92'  6'' 

95' 

MATERIAL  REQUIRED  FOR  MORTAR  FOR  100  JOINTS  OF  PIPE. 

For  24"  diam.  is  required  3  bbl.  cement  and  0.4  cu.  yd.  sand. 
For  30"  diani.  is  required  4  bbl.  cement  and  0.5  cu.  yd.  sand. 
For  30"  diain.  i.s  required  G  bbl.  eenient  and  0.75  cu.  yd.  .sand. 


BILL  OF   RIP-RAP  AT  TWO  ENDS. 

For  24"  |)ii)e  is  required  4  cu.  yd. 
For  30"  pipe  is  required  5  cu.  yd. 
For  30"  pipe  is  required  6  cu.  yd. 
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TRIANGULAR  CONCRETE  PIPE. 
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l^'e^i's^i 


36  CONCRETE  CULVERT 
SECTION 


Hg.  39.     C.  P.  R.  Standard  Concrete  Pipe. 

ffj^jT)/  Triangular  concrete  pipes  are  to  be 

\y«ismimum  usecl  whcn  the  depth  of  cover  is  less 
than  4  ft.  6  in.,  and  generally  depth 
should  not  be  less  than  1  ft.  6  in. 

In  special  case.s,  however,  the  pipe 
may  be  brought  closer  to  the  rail,  with 
the  arrangement  of  ties  shown. 


ARRANGEMENT  OF  TIES 
When  depth  uf  cover  U  leu  than  1  8 


Fig.  40.     C.  P.  R.  Triangular  Concrete  Pipe. 
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CAST-IRON  CULVERTS. 


TABLE  66. 
Comparative  Cost  of  Installing  Three  Types  of  Culverts.    4J'  Top  op  C.  to  B.  of  R. 


Items. 


Supporting  track 

Excavation  and  backfill 
Culvert  material 


Handling,  lajdng,  store 
charges  and  hardware 

End  walls 

Rip-rap  and  paving 

Contingencies 

Total  cost 


24  tri.  con.  pipe. 


45  cu.  yds. 
32  lin.  ft. 


3  cu.  yds. 


SI.  00 
1.00 


24-in.  cast-iron  pipe.     1 



SI  00 
.38.00 
per  T. 

S55 
40 
171 

38 

29 

40  cu.  yds. 
36  lin.  ft. 

S330 

2  ft.  X  2  ft.  wood  box. 


60  cu.  yds. 
4000  F.  B.  M. 
(S25  M.) 


60 
I'OO 


25 

8280 


Comparative  Cost  of  Installing  Three  Ttpes  of  Culverts.    20'  Top  of  C.  to  B.  of  R. 


Items. 


Supporting  track 

Excavation  and  backfill 
Culvert  material 


Handling,  laying,  store 
charges  and  hardware 

End  walls 

Rip-rap  and  paving 

Contingencies 

Total  cost 


30  in.  con.  pipe. 


225  cu.  yds. 
80  lin.  ft. 


5  cu.  yds. 


$1.00 
1  45 


S150 
225 
116 


30-in.  cast-iron  pipe. 


220  cu.  yds. 
84  lin.  ft. 


SI.  00 
38.00 
per  T. 


S150 
220 
513 


92 


$1050 


2  ft.  X  4  ft.  wood  box. 


250  cu.  yds. 

11,000  F.  B.  M 

(S25  M.) 


|$150 
250 
280 


_70 
S840 


Cast-iron  Pipe  Culverts.  —  Cast-iron  pipe  must  have  at  least 
10  feet  of  embankment  and  preferably  not  over  25  feet. 


TABLE 

67.  —  APPROXIMATE 

WEIGHT  OF 

LEAD 

AND   YARN  PER  JOINT. 

Diam. 

3  in. 

4  in. 

6  in. 

Sin. 

10  in. 

12  in. 

14  in. 

16  in.       20  in. 

24  in. 

Lbs. 

Lead. . . 
Yarn... 

7.25 
0.11 

8.75 
0.12 

11.75 
0.19 

15 
0.25 

18 

0.30 

21.5 

0.35 

33 
0.40 

37.25   41.5 
0.45'     0.6 

53.5 

0.68 

TABLE 


CAST-IRON  PIPE,  APPROXIMATE  COST,  ETC.    Bell  and  spigot  joint. 


Length  o 

pipe. 

Weight 

n  lbs.  per 

Thickness 
of  pipe. 

Cost  per  ft. 

at  S35  per 

ton. 

Rip-rap  for 
enil  walls 

when 
required. 
(Fig.  38.) 

Size  inner 
diam.  pipe. 

Over  all. 

Laid. 

Ft.  laid. 

Length. 

In. 
4 

6 
8 
•    10 
12 
14 
16 
18 
20 
24 

Ft.    In. 

12    4 
12    4 
12    4 
12    4 
12    4 
12    5 
12    5 
12    5 
12    5 
12    5 

Ft. 
12 
12 
12 
12 
12 
12 
12 
12 
12 
12 

22 

36 

53 

73 

95 

119 

147 

176 

208 

282 

264 

432 

636 

876 

1140 

1428 

1764 

2112 

2496 

3384 

In. 

If 

II 
H 

1 

SO.  39 
0.63 
0.93 
1.28 
1.66 
2.00 
2.57 
3.08 
3.64 
4.93 

Cu.  yds. 

"s" 

9 
10 
11 
12 

CEDAR   BOX   CUL\'ERTS. 
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Cedar  Box  Culverts.  (Fig.  41.)  —  To  be  used  only  whon  pipe 
or  concrete  culverts  cannot  be  placed  economically.  In  sand 
eubankments  use  side  frames  as  shown  in  dotted  lines. 

TABLE  69.  — APPROXIMATE  COST,  ETC. 


Ft. 

Pavinjt, 

Cost  at 

Iron, 

Coot  at 

Approx. 

Mie. 

Kind. 

B.M. 

$30  per  M. 

sq.  \i\. 

S-  per 

lbs. 

Sets. 

cost  per  ft. 

per  ft. 

pt" 

.vd. 

per  ft. 

per  lb. 

complete. 

Ft. 

Cts. 

2X4 

Single 

90 

$2.70 

0  5 

-SI.  00 

0 

30 

$4  00 

2X4 

Double 

150 

4.50 

1.0 

2.00 

10 

50 

7.00 

4   <  4 

Single 

175 

5.25 

0  5 

1.00 

15 

75 

7.00 

4    <  4 

Double 

275 

8.25 

1.0 

2.00 

20 

1.^0 

11  25 

Sheet  pile  at  ends  when  scouring  is  likely  to  oc< 
Excavating  and  refilling  extra. 


DOUBLE  BOX 


','-Drift  iBolU 


rt=a— -QTi 


SINGLE  BOX 


Fig.  41.     Wood  Box  Culverts. 
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STONE  BOX  CULVERTS. 


LONGITUDINAL  SECTION 

Fig.  42.     Stone  Box  Culverts. 


TABLE  70.  — APPROXIMATE  COST.  ETC. 
Materi.\l:  Rubble  M.\so.vRy,  in  Cement  Mort.\r. 


Body. 

Paving. 

Total 

cost 

per  lin. 

ft. 

Add  for  2  end  wing  walls. 

Size. 

Cu. 
yd. 

per  lin. 
ft. 

Co.st  at 
SSper 
cu.  yd. 

^3: 

per  lin. 
ft. 

Cost  at 
$1.50. 

Cu. 
yds. 

Cost  at 
$8. 

Rip- 
rap, cu. 
yds. 

Cost  at 

$2  per 

yd. 

Total 
co.st  for 
2  end 
vails, 
etc. 

Ft. 

3X3 
3X4 
4X4 
4X5 
5X5 
5X6 

1.10 

1.50 

1.75 

2.0 

2.25 

2.5 

$8.80 
12.00 
14.00 
16.00 
18.00 
20.00 

0.30 
0.30 
0.40 
0.50 
0.50 
0  60 

Cts. 
45 

45 
60 
75 
75 
90 

$9.25 
12.45 
14.60 
16.75 
18,75 
20.90 

7 
12 
12 
19 
19 
27 

$56.00 
96  00 

96  (K) 

152  on 

152  00 
216  00 

8.00 
9  00 
10.00 
12.00 
12.00 
14.00 
* 

$24.00 

27.50 
30.00 
36.00 
36.00 
42.00 

$88.00 
123.00 
126  00 
ISS.OO 
ISS.OO 
25S.00 

Excavating  and  re6lling  extra. 


RAIL  CONXRETE  CULVERTS. 
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Rail  Concrete  Culverts.  —  For  permanent  structures  where 
there  is  insufficient  head-room  for  culvert  pipes  or  concrete  arch 
culverts,  rail  concrete  culverts  are  used.     Figs.  43,  44,  45  and  40. 

The  spans  given  are  from  4  to  10  feet,  the  arrangement  con- 
sisting of  concrete  retaining  walls,  sloped  with  the  bank,  with 
concrete  reinforced  floor  over,  10  to  12  inches  thick,  the  rein- 
forcement being  old  rails  embedded  in  the  concrete  at  about  12- 
inch  centers.  The  floor  is  paved  with  field  stones,  and  the  ends 
of  walls  rip-rapped  when  necessarj',  or  concrete  is  used  for  floor 
and  end  walls,  either  plain  or  reinforced. 
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B  =  l^A 


8  FT.  CULVERT 

Fig.  45. 


B~1KA 


.  10  FT.  CULVERT 

Fig.  46. 

Single-rail  Concrete  Culverts.  —  These  culverts  to  be  used  only 
where  there  is  insufficient  head  room  for  culvert  pipes  or  con- 
crete arch  culverts. 

The  culverts  should  not  be  loaded  before  the  concrete  has  set, 
the  minimum  time  allowed  being  two  weeks. 

The  quantity  and  arrangement  of  rip-rap  at  ends  may  be  modi- 
fied by  the  division  engineer  to  suit  the  varj'ing  conditions  of  the 
ground. 

The  ingredients  for  concrete  will  consist  of  one  part  Portland 
cement,  three  parts  of  clean  sharp  sanil  and  five  parts  broken 
stone. 

Rails  shown  are  50  11).  scrap  rails,  but  any  heavier  suitable 
section  may  be  used. 
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Single-Rail  Concrete  Culverts  (Figs.  43,  44,  45  and  40). 

TABLE   71. —  BILL  OF  M.-^TERLAL. 


4-lt.  culvert. 

6fl.  culvert. 

H. 

Con- 
crete. 

Old  scrap  rails  at 
56  1b. 

ReiDrorcing 
bars. 

H. 

in 
ft. 

Con- 
crete. 

Old  .scrap  rails  at 
561b. 

Heiii(orc- 
ing  bura. 

ID 
ft. 

No. 

Lgth. 

Wt.in 
lb. 

No. 

Wt.  in 
lb. 

No. 

L'gth. 

Wt.  in 
lb. 

No. 

Wt. 
in  lb. 

Cu.  yd. 

Ft.  In. 

Cu.  yd. 

Ft.  In. 

,:,,{ 

16 
2 

6    6 
22    0 

•  2760 

21 

160 

2 

20  8-; 

16 
2 

8    6 
22    0 

>3360 

21 

220 

3 

.sj 

16 
2 

6    6 
25    0 

>2880 

23 

170 

3 

25. 8J 

16 
2 

8    6 
25    0 

>  348!) 

23 

240 

4 

28  3  1 

16 
2 

6    6 
28    0 

jsooo 

25 

190 

4 

31. sj 

16 
2 

16 

u; 
4 

8    6 
28    0 
S    6 
;i    0 
S    6 
19    0 

1'  3600 
[3720 
■3980 

25 
27 
29 

260 
280 
300 

8-ft.  culvert. 

10-ft.  culvert. 

H. 

Con- 
crete. 

Old  scrap  rails  at 
56  1b. 

Reinforc- 
ing bars. 

H. 
in 
ft. 

Con- 
crete. 

Old 

scrap  rail.s  at 
561b. 

Reinforc- 
ing bars. 

ft. 

No. 

L'g;th. 

Wt.  in 
lb. 

No. 

Wt.  in 
lb. 

No. 

L'gth. 

Wi    i.. 

!■ 

Ut 

Cu.  yd. 

Ft.  In. 

Cu.  yd. 

Ft.  In. 

3 

30.0  1 

16 
2 

10    6 
22    0 

[396O 

21 

280 

4 

41.2  1 

16 
2 

12    6 
25    0 

[4700 

23 

380 

4 

36.5] 

16 
2 

10    6 
25    0 

|4070 

23 

310 

5 

48.7  1 

16 

2 

12    6 
28    0 

MSOO 

25 

410 

5 

43.3 

16 
2 

10    6 

28    0 

[4200 

25 

340 

6 

56.6  1 

19 
2 

12    6 
31    0 

[4900 

27 

450 

6 

50  o| 

16 
2 

10    6 
31    0 

[4320 

27 

370 

' 

64,8  j 

16 
4 

12    6 
19    0 

[5150 

29 

480 

7 

57.6  1 

16 
4 

10    6 
19    0 

[4520 

29 

390 

8 

73.4  -I 

16 
4 

12    6 
21    6 

[5350 

31 

510 

8 

6«.o| 

16 
4 

10    6 
21    6 

M750 

31 

420 

9 

82.4  1 

16 
4 

12    6 
23    0 

[5450 

33 

550 

10 

92.2  1 

16 
4 

12    6 

24    « 

•  .5.5.50 

35 

580 

H  =  the  clear  height  of  the  culvert  on  the  center  line;  for 
example,  for  the  8-ft.  culvert  shown,  Fig.  45,  the  height  i.s  3  ft. 
and  the  quantities  for  thi.s  height  from  Table  71  are  as  follows: 

30  cu.  yds.  concrete. 
3900  lbs.  old  .scrap  rail. 
280  lbs.  reinforcing  bars. 
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Double-Rail  Concrete  Culverts.  —  These  double  culverts  are 

to  be  used  where  the  headway  is  too  limited  for  a  single  span,  and 
where  there  is  no  objection  to  a  center  wall.     (Figs.  47  and  48.) 

The  culvert  should  not  be  loaded  before  the  concrete  has  set, 
the  minimum  time  allowed  being  two  weeks. 

The  quantity  and  arrangement  of  rip-rap  at  ends  may  be 
modified  by  the  division  engineer  to  suit  the  varying  conditions 
of  the  ground. 

'The  ingredients  for  concrete  will  consist  of  1  part  Portland 
cement,  three  parts  of  clean  sharp  sand,  and  five  parts  broken 
stone.     (1:3:  5.) 

Rails  shown  are  56-lb.  scrap  rails,  but  any  heavier  suitable 
section  may  be  used. 


,2" 


I'u'/l'o'        I  I's'  I  I* 

I    '    !  Base  of  RmI  |      !    I  ] 


P~3^^^^~^5^>t. 


T^f  Slope 'U  ln~r-J      I'-N    S 


L.J 
8  FT.    DOUBLE   CULVERT 

Fig.  47. 

BILL  OF  MATERL\L. 


g  Sheet  Filing  U  Keoeuai7  J 


Ft.  Dottble  Culvert,  Fig.  47. 


Concrete, 
cu.  yds. 

Old  scrap  rails. 

Number. 

Length.                      Weight,  lbs. 

3 

56.2 

33 

2 

1 

20'  6"                        ' 

22'  0"              13,880 
21'  6" 

•t 

65.9 

34 
2 
1 

20'  6" 

25'  0"             14,340 
21'  6" 

5 

75.8 

36 
2 
1 

20'  6" 

28'  0" 
21'  6" 

15.230 

6 

85.6 

37 
2 
1 

20'  6" 

31'  0" 
21'  6" 

15.7.36 

7 

96.4 

39 
4 

1 

20'  6" 

19'  0" 
21' 6" 

16,744 

S 

107.9 

40                       20'  6" 

5                             21'  6" 

17,290 
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10  FT.  DOUBLE  CULVERT 

Fig.  48. 
C.  P.  R.  Standard  Concrete  Rail  Culverts. 


BILL  OF  M.\TERL\L. 
10  Ft.  Double  Ccxvert,  Fig.  48. 


Old  scrap  raib. 

Height  in  ft. 

cu.  yds. 

Xumber. 

Length. 

Weight,  lb. 

4 

75.2 

34 
2 
1 

24'  6" 

25'  0" 
21'  6" 

16,8.56 

.) 

86.2 

36 
2 

1 

24'  6" 

2S'  0" 
21' 6"^ 

17,920 

6 

97.5 

37 
2 

1 

24'  6" 

31'  0" 
21' 6" 

18,480 

t 

109.1 

39 
4 
1 

24' 6" 

19'  0" 
21'  6"  1 

19,a56 

S 

121.1 

40 
5 

24' 6" 

21' 6" 

20,272 

1 
9          i       1.33.5 

42 

4 

1 

24' 6" 

23'  0" 
21'  6" 

21,336 

10 

146.7 

47 

1 

24'  6" 

21' G" 

21,896 

Height  in  feet  refers  to  the  clear  opening  of  the  culvert  on  the 
center  line,  for  example,  Fig.  47,  for  the  8-ft.  double  culvert  the 
height  is  3  ft.  and  the  quantities  from  the  table  are  as  follows: 

56.2  cu.  yds.  concrete. 
13,880  lbs.  old  scrap  rail. 
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Reinforced  Concrete  Box  Culverts.  (Fig.  49.)  —  Double  box 
culverts  are  used  in  all  cases  where  the  span  is  equal  to  or  greater 
than  twice  the  height;  the  use  of  single  box  culverts  beyond  these 
proportions  materially  increases  the  cost. 

The  top  and  bottom  slabs  are  made  the  same,  thickness  \yith 
transverse  reinforcement  near  the  inner  face  and  longitudinal 
shrinkage  rods  |-inch  diameter  spaced  at  2-foot  centers,  just 
above  and  below  the  transverse  bars.  The  side  walls  are  rein- 
forced in  a  similar  manner  near  the  inner  face.  Forty-five  de- 
gree fillets  are  placed  at  all  corners.  The  bottom  slab  extends 
for  a  distance  equivalent  to  one-half  of  the  height  at  each  end 
and  terminates  in  a  baffle  wall  1  foot  thick  and  extending  at  least 
3  feet  below  the  bottom  of  slab  at  the  downstream  end  and  2  feet 
at  the  upstream.  The  side  walls  extend  to  the  ends  of  bottom 
slab  and  are  cut  off  at  a  slope  of  1|  to  1.  The  cover  slabs  have  a 
curb  4  inches  high  at  each  end  equal  in  width  to  thickness  of 
cover  slab.  The  length  of  the  cover  slabs  are  in  general  made 
equal  to  three  times  the  depth  of  fill  plus  18  feet  for  single  track. 
All  square  corners  have  a  bevel  of  1  inch.  The  slopes  of  culvert 
bottoms  are  made  not  less  than  1  per  cent. 

The  table  is  for  values  of  "  W  "  (the  average  depth  of  fill)  not 
greater  than  10  feet.  For  values  of  "  W  "  greater  than  10  feet 
the  top,  bottom  and  side  walls  are  increased  as  follows: 

1  inch  when  W  equals  10  feet  to  20  feet. 

2  inches  when  W  equals  20  feet  to  30  feet. 

3  inches  when  W  equals  30  feet  to  40  feet. 

4  inches  in  all  cases  when  W  is  greater  than  40  feet. 

The  same  size,  length  and  spacing  of  bars-  are  used  for  all 
values  of  "  W,"  the  extra  strength  required  being  furnished  by 
the  increased  thickness  of  slabs. 

NOTES. 

1.  Unless  special  permission  is  obtained  side  walls  as  follows:  1  in.  when  TT  equals 
double  box  culverts  will  be  used  in  all  cases  10  to  21)  ft.:  2  in.  when  11'  equals  21)  to  31)  ft.; 
where  spun  is  equal  to  or  greater  than  twice  3  in.  when  H'  equals  30  to  40  ft.;  4  ui.  when 
the  height.  Use  of  single  box  culverts  be-  W  is  greater  than  40  ft.  Use  same  sue, 
yond  these  proportions  materially  increases  length  and  spacing  of  rods  for  all  values  of  IV. 
the  cost.  7.    Where  piles  are  necessary  an  approved 

2.  Use  plain  round  rods  for  reinforcements.  special  plan  sliall  be  used. 

3.  Place  surface  rods  IJ  in.  from  surface  8.  Slope  of  culvert  shall  be  not  less  than 
of  concrete.  1.0  per  cent- 

4.  U.se  concrete  with  the  following  formula:  0.    Revel  all  square  corners  1  in. 

1  cement,  2J  sand,  .5  rrushcd  rock  (or  gravel).  10.  Where  special  conditions  render  dc- 
I'articles  of  crushed  rock  or  gravel  shall  not  parture  from  the  standard  advisable  the  de- 
exceed  1  in.  in  any  dimension.  sired   changes   must    be   indicated    in   crayon 

a.    Distance    from    l)a.se   of   rail    to   top   of  on  a  lihie  print  and  submitted  to  the  Chief 

concrete  shall  be  not  less  than  12  in.  Knginecr  Maintenance  of  Way  for  approval 

0.    For   values   of    IV   greater   than    10   ft.  prior  to  the  commencement  of  work, 
increa-sc   the   thickness  of    top,   bottom    and 


II 
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152      DIMENSIONS.     SINGLE  AND  DOUBLE  BOX  CULVERTS. 


TABLE   72. —  TABLE  OF  QUANTITIES  AND   DIMENSIONS  FOR  SINGLE  AND 
DOUBLE  BOX  CULVERTS. 

(Fig.  49.) 

Quantities  .\nd  Dimensions  for  Single  and  Doct;le  Box  Culverts  for  Values  of  "  W  " 
NOT  Greater  than  10  Ft.     (See  Note  6.) 


Height  inside  (feet) 
Clear  span  (feet)  . . . . 


c  « 


^   IS 


Thickness  (in. ) 

Dia.  of  rods  (in.) 

Spacing  of  rods  (in.) 

Length  of  rods,  single  cul- 
vert   

Length  of  rods,  double  cul- 
vert   


Thickness  (in.) 

Dia.  of  rods  (in.). . . . 
Spacing  of  rods  (in.). 
Length  of  rods 


Thickness  (in.) 

Dia.  of  rods  (in.).  . . . 
Spacing  of  rods  (in.). 
I^ength  of  rods 


Shortest  rod 

Dif.  between  rods  (in.). 
Longest  rod 


3'10' 


7h 
6'  2' 
ll'lO' 


15 
4'  6' 


24 
4'  6' 
1'  3' 

10 
3'  9' 


12 

8 

7'  4' 
14'  1' 


16 
4'  10' 


15 

1 
61 

9'  8' 

18'7' 


24 
4'  10' 


1'  5' 
11 


11 

1 

24 

5'  4' 


11 

24' 
5'  4' 
1'  7' 

16 
4'  3' 


18 
1 

12' 
23'  1' 


13 

1 

24 

5'  10' 


13 

2 

24 

5'  10' 

1'  10' 

16 
4'  6' 


20 
1 
5 

14'4' 

27'7' 

15 
1 

24 
6'  2' 


15 

1 

24" 
6'  2' 

2' 

16 
4'  8' 


22 
1 

16'  8" 
32'  1" 


17 

1 

24 

6'  6" 


17 


6'  6"  4'10' 


4'  2' 
7'10' 


7 
4'10' 


2'  2"0'10' 

16 

4'  10"  4'  7' 


Height  inside  (feet) 
Clear  span  (feet)  . . . . 


C  7} 


Thickness  (in.) 

Dia.  of  rods  (in.). . . . 
Spac'g  of  rods  (in.).  . 
Length  of  rods,  single 

culvert 

Length       of       rods, 

double  culvert.  .  .  . 


Thickness  (in.) 

Dia.  of  rods  (in.).  .  .  , 
Spac'ng  of  roda  (in.) 
Length  of  rods 


Thickness  (in.) 

Dia.  of  rods  (in.).  . . 
Spac'ng  of  rods  (in.) 
Length  of  rods 


Shortest  rod 

Dif.  betw.  roda  (in.) 
Longest  rod 


4 
5 
10 

I 
7^ 

6' 4" 

12'1" 

9 

i 

10 

5'  6" 


24 

5'  6' 

1'  3' 

6i 

4'  6' 


12 
i 
6J 

7'  6' 

14'  4' 


10 
i 
11 
5'  10' 


24 
5'  10' 


r  4' 

71 

5'  1' 


15 
1 
6^ 

9'10' 

18'10' 


12 
1 

16 
6'  4' 


12 
i 

24 
6'  4' 
r  8' 

11 
5'  4' 


18 
1 

51 

12'  2" 
23'  4" 


14 

1 

18 

6'  10' 


20 
1 
5 

14'  6" 

27'10" 


16 

1 

20 

7'  2" 


14 
J 
24 
6'  10' 


r  10' 

12 
4'  10' 


16 
1 
24 
7'  2" 


2' 

13 
5'  3" 


22 
1 
41 

16'10" 

32'  4" 


18 

1 

22 

7'  6" 


18 
1 
24 
7'  6" 


2'    2" 

15 
5'  11" 


5'6' 
10'4' 


10 
i 

71 
6'  2' 


10 
1 
24 
6'  2' 


r  1' 

5 
5'  8' 


10 

1 
71 


6'  6' 
12'  4' 


10 
i 

71 


24 
6'  6' 


r    3' 

5 
5'  10' 


12 
i 
61 


7'  8' 
14'  7' 


6'  10' 


24 
6'  10' 


r  5' 

5 
6' 


15 
1        - 
61 

9'10" 

18'10" 
12 
1 
10 

7'  4" 


12 

24 
7'  4" 


r  7" 

7 
6'  3" 
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T.\BLE   72    {Continued).  — TABLE  OF  QLANTITIES  .\N'D   DIMEXSIONS  FOR 
SI.NGLE   AND   DOUBLE   BOX  CULVERTS. 

(Fig.  49.) 


(HeifEht  inside  (feet) 
Clear  span  '  feet ) 


Thickness  (in.) 

Dia.  of  rods  (in.). . . 

Spac'g  of  rods  (in.). 

Liength  of  rods,  sin- 
gle culvert 

Length  of  rod, 
double  culvert 


"S        .  Thickness  < in.) 

g  -2^  Dia.  of  rods  (in.)... 
E  r.  5  •'?pac'ng  of  rods  ftn.) 
g Length  of  rods 


Thickness  fin.) 

Dia.  of  rods  (in.). . 
Spac'g  of  rods  (in.) 
Liength  of  rods '  o 


5= 

c  = 

i^jr  I  Shortest  rod p'l'  10" 

^-3 pif.  betw.  rods  (in.)   r 
^  ^  Longest  rod 


18 
1 

12'  2' 
23'  4' 


14 

1 

12 

'  10" 


14 
i 
24 
'  10" 


14'  6' 
27'10' 


16 

1 

14 

8'  2" 


16 

J 

24 

8'  2' 


22 
1 
4J 

18'10' 

32'  4' 


18 

1 

16 

8'  6' 


18 
§ 
24 
8'  6' 


2'  2' 

11 
6'  9' 


S'lO" 
lO'lO' 


12 
I 

6} 

7'  2' 


12 
i 

24 
7'  2' 


1' 

4 
6'  4' 


6'10' 
12'10' 


12 
i 

6i 
7'  6' 


12 
J 
24 
T  6' 


1'  2' 

4 
8'  6' 


12 
i 

6} 


7'10' 
U'lO' 


12 
i 

61 
7'  10' 


12 
1 
24 
7'  10' 


1'  4' 

4 
6' 8' 


18 
1 
5) 

12'  6' 

23'10" 


20 
1 
5 

U'lO" 

28'  4' 


8'  4"  8"  10'    9'  2 


r  9" 

6 
7'  3" 


r  11" 

6 
6'  11" 


2'  r 

7 
7-  4' 


17'  2' 

32'10' 

20 

1 

12 
9'  6" 


20 
i 
24 
9'  6" 


2'  2" 

8 
7'  6" 


Height  inside  (feet) 

H 

S_ 
a 
b 
c 

d 

e 

1 
9 

1 

k 

I 
m 

0 

P 

r 
t 

8 
6 

8 
8 

s 

■'1 

.0 

10 
12 

10 

Clear  span  'feet ) 

10                                                             ^        1        10 

14 

5  jThickness  (in.) 

12 

1 
8i 

8'  6" 

15'10" 

15 

1 
61 

10'  6" 

19'10" 

18          _'                                                   11) 

22 

2  piam.  of  rods  (in.) 

c    .Spac'g  of  rods  (in.) 

■*    Length  of  rods,  single  cul- 
^       vert           .... 

1 
51 

12'10" 

24'  4" 

1 

15'  2" 
28'10" 

17'  6" 
33'  4" 

lO'lO" 
20'  4" 

12'10" 
24'  4" 

1 

LS'  2' 
28'10" 

1 
17'  6" 

s 

g-    Length    of    rods,    double 
r-        culvert 

33'  4" 

16 

1 

6 

9'  10" 

16 

1 

6 

10'  4" 

18 
1 

6} 
lO'lO" 

20 

1 

7 

11'  2" 

22 
1 

7J 
11'  6" 

18 

1 

5i 
12'  4" 

18 
I 

51 
12'10" 

20 
1 

6i 
13'  2" 

22 

c 

c 
E 

r, 

•r=|Diam.  of  rods  (in.) 

Z  ?  fSpac'g  of  rods  (in.) 

'Length  of  rods 

1 
13'  6" 

16 
\ 
24 
9'  10" 

16 
i 
24 
10'  4  " 

18 
lO'lO" 

20 
\ 
24 
11'  2" 

22 
§ 
24 
11'  6" 

18 

24 
12'  4" 

18 
J 
24 
U'lO" 

2U 
1 
24 
13'  2" 

22 

■S=  Diam.  of  rods  fin.) 

5  5  .Spac'g  of  rods  (in.) 

^      Length  of  rods 

13'  6" 

«  K  .Shortest  rod 

J.  ^„ 

1'  8"    2' 

2' 
4i 

9-6" 

2-  1" 

5 
10- 

110" 
3J 

11'  2  " 

2" 
11"  4"' 

2'  3" 

4 
11"  3  " 

2'  2" 

■--s  Dif.  betw.  rods  fin.) 

-"  'f  Longest  rod 

4           4           4 

9-          9'  4'    9-  8" 

5 

ir  »" 
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TABLE  72    {Continued).  — TABLE  OF  QUANTITIES  AND   DIMENSIONS  FOR 
SINGLE  AND   DOUBLE   BOX  CULVERTS. 

(Fig.  49.) 

Shrinkage  rods.     All  shrinkage  rods  are  j  in.  diameter  and  spaced  about  2  ft.  c.  to  c. 
Where  laps  are  necessary  make  them  3  ft.  long. 


Height  inside  (feet). 
Clear  span  (feet) . . . . 


Steel  per  lin.  ft.,  lb 

Cone,  per  lin.  ft.,  cu.  yd 

Add  con.  per  lin.  ft.  for  each  1  in. 

increase  in  thick'ss,  cu.  yd. . . 

Steel  in  2  ends,  lb 

Cone,  in  2  ends,  cu.  yd 

Add.  cone,  in  2  ends  for  each  1  in. 

increase  in  thick'ss,  cu.  yd. . . . 


Steel  per  lin.  ft.,  lb 

Cone,  per  lin.  ft.,  cu.  yd 

Add.  cone,  per  lin.  ft.  for  each  1 

in.  increase  in  thick'ss,  cu.  yd. 

Steel  in  2  ends,  lb 

Cone,  in  2  ends,  cu.  yd 

Add  cone,  in  2  ends  for  each  1  in. 

increase  in  thickness,  cu.  yd.. 


3 
3 
34.5 

0.28 

0  06 
110 

2.2 


52.8 
0.49 

0.09 
255 
4.4 

0.41 


46.3 
0.41 

0.07 
224 
3.0 


76  9 
0.73 

0.10 
348 
5.0 

0.49 


61.8 
0.58 


314 
4.0 


104.9 
1.04 

0.12 
560 
6.7 

0.57 


3 

6 

77.0 
0.77 

0.09 
372 
5.2 


135.2 
1.39 

0.14 
625 
8.6 

0.65 


117.0 
1.18 

0.11 
580 

7.5 

0.55 
215  1 

2.18 

0.17 
992 
2.19 

0.80 


3 
10 

164.0 
1.68 

0.13 
848 
10.5 


303.9 
3.12 

0.20 
1392 
18.4 

0.95 


3 

12 
211  U 
2.20 

0.15 
994 
13.3 

0.73 
395.0 
4.07 

0.24 
1798 
24.3 


3 

14 

265.0 

2.75 

0.16 
1238 
16.2 

0.82 
501.0 
5.14 

0.28 
2273 

28.7 


4 
3 
46.4 
0.40 

0.07 
304 
3.4 

0.47 


64.8 
0.67 

0.10 
410 

4.8 


0.69 


a 


Height  inside  (feet). 
Clear  span  (feet). . . . 


Steel  per  lin.  ft.,  lb 

Cone,  per  lin.  ft.,  cu.  yd 

Add.  cone,  per  lin.  ft.  for  each  1 

in.  increase  in  thick'ss,  cu.  yd. 

Steel  in  2  ends,  lb 

Cone,  in  2  ends,  cu.  yd 

Add.  cone,  in  2  ends  for  each  1  in. 

increase  in  thickness,  cu.  yd.. 


Steel  per  lin.  ft.,  lb 

Cone,  per  lin.  ft.,  cu.  yd 

Add.  cone,  per  lin.  ft.  for  each  1 

in.  increase  in  thick'ss,  cu.  yd. 

Steel  in  2  ends,  lb 

Cone,  in  2  ends,  cu.  yd 

Add.  cone,  in  2  ends  for  each  1  in. 

increa.se  in  thick'ss,  cu.  yd 


4 

5 

75.0 
0.66 

0.09 
487 
5.6 

0.58 


119.0 
1.18 

0.13 
738 
9.2 


4 

6 
90  0 
0.88 

0.10 
592 
7.1 

0  65 


148.5 
1.55 

0  15 
906 
11.3 


130  9 
1.30 

0  12 
864 
10.3 

0  74 


228.5 
2.35 

0  18 
1394 
17.7 


175  0 

1.80 

0  14 
1104 
13  8 


316  3 
3.32 

0  22 
1928 
24  1 

1.30 


220.0 
2.34 

0  15 
1376 
17.6 

1  00 


404.0 
4.32 

0  25 
2438 
29.9 

1  49 


4 
14 

274  0 
2.90 

0  17 
1680 
21.8 


510  0 
5.42 

0.29 
3069 
37.6 

1.69 


5 

4 

76  0 
0  65 

0.09 
600 
6  4 

0  72 

108  0 

1.09 

0.13 
822 
9.2 

0  94 


5 
_,5_ 
93.0 
0.78 

0  10 
750 
7.5 

0  78 

139.0 

1.34 

0  14 
103,>i 
11  7 


108  0 
0.98 

0.11 
857 
9.4 


169.0 
1.72 

0  16 
1297 
15.0 

1.18 


8 
154  0 
1.37 

0.12 
1224 
12.8 

0.99 
255.0 
2.46 

0.19 
1967 
21.1 

1.41 
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TABLE 


( Cone/ ii<if(/).  — TABLE  OF  QUANTITIES  AND   DIMENSIONS  FOR 
SINGLE  AND   DOUBLE  BOX  CULVERTS. 


(Fig.  49.) 


Height  inside  (feet) . 
Clear  span  (feet)   . . . 


Steel  per  lin.  ft.,  lb 

Cone,  per  lin.  ft.,  cu.  yd 

.\dd.  cone,  per  lin.  ft.  for  each  1 

in.  increase  in  thick'ss,  cu.  yd. 

.Steel  in  2  ends,  lb 

Cone,  in  2  ends,  cu.  yd 

.\dd.  cone,  in  2  ends  for  each  1  in. 

increase  in  thick'ss,  cu.  yd. . . . 


193.0 
1.90 

0.14 
1540 
17.4 


234  0 
2.44 

0.16 
1809 
22.0 


287.0 
3  03 

0  18 
2183 
27.0 


92.0 
0.81 

0.10 
860 
9.1 


109  0 
0.95 

0  11 
1038 
10  4 


126  0 
1.11 

0.11 
1190 
12.4 


170  0 
1.57 

0.13 
1610 
17.0 

1.28 


213.0 
2.13 

0  15 
19.54 
22  6 


255.0 
2.69 

0  1 

2376 
28.2 

1  62 


14 

30'.i.U 
3  32 

0  19 

2784 
34.2 

1  80 


Steel  per  lin.  ft.,  lb 

Cone,  per  lin.  ft.,  cu.  yd 

.\dd.  cone,  per  lin.  ft.  for  each  1 

in.  increase  in  thick'ss,  cu.  yd. 

Steel  in  2  ends,  lb 

Cone,  in  2  ends,  cu.  yd 

Add.  cone,  in  2  ends  for  each  1  in. 

increase  in  thickness,  cu.  yd. . 


336  0 
3.46 

0  22 
2536 

28.8 


422  0 
4.46 

0  26 
3091 
36.8 


0.29 
3946 
45.9 


124.0 
1.36 

0  14 
1176 
12.8 


158  0 
1.63 

0  15 
1476 
15.5 


190  0 
1.92 

017 
1764 
18.8 


173.0 

2.78 

0  20 
2513 
26.4 


3.58  0 
3.82 

0  24 
3075 
36  4 


444  0 
4.86 

0  27 
4076 
46.0 


54>J  0 
6.03 

0  32 
4997 
56.5 

2  67 


Hei« 
Clea 

;ht  inside  (feet) 

8 
6 

8 
8 

8 
10 

8 
12 

8 
14 

10 

8 

10 
10 

10 

12 

in 

r  span  ffeet) 

14 

8 

c 

e 
> 

5 

C 

.Steel  per  lin  ft.,  lb 

Cone,  per  lin.  ft.,  cu.  yd 

.\dd.  cone,  per  lin.  ft.  for  each  1 

in.  increase  in  thick'ss,  cu.  yd. 

Steel  in  2  ends,  lb 

177.0 
1.56 

0  13 
2202 
21.4 

1  69 

225  0 
1.91 

0.15 

2782 
25.8 

1.88 

268.0 
2.50 

0.17 
3250 
33.6 

2.12 

310.0 
3.10 

0  19 
3800 
41  5 

2.35 

363  0 
3  73 

0.21 
4473 
49.6 

2  57 

26:1.0 
2.80 

0.17 
4100 
38.0 

2  59 

311  0 
2.72 

0,18 
4810 
45.0 

2  82 

339  0 
3  34 

0.20 
5240 
54.9 

3.11 

381  0 
4.00 

0  22 

.5838 

Cone,  in  2  ends,  cu.  yd 

.\dd.  cone,  in  2  ends  for  each  1  in. 
increase  in  thick'.ss,  cu.  yd — 

65.3 
3  38 

3 

> 

3 
o 

o 
3 

3 

a 

Steel  per  lin.  ft.,  lb 

Oanc.  per  lin.  ft.,  cu.  yd 

.\dd.  cone,  per  lin.  ft.  for  each  1 

in.  increase  in  thick'ss,  cu.  yd. 

Steel  in  2  ends,  lb.         

245.0 
2.64 

0.20 
2972 
29.4 

2.23 

330  0 
3.29 

0  22 
3996 
37.9 

2.57 

418.0 
4.40 

0.25 
4990 
50.9 

2.97 

503  0 
5.50 

0  29 
6035 
65.0 

3.37 

604  0 
6.06 

0  32 
73.34 

78.2 

3  74 

373  0 
3.90 

0  24 
5700 
53.5 

3  47 

463  0 
4.73 

0  27 
6885 
66  9 

3.88 

5.32  0 
5.86 

0  30 

7990 
83.8 

4.38 

625  0 
7.06 

0  34 
9520 

100  3 

Add.  cone,  in  2  ends  for  each  1  in. 
increase  in  thick'ss,  cu.  yd 

4.84 
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TABLE  73. 


DIMENSIONS  OF  ST.\ND.\RD   REINFORCED  CONCRETE 
CULVERTS.     (Fig.  50.) 


Span. 

A. 

Bj.       Sj. 

C. 

c 

Cl. 

D. 

Dx. 

Dz. 

d. 

dx. 

</i. 

B. 

4X4 
6X6 
6X  S 
8X8 
10  X  10 

5    2 

8  0 

9  4 
10    7 
12  10 

6  5       4  0 
10  0       7  0 

12  8       8  0 

13  3       9  0 
13  8     10  0 

10 
12 
12 
12 
12 

51 

?1 

9  i 
11  i 

13 
13 
13 
13 
13 

10 
14 
14 

18 
22 

10 
12 
12 
12 
12 

3  fi       ; 

3 
3 

12 

12 
15 
15 

IS 

Span. 

F. 

/. 

A. 

a- 

ai. 

gt. 

H. 

Hi.    \    II  .       11,,^ 

1            1 

h. 
I 

4 

A,. 

4X4 
6X6 
6X8 
8X8 
10  X  10 

6 
6 
6 
6 
6 

5| 
7  I 

9  i 

9  I 

u  i 

13 
13 
13 
13 

13     1 

t 

8 
12 
10 
10 

8 

2 
3 
3 
3 
3 

5    6 
7  10 
9  10 
10    2 
12    6 

12 
16 
16 
20 
24 

1 

1 

2 

,, 

14 
16 
16 
16 

3 
3 

.Span. 

kt. 

J- 

Ji- 

J2- 

K. 

it. 

*i. 

0. 

Pi.    1       p.       1     t>\. 

S. 

4X4 

6X6 
6X8 
8X8 
10X10 

6 
12 
12 
12 
12 

i! 

3  i 

12 
16 
18 
18 
18 

5 
6 
6 
6 
6 

3  0 

4  0 

4  3 

5  3 

6  6 

1 

1 

I 

* 

12 
12 
12 
12 

1 

1 
1 

1 
1 

in                           13 
10                         13 
1(1           7   ;          13 

\i        ■>         n 

4  0 

6  0 
6  0 
«  0 

V  M 

Span. 

Si. 

T. 

Ti. 

T... 

/. 

li. 

h. 

<j. 

ir.       Wi. 

w,. 

Arcii 
of  (li.H- 
chuFRe. 

4X4 
6X6 
6X8 
8X8 
10  X  10 

1! 

li 
H 

li 

7  74 

7  7i 
7  71 
7  7i 
7  7i 

4i 
4i 
41 
41 
41 

10 
12 
12 
12 
12 

2  J 
2  i 
2  i 
2  i 

2  i 

6 
6 
6 
6 
6 

3 
3 
3 
3 
3 

3 
3 
3 
3 
3 

10           10 
1:' 

1.: 
\i 
12           12 

16 

20 

.'    0 

2  0 

3  0 

Sq.  ft. 
16 
36 
48 
64 
100 

TABLE  74.  —  REINFORCED  CONCRETE  CULVERTS,    CHIC.   G.   WL.-^T.    UV. 

(Fig.  50.) 


.\PPR0X1MATE   QCANTITIES  PeR   Ll.VEAL  FoOT   InCLCDINO   PoRTALS. 

Siaeof  culvert. 

4  X  4  ft. 

6  X  6  ft. 

6  X  8  ft. 

8  X  8  ft. 

10  ■  ••  r 

Barrel  per  lin.  ft.,  cu.  yds. 

Barrel  per  lin.  ft.,  metal,  Iba 

2  portab  (2  ends  outside  AA),  cu.  yds 
2  portals  '2  ends  outside  \X),  metal,  1* 

0  7 

Co 
1 

1  2 
144 
16  6 
1922 

1.5 
171 
23 
2626 

2 
214 
28  3 
2947 

A 

320 

.38 

4060 
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TABLE  75.  —  REINFORCED  CONCRETE  CULVERTS,  CHIC.   GT.  WESTERN  RY. 

QUANTnTES   FOR    REINFORCED   CONCRETE   CuLVEBTS    UnDER   FiLLS  OF  6   Ft.    TO   50  Ft.   IN 

Height  for  Various  Sizes  of  Openings. 
(Fig.  50.) 


Span. 

4  X  4  ft. 

6  X  6  ft. 

6  X  8  ft. 

8  X  8  ft. 

10  X  10  ft. 

o 

1 

> 

Total  in 
culvert. 

1 

Total  in 
culvert. 

> 

Total  in 
culvert. 

1 

Total  in 
culvert. 

■g         Total  in 
_>         culvert. 

£ 

"5 

"5 

u 

1 

o 

■a 

a 

3 
o 

"S 
a 
o 

►-) 

"5 

1 

3 

O 

■d 

3 
O 

"3  . 

■6 

3 

o 

h 

s 

•6 

3 

o 

ta 

1 

■d 
>, 

3 

o 

1^ 

6 

19.2 

19.8 

1,849 

8 

25.2 

24.0 

2,257 

10 

31.2 

28.2 

2,665 

24.6 

46.0 

5,450 

12 

37.2 

32.4 

3,073 

30.6 

53.2 

■6,314 

24.6 

59.8 

6.815 

23.6 

75.3 

7,976 

14 

43.2 

36.6 

3,481 

36.6 

60.4 

7,178 

30.6 

68.8 

7,841 

29.6 

87.3 

9.260 

22.6 

105.5 

11.260 

16 

49.2 

40.8 

3,889 

42.6 

67.6 

8,042 

36.6 

77.8 

8,867 

35.6 

99.3 

10.544 

28.6 

123.5 

13,180 

18 

55.2 

45.0 

4,297 

48.6 

74.8 

8,906 

42.6 

86.8 

9,893 

41.6 

111.3 

11.828 

34.6 

141.5 

15.100 

20 

61.2 

49.2 

4,705 

54.6 

82.0 

9,770 

48.6 

95.8 

10.919 

47.6 

123.3 

13,112 

40.6 

159.5 

17,020 

22 

67.2 

53.4 

5,113 

60.6 

89.2 

10,634 

54.6 

104.8 

11.945 

53.6 

135.3 

14,396 

46.6 

177.5 

18,940 

24 

73.2 

57.6 

5,521 

66.6 

96.4 

11,498 

60.6 

113.8 

12,971 

59.6 

147.3 

15,680 

52.6 

195.5 

20.800 

26 

79.2 

61.8 

5,929 

72.6 

103.6 

12.362 

66.6 

122.8 

13,997 

65.6 

159.3 

16.964 

58.6 

213.5 

22,780 

28 

85.2 

66.0 

6,337 

78.6 

110.8 

13,226 

72.6 

131.8 

15,023 

71.6 

171.3 

18.248 

64.6 

231.5 

24,700 

30 

91.2 

70.2 

6,745 

84.6 

118.0 

14,090 

78.6 

140.8 

16,049 

77.6 

183.3 

19.532 

70.6 

249.5 

26,620 

32 

97.2 

74.4 

7,153 

90.6 

125.2 

14.954 

84.6 

149.8 

17,075 

83.6 

195.3 

20,816 

76.6 

267.5 

28,540 

34 

103.2 

79.6 

7,561 

96.6 

132.4 

15,818 

90.6 

158.8 

18,101 

89.6 

207.3 

22.100 

82.6 

285.5 

30.460 

36 

109.2 

82.8 

7,969 

102.6 

139.6 

16,628 

96.6 

167.8 

19,127 

95.6 

219.3 

23,384 

88.6 

303.5 

32.380 

38 

115.2 

87.0 

8,377 

108.6 

146.8 

17,546 

102.6 

176.8 

20,153 

101.6 

231.3 

24.668 

94.6 

321.5  34,300 

40 

121.2 

91.2 

8,785 

114.6 

154.0 

18,410 

108.6 

185.8 

21,179 

107.6 

243.3 

25.952 

100.6 

339.5  36,220 

42 

127.2 

95.4 

9,193 

120.6 

161.2 

19.274 

114.6 

194.8 

22,205 

113.6 

255.3 

27,236 

106.6 

357.5  38.140 

44 

133.2 

99.6 

9,601 

126.6 

168.4 

20.138 

120.6 

203.8 

23,231 

119.6 

207.3 

28,520 

112.6 

375.5  40,060 

46 

139.2 

103.8 

10,009 

132.6 

175.6 

21,002 

126.6 

212.8 

24.257 

125.6 

279.3 

29,804 

118.6 

393.5  41,980 

48 

145.2 

108.0 

10.417 

138.6 

182.8 

21,866 

132.6 

221.8 

25,283 

131.6 

291.3 

31,088 

125.6 

411.5  43.900 

60 

151.2 

112.8 

10,825 

142.6 

190.0 

22,730 

138.6 

230.8 

26,309 

137.6 

303.3 

32.372 

130.6 

420.3  45.820 
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TABLE  76.  —  DMEN'SIOXS  OF  STAKD.\RD  PLAIN  CONCRETE  ARCH  CULVERTS. 


(Fig.  51.) 


Span. 

A. 

^1. 

A,. 

A. 

At. 

Au 

A^ 

A,.      B. 

S,.  1  Bi. 

Bi.  ,  C. 

Ci. 

C 

Cu 

C«. 

3 

1    6 

r  6 

1    6 

1    6 

1  6 

1  6 

4    0 

4    0   4  11 

4  11'  4  11 

4  11  .... 

'    " 

'    " 

'  " 

7~7, 

4 

2    0 

2  0  2  01 

2    0 

2  ol  2  0 

4    9 

4    9    5    6 

5    6    5    6 
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TABLE  77.  — PL.\IN  CONCRETE  ARCH  CULNTRTS,  ERIE   R.\ILROAD.    (Fig.  51.) 
.\ppRoxiM.\TE  QrANnriES  PER  Lineal  Foot  Inclcdino  Portals  and  Curtain  Walls. 


^paD. 


Rarrel  per  lin.  ft cu.  yd. 

Pa\ntu:  in  bbl.  per  lin.  ft cu.  yd. 

I'aving  between  wing  walls cu.  yd. 

Curtain  walls  1  ft.  deep cu.  yd. 

2  portals  ( w.  walls  and  parapets)   . .  cu.  yd. 


10  ft. 

12  ft. 

14  ft. 

16  ft. 

18  ft. 

2  7!>4 

3  703 

4.792 

5.998 

6  703 

7  598 

0  26 

0  333 

0  408 

0.482 

0  556 

0  63 

12  7 

20  38 

29.23 

54.68 

65.11 

76  29 

2  0 

2  63 

3  037 

5  48 

6  00 

6.7 

48  2 

74  5 

Ifti  2 

1.58  3 

186  7 

212  0 

20  ft. 

8,087 

0  704 

88  86 

7  3 

242  6 


TABLE  78.  — PLAIN   CONCRETE  ARCH  CUL\'ERTS,  ERIE   RAILROAD. 

QcANTTrns  for  Pl.ux  Concrete  .\rch  Culverts,  Under  Fills  of  14  Ft.  to  16  Ft.  in 
Height,  and  Spans  8  to  20  Ft. 


8  ft. 

10  ft. 

12  ft. 

14  ft. 

16  ft. 

18  ft. 

20  ft. 

Fill 

Fill 

in 
feet. 

Jl 

R 

11 

^'5 

If 

"     o 

Jl 

•go 

S"5 

■n 
feet. 

14 

31  5 

158.8 

u 

16 

37  5 

177  1 

29.7 

217.4 

16 

18 

43  5 

195  3 

35.7 

241.6 

31.0 

298.7 

18 

20 

49  5 

213  6 

41.7 

265.8 

37,0 

329.9 

30.5 

416  1 

20 

21 

52  5 

222.8 

44.7 

277.9 

40.0 

345.5 

33.5 

435  6 

30.3 

477.7 

21 

22 

55  5 

231.8 

47.7 

290.0 

43.0 

361.1 

36  5 

455  0 

33.3 

499  5 

30  3 

544.3 

22 

23 

58.5 

241.0 

50.7 

302  1 

46.0 

376.7 

39.5 

474.5 

36  3 

521.3 

33  3 

569.0 

30,0 

602  2 

23 

24 

61  5 

259.3 

53.7 

314.3 

49.0 

392.3 

42  5 

494.0 

39.3 

543.1 

36  3 

593.7 

33.0 

628  6 

24 

28 

67.5 

268.4 

59.7  3.38.5 

55.0 

423  5 

48.5 

532.8 

45.3 

586.6 

42  3 

643.1 

39.0 

681.3 

26 

28 

73  5 

286.6 

65.7  362.7 

61,0 

454.7 

54  5 

571.7 

51.3 

630.2 

48  3 

692.4 

45  0 

734.0 

28 

30 

79  5 

.304.9 

71.7 

386.9 

67.0 

485.9 

60.5 

610.6 

57.3 

673.8 

54.3 

741.8 

51  0 

786.7 

30 

32 

85  5 

323.1 

77.7 

411.1 

73.0 

517.1 

66.5 

649  5 

63  3 

717.3 

60  3 

791,2 

57.0 

839.9 

32 

34 

91  5 

.341.5 

83.7 

435.3 

79.0 

558.3 

72.5 

688.4 

69  3 

760,9 

66.3 

840,6 

63.0 

892.1 

34 

•  36 

97  5 

359.7 

89.7 

459.6 

85.0 

579.5 

78.5 

727.1 

75,3 

804.5 

72.3 

899.9 

69.0 

945  8 

36 

6S 

103  5 

377.9 

95.7 

483.8 

91.0 

610.7 

M.5 

766.0 

81.3 

848.0 

78,3 

9.39.2 

75.0 

997.5 

38 

40 

109  .1 

396.2 

101.7 

.520.1 

97,0 

641.0 

90,5 

804.9 

87.3 

891.5 

84.3 

998  6 

81,0 

1050.1 

40 

42 

115  5 

414  5 

107.7 

.532.2 

103.0 

673,1 

96.5 

843  8 

93.3 

935.0 

90.3 

1038.0 

87.0 

1103  9 

42 

44 

121  5 

432.8 

113.7 

.556.4 

109.0 

704.3 

102  5 

882.7 

99  3 

978.6 

96.3 

1097.4 

93  0 

11.55  6 

44 

4« 

127.5 

451.1 

119.7 

.580.6 

115.0 

7.35.5 

108  5 

921.6 

105.3 

1022.2 

102.3 

1146.7 

99.0 

1208.2 

46 

48 

133  5 

469.3 

125.7!604.9 

121.0 

766.7 

114.5 

960.5 

111.3 

106.5.7 

108.3 

1186.lil05  0 

1260  9 

48 

50 

139  5 

487.6 

131.7  629.1 

127.0 

797.9 

120.5 

999.4 

117.3 

1119  3 

114.3 

1245  5 

111  0 

1313  6 

50 

52 

145  5 

.505.8 

137.7  6.53  3 

1.^3.0 

829.1 

126  5 

1038.3 

123,3 

1152.8 

120  3 

1284.8 

117  0 

1466  3 

52 

54 

1.51  5 

.524  1 

143.7  677  5 

1.39  0 

860.3 

132.5 

1077.2 

129  3 

1196  4 

126.3 

1.334.2 

123  0  1410  0 

54 

5« 

1.57  5 

.542  4 

149.7  701  7 

145  0 

891.5 

138.5 

1115  9 

135  3 

1240  0 

1.32  3 

1383  5 

129  0 

1471  7 

56 

58 

163  5 

.560  6 

1.5.5.7 

726  0 

151  0 

922,7 

144.5 

1154  8 

141  3 

1283  5 

1.38  3 

14.32  9 

135  0 

1524  3 

68 

60 

169  5 

579  U 

161.7 

7.502 

1.57  0 

9.53.9 

150  5 

1193  7 

147  3 

1327  I 

144  3 

14S2  3'I41  0 

1.577  1 

60 
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Concrete  Arch  Culverts.  (Fig,  52.)  — Mixture:  One  cement, 
3  sand  and  5  broken  stone.  Excavating,  laying,  and  refilling 
extra.     See  Table  79. 

Settlement.  —  In  places  where  settlement  is  likely  to  occur 
build  in  8  or  10-foot  lengths,  separated  with  a  heavy  layer  of 
tarred  felt.     Joints  to  be  vertical  and  the  width  of  base  increased. 

No  filling  to  be  done  before  concrete  has  thoroughly  set,  the 
minimum  time  allowed  being  two  weeks. 

Material  up  to  this  line  Included 
V I  in  quantities  for  End  Walls^ 


Fig.  52.     Concrete  Arch  Culvert. 
Concrete  Arch  Culverts. 


TABLE  79. 

— 

APPROXIMATE   COST   AND 

QUANTITIES 

Dimensions. 

Span. 

Ht. 

L'gth 

of 
barrel 

Concrete  (cu. 
yds.). 

Paving 
stones. 

Rip- 
rap. 

■3  0  0 

J. 

/. 

H. 

G. 

F. 

E. 

D. 

C. 

/?. 

A. 

a 
1 

e 
0 

^8 

li 

-a 

< 

0 

i 

8 

1  6 

4  2J 

2  3A 

8 

3    2| 

6 

4 

15 

50 

0.5 

18 

43 

s 

430 

9 

$ 

13.50 

$ 

12 

456 

20 

64 

0  5 

18 

50 

500 

9 

13.50 

12 

526 

30 

94 

0.5 

18 

65 

650 

9 

13.50 

12 

676 

40 

124 

0.5 

18 

80 

800 

9 

13.50 

12 

826 

50 

154 

0.5 

18 

95 

950 

9 

13.50 

12 

976 

8 

1  n 

5  2j 

2  10 

9 

4    OJ 

8 

5 

15 

46 

0.8 

27 

64 

640 

14 

21.00 

6 

18 

680 

20 

61 

0.8 

27 

76 

760 

14 

21.00 

6 

18 

800 

30 

91 

0.8 

27 

100 

1000 

14 

21.00 

6 

18 

1040 

40 

121 

0.8 

27 

124 

1240 

14 

21  00 

6 

18 

1280 

50 

151 

0.8 

27 

148 

14S0 

14 

21.00 

6 

18 

1520 

8 

2  0 

6  21 

3    4J 

10 

4  lOl 

n 

6 

15 

43 

1.0 

40 

83 

830 

20 

30.00 

8 

24 

884 

20 

58 

1.0 

40 

98 

980 

20 

30.00 

8 

24 

1034 

30 

88 

1.0 

40 

128 

1280 

20 

30.00 

8 

24 

1334 

40 

118 

1.0 

40 

158 

1580 

20 

30.00 

8 

24 

1634 

50 

148 

1.0 

40 

188 

1880 

20 

30.00 

8 

24 

1934 

8 

2  2 

7  U 

3  lU 

11 

5    7i 

11} 

7 

15 

40 

1.25 

54 

104 

1040 

26 

39.00 

10 

30 

1110 

20 

55 

1.25 

54 

123 

1230 

26 

39.00 

10 

30 

1300 

30 

85 

1.25 

54 

161 

1610 

26 

39.00 

10 

30 

1680 

40 

115 

1.25 

54 

199 

1990 

26 

39.00 

10 

30 

3060 

50 

145 

1.25 

54 

237 

2370 

26 

39.00 

10 

30 

2440 
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CHAPTER    VII. 
ELEVATED    STRUCTURES. 


Open  Viaducts.  —  Where  extensive  track  elevation  has  taken 
place  in  some  of  the  larger  cities,  it  has  been  found  necessary  to 
carry  the  tracks  over  and  alongside  the  street  on  elevated  via- 
ducts arranged  so  as  to  leave  the  street  underneath  as  free  as 
possible  for  vehicle  and  street  traffic. 

A  structure  of  this  kind,  designed  in  connection  with  the  grade 
crossing  removal  on  the  Phila.  &  Reading  R.  R.  in  Philadelphia 
for  four  tracks  to  be  carried  on  a  steel  viaduct  from  Brown  Street 
to  Jefferson  Street,  is  shown  on  page  156. 

The  viaduct  consists  of  eight  lines  of  longitudinal  girders, 
spaced  generally  50  feet  in  length,  has  a  solid  steel  waterproof 
floor  and  is  supported  on  three  column  bents,  two  columns  on 
the  curb  hne  and  one  in  the  center  of  the  street,  resting  on  con- 
crete and  steel,  pier  foundations. 

A  structure  of  this  kind  is  very  costly  on  account  of  the  long 
spans  employed  and  the  extra  wide  clearance  room  that  has 
usually  to  be  provided.  The  other  structures  illustrated  are  for 
conditions  very  much  modified,  and  the  following  unit  prices 
adopted  for  estimating  purposes  may  be  considered  very  fair 
average  prices  for  work  of  this  character. 

Excavation,  per  cu.  yd $1 .00 

Backfill          "        "'      0..50 

Concrete,  plain        "       8.00 

"          reinforcprj,  cu.  yd.  10.00 

floor  slabs,  cu.  vd.  12.00 

PUes,  per  lin.  ft.  (wood) 0.40 

"       "       "       (concrete)..  1.30 


Drainage,  per  lin.  ft. 

?1.00 

Steel  (.structural),  per  lb 

0.04  J 

"      (reinforcement),  per  lb. 

0.03 

Waterproofing  (fl.  slabs),  aq. 

vd                    

1  80 

Balla-st,  per  cu.  yd.  (stone) . . 

1.25 

Handrail,  per  lin.  ft 

1.50 

Supervision  (about; 

10% 
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i_i rjL 
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TROUGH   FLOOR  CONSTRUCTION 
ON   STEEL  VIADUCT 


TYPICAL  SECTION  OF  STEEL  VIADUCT 


TABLE   80. —  FOUR  TRACK   STEEL   VL\DUCT    (Steel  and  Concrete  Floor). 
APPROXIMATE  ESTIMATE  OF  COST  PER  LINEAL  FOOT  OF  VIADUCT. 


Excavation 

Back  fill 

Concrete,  plain  footing.^ 

Concrete,   floor 

Drainage 

Steel,  structural 

Steel  footing  beams 

Waterproofing  floor 

Ballast  (stone) 

Handrailing 

Supervision 

Total  cost  per  lineal  foot  of  viaduct. 


5  cu.  yds. 
2  cu.  yds. 
li  cu.  yds. 
2  cu.  yds. 
Per  lin.  ft. 
7500  lbs. 
350  lbs. 
7  sq.  yds. 
2  cu.  yds. 
2  lin.  ft. 


$1.00 
0.50 
8.00 

10.00 
1.00 
0.04J 
0.03 
1.80 
1-.25 
1.50 


$5.00 

1.00 

10.  CK) 

20.00 

1.00 

337.50 

10.50 

12.60 

2.50 

3.00 

40.90 


$444.00 


Ties,  rails  and  fastenings,  street  repairs,  etc.,  that  are  common  to  any  scheme  are  not  included 
in  the  above  estimate. 


STEEL  VIADUCTS  —  CONCRETE   AND   W<)(M)    FLOOU.     105 

FOUR  TRACK  VIADUCT  CONCRETE  SLAB  FLOOR 

!<-«'«— >~« is'o 


II  i!  I  I  I 

t  I  I '  I  I  I  I 

n  U  fn  V 
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T\-pical  Section,  Steel  Viaduct,  Concrete  Floor,  Sectiou  "A". 

FOUR  TRACK  VIADUCT  STEEL  OPEN  TIE  FLOOR  I 

[  IS'O^ — »|< is'o' >i< — «'o^ 

\-r  6'6-->J  ;  I 

Ba.se  of  Rail  .       '      ,  ,      I      , 


I   <i  II 


Tj-pical  Section,  Steel  Viaduct,  Wood  Floor,  Section  "  B". 


TABLE  SI. —APPROXIMATE  ESTIMATE  OF  COST  I'KH   r.INEAr.  FOOT  OF 

VIADUCT. 


Items. 


Excavation 

Back  fill 

Concrete,  plain  footings 

Concrete,  reinforced  (fl.  slabs). 

Piles  'wood ) 

Drainage 

Steel  'structural ) 

Steel  reinforcement 

Wood  floor 

Waterproofing  (fl.  slabs) 

Ballast  ^stone) 

Handrailing 

Supervision 


Total  cost  per  lin.  ft.  of  viaduct. 


Section  "  . 

V,"  concrete       i 

floor. 

4  cu.  yds. 

$1.00 

S4  00 

2  cu.  yds. 

0.50 

1.00 

2}  cu.  yds. 

8.00 

20.00 

2}  cu.  yds. 

12.00 

30.00 

50  1.  ft. 

0.40 

20.00 

Per  lin  ft. 

1  00 

4300  lbs. 

0.04J 

202  50 

600  lbs. 

0.03 

18.00 

2  trk.  ties 

1.00 

7  sq.  yds. 

1.80 

12  60 

2J  cu.  yds. 

1.25 

3  12 

2  lin.  ft. 

1.50 

3  00 

lO-^;.  (about) 

31.78 

$348.00 

•Section  "  B,"  wood  floor. 


Rails  and  fastenings  common  to  any  scheme  are  not  included  ir; 


4  cu.  yds. 

SI  00 

(too 

2  cu.  yds. 

0.50 

1  00 

2\  cu.  yds. 

8.00 

20.00 

Nil. 

Nil. 

Nil. 

35  1.  ft. 

0  40 

14.00 

Per  lin  ft. 

1  00 

3800  lbs. 

0  04) 

171.00 

Nil. 

Nil. 

Nil. 

4  lin.  ft. 

7  00 

28.00 

Nil. 

Nil. 

Nil. 

Nil. 

Nil. 

Nil. 

2  lin.  ft. 

I  M 

3.00 

10^  <about) 

24  00 

«.•»';  <J0 
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REINFORCED   CONCRETE  VIADUCT. 

FOUR   TRACK    VIADUCT 


|J  |vj  t*i  "^       I  '  '    '    ■ 
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'  "A"  —  Typical  Section,  Reinforced  Concrete  (30-Ft.  Spans). 
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"B"  — T>T5ical  Section,  Reinforced  Concrete  (20-Ft.  Spans). 

TABLE  82. —  FOUR  TRACK  REINFORCED  CONCRETE  VL\DUCT. 
APPROXI.MATE  ESTIMATE  OF  COST  PER  LINEAL  FOOT  OF  VIADUCT. 


Items. 


Excavation 

Back  fill 

Concrete,  plain 

Concrete,  reinforced 

Track  ties 

Piles  (wood) 

Drainage 

Steel  reinforcement 

Waterproofing  (R.  slabs) 

Ballast  (stone) 

Handrailing 

Supervision 

Total  cost  per  lineal  foot  of  viaduct 


Section  "A, 

'  30-ft.  spans. 

4  cu.  yds. 

SI. 00 

«4.00 

2  cu.  yds. 

0.50 

1.00 

2J  cu.  yds. 

8.00 

20.00 

5i  cu.  yds. 

10.00 

55.00 

2 

0.50 

1.00 

50  lin.  ft. 

0.40 

20.00 

Per  lin.  ft. 

1.00 

1100  Iba. 

0.03 

33.00 

7  sq.  yds. 

1.80 

12.60 

2)  cu.  yds. 

1.25 

3.12 

2  lin.  ft. 

1.50 

3.00 

10%  (about) 

15.28 
$169.00 

Section  "  B,"  20-ft.  spans. 


4  cu.  yds. 

$1.00 

2  cu.  yds. 

0.50 

2  J  cu.  yds. 

8.00 

5  cu.  yds. 

10.00 

2 

0.50 

55  Un.  ft. 

0.40 

Per  Un.  ft. 

1000  lbs. 

0.03 

7  sq.  yds. 

1.80 

2\  cu.  yds. 

1.25 

2  lin.  ft. 

1.50 

10%  (about) 



• 

1 

S4  00 
1.00 

22.00 

50.00 
1.00 

22.00 
1.00 

30  00 

12.60 
3.12 
3.00 

14.28 
$164  00 
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VIADUCTS   WITH  RETAINING  WALLS   AND   FILL,   CARRYING 

TRACKS. 

In  track  elevation  work  through  cities  it  is  often  necessary  to 
provide  viaducts  of  some  kind  to  carry  the  elevated  tracks  l)c- 
tween  streets:  a  very  common  type  consists  of  a  fill  supported 
by  retaining  walls.  In  general  the  railway  traffic  has  to  be 
carried  during  construction  and  some  means  of  taking  care  of  it 
has  to  be  made  before  the  work  is  started,  and  usually  an  elevated 
temporary'  trestle  carrying  one  or  two  tracks  is  provided  for  the 
purpose.  In  the  grade  crossing  removal  on  the  Phila.  &  Reading 
R.  R.  in  Philadelphia  between  Green  Street  and  Broad  Street,  a 
structure  of  this  kind  was  built  with  four  tracks  supported  on  a 
solid  fill  and  masonry  retaining  walls.  The  traffic  was  carried 
during  construction  on  a  two  track  temporary  trestle  as  shown 
on  page  168. 

At  street  crossings  pile  trestles  are  usually'  built  to  carrj^  the 
traffic,  whilst  the  excavation  is  being  made  for  the  subways. 
When  the  work  is  large  enough  track  stringers  and  ties  can  be 
used  repeatedly  at  several  crossings,  and  in  the  case  of  fills  a 
credit  of  20  to  25  per  cent  ma}'  be  obtained  for  the  timber  re- 
moved provided  it  is  in  serviceable  condition  after  the  construc- 
tion gangs  are  through  with  it. 

Cost  of  Filled  Viaducts  with  Retaining  Walls.  —  The  cost  of 
this  class  of  work  will  vary  with  conditions,  for  example  at  Hous- 
ton the  fill  or  embankment  was  taken  at  SI. 00  per  cubic  yard  in 
place  under  track,  but  in  the  extension  work  at  Chicago  the  price 
of  50  cents  was  generally  used  on  account  of  the  proximity  of 
sand  available  from  along  the  south  shore  of  Lake  Michigan.  At 
other  favorable  locations  it  may  be  as  low  as  25  cents  per  cubic 
yard. 

The  following  figures,  therefore,  which  are  fair  average  prices 
for  work  of  this  character  have  been  used  for  estimating  the 
various  designs. 

Excavation,  per  cu.  yd.  . .  .  -SI  .00  Drainage,  lin.  ft $1 .00 

Backfill         "        "       0.50  Steel  reinforcement,  per  lb. . .  0.03 

(^'oncrete,  plain,      "       ....  8.00  Waterproofing  walls,  sq.  yd. .  0.25 

Concrete,  reinforced,  cu.  yd.  10 .  00  Fill,  per  cu.  yd 0 .  40 

Piles  (wood),  lin.  ft 0. 40  Supervision Cabout)  10% 
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FOUR  TRACK  VIADUCT  MASONRY  WALLS  AND   FILL 


TYPICAL  SECTION  OF  TEMPORARY  TRESTLE 
DURING  CONSTRUCTION. 


lABLE  83.  —  .\PPROXIMATE  COST  OF  FOUR  TRACK  VIADUCT  WITH   FILL 
AND  GRAVITY   RETAINING   WALLS. 


Excavation 

Backfill 

Masonry,  plain 

Stone  backing 

DrainaRO 

Waterproofing  walls. 
Fill 


Supervision 

Total  cost  per  lineal  foot  of  viaduct. 


3J  cu.  yds. 
IJ  cu.  yds. 
16J  cu.  yds. 
25  cu.  yds. 
Per  lineal  foot 
4  sq.  yds. 
38  cu.  yds. 


$1.00 
0.50 
8.00 
1.00 


0.25 
0.40 


$3  50 

0.75 

130.00 

2  50 

1.00 

1  00 

15.20 

15.05 


$169.00 


jl.-t.. 


;i    ii      "1         1  I    -°         FOUR  TRACK  VIADUCT— RETAINING   WALLS 
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Rock 


AND   FILL.  ^ 

"A  " — Tj'pical  Section,  Reinforced  Walls. 
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"B" — Typiral  Section,  Semi- 
Gravity  Walls. 


TABLE  M.- APPROXIMATE  ESTIMATE  OF  COST  PER  LINEAL  FOOT. 


Items. 


Excavation 6  cu.  yds. 

Backfill 3cu.  yds. 

Piles  (wood) 60lin.  ft. 

Drainage Per  Un.  ft. 

Concrete  'plain) i   1  5  cu.  yds, 


."Section  A  (22  ft.  6  in.  high), 
reinforced  wall. 


Concrete  'reinforcefl) 
.Steel  reinforcement . . 
Waterproofing  walls. . 

nil 

Supervision 

Total  cost  per  lineal  foot  of  viaduct. 


')  cu.  yds. 
.'}.50  lbs. 
esq.  yds. 
40  cu.  yds. 
lO^Tc  (about) 


SI  00 
0.50 
0.40 
1.00 
8.00 

10  00 
0  03 
0.25 
0.40 


S6  00 

1  .W 

24.00 

1.00 

12.00 

50.00 

10.50 

1  50 

1«.00 

12  50 


S>35  00 


Section  B  (22  ft.  6  in.  high), 
serni-Kruvity  walL 

W  00 
1  50 

24  00 
1  00 

eo  80 

Nil. 

15  00 
t  50 

15  20 

12  00 


6  cu.  yds. 

$1  00 

3  cu.  yds. 

0  50 

60  lin.  ft. 

0  40 

Per  lin.  ft. 

1.00 

7.6  cu.  yds. 

8  00 

Nil. 

Nil. 

500  lbs. 

0  03 

6  «q.  yds. 

0  25 

38  cu.  yds. 

0.40 

lO'ye,  (about) 

$1.37  01) 


Ties,  ballaat,  rail  and  fastenings,  or  hand  rail,  common  Uj  all  schema  are  not  included.     (169) 
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CELLULAR   RETAINING   WALL,    MILWAUKEE  TRACK   ELEVATION. 
TWO  TRACK  VIADUCT,    RETAINING   WALLS  AND   FILL. 
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Typical  Cellular  Construction. 

TABLE  85.  —  APPROXIMATE  ESTIMATE  OF  COST,  TWO  TR.\CK  VIADUCT 
WITH   RETAINING  WALLS  AND  FILL. 


Excavation 

Backfill 

Drainage 

Concroto,  plain. 
WaterproofinR. . 
Fill 


Items. 


Supervision 

Total  cost  per  lineal  foot  of  viaduct. 


Quantities. 


4  cu.  yds. 

2  cu.  yds. 
Per  lin.  foot 
4J  cu.  yds. 

3  sq.  yds. 
9  cu.  yds. 
10%  (about) 


«1.00 
0.50 


8.00 
0.25 
0.40 


.Section  (14  ft. 
6  in.  high), 
two  tracks. 


$  4.00 
1.00 
1.00 
36.00 
0.75 
3.60 
4.65 


$51.00 


Ties,  ballast,  rail  and  fastenings  common  to  any  scheme  not  included  in  above  estimate. 


WOOD  TIES. 
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CHAPTER    VIII. 
TIES. 

Wood  Ties  (.Untreated).  —The  ties  supportiiifj;  the  rails  for 
ordinary  track  work  are  usually  of  wood,  although  steel  ties 
have  been  used  to  some  extent  and  experimental  ties  of  concrete 
and  steel  and  other  combinations  are  being  tried  out. 

The  ordinary  wood  track  tie  in  general  use  varies  from  6"  to 
7"  in  thickness,  6"  to  12"  in  width  and  8'  0"  to  9'  0"  in  length, 
and  are  either  sawn  square  or  hewed,  preferably  from  ties  cut  in 
the  winter  months  when  the  sap  is  down.  When  the  timljers 
used  are  known  to  be  short  lived,  they  should  be  treated  chcini- 
eally  to  prolong  their  life.  The  bark  should  be  entirely  removed 
before  placing  in  the  track. 

The  A.  R.  E.  A.  recommended  dimensions  for  track  ties  and 
the  woods  that  may  be  used  for  tie  timbers  with  and  without 
treatment,  are  given  below: 

TABLE  86.  — TIE  DIMENSIONS. 


Class. 

Thickness  by  width  of  face 
(Inches). 

Length. 

Squared. 

Pole  (flatted). 

Feet. 

r..  ■ 

1  .■.  ■. 

A 

7  X  10 

7X9 

7X8 

6X9 

6X8 

7X8 
7X7 
7X6 
6X7 
6X6 

,s 
s 
8 
8 

Si 
8i 
8J 
8i 
8J 

9 

B 

C 

9 
9 

D 

9 

E 

9 

Woods  to  be  used  untreated :  white  oak  family,  longlcaf  strict 
heart  yellow  pine,  red  cypress,  redwood,  white  cedar,  chestnut, 
catalpa,  locust,  except  honey  locust. 

Woods  to  he  treated :  red  oak  family,  beech,  birch,  elm,  maple, 
gum,  all  pines,  except  longleaf  strict  heart  yellow  pine,  Douglas 
fir,  spruce,  hemlock,  tamarack,  yellow  and  white  cypress. 

Switch  Ties.  —  Switch  ties  are  usually  specially  dimensioned 
and  of  variable  lengths.  Square  sawed  switch  ties  are  u-sually 
7"  in  thickness  and  9"  in  width.  When  pole  or  flatted  ties  are  u.nr-d, 
they  should  be  not  less  than  1"  thick  and  1"  in  width  of  face. 
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SIZE  OF  TIES. 


TABLE  87.  —  SIZE  OF  TIES  AND  NUMBER  USED  PER  MILE  ON  VARIOUS 

RAILWAYS. 

(Am.  Ry.  Eng.  Assoc.) 


Railroad. 

Size  of  tie. 

No.  per 
mile. 

Railroad. 

Size  of 
tie. 

No.  per 
mile. 

In.           Ft. 
7  X  7  X  81  &  9 
7  X  7  X  8i  &  9 
7  X  7  X  8|  &  9 
7  X  7  X  8^  &  9 
7  X  7  X  8^  &  9 

7  X  7  X  8|  &  9 
7  X  7  X  8|  &  9 
7  X  7  X  8|  &  9 
7  X  7  X  81  &  9 
7  X  7  X  8i  &  9 

7  X  7  X  8J  &  9 
7  X  7  X  8^  &  9 
7  X  7  X  8§  &  9 
7  X  7  X  8i  &  9 
7X7X81  _&9 

7  X  7  X  81  &  9 
7  X  7  X  8i  &  9 
7  X  7  X  81  &  9 
7  X  7  X  8^  &  9 
7  X  7  X  8^  &  9 

7  X  7  X  8|  »&  9 
7  X  7  X  8|  &  9 
7  X  7  X  8i  &  9 
7X9X8 
7X9X8 

7X9X8 
7X9X8 
7X9X8 
7X9X8 
7X9X8 

7X9X8 
7X9X8 
7X9X8 
7X8X8 
7X8X8 

7X8X8 
7X8X8 
6X8X8 

2880 
2880 
2880 
2880 
2880 

2880 
2880 
2880 
2880 
2880 

2880 
2880 
2880 
2880 
2816 

2816 
2816 
2816 
3300 
3050 

3040 
2720 
2720 
2880 
2880 

2880 
2880 
2880 
2880 
2880 

3164 
2816 
3200 
2880 
2880 

2900 
3200 
3200 

C.  R.  I.  &P 

Ft.    In 
6X8X8 
6X8X8 
6X8X8 
6X8X8 
6X8X8 

6X8X8 
6X8X8 
6X8X8 
6X8X8 
6X8X8 

6X8X8 
6X8X8 
6X8X8 
6X8X8 
6X8X8 

6k8X8 
6X8X8 
6X8X8 
6X8X8 
6X8X8 

6X8X8 
6X8X8 
6X8X8 
6X8X8 
6X8X8 

6X8X8 
6X8X8 
6X8X8 
6X8X8 
6X8X8 

6X8X8 
6X8X8 
6X6X8 
6X9X8 
7X9X9 

7X7X8 
7X7X8 

3200 

St.  L.  &  S.  F 

3200 

L.  &  N. 

Grand  Trunk 

3200 

B.  &0 

M.  K.  &T 

3200 

N.  &W 

Col.  &  Son 

3200 

P.  &  R 

3200 

Penn.  (S.  W.  Sys.) 

C.  &E.  I 

C.  I.  &  L. 

3200 
3200 

N.  C.  &  St.  L 

El  P.  &  S.  W 

3200 

D.  &  H.  Co 

St.  L.  B.  &  M 

3200 

A.  B.  &  A 

F.  W.&D.C 

C.&N.  VV 

C.  M.  &P.  S 

3080 

Cent,  of  N.  J 

3000 

B.  R.  &P 

3000 

C.  C.  &0 

C.  M.  &St.  P 

3000 

A.  C.  L 

C.  I.  &  S 

3000 

Penn.  (N.  W.  Sys.) 

D.  L.  &  W 

St.  L.  &S.  W 

M.  &St.  L 

2992 
2992 

Fla.  E.  Coast 

S.  A.&  A.  P 

Rutland 

2992 

C.  C.  C.  &  St.  L. .   . 

2992 

Hocking  Vallev 

Mo.  &  X.  Ark 

2992 

L.  S.  &  M.  S. 

S.  Fe.,  P.  &  P. 

2900 

Erie 

L.  E.  &W 

2880 

G.  R.  &I 

2880 

S.  Pacific 

W.  &L.  E 

2880 

U.  Pacific 

N.  W.  Pac 

2880 

S.  A.  L 

Mo.  Pac 

2816 

N.  Y.  N.  H.  &  H 

B.  &M 

2816 

C.  of  Ga 

K.  C.  M.  &0 

2816 

G.  H.  &S.  A 

Tarn.  Cent 

2816 

Georgia 

C.  G.  W 

2880 

M.  &0 

C.  H.  &  D 

3168 

M.  C 

3564 

N.  Y.  C.  &  H.  R 

2880 

N.  Y.  O.  &  \V 

3120 

S.  P.  L.  A.  &  S.  L. 

M.  J.  &  K.  C 

3168 

Nor.  Pacific 

C.St.P.  M.&O 

D.  S.  S.  &  A 

2816 

D.&  R.  G 

2730 

C.  B.  &Q 

KIND  OF  TIES. 
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The  kind  of  timbers  in  use  and  their  average  life  and  cost  are 
estimated  as  follows:  — 

TABLE  88. —  KIND  OF  TIES.    ESTIMATED  LIFE  AND  COST. 


Timbers  usually  not  treated. 

Estimated 

i>\  er;i.:i.'. 

Timbers  usually  treated. 

E«timate<l 
averaite. 

Li:V. 
years. 

ceuL6. 

Life, 
years. 

Cost. 
rentK. 

Oak  (white  family) 

Pine  (long  leaf). ' 

Cypress  (exc.  w.  cypress) 
Redwood 

10 
10 

11 

7 
12 

75 
60 
55 
70 
75 
60 
70 

Oak  (red  family). . 

Pine  (western)  

Fir  (Douglas) 

Beech 

Gum 

Tamarack.  . 

Maple 

5 
5 
6 
4 
4 
5 
4 
4 
6 
5 

60 
55 
55 
50 

Cedar 

60 

Chestnut 

50 

Locust  (exc.  honev  loc.) 

60 

Birch 

60 

Spruce 

55 

Hemlock 

50 

It  is  Stated  the  railroads  in  the  United  States  spend  annually 
about  S55,000,000  for  renewing  ties;  this  figure  does  not  include 
labor  in  distributing,  or  placing  the  ties  in  the  track  and  disposing 
of  the  old  ones,  and  forms  about  fifteen  per  cent  of  the  total  cost 
of  maintenance  and  three  per  cent  of  all  operating  expenses. 

Carloads  of  ties  are  usually  handled  in  regular  trains  to  nearest 
point  where  needed,  ;^o  that  a  work  train  distributing  ties  will 
not  be  overloaded  and  can  pick  up  and  switch  out  empties  when 
clearing  trains. 


KUMBER  OF  TIES  PER  33  FT.   RAIL  LENGTH  AND  PER  MILE. 


Number  of  ties  per  rail  length . 


Average  spacing  in  inches. 
Number  of  ties  per  mile. . . 


.30.5  28.3 
2080  2240 


26.424.8 
2400  2.560 


23.3   22   20.9  19  8 
2720  2880  3040  3200 


20 


18.9 
3360 


22 

18 
3.520 


Pennsylvania  R.  R.  specify  18  ties  to  each  33  ft.  of  main  track. 

16    "    for  .sidings. 

14    "    for  yards. 
Lehigh  VaUey  "       20    "    to  each  33  ft.  rail. 

Average  cost  of  renewing  ties  in  gravel  ballast  10  to  15  eta. 
"  "  "  "      stone        "       20  to  25   "  . 
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TRACK  TIES. 


A.  T.  &  S.  FE   fUNTREATED  TIES)  COST  PER  MILE  OF  TRACK. 


Material 


Ties. 

Inserting  ties 

Spikes  

Tie  plates 

Boring  ties  for  screw  spikes. 
Cost  per  mile  of  track 


Cut  spikes  and  No.  tie- 
plates. 


$0.62 
0.12 
1  55 


3,000 

3,000 

12,000 


SI  860 
360 
100 

Nil. 

Nil. 


S2320 


Screw  spikes  and  tie 
plates. 


$0.62 
0.15 
3.35 
1.48 


3.000 

3,000 

12,000 

6,000 


$1860 
450 
403 

885 
30 


$3628 


It  will  be  noted  that  the  cost  per  mile  with  cut  spikes  and  no 
tie  plates  is  about  one  third  less  than  screw  spikes  and  tie 
plates. 


B.  &  O.   RY.    (TREATED  AND   UNTREATED  TIES). 


Items. 


Purchase  price . .  . . 

Inspection 

Treatment 

Freight 

Unload  and  pile. . . 

Cost  per  tie 

Installing  in  track 


Treated  ties.  each.    Untreated  ties, each. 


SU.oo 
0.015 
0.23 
0.112 
0.02 


0.93 


0.28 


50.72 
0.015 


0.065 
0  02 


0.82 


0.28 


The  difference  between  the  cost  of  the  treated  and  untreated 
tie  on  the  B.  &  O.  Ry.  is  only  11  cents.  It  will  be  noted  that  the 
tie  for  treatment  is  of  a  cheaper  quality  than  the  untreated  tie. 


C.  p.   R.    (UNTRE.\TED  TIES). 


Material. 


Ties 

Inserting  ties 

Spikes 

Tie  plates 

Total  per  mile  of  track. 


Cut  spikes  not  tie  plates. 


$0.65 
0.12 


3,000 
12,000 " 


$1950 
360 
216 

Nil. 


$2526 


Cut  spikes 
and  tie 
plates. 


$1950 
360 
216 
108 


$2634 


COSTS  OF   VARIOUS  GRADES  OF  TIKS. 
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Tables  showing  the  estimated  hfe  of  ties  under  varnuis  con- 
ditions of  traffic  and  the  comparative  annual  cost  of  difTerent 
classes  and  grades  of  ties  with  difTerent  length  of  life  on  the 
B.  &  0. 

The  selection  provides  from  one  to  three  choices  as  to  classes 
and  grades  of  ties  in  each  case,  based  on  a  determination  of  the 
most  economical  tie  for  each  condition  of  track  as  determined 
by  two  factors,  namely,  the  cost  in  track  complete  and  the 
assumed  life  in  years. 


THE  COSTS  OF  VARIOUS  GRADES  OF  TIES. 


Items  of  cost . 


Purchase  price 

Inspection 

Treatment 

Fraght: 
80  milee  for  non-treatment. 

180  miles  for  treated  

Work  train  service 

(a) 

Handling  and  installing . . . . 

Two  tie  plates 

Interest  on  (a): 
6  months  on  untreated, 
12  months  on  treated.  . . 
Supervision 

(I) 


Class  A  —  81'      Class  A  —  8' 
grade.  grade. 


$ 

0.800 
0.010 


0.018 
0.010 
0.838 


10.190 
!0.240 


0.025 
0.066 
i  1.359 


&edit    salrai^e,    one-third 

value  tie  plate '0.080 

'1.279 
Annual  cost  per  tie  with  an-   I 
nual  life  of:  I 

4  years 0.400 


•  per  cent 
interest 
added 


S       S    I   s      $      s 

0.680  0.250  0.700  0.580  0.250 
0.010,0.010  0.010  0.010  0.010 


Class  B  — 
8}' grade. 


$    I    $ 

0.500  0.3.50 
0.010  0.010 


Class  B  — 
8'  grade 


S       S 

0.400  0.2.50 
O.OIOO.OIO 


0.018 0.018 0.018 0.018'o.or- "  ■   -■■■ 
0.010  0.010  0.010  q^io  o.i i : 

0.718  0.288  0.7.'5S  0.618  0.1'«- 

III!., 

0.160  0.160  0.19010.160  0.160  0.160  0.160 
0.120i0.120j0.240i0.12010.120:0.120  0.120 


Class  C  — 
8) 'grade. 


$        S 

0.6100.510 
0.010  0.010 
0.220|0.200 


CluSHOS   D 

and  E  — 
8i'  grade. 


1 


% 

0.570 
0.010 
0.220 


S 

0.470 
0.010 
0.200 


n.OIS  0.018  0.090  0.070  0.090  0.070 
1.010  0.010  0.010  0.010  0.010  0.010 

i.4.'js  u.:'s.'5:o.'.t40  o.iioo, 0.900:07760 


0.1600.160 

0.12O1O.12O 


0.190  0.160  0.190  0.160 
0.240  0.120  0.240  0.120 


0.022I0.009 0.022 0.019I0.009 0.016I0.012  O-Onoono o.o.-c'o.nisn.n.54lo.046 

0.066  0.066!0.066!0.066  0.066!0.066  0.066  " '.  0.066 

1.0S6  0.643  1.2.56  0.983  0.643  0.900  0.74tj  'i  1.152 


0.040i0.040  0.080 
1.046  0.603  1.176 


0.040:0.040 1 
0.943;0.603 


0..320  0.180'0.360  0.290  O.l'i'^ 

6  years 0.290  0.240  0.140  0.270  0.210  0.1  i 

8  years 0.240  0.i;<0  0.110,0.220:0.170  0.1 1 

10  years 

12  years i.. 

14  j-ears !.. 

16  years <. 


0.040 ; 

O.86O: 


U.  I4'i 

0.120 
0.110 


0.040 
0.706 


0.040 


0800.040 
412|1.154 


0.10010 
0.0'.l0  0 


230  0.190  0 
1700.1400 
UO  0.1 10(1 

120  0  ; 

100  II 
100  'I 


0.040 
1.112 


'  o.iw 
o.l.W 

.U;U.I40 


All  of  the  items  which  go  to  make  up  the  total  cost  of  the  tie 
before  and  after  it  is  delivered  are  included  in  the  abov(;  table, 
including  interest  on  ties  held  in  stock  either  trcatt^d  or  un- 
treated, including  annual  cost  per  tie  with  annual  life  for  varying 
periods. 
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LIFE  OF  TIES. 


For  selection,  the  ties  are  divided  into  five- classes.  Class  A 
includes  white  oak,  burr  oak,  chestnut  or  rock  oak,  cherry,  mul- 
berry, black  walnut  and  locust.  Class  B  covers  chestnut  only. 
Class  C  covers  red  oak,  black  oak,  scarlet  oak,  Spanish  oak,  pin 
oak,  shingle  and  laurel  oak,  honey  locust,  beech  and  hard  or 
sugar  maple.  Class  D  includes  silver,  soft  or  white  maple,  red, 
soft  or  swamp  maple,  red  or  river  birch,  sweet  or  black  birch, 
white  elm,  rock  elm  and  red  elm.  Class  E  includes  only  short- 
leaf  pine,  loblolly  pine  and  sap  longleaf  pine.  Each  class  is  sub- 
divided into  two  or  three  grades  determined  by  the  dimensions 
of  the  tie. 


LIFE  OF  TIES  UNDER  DIFFERENT  CONDITIONS. 


Untreated. 

Treated 

Class  A  —  Sy. 

Class  A  —  8'. 

Class  B 

Class  B 

—  8'. 

Class 
C. 

Classes 
D&E. 

Weight  of  power  and  traffic. 

■6 

1 
"o. 

1 
a 
.S 

o 

s 

"c. 
<s 

S 

"S 
.2 

0 

Z 

D. 
S 

'C, 

0 

Z 

i 

-     ;,     T.     cj     " 

1 

0 

4. 

.2 

0 
0 

z 

"c. 
.2 

■S 

c 
Z 

c. 

a 
S 

0 
Z 

0 

■3. 
0 

c 
0 

£ 
<s 

-3 
2 

3. 
0 

1 

1 

2 

2 

3 

3 

1 

1 

2 

2 

3 

3 

1 

1 

2 

2 

1 

1 

2 

2 

1 

2 

1 

2 

00 
X 

X 

X 

OO 

X 

X 

CD 

o 
X 

50 

cc 
X 
t- 

X 

00 

00 

X 

to 

X 

00 
X 

X 

0 

00 
X 

X 

as 

Class 
Eis 

C5 

X 

00 

X 

Main  line: 

Heavy  power,  den.'^e  traffic 

Moderate    weight    power    and 
traffic 

8 

9 
9 

9 

9 
9 

9 

5 

6 

7 

6 

7 
8 

7 

8 

8 
9 

8 

9 
9 

9 

9 
9 
9 

5 

6 

8 

6 

7 
8 

7 

8 
9 
9 

8 

8 

8 

8 
9 
9 

i 
i 

6 

7 
9 
9 

8 

8 

9 
9 

8 

9 
9 

6 

5 

6 
8 

6 

7 
8 

7 

7 
9 

7 

8 
9 

8 

9 
9 
9 

4 

S 
8 

5 

6 

8 

6 

8 
9 
9 

8 

■7 

7 

8 
8 
8 

'7 

6 

5 

7 
8 
8 

9 
9 

8 

9 
11 

10 

11 
12 

5 

7 

5 

7 

7 

7 

8 
10 

9 

10 
12 

6 

7 

10 
10 

7 
8 

7 

8 
10 

9 

10 
12 
12 

4 
5 

4 

5 
6 

6 

7 

Q 

11 

14 
IS 

14 

15 

12 

13 
14 

14 

15 
15 

15 

15 
16 
16 

9 

12 
13 

11 

12 

Light  power  and  traffic 

Branch  line: 

Heavy  power  and  traffic 

Moderate    weight,    power   and 
traffic 

10 
11 

Light  power  and  traffic 

1? 

Lead  and  passing: 

Heavy  power  and  traffic 

Moderate    weight,    power    and 
traffic 

12 
13 

Light  power  and  traffic 

14 

Yard  and  industrial: 
HeJivy  power  and  traffic 

8 

9 
II 

5 

6 
8 
10 

1^ 

Moderate    weight,    power   and 
traffic 

14 

Light  power  and  traffic 

15 

Repair,  temporary  awl  storage. . . . 

IP  I** 

IS 

I 


DIAGRAM    row    COST   OK    TIKS.  177 

C.  P.  R.  Diagrams  for  Cost  of  Ties.  —  Diajinuns  for  tlic  dc- 
tenniiuition  o:  the  econoinic  value  of  tics  have  been  prepared  hy 
J.  G.  Sullivan.  Chief  Engineer,  C.  P.  R.  (Western  Lines),  as 
described  in  Eng.  News,  Vol.  74,  No.  7.  There  are  three  dia- 
graius,  and  one  of  these  is  given  herewith,  basetl  on  a  fornuila 
given  by  the  Tie  Committee  of  the  American  Railway  Engincer- 
ing  Association.     The  formula  is  as  follows: 


or 


/  +  ^-l  = 


7  +  .4  = 


C/?(l+/?)-^'         C(l+/f)-^' 


(1  +  R)"-'  -  1      (l+A')-^-  1 
R 

Amount  of  C  after  N  vears 


Amount  of  SI  annuity  for  N  years 

C  =  Final  cost  of  tie  in  place; 
R  =  Rate  of  interest; 
/  =  Interest  =  CR; 
X  =  Life  of  ties  in  years; 
A  =  Annual  contribution  to  sinking  fund,  which  at  compound 

interest  will  provide  for  renewal  at  end  of  life  of  tie. 
Example:      C  =  SL40,     N  =  20  years,      R  =  5  per  cent. 
From  table  {I  +  R)-'"'  =  2.6533,       log  =  0.4237860 

From  table     ^^  "^  ^^^  ~  ^  =  33.0660,     log  =  L5193817 


2.9044043 

C  =  S1.40,         log  =  0.1461280 

log  =  1.0505323 


A  +/  =  SO.  11 2.34. 


The  three  diagrams  show  the  value  of  I  plus  A,  from  which 
the  annual  cost  per  tie  can  be  taken  for  ties  costing  from  40  cents 
to  SI. 50  and  var\'ing  in  hfe  from  2  to  25  years.  Mr.  Sullivan 
states  that  they  could  be  made  much  easier  if  they  only  showed 
the  value  of  .4  —  that  is,  the  amount  required  to  be  subscribed 
annually  to  form  a  sinking  fund  which  would  purchase  a  tie.  To 
this  would  be  added  direct  the  interest  on  the  first  cost  of  the  tie. 
This  would  have  a  slight  advantage  over  the  present  form  in  a 
case  where  the  cost  of  the  present  tie  will  differ  from  the  esti- 
mated cost  of  the  new  tie. 
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ANNUAL  COST  OF  TIES. 


The  same  result,  however,  can  be  obtained  by  taking  from  the 
diagram  the  annual  cost,  using  the  estimated  value  of  the  new 
tie,  and  deducting  from  this  the  interest  per  annum  at  the  given 
rate  on  this  difference.  For  example,  if  it  is  estimated  that  it 
will  cost  80  cents  to  renew  a  tie  which  cost  in  place  75  cents  and 
will  last  8  years,  money  figured  at  5  per  cent,  take  from  the 
diagram  the  annual  cost  of  an  80  cent  tie  lasting  8  years,  which 
is  12.4  cents,  and  deduct  from  this  the  interest  at  5  per  cent  on 
the  difference  in  the  actual  cost  and  the  estimated  cost  of  the 
renewal,  5  cents,  which  is  0.25  cents.  This  makes  the  annual 
cost  12.15  cents  instead  of  12.4  cents. 


GC       CO        O       t— 

Cost  per  Year 

K      CO      C      £;      03      s 

n 

Cents 

^             »v5            hO 

o      c     ^ 

to       to      K5       ti      lO       M 

to      CO      ...       W      CI      —J 

-u '-'  ;j 

'!'■'!         '.■'•. — 

-^- 

_J__ 

E-= 

5:::r!i--— 

■ — _^ 

«R 

-i^P^i^S^ 

^^^^g 

^^^^g 

tefj^^^^^ 

^^^^^ 

^^T^ 

[X 

1  1 

£=-" 

-  ^^^s^^V'^C'^'^^^^^'C^^-^^^^^^^^'^^^ 

Hf3  -- 

^-/^y^y^^y^^'-'^^^^^ 

*     1    1    1   . 

a       — 

;^M^X/^>^^       1 

C  *" 

/  V^A'']/  ^  /  ^''-    '           i 

!<S-- 

-^yf^fi^y'A>^ 

u-L 

. 

C3   ^ 

-^//py^X:^ 

'- 

tc 

A  '/  /  /  A- 

O          J 

K3 

/   7     /    /    /      ^ 

to 

/  i     '  i  /    /  1  /    ' 

tc 

/  /!/  / 

**          _j 

1/  /  1/  /I  1  1 

TABLE  OF  ANNUAL  COST  OF  TIES  LASTING  VARIOUS  LENGTHS  OF  TIME 
COSTING  IN  PLACE  VARIOUS  SUMS,   MONEY  FIGURED  AT  5  PER  CENT. 


Cost  in  place. 

Life  in 

years. 

$0.40 

$0.50 

$0.60 

$0.70 

$0.80 

$0.90 

$1.00 

$1.10 

$1.20 

$1.30 

$1.40 

$1.50 

1 

0.420 

0.525 

0.630 

2 

0.215 

0 

2fi9 

0.322 

0.376 

0.430 

0.484 

0.538 

3 

0.147 

0 

1S4 

0.221 

0.257 

0.294 

0.331 

0.368 

0.405 

0.442 

4 

0.113 

0 

141 

0.169 

0.198 

0.226 

0.254 

0.282 

0.310 

0.338 

0.367 

0.396 

0  423 

5 

0.092 

0 

115 

0.139 

0.162 

0.185 

0.208 

0.230 

0.254 

0.278 

0  301 

0  324 

0  345 

6 

0 

098 

0.118 

0.138 

0.157 

0.177 

0  196 

0  216 

0.236 

0  256 

0.276 

0  294 

7 

0 

nsfi 

0.104 

0.121 

0.138 

0.155 

0.172 

0.190 

0.208 

0.225 

0.242 

0  2,SS 

8 

0. 

078 

0.093 

0.109 

0.124 

0.139 

0.156 

0.171 

0  186 

0.202 

0.218 

0.234 

9 

0.084 

0.098 

0.112 

0.126 

0  141 

0.155 

0.168 

0.182 

0  196 

0  210 

10 

0.077 

0.091 

0.104 

0.117 

0.129 

0.142 

0.154 

r.l68 

0.182 

0.195 

11 

0.084 

0.096 

0  108 

0  120 

0.132 

0  144 

0.156 

0.168 

0.180 

12 

0.079 

0.090 

0.102 

0.113 

0.124 

0.136 

0.147 

0  158 

0  169 

13 

0.085 

0.006 

0.107 

0.117 

0  128 

0  138 

0.149 

0.160 

14 

0.090 

0.101 

0  111 

0  121 

0  131 

0.141 

0  151 

15 

0.087 

0  096 

0  106 

0  116 

0.125 

0  135 

0  144 

16 

0.083 

0.092 

0.101 

0.111 

0  120 

0.129 

0  138 

17 

0.089 

0  098 

0.107 

0  115 

0  124 

0  133 

18 

0.086 

0.094 

0  103 

0  111 

0.12D 

0.120 

19 

0.083 

0.091 

0.099 

O.IOS 

O.llfl 

0.124 

20 

1   •■■■ 

0  080 

0.088 

0  096 

0  105 

0.112 

0  120 

TREATED  TIES. 
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TREATED   TIES. 

All  timber  is  subject  to  decay  more  or  less  from  wood  destroy- 
ing fungi,  an  organism  that  obtains  its  food  supply  from  the 
timber  and  causes  its  destruction.  To  poison  the  food  supply 
of  this  organism  and  thereby  protect  the  timber  and  prolong  its 
life  a  number  of  different  chemical  treatments  have  developed; 
in  the  preservation  of  ties  the  treatments  have  in  general  been 
confined  to  the  following  toxic  or  antiseptic  compounds: 

1.  Creosote. 

2.  Zinc  chloride. 

3.  Creosote  and  zinc  chloride. 

4.  Miscellaneous  preservatives. 


TABLE  89. —  NUMBER  OF  CROSS  TIES  TREATED  IN   1914  IN  THE   UNITED 

STATES. 

(Amer.  Wood  Preservers'  Association.) 


Per 

cent 

each 
kind  of 

total 
treated. 

Kind  of  preservative. 

Miscella- 
neous pre- 
servatives. 

Emd  of  wood. 

c^«-*-    chfi. 

Zinc  chlo- 
ride and 
creosote. 

Total 

nuinhpr. 

Oak 

Yellow  pine 

Douglas  fir.  .  .  . 
Western  pine.  . 

Beech 

<^'ium 

Tamarack 

-Maple 

37.39 
24.19 
17.63 
5.40 
2.37 
2.08 
1.86 
1.22 
0.77 
0.10 
6.89 

6,5.37,857 

7,102,396 

5,452,516 

712,631 

572,828 

255,672 

183,044 

419.5.35 

126,735 

1,972 

1,226,2.57 

8,549.073 
1,866,627 

2,221, las 

l,a56,721 
2.52,415 
5.36,267 
.340.462 
132,^14 

41,358 
976.8.55 

1,159,929 
111,998 

'  114,466 
32,091 

'  28,728 
'  509".666 

148,275 

1,526,243 

57,08.5 

86,833 
290,424 

208,700 

.308,121 

16,.395,1.34 

\o,m7:2M 

7,730.7f^l 

2,.369.7fhl 

1,039.709 

910,S63 

813.9-30 

580.907 

Birch 

Elm 

Other  species.  . 

,135,4.35 

43,. 330 

3,020.2ft9 

Total 

100 

22,591,443 

16,673,-585 

1.9.56,27.S,  2,625.681 

i 

43,846,987 

Hewed  ties  treated  comprised  about  70  per  cent  or  30,222,18.3,  while  13,624,804  were  sawed. 
The  price  of  domestic  creosote  in  1914  averaged  8  to  85  cents  per  gallon  f.o.b.  plant.  MLscella- 
neous  preservatives  include  crude  oil,  paving  oil,  refined  coal  tar,  and  oils  reported  as  carbo- 
lineum. 

Approximately  133,000,000  ties  are  purchased  annually  by  railroads  and  about  33  per  cent  are 
being  treated. 


180  TREATED   TIES. 

It  is  conceded  that  with  the  present  day  rail  fastenings, 
treated  ties  are  destroyed  by  mechanical  wear  sooner  than  by 
decay  and  the  American  practice  is  therefore  to  make  the  treat- 
ment only  sufficient  to  well  outlast  the  mechanical  life  of  the 
average  tie  which  for  estimating  purposes  may  be  considered  .to 
be  14  years. 

The  wear  is  principally  from  rail  cutting  and  spike  killing;  to 
protect  the  tie  from  rail  cutting,  tie  plates  are  used;  to  lessen 
the  spike  killing  screw  spikes  have  been  introduced,  and  treated 
tie  plugs  are  used  to  fill  up  the  gap  from  a  redrawn  spike  as  a 
partial  remedy  to  reduce  the  injury,  and  to  guard  against  too 
rapid  decay  the  treatment  of  ties  with  chemicals  before  placing 
in  the  track  is  generally  being  adopted. 

The  average  life  of  the  better  class  of  ties  is  about  7  to  8  years 
and  the  average  cost  75  cents. 

The  average  cost  of  removing  an  old  tie  and  inserting  a  new 
one  is  about  23  cents. 

It  has  been  estimated  by  the  Chicago  and  North  Western  that 
the  cost  of  the  average  untreated  tie,  hemlock  or  tamarack, 
when  laid  for  use  west  of  the  Mississippi,  is  75  cents. 

On  the  Baltimore  and  Ohio  the  average  price  has  increased 
from  50  cents  in  1904  to  75  cents  in  1913  or  40  per  cent  in  ten 
years.  The  average  cost  of  ties  on  the  Can.  Pac.  have  in- 
creased from  35  cents  in  1904  to  43  cents  in  1914  or  about  20  per 
cent. 

The  present  day  preservatives  used  for  the  treatment  of  ties, 
for  all  practical  purposes,  may  be  confined  to  zinc  chloride  (a  salt) 
and  creosote  (an  oil),  used  separately  or  in  combination  under  a 
variety  of  different  processes. 

That  creosote  is  the  best  wood  preservative  is  an  estabhshcd 
fact,  but  its  cost  is  two  to  three  times  that  of  zinc  chloride. 

In  1003  the  numl)er  of  ties  treated  in  the  United  States  was 
9,010,000  of  which  8,400,000  were  treated  with  chloride  of  zinc 
and  610,000  with  creosote. 

In  1914  the  number  of  ties  treated  was  43,846,987  of  which 
16,673,585  were  treated  with  chloride  of  zinc,  22,591,443  with 
creosote  and  1,956,278  with  zinc  chloride  and  creosote,  and  the 
balance  2,625,681  with  miscellaneous  preservatives. 

In  1903  the  proportion  of  tics  treated  with  creosote  was  less 
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than  10  per  cent  but  in  1914  it  had  increased  to  over  50  per  cent 
whilst  the  zinc  chloride  treatment  has  fallen  from  1»0  per  cent  in 
1903  to  less  than  30  per  cent  in  1914.  This  indicates  that  in  the 
intervening  years  between  1903  and  1914  a  field  of  usefulness 
has  been  found  for  each  process.  What  this  field  is  for  each  is 
necessarily'  not  well  defined  but  is  somewhat  as  follows: 

Creosote.  —  For  the  treatment  of  ties  that  have  a  fair  average 
life  untreated  (6  to  7  years  or  over)  and  for  which  a  positive  long 
hfe  is  desired  after  treatment,  the  treatment  being  modified  to 
suit  requirements,  and  the  characteristics  of  the  various  timbers 
to  be  treated. 

Zinc  Chloride.  —  For  the  treatment  of  ties  that  have  a  short 
natural  hfe  (4  years  or  less),  ties  that  would  not  pay  to  put  in 
the  track  unless  treated;  its  greatest  field  is  in  arid  and  semi-arid 
locations  or  where  the  rainfall  is  light. 

Creosote  and  Zinc  Chloride.  —  A  combination  treatment  intro- 
duced as  a  medium  between  the  more  costly  creosote  and  the 
fairly  cheap  zinc  chloride  treatment,  and  a  desire  to  overcome  the 
defect  of  leeching  that  takes  place  in  the  zinc  chloride  treatment. 

To  obtain  results  the  treatment  must  be  thorough  and  the 
impregnation  verj-  complete;  the  ties  should  be  mechanically 
adzed  and  bored  before  impregnation  and  properly  .seasoned 
before  and  after  treatment. 

The  cost  of  tie  treatments  to  1913  from  16  principal  railways 
in  the  United  States  (A.  R.  E.  A.  Bulletin  164)  is  reported  as 
follows: 

T.\BLE  90. 


Kind  of  treatment. 

!      Maximum, 

0.324 

0.112 

.1         0.155 

0.176 

Minimum, 

fcrit--. 

U    -■III 

0  2.35 
0.100 
0  1.50 
0  175 

Creosote,  company  plant 

Creosote,  contract               

0  27t> 
0.2S9 

Zinc  chloride,  company  plant 

Zinc  chloride,  contract           

0.104 
0  152 

Card  process,  companj-  plant .... 

0  175 

The  above  costs  are  said  to  include  labor,  matcnul,  fuel, 
handhng  of  ties  at  plant  and  charges  for  interest,  and  deprecia- 
tion in  the  case  of  company  plants.  Since  1913,  however,  the 
prices  of  chemicals  have  risen  considerably  and  the  above 
figures  are  exceptionally  low. 
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The  cost  of  treating  a  hemlock  tie  on  the  Can.  Pac.  is  estimated 
at  21  cents  and  with  creosote  33  cents  per  tie,  and  figuring  8 
years  as  the  average  hfe  for  the  untreated  tie,  and  12  years  after 
treatment  with  zinc  chloride,  and  14  years  with  creosote,  the 
results  are  as  follows: 


Weight  untreated,  150  lbs.;  treated,  165  lbs.;  cost  of  tie  untreated,  43  cents. 


Items  for  24  year  period. 

Untreated  tie 
(8  years). 

Treated  tie, 

zinc  chloride 

(12  years). 

Treated  tie 
creosote 
(14  years.) 

0.43 

0.430 
0.016 
0  160 
0  010 
0.210 
0.014 

0  430 

0.016 

0.15 
0.01 

0.160 

0.010 

0.326 

0  014 

Interest  5  per  cent  (compound) 

0.59 
Syr.  0.28    0.87 

0.84 
12  yr.  0.66     1.50 

0.956 
14  >T.  0.934         1.89 

First  renewal. 

Cost  of  tie  (increased  value) 

Remainder  as  above 

0.47 
0.16 

0.50 
0.41 

0.51 
0  526 

Interest  5  per  cent  (compound) 

0.65 
8yr.  0.30    0.93 

0.91 
12  yr.  0.72     1.63 

1  036 
1.014 

Second  renewal. 

0.51 
0.16 

lOyr.  2.05X?    146 

0.67 
8yr.  0.32    0.99 

$2.79 

$3.13 

$3.35 

0.116 

0.130 

0.14 

Steel  Ties.  —  A  great  deal  of  attention  has  been  given  during 
the  past  few  years  to  finding  a  substitute  for  wood  ties,  and  many 
designs  of  steel,  concrete,  and  composite  ties  are  being  tried  out, 
and  the  steel  tie  has  been  the  most  successful  so  far. 

The  type  that  has  been  used  chiefly  i.-^  known  as  the  Carnegie 
Steel  Tic,  illustrated  herewith,  and  for  which  a  number  of  different 
weights  of  sections  are  given  in  Table  90a.  These  are  made  up  in 
sections  varying  in  weight  from  20  to  27.8  lbs.  per  foot.  The  rolled 
.steel  plates  and  fastenings  are  not  included  in  the  weights  and 
have  to  be  added  when  making  up  the  cost  figures. 
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100  lb.  R.B.  tUU 


a — ^^- 


H  Rolled  Steel  Plate 


^^ 


;i7;^ 


FASTENINGS  FOR  STEEL  TIE 
Carnegie  Steel  Co.  Section  M-28 

-6^ »; 


1 


STEEL  TIE 
Carnegie  Steel  Tie 


TABLE  90a. 


Depth  j  Weight 

.\rea 
of 

Width  of 
flange. 

Thick- 
ness 
of 
web. 

- 

'    1. 

Axis  2-2. 

1^«°   ^tion. 

foot. 

sec- 
tion. 

Top. 

Bot'm. 

/. 

r. 

S. 

1 

X. 

/. 

r. 

S. 

In. 

Lb. 

In.» 

In. 

In. 

In. 

In.« 

30.9 
13  0 
4  3 
58.0 

In. 

2  33 
1  78 
1.24 

In.» 

9.7 
5  5 
2.5 
14.4 

In. 

ItL* 

14  0 
6  1 

In. 

l.«2 
1.22 

In.' 

i/21        5.50 
>/2o        4.25 
J/M        3  00 
A/28        6  5 

20.0 

14.5 

9.5 

27.8 

5.71 
4  10 

2  80 
8.18 

4.5 

4  0 
3  0 

5  0 

8  0 
6.0 
5  0 
10.0 

0  250 
0.250 
0  203 
0  375 

2  33 

1.88 

1  r- 

2  i 

3.7 
2.0 

!  2 
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CHAPTER    IX. 
RAIL. 

Steel.  —  The  manufacture  of  rail  has  been  from  iron  to  Besse- 
mer steel  and  from  Bessemer  to  open-hearth  and  special  alloy 
steel. 

The  output  of  Bessemer  steel  has  steadily  dechned  since  1906 
and  the  production  of  open-hearth  has  been  increasing  at  a  cor- 
responding rate,  while  the  tonnage  of  allo}^  steel  remains  about 
stationar}^  and  is  quite  small  in  comparison  with  the  total  tonnage 
of  rails  rolled. 

In  the  construction  of  main  line  switch  points,  frogs,  diamond 
crossings,  curves,  and  places  of  excessive  wear,  it  is  quite  common 
practice  to  use  special,  and  hardened  steel  rails  such  as  cast 
manganese  steel,  rolled  manganese  steel,  majari  steel,  silicon 
rail,  and  Bessemer  and  open-hearth  rail  treated  with  ferro- 
titanium  and  other  alloys. 

Design.  —  The  A.  S.  C.  E.  sections,  as  presented  by  the  Ameri- 
can Society  of  Civil  Engineers  in  1893,  have  generally  been 
adopted  as  standard. 

The  A.  R.  A.  sections,  series  A  and  B  as  adopted  bj^  the  Ameri- 
can Railway  Association  in  1898,  have  been  used  to  some  extent. 

The  A.  R.  E.  A.  sections  were  submitted  by  the  rail  committee 
of  the  American  Railway  Engineering  Association  in  1915,  but 
have  not  yet  been  approved  b}^  the  Association. 

The  standard  weights  in  service  are  mostly  85  up  to  105  lb. 
In  1915,  66  per  cent  of  all  rails  rolled  were  of  85  lb.  section  and 
over.  Quite  a  number  of  roads  have  heavier  than  100  lb.  sec- 
tions in  service;  among  these  may  be  mentioned  the  New  York 
Central,  105  lb.;  Lehigh  Valley,  110  and  136  lb.;  Pennsylvania, 
125  lb.;  and  the  Central  New  Jersey,  135  lb.     See  Fig.  52a. 

Another  type  of  rail  section  that  has  developed  within  the  past 
year  or  two  is  the  so-called  frictionless  rail,  designed  to  reduce 
the  frictional  resistance  and  wear  between  the  rail  and  the  wheel 
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flanges  on  curves.  It  has  a  deep  narrow  head  with  sloping  sides, 
the  base  remaining  the  same  as  in  the  ordinary  rail;  it  is  being 
tried  out  by  a  number  of  railroads. 


DESIGN"  OF  RECENT   HEAVY   R.\IL  SECTIONS.    Fi«.  52a. 


WVT*- 


Railway Lehigh  Valley  R.  R. 

Weight 136  lb. 

Height 7  in. 

Head 35.4%,    4.72  sq.  in. 

Web 23.7%,    3.17  sq.  in. 

Base 40.9%,    5.46  sq.  in. 

Total 100.0%,  13.35  sq.  in. 

Moment  of 

inertia.  86.57 


Pennsylvania  R.  R.      Central  R.  R.  of 


N 

ew  Jersey 

125  lb. 

135  lb 

6|  in 

6 J  in 

38.9%, 

4.73  sq. 

in. 

40.28% 

20.3%, 

2.47  .sq. 

in. 

21.90% 

40.8%, 

4.95  sq. 

in. 

37.82  J  % 

100.0%, 

12.15  sq. 

in. 

100.00% 

68.7 


72.39 


It  is  recognized  that  the  margin  of  safety  in  regard  to  rails  is 
quite  small;  for  this  rea.son  the  heavier  the  rail  .section,  other 
things  being  equal,  the  better  will  be  the  service  and  the  more 
economical  it  will  be  in  maintenance  and  operation. 

The  tonnage  rolled  of  the  A.  R.  E.  A.  rail  .-^'ries  A  and  B  have  Ix^n 
fairly  successful  in  service  under  favorable  conditions.  It  is  stated 
that  th&se  sections  can  be  rolled  in  the  mill  at  a  lower  temperature 
than  the  ordinary  A.  S.  C.  E.  rail  and  that  therefore  a  finer  grain 
and  better  weaving  surface  is  secured. 
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The  following  figures  give  the  production  of  rails  rolled  in  the 
United  States  in  1915,  from  which  it  will  be  noted  that  the  open 
hearth  process  is  about  81  per  cent  of  the  total  and  that  the 
Bessemer  process  only  amounts  to  about  15  per  cent. 

The  production  of  re-rolled  rails  for  1915  by  the  various  manu- 
facturers was  102,083  gross  tons. 

Electric  process  and  heat-treated  rails  are  at  present  in  experi- 
mental use  only. 


PRODUCTION  OF  RAILS  IN  THE   UNITED  STATES  IN  1915. 


Production  by  processes. 

Production  by  weight. 

Kinds. 

Gross 
tons. 

Per  cent. 

Under 
50  1b. 

50  lb.  and 

less  than 

85. 

85  lb.  and 

less  than 

100. 

100  lb.  and 
over. 

1,775,168 
326,952 
102,083 

80.54 
14.83 
4.63 

Gross  tons 

2,204,203 

100.00 

254,101 

518,291 

742,816 

688,995 

PRODUCTION  OF  ALLOY-TREATED  STEEL  RAILS,  1915. 


Kinds. 

Gross 
tons. 

Per  cent. 

Under 
50  1b. 

50  lb.  and 

less  than 
85. 

85  lb.  and 

less  than 

100. 

100  lb.  and 
over. 

21,191 
3,779 

85  00 
15.00 

Other  alloys 

Gross  tons 

24.970 

100.00 

6 

1977 

6555 

16,432 

Processes;  open-hearth  and  electric,  24,367;  Bessemer,  603;  total,  24,970  tons. 


The  heavier  section  of  rail,  over  100  lb.  per  yard,  has  only 
come  into  service  within  the  past  few  years  and  the  production 
in  1915  was  just  a  little  less  than  the  amount  rolled  of  85  to 
100  lb.,  so  that  it  is  likely  the  heavier  rail,  over  100  lb.,  will 
exceed  all  others  in  the  next  vear  or  two. 


CHEMIC.\L   composition- 


is: 


The  prime  chemical  composition  and  the  physical  chara(t(ri>- 
tics  of  steel  for  track  work,  given  by  W.  C.  Cushing,  are  about  as 
follows : 


CHEMICAL  COMPOSITION'. 


Kind  of  steel. 

Manganese. 

Carbon. 

Phosphorus. 

Silicon. 

Sulphur. 

Manganese 

Bessemer 

11-13 
0.80-1.10 
0  60-0  90 

1.0-1.20 
0.45-0.55 
0  62-0.75 

0  Ofr-O.ll 
Not  to  exceed  0  10 
Not  to  exceed  0  04 

0.25-0.40 
Not  to  exceed  0  20 
Not  to  excee<i  0  20 

0.02-0  06 

Open-hearth 

PHYSICAL  CHARACTERISTICS. 


K^-d  of  steel.       ^^Hes^rJ^h. 

Lb.  sq.  in., 
elastic  limit. 

Elonga- 
tion, per 
cent  in 
2  in. 

Reduc- 
tion of 
area  per- 
centage. 

Hardness  by 

Brinell. 

Sclero- 
scope. 

i 
Manganese  (cast) ...     75,000-102,000 

Bessemer 89,000-126,000 

Open-hearth 115,000-156,000 

40,000-58,000 
44,000-62,000 
54,000-80.000 

8-27 
5-25 
9-16 

15-29 
5-43 
10-30 

230 
172-230 
230-300 

40-50 
29-35 
32-43 

The  following  figures  for  rolled  and  for  forged  manganese  steel 
are  given  by  W.  S.  Potter: 


Kind  of  steel. 

Lb.  sq.  in., 
tensile  strength. 

Lb.  sq.  in., 
elastic  limit. 

Klongution, 
per  cent  in  2  in. 

Cast  steel         

82,000 
1.^5.000 
142,000 

45,000 
fifl.OfJO 

30 

Rolled  metal  

3.5 

3« 
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AVERAGE  ESTIMATING  PRICES. 


Cost.  —  Rails  are  usually  delivered  in  33-foot  lengths,  ends 
sawed  square  and  bolt  holes  for  splice  connections  accurately 
drilled.  A  small  percentage  in  shorter  lengths  is  generally 
accepted;  the  best  rails  are  usually  termed  No.  1,  and  those  not 
of  the  best'No.  2.  No.  1  rail  only  is  used  in  main  line  or  fast 
running  track. 

Rails  are  bought  and  paid  for  on  the  actual  weight,  and  are 
usually  quoted  in  gross  tons  (2240  pounds)  and  weight  per  yard 
(3  lineal  feet).  Rails  in  45  ft.  and  60  ft.  lengths  are  used  to  some 
extent. 

AVERAGE  ESTIMATING  PRICES.   1915. 


Rail  and  fastenings. 


Rail  (new) 

Angle  bars  with  rail 

Bolts,  track  (common) .... 
Bolts,  track  (heat  treated) , 

Spikes  (5^  X  A) 

Tie  plates 

Nut  locks  per  1000,  $12.00. 
Rail  anchors  each  16p 


Approximate  cost. 


Per  gross  ton.         Per  100  lb 


S33 
45 
79 
95 
54 
45 


51.47 
2.00 
3.55 
4.25 
2.41 
2.02 


For  rolled  manganese  rail  about  S95  per  ton.  In  the  case  of  an  addition  of  titanium,  the 
cost  is  from  5  to  12  per  cent  in  excess  of  the  plain  steel  and  for  nickel  raU  about  75  per  cent, 
under  normal  conditions. 

Where  rail  has  failed  from  battering  at  the  ends,  it  is  usual  to 
saw  off  the  defective  ends  and  redrill  the  holes  before  relaying  for 
branch  line  service.  The  cost  of  resawing  may  be  estimated  at 
75  cents  per  ton,  which  includes  picking  up  rail,  taking  it  to 
shops,  rcdrilling,  sawing,  reloading  and  salvage  from  scrap. 
The  average  scrap  value  of  old  rails  for  a  number  of  years  prior 
to  1915  was  about  $12  per  ton  and  the  average  price  of  new  rail 
$30  per  ton,  or  the  difference  in  value  between  scrap  and  new  rail 
was  about  $18. 

A.  M.  Wellington  writing  in  1902  states  that  the  average  life 
of  good  steel  rails  weighing  60  to  SO  lb.  per  yard  is  about  150,- 
000,000  to  200,000,000  tons  or  from  300,000  to  500,000  trains. 
From  10  to  15  lb.  or  §  to  |  of  an  inch  in  height  of  head  of  rail  is 
available  for  wear  and  abrasion  takes  place  at  the  rate  of  about 
1  lb.  per  10,000,000  tons,  or  ,V"  per  14,000,000  to  15,000,000 
tons. 


AVERAGE  ESTIM.VnXO    PRICES.  1S«) 

The  reasonable  cost  per  train  mile  oi  rail  weai-  mav  In-  rsii- 
mateil  at  from  0.3  to  0.5  cents  as  follows: 

Cost  of  one  mile  stool  rails,  95  tons  @  S30.  .  .  .  >^2s.")i) 

Less  scrap  value  of  unworn  rail  (nearly  half).  .  \:\:,{) 

Leaving  as  net  cost  of  wearing  portion,  per  mile,  .  .  s i.-.oo 

Divided  by  total  life  300,000  to  500,000  trains  .rives  0.3  to  0.5 
cents  per  train  mile,  but  in  view  of  present  difiiculty  of  getting 
good  rails  and  a  tendency  to  increase  the  weight  of  trains,  we 
may  assume  the  even  figure  of  one  cent  per  train  mile. 

Rail  statistics  on  the  Northern  Pacific  intlicated  a  loss  of 
weight  due  to  wear  in  four  years  of  about  0.5  per  cent  per  10,- 
000,000  tons  duty.  This  would  indicate  a  loss  of  about  1.25  per 
cent  per  year  per  100,000,000  tons  duty. 

Re-rolled  Rails.  — Since  1910  a  process  of  re-rolling  old  rails 
has  been  in  vogue  with  very  satisfactory  results. 

Usually  the  larger  section  rails  that  are  slightly  worn  and  not 
sufficiently  good  for  main  line  are  re-rolled  and  used  on  branch 
fines.  The  rails  are  heated  and  practically  all  of  the  work  is  done 
on  the  head  of  the  rail,  straightening  it  up,  etc. 

The  work  elongates  the  head  considerably,  making  it,  of  course, 
lighter  in  section  than  the  original.  The  reduction  varies  from 
six  to  ten  pounds,  according  to  the  w-ear  and  kind  of  finish  it 
receives. 

The  re-rolled  rail  needs  to  be  classified  and  various  classes  of 
rails  must  be  laid  together,  to  obtain  the  best  results. 

The  cost  of  re-rolling  averages  from  S5  to  87  per  ton,  the  Rail- 
way Company  paying  the  freight  to  and  from  the  mills. 

The  practice  on  the  C.  ]M.  &  St.  P.  R.  R.  is  not  to  re-roll  any 
rail  less  than  85  lb.,  although  65  lb.  and  75  lb.  have  been  re-rolled; 
the  rail  shipped  for  re-rolling  is  usually  in  pretty  fair  condition, 
free  from  burrs,  and  not  worn  more  than  \  in.  at  any  pcjint. 

On  the  111.  Cent,  and  Chi.  G.  West.,  rails  have  been  re-rolled 
from  67  lb.  to  about  60  lb. ;  the  process  is  said  to  have  toughened 
the  rail  and  made  a  very  satisfactory  rail  in  use. 

The  Santa  Fe,  the  B.  &  O.,  and  Chic,  and  N.  West.,  have  also 
used  re-rolled  rails  extensively. 

For  weights  and  quantities  of  rail  and  fastenings,  sec  page  20. 
For  renewing  rail,  capital  and  maintenance  charges,  see  page  21. 
For  cost  of  laying  rail,  see  page  12. 
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CHAPTER  X. 
OTHER  TRACK  MATERIAL. 

Rail  Joints.  — There  is  no  common  standard  rail  joint;  most 
railroads  have  developed  their  own  designs  and  there  are  in 
general  use  a  number  of  different  types,  the  most  common  of 
which  is  the  angle  bar. 

The  angle  bar  was  first  introduced  about  1868;  previous  to 
this  the  fish  plate  was  used;  at  that  time  both  the  fish  plate  and 
angle  bar  fitted  flat  against  the  web  of  the  rail,  and  about  1870 
both  were  improved  by  making  the  inside  of  the  bar  concave  so 
that  only  the  top  and  bottom  of  the  bar  came  in  contact  with  the 
rail;  the  recent  improvement  to  this  type  of  bar  is  a  widened 
base  with  a  slight  vertical  turndown  at  the  side  and  a  rein- 
forcing of  the  upper  part  of  the  web  near  the  under  side  of  the 
rail  head.  Figs.  54  and  55.  The  patented  joints  that  have  been 
used  to  any  extent  are  of  two  kinds;  —  the  base  supported  type 
such  as  the  Continuous,  the  Weber,  and  the  Wolhaupter,  page  11, 
and  the  deep  girder  type  such  as  the  Duquesne,  Hundred  per  cent, 
and  the  Bonzano.  A  plain  bar  that  has  given  good  service  is  the 
C.  P.  R.  standard,  Fig.  53. 

The  Rock  Island  bars.  Fig.  54,  are  heat  treated  and  quciiched 
in  oil  and  are  applied  with  1  in.  heat-treated  track  bolts  and 
spring  washers,  standard  tic  plates,  and  f  in.  by  6  in.  track  spikes. 

The  tendency  is  towards  a  plain  four-holed  bar  splice  24  in. 
long  with  1  in.  bolts  for  90  lb.  rail  and  over  U.  S.  standard 
thread,  with  a  good  make  of  spring  nut  lock,  square  head  tap. 
There  is  also  a  desire  to  obtain  a  joint  bar  that  will  dispense  with 
the  necessity  of  respacing  ties  when  relaying  rail,  with  its  added 
expense  and  resulting  disturbance  of  roadbed  that  is  so  detri- 
mental to  good  riding  track.  Some  of  the  roads  that  are  relay- 
ing rail  without  respacing  ties  are  the  Lehigh  Valley,  the  Illinois 
Central,  the  Pittsburg  and  Lake  Erie,  and  the  C.  P.  R. 

Some  roads  to  strengthen  the  joint  are  using  a  base  plate  under 
the  rail;  the  Pennsylvania  R.  K.  use  a  long  base  plate  extending 
over  four  ties,  which  is  said  to  not  only  strengthen  the  joint  but 
makes  an  excellent  anticreeper  as  well. 


ANGLE  BARS. 
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Fig.  53.    C.  P.  R.  Standard  8o-lb.  Rail  —  Angle  Bar. 
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Fig.  54.     Rock  Island  100-lb.  Rail  — Angle  Bar. 


■  Fiber  End  Post  ><;  thick 


SECTION  OF  STANDARD 
RAIL  JOINT       h«- 


BRADDOCK  JOIIJT 
SECTIONS  OF  INSULATED  RAfL  JOINT& 
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ELEVATION  OF  STANDARD  RAIL  JOINT 


Fig.  55.     Phila.  &  Reading  100-lb.  Rail  Splice. 

Where  two  different  sections  of  rail  come  together  compromise 
or  step  up  joints  are  commonly  used,  or  a  tapered  rail  each  end 
of  which  has  a  different  section  to  match  the  two  sizes  of  rail 
which  it  connects. 

The  insulated  joint,  Fig.  55,  in  track  was  brought  about  by  the 
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adoption  of  track  circuits,  and  formerly  was  accomplished  with 
wooden  splice  bars,  but  with  the  increase  of  weight  and  speed  of 
trains,  the  weakening  of  the  joint  with  a  wooden  bar  was  soon 
demonstrated  anil  insulating  material  between  the  parts  of  the 
joint  structure  took  its  place. 

The  100  per  cent  type  of  bar  used  by  the  riula.  A:  K.  K.  is 
shown,  Fig.  55,  for  100-lb.  rail;  the  bars  are  26  in.  long  and 
slotted  for  the  track  spikes.  The  bolts  are  1  in.  diameter,  with 
oval  necks,  and  heads  shaped  to  fit  ribs  of  splice  bars.  Spring- 
nut  blocks  are  used.  The  bolts  are  placed  with  heads  alter- 
nately on  the  inner  and  outer  sides.  For  insulated  rails  the 
Phila.  &  Reading  use  the  O'Brien  and  Braddock  joints.  The 
rail  ends  are  separated  by  h-'m.  fiber  end  post  shaped  to  the  rail 
section. 

Bolts  and  Nut  Locks.  —  The  bolts  used  in  coupling  up  the 
joint  bars  to  the  rail  must  be  of  sufficient  strength  so  that  a 
trackman  cannot  twist,  bend  or  stretch  it  with  a  wrench;  to 
provide  against  this  the  elastic  limit  of  the  material  must  be 
high  and  the  result  is  usually  obtained  by  heat  treatment  of  the 
bolts  at  a  slight  extra  cost. 


APPROX    DEVELOPMENT  OF  NUT  LOCK 


The  ordinary  track  bolt  with  a  nut  lock  or  a  self-locking  grip 
bolt  such  as  the  "  Harvey  "  are  most  commonly  used. 

Loose  bolts  are  the  cause  of  most  of  the  deterioration  of  the 
rail  at  the  joints  and  great  care  is  usually  taken  to  keep  them 
tight;  to  this  end  also  a  great  number  of  different  types  of  nut 
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locks  have  been  introduced,  the  spring  effect  of  which  takes  up 
the  looseness  resulting  from  wear  until  adjustment  can  be  made. 
With  the  lock  nut  the  adjustment  of  course  can  only  be  made 
with  the  wrench.  The  bolts  are  usually  placed  alternately  on 
the  outside  and  inside  of  the  rail,  which  in  the  case  of  derailment 
protects  the  joint  bolts  from  being  entirely  stripped,  and  inci- 
dentally makes  a  better  balanced  joint. 


The  cost  of  maintaining  the  self-locking  bolts  may  be  esti- 
mated at  from  SIO  to  S12  per  year  (bolts  tightened  twice  a  year). 

The  cost  of  maintaining  the  nut  locks  may  be  estimated  at 
from  $6  to  $8  per  year  (bolts  tightened  once  a  year)  per  mile  of 
track. 


H.  p.  TRACK  SIZES  OF  NUT  LOCKS. 


Approximate 

Size, 
in. 

Effec- 
tive 
pres- 
sures in 
pounds. 

Dimensions. 

Num- 
ber 
per 
keg. 

Approx. 

net 
weight 
per  M., 

lb. 

\Vt. 
of 

keg, 
lb. 

Num- 
ber of 

number  of 

hipower  required 

per  mile  of 

track. 

A, 
diam. 
outer. 

in. 

B, 

diam. 

inside, 

in. 

c, 

width, 
in. 

D, 

height, 

in. 

hipower 
req'red 

for  a 
min.  car 

load. 

I 
I 
1 

u 
u 

6,000 
8,000 
10.000 
12.500 
15.000 

m 
Hi 

Hi 
2A 

2/, 

U 
lA 

ift 

3 
8 

a 

2500 
2000 
1500 
1000 
1000 

72 
109 
122 
160 
186 

10 
10 
10 
10 
10 

462,000 

33'    rail.    4    bolt 

splices,  1280 

33'    rail.    6    bolt 

splices,  1020 

30'    rail.    4    bolt 

splices,  1408 

30'    rail.    6    bolt 

splices.  2112 

328.000 
263,000 
206,000 
178.000 
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U     S     STANDARD  AND   HARVEY  GRIP  TRACK   BOLTS 
•  i;  t: • 


EnUrgcment  of  Thread 
10  times  Full  Size 


aoiis*' 


MhuiM?         '  9  RiKlit  Threads  per  Inch 
U.S.  Standard 


C.  P.  R.  Standard  Track  Bolts. 


K-ig^ 


-1 — >)     SUndard  TTarvey 

iirii,  ri.r...,! 


—^% iT  I 


Harvey  Grip  and  U.  S.  Standard  Thread  Bolts. 
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Rail  Anchors.  —  Rail  anchors  or  rail  creepers  have  come  into 
general  use  during  the  past  two  or  three  years.  It  is  generally 
conceded  that  the  anchoring  of  the  rail  to  the  ties  supporting  the 
joint  by  spiking  through  the  slotted  holes  in  the  flanges  of  the 
angle  bars  places  most  of  the  anchorage  on  one  side  of  the  joint 
ties,  on  broken  jointed  track,  and  makes  an  unbalanced  joint, 
and  unless  rail  creepers  are  used  the  rail  on  the  opposite  side  of 
the  joint  ties  will  not  maintain  a  square  position  across  the  track. 

The  creeping  of  rails  of  sufficient  magnitude  to  cause  track 
disturbances,  except  in  very  rare  cases,  is  the  resultof  forces 
generated  by  the  rolling  load,  according  to  Mr.  P.  M.  LaBach; 
such  as  creeping  due  to  the  tractive  power  of  the  locomotive, 
creeping  due  to  the  friction  of  locked  wheels,  creeping  due  to 
wave  motion  in  the  track  and  creeping  due  to  the  discontinuity 
of  the  track  structure. 

The  creeping  due  to  the  tractive  power  of  the  locomotive  tends 
to  move  the  rail  in  a  direction  contrary  to  that  of  the  locomotive. 
The  creeping  due  to  locked  wheels  will  be  found  where  stops  are 
made  and  will  be  in  the  direction  of  traffic.  The  creeping  due  to 
wave  motion  increases  directly  as  the  load  and  the  tie  spacing 
and  inversely  as  the  stiffness  of  the  rail,  and  will  increase  with  the 
speed,  the  stress  in  the  rail  and  the  traffic.  The  creeping  due  to 
the  discontinuity  of  the  track  structure  from  worn  angle  bars  or 
loose  or  poorly  designed  joints  causes  an  increased  hammering 
on  the  ends  of  the  rails  in  the  same  direction  as  traffic,  and  in- 
creases with  the  speed,  load  and  flexibility  of  the  rail.  The 
creeping  due  to  wave  action  and  to  hammering  of  the  ends  is  in 
the  same  direction. 

The  creeping  of  track  (rails  and  ties  together)  occurs  some- 
times on  swampy  roadbed,  owing  to  the  wave  motion  under 
traffic.  The  M.  St.  P.  &  S.  St.  M.  Ry.  use  ten  and  twelve  foot 
long  ties  with  angle  bars  spiked  to  two  ties  at  the  center  of  the 
rail,  to  keep  the  rails  from  creeping  on  tlio  ties. 

In  laying  rail,  anchors  are  used  permanently,  according  to 
conditions,  to  keep  the  rail  from  creeping  under  traffic,  by  dis- 
tributing the  resulting  stresses  throughout  the  rail  length  rather 
than  concentrating  it  on  the  joint  ties.  For  this  reason,  slot 
spiking  the  joints  and  the  spacing  of  joint  ties  have  been  aban- 
doned on  many  roads.     Rail  creepers  are  also  used  to  prevent 
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rail  from  crowding  the  froir  or  wins  rail  of  froij;.  on  sprint:  rail 
frogs  on  one  way  traffic. 

The  boltless,  self-maintaining  wetlge,  skew,  spring  or  t-laiiips 
are  the  most  generally  used  types.     Among  the  many  in  general 


Vaughan. 


P.  cV-  M.  Diiiklagc 

Rail  Anchors. 


use  may  be  mentioned  the  "  L.  &  S.,"  a  bolt  operated  anchor, 
the  "  Dinklage,"  a  two-piece  anchor,  the  "  Ajax,"  a  two-piece 
wedge  anchor,  the  "  Vaughan,"  a  two-piece  anchor  with  a  spring, 
the  "  Positive,"  a  one-piece  anchor,  and  the  ''  P.  &  M.,"  a  two- 
piece  anchor  of  the  wedge  type,  and  the  "  Sullivan  "  plate 
anchor. 


THE  COST  OF   RAIL  AXCHORS  IN    ii.Ai  i.. 

Four  anchors  per  rail,  1280  per  mile  @  16^ S204 .  80 

Labor  applying                                      ©0.013  each  1 0 ,  20 

Total <_'2!.00 

It  is  estimated  an  annual  saving  of  from  S2oO  to  .siOO  jjcr  mile 
can  be  made  by  the  use  of  anchors  which  would  otherwise  be 
spent  on  maintenance  in  driving  back  rail,  .squaring  up  slewefl 
ties,  resurfacing,  etc.  Under  favorable  conditions  with  stone 
ballast  and  heavy  section  rail  four  anchors  to  a  33  ft.  rail  is 
recommended,  placed  without  reference  to  joints  but  always 
opposite  each  other  and  again.st  the  same  tie,  one  pair  preferably 
in  each  quarter  rail  length.  The  adoption  of  the  uniform  spacing 
of  ties  without  reference  to  the  joints  means  a  large  saving  in 
maintenance  as  it  is  estimated  that  the  average  cost  of  respacing 
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joint  ties  and  surfacing  track  (on  account  of  respacing)  approxi- 
mates S350.00  per  mile  on  stone  ballasted  line  where  rails  are 
laid  with  staggered  joints. 

Spikes.  —  Spikes  are  used  to  fasten  or  hold  the  rail  to  the  ties; 
two  kinds  are  in  service,  the  ordinary  common  cut  spike  and  the 
screw  spike.  The  functions  of  the  spike  are  to  prevent  the  rail 
from  spreading,  overturning  or  lifting;  the  outer  line  of  spikes 
therefore  resists  the  lateral  or  side  thrust,  the  inner  line  anchors 
the  rail  and  prevents  it  from  canting,  while  both  lines  simul- 
taneously hold  the  rail  from  lifting  vertically  from  the  wave 
action  which  develops  in  the  rail  when  under  stress. 

The  spike  therefore  is  measured  by  its  holding  power  and  as  the 
cut  spike  is  not  half  as  strong  in  this  respect  as  the  screw  spike 
the  latter  is  undoubtedly  the  best  fastening  for  the  purpose,  but 
there  are  certain  features  in  track  maintenance  and  climatic 
conditions  in  this  country  that  make  it  undesirable  to  adopt  it 
under  all  circumstances. 


not  less  than]  jJ^j^^Y-^^ti?,  Reinforced 


Not  over  ?,j  Rad. 
^  preferred 


"9^     All  Spikes  muet  bo  pcloted  to  % 
%  outUiig  odge,  frc«  of  fins,  and 
sball  b«  gruuDil  If  neocsparj. 

Fig.  56.     C.  P.  R.  Cut  Track  Sjnkes. 


Cut  Spikes.  —  The  common  cut  spike  is  in  general  use  but  is 
largely  objected  to  on  account  of  its  limited  holding  power  both 
vertically  and  laterally  and  is  the' cause  of  the  tie  being  rapidly 
destroyed  by  spike  killing,  entailing  thereby  a  very  heavy  main- 
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tenance  cost  in  tio  ivmnvals:  so  far  as  the  latiM-al  lioldiii^  powiM- 
of  the  spike  is  concerned  the  introduction  of  the  tie  plate  lias 
greatly  strengthened  it  in  this  respect  and  for  lines  of  ordinary 
traffic  it  is  doubtful  if  it  will  ever  be  (MitinOy  super-.'. Ird  by  the 


Fig.  57.     C.  P.  R.  Shimming  Spikes. 


screw  spike.  Figs.  58  and  59  illustrate  the  A.  R.  E.  A.  proposed 
-tandard  cut  and  screw  spikes  and  Figs.  56  and  57  the  ('.  P.  R. 
-tandard  cut  track  spikes  and  shimming  spikes. 

The  average  standard  cut  track  spike  is  ^%  in.  sq.  X  5'   in. 
long.     Average  weight  0.65  lb.  each. 


TC5nS  .\ND   kegs  of  spikes  required  per  mile  single  TR.VCK   (FOR 
VARYING   NUMBER  OF  TIES). 


Spikes  per 
mile. 

Weight, 
lb. 

Per  mile,  tona, 
2000  1b. 

Numbe 

r  of  kega. 

Lb.  per  100  ft. 
of  Inirk. 

mile. 

200  lb. 

f>afh. 

224  lb. 

2600        10.400 
2800        1 1 .200 
3000        ]2.fXX3 
3200        12,800 

6760 
7280 
7800 
8320 

3  .38 
3  PA 

4.16 

34 
36i 
30 
42 

.30^ 
32^ 
3.5 
.37J 

128 
1.38 
148 
1.58 

200  SCREW  TRACK  SPIKES. 

Quantities  allowed  per  mile  (C.  P.  R.  single  track). 

Construction  (new  track) 34  kegs  per  mile  (224  lb.  per  keg). 

Maintenance  (relaying  rail) 4     " 

Approximate  cost  of  spiking  one  mile: 

12,000  spikes  distributed $216 

Driving  cut  spikes  per  mile 84 

$300 
If  tie  plated,  add  6000  tie  plates  at  16(*.         960 

Total $1260  per  mile  (single  track) 


Fig.  58.     A.  R.  E.  A.  Proposed 
Std.  Track  Spike. 


Fig.  59.     A.  R.  E.  A.  Proposed 
Standard  Screw  Spike. 


(Screw  Spikes.  —  The  Lackawanna  introduced  the  screw  spike 
both  on  maintenance  and  construction  about  1910,  and  have 
now  over  12,000.000  in  service  and  the  results  obtained  are  on 
the  whole  favorable. 
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The  cost  of  applying  screw  spikes  for  labor  only  is  about  SiiOO 
per  mile  in  excess  of  applying  cut  spikes.  On  the  other  hand, 
with  the  use  of  screw  spikes  it  is  considered  that  the  maintenance 
charges  for  hning  and  surfacing  and  tightening  fa^t.-nin.r^  will 
be  reduced,  especially  on  heavy  traffic  lines. 

On  lines  of  dense  traffic  the  screw  spike  is  being  usetl  l>y  numy 
roads  to  obtain  a  more  rigid  track  and  while  the  results  arc  not 
by  any  means  conclusive  it  is  said  to  increase  the  mechanical 
life  of  ties,  as  it  decreases  the  wear  between  the  rail  tie  and  tie- 
plate,  reduces  spike  killing,  has  a  greater  grip,  is  stronger  later- 
ally and  does  not  loosen  readily,  retards  creeping  and  eliminates 
noisy  track. 

The  objections  to  their  use  is  increased  first  cost,  greater  diffi- 
cult}' in  withdrawing  the  spikes  when  making  repairs  or  renewals, 
being  most  serious  in  case  of  a  derailment.  Amongst  the  roads 
that  are  using  them  to  a  large  extent  maj'  be  mentioned  the  A.  T. 
&  Santa  Fe,  D.  Lacka.  &  Western,  C.  Rock  Isl.  &  Western,  N.  Y. 
X.  H.  &  H.,  Union  and  Southern  Pacific,  the  Penn.,  etc. 

The  cost  of  material  is  about  double  the  cost  of  cut  spikes.  In 
relaWng  rail  or  removing  broken  rail  more  time  is  consumed  and 
consequenth'  the  cost  of  such  work  will  be  more  than  with  the 
ordinary  cut  spike. 

Cost  of  installing  screw  spikes: 
Sante  Fe.  (Machine  boring)  l\6  per  hole  or         6 jl  per  tie 

Rock  Island.      Placing   two   tie   plates,   boring  4 

holes  and  driving  spikes  by  hand     14|ff    "     " 

'■  ''  Average  by  machine 4ff    " 

Penn.  Preparing  ties  for  screw  spikes  and 

drilling  8  holes  on  construction 

work ,..         H    "     " 

"  Driving  screw  spikes  by  machine, 

aver -9^    "    spike 

New  Haven.      Driving  screw  spikes  by  machine, 

aver .-        -"^i 

B.  &  O.  Driving  screw  spikes  by  machine, 

aver lie 

Penn.                  Preparing  tie   exclusive  of   treat- 
ment   .      o.3i  to  1.5(1  per  tic 

"                      Placing  tie  in  track  exclusive  of  lin- 
ing and  .surfacing 10.6  to  19..5(f  per  tie 

A.  T.  &  S.  F.     Installing  screw  spikes  and  dowels  for  one  mile  fsmgle  track): 

12,000  .screw  spikes  ^  2.7^  each '?''-'^ 

6,000  tie  plates  @  21(i  each '  ;^''^' 

Boring  ties  and  driving  dowels ^  |^* 

Wood  dowels •'*/' 

Driving  .screw  spikes '  '" 

Total ^-■'■'* 
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T.\BLE  91.  — SPIKES  IN   USE 

ON  VARIOUS  RAILROADS. 
ON  VARIOUS  RAILROADS   (A.  R.  E 

.A.). 

Cut  spike. 

Screw  spike. 

Clips  used. 

Total 
length. 

Size. 

Point. 

Total 
length. 

Th'd. 

Diameter. 

Railroad. 

> 

O 

.2-0 

d 

1^ 

a 

j3 
M 

a 

u 

H 

> 

0 

71 
6ft 

61 

n  0) 

6 

5i 

51 

.a 

bC 

a 
a> 

41 
41 

41 

0 

1 
I 

S 

a 

£ 

.a 
H 

1 

A.  T.  &S.  F 

Boston  Elevated.  . 

6 

5i 

T»8XA 

Ax -ft 

Chisel 

s 
1 

f 

1 

ii 

2 
2ft 

1ft 

None. 
None    with 
this  spike. 
2"X2"xiJ" 

el's 

6 
51 

51 

6 

7 

6 

6 

5| 

6^ 

5i 
5ft 
51 
5i 

5 

51 
5ft 

6ft 

5h 
51 
51 
51 
6 
6 
51 

5i- 

51 

5i 

51 

5i 

fxi 

IXI 
IXI 
laXft 

AXft 
f 
IXI 

IXI 

IXI 
IXI 
rsXia 

ftxft 

IXI 
IXI 

ftXiB 

IXI 
IXI 
IXI 

fxi 

IXI 

fxi 

iJXl 

ixil 
ftxf 

fxi 

Chisel 

Goldie. . . . 

Chisel 

Chisel 

Chisel 

u 
11 
u 
n 

n 

to  fit  con- 
tour       ol 
head. 

B   R  &  P 

B.  &0 

7i 

6 

4|S 

hi 

i 

1 

1 

2i 

None. 

B  &  0 

Canadian     North- 

6 

1 

C.  R.  R.  of  N.J... 

fxi 

IXI 

HXI 
|X| 

ftxft 
ftxft 

IXI 

ftxft 

IXI 
IXI 

fxi 
ixi 

IJxi 
ilxi 

Chisel 

rounded 
Chisel 

rounded 

Chisel 

Chisel 

Chisel 

Chisel 

Chisel 

Chisel 

Chisel 

Chisel 

Chisel 

Chisel 

Chisel 

Chisel  and 
Goldie.  . 

Chisel 

n 

11 
u 
u 
11 
11 
u 
u 
u 

n 
u 
u 
u 

li 
u 

C.  R.  R.  of  N.J... 

C  C  C  &  St.  L. 

C  B  &  Q. 

C  B  &  Q 

C.  R.  I.  &  P 

61 

5^ 

5 

i 

f 

i 

li 

None. 

C   R.  I.  &  P.     .   . 

D.  L.&  W 

7i 

6 

4iJ 

hi 

i 

i 

2i 

None. 

61 

6 
6 
6 
6 

6A 

Lehigh  &  Hudson 

6J 

5h 

411 

J§ 

t 

i 

2 

None. 

Lehigh  Valley 

Long  Island 

Norfolk  &  Western 

7ft 

6 

5i 

i 

M 

i 

u 

2 

None. 

N.  Y.  C.  —  Lines 

N.  Y.  C.  —  Lines 

N.  Y.  N.  H.  «feH.. 

651 

5i 

4ft 

i 

i 

a 

iS 

2ft 

None. 

N   Y  O.  &  W 

6 
6i 

5i 
6 

IXI 
^XA 

S?xf 

Chisel 

Chisel 

u 

N.  P. 

Penn.  —  Lines  east 

8i 

6i 

5 

i 

1 

J 

1 

Hex. 

None. 

6J 

5i 

fXi 
iXi 
IXI 
AXf« 

AXft 
IXI 

txi 
ixi 

iJXj 

Chisel 

u 

P  &  L.  E. 

ft 

II  F  &  P 

51 
513 

5§5 

6i 

61 

65 

5 
5i 

5iV 

5J 

5i 

51 

iixi 
ftxlJ 

ixft 
IXU 
|x» 

Chisel 

Chisel 
rounded 

Chisel 

Chisel 

Chisel 

li 

li 
li 
li 
li 

\\ 

■■1 

S  L  S  F,  R.  R 

•1 

So.  P.  (corruKuted) 
So.  P.  (corrugated) 

7A 

6J 

41 

i 

I 

1 

I 

2 

2"     clips  — 
(uise  liner) 

HOLDING   POWER   OF  SPIKES. 
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TABLE  92.  -  HOLDING  POWER  OF  CUT  AND  SCREW  SPIKES. 


ed.) 

Pounds  requiretl  to  pull  spikes 
holes  lx)ro»l 

n  ith  vurious  aiios  of 

Kind  of  ties. 
(All  thoroughly  seasoo 

Common  cut  spike. 

Screw 

■ipikc. 

No. 
hole. 

fain. 

\  111. 

A  in. 

|in. 

Uin. 

Red  gum 

Aver. 
Max. 
Min. 

3265 
3610 
2580 

3478 
4230 
2760 

2872 
3220 
2490 

2786 
3195 
2330 

7.000 
7.0S0 
6,920 

10,310 

10,.570 
10,0.50 

Red  oak 

Aver. 
Max. 
Min. 

4120 
4600 
3700 

3950 
4320 
3220 

3265 
3740 
2700 

2812 
3300 
2220 

9.055 
9,470 
S,640 

11,090 

12,170 
10,010 

Pine,  longleaf 

Aver. 
Max. 
Min. 

3583 
4770 
2400 

3898 
4200 
3600 

3215 

36(10 

2.S00 
3710 

22M) 

11.970 
13.4.50 

1(1,190 

10.990 
11,660 
10,.320 

Pine,  New  Mexico. . . 

Aver. 
Max. 
Min. 

228.5 
2460 
2020 

1970 
2210 
1790 

1190 
1370 

sen 

1713 
2220 

1  ()()() 

6,025 
fi.6(J0 
.-,:«X) 

5,195 
5,770 
4,620 

Pine,  shortleaf 

Aver. 
Max. 
Min. 

3323 
3680 
2870 

3S70 
45.S0 
2830 

227.". 
2S40 
1920 

22s2 
2040 
2070 

7,215 
.S.6.H0 
5,7.50 

S,.3.55 
9,2tK) 
7,420 

Dougla.s  fir 

Aver. 
Max. 
Min. 

2.883 
3770 
2290 

326S 
3820 
2560 

2320 
1.570 

2020 
2080 
l.H,SO 

8,5.55 
9,010 
8,090 

8,333 

9,040 
7,620 

Balsam 

Aver. 
Max. 

Min. 

2968 
4340 
1980 

2540 
3640 
1630 

I'll:; 
2.'j40 
1280 

171^ 
1.S4U 
1640 

7  780 
•.(,900 
5,660 

7,295 

9,000 
5,.590 

Ohia 

Aver. 
Max. 
Min. 

4315 
5010 
3620 

607.''. 
7930 
4910 

12(17 
t'.t.",i) 
3750 

;no8 

1370 
1400 

Could 
not  screw 
spike  in 

18,010 

18.6.50 
17,.370 

Japanese  oak 

Aver. 
Max. 

Min. 

6595 
8060 
5120 

7650 
8370 
6.570 

4853 
6080 
3630 

4760 
5210 
4110 

Could 
not  screw 
spike  in 

13.2.^5 
13,2S0 
13,  HK) 

H.  B.  MacFarland,  Eng.  of  Teeu,  A.  T.  &  S.  Ft. 


Common  I  in.  cut  spiko,  91  ounc-.s  each  or  169  .spikes  per  100  Ib.s.  Screw 
i  m.  spike  roUe^J  V.  thread  \  in.  pitch;  diam.  at  bottom  of  thread  I  in.,  19 
ounces  each  or  84  spikes  per  100  lbs. 

Cut  spikes  driven  4|  in.  deep  with  a  maul  under  the  four  conditions  men- 
tioned.   Screw  spikes,  holes  were  bored  and  the  spikes  screwed  in  for  5  m. 
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HOLDING  POWER  OF  SPIKES. 


TABLE  93. —  HOLDING  POWER  OF  CUT  AND   SCREW  SPIKES. 
(Forest  Service,  Circular  46.) 


Kind  of  timber. 


Oak,  white 

Oak,  red 

Pine,  loblolly 

Catalpa,  hardy 

Catalpa,  common.  . . 
Chestnut 


Aver. 
Max. 
Min. 

Aver. 
Max. 
Min. 

Aver. 
Max. 

Min. 

Aver. 
Max. 
Min. 

Aver'. 
Max. 
Min. 

Aver. 
Max. 
Min. 


Pounds  required  to  pull  spike. 


Com- 
mon 
spike. 


6950 
7870 
6160 

4342 
5300 
3490 

3670 
6000 
2320 

3224 
4000 
2190 

2887 
4500 
2240 

2980 
3220 
2600 


No.  of 

tests. 


28 


12 


11 


Screw 
spike. 


13,026 
14,940 
11,050 

11,240 

13,530 

8,900 

7,748 

14,680 

4,170 

8,261 
9,440 
6,280 

6,939 
8,340 
5,890 

9,418 

11,150 

7.470 


No.  of 

tests. 


Ratio 
of  screw- 
over 
com- 
mon. 


26 


11 


l.{ 


2.61 


2.11 


2.53 


Condition  of 
timber. 


Partially 
seasoned 


Seasoned. 


Seasoned. 


Green. 


2.42  i Green. 


3.15 


Seasoned. 


In  making  a  comparison  of  the  holding  power  of  cut  spikes  and 
screw  spikes,  the  tables  indicate  that  the  screw  spike  has  a  holding 
power  doul)lc  to  three  times  that  of  the  cut  spike.  The  least  ratio 
of  the  screw  spike  over  the  common  spike  is  1.88  for  white  oak 
only  partially  seasoned  but  the  majority  of  tests  on  seasoned  as 
well  as  green  timber  give  a  ratio  from  2.11  to  3.15  in  favor  of  the 
screw  spike.  The  reasons  for  and  against  screw  spikes  are  dis- 
cussed on  page  198. 

Ordinary  track  spikes  are  made  of  open  iioarth  steel,  heat 
treated,  a  sample  of  the  spike  usually  being  furnished  by  the 
manufacturer  before  the  order  is  filled. 
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Tie  Plates.  —  Tie  plates  increase  the  life  of  ties  and  prevent 
spreading  of  track,  canting  of  rails  and  the  cutting  of  ties  by  rail 
pressure,  and  excepting  at  joints  are  usually  placed  in  pairs,  one 
on  each  end  of  the  same  tie. 

The  first  plates  put  into  service  were  fiat  and  thin  and  soon 
cupped  and  gave  out  under  traffic;  to  strengthen  the  plate  it  was 
made  heavier  but  the  thicker  metal  cut  the  surface  of  both  sides 
of  the  outside  spike.  To  protect  the  spike  a  shoulder  was  intro- 
duced and  the  plate  in  this  form  was  very  satisfactory  but  it  was 
found  to  rattle  under  traffic,  when  spikes  were  loosened.  To 
overcome  this  trouble  and  at  the  same  time  to  increase  the  lateral 
holding  efficiency  of  the  plate,  ribs  and  other  projections  were 
inserted  underneath.  Deep  ribs  under  the  plate  are  said  to  be 
a  source  of  weakness  to  the  tie  as  it  cuts  into  and  destroys  the 
fibers;  for  this  reason  and  also  to  allow  of  shimming  under  the 
plate  the  ribs  are  made  very  low.  Flat  bottom  plates  are  al.so 
used  made  extra  heavy  and  sometimes  with  a  camber  to  prevent 
ratthng,  and  in  some  cases  the  plate  is  attached  independently 
to  the  tie  with  lag  screws. 

When  screw  spikes  are  used  almost  invariably  the  plates  are 
flat.  The  plates  in  use  vary  in  size  from  5  in.  X  8  in.  X  I  in.,  to 
10  in.  X  10  in.  X  t?  in-;  and  the  average  weight  per  plate  is 
about  7  lb. 

To  hold  the  tie  plate  to  the  tie  and  prevent  movement  between 
the  plate  and  the  tie,  cut  spikes  are  sometimes  used  independent 
of  those  that  secure  the  rail,  as  shown,  Fig.  60. 

Screw  spikes  or  lag  screws  are  also  used  for  this  purpo.se,  in- 
dependent of  the  fastenings  used  to  secure  the  rail.  The  standard 
tie  plate  on  the  P.  L.  &  E.  R.  R.,  Fig.  61,  cut  spikes  are  used  to 
secure  the  rail,  and  lag  or  screw  spikes  to  hold  the  plate. 

The  Lundie  tie  plate  with  an  inclined  face  is  shown,  Fig.  62. 

Fig.  60a  shows  a  screw  spike  tie  plate  with  rail,  D.  L.  &  W.  R.  R. ; 
the  plate  is  held  to  the  tie  by  lag  screws.  A  hook  shoulder  tie 
plate  used  on  the  same  road  is  shown.  Fig.  61a;  the  plate  is 
secured  to  the  tie  by  screw  spikes  and  the  rail  by  a  hook  on  one 
side  and  a  screw  or  cut  spike  on  the  other. 
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CUT  SPIKE  TIE  PLATES. 


SCREW   SPIKE  TIE  PLATES. 


r« B *i 


'-«— G — *• 


\1I~'U' 


t- B- 


/^-/^ 


W 


1 


Typical  4  Hole. 


Typical  4  Hole. 


i{e^  SECTION  hf>^ 

Fig.  60.     Std.  Tie  Plate,  P.  R.  R. 


Fig.  60a.     Screw  Spike  Tie  Plate. 
D.  L.  &  W. 


PLAN  SECTION 


Fig.  61.     Std.  Tie  Plate,  P.  L.  &  E.  R.      ^'^-  ^^^-     ^ook  Shoulder  Tio  Plate. 


Cenfar  Hd^  of  Pl>te 

b^ 


4^-",^ 


b 
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TABLE  94.  -  TIE   PISTES. 
'Sizes  Used  bt  .\  Ntmber  or  Rulroads. 


Railroad. 

Siz. 

No.  of 
ribs. 

Num 

ber  of  tion  pw 
mile. 

Bearing 
area. 

Width, 
in. 

Length, 
in. 

TWck- 
ness, 
in. 

\\  eight 

plate, 
lb. 

2800. 

Wt.  per 

rnile. 

27.500 
29,680 
39,200 
31,360 
40.320 
34.720 
43.680 
43.680 

66,UaU 
36.960 

Wt.  per 

mile, 

lb. 

Wt.oer 

mile. 

lb. 

40 

41i 

51 

51 

51 

55J 

59} 

63} 

67J 

70 

X.  Y.  N.  H.  &  H 

Boston  d:  Maine 

ChicaKO  &  Alton 

M.  St.  P.  &S.  S.  M... 

Missouri  Pacific 

Canadian  Pacific 

Great  Northern 

Illinois  Central 

A.  T.  &S.  F 

5 

5 

6 
6J 

7 

n 

7i 

8 

7 

7 

8 

j 

Si    ,     H 

81    1      i 

4  9 

5  3 
7  0 

5  6 
7.2 
6.2 
7.8 
7.8 
9.8 

6  6 

4 
4 

Wol'r 
4 

4 

4 

Fellers 

2 

Ni! 
Nil 
Nil 
Nil 

29.400 
31.800 
42.000 
33.«nft 

A 

4. ,.>!«, 

46,K00 

■.1  iiriii 

31.360 
33.920 
44.K00 

•?5.S)0 

4'i;.jl) 
40.WO 

70 
100 

Penn.  —  Lines  west . . . 
Penn.  —  Lines  west. . . 
Southern  Pacific 

1' 

< 

11.7 
11.8 
6.6 

7u,)5O0 
39.600 

75.520 
42,240 

APPR0XI31ATE  COST.  C.  P.  R.  TIE  PLATES. 


' 

Per  plate, 
cents. 

7                      $1  75          i            121 

8                        1  75                      14 

6|                      1  75                      IM 

7J                      1  75          1            13J 

With  ordinary  labor  it  costs  from  5  to  10  cents  |)cr  plate  to  put 
on  tie  plates.  This  includes  adzing  ties,  plugging  old  holes, 
respiking  and  gauging. 
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TURNOUTS. 


Turnouts.  —  The  turnout  includes  the  switch,  frog,  guards, 
lead  rails,  etc..  Fig.  63,  and  is  the  arrangement  by  which  an  engine 
and  train  pass  from  one  track  to  the  other. 

A  train  approaching  the  turnout  so  as  to  pass  the  switch 
point  first  is  said  to  "  face  "  the  switch,  and  when  it  approaches 
in  the  opposite  direction,  passing  the  frog  first,  it  is  said  to 
"  trail  "  the  switch.  To  reduce  the  danger  of  derailment,  espe- 
cially on  high  speed  main  lines  on  double  track,  the  turnouts 
are  installed  to  trail  the  switches  as  far  as  possible. 

Looking  at  the  turnout  from  the  switch  towards  the  frog,  the 
turnout  is  said  to  be  "  left-handed  "  when  it  turns  out  towards 
the  left,  and  "  right-handed  "  when  it  diverges  towards  the  right. 

A  summary  of  the  various  items  that  go  to  make  up  a  complete 
turnout,  together  with  their  approximate  cost  for  a  No.  7  and 
a  No.  9  turnout,  is  as  follows: 


APPROXIMATE  COST  OF  XO.  7  AND  NO.  9  85-LB.  TURNOUTS  (SPRING  FROGS). 


Items. 


New  turnout. 


No.  7. 


Switch  and  frog  material.  ..  $114. 1218127.74 
Lead  rail  and  fastenings. . . .  202.88  232.26 
Ties,  gravel  ballast,  etc.  ...    178. OOi  221.00 


Total  cost  com.  in  place..  $495.001581.00 


Relaying  all  new 
rail. 


No.  7. 


No.  9. 


$95.90  $109.52 
202.881  232.26 
153.22    176.22 


$452.0Q1$518.00 


Relaying  second 
hand  rail. 


No.  7. 


$95.90 
143.34 
129.76 


$369.00 


No.  9. 


$109  52 
163.27 
140.21 


$413.00 


Deduct  credit  for  any  turnout  removed. 

The  use  of  a  rigid  in  place  of  a  spring  frog  will  reduce  the  total  figure  in 
each  case  by  $12.00. 


The  rails  of  the  frog  are  always  made  straight. 

The  lead  rail  between  the  switch  point  and  frog  is  curved  to 
a  circular  arc  which  is  tangent  both  to  the  switch  rail  and  the 
wing  rail. 

For  itemized  statement  of  the  foregoing  figures  showing  in  de- 
tail how  the  totals  are  arrived  at  for  the  turnouts  see,  page  210. 
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DETAILED   COST  OF  TURNOUTS. 


APPROXIMATE  COST  OF  A   NO.  9  85-LB.  TURNOUT  WITH   NEW   RAIL, 
WITH   RELAY   RAIL  AND  WITH  SECOND   HAND   RAIL. 


Material. 


85-lb.  rail. 


Cost  of  a  new- 
No.  9  turnout. 


Relajdng. 


With  all  new- 
rail. 


With  second 
hand  rail. 


Switch  and  frog  material: 

2  switch  points 

2  heel  castings 

1  switch  rod,  No.  1 

1  switch  rod,  No.  2 

2  plate  rods 

1  set  elevation  plates 

1  set  rail  braces 

1  switch  stand 

1  spring  frog 

2  guard  rails 

2  guard  rail  center  clamps. 

4  guard  rail  end  clamps 

1  switch  lamp 

1  lock 

1  chain 


Stores  charges  5  per  cent 

Total  switch  and  frog  material 

Rails  and  fastenings: 
No.  9. 

5 .  43  tons  rail 

0  30  tons  angle  bars 

0  03  tons  bolts : 

0.20  tons  spikes 

200    tie  plates 

Total  rails  and  fastenings 

Miscellaneous: 

Ballast  gravel,  120  cu.  yd.  (No.  9) 

Ties,  80  cu.  yd.  (No.  7) 

Labor  laying  turnout 

Labor  taking  up  old  turnout 

Total  miscellaneous 

Grand  total 

Deduct  proper  credit  for  turnout  removed. 
Final  total 


S22.90 

4.42 

1.51 

1.42 

2.34 

6.38 

2.10 

12.95 

50.02 

7.15 

2.80 

3.26 

3.75 

^  0.45 

0.21 


$121  66 
6.08 


S127.74 


$179.00 
13.50 
2.36 
10.40 
27  00 


$232.26 


$60.00 
101.00 
60.00 


$221.00 


$581.00 


$581.00 


$22.90 
4.42 
1.51 
1.42 
2.34 
6.38 
2.10 

'50'02 
7.15 
2.80 
3.26 


$22.90 
4  42 
1.51 
1.42 
2  34 
6.38 
2.10 

'56!62 
7.15 
2  80 
3.26 


S104  30 
5.22 


$104.30 
5  22 


$109.52 


$179.00 
13.50 
2.36 
10.40 
27.00 


$232.26 


$101.00 
60.00 
15  22 


$176.22 


$518.00 


S109.5 


$108.60 

13  50 

2.37 

10.80 

28.00 


$163.2 


$75.00 
50  00 
15.21 


$140. 


$413.{ 


From  the  foregoing  it  will  be  noted  that  the  cost  of  a  ne\ 
No.  9  turnout  is  $581  which  may  be  briefly  summarized  a 
follows: 

Switch  and  frog  material $127  74 

Rails  and  fastenings .       232 .  26 

Miscellaneous 221  00 

Total $581.00 


For  relaying  with  all  new  rail,  the  cost  is  less  on  account  of  som 
of  the  items  being  on  hand,  and  when  second  hand  material  is  use< 
the  cost  is  reduced  about  25%. 
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APPROXIMATE  COST  OF  A    NO.   7  85-LB.  TURNOUT  WITH    NKW    IC\IL. 
WITH    RELAY    RAIL  AND  WITH   SECOND   HAND   RAIL. 


8o-lb.  raiL 


Material. 


Cost  of  a  new- 
No.  7  turnout. 


Siritck  »ni  frog  materiaL 

a  switch  points $22  90 

S  heel  castings 4 .  42 

1  switch  rod.  No.  1 1  51 

1  switch  rod,  No.  2 1  42 

!  plate  rods 2  34 

1  set  elevation  plates 6  38 

1  set  rail  braces 2  10 

1  switch  stand 12  95 

1  spriiu;  fro« 37  05 

•  7.15 

2  80 
3.26 
3.75 
0.45 
0.21 


S  gtiard  raiU 

Ifuard  rail  center  clamps. 

4  (u&rd  rail  end  clamps 

1  switch  lamp 

1  lock   

1  chain 


Stores  charges  5  per  cent 

Tota/  r\rHek  and  frog  material 

Railt  and  fatUningt: 
So.  7. 

4  80  tons  rails 

0  25  tons  angle  bars 

0  (B  tons  boUs 

0. 18  tons  spikes 

200    tie  plates 

Tout  raiU  and  fastenings 

MiserlUneous: 

Ballast  gravel,  120  cti.  yd.  (No.  9) 

Ties,  80  cu.  yd.  (No.  7) 

Laboria  >-ing  turnout 

I^bor  taking  up  old  turnout 

rots/  mttceUaneous 

Grwni  total         

Induct  proper  credit  for  turnout  removed . 
Fiml  total 


S151.54 
11  25 
2.37 
9.72 
28  00 


S108.69 
5  43 


$114.12 


$202.88 


$40.00 
88.00 
50.00 


$178  00 


$495.00 


Relaying. 


With  all  new 
rail. 


With  ..-..., 
hand  mil. 


$22  90 
4  42 
I  51 

1  42 

2  34 

6  38 
2  10 

37  05 

7  15 
2  80 
3.26 


$91  33 
4.57 


$91  33 
4  57 


$95.90! 


$151  54 
11.25 
2.37 
9.72 
28  00 


$92  00 
II  25 
2  37 

0  72 


$95.90 


;:  34 


$88.00 
50.00 
15.22 


$153  22 


$452  00 


$«5  00 
50.00 
14  76 


$129  76 


$369.00 


Sole.  —  The  use  of  a  rigid  instead  of  a  spring  frog  would  reduce  the  total  $12.00  in  each  caae. 

From  the  foregoing  it  will  be  noted  that  the  cost  of  a  now  No.  7 
turnout  is  $495  which  may  be  briefly  summarized  as  follows: 

Switch  and  frog  material $114  12 

Rails  and  fastenings 202  88 

Mificellaneous 178  00 

Total  $495  00 


For  relaying  with  all  new  rail,  the  cost  is  less  on  account  of  some 
of  the  items  being  on  hard,  and  when  second  hand  material  is  used 
fbe  cost  is  reduced  about  25%. 


Sv 


THEORETICAL  AND   PRACTia\L  SWITCH   LEADS. 


213 


TABLE  95.  —  T.VBLE  OF  THEORETIC.\L  AND  PRACTICAL  SWITCH  LEADS. 

(Amer.  Ry.  Eng.  .Vssoc.) 

In  all  cases  gage  is  considered  4  ft.  SJ  n. 


Properties  of  frogs.    Thickness  of  all  frog  points  0\  in. 

1 

V  -  frog 
number. 

F  =  frog  angle. 

W  =  length 

point  to 

toe. 

A'  =  length 

point  to 

heel. 

Total 
length. 

Spread  at   '   S 
tot 

irftui  iit 

1. 

n. 

III. 

r\-. 

V. 

VI. 

VH. 

Deg.  Min.    Sec.'      Ft.    In. 

Ft.      In. 

Ft. 

In. 

....         1 

FeeC 

4          ' 

14        15        00    '      3        2 

5       4 

8 

6 

1.S3 

5 

11        25        16          3        7 

6       5 

10 

0               0 

71 

1  28 

6 

9        31        38           4        0 

7       0 

11 

0      1        0  60 

1  1« 

7 

S        10        16           4        5 

8        1 

12 

6 

0  63 

1   15 

8 

7        09        10           4        9 

8       9 

13 

6 

0  59 

1  09 

9 

6        21        35           6        0 

10        0 

16 

0              0.67 

1  11 

^ 

6        01        32           6        0      '       10        0 

16 

0      !        0  63 

1  05 

10 

5        43        29           6        0      1       10        6 

16 

6 

0  60 

1  05 

11 

5        12        18           6        0      1       11        6 

1 

17 

6 

0  54 

1  05 

12 

4        46        19           6        5      1       12        1 

IS 

6 

0  53 

1  01 

15 

3        49        06     1       7        8             14      10 

22 

6 

0  51 

0  90 

16 

3        34        47     !       8        0             16        0 

24 

0 

0.50 

1  00 

18 

3        10        56           8      10 

17        8 

26 

6 

0  49 

098 

20 

2        51        51     1      9        8 

19        4 

29 

0 

0  48 

0  97 

24 

2        23        13          11        4 

23        2 

34 

1 

6      I        0.47        1 

0.97 

Properties  of  switches. 

For  all  switches  thick- 

ness of  point  =  OJ  in. 

Theoretical  leads. 

and  heel  distance 

=  H  =  6\  in. 

-V  =  frog 

number. 

S  = 

fi  =  ra- 

:;ce 

Closure 

of 

Closure 

length  of 

a  =  switch 

dius  of 

D  =  d 

Bsr. .. 

:.  rail 

straiKht 

curved 

switch 

angle. 

center 

of  lead 

curve. 

lo  theoreti- 

rail. 

rail. 

rail. 

line. 

cal  point  of 
frog- 

L 

VIU. 

IX. 

X.        1          -XI. 

XII. 

XIII. 

XIV. 

Ft.    In. 

Deg.  Min.  Sec. 

Feet.       Deg.  Mi 

n.Sec. 

Feet. 

Feet. 

Feet. 

4 

11      0     1     2      .36      19 

112.26       52      53 

56 

37.05 

22  88 

23.29 

5 

11      0     '     2      36      19 

183.22       31      40 

24 

42.77 

28  19 

28.55 

« 

U      0     '     2      26      19       273.95     !  21      01 

1                                                         i                                         1 

58 

48.11 

33.11 

33.38 

7 

1                           1 
16      6          1       44      11   {     364  88     |   15      47 

19 

61.94 

41  02 

41  24 

8 

16      6          1       44       11   '     488  71        11      44 

40 

67.47 

46  22 

46.42 

9 

16      6          1      44       11  1     616.27 

9      18 

27 

72.24 

49  74 

49.02 

H 

16      6     1     1      44      11 

11 

33 

74  90 

52  40 

52.58 

10 

16      6     11       **      11 

15 

18 

77  51 

55  01 

55  17 

11 

22      0 

1       18        8 

OS 

48 

92.06 

64  06 

04.20 

12 

22      0 

1       18        8 

1136.34 

5      02 

38 

97.25 

68  83 

08.96 

15 

33      0 

0      52        5 

1744.38 

3      17 

01 

133  02 

92  36 

92.40 

1« 

33      0 

0      52        5 

2005.98 

2      51 

24 

135,95 

94.95 

95.05 

18 

33      0 

0      52        5 

2587.66 

2      12 

52 

146.38 

104.54 

104.01 

70 

33      0 

0      52        5 

3262.98 

1      45 

22 

156.35 

113.68 

113.70 

24 

33      0 

0      52        5 

4932.77 

1      OB 

42 

175.09 

130.66 

130.77 
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TABLE    95    (Continued). —TABLE    OF   THEORETICAL    AND   PRACTICAL    SWITCH 

LEADS. 
In  all  cases  gage  is  considered  4  ft.  8^  in. 

Practical  leads. 


N  =  frog 
number. 

Ri  =  ra- 
dius of 
center 
line. 

Di  =  degree 
of  lead  curve. 

Rectangular  co-ordinates  to  the  quarter  and  center  ■ 

points  on  gage  side  of  curved  rail,  referred  to 

point  of  switch  rail  as  origin. 

A'. 

Xi. 

Xi. 

Y. 

^i. 

Y,. 

I. 

XV. 

XVI. 

XVII. 

XVIII. 

XIX. 

XX. 

XXI. 

XXII. 

Feet. 

Deg.  Min.  Sec. 

Feet. 

Feet. 

Feet. 

Feet. 

Feet. 

Feet. 

4 
5 
6 

7 
8 
9 

91 
10 
11 

13 
15 
16 

18 
20 
24 

110.69 
174.34 
265.39 

362.08 
487.48 
605.18 

695.45 
790.25 
922.65 

1098.73 
1744.38 
1993.24 

2546.31 
3257.26 
4886.16 

53      42      24 
33      19      57 
21      43      04 

15      52      29 
11      46      27 
9      28      42 

8      14      45 
7      15      18 
6      12      47 

5      12      59 
3      17      01 
2      52      59 

2      14      31  ' 
1      45      32 
1       10      21 

17.74 
17.78 
19.07 

26.72 
28.37 
28.75 

30.31 

30.28 
40.74 

43.99 
55.49 
58.16 

58.73 
61.84 
67.82 

23.44 
24.54 
27.13 

36.93 
39.91 
40.98 

43.35 
44.05 
56.47 

60.65 
77.95 
81.76 

84.46 
90.21 
100.21 

29.75 
31.27 
35.15 

47.11 
51.45 
53.19 

56.37 
57.81 
72.19 

77.28 
100.41 
105.35 

110.10 
118.59 
132.59 

0.97 
0.95 
1.01 

0.97 
1.02 
1.02 

1.06 
1.06 
1.08 

1.15 
1.01 
1.04 

1.04 
1.08 
1.27 

1.67 
1.61 
1.74 

1.71 

1.78 
1.76 

1.82 
1.84 
1.84 

1.90 
1.78 
1.82 

1.82 
1.88 
1.97 

2.79 
2.62 
2.72 

2.74 
2.91 
2.75 

2.83 
2.85 
2.87 

2.91 
2.85 
2.87 

2.86 
2.93 
3.00 

Practical  leads. 


Li  =  dis- 

Lead = 

T,  =  tan- 

Tf =  tan- 

tance ac- 

distance 

A'^  =  frog 
number. 

gent  ad- 
jacent to 
switch 

gent  ad- 
jacent to 
toe  of 

tual  point 

of  switch 

rail  to  theo- 

actual point 
of  switch 
rail  to  ac- 

Closure for  straight 
rail. 

Closure 
curved 

for 
rail. 

rail. 

frog. 

retical 
point  of  frog. 

tual  point 
of  frog. 

I. 

XXIII. 

XXIV. 

XXV. 

XXVI. 

XXVII. 

XXVIII. 

Feet. 

Feet. 

Feet. 

Feet. 

4 

1.03 

0.00 

37.77 

37.94 

1-23.60 

1-24 

5 

0.00 

0.82 

42.26 

42.47 

1-27.68 

1-28 

6 

0.00 

0.66 

47.73 

47.98 

1-32.73 

1-33 

7 

0.00 

0.19 

61.81 

62.10 

1-13.89     1-27 

1-14  11 

1-27 

8 

0.30 

0.00 

67.65 

67.98 

1-16.40     1-30 

1-16.60 

1-30 

9 

0.00 

0.57 

71.91 

72.28 

1-16.41     1-33 

1-16.59 

1-33 

9J 

0.76 

0.00 

75.32 

75  71 

1-25.82     1-27 

1-26 

1-27 

10 

0.00 

0.00 

77.51 

77.93 

1-27          1-28 

1-27.17 

1-28 

11 

2.99 

0.00 

93.85 

94.31 

1-32.85     1-33 

2-33 

13 

5.33 

0.00 

100. .30 

100.80 

1-23.88    2-24 

3-24 

15 

0.00 

0.00 

132.66 

133.28 

2-33          1-25.9 

2-33 

1-26 

16 

1.56 

0.00 

136.90 

137.57 

1-29.90    2-33 

1-30 

2-33 

18 

0.00 

1.08 

145.76 

146  51 

1-25.93    3-26 

4-26 

20 

0.44 

0.00 

1.56  59 

157.42 

1-26.92    2-27     1-33 

3-27 

1-33 

24 

2.43 

0.00 

176.22 

177.22 

1-32.89    3-33 

4-33 

II 
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Switches.  —  The  switches  in  common  use  for  turnouts  arc 
the  stub  and  spHt  or  point  switch.  If  the  ends  of  the  rails  are 
cut  off  at  a  bevel  so  as  to  lap  slightly  when  thrown  it  is  called  a 
lap  switch. 

The  fixed  end  of  the  switch  is  called  the  heel,  the  movable 
end  the  toe;  the  heel  is  nearest  the  frog  and  the  toe  is  practi- 
csdly  the  switch  point;  from  toe  to  heel  is  the  length  of  switch. 

The  throw  is  the  distance  over  which  the  free  end  moves  when 
thrown. 

Turnout  between  switch  and  frog  is  usually  made  a  simple 
circular  curve. 

Stub  Switch.  —  The  ordinary  stub  switch  breaks  the  continuity 
of  the  main  hne  in  three  places,  two  at  the  switch  head  block  and 
one  at  the  frog.  Owing  to  the  pounding  of  wheels  over  the  open 
space,  account  settlement  of  head  block,  and  to  expansion  and 
contraction  of  rail,  rendering  the  joints  tight  in  summer  and  open 
in  winter,  and  the  liability  of  derailment  should  a  train  trail  the 
switch,  their  use  has  been  practically  abandoned  except  in  iso- 
lated tracks  in  yards  or  at  points  seldom  in  service. 

Slip  Switches.  —  Slip  switches  are  used  where  space  is  insuffi- 
cient for  ordinary  turnouts  or  crossovers.  Single  slip  is  used 
when  only  one  crossover  track  is  required,  double  slips  when  two 
crossovers  are  necessary.  The  switches  are  operated  simul- 
taneously from  a  central  "  sUp  switch  stand."  Each  end  of  a 
shp  has  a  special  twin  spht  switch,  which  forms  the  entrance  to 
the  crossovers,  each  crossover  containing  one  right  and  one  left 
turnout.  The  A.  R.  E.  A.  recommended  typical  types  of  slip 
switches  are  shown,  Fig.  73. 


APPROXIMATE  CX)ST  OF  SWITCHES  ONLY. 


Switches. 


Approiimate 
cost. 


Laying  and  suriacing. 


ApproximaM 
ooet. 


New  stub  switch 

New  main  line  split 

New  main  line  slip  switch  (single' 
New  main  line  slip  switch  (double) 

Tie  rods  (6) 

Tie  plates  or  rail  braces  150  each . . 


$25.00  to  S3o. 00 
35.00  to  65.00 
60  00  to  80.00 
70.00  to  100.00 

S12  at  it  per  lb. 
$2.70  per  turnout 


Stub  switch 

Main  line  switch  (split).. 
.Switches  in  large  yards. 
Taking  up  and  relaying 

switch 

Slip  switch,  single 

SUp  switch,  double 


$25  00  to  $35  00 
30  00  to  50  00 
30  00  to    40  00 

30.00to  50  00 
50  00  to  70  00 
60.00  to  100.00 
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Point  Switches.  —  16§  ft.  switch  point  is  recommended  by  the 
A.  R.  E.  A.  for  No.  8  frog;  22  ft.  for  No.  11  and  33  ft.  for  No.  16. 

In  choosing  the  length  of  a  switch,  it  will  be  noted  that  the 
degree  of  turnout  curve  tends  to  increase  as  the  switch  length 
increases,  with  reference  to  a  particular  frog;  the  longer  the 
switch  length,  however,  the  easier  will  be  the  change  in  direction 
for  comfortable  passenger  service. 


Head  of  point  raila  planed  down  from  C  to  D 
Points  ^^"  lower  than  stock  rails 

^k uir. -e TTTT— 1^0— B- 


Point  raila  level  with  stock  rails 


Throw  Rod  furnished  with   iPoim  rails  level  from  B  tO< 
I     \  Switcb-Staud  ^ChiKher  than  stock  rails 


^L 


,  X  21^  X  1/2    Reintorciogl  fEo  !  of  remfoMiDg  strap 
■       •-'         .....--.  'I  •"  he  27*troni  point  ol 

L-hrsil  sideaod  dusl. 
jfoiat  OQ  opposite  siilvj 


_FOOT  GUARD 
IS  5   Ri'iofotciog 
sirap  i>lan«i  w  til  rail 
I'Tuni^  Bolt 
3^CoUcr  Pio 


SECTION  OF  SWITCH  RAIL  AT  E 
,rPil.e  Oollat  2  loni! 

S|.lko  and  Iliol  Blo<k  m 
Kki>  (food  booriag  Joi 


;r~ror-P.K.tt.-R»il 23-For^P  "^ 

'yie  illi>.  foi  S3  !!,«.  ly, 

l^"di«."10(llb».  ll^' 


'oi^P.S.Rall— J* 
yiOdln.  fot  S5  Ik  J 
1  U"Ji«."10U  lbs/ 


HEEL  BLOCK 

Fig.  66.     p.  R.  R.  Standard  18-ft.  Point  Switch  for  85-  and  100-Ib.  Kails. 


BILL  OF  MATERIAL. 


.\o.  of 
pieces. 


2 

25 


Description. 


Switch  point  rails  (with  foot  guards,  sockets  and  bolts  complete). 

Switch  plates  (comjilete). 

Adjustable  braces  (with  bolts,  mit  k)cks,  double  nuts  and  nial- 

loablo  washers). 
Rods  (complete). 

If  he(>l  blocks  are  desired  the  following  must  be  included: 
llccl  blocks  (with  bolts  and  pipe  collars  complete). 
Splices  (bent  and  reamed  as  shown). 
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From  a  theoretical  standpoint,  the  ideal  relation  exists  when 
the  switch  angle  is  no  greater  than  one-fourth  the  frog  angle, 
although  quite  satisfactory  results  are  obtained  when  the  ratio 
is  as  low  as  one  to  three  and  a  half. 

Usually  the  space  available  and  service  required,  whether 
high  or  low  speed,  determines  the  lunnber  of  frog  and  the  length 
of  switch  most  suital)le  for  the  frog  selected. 

No.  6  frog  is  usually  the  minimum  permissible. 

No.  8  frog  is  common  for  main  track  connections  to  spurs, 
set  off  sidings,  yard  ladders,  etc.,  when  speed  in  operating  does 
not  exceed  15  miles  per  hour. 

Xo.  11  frog  for  main  track  turnouts  and  crossovers  for  moder- 
ate speed,  and  No.  IG  where  high  speed  is  maintained. 

Switch  Points.  —  The  reinforced  high  grade  steel  switch  point 
rail  is  in  general  use  for  main  line  track.  The  purpo.se  of  rein- 
forcing is  to  provide  extra  strength  in  case  of  breaks  rather  than 
to  strengthen  the  switch  point. 

The  cost  of  reinforcing  is  about  SI. 25  per  point  extra. 

For  spht  switches  in  common  use  the  reinforced  point  is 
recommended. 

For  yardwork  at  inside  switches  the  manganese  separable 
switch  point  is  recommended. 

No  switch  point  shorter  than  12  ft.  should  be  used. 

Switch  Stands.  —  The  switch  stands  in  general  u.se  are  of  two 
types  commonly  called  the  rigid  and  automatic.  The  rigid 
-tand  has  a  positive  connection  between  the  stand  and  the 
switch  so  that  when  run  through,  the  stand  or  the  connecting 
rod  to  the  stand  will  be  broken  or  so  damaged  that  it  must  be 
reported  and  repaired  before  it  can  be  used  again. 

The  automatic  .stand  is  equipped  with  a  spring  so  that  if  run 
through,  the  points  will  automatically  open  and  close  without 
apparent  damage  to  the  switch  connections;  for  this  reason  it 
is  said  to  be  an  invitation  to  trainmen  to  go  through  without 
throwing  the  switch,  as  the  spring  permits  them  to  do  so  with- 
out breaking  the  points  or  connecting  rods;  but  in  sof  doing  the 
spring  may  be  weakened  and  the  point  opened  sufficient  to 
endanger  the  next  train  passing  in  a  facing  point  direction. 
Another  objection  to  the  spring  is  that  anything  falling  on  the 
switch  from  the  train,  or  snow  clogging  the  spring,  will  allow  it 


218 


SWITCH   STANDS. 


FROCS.  219 

to  close  although  the  points  may  not  ho  precisely  tight  against 

the  stock  rail. 

Approximate  cost  split  switch  stands  only: 

Automatic ?1  l.t)U  to  Sit;  (X) 

High 20.00  to    25.00 

Intermediate 17.00  to    22.00 

Low 10.00  to    15.00 

Ramapo  stub  switch  stand il.(X)  to    10.00 

Lamps 1  (K)  to      5 . 00 

Lock  and  chain 0 .  50  to      0 .  75 

Head  chain  (2) ?.3  at  3J  cts.  ]wt  lb. 

The  stand  should  be  as  simple  as  possible,  preferably  the  shaft 
and  lever  should  be  a  one-piece  forging  and  the  frame  of  inallc- 
able  metal  which  twists  rather  than  breaks. 

The  average  cost  of  the  rigid  type  of  stand  with  target  is  $1 1.00. 

The  average  cost  of  the  automatic  type  of  stand  with  target 
is  S14.00. 

A  high  switch  stand  should  be  used  on  all  main  line  switches 
and  a  low  stand  for  secondary  tracks  at  stations,  sidings  and 
for  the  outside  of  ladder  tracks. 

For  yard  stands  for  inside  switches  and  ladder  tracks,  a  ground 
throw  stand  is  preferred,  designed  so  as  to  throw  on  a  vertical 
plane  parallel  with  the  track  instead  of  a  horizontal  plane.  In 
this  way  danger  to  switchmen  is  reduced. 

Suntch  Targets.  —  It  is  the  practice  to  u.se  the  single  target  or 
stands  showing  no  signals  for  a  clear  track  except  by  a  light  at 
night. 

Enameled  targets  are  used  to  a  great  extent  as  they  retain 
their  brightness  longer  than  painted  targets. 

The  bull's-eye  target  with  the  light  in  the  center  is  considered 
good  practice  for  yard  stands.  It  is  usually  not  the  practice 
to  use  hghts  or  switch  stands  within  200  ft.  of  a  semaphore. 
The  use  of  a  distinct  color  for  the  targets  of  secondary  switches 
is  quite  common,  yellow  being  the  color  usually  adopted. 

Frogs.  —  The  frog  is  a  device  whereby  the  rail  at  the  turnout 
curve  crosses  the  main  track  rail,  and  is  represented  by  Fig.  66b, 
with  all  the  parts  designated  in  the  terms  generally  u.scd. 

Foot  guards  are  inserted  in  the  angle  of  frogs,  heel  of  switches 
and  ends  of  guard  rails  to  protect  employees  from  getting  their 
feet  caught. 
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PROPERTIES  OF  FROGS. 


Fig.  66b. 

The  frog  number  is  the  proportion  of  its  length  into  its  breadth 
or  spread.     Frog  angle  —  ch  -=r  {ah  +  cd). 


Fig.  66c. 

Example.  — ^  a6  =  4  inches,  cdl  =  8  inches,  he  =  84.  84  -=- 
(8  inches  +  4  inches)  =  7.  Angle  or  spread  of  frog  is  1  in  7,  or 
No.  7  frog. 
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PROPERTIES  OF  FROGS. 

Thick 

ness  of  all  frog  points  0}  in.  (4  ft.  8J  in.  gage). 

Frog 

Frog  angle. 

Length  of 
point  to  toe. 

Length  of 

point  to 

heel. 

Total 
length. 

Spread  at 
toe. 

Spread  at 
heel. 

number. 

F. 

W. 

K. 

L. 

T. 

H. 

Deg.  Min.  Sec. 

Ft.      In. 

Ft.      In. 

FU      In. 

Feet. 

Feet. 

7 

8     10     16 

4        5 

8      1 

12       6 

0.60 

1 .  15 

8 

7    09     10 

4       9 

8      9 

13      6 

0.59 

1.09 

9 

6    21     35 

6       0 

10      0 

16      0 

0.67 

1.11 

10 

5    43    29 

6       0 

10      6 

16      6 

0,60 

1.05 

11 

5     12     18 

6      0 

11       6 

17      6 

0.54 

1.05 

12 

4    46     19 

6      5 

12      1 

18      6 

0.53 

1.01 

15 

3    49    06 

7      8 

14     10 

22      6 

0.51 

0.99 

16 

3    34    47 

8      0 

16      0 

24      0 

0.50 

1.00 

18 

3     10    56 

8    10 

17      8 

26      6 

0.49 

0.98 

20 

2    51     51 

9      8 

19      4 

29      0 

0.48 

0.97 

RIGID   FROGS. 
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SPRING  RAIL  FROGS. 


SPRLNC.    RAIL   FROGS. 
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SECTION  B-B 


\  Rivet^ 


(iXBolt  for«51U  ran 
(lii'Bolt  for  lOOlUrail 


This  face  made  to  &t  eltTier 
web  of  rail  ur  Doinforuiajf  bar. 


/>^c.    ITT    in,     L  •  (Jj/Bolt  for  SSlb.  rail  " 

S'«^^"^^B'°<=^.>.  '<^J.  dlj^' Bolt  for  100 lb.  rail       ^ 


X  Reinforcing  t 

Bar-^  ^^ — N 


/     W.      ^-^^^-4J    '-"•"'     LfjU.V Bolt 


^Jk  KiTeW 


XBlreU 


^^\  Uivtto 
SECTION  C-C 


FORGED  STEEL  STOP 


X  RiveU'"^^ 
SECTION  D-D 

Fig.  69.     p.  R.  R.  Standard  Spring  Rail  Frog. 
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Numbers  8,  11  and  16  frogs  are  recommended  by  the  A.  R.  E.  A. 

as  meeting  all  general  requirements  for  yards,  main  track  switches 
and  junctions,  with  16^  ft.  switch  point  for  No.  8  frog,  22  ft.  for 
No.  11,  and  33  ft.  for  No.  16. 

There  are  two  types  of  frogs  in  general  use,  the  rigid  frog 
and  the  spring  frog.  Both  are  built  up  in  a  variety  of  different 
ways  with  bolts,  clamps  and  rivets,  and  they  are  usually  desig- 
nated the  bolted  frog,  the  clamped  frog,  the  riveted  or  plate 
frog  from  the  method  employed  in  their  construction.  There 
is  also  the  manganese  cast  frog  made  of  manganese  steel,  or  a 
combination  of  the  built-up  frog  with  manganese  inserts,  the 
manganese  being  introduced  at  the  point  of  greatest  wear, 
usually  the  frog  point  and  a  facing  for  the  wing  rails  at  the 
throat. 

The  life  of  frogs  is  very  variable,  depending  upon  the  amount 
of  traffic,  the  ciuality  of  steel,  its  design  and  the  amount  of  care 
and  attention  given  to  its  up-keep.  It  has  to  withstand  a  series 
of  shocks  and  if  any  looseness  develops  in  its  parts  the  resultant 
violent  blows  it  has  to.  withstand  will  soon  destroy  its  usefulness 
for  service. 

For  estimating  purposes  or  as  a  comparison  between  the 
built-up  type  and  the  manganese  frogs  the  following  relative 
costs  are  given: 

Average 

Spring  frog,  built-up S55  to  S65 S60 

Rigid  frog,  built-up 40  to     50 45 

Spring  frog,  manganese  insert 110  to   130 120 

Rigid  frog,  manganese  insert 80  to   120 100 

Spring  frog,  solid  manganese 150  to   210 ISO 

Rigid  frog,  solid  manganese 130  to   170 150 

Cost  of  placing  frog  in  track 6  to     10 8 

During  the  life  of  an  ordinary  frog  it  is  estimated  that  So. 00 
to  $10.00  is  spent  in  tightening  bolts  and  rivets  more  than 
would  be  spent  on  the  maintenance  of  a  manganese  frog. 

Solid  manganese  rigid  frogs  are  recommended  for  busy  termi- 
nals and  switching  leads  where  there  is  nuich  traffic  and  where 
the  Bessemer  or  open-hearth  rail  would  wear  out  in  less  than 
one  year,  and  manganese  inserts  at  points  of  heavy  wear  and 
slow  speed. 
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The  length  of  a  sohii  manganese  frog  is  about  thn^v  eighths  the 
length  of  an  insert  frog  which  makes  the  solid  frog  a  more  easily 
handled  article. 

Comparing  the  ordinary  steel  rail  frogs,  generally  designated 
IS  built-ups.  with  the  cast  manganese  frogs,  the  principal  feature 
is  its  probable  economy  due  to  the  greater  life  of  one  over  tlu- 
other. 

The  first  cost  of  an  ordinary  open-hearth  85-lb.  steel,  built-up 
No.  9  spring  frog,  which  can  be  used  as  a  comparison,  is  ajiproxi- 
mately  S65.00  in  place,  and  the  cost  of  the  same  frog  in  cast 
manganese  steel  may  be  estimated  at  S165.00  in  place.  This 
comparison  makes  the  ratio  of  price  about  2.6  to  1. 

The  service  of  the  ordinary  steel  frog  is  very  variable,  de- 
pending on  its  quahty,  design  and  up-keep,  traflSc,  etc.;  in  many 
situations  it  might  not  last  six  months,  but  where  conditions 
are  favorable  it  may  last  six  years  and  more. 

The  service  of  the  best  kind  of  manganese  frog  in  situations 
where  built-ups  have  lasted  less  than  two  j'ears  is  known  to  be 
at  least  six  years  under  fauly  heavy  traffic  conditions.  On  the 
other  hand,  as  the  result  of  poor  material  many  manganese  frogs 
have  lasted  but  a  few  months  longer  than  the  ordinary'  built-up 
frog  which  they  replaced.  When  buying  manganese  frogs,  it 
is  not  uncommon  to  have  the  makers  guarantee  them  for  at 
least  five  years,  or  to  outlast  the  built-ups  which  they  replace 
'hree  to  one. 

In  general  it  maj-  be  stated  that  the  best  kind  of  manganese 
cast  steel  frogs  will  outlast  the  ordinary  built-up  frogs,  three 
to  one  (some  go  as  high  as  6  to  1)  in  situations  where  the  latter 
does  not  last  two  years. 

Frogs  should  be  in-stalled  with  the  greatest  care  and  should  l>o 
well  balla.sted,  preferably  in  stone  throughout,  the  drainage  should 
•e  given  particular  attention  and  ties  should  1)6  spaced  to  iasure 
ds  far  as  possible  continuoas  bearings. 

In  making  comparative  prices  for  the  built-up  and  manganese 
frogs,  the  cost  figures  are  those  in  vogue  previous  to  1915.  Since 
that  time  however  prices  have  increased  at  least  'iO%  and  man- 
ganese, on  account  of  lack' of  competition,  has  gone  very  much 
higher  and  can  hardly  be  obtained  at  a  reasonable  price. 
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CROSSO\^RS. 


Crossovers.  —  A  crossover  is  installed  when  it  is  desired  to 
connect  two  parallel  tracks,  and  consists  of  two  turnouts  con- 
nected by  a  short  piece  of  straight  track  (Fig.  70).  Where 
space  is  not  available  and  the  movements  are  slow,  it  is  con- 
nected practically  as  reversed  curves. 

On  double  track  the  crossover  is  usually  installed  so  as  to 
avoid  facing  point  switches,  the  movement  being  backward 
when  the  crossing  is  used,  and  trailing  for  main  line  movement. 

The  length  depends  upon  the  distance  between  tracks  and 
the  frog  number. 

The  distance  between  frog  points  measured  along  one  of  the 
parallel  tracks  and  the  over-all  length  of  crossovers  can  be 
obtained  from  the  following  table: 


TABLE 


Distance  B-B  between  frog  points 
in  feet. 

Distance  over  all  from  switch  point  to  switch 
point  in  feet. 

Frog 

Distance  between  track  centers. 

Distance  between  track  centers. 

Turnout 

No. 

12  ft. 

13  ft. 

14  ft.     as  ft. 

12  ft. 

13  ft. 

14  ft. 

loft. 

lead,  ft. 

6 

7 
8 
9 
10 
11 
12 
15 
16 
18 
20 

14.5 

17.07 
19.62 
22.16 
24.70 
27.22 
29.75 
37.30 
39.81 
44.83 
49.85 

20.46 
24.04 
27.59 
31.13 

34.68 
38.20 
41.73 
52.28 
55.80 
62.82 
69.84 

1 
26.42   32.38 
31.00   37.96 
35.56   43.53 
40.10   49.07 
44.66    54.64 
49.18   60.16 
53.71    65.69 
67.26   82.24 
71.791  87.78 
80.8l|  98.80 
89.83109.82 

1 

110.46 
141.27 
155.58 
166.72 
180.56 
215.84 
231.35 
303.86 
314.95 
337.85 
364.69 

116.42 
148.24 
163.55 
175.69 
190.54 
226.82 
243.33 
318.84 
330.94 
355.84 
384.68 

122.38 
155.20 
171.52 
184.66 
200.52 
237.80 
255.31 
333.82 
346.93 
373.83 
404.67 

128.34 
162.16 
179.49 
193.63 
210.50 
248.78 
267.29 
348.80 
362.92 
391.82 
424.66 

47.98 

62.10 

67.98 

72.28 

77.93 

94.31 

100.80 

133.28 

137.57 

146.51 

157.42 

RELATIVE    SPEEDS  THROUGH   LEX'EL  TURNOUTS   (A.  R.  E.  A.). 
To  GIVE  THE  Equivalent  Riding  Conditions  to  Track  elevated  Three  Inches 

LES.S   THAN   THEORETICALLY    REQUIRED. 


Turnout. 

Speed, 

miles  per  hour. 

Frog  number. 

Length  of  switch. 

7 

16.5 

17 

8-10 

16.5 

20 

11-14 

22 

27 

15 

33 

37 

16-24 

33 

40 

TYPU  AL   CROSSOVERS. 


llssi 


q^ticri      =  o 


228  BILL  OF  SWITCH  TIES. 

Turnout  and  Slip  Switch.  Ties. 

BILL  OF  iL\TERL\L  FOR  A.  R.  E.  A.   SLIP  SWITCH  TIES. 
No.  8.     Double  Slip.     F.  B.  M.  5828. 


80  pieces. 

Bill  of  material  of  ties. 

10 
10 

Ties. 
7"X9"X11'  0" 
7"X9"X11'  6" 
""X9"X12'  0" 
7"X9"X12'  6" 

6 

4 
6 
4 

Ties. 
7"X9"X13'  0" 
7"X9"X13'  6" 
7"X9"X14'  0" 
7"X9"X14'  6" 

6 
4 
6 

4 

Ties. 
-"X9"X15'  0" 
7"X9"X15'  6" 
7"X9"X16'  0" 
7"X9"X16'  6" 

12 

Ties. 
7"X9"X6'  6" 

2 

6 

No.  11.     Double  Slip.     F.  B.  M.  7182. 

100  pieces. 

Bill  of  material  of  ties. 

B/il. 

14 
12 

Ties. 
7"X9"X11'  0" 
7"X9"X11'  6" 
7"X9"X12'  0" 
7"X9"X12'  6" 

8 
8 
6 
6 

Ties. 
7"X9"X13'  0" 
7"X9"X13'  0" 
7"X9"X14'  0" 
7"X9"X14'  6" 

4 
6 
6 
6 

Ties. 
7"X9"X15'  0" 
7"X9"X15'  6" 
7"X9"X16'  0" 
7"X9"X16'  6" 

12 

Ties. 
7"X9"X16'  6" 

6 

6 

No.  16.     Double  Slip.    F.  B.  M.  10.064. 

1.50  pieces. 

Bill  of  material  of  ties. 

B/M. 

18 
10 

22 

Pieces. 
7"X9"X10'  6" 
7"X9"X11'  0" 
7"X9"X11'  6" 
7"X9"X12'  0" 

8 

10 
10 
10 

Ties. 
7"X9"X12'  6" 
7"X9"X13'  0" 
7"X9"X13'  6" 
7"X9"X14'  0" 

8 
10 
10 

8 

Ties. 
7"X9"X14'  6" 
7"X9"X15'  0" 
7"X9"X15'  6" 
7"X9"X16'  0" 

10 
12 

Ties. 
7"X9"X16'  6" 
7"X9"X16'  6" 

4 

No.  8.    Main  Line  Turnout. 

BillofmateriaL    58  pieces.    3651' B.M.    8' 6"  track  tie. 

P'ces. 

8    . 
7 
5 
4 

7"X9"X  9'  0" 
7"X9"X  9'  6" 
7"X9"X10'  0" 
7"X9"X10'  6" 

P'ces. 
3 
3 
3 
3 

7"X9"X11'  0" 
7"X9"Xir  6" 
7"X9"X12'  0" 
7"X9"X12'  6" 

P'ces. 
3 

2 
3 
2 

7"X9"X13'  0" 
7"X9"X13'  6" 
7"X9"X14'  0" 
7"X9"X14'  6" 

P'ces. 

5 
2 
3 

2 

7"X9"X15'  0" 
7"X9"X15'  '■• 
7"X9"X16'  n 
7"X9"X16'  ' 

Bill  of  material.    56  pieces.    3336'  B.  M.    8'  0"  track  tie. 

P'ces. 
8 
7 
5 
4 

7"X9"X  8'  6" 
7"X9"X  9'  0" 
7"X9"X  9'  6" 
7"X9"X10'  0" 

P'ces. 
3    ' 
3 
3 
3 

7"X9"X10'  6" 
7"X9"X11'  0" 
7"X9"Xir  6" 
7"X9"X12'  0" 

P'ces. 
3 
2 
3 
2 

7"X9"X12'  6" 
7"X9"X13'  0" 
7"X9"X13'  6" 
7"X9"X14'  0" 

P'ces. 
3 
4 
3 

7"X9"X14'  t. 
7"X9"X15'  (' 
7"X9"X15'  -. 

No.  11.    Main  Line  Turnout. 

Bill  of  material.    78  pieces.    4814'  B.  M.    8'  6"  track  tie. 

P'ces. 
12 
10 
8 
5 

7"X9"X  9'  0" 
7"X9"X  9'  6" 
7"X9"X10'  0" 
7"X9'X10'  6" 

P'ces. 
5 
5 
3 
3 

7"X9"X11'  0" 
7"X9"Xir  6" 
7"X9"X12'  0" 
7"X9"X12'  6" 

P'ces. 
4 
4 

3 
3 

7"X9"X13'  0" 
7"X9"X13'  6" 
7"X9"X14'  0" 
7"X9"X14'  6" 

P'ces. 
4 
3 
3 
3 

7"X9"X15'  0" 
7"X9"XI5'  6" 
7"X9"X16'  0" 
7"X9"X16'  6  " 

Bill  of  material.    75  pieces.    4363'  B.  M.    8'  0"  track  tie. 

Fees 
12 
10 
8 
5 

;   X9    X  8    6  ' 
7   X9   X  9   0" 
7-  X9'  X  9'  6 
7  •X9   XIO    0 

P'ces. 
5 
5 
3 
3 

7'  X9'X10'  6" 
7  'X9'  Xll    0" 
7"X9'Xir  6" 
7'  X9"X12'  0  ' 

P'ces. 
4 
4 

3 
3 

7"X9  "X12'  6  " 
7"X9"X13'  0" 
7  "X9"X13'  6  " 
7  'X9"XI4'  0" 

P'ces. 
2 
5 
3 

7"X9"X14'  6" 
7"X9"X15'  0  " 
7"X9"X15'  6  " 
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TYPICAL   DOUBLE  SLIP   SWITCHES. 
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230  DERAILS. 

Derails.  —  Derails  are  used  generally  for  the  protection  of 
main  tracks  where  a  siding,  which  may  be  used  for  standing 
cars,  comes  off  the  main  track  or  any  other  track  leading  thereto, 
having  a  gradient  of  0.2  per  cent  or  over  toward  the  main  line, 
so  located  that  there  is  danger  of  a  runaway  car  getting  either 
directly  or  through  an  intervening  siding  to  a  main  track. 

The  type  used  is  generally  that  having  an  operating  stand 
and  target  of  its  own,  but  in  special  cases  where  deemed  ad- 
visable, the  type  having  a  target  stand  only  and  interlocked 
with  the  switch  is  used,  l,       

Derails  should  be  located  so  that  derailed  cars  shall  not  foul 
the  protected  track,  and  the  distance  of  the  derail  from  the 
clearance  point  should  be  carefullj'  considered  with  reference 
to  the  probable  distance  a  car  would  run  after  being  derailed. 

Retaining  or  deflecting  guard  rails  are  used  in  special  cases 
where  deemed  advisable. 

The  terms  "  Right  "  and  "  Left  "  hand  derail  mean  a  derail 
deflecting  to  the  right  or  left  in  the  direction  which  a  derailed 
car  would  move.     (Fig.  -73.) 


Left  Hand  Derail 

Fig.  73. 

The  following  is  an  illustration  of  the  method  of  determining 
the  speed  of  a  runaway  car  at  the  derail. 

A  car  is  standing  on  a  siding  450  ft.  from  the  derail. 

The  fall  of  the  track  to  the  derail  is  5.06.  Between  these 
points  there  is  2°  00'  curve  200  ft.  long. 

Rolling  friction  equals  0.3  ft.  per  100  ft.  of 

travel,,  or  in  450  ft.  it  is  4.50  X  0.3 1.35  ft. 

Curve  resistance  equals  0.04  ft.  per  100  ft.  of 
travel  per  degree  of  curve,  or  in  200  ft.  of  2°00' 
curve  it  is  2  X  2  X  0.04 0.16  ft. 

Total  resistance  expressed  in  feet  of  fall 1.51  ft. 

The  effective  fall  is  5.06  -  1.51 3.55  ft. 
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Let  V  =  the  speed  of  the  car  and  h  =  the  effective  fall,  then 
the  general  formula  is 

r-  =  h  -^  0.0355. 
In  this  case 

r-  =  3.55  ^  0.0355  =  100, 
V  =  10  miles  per  hour, 

the  speed  of  the  car  at  the  derail. 

The  proximity  of  other  tracks,  structures,  embankments  and 
curvature  of  the  track  must  also  be  considered. 

Formula  for  impact  of  cars  under  four  different  conditions 
are  given  by  the  A.  R.  A.  Assoc,  as  follows: 

IMPACT  OF  CARS. 

CONSIDEHINQ   Cars    AS    I.VELASTIC    BoDIES. 
CASE  1,-BOTH  CARS  MOVING  IN  SAME  DIRECTION 


lJlUj-Uili3     LlJ-UJ-U-U-l-ri 

{^oj     (°)     —  —    (o)    (oj  \o)     ^V>      --  "   -^    0     (?)' 

^ 


29.95  IWitWl) 


W,V,  .  W.V 

w, ,  w. 


CASE  2, -CARS  MOVING  TOWARD  EACH" OTHER 


^^^miiM^m^mm^.^ 


^^WW 


29.95  v<»i  •  Vij; 


v=- 


CASE  3. -ONE  CAR  STANDING  STILL 
V, 


Vj=0 


29.9S(W|«Wt) 


CASE  4. -ONE  CAR  STRIKING  AN  IMMOVABLE  BODY 


LUAJJ^liiXiJ 


mmmmimM^mmmm^ 


E=  .0JJ4  virv* 

TFi  =  weight  of  one  car  in  pounds. 

Fi  =  velocity  of  one  car  in  miles  per  hour. 
Wi  =  weight  of  other  car  in  pounds. 

Fi  =  velocity  of  other  car  in  miles  per  hour. 

E  =  energy  of  impact  in  foot  pounds. 

V  =  r^ulting  velocity  of  both  cars  in  miles  per  hour. 
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Bumping  Posts,  Car  Stops,  etc.  —  The  type  of  stop  or  post 
to  be  used  should  be  carefully  considered  for  each  case. 

For  tracks  ending  in  a  cutting  or  at  unimportant  points  where 
there  is  little  or  no  grade,  the  frame  car  stop,  Fig.  77,  may  be 
used. 

For  tracks  at  about  ground  level  where  there  is  little  or  no 
grade  and  no  better  protection  is  necessary,  an  earth  or  cinder 
stop,  Fig.  75,  is  used. 

Where  the  side  space  is  limited  the  sand  car  stop,  Fig.  78,  is 
used. 

For  passenger  stub  tracks  in  stations  and  yards  on  a  level 
the  cast  iron  stop,  Fig.  74,  is  generally  used. 

Where  sidings  end  on  an  embankment  or  trestle  or  have 
buildings  or  other  damageable  structures  at  the  end  thereof, 
rendering  it  necessary  to  positively  stop  a  car  for  the  safety  of 
the  car  or  the  property  adjoining  the  siding,  a  bumping  post 
should  invariably  be  used. 

Too  frequently  the  bumping  posts  in  use  are  badly  chosen, 
and  often  the  damage  caused  by  them  is  much  greater  than 
would  be  the  cost  of  pulling  a  derailed  car  onto  the  track  occa- 
sionally. 

Frame  Car  Stop.  (Fig.  77.)  —  The  frame  car  stop  should  be 
used  in  cuts  where  the  excavated  embankment  forms  a  natural 
stop,  or  for  tracks  at  unimportant  points  where  there  is  little 
or  no  grade. 

Earth  or  Cinder  Stop.  (Fig.  75.)  — ■  The  earth  or  cinder  stop 
should  be  used  when  there  is  no  need  of  better  protection,  and 
there  is  little  or  no  grade. 

Sand  Car  Stop.  (Fig.  78.)  —  The  sand  car  stop  should  be 
used  where  the  side  space  is  limited,  and  there  is  no  need  of 
better  protection  and  there  is  little  or  no  grade. 

Cast  Iron  Stop.  (Fig.  76.)  —  The  cast  iron  stop  should  be 
used  principally  for  protection  of  passenger  car  tracks  in  stations 
and  yards  on  a  level  or  nearly  level  grade. 

C.  P.  H.  Bumping  Post.  (Fig.  74.)  —  This  bumping  post  is 
to  be  used  only  when  necessary  for  the  protection  of  person  or 
property,  and  when  it  is  a])solulely  ossontial  to  stop  the  car 
rather  than  have  it  run  over  the  end  of  track. 
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EARTH  CAR  STOP 

Fig.  75. 
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CAST  IRON  CAR  STOP 

Fig.  70. 


Fig.  77. 
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SAND  CAR  STOP 


Fig.  78. 
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Steel  Bumping  Post,  D.  L.  &  W.  R.  R.  (Fig.  79.)  —  It  is 
built  entirely  of  structural  steel  shapes  and  rests  on  a  concrete 
bed  to  which  it  is  securely  anchored  by  twenty  l|-in.  bolts. 
The  bottom  ties  are  15-in.  55-lb.  channels  about  15  ft.  6  in. 
long  bedded  in  concrete  laid  over  the  foundation.  These  are 
said  to  provide  a  stable  base,  and  the  upright  bracket  which 
carries  the  rubber  bumper  block  is  strongly  reinforced  with 
stiffening  angles  in  the  direction  of  the  resultant  forces  under 
impact. 


Fig.  79. 


Details  of  Steel  Bumping  Post  in  Hoboken  Terminal  of  D.  L.  & 
W.  R.  R. 
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Diamonds.  —  The  present  day  crossings,  where  traffic  amounts 
to  anjlhing,  are  usually  made  of  manganese  steel,  cast  in  two  or 
more  pieces.  Where  traffic  is  very  light,  built-up  rail  crossings 
of  heavy  steel  are  quite  common. 

It  is  well  known  that  the  pounding  of  roUing  stock  over  a 
crossing  is  very  destructive  and  if  any  looseness  develops  in 
any  part  of  the  cros^sing  it  is  soon  rendered  unfit  for  service. 
It  is  essential,  therefore,  that  the  crossing  be  made  of  as  few 
parts  as  possible,  that  the  rails  are  deep  and  stiff  and  the  con- 
nections made  rigid  so  that  no  looseness  shall  develop  under 
ordinary  care  and  wea^^. 

Standards  for  manganese  crossings  of  various  types  for  vary- 
ing conditions  and  angles  have  been  developed  by  the  manga- 
nese track  society  which  are  followed  pretty  closely  by  the 
various  manufacturers. 

It  is  usual  for  the  railway,  in  manganese  work,  to  contract 
for  their  crossing  work  and  plans  are  submitted  for  their  approval 
by  the  makers,  and  the  results  chiefly  depend  on  the  workman- 
ship and  quality  of  the  cast  manganese  as  well  as  proper  instal- 
lation and  maintenance. 

To  further  strengthen  crossings  of  this  kind,  foundations  of 
concrete  and  steel  directly  under  the  crossing  have  been  used 
in  one  or  two  cases,  as  an  additional  effort  to  get  better  riding 
track  with  less  noise  and  wear. 

Cost.  —  The  cost  will  depend  upon  their  weight,  kind  of  angle 
and  tj-pe  of  rail.  There  is  very  little  difference  in  recent  figures 
between  the  cost  of  a  solid  manganese  and  a  built-up  with 
manganese  inserts.  The  following  figures  are  some  recent  prices 
for  manganese  and  built-up  crossing,  f.  o.  b.  cars  for  the  mate- 
rial. 

One  solid  manganese  8.5-lb.  diamond,  18' S"^0 

One  solid  manganese  8.5-Ib.  diamond,  30' 8oO 

One  solid  manganese  85-lb.  diamond,  60" 809 

One  built-up  8.>-lb.  diamond,  56' 235 

One  built-up  with  manganese  inserts,  8.S-lb.  diamond,  20° 719 

Two  solid  manganese  8.5-lb.  diamonds $1000  to  $1250 

Four  solid  manganese  85-lb.  diamonds. .  $2100  to  $2500 

Interlockers.  —  On  the  assumption  that  all  trains  approach- 
ing a  grade  crossing  would  be  required  to  come  to  a  stop  before 
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proceeding  over  the  crossing,  unless  the  crossing  is  protected 
by  interlocking,  it  is  figured  that  12  trains  a  day,  aside  from 
the  safety  of  interlocking,  would  justify  its  installation.  The 
figures  are  as  follows: 

Estimated  yearly  cost  of  interlocking. 

Cost  of  interlocking  single  track  (16  levers)  (Fig.  80) $6000 

Interest  on  cost,  5  per  cent $300 .  00 

Depreciation,  7  per  cent 420.00 

Maintenance 270 .  00 

Operation 1200.00 

Total  cost  per  annum $2190.00  or  $6.00  per  day 
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Fig.  80.     Interlocked  Single-track  Lay-out. 

Figuring  that  it  costs  50  cents  to  stop  a  train  and  again  ac- 
celerate it  to  its  original  speed,  12  trains  would  be  SG.OO  i)er 
day  or  the  equivalent  of  what  it  would  cost  to  install  and  oper- 
ate an  interlocker.  Where  there  are  more  than  12  trains  there 
would  be  a  corresponding  saving. 

Interlocking  Tower,  Montclair,  N.  J.,  D.  &  W.  R.  R.  (Fig. 
81.)  —  The  signal  tower  is  a  two-story  concrete  structure  with  a 
basement.     The  tower  plans  show  the  end,  the  front,  and  rear 
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238  INTERLOCKING  TOWER. 

elevations,  and  also  the  floor  plans.  The  basement  plan  shows 
the  locations  of  the  power  equipment  which  consists  of  duplicate 
air  compressors  driven  separately  by  three-phase  60-cycle  inr 
duction  motors,  rated  at  1800  R  P.M.  The  air  compressors 
are  of  the  four-cyhnder  two-stage  type,  each  compressor  having 
a  capacity  of  100  cu.  ft.  per  minute.  The  motors  are  controlled 
from  the  switchboard  with  an  external  starting  resistance  con- 
nected into  the  rotor  circuit. 

The  motor  generator  sets,  of  which  there  are  three,  consist 
of  three-phase  60-cycle  220-volt  motors  with  shunt  wound  gen- 
erators, rated  at  75  amperes  and  15  volts.  These  sets  are  of 
the  unit  frame  type  and  furnish  energy  for  charging  storage 
battery. 

The  storage  battery  consists  of  four  sets  of  Edison  A-10 
cells.  Two  sets  of  16  cells  each  furnish  energy  for  the  inter- 
locking apparatus  as  follows :  for  the  control  of  switches,  signals, 
and  various  indicator  and  annunciator  circuits.  One  set  of 
battery  is  for  on  and  one  set  for  off  duty.  Two  sets  of  four 
cells  each  furnish  energy  for  32  track  circuits  on  the  plant. 

The  approximate  cost  of  this  tower  (without  equipment) 
under  ordinary  conditions  is  estimated  to  be  §3900. 
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CHAPTER   XL 
BALLAST. 

The  material  placed  on  the  roadbed  for  the  purpose  of  hold- 
ing the  track  in  line  and  surface  is  called  ballast,  and  commonly 
consists  of  broken  stone,  gravel,  cinders,  sand,  slag,  or  other 
material,  depending  on  what  is  most  available  or  expedient. 

It  is  essential  that  the  material  selected  should  drain  readily 
and  the  ballast  section  should  be  such  as  to  distribute  the  bear- 
ing of  the  ties  and  insure  a  uniform  pressure  on  the  subgrade 
with  reference  to  the  volume  and  character  of  traffic,  the  cli- 
matic conditions,  the  nature  of  the  subgrade  itself  and  the 
spacing  of  the  ties. 

To  produce  a  uniform  pressure  on  the  subgrade  with  the 
ordinary  tie  it  is  stated  that  24  in.  of  ballast  under  the  tie  is 
necessary,  but  for  a  cushion  only  on  a  solid  roadbed  12  in.  is 
sufficient.  The  general  ballast  sections  in  use,  however,  vary 
from  7  in.  to  12  in.  in  depth  under  the  tie,  and  are  of  two  types, 
the  square  section  and  the  rounded  section  or  a  combination 
of  both. 

The  principal  kinds  of  ballast  generally  used  today  as  de- 
scribed by  Mr.  E.  A.  Hadley  are  earth,  cinders,  gravel,  chatts, 
burnt  cla}^,  furnace  slag  and  broken  stone.  Dirt  ballast  or 
earth  is  easily  worked  in  dry  weather,  but  it  is  difficult  to  keep 
up  the  track  with  it  in  wet  weather,  and  it  also  has  a  heavy 
growth  of  grass  and  weeds.  It  is  dusty  in  dry  weather  and  it 
reduces  the  hfe  of  the  ties  by  decay  at  the  ground  line  and 
causes  broken  ties  in  the  winter  by  the  earth  heaving.  Gravel 
is  a  ballast  which  increases  the  life  of  the  tie  and  makes  it  pos- 
sible to  maintain  good  track.  It  is  comparatively  free  from 
weeds,  especially  washed  gravel  from  streams.  It  is  also  fairly 
free  from  dust.  Chatt  ballast  Ls  the  refuse  from  lead  and 
zinc  mines  from  which  the  metal  has  been  extracted,  and  i.s 
really  finely  crushed  stone.  It  almost  entirely  destroys  vege- 
tation, and  if  not  too  fine  is  practically  dustless.  It  ia  easily 
worked  and  gives  a  neat  appearance  to  the  track. 
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Crushed  Stone  or  Slag. 


Slope  0  In  0  ' 


Slope  0  iu  0 


Crowu  6"  IlaUius  I'^^A-iiadius  0''<^ 

Tie,  6  in.  by  8  in.  by  8  ft. 
Baltimore  and  Ohio  Railroad. 


Tie,  6  in.  by  8  in.  by  8  ft. 
Chicago,  Burlingon  &  Quincy  Railroad. 


Tie,  6  in.  by  8  in.  by  8  ft. 
Illinois  Central  Railroad. 


„6''    ,/ '/ 


...1     U-^^^ ^'  TT^V    „^i?od 


Tie,  7  in.  by  9  in.  by  S  ft.  6  in. 
Lake  Shore  &  Michigan  Southern  Railroad. 


Gravel. 


1  /  ,/ 16  /  /,  I 

t< OOpA^^ *■* 13  0-^ »1  " 

„l^U  JfZ  iiQ'L^        Slope  rf'to  the  foot         I P--»''ast  0  below  top  of  tie  at C.L 

10-r-T|26'[        _  ,  I  .  112  i       Slope  U 'to  the  foot 

j  I     >-tz±iz±zzii] — -^— ci±ni±iz±z3-\siope •-'to  1' 


^/ 


lI.  ,1,^.-^7 


Slope  0  to  tlie  foot 


Tie,  6  in.  by  S  in.  by  8  ft. 
Grand  TruiiU  Railroad. 
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Tie.  7  in.  by  9  in.  by  S  ft.  4  in. 
Pennsylvania  Lines  East. 


rT:^ 


-10-6- 


Sod„|     L      I       Jc^J- 


Tie,  7  in.  by  9  in.  by  8  ft.  6  in. 
Pennsylvania  Lines  West. 


"  "^Drain  where  needed 


♦t* 13' *:    Slope  !4  to  r 

CourseStone,  end  ofdraini    /Rad.4' 
I  / 

Crushed  Rock  and  Slag 

Class  A 

— lo' >*  ,      , 

,  ,     I  '     /Slope  !^to  1 

3  3^    >   .   :  /    t      . 

:--;;.i2-Y.v::-::-\v;.y;^^V::.:-?>^ .....na^  off^ 

I  I     /Bad.4' 

Cmshed  Rock  and  Slag 
Class  A 


'^ 


Crashed  Rock  and  Slag 

ClassB 

Figures  Class  A  and  B  are  the  recommended  A.  R.  E.  A. 
Sections  under  Varying  Conditions. 
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Burnt  clay  is  not  used  extensively.  It  pulverizes  rapidly 
and  the  growth  of  weeds  is  heavy.  It  is  usually  a  rather  coarse 
material  and  should  not  be  used  except  where  cost  of  other 
ballast  is  high.  Granulated  slag  ballast  is  molten  slag  run  into 
water.  It  forms  a  fair  ballast  for  yard  and  side-tracks.  The 
coarse  slag  is  practically  crushed  rock.  It  is  hard,  black  and 
has  very  sharp  projections,  which  cut  into  the  ties,  making 
renewals  difficult,  but  is  free  from  dust  and  weeds.  Broken 
stone  ballast  can  be  worked  the  year  around  and  is  not  easily 
displaced  by  running  water  and  is  practically  dustless.  It  is 
expensive  in  first  cost  and  makes  tie  renewals  difficult. 

The  heavier  the  traffic  the  more  economical  stone  ballast 
becomes,  but  it  is  not  so  for  light  traffic.  On  a  comparatively 
solid  subgrade  a  stone-ballasted  track  will  remain  in  good  con- 
dition longer  than  a  gravel-ballasted  track.  Stone  ballast,  after 
being  in  use  for  some  years,  becomes  filled  with  earth  from  the 
subgrade  and  with  cinders  and  other  foreign  material,  so  that 
it  does  not  properly  drain  off  the  water.  It  must  be  removed 
and  cleaned  with  ballast  forks  or  screens  to  remove  the  dirt  and 
then  replaced  with  10  to  20  per  cent  of  new  material. 

Quantity  of  Ballast  in  the  Standard  Sections  of  Various 
Railroads. 

TABLE  97. —  STONE   BALLAST   SECTIONS. 


Name  of  railroad. 


Chicago  &  N.  W | 

Chicago,  Rock  Island  &  Pacific s 

Pennsylvania  Lines,  West -j 

Lehigh  Valley i 

Pennsylvania  Lines,  East \ 

New  York  Central  &  Hudson  River  •j 

Baltimore  &  Ohio S 

Illinois  Central j 

C.  P.  R I 


Track. 

Width  at 
subgrade. 

Crowning 
at  center. 

Depth  of 

ballast 

under  tie. 

Single 

20'  0" 

Curve 

6" 

Double 

33'  0" 

Curve 

6" 

Single 

18'  0" 

Nil 

8" 

Double 
Single 

33'  0" 
21'  4" 

8" 
10" 

Nil 

Double 

35'  4" 

NU 

12" 

Single 

19'  0" 

5" 

7" 

Double 

32'  0" 

6" 

9" 

Single 

19'  8J" 

2J" 

8" 

Double 

32'  8i" 

4A" 

8" 

Single 

20'  0" 

IJ" 

»J" 

Double 
Single 

33'  0" 
20'  0" 

2" 
Nil 

12" 

Double 

33'  0" 

Nil 

12" 

Single 

20'  0" 

l"in  rO" 

12" 

Double 

34'  0"    . 

l"in  I'O" 

12" 

Single 

17'  0"  to  19' 

J"tol'  0" 

7" 

Double 

30'  0"  to  32' 

i"toro" 

7" 

Cu.yds. 

per 

mile. 


2100 
4000 
2100 
4600 
2400 
6900 
2500 
5400 
2600 
5200 
3000 
7000 
3400 
7000 
3600 
7100 
2500 
4800 


BALLAST  TEMPLATES. 
TABLE  9S. -GILWEL  BALLAST  SECTIONS. 
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Name  of  railroad. 


Chicago  &  N.  \V 

Chicago,  Rock  Island  &  Pacific.  ■  ■  ■   \ 
Pennsylvania  Lines,  West  ) 

Lehigh  Valley } 

Pennsj-lvania  Lines,  East •' 

New  York  Central  <jk  Hudson  River  < 
Baltimore  <k  Ohio  < 

Illinois  Central I 

C.P.  R I 


Track. 

Width  at 

Crowning 

Bubgradc. 

at  center. 

Single 

20'  0" 

Cur%-e 

Double 
Single 

33'  0" 

Double 

31' to  33' 

Nil 

Single 

21'  0" 

Nil 

Double 

36'  0" 

Nil 

Single 

18'  0" 

5" 

Double 

32'  0" 

5" 

Single 

19'  8J" 

2J" 

Double 

32'  8J" 

4A" 

Single 

20'  0" 

U" 

Double 

33'  0" 

2" 

Single 

20'  0" 

Nil 

Double 

33'  0" 

Nil 

Single 

20'  0" 

r'tol' 

Double 

34'  0" 

r'tol'  0" 

Single 

17' to  19' 

§"tol'  0" 

Double 

30' to  32' 

r'tol'  0"  , 

Depth  of 

ballu.Ht 

under  tie. 


Cu.  yd. 
per 
mile. 


12" 
12" 


6"  to  8' 

10" 
12" 

7" 
7"  to  9' 

8" 

8" 

9i" 


12" 
12" 
12" 
12" 

7" 
7" 


3000 
6200 

2800 
3600 
7000 
2400 
3500 
2100 
3700 
3100 
6200 
3800 
7300 
3800 
7100 
3000 
5300 


Ballast  Section  Templates.  —  In  setting  and  trimming  the 
ballast  in  maintenance  work,  a  template  made  of  wood  is  used 
by  the  section  gang;  arranged  so  that  it  is  supported  by  the 
rails  when  set  up  in  position,  serving  as  a  guide  for  the  trim- 
ming and  shaping  of  the  ballast  in  accordance  with  the  stand- 
ard section. 

The  C.  P.  R.  ballast  templates  are  illustrated  in  Fig.  81a  and 
are  made  of  1"  X  4"  and  1"  X  6"  timbers  nailed  together  and 
shaped  to  conform  with  the  Unes  of  the  ballast  sections.  It  will 
be  noted  that  both  the  main  line  and  branch  hne  templates 
for  gravel  ballast  are  alike  except  for  position  of  gauge  blocks. 

The  cost  of  each  template  is  about  SI. 50  each. 

Cost  of  Ballasting.  —  Stone  ballast  is  considered  to  be  the  most 
efl&cient;  next  comes  broken  slag  (not  granulated),  then  gravel, 
chatts,  burnt  clay  or  gumbo,  and  cinders.  The  efficiency  of 
gravel  ballaat  is  much  improved  by  washing,  which  removes 
clay  and  dust.  Stone  ballast  that  has  been  in  the  track  for  a 
long  time  gets  clogged  up  with  dust  and  dirt  and  is  much  im- 
proved by  screening.  Ballast  is  most  economically  handled  by 
cars  designed  for  the  purpo.se  but  they  are  not  always  available; 
whatever  class  of  car  is  used  the  cars  in  the  train  should  be  of 
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GRAVEL  BALLAST  SECTION  TEMPLATE-  BRANCH  LINES 

Fig.  81a. 

uniform  construction.  On  improvement  work,  when  large  quan- 
tities of  ballast  or  waste  material  are  to  be  handled,  ballast  car 
unloaders  and  spreaders  are  used. 

The  cost  of  ballasting  will  depend  largely  on  local  condition, 
the  kind  of  ballast  available  or  the  kind  and  amount  desired, 
the  length  of  haul,  density  of  traffic  and  the  amount  and  class 
of  work  contemplated. 

'  On  the  Missouri  Pacific  R.  R.  for  train  service  in  connection 
with  ballasting  done  by  contract  the  following  daily  charges 
were  made  for  use  of  equipment  (exclusive  of  labor  and  force)  ; 

Locomotive  with  cyliti<l(M-s  to  IS  in SIO 

Locomotive  with  cylinders  18-22  in 20 

Shovels,  steam,  40-  (>()  ton 15 

Shovels,  steam,  T.O  ton  and  ov(>r 18 

Cars  derrick  (incl.  tool  and  hlockiiiff  cars) 20 

Cars,  wrecking;;,  30  ton 30 

Cars,  wrecking,  40-50  ton 40 

Cars,  wrecking,  78  ton  and  over 50 
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Contract  prices  for  gravol  bullastinu  for  a  (3-iii.  raise  in  track 
ou  the  Missouri  Pacific  R   R.: 

Loading  and  hauling  from  pit  and  unloailiii«  at  j)oint 

of  application 52^  per  yard 

Applying  halliv*;! 25i^    "       " 

Renewing    ties    (incl-    necessary    respacing    ties   and 

spikes  furnished  by  company) 15<f    "       " 

A  carefully  kept  statement  of  the  cost  of  ballasting  with  heavy 
gravel  on  a  large  single  track  division  of  a  transcontinental  road 
in  1913  gave  the  following: 


TABLE 

99. 

—  COST  OF  BALLA.STING 

TKACK   WITH 

GRAVEL. 

■5 

u 

0 

> 

< 

Details  of  cost. 

>> 

u 

Loading. 

Train 
service. 

Un- 
loading. 

Putting 
under  track. 

Trimming. 

Super- 
vi.><ion. 

Total. 

r1 

^  3 

i 

1I 

c1 

^•3 

•^  3 

c1 

^1 

i 

1" 
*^  3 

3 

&] 

i 

^1 

u 

u 

u 

0 

" 

u 

36.321 
32.445 

31.0 
39.4 

1 

$7632.  If 
1.121  3.4 

$4,721 
3,256 

13  Of 
10.3 

1 
$600  1.9f 

12403.8 

$11,000 

M  2i 

$3,000 

8  9^ 

$20,084 

M  4f 

4,710;14.6 

1,943  5.9 

$70 

0.2i 

12,340 

38.0 

14.220 

36  5 

613  4  3 

1.969 

13.8 

6344.4 

1,354|  9.5 

913    6  4 

30 

0.2 

5,513 

38.7 

25.420 

27  0 

762  3  0 

2.288 

9.0 

636  2.5 

3,050,12.0 

2,542  10  0 

254 

1.0 

0.532 

37.5 

23.100 

22.0 

693  3  0 

2,079 

9.0 

462  2.0 

2,310' 10  0 

2,310|10  0 

231 

1.0 

8,085 

35.0 

41.400 

40  0 

1.242  3  0 

7,452 

18.0 

8202.0 

8,280  20.0 

4,140  10  0 

21,942 

53  0 

-'.170 

30  0 

845  3  0 

2,817 

10.0 

563  2.0 

5,634  20.0 

2.817  10  0 

12,676 

45  0 

;';.ooo20  0 

10.3S4  20.0 

480  3.0 
312  3.0 

1,280 
727 

8  0 

3''0  2  0 

3,200  20  0 

1,600  10  0 

6.880 

43  0 

7.0 

208  2.0 

2,077120.0 

1,038  10  0 

4.362 

42.0 

24.350  50  0 

9744.0 

2,112 

8.8 

7303.0 

5,888  24.2 

2,435  10  0 

487 

2.0 

12,626 

52.0 

v:*.835  58.0 

2,606  4.4 

3,819 

6.3 

1400  2.3 

7,161  12.0 

2,871 

4  3 

219 

0  4 

17,776 

29.7 

:iJ,945  16  0 

1.318  4  0 

1,977 

6.0 

659  2.0 

2,636    8.0 

659 

2.0 

7.249 

W  (1 

1S.655  40.0 

:    1.6769  0 

1.280 

6.9 

350  2.0 

3,015ll6.0 

1,536|  8  0 

310 

1.9 

8,167 

43.8 

363,245 

36 

1 

j  13.405 

i 

3.7 

35,777 

9.8 

8630 

2.4 

50,315 

13.8 

1 

27,804 

7.7 

1601 

0.8 

147,232 

40. e 

Where  item  of  supervision  is  omitted  it  has  been  included  as  labor  under  the  various  headincB. 
Allow  5f  for  material  and  4.4*  for  stripping,  making  50f  per  cu.  yd.  for  estimating. 

APPROXIMATE  COST  OF   GRANTL  BALLAST. 


Cost  per  cubic  y.ir 

. 

Average  haul,  90  miles. 

Minimum, 

rentH. 

Maximum, 
rcnta. 

$0.04 
0.06 
0.01 
0.12 
0.02 

$o.uu 

0.02 
0  01 
0  OS 
0.02 

$0.12 

Train  service                      

0  12 

Tnloading                             

o.o:{ 

0.2(J 

."Supervision 

0  o:i 

Total  cost  per  cubic  yard 

$0.25 

$0.15 

$0.50 
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APPROXIMATE  COST  OF  WASHED  GRAVEL. 

Washed  gravel  at  pit 22-34 28 

Washed  gravel  hauling 10-06 08 

Washed  gravel  placed  in  track 25-35 30 

Average 66  cents 

The  cost  of  placing  ballast  in  track  includes  cutting  out  old 
ballast,  dressing  up  new  ballast  and  surfacing. 

Stone  Ballast.  —  Stone  ballasting  on  maintenance  work  has 
been  done  by  contract  on  a  unit  price  basis  per  foot  of  track,  the 
work  principally  consisting  of  the  skeletoning  out  of  the  old  bal- 
last to  the  bottom  of  the  ties,  lifting  the  track  to  the  grade 
stakes  and  surfacing,  lining  and  trimming.  Stone  ballasting 
done  by  contract  during  season  1913  (about  12  miles  double 
track)  on  the  Michigan  Central  Ry.,  the  unit  prices  for  a  stone 
ballast  hft  not  to  exceed  8  in.  were  as  follows: 

Skeletoning  track. 2. 62(i  per  ft. 

Lifting  track 3.50jf      " 

Surfacing  and  trimming 5 .  54  jf      " 

Total 11 .  66j*  per  ft.  single  track. 

Unloading  stone,  putting  in  and  spacing  ties,  and  widening 
banks  was  done  by  the  railway  or  on  force  account  at  actual 
cost;  plowing  down  the  ballast  and  distributing  same  and  all 
train  service  incidental  to  such  work  is  done  with  company's 
forces.  When  stone  has  to  be  moved  more  than  300  ft.  by  the 
contractor,  an  overhaul  is  allowed. 

The  company  provided  bunk  cars  for  the  contractor's  men, 
including  all  tools  and  equipment  needed  in  the  work  and  free 
transportation  for  the  men  over  its  own  lines.  For  ballast 
lifts  exceeding  8  in.,  tne  contractor  was  allowed  |  cents  per  foot 
for  each  inch  or  fraction  of  an  inch  in  excess  of  8  in. 


AVERAGE  COST 

OF  STONE 

BALLAST. 

Cost  per  cubic  yard. 

Average  haul,  60  miles. 

Average, 
cents. 

Minimum, 
cents. 

Maximum, 
cents. 

Material 

Train  service 

$0.59 
0.06 
0.01 
0.28 
0.02 

$0.52 
0  03 
0.01 
0.18 
0.01 

$0.85 
0.11 

0.03 
0.38 
0.03 

Unloading 

Putting  under  track 

Supervision 

Total  cost  per  cubic  yard 

0.96 

0.75 

1.40 

.i 
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Cost  of  Reballasting  with  Broken  Stone.  —  Cost  of  ivhal- 
lasting  with  bn)kon  stone  for  various  depths  uiulcr  the  ties, 
tij^uring  on  removing  the  old  ballast  from  shoulcli-r  ami  between 
ties  to  bottom  of  ties  and  giving  the  traek  a  lift  ecinal  to  the 
depth  of  stone  proposed  to  be  placed  under  the  ties. 

Usually  stone    is    purchased  by   the   ton   f.   o.   b.   ears;    very 

few  roads  operate  or  own  quarries. 

'  or  estimating  purposes  the  weight  of  a  cubic  yard  of  solid  granite 

may  be  taken  at ' I.IOI)  jhs. 

\  oiiLs  when  crushed  {'21  in.  to  f  in.) 40'  o 

Wei  jht  of  a  cubic  yard  crushed  granite  will  be  4500  X  /oa  =  •  •  •  •  -"^W'  Ihs, 
Kor  crushed  granite  purchased  at  4Sc  a  ton  the  cost  j)er  cubic 

yard  will  be  48  X  jiU  = 05  cts. 


Ij"'^^  cvru.Jiu^ 


.Single  track. 


<"ii.  yd.  crushed  granite 65c 

rain  service  (ic  per  ton  mile) .  .  .    15c 

Preparing  track,  900  cu.  yds 20c 

Unloading  ballast 01c 

Putting  under  track  and  surfacing  25c 
Supervision  and  contingencies,  abt.  10%! 

Cost  per  mile,  single  track 

Cost  per  foot,  single  track 

Cost  per  cu.  }'^d.,  single  track 


o  in. 
under  tie. 

1800 
cu.  yds. 

.S1170.00 
364.. 50 
180.00 
24. 30 
4.50.00 
211.20 


Gin. 
I  under  tie. 


2100 
cu.  yds. 


SI. 365. 00 

424.. 50 

180.00 

28.30 

.525.00 

_2.57.20 

vjSn'oo 

-  I  .-.3, 

>i   32 


7  in.       I       8  in. 
under  tie.    under  tie. 


2500 
cu.  yda. 


2900 
cu.  yds. 


.$1625.00 

505. 50 

180.00 

.33.70 

025.00 

290.80 

S3260.00 

.SO.  62 


$1.31 


.$1885.00 

.586  .50 

ISO  (K) 

39.15 

725.  (XJ 

_34l.35 

S.3760.00 

SO.  71 

30 


SI 


"^ 


Double  track. 


Cu.  yd.  crushed  granite 65c 

Train  .service  (\c  per  ton  per  mile).   15c 

Preparing  track,  2000  cu.  yds 20c 

Unloading  ballast 01<f 

Putting  under  track  and  surfacing    25<! 
■^upervisionand  contingencies,  abt.  10% 

Cost  per  mile,  double  track 

Cost  per  foot,  double  track 

Cost  per  cu.  yd.,  double  track 


5  in. 

under 

tie. 

0  in. 

under 

tic 

7  in. 

under 

tie. 

8  in. 

under 

ti«. 

3400 
cu.  ydn. 

4100 
cu.  ydn. 

.$2665.  fXJ 

829.. 50 

400.  fXJ 

.55. 30 

102.5.00 

495    ■ 

4H00 
ni.  yds. 

5.WK) 
cu.  yd*. 

$2210.00 

68.8.. 50 

400.00 

45.90 

8.50.  fX) 

405.60 

<\<V¥)  Of) 

- ' '    ^7 

$3120.(Xi 

972. 0(J 

400.00 

04.80 

1200  00 

$.3,575.  (X) 

1113.(X) 

400.00 

74.20 

1375  00 

■■<V2  80 

$.5470  '■ 

KI.(XJ 

$1.(>4|       ii.2t) 
$1   .34'       $1..33 

$1  .32 
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For  construction  work  when  ballast  pits  have  to  be  bought, 
also  for  spur  tracks  where  the  amount  of  ballast  required  is 
relatively  small,  it  is  usual  to  estimate  50  cents  per  cubic  yard 
for  gravel  and  $1.25  per  cubic  yard  for  broken  stone,  for  the 
work  in  place. 

On  the  Big  Four  stone  ballast  cost    60j!  cu.  yd.  f.  o.  b.  cars. 
On  the  Big  Four  stone  ballast  cost    32^  cu.  yd.  applying. 
On  the  Big  Four  gravel  ballast  cost    6ff  to  14ff  cu.  yd. 
On  the  Big  Four  gravel  ballast  cost  12f^  cu.  yd.  applying. 

The  C.  C.  C.  &  St.  L.  Ry.,  St.  Louis  Div.,  put  under  stone 
ballast  after  stone  was  unloaded  on  the  ground,  at  an  average 
cost  of  27  cents  per  track  foot.  This  was  an  8-in.  average  raise, 
and  included  tie  renewals,  dressing  and  filling. 

W.  I.  French,  Div.  Eng.,  B.  &  0.  Ry.  (A.  R.  E.  A.,  Vol.  15, 
No.  164),  comments  on  the  cost  and  the  extras  that  may  be 
entailed  from  lifting  track  as  follows: 

(a)  Stone  ballast  costs  from  45  to  80  cents  per  cubic  yard,  and 
to  raise  one  mile  of  double  track  10  in.  will  require  4380  cu.  yd.; 
estimating  this  say  at  60  cents  per  cubic  yard,  the  cost  of  lifting 
track  would  be: 

Material $2628 

Labor  ballasting 1300 

Dressing  after  berm  is  raised 300 

Total $4228 

(6)  A  10-in.  raise  on  a  10-ft.  fill  requires  2000  cu.  yd.  of  filling 
per  mile  to  restore  standard  embankment  at,  say,  50  cents  per 
cubic  yard,  and  will  amount  to  $1000.  The  raising  in  cuts 
fills  the  ditches,  and  requires  widening  the  cuts,  which  is  very 
costly. 

(c)  The  lift  may  also  require  raising  bridges,  platforms  and 
depots  and  lengthening  culverts,  etc. 

Cost  of  Cleaning  Ballast. 

The  following  table  from  the  A.  R.  E.  A.  proceedings  (Vol. 
15)  shows  a  comparison  of  cost  of  cleaning  ballast  on  several 
roads  and  by  different  methods.  It  will  be  seen  that  the  costs 
vary  widely,  due  to  the  various  methods  employed  and  the 
various  depths  to  which  ballast  was  cleaned. 
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Tests  on  the  Baltimore  tt  Ohio  show  that  ballast  can  ho 
cleaned  by  use  of  screens  for  just  one-half  the  cost  of  doing  the 
work  with  forks,  and  the  results  are  said  to  be  more  uniform  and 
altogether  more  satisfactory: 


Railroad. 

Method  of 
cleaning. 

Cost  per  mile, 
double  track. 

Remarks. 

Forks. 
(Screened 
dirt.) 

$1074  tiO 

(Eastern  Div.) 

torn  of  ties.  The  shouldon*  out- 
side the  truck  and  Hpiico  l>otwi>oii 
tracks  to  a  depth  of  12  in.  bolow 
ba-wof  ties.  Ten  vds.  of  Htone  re- 
claimed by  scrt-oniiig  from  dirt 
obtained  by  forking  ono-lmlf 
mile  double  track  at  cost  of  $I5U. 

Forks. 
(Screened 
dirt.) 

$2252  00 

Section    cleaned   same   as   above. 

(Pittaburg  Div.) 

Seventy- five  yds.  of  stone  re- 
claimed by  screening  from  dirt 
obtai<ied  bv  forking  one-half 
mile  of  double  track  at  cost  of 
$165. 

N.  Y.  K.  H.  <fc  H 

Forks. 

$2500.00 
(Four  tracks.) 

C.  R.  R.  of  N.J 

Forks. 

$1484  00  to  $2534.40 

$3115.20 

(Four  tracks.) 

Estimated  that  from  150  to  300  yds. 
of  ballast  are  lost  per  mile  of  truck, 
when  cleaned  at  intervals  of 
three  years. 

N.  Y.  C.  &  H.  R 

Forks. 

$491  04 

(Single  track.) 

Under  and  between 

ties  to  a  depth  of 

6  in. 

Material  removed  consists  largely 
of   dirt;    averages  about  30  |>cr 

cent. 

$813.12 

(Single  track.) 

In  apace  between 

ties,  track  12  ft. 

On  four-track  territorj*.  Wa^te 
divided  us  follows:  16  per  cent  of 
stone  could  not  pass  through  1-in. 
mesh,  24  per  cent  stone  passed 
through  1-in.  mesh,  but  was  re- 
tained on  }-in.  mesh;  60  per  cent 
dirt  passed  through  i-in.  mesh. 

B.  4  0 

Screens. 

$622  00 

Cleaning    and    dressing.     Cleaned 

to  12  in.  l>elow  Uittom  of  fie  at 
berm.  Cleaned  to  liottom  of  tie 
between  ties.  Clejmed  to  6  in. 
below  bottom  of  tie  In  center 
ditch. 

$576  00 

Cleaning  only.    Same  depth. 

$262.00 

Cleaning  center  ditch  and  berm 
only. 

$363  00 
$145.00 

Cleaning  6  in.  below  tie  in  conlcr 
ditch  and  to  bottom  of  tic  l>o- 
tween  tie*  on  each  adjacent 
track. 

Cleaning  ditch  only. 
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CHAPTER  XII. 
TRACKLAYING   AND    SURFACING. 

Tracklaying.  —  There  are  numerous  methods  of  laying  track 
depending  upon  the  kind  of  work  entailed,  whether  it  is  for  a 
new  Hne,  a  second  track,  or  re-laying. 

Tracklaying  on  a  new  line  will  entail  a  material  yard  to  store 
the  ties,  rails,  fastenings,  turnouts,  etc.,  located  to  suit  the 
local  conditions,  the  method  of  tracklaying  proposed,  the 
amount  of  work  involved,  etc.,  and  as  the  material  has  to  be 
forwarded  over  the  track  under  construction  the  arrangement 
should  be  such  that  will  best  suit  the  gang  organization,  the 
latter  being  dependent  on  the  weight  of  steel,  kind  of  construc- 
tion and  method  of  trackwork  proposed,  whether  by  hand  or  a 
combination  of  gang  and  machines. 

The  cost  of  tracklaying  is  very  variable  depending  upon  a 
large  number  of  factors  and  conditions,  and  whether  new  steel 
or  old  steel  is  being  laid.  Exclusive  of  ballast  and  ballasting, 
the  cost  of  tracklaying  only,  varies  from  S200  to  $300  per  mile. 

Tracklaying  for  second  track  is  generally  less  costly  than  for  a 
new  line,  as  the  material  can  be  distributed  from  the  old  track 
to  better  advantage;  it  may  average  S150  to  $250  per  mile. 

Tracklaying  and  Surfacing.  —  In  addition  to  the  tracklaying, 
this  includes  picking  up  low  joints,  tamping  ties  and  redressing 
ballast.     The  cost  varies  from  $350  to  $650  per  mile. 

Loading  and  Unloading  Rail.  —  An  economical  method  of 
handling  rails  is  to  have  them  shipped  workways  on  flat  cars 
with  boards  between  each  layer,  unloading  with  rail  unloaders. 

The  rail  unloaded  where  the  machine  can  work  freely  will 
handle  a  rail  per  minute  provided  it  is  not  held  up  waiting  for 
the  men  to  release  rails.  For  quick  work  in  storage  yards  a 
locomotive  crane  with  a  magnet  can  be  used.  To  expedite  the 
unloading  of  rail  along  the  track,  rail  has  been  transferred  from 
coal  cars  to  flat  cars  with  a  rail  loader  in  a  yard  at  a  cost  of 
$2.10  per  car. 

Unloa(lin<i  new  rail  with  rail  loader  costs $25  to  S35  per  mile. 

Loading  up  old  rail  with  rail  loader  costs $25  to  $35    "       " 
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Relaying  Rail.  —  The  relaying  of  rail  is  one  of  the  bi^  it(Miis 
of  maintenance  work  usually  undertaken  durinfi;  the  summer; 
a  rail  laying  gang  cost  approximately  ?150  per  day,  or  Slf)  per 
hour.  When  a  rail  laying  machine  is  used,  the  number  of  men 
in  the  rail-laying  portion  of  the  gang  may  be  reduced  accord- 
ingly. 

The  rail  laying  gang  is  usually  closely  followed  by  the  surfac- 
ing gang,  to  readjust  the  ties  at  the  new  joints  and  to  surface 
the  track  in  finished  condition.  Rail  taken  up  out  of  the  track 
should  be  classified  before  being  picked  up. 

In  relaying  rail  it  is  usual  to  distribute  the  new  rails  outside 
of  the  track  and  to  relay  one  line  of  rails  at  a  time. 

There  are  two  methods  in  vogue  for  handling  work  of  this 
kind,  —  either  the  old  rails  are  shifted  outwards  and  the  new 
rails  lifted  over  them  and  set  in  place,  or  the  old  rails  ar(>  moved 
inward  and  then  disconnected  and  thrown  out  after  the  new 
rails  have  been  placed.  On  double  track  the  rail  laying  should 
proceed  in  direction  of  the  traffic. 

The  cost  of  relaying  rail  will  depend  on  the  amount  of  track 
work  done  when  the  new  rail  is  being  placed.  On  one  of  the 
New  York  Central  lines  it  cost  4  cents  per  track  foot  to  lay  rail 
under  heavy  traffic,  unloading  new  rail  and  picking  up  old  rail 
not  included.  This  is  about  S211  per  mile  and  adding  S60  as 
the  cost  of  unloading  new  rail  and  picking  up  old  rail,  it  would 
total  S271  per  mile,  single  track. 

The  C.  C.  C.  &  St.  L.  Ry.  gives  the  cost  of  taking  up  80-lb. 

rail  and  laying  90-lb.  rail  per  mile,  single  track,  as  follows: 

Unloading  new  rail,  with  rail  loaflrr $27 

Loading  up  old  rail 27 

Laj-ing  new  rail ^•'^•'> 

Total  p)er  mile $189 

An  ordinary  estimate  for  this  clas>  oi  work  where  a  certain 
proportion  of  new  ties,  surfacing  anrl  other  work  has  to  be  done, 
gives  the  cost  at  SooO  per  mile  as  follows: 

Taking  up  old  rail,  per  mile ?2o 

Unloading  new  rail,  pi-r  mile 2'j 

Adzing  ties  per  mile ^ 

Respacing  ties,  (o^  3c  per  foot 158 

Resurfacing,  ^  3i  per  foot 158 

Laj-ing  new  rail,  ^  \\i  per  fwjt 79 

Putting  new  ties,  5  per  cent,  1.50  @,  65^.  9^ 

Total  per  mile •    •  '-"J^O 
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On  the  L.  Valley,  in  June,  1915,  one  work  train  with  several 
machines  loaded  149,466  lin.  ft.  of  90-lb.  rail,  with  fastenings 
or  14.15  track  miles,  on  the  Seneca  Division,  in  one  day.  This 
comprised  2002  tons  of  rails  and  was  loaded  at  a  cost  of  15.6 
cents  per  ton,  or  about  S22  per  mile. 

Throwing  Track.  —  Men  will  ordinarily  be  distributed  at 
about  2-ft.  intervals.  A  2-ft.  section  of  track  weighs  about 
182  lb.,  while  the  resistance  against  throwing  laterally  is  ten 
times  this  amount  or  1820  lb.  The  average  man  can  lift  his 
own  weight  or  142  lb.;  with  a  hning  bar  he  can  lift  four  times 
his  own  weight  or  568  lb. 

Tie  Tamping.  —  The  pneumatic  or  mechanical  tamping  ma- 
chine mounted  on  a  push  car,  having  a  compressor  and  gasoline 
engine,  equipped  with  tampers  driven  by  compressed  air,  re- 
quiring a  man  to  operate  each  tamper  and  also  a  man  to  work 
the  machine,  has  been  in  experimental  use  for  some  time  on  a 
number  of  roads  and  while  no  definite  recommendation  is  given 
as  to  the  economy  to  be  obtained  as  against  hand  tamping,  the 
results  are  much  better' than  hand  tamping,  are  more  uniform 
and  track  stays  up  better;  and  in  situations  where  it  is  desir- 
able to  have  the  least  disturbance  of  track,  such  as  crossings, 
tiu-nouts,  tunnels,  river  tubes,  etc.,  the  results  will  be  very 
satisfactory.     Electric  tampers  are  also  used. 

Cost  of  Tamping. 
D.  L.  A:  W.  Ry. 

2  cents  per  tie  for  mechanical  tamping. 

1 . 8  cents  per  tie  for  hand  tamping. 
N.  Y.  N.  H.  &  H.  Ry. 

5. 17  cents  per  tie  for  mechanical  tamping,  3.92  to    9.30  cents. 

6.51  cents  per  tie  for  hand  tamping,  4.44  to  10.09  cents. 

Expect  to  reduce  cost  by  mechanical  tamping  to  4  cents  per  tie. 
Erie  Ry.,  stone  ballast: 

3.6  cents  per  tie  for  mechanical  tamping. 

3.4  cents  per  tie  for  hand  tamping. 

Renewing  Ties.  —  Renewing  ties  in  main  track  "  in  face  " 
consists  of  digging  the  ballast  from  around  the  old  tie,  drawing 
the  spikes,  removing  the  old  tie,  preparing  the  new  bed,  carry- 
ing new  tie  from  pile,  placing  new  tie  in  position,  spiking  it  to 
gauge  and  tamping  it  solidh'^  in  position,  after  which  the  ballast, 
having  been  cleaned,  is  returned  to  the  crib  and  the  shoulder 
redressed  and  the  old  tie  removed  for  burning. 

The  renewing  of  eight  ties  per  ten  hours  in  stone  ballast  is 
considered  a  good  average  performance  for  one  gang. 
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Respacing  Bunched  Ties  con^iists  of  digging  out  the  ballast 
from  between  the  ties,  drawing  spikes,  driving  tie  in  place, 
spiking  to  gauge,  tamping,  cleaning  the  ballast  and  redressing 
the  shoulder.  Respacing  twelve  ties  mi  ten  hours  is  consid- 
ered a  good  average  performance  for  one  gang. 

Tie  Plugs.  —  As  ties  fail  quite  as  much  from  sj)ike  cutting  as 
from  rail  cutting,  tie  plugs  play  quite  an  important  part  in  the 
life  of  the  tie,  especially  where  the  curvature  is  heavy,  and  it  is 
necessary  to  reline  and  regauge  track  at  frequent  intervals.  Be- 
cau-se  of  the  wave  motion  in  a  passing  train  there  are  compara- 
tively few  spikes  that  have  their  head  in  contact  with  the  rail, 
the  tendency  being  for  the  spike  to  work  upwards,  and  it  is  nec- 
essary to  have  them  redriven  from  time  to  time,  until  it  eventu- 
ally becomes  necessary  to  redraw  them  and  drive  them  in  a  new 
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Fig.  81b. 

place.  It  is  false  economy  to  redrive  a  spike  wmioui  imme- 
diately plugging  the  hole  it  formerly  occupied. 

Cost  of  Tie  Plugs.  —  The  type  of  tie  plug  u.sed  for  this  pur- 
pose by  the  C.  P.  R.  is  shown,  Fig.  81b.  The  cost  is  about  75 
cents  per  thousand  untreated  or  .?1.10  per  thousand  treated; 
the  timber  used  is  local  hardwood. 

All  plugs  must  conform  strictly  to  ourliiu's  and  dimensions 
shown  and  be  of  full  size  and  length. 

They  must  be  made  from  sound,  thoroughly  air-dried  white 
pine,  free  from  knots  and  sap. 
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A  small  percentage  of  hardwood  plugs  may  be  ordered  and 
shall  be  of  white  oak,  rock  elm,  birch  or  maple. 

Bags  or  boxes  to  be  used  for  shipping. 

Plugs  are  purchased  subject  to  inspection  and  acceptance  of 
the  railway  company's  inspectors. 

Cutting  and  Destroying  Weeds.  —  Usualh'  the  weeds  are  cut 
with  a  shovel  and  thrown  on  the  sides  of  the  piles.  The  cost  is 
about  $25  per  mile  per  year.  On  dirt  track  this  practice  from 
between  ties  and  from  heads  of  ties  leaves  the  track  in  a  bad 
condition  and  necessitates  the  section  forces  refilling  same. 

Weeding  Track.  —  To  replace  hand  weeding  of  track,  weed 
burners  have  been  used  to  a  limited  extent,  and  weed  destroyers 
by  the  use  of  chemicals. 

The  application  is  made  in  a  dry  spell  with  a  tank  car  and 
sprinkling  device  to  distribute  over  the  track.  Average  cost 
S35  to  845  per  mile. 

Chicago,  Milwaukee  &  St.  Paul  Ry.  treated  sixteen  miles  in 
1911  with  an  average  of  62.5  gals,  per  mile  at  a  cost,  including 
expense  of  train  crew,  of  S26.25  per  mile. 

Baltimore  &  Ohio  R}'.  treated  thirtj-six  miles  in  1912,  a 
width  of  12  ft.  with  100  gals,  per  mile  at  a  cost  of  837.75  per 
mile,  exclusive  of  829.35  for  equipping  car  with  a  sprinkling 
device. 

Temperature  Expansion  (A.  R.  E.  A.).  — WTien  laj^ing  rails  their 
temperature  should  l)c  taken  by  appl^'ing  a  thermometer.  To 
allow  for  expansion  the  openings  between  the  ends  of  adjacent 
33-ft.  rail>  should  be  as  follows: 

Temperature, 
Fahrenheit.  Allowance. 


-20°  to      0° T*^  inch 

0°  "     25° 1      " 

50°  "     75° h     " 

75°  "  100° I     " 

Over  100°  rails  should  be  laid  close,  without  bumping   .  ^     '* 
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Tile  Drains.  —  When  cut  ami  surface  drainage  is  insufficient 
•o  carry  off  the  surface  water,  or  where  trouble  has  developeil 
from  the  formation  of  water  pockets,  or  where  the  material 
holds  the  water  so  that  it  is  prevented  from  escaping,  or  where 

onditions  are  such  that  the  track  is  rendered  soft  and  spongy 

luring  rainy  spells,  making  it  hard  to  maintain  proper  line  and 
surface,  such  trouble  is  very  often  remedied  by  the  introduction 
of  tile  drains.     Drainage  of  this  character  is  very  common  and 

■ach  road  has  its  own  methods  of  getting  results. 

A  method  of  draining  wet  cuts  on  the  eastern  lines  of  the 
A.  T.  &  S.  F.  Ry.  is  shown  on  Fig.  82.     The  side  of  the  cut  is 

litched  as  shown  and  the  tile  laid  at  the  bottom,  connecting 

vith  which  are  branch  drains  at  about  IO5  ft.  centers,  staggered; 
\nth  the  Santa  Fe  section,  the  ditch  is  about  3  ft.  dcej),  1  ft. 
wide  at  the  bottom  and  7  ft.  at  the  top.  The  branch  pipes  are 
laid  so  as  to  tap  the  bottom  of  the  ballast  or  cinder  pocket  and 
the  lateral  trench  is  usually  filled  with  ballast  and  the  main 

iitch  with  cinders. 

The  cost  of  such  work  will  vary;  25  to  30  cents  per  lineal  foot 
is  a  common  figure  for  estimating  6-in.  and  4-in.  tile  drainage 
for  track  work. 

French  or  Rock  Drains.  —  For  draining  an  embankment  the 
■'  French  "  or  rock  drains  are  used  to  a  large  extent  on  the  Santa 
Fe.  These  are  simply  trenches  filled  with  broken  stone,  3  to  4 
f *.  wide,  ordinarily  at  right  angles  to  the  track  and  extending  to 

I  depth  sufficient  to  drain  the  water  pocket. 

Some  cases  extend  entirely  through  and  in  other  cases  only 
from  about  the  center  to  one  face  of  the  embankment.  The 
bottom  of  the  trench  is  graded  sufficient  to  ensure  flow  and  the 

listance  they  are  spaced  apart,  etc.,  depends  upon  the  location 
and  character  of  the  pocket  to  be  drained.  The  rock  is  usually 
rip-rap  or  one  man  stone,  and  .sometimes  a  longitudinal  drain 
at  the  foot  of  the  embankment  is  also  inserted  into  whi<h  the 
blind  drains  are  connected. 

The  co.st  of  rip-rap  stone  is  usually  figured  at  about  $\.2')  per 
cubic  yard  in  place;  where  rock  is  availabl"  •'■'•  '"-•  "lay  be  as 
low  as  50  cents  per  cubic  yard  in  place. 
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DETAILS  OF  TILE  DRAIN. 


Fig.  82.     Details  of  Tile  Drain. 


Surface  and  Sub-surface  Drainage  (A.  R.  E.  A.). — 

1.  Water  should  1k'  kept  off  the  roadbed  if  possible. 

2.  Intercepting  ditches  should  be  constructed  for  the  protection 
of  cuts. 

3.  Intercepting  ditches  or  pipe  drains  should  be  provided  for 
the  protection  of  banks  built  on  saturated  soils. 

4.  Side  ditches  should  be  const  rue!  ed  in  cuts  through  all  classes 
of  materials. 

5.  Pipe  drains  should  be  provided   for  the   drainage   of   wet 
cuts. 
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EQUATING  TRACK  VALUES. 
To  determine  liow  the  proper  standard  of  maintenance  may 
best  be  obtained  and  at  the  same  time  assign  ecjual  or  equiva- 
lent duties  to  all  trackmen  the  following  table  of  equated  track 
values  has  been  suggested  by  the  Roadmasters  antl  Maintenance 
of  Way  Association. 

EQUATED  TR.\CK  VALUES  FOR  PRACTICAL  APPLICATION. 


Class. 


Force,  one 

foreman 

and 


A.   Double  track  lines  <  yy" 


I  g 
A.   Single  track  lines    \  -.y 


B.  Single  track  lines    !  ^y 

(  g 

C.  Single  track  lines    <  ly 


6  men 

3  men 

4  men 

3  men 

4  men 

2  men 

3  men 
2  men 


Men    I    Men 
Equiv.Iper  mile  per  mile 
mileiiee     with     without 
or  sect .  '    foro-        (ore- 

'.'■■. .-.I.    I    man. 


hi 


0.78 
0.44 
0.S3 
O.GG 
0.71 
0.57 
0.50 
0.37 


0.67 
0.33 
0.66 
0  .50 
0.57 
0.43 
0.37 
0.25 


Miles   I   MileH 
per  man'per  man 
with      without 
fore-    I    fore- 
man,      man. 


1  .50 
3  00 

1  .50 
2.00 
1.75 

2  .33 
2.67 
4.00 


Each  supervisor  should  have  a  permanent  extra  gang  on  his 
district  on  the  following  percentage  of  the  actual  main  line  and 
siding  mileage  (not  equated) : 

Class  A.     Summer,  10  per  cent;  winter,  5  per  cent. 

Classes  B  and  C.     Summer,  6  per  cent;  winter,  3  per  cent. 

Proposed  Equated  Track  Mileage  Value. 

2  miles  of  pas.sing  track  equal  1  mile  of  main  track. 

2^  miles  all  other  sidings  equal  1  mile  of  main  track. 

1.5  s%s-itches  equal  1  mile  of  main  track. 

24  single  derails  connected  with  tower  or  switch  ^t.n.l-^  equal 
1  mile  of  main  track. 

12  single  track  railway  cro.ssings  equal  1  mile  of  main  track. 

15  single  highway  cros.sings  (pubhc  road.s)  equ.d  1  mile  of 
main  track. 

10  single   highway  cro.ssings   (city  streets)  equal    1    mile   of 

main  track. 

Classification  Track. 

Cla.ss  A  railways  are  tho.se  having  more  than  one  track,  or  a 
single  track  with  the  following  traffic  per  mile: 

Freight  cars  per  year  equal  150,000  or  5,000,000  tons. 
Pa.ssenger  cars  per  year  equal  10,000. 
Maximum  passenger  speed  of  50  miles  per  hour. 
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TOOL  EQUIPMENT. 


Class  B  roads  are  those  single  track  lines  having  the  follow- 
ing traffic  per  mile: 

Freight  cars  per  year  equal  50,000  or  1,670,000  tons. 
Passenger  cars  per  year  equal  5000. 
Maximum  passenger  speed  of  40  miles  per  hour. 
Class  C  lines  are  single  track  lines  not  meeting  the  minimum 
requirements  of  Class  B. 

TOOL   EQUIPMENT. 

Tools  to  supply  every  man  in  the  gang  and  several  extra  for 
repair  purposes  are  required,  for  each  section. 

The  kind  of  tools  used  vary  according  to  the  ballast  and  other 
conditions,  and  the  following  is  an  average  list  of  the  minimum 
equipment  for  section  gang  of  foreman  and  three  men: 


Adzes 2 

Axes 1 

Bars,  claw 2 

Bars,  crow 2 

Bars,  lining 2 

Bars,  tamping 2 

Boards,  elevation '.  .  .  1 

Brooms 1 

Cars,  hand  or  motor 1 

Cars,  push 1 

Chisel  rail .5 

Cup,  tin 1 

Flags,  red 2 

Flags,  yellow 2 

Grindstone 1 

Gauge,  track 1 

Globes,  red 2 

Globes,  white 2 

Globes,  yellow 2 

Hammers,  maul 2 

Hammers,  nail 1 

Hammers,  sledge 1 

Handles,  adze 1 

Handles,  axe    1 

Handles,  maul    2 


Handles,  pick 2 

Jack  track 1 

Lanterns 4 

Levels,  spirit  pocket 1 

Levels,  track 1 

Oil  can 1 

Oiler. 1 

Oil  (signal),  pints 4 

Padlock,  key,  and  chain 2 

Pail,  water 1 

Picks  and  handles 4 

Platform  dumping  for  push  cars  .  1 

Ratches  and  3  drills 1 

Rail  tongs 2 

Saws,  hand 1 

Saws,  crosscut 1 

Scythe,  complete,  grass  or  brush  .  1 

Shovels,  track 6 

Switch  key 1 

Tape,  50  feet 1 

Template,  standard  roadbed 1 

Torpedoes 12 

Wrenches,  monkey 1 

Wrenches,  track 3 


Approximate  cost. 

1  car,  hand $40 

1  car,  push 30 

1  car,  dump  platform 21 

1  rail  bender 27 

1  rail  drill 25 

Balance  as  per  list 182 

Total $325 

If  motor  car  instead  of  hand  car  add 175 

$500 
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Equipment  for  One  Extra  Gang.  —  1  ccciMitric  rail  bnulrr, 
1  rail  drill.  S  1-iii.  and  4  Ij-in.  bits.  4  l.')-ton  doul)le  action  track 
jack;?,  0  hand  or  motor  cars,  4  push  cars,  4  platform  dump 
boxes,  G  dozen  snow  shovels,  0  track  wrenches,  ti  claw  bars,  12 
spike  mauls,  24  lining  bars,  12  rail  tongs,  24  cold  sets,  6  dozen 
track  shovels,  24  spike  maul  handles,  24  pick  axes  and  handles, 
12  adzes  and  handles.  1  .")0-ft.  tape  complete,  1  crosscut  saw, 
1  hand  saw.  1  1-in.  auger  12  in.  long,  G  tamping  bars,  1  IG-in. 
monkey  wrench.     1  12-lb.  sledge  hammer. 

Approximate  cost,  SG.50  to  S1500. 

STANDARD   SIZES  OF  TOOL   HOTSES  ON   VARIOUS   RAILROADS. 

Pennsylvania 16  ft.  by  30  ft.  Philadelphia         and 

Pennsylvania 16  ft.  by  20  ft.  Reading 10  ft.  by  l.l  ft. 

Pennsylvania 12  ft.  by  14  ft.  Canadian  Pacific  and 

Cincinnati  Southern.  12  ft.  by  10  ft.  Northern  Pacific  . .    10  ft.  by  24  ft.* 

Union  Pacific 10  ft.  by  14  ft.  Canadian  Pacific  and 

Atchison,   Topeka  &  Northern  Pacific . .    10  ft.  by  12ft.t 

Santa  Fe 12  ft.  by  IG  ft.       Lehigh  Valley 10  ft.  by  20  ft. 

Motor  and  Hand  Cars.  —  The  adoption  of  motor  cars  instead 
of  hand  cars  i.s  generalh"  recommended;  by  using  motor  there 
is  said  to  be  a  saving  of  two  cents  per  mile  over  the  hand  car. 
In  many  cases  engines  are  purchased  and  mounted  on  the  hand 
car. 

Price  of  one  hand  car ...  S2.5 .  00 

Price  of  one  motor  car 200  00 

Price  of  one  engine  attached  to  hand  car 1.30.00 

On  sections  employing  up  to  eight  men,  a  motor  car  may 
affect  a  saving  of  one  man. 

The  idea  of  the  motor  car  instead  of  the  hand  cir  is  to  .save 
time  and  energy;  to  relieve  the  men  from  the  extra  labor  of 
hand  car  pumping  and  to  enable  gangs  to  combine  and  respond 
for  emergency  work  without  lo.ss  of  time. 

The  Baltimore  <fc  Ohio  figures  that  a  .saving  amounting  to 
$101.42  per  year  is  nece.ssary  to  make  it  economical  to  substi- 
tute a  motor  car  costing  S200  for  a  hand  car  whose  first  cost  is 
$25.  The  comparative  capitalized  cost  of  the  two  is  estimated 
as  follows: 

•  Double.  t  Single. 
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REQUIREMENTS  AND   TYPES  OF  CARS. 


Motor  cars. 

Hand  cars. 

First  cost  of  cars 

$200.00 

6  yr. 

10.00 

20.94 

$79.25 

$25.00 

Life  of  cars 

5yr. 

Interest  on  first  cost  of  5  per  cent 

Annuity  for  depreciation  at  5  per  cent 

Operation: 

Gasoline  at  SO.  15 $49.35 

Oil  at  $0.50 9.50 

1.25. 
4.52 

Batteries  at  $0.20 8.40 

Repairs 12 .  00 

Total $79.25 

3.00 

Annual  cost 

$110.19 

8.77 

$  8.77 

Cost  of  operation 

$101.42 

Cost  of  Operation.  —  For  bridge  gangs,  motor  cars  save  much 
time  which  would  otherwise  be  wasted  in  waiting  for  local 
freights  to  move  the  gang  from  one  job  to  another.  Several 
roads  also  mention  the  saving  in  train  service  which  is  effected 
b}^  distributing  bridge  material  on  motor  cars. 

Analysis  of  costs  of  operation  which  have  been  obtained  by 
B.  &  B.  Assoc,  1913,  show  the  following: 

AVERAGE  COSTS  PER  100  MILES. 


Fuel. 

Repairs. 

Total. 

Section 

1.10 
1.20 
0.45 
1.07 
1.16 

1.04 
1.60 

2.14 

Bridge 

2.80 

Maintainors 

In.spection 

0.91 

1.98 

Miscellaneous 

The  cost  per  100  miles  is  larger  for  bridge  men,  which  is 
consistent  with  the  larger  size  of  bridge  gangs. 

The  value  of  the  time  saved  in  one  month  during  1912  aver- 
aged $71.33  for  3  section  gangs,  and  was  $286.08  for  one  extra 
gang.  To  enable  comparisons  to  be  made,  one  road  is  now 
reducing  the  data  on  cost  of  operation  of  motor  cars  to  a  ton- 
mile  basis. 

Type  of  Car.  —  Small  engines  have  been  installed  on  hand  cars 
and  found  satisfactory  for  section  gangs,  especially  for  gangs  of 
two  or  three  men,  on  account  of  their  lighter  weight.  The  more 
rigidly  constructed  motor  cars  are  better  adapted  to  the  use  of 
the  larger  bridge  gangs. 
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The  advantiigo  of  the  2-cycle  engine  is  its  simplicity  of  opera- 
tion, while  the  manufacturers  of  the  4-cycle  engine  claim  great<?r 
economy  in  oil.  Other  features  to  be  considered  in  choosing  a 
car  are:  method  of  cooling,  air  or  water,  dcjx'nding  on  whet  her 
oar  is  to  be  used  for  running  continuously  for  long  distances,  or 
intermittently;  type  of  drive,  direct  or  friction,  and  power 
required. 

Recommended  Requirements  of  Motor  Cars.  —  The  car  should 
be  as  hght  as  possible  consistent  witli  required  strength,  and 
should  not  weigh  more  than  1000  lbs.  Tiie  most  of  the  weight 
should  l>e  over  the  loose  wheels,  to  faciUtate  taking  the  car  off  the 
track.  Small  pipes,  which  freeze  cjuickh',  should  not  be  used  for 
cooling.  Water  cooling  should  not  be  added  if  necessitating  very 
much  additional  weight. 

The  car  should  be  designed  to  run  either  way  at  the  .same 
speed,  with  equal  .safety.  The  motor  should  be  started  \vith  the 
car  at  rest,  and  car  started  by  a  clutch  or  belt. 

The  maximum  speed  possible  should  not  exceed  20  miles  per 
hour.  It  is  very  desirable  to  have  at  least  two  speeds  in  either 
direction  to  enable  the  car  to  pull  hea\y  loads  up  steep  grades  at 
low  speed,  and  at  increased  speed  over  light  grades. 

The  car  should  be  designed  as  simply  as  po.ssible,  with  all  parts 
easily  accessible. 

SECTION  FORCE  TRACK  WORK. 

There  is  a  great  deal  to  be  .said  in  favor  of  a  definite  program 
of  section  force  work,  and  whether  it  is  followed  out  or  not  in 
actual  practice,  it  is  bound  to  help  the  .section  foreman  as  it 
brings  to  his  attention  many  itoms  that  might  otherwi.se  be 
neglected. 

A  suggested  plan  of  work  by  W  .  F.  Kench,  described  in  the 
August  number  of  the  Ry.  Main.  Engineer  for  191G,  Is  given 
below.  It  is  recognized  of  course  that  certain  conditions  must 
exist  before  a  program  of  this  kind  can  be  carried  out,  and  when 
such  are  lacking  it  would  have  to  be  modified  to  suit  seasonable 
and  other  conditions. 

In  the  item  of  rail  renewal  there  is  a  possibility  of  divorgr ncr; 
because  the  material  may  not  be  supplied  promptly.  A  larg<; 
percentage  of  the  rail  is  scheduled  to  V>c  applied  in  the  winter 
and  early  spring;  this  is  rendered  practicable  by  the  increas- 
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SECTION   FORCE  TRACK   WORK. 


Month. 

Per  cent  of  ties  to  be 

renewed  in  main 

tracks  at  end  of 

month. 

£ 

M 
O 

6 
o 

Per  cent  of  rail  re- 
newals to  be  com- 
pleted at  end  of 
month. 

P 

3 

c 

Work  to  be  engaged  in. 

15 

Laying  new  rail,  constructing  standard 

ditches,  removing  snow  and  ice,  sur- 
facing, shimming  and  gaging. 

30 

Laying  new  rail,  constructing  standard 

ditches,  removing  snow  and  ice. 

March 

i 

45 

Mainly  surfacing,  continuing  rail  renew- 
als, starting  tie  renewals,  policing  the 
road,  installing  under  drainage. 

.\pn\ 

27 

25 

50 

First  half,  laying  rail,  putting  in  ties, 
raising  track  where  tie  renewals  were 
made;  second  half,  surfacing  track. 

May 

46 

35 

65 

Vigorous  prosecution  of  tie  renewals, 
rail  renewals  and  track  raising,  with  as 
much  policing  as  possible. 

June 

57 

50 

70 

First  three  weeks,  surfacing,  including 
track  raising:  last  week,  continuing 
rail  and  tie  renewals.  Mow  the  right 
of  way  about  the  middle  of  the  month. 

July 

72 

68 

-■■•■ 

85 

First  half,  continuing  rail  and  tie  re- 
newals; second  half,  lining  and  sur- 
facing and  gaging. 

August 

90 

78 

90 

Vigorous  prosecution  of  tie  renewals, 
track  raising,  rail  repairs,  with  ns 
ample  policing  as  possible. 

September.... 

95 

90 

95 

First  half,  surfacing  and  lining;  second 
half,  general  policing  of  roadway,  bal- 
last border  and  ditches,  with  rail  and 
tie  renewals  in  sidings.  Mow  the 
right  of  way  the  second  week  in  this 
month. 

October 

100 

100 

100 

Final  policing  of  the  road  for  the  di\'ision 
inspection  along  with  necessary  lining, 
surfacing  and  gaging  and  repairing 
crossings. 

November.  .  . 

Surfacing  and  lining  in  order  to  enter 

upon  the  clo.sed  period  in  the  best 
shape  possible. 

December.   . . 

Cleaning  snow  and  ice.  keeping  ditches 

open,  making  standard  ditches  where 
possible. 

Saturday  to  be  devoted  to  policing,  cleaning  up  scrap,  pulling  grass  and  weeds. 
Between  June  and  September,  two  days  each  month  to  be  devoted  to  tightening  bolts. 
Last  working  day  each  month,  bridge  seats  to  be  cleaned  thoroughly. 

When  making  tie  renewals,  3|  days  to  be  devoted  to  putting  in  ties,  IJ  days  to  surfacing  or 
raising  the  stretch  renewed. 

ing  use  of  plain  ])ase  splices  ami  tho  ability  to  postpone  for 
a  time  the  spacin<j;  of  the  ties.  The  program  coordinates  the 
laying  of  rail  to  some  extent  with  the  several  periods. 
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CHAPTER    XIII. 
RIGHT    OF   WAY   FENCES. 


Wire  Fence.  —  The  wiring  is  generally  purcluised  in  .nccord- 
ance  with  the  company's  specification.  Particular  attention 
should  be  given  to  the  gauge  of  wires,  the  galvanizing  and  the 
weaving. 

Either  woven  or  field  erected  fencing  is  used.  When  woven, 
the  fence  is  shipped  in  rolls,  and  when  field  erected,  the  wire  is 
usually  sent  from  the  shop  in  reels. 

The  C.  P.  R.  standard  fences  are  shown,  Fig.  82a,  both  for 
woven  and  field  erected.  The  woven  fence  is  used  on  fairly 
even  ground  and  the  field  erected  when  the  ground  is  rough  and 
uneven. 
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Fig.  82a.     C.  P.  R.  Fences. 
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COST  OF  GALVANIZED  IRON  FENCES. 


TABLE  100.  —  APPROXIMATE  COST,  GALVANIZED  IRON  FENCES. 


Material  per  rod  (16j  ft.). 

7-strand 
woven 
wire. 

7-strand 

field 
erected. 

5-strand 
woven 
wire. 

5-strand 

field 
erected. 

Wire  fencing  F.O.B.  (gal.  iron) 

Posts  (wood) 

0.30 
0.18 
0.05 
0.18 
0.09 

0.37 
0.18 
0.07 
0.27 
0.16 

0.25 
0.18 
0.04 
0.16 
0.07 

0.31 
0.18 

Staples,  locks,  etc 

0.06 

Erection                   

0.24 

Supervision  and  contingencies 

0.11 

Cost  per  rod 

$0.80 

$1.05 

$0.70 

$0.90 

Cost  per  mile  fence 

$256.00 

$336.00 

$224.00 

$288.00 

.$512.00 

$672.00 

$448.00 

$576  00 

BILL  OF  MATERIAL  FOR  ONE  MILE. 

WOVEN  SEVEN-WIRE  FENCE. 
Posts  25  //.  apart: 

320  rods  7-wire  48-in.  woven  wire  fencing  as  specified. 

14  lb.  Ij-in.  galvanized  wire  fence  staples. 

212  fence  posts  8  ft.  0  in.  long,  5-in.  diameter  at  small  end. 

For  end  panel  add: 

1  fence  post  9  ft.  0  in.  long,  8  in.  diameter  at  small  end. 

1  piece  4  in.  X  4  in.  X  12  ft.  4  in.  long. 

2  pieces  2  in.  X  6  in.  X  3  ft.  0  in.  long. 

I  lb.  60  d.  steel  wire  nails. 
30  yds  \\ire  No.  9. 

WOVEN  FIVE-WIRE  FENCE. 
Posts  25  ft.  apart: 

320  rods  5- wire  44-in.  woven  wire  fencing  as  specified. 

II  lb.  1^-in.  galvanized  wire  fence  staples. 

212  fence  posts  8  ft.  0  in.  long,  5  in.  diameter  at  small  end. 

For  end  panel  add 

1  fence  post  9  ft.  0  in.  long,  8  in.  diameter  at  smaU  end. 

1  piece  4  in.  X  4  in.  X  12  ft.  4  in.  long. 

2  pieces  2  in.  X  6  in.  X  3  ft.  0  in.  long. 
1  lb.  60  d.  steel  wire  nails. 

30  yds.  wire  No.  9. 
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BILL  OF   MATERIAL  FOR  ONE   MILE   {Continued). 

FIELD   ERECTED  SEVEN-WIRE   FENCE. 
Posts  25  ft.  apart: 

14  reels  of  160  lbs.  each  of  wire  a;:  spocitied. 

14  lb.  H-in.  galvanized  wire  fence  staples. 

212  fence  posts  S  ft.  0  in.  long,  5  in.  diameter  at  small  end. 

Par  each  panel  add: 

1  fence  post  9  ft.  0  in.  long,  8  in.  diameter  at  small  end. 

1  piece  4  in.  X  4  in.  X  12  ft.  4  in.  long. 

2  pieces  2  in.  X  6  in.  X  3  ft.  0  in.  long. 

I  lb.  60  d.  steel  wire  nails. 
30  yds.  \^-ire  No.  9. 

27  i  bmidles  of  stays  of  100  each  as  specified. 
14,240  locks  as  specified. 

FIELD  ERECTED  FIVE-WIRE  FENCE. 
Posts  25  ft.  apart: 

10  reels  of  160  lbs.  each  of  wire  as  specified. 

II  lbs.  Ij-Ln.  galvanized  wire  fence  staples. 

212  fence  posts  8  ft.  0  in.  long,  5  in.  diameter  at  small  end. 

For  end  panel  add: 

1  fence  post  9  ft.  0  in.  long,  8  in.  diameter  at  small  end. 

1  piece  4  in.  X  4  in.  X  12  ft.  4  in.  long. 

2  pieces  2  in.  X  6  in.  X  3  ft.  0  in.  long. 
1  lb.  60  d.  steel  wire  nails. 

.30  y<h.  wire  No.  9. 

27i  bundles  of  100  each  of  stays  as  specified. 

8480  locks  as  specified. 

STOCK  R.\NGE  FENCE. 
27  reels  of  100  lbs.  each  of  barb  wire  as  specified. 

When  posts  are  2.5  ft.  apart: 

22  lb.  1-in.  galvanized  wire  fence  staples. 

9  lb.  l^-in.  galvanized  wire  fence  staples. 

6.36  1-in.  X  2-in.  droppers  4  ft.  6  in.  long. 

212  fence  posts  8  ft.  0  in.  long,  5  in.  diameter  at  small  end. 

For  each  end  panel  add: 

1  fence  po  t  9  ft.  0  in.  long,  8  in.  diameter  at  small  end. 

1  piece  4  in.  X  4  in.  X  12  ft.  4  in.  long,  2  pieces  2  in.  X  6  in.  X  3  ft.  0  in. 

long. 
30  yds.  wire  No.  9.      1  lb.  60  d.  steel  wire  nailn. 
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COST  OF  FENCING. 


COMPARATIVE  COSTS  OF   FENCING   WITH  METAL  POSTS   AND  WOOD  POSTS 
ON  THE  B.   &  O.  R.  R. 

On  two  sections  of  test  fence,  4620  ft.  long  each,  on  the  Philadelphia  Divi- 
sion of  the  B.  &  O.  R.  R.,  erected  in  May,  1913,  one  section  had  metal  posts 
and  the  other  had  wood  posts;  the  cost  was  as  foUows: 


Material. 

Steel  posts. 

Wooden  posts. 

Labor,  driving  and  tamping  intermediate.  .  .  . 
Setting  end  or  anchor  posts 

$0.0573 

1.22 

$1.2773 

Digging  holes,  distributing  and  setting 

$0.1879 

Erecting  fence  on  posts  per  rod 

0.18 
57.60 

0.0613 
19.62 

0.1576 

Erecting  fence  on  posts  per  mile 

50.43 

Stretching  wire,  per  rod 

0.0672 

Stretching  wire,  per  mile 

21    nO 

Posts,  price 

0.2-15  (line)         0.18 

Posts,  cost  in  place 

0.3023                   0.2679 

Concrete  Fence  Posts.  —  Concrete  fence  posts  have  been 
used  extensively  on  the  Chicago,  Burhngton  &  Quincy.  The 
standard  post  is  of  circular  section,  3|-in.  top,  4^  in.  at  the  butt 
and  7  ft.  long  reinforced  with  six  wires;  thirteen  pin  holes  are 
provided  to  permit  of  the  application  of  the  fence  wires. 

The  material  necessary  to  make  100  posts  are  19  sacks  of 
cement,  2|  cu.  yd.  washed  sand  and  100  sets  of  six  wire  rein- 
forcement 7  ft.  long. 

Posts  are  said  to  cost  21  cents  each  in  the  storage  pile  when 
made  by  the  railroad. 

Old  Boiler  Flue  Fence  Posts.  —  Old  boiler  flues  are  used  to 
some  extent  on  the  Chicago,  Rock  Island  &  Pacific  for  fence 
posts.  The  flues  are  cut  in  7-ft.  lengths,  and  the  holes  are 
machine  punched  in  one  operation  for  the  wire  fence  to  be 
used.  After  the  posts  are  pointed  at  one  end  they  are  dipped 
in  hot  asphalt  and  then  dried.  The  cost  allowing  scrap  value 
for  old  flues  is  between  7  and  10  cents  or  an  average  of  8§  cents 
per  post.  The  flues  are  driven  into  the  ground  by  means  of  a 
maul,  the  top  being  protected  by  a  board  while  driving. 

For  permanent  and  portable  snow  fences  see  page  275. 
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Farm  Crossing  Gates.  —  Generally  made  of  wood  and  wire, 
or  gas  pipe  and  wire,  the  last  mentioned  being  known  as  the 
steel  gate. 

Usually  14  and  IG  ft.  long,  standing  4  ft.  G  in.  above  irroiind 
4  ft.  high,  made  to  swing  outward  away  from  track. 


Kind. 


Swing  wire  gate  with  wooden  frame  complete  14  ft. 

long  (Fig.  84) 

'Swing  wire  gate  with  steel  frame  complete  14  ft.  long 

(Fig.  So) 

Swing  board  gate,  board  frame  14  ft.  long  (Fig.  83)... 

Swing  wire  gate,  steel  frame  16  ft.  long  (Fig.  85) 

Swing  wire  gate  pipe  braced  16  ft.  long  (Fig.  86) 


Vii'T.  .\itiiato  coot. 


$3.75  to  $4.00 

4.00  to  4.25 

4  25  to  4. .50 

4.50  to  5.00 

4.75  to  5.25 
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Fig.  83.     Swing  Board  Gate. 
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Fig.  84.     Swing  Wire  Gate  (Wood  Frame). 
Wooden  Gates.     (Figs.  83  and  84.)  —  The  wooden  gates  are 
usually  made  of  2"  X  3"  frame  all  round  with  a  2"  X  3"  post 
in  center  and  Xo.  9  galvanized  wire  mesh  over,  with  two  diag- 
onal cross-wire  ties. 
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FARM  GATES. 


The  wooden  swing  board  gate  is  made  up  of  four  1"  x  6" 
X  16'  planks  with  8-in.  spaces  between  having  one  center  and 
two  diagonal  planks  1"  X  6". 

Steel  Gates.  (Figs.  85  and  86.)  — The  steel  pipe  gates  are  made 
with  U-in.  steel  pipe,  divided  into  three  equal  panels  with  two 
vertical  l|-in.  bars  between,  covered  with  No.  9  galvanized 
iron  wire  mesh  with  diagonal  wire  brace. 
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Fig.  85.     Steel  Gate. 
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Fig.  86.     C.  P.  R.  Standard  16-ft.  Gate. 
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Cattle  Guards.  —  At  pul)lic  highways  ami  other  crossings 
cattle  guards  are  phieed  on  each  side  of  the  roati,  to  prevent 
cattle  from  getting  on  the  right  of  way. 

They  are  made  of  various  kintls  of  material,  metal  and  wood 
being  used  principally.  The  metal  guards  are  liable  to  rust 
unless  frequently  painted.  The  wood  cattle  guard  is  the  most 
popular. 


Fig.  87.     Wood  Cattle  Guard. 

Wood  Cattle  Guards.  (Fig.  87.)  —  The  common  wood  cattle 
guard  consists  of  a  number  of  board  slats  l\"  X  5"  X  8'  nailed 
at  about  4-in.  centers  to  slant  face  wood  blocks,  one  block  at 
each  end  between  each  slat,  10  slats  with  18  blocks  forming  a 
section;  three  sections  are  generally  u.sed,  one  at  each  side  and 
one  in  the  center  of  track,  and  placed  each  side  of  road  crossing 
resting  on  2"  X  6"  timbers  supported  on  8-in.  diameter  cedar 
posts  vsith  small  brace  straps  at  the  bottom  and  ends;  the  rest 
timbers  are  arranged  to  come  about  level  with  base  of  rail,  so 
that  the  guard  extends  about  4  in.  above  the  base  of  rail.  The 
guards  and  fence  posts  are  usually  whitewashed  when  placed. 

Whatever  type  or  make  the  cattle  guard  may  be  it  is  essential 
that  it  be  held  down  in  the  most  rigid  manner  so  that  none  of 
its  parts  can  become  loose  and  engage  a  locomotive  pilot,  a 
brake  beam,  or  some  other  part  of  a  passing  train.  There 
should  be  no  pockets  that  will  collect  dust,  leaves  or  moisture 
which  will  cause  deterioration  and  shorten  the  life  of  the  guard. 

Fig.  87a  illustrates  two  methofis  of  placing  guards,  one  within 
the  right  of  way,  the  other  on  the  public  road. 
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Pit  Guards.  —  The  pit  guard  is  usually  an  open  culvert  spanned 
by  stringers  to  carry  the  track;  their  use  for  many  reasons  is  not 
recommended. 

Metal  Guards.  —  Metal  guards  made  with  galvanized  iron  bent 
to  form  any  desired  type  of  cattle  guard  is  usually  made  up 
in  sections  arranged  to  fasten  to  the  track  ties,  the  two  outer 
sections  being  supported  at  the  ends  with  2"  X  6"  timbers 
nailed  to  8-in.  cedar  posts  similar  to  the  wood  guard  supports. 


1 


Public 


Koad 


IPl^ffjfllplllPl^liilPilli 


Road 


Fig.  87a.     C.  P.  R.  Method  of  Placing  Cuttle  Guards  at  Road  Crossings. 
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Approximate  Cost  of  Wuoiun  <  ,utn:  (rudnis. 
Single  Tr.\ck  (Oxe  Complete  Chossini;.  tl  >t  <  ti(.\s     T"i,;.  88. 
l.uriihtr: 

J  I    11.  M. 

60  pes.    li"  X  4"  X  8'  1|"   (out    of    16   ft. 
lengths) 200 

4  pes.  4"  X  8"  X  14'  0"  separators  to  slats, 

etc 150 

16  pes.  2"  X  6"  X  18'  0"  fence  rails,  braces, 

etc 288 

5  pes.  2"  X  6"  X  14'  0"  return  fence  rails.  168 

806  @  $25  p<r  M.  .?20.15 
Hariiware: 

20  lb.  20  d.  cut  nails  @  6^ <  1 .  20 

14  lb.  .50  d.  cut  nails  @-  6c 0.85 

Labor,  making  and  installing 10. 80 

Total  for  one  single  crossing  complete $33 .  00 

If  cedar  posts  are  required  at  return  fences  add: 
20  cedar  posts  9  ft.  long,  180  ft.  @  30c  each     $6.00 
Labor  digging  holes  and  setting  posts  @. 

25c  each 5.00 

-STl.OO 

Rexewinv;  Si.x  Mov.a^le  P.\xei^. 

Lumber: 

Ft.  B.  M. 

60  pes.    U"  X  4"  X  8'  1|"   (out   of   16  ft. 

lengths) 200 

4  pes.  4"  X  8"  X  14'  0"  separators  to  slats, 
etc 150 

6  pes.  2"  X  6"  X  9'  0"  braces,  etc ^ 

404  (5  .?25  per  M.  $10.10 

Hardicare: 

16  lb.  4-in.  cut  nails  @  6i ^  1  08 

14  lb.  5§-in.  cut  nails  @  6^ 0.82 

Labor,  making 6.00 

Total  for  renewing  6  panels  for  one  single  track  crossing ....  $18 .  00 
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Approximate  Cost  of  Wooden  Cattle  Guards  (Continued). 

Double  Track  (One  Complete  Crossing,  10  Secttions),  Fio.  89. 

Lumber: 

Ft.  n.  M. 
114  pes.    lJ"X4"X8'li"    (out    of    16   ft. 

lengths) 380 

8  pes.  4"  X  8"  X  14'  0"  separators  to  slats, 

etc 300 

28  pes.  2"  X  6"  X  18'  0"  fence  rails,  braces, 

etc 504 

1184  @  $25  per  M.  $29.60 
Hardicare: 

40  lb.  4-in.  cut  nails  @  6«f $2. 40 

28  lb.  55-in.  cut  nails  @  6i 1 .  68 

Labor,  making  and  installing 21 .  32 

Total  for  one  double  crossing  complete S55 .  00 

If  cedar  posts  are  required  at  return  fences,  add: 

16  cedar  posts  9  ft.  long  @  30<*  each S4 .  SO 

Labor,  digging  holes  and  setting  posts  16 

(5.  25f^  each 4.00 

$8.80 

Renewing  Ten  Movable  Panels. 

Lumber: 

Ft.  B.  .NL 

114  pes.    U"  X  4"  X  8'  1|"    (out   of    16   ft. 

lengths) 380 

8  pes.  4"  X  8"  X  14'  0"  separators  to  slats, 

etc 300 

6  pes.  2"  X  6"  X  18'  0"  braces,  etc 108^ 

788  @$25per  M.  $19.70 
Hardicare: 

32  lb.  4-in.  cut  nails  @  6<f ?I  -92 

28  lb.  o\-in.  cut  nails  @  Gi 1-68 

Labor,  making ^2.70 

Total  for  renewing  10  panels  for  one  double  track  crossing.     $36.00 
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SNOW   AM)   SAM)    FENCES. 


CHAPTER   XIV. 
SNOW   AND    SAND    FENCES   AND    SNOW   SHEDS. 

Wood  Snow  Fences.  —  Snow  fences  are  useil  in  open  eountry 
to  prevent  or  minimize  trouble  from  drifting  snow  blocking  the 
track.  They  are  usually  of  wood,  though  tree  and  hetlge  fences 
and  earth  banks  are  in  use. 

When  permanent,  a  close  or  open  board  fence  is  erected  on 
the  portion  of  the  right  of  way  affected,  30  to  50  ft.  from 
track.  When  located  off  the  right  of  way,  permission  is  usual!}' 
obtained  from  the  farmers,  and  portable  fences  are  used  and 
placed  150  feet  or  more  from  the  track. 


Kind. 


Permanent  close  board  fence  per  lin.  ft. 
Permanent  open  board  fence  per  lin.  ft. 
Portable  fence  per  lin.  ft 


Approximate  cost. 

50  to  GOc 
40  to  .")0c 
■M)  to  40fi 


Permanent  Close  Board  Fence.  —  Cedar  posts  8  in,  diameter 
by  12  ft.  long,  placed  8-ft.  centers,  standing  about  8  ft.  6  in. 
from  ground  line,  and  covered  with  |-in.  boards  to  within  one 
foot  of  ground  with  I"  X  6"  cover  piece  over  the  joints  at 
each  post. 
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■^vf 
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// 


Fig.  91.     Permanent  Snow  Fence  (Open  lioarM;. 
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I  ilj'i3'i2-'o'lg. 


Fig.  92.     Portable  Snow  Fence. 


Pennanent  Open  Board  Fence.  (Fig.  91.) — Similar  to  the 
close  board  fencing  excepting  that  the  boards  are  placed  with 
6-in.  spaces  between. 

Portable  Fence.  (Fig.  92.)  —  IMade  in  sections  14  and  16  ft. 
long,  with  triangular  shaped  supports  6  to  8  ft.  high,  and  about 
6  ft.  spread,  with  2"  X  6"  inclined  main  supports  at  7-ft.  cen- 
ters, and  2"  X  6"  brace  behind;  when  not  held  down  by  stakes 
to  ground,  2"  X  6"  ties  are  used  at  the  bottom  of  frame  and 
stone  piled  on  top. 

The  boards  are  |-in.  material  from  6  to  8  in.  wide,  about 
12-in.  centers  with  4  to  6-in.  spaces  between. 


Approximate  estimate  of  cost. 

PemiIanent  Close  Board  FENCiNa. 

One  l&-foot  Panel. 

2  fence  post  holes  ©35?^ $0 .  70 

2  posts  8-in.  diameter,  12  ft.  long  @  9f5 2. 16 

150  ft.  B.  M.  boarding  (a:  $35 5.25 

3J  lb.  12  d.  steel  nails  @,  8jf 0.28 

2  stake  posts  6-in.  diameter,  5  ft.  long,  each  @  25ff 0.50 

16  ft.  galvanized  iron  guy  wire 0. 11 

Total,  p.  panel $9.00 
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Permanent  Open  Board  Fence. 

One  l&-foot  Panel. 

2  fence  post  holes  @  35^ $0 .  70 

2  posts  S-in.  diameter,  12  ft.  long,  @  9i 2. 16 

97  ft.  B.  M.  boarding  @  $35 3 .  40 

Ij  lb.  nails  @  8c 0. 13 

2  stake  posts  6  to  8  in.  diameter,  5  ft.  long,  each  25fS 0  50 

16  ft.  galvanized  iron  wire 0.11 

Total,  p.  panel $7.00 

Portable  Fence. 

One  li-foot  Panel. 

150  ft.  B.  M.  timber  at  $35 $5.25 

3  lb.  nails  (a.  8^ 0.24 

3J"  X  4i"  carriage  bolts  with  washers.  .  0.31 

Ground  stakes  or  bottom  ties.  .  .  0  20 

Total,  p.  panel .     $tj  (X) 

Location  of  Snow  Fences.  —  Snow  fences  are  located  more 
from  e.xpericnce  based  upon  personal  observation  during  winter 
conditions,  rather  than  from  any  hard  and  fast  rules. 

A  hilly,  rolhng  or  open  country-,  generally  free  from  vegeta- 
tion, offers  the  greatest  possibilities  for  the  use  of  snow  fences. 
The  fence  should  be  placed  as  nearly  windward  from  the  cut  to 
be  protected  as  possible.  For  general  use  a  portnble  tvpo  is 
recommended. 

On  some  roads  where  the  land  is  of  little  value  or  is  not  in 
use,  the  company  get  the  privilege  of  locating  the  snow  fences 
to  secure  the  best  results,  as  sometimes  it  is  necessary  to  place 
two  or  three  parallel  rows  of  snow  fence  spaced  150  to  200  ft. 
apart  where  the  land  slopes  downward  towards  the  cut  to  be 
protected,  or  where  the  ground  rises  abruptly  towards  the  cut 
it  may  he  necessarj'  to  place  the  fences  50  ft.  or  less  apart. 

Picket  Fence.  —  The  ordinary  picket  fence  for  u.sc  in  yard 
shops,  etc.,  consists  of  8-in.  cedar  posts  9  to  10  ft.  long,  set  6  ft. 
above  ground  and  3  to  4  ft.  under,  at  about  8-ft.  centers,  with 
3"  X  4"  runners  top  and  bottom,  set  about  12  to  18  in.  from 
ground  and  top  of  posts;  to  these  are  nailed  4"  X  1"  X  6' 
vertical  pointed  end  pickets,  with  spaces  between  varying  from 
1  in.  to  6  in. 
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Approximate  cost  per  linear  foot,  50  to  75  cents  in  wood. 
Approximate  cost  per  linear  foot,   $1   to  SI. 25  in  wood  and 
metal  (Fig.  93). 


No.  24  Gauge  Galv-d         i 
Corrugated  Iron  .  ^ 

(Birmingbaio  Gauge) 


• — I — h-x^3  X  4  Anchor  2U  long~£- 
BACK  ELEVATION 


U,-3  1,4  Anchor  3  0  lonj 
EARTH  SECTION 


Fig.  93.     Picket  Fence. 


Snow  Sheds.  —  Snow  sheds  are  erected  principally  to  pro- 
tect the  track  from  snow  slides,  and  are  designed  to  suit  the 
varying  conditions  for  each  particular  locality. 

Level  fall  sheds  are  also  built  where  excessive  heavy  falls  of 
snow  are  frequent. 

What  might  be  termed  a  typical  shed,  l^'ig.  94,  built  with 
cedar  crib  on  the  inside  to  retain  the  earth,  and  rock  backing 
from  the  original  slope  line,  with  roof  over  track,  and  trestle 
bent  supports  on  the  outside.  The  width  of  roadbed  is  made 
sufficient  to  take  summer  and  winter  tracks.  The  bents  on  the 
outside  are  spaced  4  to  8  ft.  apart  and  sheathed  with  plank  2  to 
4  in.  thick,  depending  upon  the  span. 

Approximate  cost,  S45  to  $80  per  lineal  foot  of  shed  complete. 

A  gallery  shed  (Fig.  95)  is  built  with  round  or  square  timbers 
in  trestle  fashion  to  carry  slide  protection  back  to  slope,  and  the 
roof  over  the  track.  The  gallery  bents  are  built  4  to  12  ft. 
apart,  with  run  beams  to  carry  the  roof  joists  and  planking. 

Approximate  cost,  SIS  to  S45  per  lineal  foot  of  shed  complete. 

A  valley  shed  (Fig.  96)  consists  of  two  cribs  with  earth  and 
rock  backing  and  roof  over  tracks.  The  cribs  resist  the  impact 
from  sliding  masses  of  snow  that  may  come  from  either  side. 

Approximate  cost,  S70  to  SlOO  per  lineal  foot  of  shed  complete. 
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The  crib  and  gallery  sheds  (Figs.  97  and  98)  are  a  combina- 
tion of  crib  and  gallery  trestling  to  take  the  slope  with  roof  over 
track'  and  timber  trestle  bents  on  the  outside. 

Approximate  cost,  $30  to  $60  per  lineal  foot  of  shed  complete. 

Level  fall  shed  not  exposed  to  slides.  The  side  walls  are  built 
of  round  or  square  timbers  sheathed  with  plank,  with  double- 
pitched  roof  over  track,  properly  braced,  with  openings  left  for 
ventilation.  The  width  varies  from  16  to  18  ft.,  and  the  height 
20  to  22  ft.  6  in.  clear,  the  bents  being  spaced  from  5  to  12  ft. 
apart. 

Approximate  cost,  $10  to  $15  per  lineal  foot  of  shed  complete. 

The  Great  Northern  timber  sheds  are  shown,  Fig.  99.  The 
bents  are  12"  X  12"  with  plank  braces,  spaced  4  ft.  center  to 


^  Drift  Bolt       < 


\' Drift  Bolts 
~  Crib  where  required 
on  steep  gTOand 


ch  Tunber 
Drift  Bolted  each  Bearing 


SECTIONAL  ELEVATION 

Fig.  99.     Great  Northern  Snow  Shed. 

center  where  heavy  slides  are  expected  and  8  ft.  center  to  center 
for  lighter  slides.  On  fiat  ground  the  timber  crib  is  omitted  on 
the  outer  side  of  the  shed  and  the  roof  is  extended  or  canti- 
levered  only  halfway  over  the  track. 

It  was  estimated  that  6100  ft.  of  timber  shed  (100  ft.  replac- 
ing old  sheds)  would  cost  $450,000. 

Concrete  and  Wood  Snow  Sheds.  —  Combination  snow  sheds 
of  concrete  and  wood  on  the  line  of  the  Great  Northern  Kail- 
way  crossing  the  Cascade  Mountains,  in  Washington,  as  illus- 
trated and  described  in  Engineering  News,  Vol.  75,  No.  25,  is 
shown,  Fig.  100. 
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It  consists  of  a  back  wall  of  concrete  (gravity  type)  and  tim- 
ber posts.  The  roof  timbers  consist  of  16"  X  16"  transverse 
timbers  laid  close  together  and  rest  directly  on  the  wall  and 
are  notched  to  fit  over  the  projecting  leg  of  a  continuous  4"  X  5" 
T-bar  embedded  in  the  concrete.  The  ends  of  the  timbers  are 
housed  beneath  a  projecting  ledge  on  the  wall,  with  4-in.  wood 
blocks  wedged  between  the  timber  and  the  ledge. 

The  roof  timbers  are  securely  anchored  to  the  wall  by  hori- 
zontal 1^-in.  bolts  which  pass  through  2-in.  sleeves  and  have 
their  heads  held  in  a  6-in.  channel  on  the  back  of  the  wall.  Upon 
the  roof  timbers  is  spiked  a  line  of  steel  plates  xV"  X  18",  in 
lengths  of  11  ft.  11  in.,  secured  by  drift  bolts.  Upon  these  plates 
are  riveted  socket  castings  for  the  anchor  bolts,  the  nuts  being 
screwed  up  against  the  castings.  These  anchor  bolts  are  spaced 
4  ft.  center  to  center. 

The  concrete  wall  is  built  in  sections  about  48  ft.  long,  with 
no  bond  between  adjacent  sections.  The  shed  as  shown  is  de- 
signed for  a  load  of  1500  lb.  per  sq.  ft.  For  a  load  of  1000  lb., 
the  roof  timbers  are  12"  X  12",  the  outer  and  inner  posts  are 
12"  X  16"  and  16"  X  20",  respectively,  and  all  posts  spaced 
10  ft.  center  to  center. 

It  is  estimated  that  3700  ft.  of  combination  concrete  and 
timber  snow  sheds  built  on  the  west  slope  to  replace  3000  ft.  of 
old  timber  sheds  will  cost  $500,000. 

Concrete  Snow  Sheds,  Great  Northern  Ry.  —  On  account  of 
the  danger  from  forest  and  other  fires  and  heavy  maintenance 
cost  the  Great  Northern  Railway  have  built  fireproof  sheds 
(about  4000  ft.)  just  west  of  the  long  tunnel  in  the  Cascade 
Mountains,  where  the  slides  are  unusually  severe.  They  are 
for  double  track,  and  of  reinforced  concrete  construction,  as 
shown.  Figs.  101  and  102. 

The  roof  slab  is  figured  for  a  load  of  1100  lb.  and  the  beams 
for  700  lb.  per  square  foot  of  roof  surface,  using  a  stress  of  500 
lb.  per  square  inch  in  the  concrete  in  compression  and  12,000  lb. 
per  square  inch  in  the  steel  in  tension.  The  buttresses  and 
anchorages  are  reinforced  for  a  friction  load  of  100  lb.  per  square 
foot  of  roof,  acting  in  the  direction  of  the  roof  slope,  and  for  a 
load  of  700  lb.  per  square  foot  on  top  of  the  surcharged  bank  as 
produced  by  a  slide. 
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_  The  columns,  which  are  24  in.  wide  parallel  to  the  tracks, 
and  20  in.  transversely,  are  10  ft.  apart  center  to  center  and 
carry  beams  24  in.  wdde  and  3  ft.  3  in.  deep.  The  roof  slabs  are 
10  in.  thick.     Both  deformed  and  plain  bars  are  used  in  the 


'fl      SECTION  Z-Z 

Fig.  102.     Shed  against  Rock  and  Rock  and  Earth. 

reinforcement,  the  deformed  bars  being  mostly  of  the  corrugated 
type.  Expansion  joints  are  placed  both  in  the  roof  and  in  the 
retaining  walls  at  intervals  of  80  ft. 

Different  designs  have  been  prepared  for  the  uphill  side  of 
the  sheds  in  earth,  rock  and  earth,  and  rock  cuts.  Though  not 
shown  in  the  drawing  the  earth  is  backfilled  behind  the  uphill 
wall  and  is  carried  up  to  form  an  even  slope  with  the  roof  of  the 
shed. 

In  rock  cuts  with  an  earth  overlay  the  upper  part,  which 
receives  the  earth  load,  is  stronger  in  design  than  the  lower 
part.     In  the  lower  portion  a  6-in.  face  slab  is  used  between  the 


CONCRETE  SNOW  SHEDS.  -iSf) 

columns  while  alx3vc  a  heavier  slali  is  used  and  the  wall  is  held 
back  at  each  column  by  a  tie  with  reinforcing  rods  anchored  into 
the  rock.     The  earth  is  backfilled  up  to  the  roof  line. 

In  the  solid  rock  cuts  the  thin  face  wall  is  carried  up  to  the 
full  height  at  a  uniform  thickness  and  the  top  is  tied  into  the 
rock  as  in  the  previous  case.  This  thin  face  wall  is  to  protect 
the  track  from  any  rock  which  may  disintegrate  and  l'i<''k  .ifT 
the  rock  wall. 
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CHAPTER  XV. 
CROSSINGS   AND    SIGNS. 


Road  Crossings. 

Farm  Crossings.  —  At  grade  crossings  of  public  and  farm 
roads  it  is  necessary  to  make  a  driveway  for  the  safe  passage  of 
vehicles  over  the  track,  for  a  width  of  12  to  16  ft.  for  farms, 
and  20  ft.  or  over  for  public  crossings.  Three-inch  plank  is 
generally  used  of  varying  widths,  and  of  the  desired  length, 
placed  fairly  close  together  between  rails  and  one  on  the  outer 
side  of  each  rail,  spiked  to  2-in.  shims  under  the  planks  and 
secured  to  the  ties;  the  height  of  shims  is  made  to  suit  the  rail, 
and  the  ends  of  planks  are  usually  chamfered  off,  and  in  some 
cases  a  rail  is  placed  on  its  side,  butting  against  the  web  of  the 
main  track  rails  with  the  base  against  the  plank  to  form  a 
flangeway.     Fig.  103. 
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Fig.  103.     C.  P.  R.  Standard  Farm  Crossing. 

In  some  cases  a  wooden  frame  is  made  and  filled  with  gravel  or 
cinders  at  about  the  same  cost.  This  form  is  not  roconunended, 
as  heavy  loads  may  cause  the  wheels  to  sink  into  the  filling  when 
teams  are  passing  over,  and  is  likely  to  cause  trouble. 


FARM   CROSSINGS. 


2S7 


Kind. 


Appruiiinutu  ci>»t,  skikIo 
truck  rroaainK. 


12-ft.  wide  plank  crossin<r -7  00  to  $10.00 

HVft.  wiilo  plank  crossing 1  lo  00  to    15  00 

20-ft.  wide  plank  crossing lo  00  to    20  00 

24-ft.  wide  plank  crossing |  2(1  00  to    25.00 


Overhead  Farm  Crossings.  —  The  overhead  farm  cros.sinp;  i.s 
in  tlie  nature  of  a  Hght  highway  bridge,  and  generally  has  to  i)e 
designed  to  suit  the  varying  contlitions  of  ground  actually  met 
with.  The  bents  are  placed  20  to  30  ft.  or  more  apart  acros.s 
the  track,  with  a  clear  height  of  22  ft.  6  in.  under  the  crossing, 
and  a  width  of  14  ft.  or  more.  The  balance  of  the  bents  are 
spaced  14  to  16-ft.  centers  on  either  side  of  track.  The  floor 
joists  up  to  20-ft.  center  to  center  of  bents  may  be  3"  X  12", 
and  for  double  track  31  ft.  6  in.  centers  to  centers  of  bents 
6"  X  14",  at  about  2-ft.  centers,  covered  with  3-in.  plank; 
a  railing  4  ft.  high  or  more  is  placed  on  each  side  of  crossing 
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TRU68  DETAILS 


CROM  B£CTION 


Fig.  104.     Overhead  Farm  Crossing. 


made  up  of  4"  x  4"  posts  about  8-ft.  centers  with  2"  X  3" 
brackets  and  4"  X  4"  hand  rail  .secured  to  posts;  the  floor 
plank  is  made  extra  long  at  the  posts  to  take  the  bracket,  and 
1"  X  4"  fencing  is  used.  The  bents  have  12"  X  12"  caps  on 
three  cedar  piles,  or  10"  X  12"  posts,  three  or  more  to  a  bent, 
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with  flatted  cedar  sill  under  and  12"  X  12"  cap  on  top;  the  bents 
are  crossed  braced  from  sill  to  cap  with  3"  X  10"  plank,  one  on 
each  side,  and  3"  X  10"  braces  are  also  inserted  longitudinally, 
at  least  one  panel  on  each  side  of  the  track.  Where  desired 
concrete  foundation  is  built  under  the  bents. 

Highway  or  overhead  farm  crossing,  Fig.  104,  has  a  pony 
truss  across  the  track;  where  long  timbers  are  scarce  this  is  the 
cheaper  scheme. 

The  cost  of  the  crossing  shown  with  concrete  foundations 
under  the  bents  5  ft.  below  the  ground  line  would  be  about 
$2000. 

Public  Road  Crossings.  —  At  pubhc  road  crossings  the  width 
varies  from  16  ft.  to  20  ft.  and  over.  Where  possible  the  cross- 
ing should  be  placed  between  rail  joints.  Old  rails  are  used  to 
make  the  flange  way  which  must  not  be  too  wide,  for  horses 
hoofs  catching  in  the  gutter. 

Fig.  105  illustrates  the  C.  P.  R.  wood  plank  crossing  and  the 
estimated  cost  of  same  16  ft.  wide  by  8  ft.  is  $15. 


Cut  enda  of  rail  to  , 
suit  bevel  of  plank 


C.P.R.  STANDARD 
ROAD  CROSSING. 


t    I    Shima  of  old  fiflh  i^latea  cut  ao  as  to 
J:^    make  bolt  bolea  suit  for  Bplkiug. 

u 

Fig.  105.     C.  P.  R.  Wood  Plank  Crossing. 

Permanent  Paved  Crossing.  —  A  design  for  a  pavement  rail- 
way crossing,  Fig.  106,  as  illustrated  in  the  Eng.  News,  ]Mar. 
2,  1916,  was  devised  by  G.  V.  McClure,  City  Engineer,  Okla- 
homa, Okla. 

By  making  a  run  off  on  each  side  of  the  concrete  foundation 
a  cushion  of  ballast  is  obtained  excepting  at  the  crossing  proper 
which  is  built  solid.     The  concrete  is  2  ft.  deep  and  S  ft.  wide 
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under  the  track  and  is  sloped  off  on  either  side  1  in  10  longi- 
tudinally. The  ties  over  the  crossing  are  embedded  in  concrete 
and  the  paving  blocks  are  laid  on  a  1-in.  sand  cushion. 

Highway  Crossing  Alarm  Bell.  (Fig.  107.)  —  At  highway 
crossings  where  traffic  does  not  warrant  a  watchman  or  safety 
gates,  an  electric  alarm  bell  attached  to  the  road-crossing  sign, 
or  erected  on  a  special  iron  or  wood  pole,  is  often  used,  arranged 
so  as  to  ring  ahead  of  an  approaching  train;  a  light  also  is  some- 
times provided  above  the  bell.  The  track  rail  joints  are  bonded 
for  a  distance  of  1000  to  3000  ft.  on  either  side  the  crossing  and 
insulated  for  battery  and  bell  circuit,  a  battery  being  necessary 
at  each  end  of  the  bonded  track  and  one  at  foot  of  bell  post. 

Average  cost  for  installing  crossing  gates $700 

Expense  of  flagman  per  annimi,  averages 600 

Installing  signal  bells,  each  averages 500 

Annual  maintenance  for  each  bell 100 

Cost  of  installing  gate  protection,  averages 475 

Cost  of  installing  automatic  flagman,  averages 600 

Annual  maintenance  charge  for  each,  averages 100 


See  Detail  X-18-11 


I  Volt  3  C.P.Tungston  Lamps 


Tjettered  on  both  sides 


Fig.  107.     Highway  Crossing  Sign 
and  Alarm  Bell. 


Track  Battery  [ 


Typical  Circuit  for  Single  Track.  — 
For  automatic  operation  by  train, 
track  circuit  shall  be  operated  by 
gravity  or  caustic  soda  cells  on 
closed  circuit ;  current  shall  enter 
the  track  at  the  extreme  ends  of 
circuits. 

Bell  ceases  ringing  when  last 
wheels  pass  crossing. 


CUOSSINC.    r,.\T]': 


•J!)  I 


Safety  Crossing  Gates.  —  At  pulilir  man  L;ia(ic  ciossinir^  n  i^ 
somctiines  nooessarv  to  place  safety  gates,  consist ing  of  iron 
posts  placed  at  the  curb  of  roaihvay  parallel  with  track  to  which 
are  connectetl  the  main  and  sidewalk  arms,  usually  of  wood, 
that  stretch  over  antl  protect  the  crossing  They  are  operated 
by  hand  crank  at  gate  level,  or  by  hantl  lever  or  compressed  air 
from  a  tower  (sometimes  a  number  of  crossings  are  operated 
from  the  one  tower),  arrangetl  so  that  the  gates  cannot  be  opened 
or  closed  excepting  by  the  operator.  The  connections  for  oper- 
ating the  gates  simultaneously  are  cither  placed  underground 
or  overhead  as  desired. 

The  gates  are  usually  located  8  to  10  ft.  clear  of  the  nearest 
rail,  with  the  elevated  tower  on  one  side  or  between  tracks  wlicri 
convenient. 

The  span  of  gates  varies  to  suit  conditions.  They  arc  made 
usually  in  two-post  or  four-post  crank,  level  or  pneumatic 
types,  the  two-post  style  being  used  when  the  road  is  not  too 
wide,  and  four-post  construction  for  large  openings.  The  smaller 
the  span,  other  things  being  'MMtl  the  easier  will  Ww  gates  be 
operated. 
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TABLE  101. —  SAFETY  GATES. 


Kind. 


Two-post  crank  gates  with  watch- 
man's shanty  complete 

Four-post  crank  gates  with  watch- 
man's shanty  complete , 

Two-post  lever  gates  with  wood 
tower  and  connections  complete. 

Four-post  lever  gates  with  wood 
tower  and  connections  complete. 

Two-post  pneumatic  gates  with 
wood  tower  and  connections 
complete 

Four-post  pneumatic  gates  with 
wood  tower  and  connections 
complete 


Approximate  cost. 


$300.00  to  $400.00 
400.00  to  500.00 
450.00  to  650.00 
600.00  to  800.00 

500.00  to  700.00 

700.00  to  900.00 


Actual  cost. 


The  above  prices  are  for  wood  foundation  throughout. 

Two-post  crank  gate  would  consist  of  — 

One  cast-iron  power  or  crank  post, 

One  cast-iron  dead  post, 

Two  bifurcated  wooden  main  and  sidewalk  arms, 

Two  shafts, 

Piping,  wood  or  concrete  foundations, 

Watchman's  shanty  and  bells  if  desired. 
A  four-post  crank  gate,  excepting  for  the  first  and  last  items, 
would  be  double  the  above. 

Two-post  lever  gate  would  consist  of  — 
Elevated  tower  with  posts  and  foundations. 
Two  cast-iron  posts. 

Two  bifurcated  wooden  main  and  sidewalk  arms, 
One  lever  stand  with  two  levers, 
Chain  and  rod  connections, 
Gatepost  foundations  and  ducts, 
Installation, 
Bells  for  arms  and  tower  if  desired. 

A  four-post  lever  gate  would  be  double  the  above  excepting 
the  first  and  last  items. 

Two-post  pneumatic  gate  would  consist  of  — 
Elevated  tower  with  posts  and  foundations. 
Two  cast-iron  posts  with  locking  connections, 
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SUBURBAN   RAILWAY  CROSSING   GATES.  JDH 

Two  bifurcated  wooden  main  and  sidewalk  arms, 

One  air-pump  and  valves  (unless  air  can  be  supplied), 

Piping  and  connections, 

Gatepost  foundations  and  ducts, 

Installation, 

Bells  for  arras  and  tower  if  desiretl. 

A  four-post  pneumatic  gate  would  be  double  the  above  ex- 
cepting the  air-pump  and  first  and  last  items. 

The  elevated  tower  for  crossing  gates  would  cost  from  $150  to 
S200  each,  in  wood. 

Generally  speaking  the  lever  crossing  gate  is  more  positive  in 
action  than  the  pneumatic  type;  the  pneumatic  type  under 
certain  conditions  is  not  always  satisfactory. 


ii  Rod  bnoe  with  tarn' 
bockle  and  anchor. 
Two  required 


ATION 


Fig.  108.     Standard  Gate  for  Suburban  Cros<ini£S,  Virginian  Ry. 


Suburban  Crossing  Gates. 
The  .standard  gate  for  suburban  railway  cros.sing,  \'irginian 
Ry.,  Fig.  108,  con.sists  of  a  10"  X  10"  post  set  into  the  ground 
^-ith  3"  X  10"  X  4'  sill  support  and  2"  X  6"  braces  held  at 
the  top  and  anchored  into  the  ground  with  a  ^-rod  brace  as 
sho^sTi;  the  gate  is  made  of  6"  X  8"  upright,  a  tapered  horizontal 
arm  with  brace  of  1|"  X  8"  material  held  by  I  fiiagonal  ten.sion 
rod  at  top.     The  gate  is  secured  by  a  I  rorl  from  the  tapered 
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bar  and  hooked  to  a  6"  X  6"  block  set  into  the  ground.     The 
approximate  cost  of  one  gate  in  place  complete  would  be  about 


Virginian  Ry.  Standard  Watchman's  Cabin.  —  The  standard 
cabin  for  suburban  railway  crossings,  Virginian  Ry.,  Fig.  109, 
is  6  ft.  square  and  8  ft.  high  from  floor  to  wallplate;  the  frame 
rests  on  6"  X  8"  sills;  the  vertical  studs,  horizontal  girts, 
rafters  and  ties  are  2"  X  4",  and  the  frame  is  covered  by  1"  X  1" 
boards  as  shown  on  the  plan;  the  floor  is  of  2-in.  plank  nailed 
to  the  sills,  and  the  roof  is  covered  with  1  sheathing  and  finished 
with  shingles  on  top;    there  are  three  fixed  windows  and  one 


Bed  Cedar  ShlngleB 
5  to  weathei 
I'sbea  thing 


Gate 
LOCATION   PLAN 


Fig.  109.     Watchman's  Cabin. 

2'  6"  X  6'  5"  batten  door;  a  small  stove  is  provided  the  pipe 
of  which  is  connected  to  a  tile  flue. 

The  approximate  cost  complete  under  ordhiary  conditions 
would  be  about  $45. 

For  description  of  gates  see  page  291.  -^ 

Flagman's  Concrete  Cabin,  Erie  R.  R.  —  The  switchman's  and 
flagman's  concrete  house,  as  used  on  the  Erie  Railroad,  is  shown, 
Fig.  110.  The  walls  are  4  in.  thick  with  wire  reinforcement  and 
f-in.  round  rods  at  the  angles. 

The  concrete  is  composed  of  coarse  sand  and  gravel  and 
cement,  in  the  proportion  of  about  1  to  3,  machine  mixed.  In 
order  to  pour  readily,  the  mixture  is  made  to  thickness  of  thick 
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cream.     The  concrete  work  contains  3  cu.  yd.  coarse  Siuul  and 
gravel,  6  barrels  Portland  cement.  150  lin.  ft.  f-in.  round  and 
225  sq.  ft.  expended  metal  U-in.  mesh  Xo.  12  gauge. 
The  cost  of  this  type  of  shelter  is  about  ^\'2'^. 


DETAIL  AT  PANEL  DETAIL  AT  DOOR 

Fig.  110.    Watchman's  Cabin. 

Tower  for  Crossing  Gates.  —  The  C.  P.  Pv.  .-standard  tower 
for  cro.ssing  gates  i.s  illu.strated,  Fig.  ill,  and  consi.sts  of  four 
old  steel  rails  bent  and  shaped  so  as  to  form  a  sohd  post  on  which 
the  small  frame  enclosure  is  set.  The  rail  post  is  supported 
on  an  8-ft.  square  slab  of  concrete,  tapering  to  about  3  ft.  square 
at  the  ground  line.  The  frame  hou.se  on  top  of  the  tower  is 
made  up  of  4"  X  6"  joists,  2"  X  4"  wall  plates,  2"  X  1"  roof 
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joists  and  |-in.  sheathing  and  lining  for  the  wall  and  roof  cover- 
ing; the  roof  is  finished  with  asbestos  shingles.  A  trap  door 
and  an  ordinary  signal  tower  ladder  is  provided  including  a 
cast  iron  smoke  stack. 

The  estimated  cost  of  this  tower  complete  is  S250. 


Asbestos  Rldfs  Boll 
d  Hips 


^l  6  Fasciav, 

2x6  Window  om^  f 
l"Qiiarter  Round  1 ! 
T.  i  G.-V.  jointed  linin;  | 
Tar  Paper  (between) 
T.  S  G.  Floor  Tar  Paper 
I'Rough  boards  T.  k  G. 
2  X  83aee  board' 


AtbestoB  Ridge  BoU 


2  iC 
T.  i  G.  Ceilin; 


Cast  Iron  Smoke  Staolc 
,  Flashing 
ShingleB  (Asbestos) 
'  lar  Paper 
l'  P.cof,  boards  T.  &  G. 
!  4  Rafters  2'0'ota. 


i  to  Rail  with  2-^  Bolta 
ibeatbing,  V.  jointed. 


Rivets  ?i5? 


DETAIL  OF  RAIL  CONNECTION 
TO  FRAMING 


RiTeM  %'  0 


FOUNDATION  PLAN 


Fig.  111.     C.  P.  R.  Tower  for  Crossing  Gates. 

Cost  of  Installing  Gates  and  Tower.  —  The  estimated  cost  of 
installing  the  above  tower  including  the  gates  as  sho^vn  on  page 
291  is  about  $1400,  detailed  as  follows: 
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TRACK   SIGNS.  29; 

Gate  stands,  deflecting  boxes  and  lever  machine 

Piping  1-in.  and  2-in.  bolts,  washers,  etc.,  for  gat€  stands. 

Tower  complete 

MUcellaneous,  including  stove,  pipes  and  connections.  .  . 

Pine  carriers 

Labor 

Supervision  ami  contingencies,  about  10  per  cent 

Total $1400^00 

N.  P.  Ry..  two  post  tower.  Fig.  112,  consists  of  two  10"  X  12" 
posts  set  on  6"  X  8"  X  9'  ties,  6  ft.  underground.  The  posts 
are  braced  laterally  below  the  ground  hne  with  6"  X  G"  and 
6"  X  8"  timbers  bolted  together.  The  cross  sills  on  top  of  the 
posts  are  8"  X  8"  and  the  braces  6"  X  6";  the  floor  sills  are  also 
t»"  X  6"  and  the  studding,  wall  plates  and  rafters  2"  X  4". 
The  siding  floor  and  roof  covering  is  1"  X  6"  D.  «^-  M  Imanls 
with  a  shingle  roof. 

The  appro.vimate  cost  of  this  tower  complete  is  s\o(). 

Track  Signs.  —  Track  signs  in  general  are  considered  to  be 
more  of  an  eye-sore  than  an  ornament  on  the  right  of  way  and 
the  tendency  at  present  is  to  limit  their  use  and  to  make  tho.'se 
that  are  necessan.'  as  inconspicuous  as  possible;  as  a  rule  they 
in\'ite  target  practice  by  gunshot  or  throwing  of  stones,  and  in 
.■iome  hunting  locations,  if  wooden  signs  are  used  they  are  soon 
shattered. 

The  signs  in  general  use  are  made  of  cast  iron,  sheet  steel, 
concrete,  enamelled  iron  and  wood,  with  concrete,  steel  or  old 
boiler  tube  and  wooden  posts.  The  wooden  signs  and  posts, 
used  almost  exclusively,  are,  however,  gradually  di.sappearing, 
for  work  of  this  character,  on  account  of  the  higher  price  of 
timber,  its  short  Ufe  and  high  maintenance  cost. 

The  desire  also  to  get  away  from  the  everlasting  painting  of 
~i£rns  has  led  to  a  number  of  devices,  such  as  concrete  signs 
with  the  letters  or  numbers  made  in  a  black  mixture,  the  cast 
iron  sign  with  the  letters  or  numbers  cast  on  them,  and  the 
punched  out  sign  where  the  letters  or  figures  are  punched  out 
and  dayUght  takes  the  place  of  paint. 

The  punched  out  signs  were  introduced  by  the  C.  P.  R.  for 
their  bridge  and  culvert  numbers,  whistle  posts,  mile  plates  and 
slow  and  stop  signals,  snow  plow  signs,  section  numbers,  etc., 
and  a  short  description  of  each  may  be  of  interest: 
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TWO  POST  TOWER. 


SIDE  ELEVATION 


END  ELEVATION 

Fig.  112.     N.  P.  Ry.  Two-post  Tower  for  Crossing  Gates. 


BRIDGE  NUMBERS. 
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Bridge  Numbers. 
Fig.  114  shows  the  puncliod  out  sign  now  usod  in  phico  of  the 
wooden  sign.  For  new  bridges  it  is  furnislied  with  the  bridge 
and  costs  75  cents;  when  replacing  a  wooden  sign  the  cost  is 
$1.  There  is  practically  no  maintenance  to  this  sign  as  it  is  a 
part  of  the  bridge  and  is  painted  when  the  bridge  is  painted; 
there  is  no  lettering  and  the  Httle  paint  required  to  cover  it 
when  the  bridge  is  being  painted  is  practically  nothing. 


Xot«:-Qne  >' umber  Plate  on  Mile  Tost  side  of  eacb 
Brid^  aboat  centre.  WTien  Bridj^  U  over  500  ft. 
lone  place  Number  Plate  ol  eacli  end. 
AH  plates  painted  same  color  as  Bridge. 

For  detail  of  panched  ont  fignree  eee  F-U-lSj 
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Fig.  114.     Punched  out  Bridge  Numbers  (F-14-18-2). 

It  is  figured  that  the  punched  out  metal  bridge  sign  will  out- 
last the  wooden  sign  four  to  one;  therefore  the  saving  from  re- 
newals and  repainting  is  quite  large.  For  example  if  the  wooden 
sign  lasts  12  years,  the  metal  sign  will  last  48  years;  the  saving 
during  this  period  for  a  punched  out  sign,  figuring  that  the 
wood  signs  are  repainted  every  three  years,  would  be  §1(5.  The 
figures  are  as  follows: 

Co.'ft  of  Wood  Signs  (48  Years). 

Wo<Ki  .sign-s,  4  @  $1 .2.5 $  o.OO 

Painting  and  lettering  (every  3  years),  16  @  7.5f^ '2.W 

Total  cost  of  wood  sign  in  18  years ^  1 7 .  (KJ 

Cost  of  Melal  Sign  (48  Year.'t). 

1  punched  out  metal  sign S I   <)<) 

NU 

Total  cost  of  punched  out  sign  in  48  years $1 .  W 
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The  saving  of  $16,  or  even  half  or  quarter  of  this  amount,  on 
each  bridge  sign  on  a  large  system  amounts  to  a  very  big  sura 
and  when  it  is  worked  out  for  other  signs,  on  the  same  basis, 
such  as  mile  boards,  snow  plow  signs,  whistle  posts,  etc.,  the 
saving  is  bound  to  be  considerable. 

Culvert  Number  Posts.  —  Culvert  number  posts  have  been 
abandoned  on  the  C.  P.  R.  The  old  sign  consisted  of  wood 
post  with  the  numbers  painted  at  the  top,  or  an  old  boiler  tube 
was  used  flattened  at  the  top  and  painted  the  same  as  the  wooden 
post;  the  posts  were  painted  in  black  and  white. 

The  punched  out  sign.  Fig.  123,  consists  of  an  old  boiler  tube 
flattened  at  the  top  with  the  figures  punched  out,  only  black 
paint  is  used.     The  cost  is  75  cents  each. 

Snow  Plow  and  Flanger  Post  Signs.  —  This  type  of  sign  is  to 
indicate  that  wings,  plow  points  or  flange  blades  have  to  be 
brought  to  clear.  On  the  C.  P.  they  are  placed  8  ft.  from  rail 
at  crossings  where  planking  is  maintained  in  winter,  and  150  ft. 
each  way  on  engineer's  side  of  track,  from  all  bridges,  tunnels, 
rock  cuts,  etc.,  where  necessary  to  clear  wings,  etc. 

At  switches,  public  road  crossings  or  stations,  however,  the 
switch  stand,  public  road  crossing  sign  or  station  building  indi- 
cates the  obstruction,  and  snow  plow  signs  are  not  considered 
necessary  at  such  points. 

The  steel  punched  out  sign,  Fig.  117,  consists  of  an  old  2-in. 
boiler  tube  post  with  a  |-in.  plate  on  top.  The  post  and  plate 
are  painted  black  and  the  discs  are  punched  out.  The  cost  is 
$1.25  each. 

It  may  be  mentioned  that  the  punched  out  discs  are  particu- 
larly good  for  this  type  of  sign,  as  in  winter  it  shows  up  white 
against  the  black  plate.  Its  economy  consists  in  getting  away 
from  painted  discs  and  the  use  of  one  color  instead  of  two. 

Stop  and  Slow  Post  Signs.  —  On  the  C.  P.  these  are  placed 
on  engineer's  side  of  track  8  ft.  from  rail  and  400  ft.  from  all 
grade  crossings,  junctions,  drawbridges,  etc.,  not  protected  by 
interlocking  where  trains  must  come  to  a  full  stop  or  2000  ft. 
at  points  for  slow  signs  when  trains  must  be  under  full 
control. 

In  the  old  wooden  stop  and  slow  signs  the  posts  were  6"  X  6", 
with  1-in.  thick  blades  bolted  to  the  posts.     The  letters  were 
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painted  in  white  on  red  Ixu-kground  for  stop  blades  and  black 
letters  on  yellow  background  for  slow  blades,  balance  white. 

The  new  stop  and  slow  si^ns,  Fip;.  114a,  are  built  of  old  boiler 
tubes,  with  yVin-  metal  blades.  The  letters  are  punched  out, 
the  stop  blade  is  painted  red  and  the  slow  blade  yellow,  balance 
white.     The  cost  is  $2  each. 


-S-J- 
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Fig.  114a. 

Section  Post.  —  Section  posts  are  used  to  mark  the  boundary 
of  each  section  foreman's  territor>'.  The  oUI  post  consisted  of 
a  4"  X  4"  upright  and  1"  X  18"  X  10"  board  placed  7  to  8  ft. 
from  the  rail;  the  letters  were  painted  black  and  the  pole  white. 

The  new  sign  consists  of  a  punched  out  plate  which  is  placed 
on  the  nearest  telegraph  pole,  as  shown,  Fig.  119.  The  \)o\e 
behind  the  place  is  painted  white  and  the  plate  black.  The 
sign  costs  about  40  cents. 
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Mile  Board  Signs.  —  On  the  C.  P.  R.  the  mile  board  signs 
are  placed  on  the  nearest  telegraph  pole. 

The  metal  sign,  Fig.  120,  is  made  of  |-in.  plate  with  the  mile 
number  punched  out.  The  plate  is  painted  black.  The  cost  is 
75  cents  each. 

Whistle  Posts.  —  Whistle  posts  are  erected  on  each  side  of 
and  at  a  distance  of  about  |  mile  from  all  pubUc  and  highwa}- 
crossings  at  grade,  blind  curves  and  tunnels,  8  ft.  from  rail  on 
engineer's  side. 

The  punched  out  sign,  Fig.  121,  consists  of  an  old  2-in.  boiler 
tube  and  ^-in.  steel  plate  with  the  letter  W  punched  out.  This 
sign  costs  90  cents  each. 

The  following  are  the  C.  P.  E,  standard  track  posts  and  signs. 

Railway  Crossing  and  Highway  Sign.      (Fig.   115.)  —  Placed 


ot-e^i- 


rji'Cpj-riaee 
•^  -  Bolts  9'lg. 


Fig.  115. 

at  all  public  road  grade  crossings  facing  the  approach.  Post 
7  to  9  inches  round,  about  12  ft.  above  top  of  rail,  set  into  ground 
about  4  ft.,  two  8-inch  planks  on  top  placed  crosswise  with  the 
words  "  Raih'oad  Crossing  "  marked  in  plain  block  letters  G  in. 
high  on  each  side. 

Approximate  cost  in  wood  complete,  $4.00  to  So. 00. 

Railway  Crossing,  Railway  Junction  and  Drawbridge  Sign. 
(Fig.  IIG.)  — Post  7  to  \)  inches  round,  about  10  ft.  0  in.  above 
top  of  rail  and  5  ft.  in  ground,  with  four  boards  on  top  placed 
diamond  shape  with  the  words  "  Railway  Crossing  One  Mile  " 
in  plain  block  letters  G  in.  high,  or  "  Drawbridge  Crossing  "  or 
"  Junction  Crossing  "  in  place  of  "  Railway  Crossing." 

Approximate  cost  in  wood  complete,  $3.50  to  $4.50. 
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:/^^STCOHSIANT%. 


Fig.  11»). 


Flanger  Post.     TFig.  117.)  —  Placed  8  ft.  from  rail,  and  150 

::.iroui  obstructions  where  points  and  flangers  must  be  lifted. 

Poet  2-in.  old  boiler  tube  7  ft.  6  in.  above  rail  set  3  ft.  6  in. 

ground,  with  i"  X  2'  :  _-  two  round 

.--  ^  disks,  one  on  each  side  p^..  ...  .  . .  . 

Approximate  cost  in  metal  cf/mpkte,  $1.00  to  $1.2.5. 


HAVELOCK 

I  MILE 
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>       1         1 

Station  Mile  Board.     (Fig.   118.>  —  PLa  .  from  rail, 

6  to  S  in.  round,  po.-i  about  9  feet  above  r^ -t  in  ground 

4  ft.,  with  board  12  to  15  in.  wide,  5  ft.  lone,  with  "  Name  of 

"•^ation  ''  and  1  mile  under  in  ' 

Approximate  coat  in  u<>"^  r.,"  _  _  V). 
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Section  Number.     (Fig.   119.) — Placed  7  ft.  above  rail  on 


SECTION  NO.  ON 
TELEGRAPH  POLE 
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SEC.  SEC 

24       25 


Fig.  119. 

telegraph  post  10"  X  18"  board,  with  the  two  section  numbers 
marked. 

Appropriate  cost  complete,  $0.90  to  $1.00. 

Mile  Board.     (Fig.  120.)  —  Attached  to  telegraph  pole  about 


Fig.  120. 

10  ft.  above  ground.     A  10"  X  |"  plate  with  the  mile  number 
punched  out,  and  attached  to  the  nearest  telegraph  pole. 

Appropriate  cost  in  metal  complete,  50  to  75  cents. 

Whistle  Post.     (Fig.  121.)  —  Placed  7  ft.  from  rail  and  one- 


Plate  >/ thick 


%  Rivets 


Fig.  121. 

fourth  mile  from  public  road  crossings.     A  |-in.  plate  standing 
5  ft.  above  rail,  and  set  3  ft.  in  ground;    the  letter  "  W  "  is 
punched  out. 
Appropriate  cost  in  metal  complete,  75  to  90  cents 
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Trestle  Number.     (Fig.  122.)  —  Placrtl  in  cciitn  n\  .-mi.uirc 


Fig.  122. 

on  milepost  side.     12"  X  36"  plate  with  the  number  punched 
out  and  bolted  to  one  of  the  ties  outside  of  the  guard. 

Approximate  cost  in  metal  complete,  75  cents  to  SI. 

Culvert  Number.     (Fig.  123.)— 4"  x  4"  square  post  stand- 
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Fig.  123. 


ing  6  ft.  above  ground,  8  ft.  from  rail,  with  0"  x  24"  l)oard 
having  the  Culvert  number  painted  on  in  plain  block  letters. 

A])prnximntr  cost  in  wood  complete,  80  to  00  cents. 

Trespass  Sign.     (Fig.  124).  —  Six-inch  round  post  or  old  boiler 
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Fig.  124. 


tube  standing  5  to  6  ft.   above   the   rail  and   about  4   ft.   in 
ground,  with  18"  X  30"  board  on  top,  having  the  words  "  Cau- 
tion," "  Do  not  trespa.ss  "  painted  in  plain  block  letters. 
Approxxmate  cost  in  metal  complete,  $1.50  to  §1.80. 
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Elevation  Posts.  (Fig,  125.)  —  4"  X  4"  posts  standing  about 
level  with  top  of  rail,  placed  on  the  outside,  and  at  the  be- 
ginning and  end,  of  curves  and  spirals  about  6  ft.  from  outside 
rail,  with  the  letters  E  and  O  under  facing  tangent,  and  G  and  0 


„         ,  .       BaBeofBall 
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^ 


Fig.  125. 


under  facing  track,  on  tangent  end  of  spirals,  and  the  letter  I 
with  elevation  under,  facing  spiral  curve,  and  G  with  exces 
gauge  marked  under,  facing  track,  and  D  with  degree  of  curv' 
under,  facing  circular  curve. 

Approximate  cost  in  wood  complete,  40  to  50  cents. 

Rail  Rack  Posts.  '  (Fig.  126.)  —  6"  X  15"  posts  made  up  c 
old  stringers  with  three  5-inch  steps  at  top,  to  hold  spare  rails 


To  be  made  of  old 
stringers,  but  on  divisions' 
where  old  stringers  are 
not  available  use  12  inch 
ties  for  two  rails  only. 


White:  Two  posts  placed 
18  ft'  apart  7  ft.  from 
rail  near  each  mile  post 


...Llii.1 


.IX 1_- 

Fig.  126.     Rail  Rack  Posts. 


posts  are  set  18  feet  apart  7  feet  from  rail,  and  set  about  3  fet 
in  ground. 

Approximate  cost  in  wood  complete,  75  cents  to  $1  per  pair. 
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Bridge  Warning  or  Tell  Tale.  (Fig.  127.)  —  Vlu-vd  dmt  ilic 
track  \00  ft.  or  thereabouts  from  all  overhead  obstructions 
less  than  22  ft.  G  in.  clear  height  above  top  of  rail.  S  by  S  post 
standing  about  20  ft.  above  rail  and  about  5  ft.  in  ground  with 


TELL  TALE 


•  Fig.  127. 

'X  6"  horizontal  arm  on  top  13  ft.  long,  fastened  to  post 
with  iron  strap  and  6  by  6  brace;  from  the  arm  are  suspended 
sixteen  f-in.  sash  cords  3  ft.  6  in.  long  each,  well  l)Oun(i  at  the 
bottom  and  looped  to  one-half  inch  by  2-ft.  long  double  eye 
bolts,  hooked  to  screw  eye  bolts  fastened  to  the  horizontal  bar. 
Approximale  cost  complete,  $15  to  SI 8. 
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CHAPTKR    X\T. 
STATION    AND    OTHER   BUILDINGS. 

Passenger  Stations.  —  In  locating  passenger  stations  it  is  de- 
>iral>le  to  jilace  tlieni  throughout  on  one  side  of  the  right  of  waj'" 
as  far  as  possible,  to  allow  for  additional  extra  tracks  at  a  future 
time  that  will  not  involve  the  moving  of  the  stations  and  ])lat- 
forms;  where  it  cannot  be  conveniently  done  the  platform  should 
be  made  wide  enough  so  that  it  only  shall  be  affected  in  the  case 
of  a  future  track.  The  same  remarks  apply  to  water  tanks, 
coaling  chutes,  and  similar  structures. 

The  type  of  station  to  adopt  will  depend  very  much  on  local 
Htions.  the  size  of  the  town  and  the  kind  and  amount  of 
:ic  expected,  etc  The  following  illustrations  give  a  wide 
range  of  choice  for  varj'ing  conditions  and  the  usual  accommo- 
dation provided  for  the  ordinary  run  of  .stations,  including  a 
brief  description  of  their  construction  and  the  probable  cost  of 
~ueh  structures. 

Depot,I.C.R.R.  (Figs.  129,  liiUand  mhi.)  —The  .station  is  of 
brick  with  white  limestone  trimmings  and  red  tile  roof  flared  at 
the  eaves.  The  circular  full  glass  bay  at  the  south  end  of  the 
waiting  room  gives  a  conservatory  effect  and  provides  a  plea.s- 
ing  outlook.  The  accommodations  for  the  public  are  conven- 
iently arranged. 

The  roof  is  designefl  to  project  over  the  platform  immediately 
in  front  of  the  depot,  in  such  a  way  that  the  platform  extension 
becomes  a  shed  and  fits  in  architecturally  with  umbrella  sheds 
when  constructed. 

The  average  cost  of  a  station  of  this  character  including  the 
•shelter  roof  and  platform  would  be  about  $14,000. 


Concrete  Walk 


— Cepient-Steps- 


_i- 


Center  Line  of  Track 


Fig.  129.     Floor  Plan,  I.  C.  R.  R.  Station. 
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PASSENGER  STATION. 


A  very'  imposing  type  of  station  is  shown,  Fig.  131,  built  by  the 
C.  M.  &  P.  S.  Ry.  at  Miles  City.  The  layout  is  one  which  commends 
itself  as  a  good  combination  for  a  station  'of  this  size.     A  cross 

section  through  the  express 
and  baggage  room  portion, 
is  shown,  Fig.  132.  A  station 
of  this  character  with  plat- 
forms will  in  normal  times 
cost  from  $30,000  to  .^^35,000. 
Log  Railway  Station.  — 
Fig.  133  illustrates  a  log 
passenger  station  on  the 
Mil.  &  Pug.  Sound  Ry.  The 
station  is  64  ft.  long  and 
38  ft.  wide  with  public  ac- 
commodation and  living 
rooms  on  the  ground  floor, 
and  some  attic  storage  on 
the  upper  floor. 

The  structure  is  built  of 
logs  with  the  bark  on  and 
the  ends  hewn  tapered.  At  the  angles  the  logs  are  notched  one 
over  the  other,  as  shown.  The  logs  are  edged  off  top  and  bottom, 
to  allow  about  3  in.  flat  surface  for  bearing,  and  the  joints  calked 
with  tarred  oakum  and  plastered  with  ordinary  mortar,  nails 
being  driven  into  the  logs  at  intervals  of  12  in.,  alternating  top 
and  bottom,  in  order  to  hold  the  plaster  more  securely.  The 
exposed  rafters  shown  in  the  general  view  are  also  small  logs. 
The  roof  is  of  split  shingles  or  shakes  about  8"  X  36",  exposed 
18  in.  to  the  weather.  The  chimney  top  is  of  field  stones.  The 
windows  have  plank  frames  with  spring  catches  for  the  sash. 
The  interior  walls  are  stripped  and  finished  with  V-jointcd 
ceiling,  and  ornamental  strapped  hinges  used  for  the  doors.  A 
station  of  this  character  will  cost  about  So500,  in  a  location 
where  logs  can  be  easily  obtained. 

Small  Fireproof  Station.  (Fig.  134.)  —  This  type  of  sta- 
tion has  been  built  on  the  Wal)ash;  the  frame  work  is  steel  with 
"  Trussit  "  lath  attached  thereto,  on  which  is  plastered  a  wall 
3  in.  thick.     The  roof  is  similar  but  4  in.  thick,  the  ceiling  fol- 
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SMALL   FIREPROOF  STATION. 


lowing  the  contour  of  the  roof.  The  floors  and  platforms  are 
of  reinforced  concrete  on  a  cinder  fill. 

The  cost  of  this  type  of  station  with  steel  frame,  etc.,  as  de- 
scribed without  platform  would  be  about  $3500. 

The  same  design  with  wood  framing  has  expanded  metal 
attached  to  J-inch  round  iron  bars  secured  to  the  studs  both 
inside  and  out  and  plastered,  the  outer  wall  being  li  in.  thick, 
plastered  on  both  sides  of  the  expanded  metal,  and  the  inner 
wall  1  in.  thick,  plastered  on  one  side.  The  ceiling  is  attached 
to  the  under  side  of  the  roof  purlins,  thus  leaving  no  vacant 
space  between  ceiling  and  roof.  The  chimney  is  made  of  con- 
crete, with  either  a  stove  pipe  lining  or  a  tile  flue.  Where 
the  chimney  passes  through  the  roof  there  is  a  concrete  slab. 

The  cost  of  the  wood  frame  station  including  wood  floors  but 
no  platform  is  about  S2500. 


Floors  in  Freight  Room,    p- 
U£5ce  and  Waiting  Room 

.,  of  concrete  in  plaoe  of 

"  wooden  floors. 


'9  CinderB'       '  1_1"J    9  Cinders'-' 
CROSS-SECTION 


MeUl 
END  ELEVATION,  SHOWINO 
METHOD  OF  ATTACHING  BARS 
AND  EXPANDED  METAL 


FRAMING  OF  STATION 

Fig.  134.    "Wabash"  Fireproof  Statiou  with  Wooden  Framework. 
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Frame  Stations.  —  Tlie  following  frame  stations  range  in 
price  from  SHHH)  to  S3500,  which  is  about  the  average  run  of 
ordinary  way  stations  They  are  not  submitted  as  ideal  schemes, 
hut  simply  as  suggestions  as  to  size  and  cost  in  a  general  way, 
that  mav  be  varied  as  desired. 
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Fig.  135. 
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Fig.  1.3.5,  .station  with  waiting  room  U)'  X  20',  olhcc  10'  X  10', 
and  baggage  or  expres.s  room  10'  X  10|'.  Height  from  fioor  to 
ceiling  9\  ft. 

Approximate  cost  with  platform  compU'ff  • 


Cedar  posts  or  mud  sill  foundation. 
Masonry  foundation  with  cellar.  .  . 


1000  to  $1,300 
I2.">0to     l.JOO 
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Fig.  136. 
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Figs.  13o  and  136,  station  similar  to  xUv  al>o\r,  with  agent's 

dwelling  over. 

Approximate  cost  with  platform  coniplete: 

Cedar  post  or  mud  sill  foundation *51.")00  to  ?17(K) 

Masonrj-  foundation  with  cellar lsO()  to    2(H)() 

Fig.  137  station  similar  to  Fig.  135.  with  a  freight  room  added. 

Approximate  cost  with  platform  complete: 

Cellar  post  or  mud  sill  foundation $1400  to  $1700 

Masonrj'  foundation  with  cellar 1700  to    1!KK) 

Fig.  138.  station  with  waiting  room  16'  X  16',  ladies'  waiting 
room  10'  X  20',  office  12'  x  10',  baggage  and  express  16'  X  16', 
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Fig.  138. 

with  corridor  between  general  and  ladies'  waiting  room, 
lavator>'  accommodation  in  the  rear. 

Approximate  cost  uith  platform  complete: 


md 


Cedar  post  or  mud  sill  foundation 
Ma.«^jnry  foundation  with  cellar.  . 


liHH)  to  $2.'K)0 
,'  KXJ  to    2(XJ(J 


Fig.  139,  station  with  waiting  room  16'  X  16',  ladies'  room 
10'  X  10',  office  10'  X  13',  baggage  or  freight  16'  X  16',  with 
kitchen  and  living  rooms  in  the  rear  and  four  bedrooms  above. 

Approximate  cost  with  platform  complete: 

Cellar  post  or  mud  sill  foundatioQ $.}0(K)  to  $3,500 

Masonry  foundation  with  cellar 4000  to    4500 
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Fig.  139. 


Construction.  —  Cedar  sills,  post  or  masonry  foundation, 
brick  chimneys,  2"  X  4"  studs  16-in.  centers  for  outside  walls, 
and  2"  X  3"  studs  at  16-in.  centers  for  inside  partitions.  Ceil- 
ing joists  and  roof  rafters  2"  X  8"  at  2-ft.  centers,  well  tied  and 
secured  to  wall  plates.  Outside  walls  and  roof  to  be  covered 
with  l-in.  T.  and  G.  boards  and  finished  with  ship  lap,  clap- 
boards or  shingles,  with  building  paper  between. 

All  inside  walls  and  ceilings  lath  and  plastered,  and  rooms 
finished  with  baseboard  and  picture  mould,  with  architraves, 
sills,  thresholds,  and  general  trim  for  doors,  windows,  and  other 
openings.  Waiting-room  walls  burlapped  6  ft.  high,  and  freight 
and  baggage  rooms  sheathed  8  ft.  high.  Ground  floor  laid  with 
second  quality  maple,  or  local  hardwood  on  |-in  T.  and  G. 
boards  with  building  paper  between,  other  floors  |-in.  T.  and  G. 
narrow  boards,  good  native  pine. 

When  cellars  are  provided  the  floor  may  be  of  cement  or 
2-in.  plank  on  3-in.  to  6-in.  flatted  cedars  at  4-ft.  centers,  em- 
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bedded  in  cinders,  with  coal  hin  and  chute  in  approved  position 
so  that  coal  may  be  shoveled  from  car  at  level  of  platform  ami 
run  by  gravity  to  cellar. 

Platform  3-in.  plank  on  hi*avy  i-i'dar  sleepers  at    l-ii.  ccim-rs, 
well  bedded  in  gooil  gravel  or  cinders. 


Seut^^^l 

1 

Shelter 

12'x  12' 

1 

1 

7 

t 

1 

]             Platform  50  ft.  Ig. 

o 

Fig.  150. 

Shelters.  —  Shelters   are   erected  at  suburban   points   where 
passenger  traffic  is  light. 
Approximate  Cost. 


Fig.  1.50  complete  with  pi.iTiftrrn 
Fig.  151  complete  with  platform. 


$125  to  $200 
350  to    450 


Construclion.  —  Foundation  cedar  sills,  frame  2"  X  3"  studs, 
2-ft.  centers,  4"  X  3"  wall  plates,  2"  X  3"  ceiling  and  roof  joists, 
2"  X  6"  floor  joists  at  2-ft.  centers,  covered  with  1-in.  rough 
T.  and  G.  boards,  and  l-in.  finished  floor  on  top,  with  tar  paper 
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between,  outer  frame  covered  with  |-in.  rough  T.  and  G.  boards, 
including  roof,  finished  with  drop  siding  and  shingles,  with  tar 
paper  between.  Inside  walls  and  ceiling  sheathed  w^th  |-in. 
matched  boards.     All  woodwork  stained  outside  and  inside. 

Platform  5  in.  above  rail,  made  of  3-in.  plank  on  cedar  sleep- 
ers, 7-ft.  centers. 

Extension  roof  6"  X  6"  posts,  4"  X  4"  brackets,  6"  X  6" 
runners,  rafters  and  roof  finished  similar  to  shelter. 


Platform  60  ft.  Ig.        _o 


Fi"-.  151. 


Shelter  Station,  111.  Traction  System.  —  The  lUiuois  Traction 
System  shelter  station  for  liighway  crossing,  known  as  Kerfoot 
station,  about  five  miles  cast  of  Peoria,  is  shown  in  Fig.  152 
(from  Ry.  and  Engineering  Review). 

Starting  from  the  ground,  there  is  a  concrete  platform  30'  X 
24',  tlie  latter  dimension  measured  at  right  angles  to  the  track. 
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On  tliis  there  is  erected  an  eiu'loscd  waiting  room  of  frame  coii- 
siruction  10'  X  12'  in  size,  the  latter  dimension  at  right  angh-s 
to  the  track,  in  front  of  which  there  is  an  open  porch  10'  x  12', 
extending  to  brick  columns,  and  over  the  wiiole  there  is  a  shingled 


^rf«^>S^^>--. 


P"ig.  152.     Shelter  Station,  111.  Traction  System. 


rf»of  projecting  out  even  with  the  concrete  platform  all  around. 
The  design  of  this  roof,  with  its  wide  projection,  is  simple  but 
pleasing.  The  door  enters  the  enclosed  waiting  room  from  the 
porch,  so  that  it  is  entirely  protected  from  the  weather,  and 
the  waiting  room  is  provided  with  a  chimney  for  a  stove. 

At   points  where   cheaper  construction   is   sufficient,   a   small 
-helter  shed  of  reinforced  concrete  is  used.     This  consists  simply 

>f  two  crossed  partitions,  each  8  ft.  long,  the  ground  plan  of 
which  is  X-shaped,  resting  upon  a  concrete  platform  12'  X  13^' 
in  size.  These  cros.sed  partitions,  Avhich  are  of  metal  lath  and 
plaster  construction,  are  surmounted  by  a  flat  roof  7  ft.  1)  in. 
-q.,  draining  to  a  4-in.  sewer  tile  at  the  center.     By  this  arrange- 

iient  falling  water  does  not  drip  from  the  eaves  on  waiting 
pas.sengers. 

The  approximate  cost  of  the  shelter  illu.strated,  including  plat- 
form, is  estimated  at  SooO. 
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Station  Electric  Light  Standards. 

Electric  Light  Standards.  —  Type  C  is  made  of  iron  pipe  of 
varying  thicknesses  and  lias  a  goose  neck  top,  to  which  the 
shade  is  attached  and  a  cast  iron  base  to  fasten  it  to  the  plat- 
form. It  is  considered  that  the  light  in  the  standards  should 
not  be  above  the  level  of  the  engineer's  eye  when  looking  from 
a  cab  so  that  he  will  not  be  blinded;  for  this  reason  the  height 
of  the  standard  is  limited.  In  addition  the  shades  are  made 
opaque  as  a  further  means  of  protection  against  the  engineer's 
vision. 

Types  A  and  B  are  made  of  pressed  metal  and  are  usually 
of  a  stock  pattern.  They  are  anchored  to  the  concrete  platform 
with  anchor  bolts  and  openings  for  cut-outs  are  p^o^dded  in 
the  base. 

The  average  cost  of  types  A,  B  and  C  are  as  follows: 

Erected. 

A    Pressed  steel,  two  lights,  Fig.  152c $30 

B   Pressed  steel,  two  lights,  Fig.  152c 27 

C   Iron  pipe,  one  light.  Fig.  152c. 12 


Fig.  152a.     Concrete,  E.  L. 
Standard. 


Fig.  152b.     Reinforced  Concrete, 
E.  L.  Standard. 


ELECTRIC  LIGHT  STANDARDS. 
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A  tj-pe  of  concrete  lamp-post  suitable  for  station  platforms 
is  also  shown.  Figs.  152a  and  b,  used  in  Lincoln  Park,  Chicago, 
and  in  Southern  California  cities. 

Fig.  152a,  the  body  of  the  post  is  composed  of  very  dr}'  con- 
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Crete,  1  cement,  1.5  torpedo  sand  and  2.5  {\  to  f  in.  limestone, 
with  a  surface  dressing  above  ground  of  §  in.  of  1  :  1  :  1|  mortar 
composed  of  cement  torpedo  sand  and  f: 
To  the  mortar  is  added  o '■'.   .,' rnica  for  • 
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the  surface  is  quickly  brushed  with  muriatic  acid,  then  drenched 
with  water  and  brushed  over  with  a  broom. 

Cost.  —  About  two  gallons  of  acid  is  used  for  each  post. 
Weight  when  finished  2000  lb.  Cost  of  manufacture  $16  to  $19 
each. 

Fig.  152b  is  a  reinforced  concrete  lamp-post.  It  is  cast  in 
three  distinct  parts,  shaft,  base  and  cap;  when  set  up  it  is  se- 
curely anchored  to  the  concrete  foundation  by  twisted  steel 
reinforcing  rods. 

Train  Sheds. 

The  advent  of  reinforced  concrete  or  steel  encased  in  con- 
crete has  brought  about  an  entire  change  in  the  design  of  train 
sheds.  In  place  of  the  high  one  span  structure  which  was 
almost  universal  a  few  years  ago  the  low  short  span  type  of 
shed  with  posts  is  now  most  in  evidence  for  new  structures  of 
this  character. 

The  low  shed  has  many  advantages  over  the  high  shed,  and 
is  not  only  cheaper  in  first  cost  but  also  in  maintenance.  The 
latter  item  in  the  old  type  of  shed  was  always  a  very  heavy 
burden.  In  addition  the  sulphuric  fumes  from  the  locomotives 
was  an  element  of  danger  to  the  steel  work  that  had  to  be 
closely  watched,  and  the  shed  itself  was  not  altogether  free 
from  leaks  and  other  defects  that  required  constant  attention. 

The  disadvantages  in  connection  with  the  use  of  columns  in 
the  interior  of  a  train  shed,  whereby  the  low  shed  is  made  pos- 
sible, such  as  the  danger  of  a  fall  of  the  roof  in  case  of  a  derail- 
ment or  a  boiler  explosion  wrecking  one  or  more  columns  has 
been  largely  discounted  as  it  has  been  found  that  these  possi- 
bilities are  so  remote  as  to  be  almost  negligible.  Most  of  the 
low  sheds  so  far  have  been  built  with  columns  in  the  center  of 
the  passenger  platform.  It  would  seem,  however,  that  there 
are  no  great  objections  to  putting  the  columns  between  tracks, 
leaving  the  platforms  clear  for  the  convenience  of  passenger 
traffic  and  trucking. 

Figs.  154  and  155  illustrate  the  two  designs,  one  with  posts  in 
the  center  of  platform  and  the  other  with  posts  between  tracks 
from  which  it  will  be  noted  the  design  for  columns  between  trackSj 
increases  the  height  of  the  shed  so  that  the  area  of  enclosed  spac^ 
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is  somewhat  prpatcr  than  for  tho  do^^i^ii  with  culumii-  on  il,.. 
platform. 

It  is  tigun-il  in  the  eompari.'^on  that  a  1  l-ll.  platform  wiihout 
posts  is  equivalent  to  a  IG-ft.  platform  with  posts  ami  that 
track  centers  woukl  have  to  be  about  15  ft.  to  take  care  of  the 
I>osts  l>etween  tracks  as  against  13  ft.  centers  without  posts. 

One  of  the  very  important  features  in  connection  witli  train 
shed  and  platform  construction  is  the  drainage  and  the  means 
taken  to  carry  the  storm  water  from  the  roof,  especially  in  cold 
climates  where  alternate  freezing  and  thawing  takes  place  and 
the  outlets  ami  downspouts  are  quickly  clogged  up  witii  ice. 
All  sheds,  wherever  po.>^sible.  should  he  built  with  a  continuous 
slight  down  grade,  away  from  the  concour.><e  or  midway.  Stpiare 
dov^Tispouts  are  commonly  used  of  large  dimensions  run  where- 
ever  possible  in  straight  lines  without  bends.  When  a  change 
of  direction  is  necessary,  cast  iron  or  concrete  boxes  siiouM  be 
built,  into  which  the  downspouts  should  connect,  the  i)ox  being 
connected  independently  to  the  main  drain;  these  boxes  an^ 
usually  built  at  the  junctions  of  downspouts  and  the  cross 
drains,  and  serve  as  manholes  and  inspection  chandjers.  A 
line  of  steam  pipes  is  sometimes  run  alongside  each  downspout 
connecting  with  a  main  through  which  exhaust  steam  can  be 
conveyed  at  certain  periods  so  as  to  keep  the  downspouts 
clear  of  ice. 

C.  &  N.  W.  Ry.  Train  Shed.  —  The  shed  is  of  the  Bush  type 
320  ft.  wide,  varj'ing  in  length  from  740  to  940  ft.  Single  row 
of  columns  are  placed  in  the  center  of  each  platform  spaced 
25  ft.  G  in.  center  to  center  longitudinally  and  38  ft.  9  in.  tran.s- 
versely.  The  main  cross  roof  supports  are  curved  plate  girders 
supported  on  columns  consisting  of  two  12-in.  channels  connected 
with  lacing  bars.  The  columns  are  braced  longitudinally  by 
struts  compo.scd  of  two  10-in.  channels  with  a  half-inch  bottom 
plate  18  in.  wide.  The  smoke  ducts  are  lattice  girders  en- 
cased in  concrete  and  the  roof  framing  con.sists  of  eye  beam 
rafters  and  bulb  angle  purlins  upon  which  is  a  2J-in.  concrete 
roofslab  reinforced  with  wire  mesh,  and  covered  with  composi- 
tion roofing. 

In  each  bay  there  are  5  ft.  wide  wire  gla.ss  .skylights  over  the 
platforms,  and  a  central  row  of  ventilators.     The  smoke  duct 
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projects  far  enough  above  the  roof  to 
take  care  of  roof  drainage  and  is  sup- 
posed to  be  far  enough  below  to 
prevent  rain  and  snow  from  reach- 
ing the  platform.  The  roof  drainage 
is  led  to  gutters  in  the  valleys  and 
thence  bj^  downspouts  at  alternate 
columns  to  the  sewer  connections. 
A  snow  load  of  20  lb.  per  square  foot 
was  assumed  for  the  roof  loading. 

Platform  and  Train  Shed  Floor.  —  The 
train  shed  floor  is  carried  by  steel 
girders  and  columns  resting  on  con- 
crete piers  and  footings  with  pile 
clusters  and  has  a  solid  floor  of 
concrete  resting  upon  shelf  angles  on 
the  girders  and  track  stringers  well 
drained  and  waterproofed.  To  avoid 
vibration  the  floor  was  made  16  in. 
thick  and  for  the  platforms  about  6 
in.  thick.  In  each  case  there  is  a 
2-in.  surface  of  mastic  asphalt  upon 
the  concrete  with  a  layer  of  burlap 
in  the  asphalt.  The  platforms  are 
16  ft.  wide  and  8  in.  above  top  of 
rail. 

Lehigh  Valley  Train  Shed.  —  A 
shed  with  posts  between  tracks  of  the 
Bush  type  w^as  built  recently  at  the 
old  Lehigh  Valley  depot  at  Buffalo 
as  it  was  found  to  be  more  suitable 
for  existing  conditions  than  a  shed 
with  posts  in  the  center  of  platform. 
(Fig.  155.) 

The  columns  between  tracks  have 

a  clearance  of   14  ft.  and  are  built 

14    ft.  8-in.  centers,    the   width   of   column   being   8   in.     The 

platforms  are  5  ft.  from  center  of  track  and  about  14  ft.  3  in. 

wide,  and  6|  in.  above  top  of  rail. 
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The  columns  are  spaced  33  ft.  centers  longitudinally  and  are 
built  of  sections  with  the  web  parallel  to  the  track.  Curved 
plate  girders  constitute  the  main  truss  supports  with  lattice 
steel  trusses  forming  the  longitudinal  purlins,  those  acting  as 
the  smoke  ducts  being  encased  in  concrete;  the  roof  covering  is 
of  concrete  slab  construction  finished  on  top  with  composition 
roofing. 

The  ]3latforms  are  built  of  concrete  on  cinder  fill  as  sho-^ii, 
Fig.  156.  The  sidewalks  are  8  in.  thick,  14  ft.  wide;  the  platform 
slab  is  6  in.  at  the  outer  edge  and  7^  in.  at  the  center  and  has  a 
reinforcement  of  triangular  wire  mesh.  Beneath  the  platform 
and  between  walls  a  bed  of  6  in.  tamped  cinders  is  placed  before 
laying  the  concrete. 


rig.  155.     Cross-section  of  Typical  Bay  —  Eye  Bolts  Used  in  Wall  Detail. 
L.  \'.  Train  Shed  at  Buffalo. 


A  detail  of  the  Kepplar  roof  lights  used  on  this  shed  is  shown, 
Fig.  156,  and  is  built  of  6  in.  units  with  steel  reinforced  cement 
ribs. 
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C.  P.  R.  Train  Shed.  —  The  train  shed  reci'iUly  built  at  Mon- 
treal, r.  <l.,  is  of  the  Bush  type,  the  layout  comprising  sei)aratc 
passenger  and  trucking  platforms.  The  columns  are  placed 
alongside  the  center  of  each  piissenger  platform  and  are  46  ft. 
centers  crosswise  and  28  ft.  centers  longitudinally.  The  main 
cross  roof  supports  are  curved  trusses,  which  support  the  longi- 
tudinal steel  purlins  and  lattice  trusses  forming  the  smoke  ducts, 
the  latter  being  encased  in  concrete.  The  roof  covering  is  of 
concrete  slab  construction  reinforced  with  wire  mesh  and  fin- 
ished on  top  with  asbestos  roofing  composition.     (Fig.  157.) 

The  skyhghts  rise  above  the  main  roof  and  are  very  pro- 
nounced and  give  a  verj'  much  larger  amount  of  light  and  venti- 
lation than  is  usual  in  this  type  of  shed  and  while  it  may  have 
some  advantage  in  this  respect  over  the  flat  style  of  skylights, 
the  latter  has  certainly  a  more  simphfied  appearance  and  will 
not  hold  drifting  snow  to  the  same  extent  as  the  former.  The 
fact  that  the  smoke  ducts  are  open  all  the  way  throughout  the 
length  of  the  shed  is  more  than  sufficient  for  all  the  ventilation 
necessary-  and  the  less  projections  on  a  roof  the  easier  it  will 
be  A*'ind  swept  and  kept  clear  of  snow. 


Fig.  158.     C.  r.  1^  rassenger  Platform. 
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Fig-  159.     C.  P.  R.  Baggage  Platform. 
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Platforms.  —  The  passenger  platforms  are  16  ft.  wide  and  the 
trucking  platforms  10  ft.  Their  construction  is  shown  in  Figs. 
158  and  159.  The  side  walls  are  6  in.  thick  with  a  footing 
course  resting  on  a  broken  stone  fill.  The  platforms  are  6^  in. 
thick  and  reinforced  with  f-in.  square  steel  bars  at  about  15  in. 
centers;  most  of  the  filling  under  the  platforms  was  of  broken 
stone.  Farm  drains  of  4  in.  tile  were  laid  lengthwise  about 
2  ft.  3  in.  below  the  track,  connecting  with  the  cross  drains  at 
every  alternate  column,  the  latter  being  6  in.  cast  iron  pipe 
carried  under  the  tracks  crosswise  and  connected  to  the  main 
sewer. 

An  improvement  to  this  design  would  be  to  let  the  platform 
portion  project  over  the  wall  on  each  side  so  as  to  cast  a  shadow 
which  would  give  a  better  appearance  and  make  a  better  drip  for 
waste  water,  etc.,  when  washing  or  cleaning  platforms. 

Cost  of  Train  Sheds.  —  The  range  of  prices  for  train  shed 
work  is  bound  to  be  very  variable  depending  upon  the  kind  of 
shed,  the  loading  figured,  its  height,  width  and  the  amount 
and  kind  of  light  and  ventilation  desired.  The  nearest  method 
for  different  designs  is  to  take  the  cubic  contents  and  compan 
the  prices  per  cubic  foot  of  enclosed  space,  rather  than  the  cosi 
per  square  foot. 

For  sheds  of  the  types  shown,  the  following  units  may  be  o 
service : 

Cost  of  train  shed  (not  including  platforms, 

foundations  or  drains  below  platforms) ....      6  to  10  cents  per  cu.  ft. 
Cost  of  train  shed  (not  including  platforms, 

foundations  or  drains  below  platforms) ....     SI .  10  to  S2. 25  per  sq.  ft 

Pounds  of  steel  per  square  foot  of  roof 16  lb.  to  20  lb. 

The  cost  of  reinforced  platforms  including  the 

excavation  and  stone  filling  under,  as  well  as 

the  curbing.  Figs.  158  and  159,  average  per 

square  foot 40  to  60fi 
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Station  Platform  Canopies.  —  The  invortod  typo  of  station 
riiiopics  shown  in  rifi>.  l('»l)  ami  Itil  illnstratos  tiio  (h'sijrns  on 
the  X.  V.  C.  The  roof  is  supported  hy  one  row  of  posts  down 
the  center  of  the  platform  and  drains  to  the  center,  tiie  water 
l)oinp  carried  off  by  downspouts  inside  the  posts. 

Fig.  161  is  for  platforms  u.^ed  exclusively  for  pas-scnger  busi- 
ness and  Fig.  100  is  for  platforms  used  both  for  freight  and 
passenger.  In  the  former  case  the  butterfly  extension  covers 
the  platform  to  a  greater  extent  than  the  latter,  as  is  shown  by 
the  clearances.  The  posts  are  made  of  four  light  angles  or  two 
channels,  placed  back  to  back,  with  steel  brackets  antl  purlins, 
the  roof  boards  being  nailed  to  nailing  strips  secured  to  the  tops 
of  the  beams  and  covered  with  composition  roofing. 

The  cost  of  this  t\'pe  of  platform  roof  may  be  estimated  at 
$1.2.5  per  square  foot,  which  includes  the  ordinary  foundation 
for  the  posts  .5  ft.  below  ground,  but  does  not  include  any  j)lat- 
form  or  drainage  below  and  beyond  the  platforms. 
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Fig.  160.     X.  Y.  C.  Buttorfly  Pbtform  .Shed.  Passenger  and  Freight  TrufTu', 
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Fig.  161.     X.  Y.  C.  Butterfly  Platform  .ShwJ    P 
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Platform  Shelters,  Southern  Pacific  Co.  —  The  new  station 
of  the  Southern  Pacific  Co.  at  Los  Angeles,  Cal.,  has  the  plat- 
forms covered  by  shelter  roofs  built  of  reinforced-concrete 
units.  The  roofs  are  of  the  "  butterfly "  or  concave  type, 
sloping  down  from  the  eaves  to  a  central  gutter.  There  are 
four  platforms  740  ft.  long  and  16  ft.  wide,  with  roofs  18  ft. 
wide. 

The  main  construction  consists  of  a  central  row  of  T-hei^d 
columns,  spaced  20  ft.  center  to  center  and  carrying  two  rows 
of  roof  slabs  20  ft.  long.  (Fig.  IGla.)  The  columns  are  12" 
X  24"  at  the  base  and  12"  X  18"  at  the  top,  with  caps  or  heads 
10  ft.  long  and  17  in.  deep.  On  each  side  of  the  cap  is  a  recess, 
forming  a  shelf  for  the  end  of  the  roof  slab. 
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Fig.  IGla.     Placing  Roof  Slabs. 


Reinforcing  bars  projecting  from  the  ends  of  the  slabs  lap 
each  other  over  the  top  of  the  cap  and  are  embedded  in  cement 
mortar,  which  is  filled  in  over  the  cap  to  the  level  of  the  slabs. 
The  longitudinal  joint  between  the  sla])s  is  also  filled  with  oement 
mortar.  A  roofing  composition  is  laid  upon  the  completed 
shelter.  At  intervals  of  about  340  ft.  an  expansion  joint  is 
provided,  covered  with  copper  flashing. 

The  roof  slab  has  a  minimum  thickness  of  4  in.  (increased  to 
give  an  incline  for  drainage)  and  is  stiffened  by  si.x  transverse 
ribs.  The  columns  are  set  in  sockets,  18  in.  deep,  in  pedestal 
footings. 
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A  variation  in  tliis  construction  is  rctiuircd  where  tlu^  incliiifd 
ramps  connect  the  platforms  with  the  subway  beneatli  the 
tracks.  Here  tlie  roof  is  carried  by  tw'o-cohnnn  bents,  as 
shown  in  Fijj;.  lOlb.  Tliese  columns  are  8"  X  12",  comiecled 
by  an  arched  cap.  They  are  set  in  steel  sockets  in  the  steel 
framing  of  the  subway  roof.     Engineering  News,  July  13,  10 Hi. 


SECTION  THROUGH  INCLINE  ELEVATION 

Fig.  161b.     Concrete  Platform  Shelter  with  Two-Post  Bents  Spaiiiiiiig 
IncUne  Approach. 

C.  P.  R.  Platform  Shelter.  (Fig.  162.)  —  Umbrella  type  of 
platform  shelter  16  ft.  wide,  with  main  posts  8"  X  10"  —  14-ft. 
centers,  ridge  plate  11"  X  3",  rafters  and  ties  2"  X  6"  with 
■4"  X  6"  supports,  and  4"  X  6"  run  beams,  roof  covered  with 
l|-in.  matched  boarding,  and  galvanized  iron,  ready  roofing  or 
shingles  on  top;  the  main  posts  are  supported  on  round,  flatted 
cedar  sills  about  6  ft.  below  the  platform,  braced  both  sides, 
and  held  laterally  by  the  platform  joists.  The  platform  is  made 
of  3-in,  plank  on  top  of  11"  X  3"  joists  on  split  cedar  sills  at 
about  7-ft.  centers. 

Estimated  cost  per  square  foot  of  covered  space  without 
platform,  30  cents;  with  platform,  55  cents;  does  not  include 
any  piping  or  drainage. 
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Fig.  162.     C.  P.  R.  Wood  Umbrella  Platform  Shelter. 
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CHAPTER   X^^I. 
ROADWAY  BUILDINGS. 


Tool  Houses.  —  In  the  maintenance  of  track  the  road  is 
divided  into  sections  ranging  from  4  to  8  miles  or  thereabout, 
each  section  being  looked  after  by  a  gang  of  men  under  a  fore- 
man who  is  responsible  for  its  safety  to  the  roadmaster.  A  tool 
house  to  hold  the  hand  car  and  tools  is  usually  provided  for 
each  section,  and  is  generally  located  on  the  right  of  way  close 
to  a  public  road,  or  near  a  station,  and  within  easy  reach  of  the 
section  foreman's  house;  it  is  set  back  far  enough  so  that  the 
hand  car  can  be  pulled  out  to  stand  clear  of  the  tool-house 
door  when  open,  and  passing  trains,  placed  when  possible  along- 
side the  main  track  clear  of  switches.  The  minimum  distance 
from  rail  and  the  sizes  of  the  houses  recommended  by  the  Amer. 
Ry.  Eng.  Assoc,  are  shown  on  the  following  sketches. 
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pommende*!  A.  R.  L.  A.-.-^oc.  Tj-pical 
on  Tool  House,  Cla.s.-«?^  -1  and  B. 
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Recommended  A.  R.  E.  Ahhoc.  Typi. 
cal  Section  Tool  Houae,  Cla«H  C 


Approximate  costs: 

Tool  house  -1,  14'  X  20',  about  S200. 

Tool  house  /i.  12'  X  18',  alxjut  S150. 

Tool  house  C,  KT  X  14',  about  SI  00. 

The  C.  P.  R.  Standard  single  and  double  tool  hou.ses  are  illus- 

ited,  pages  340  and  :i41 ,  and  may  briefly  be  described  as  follows: 
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Plank  or  cedar  sill  foundation  for  flat  ground,  and  cedar  posts 
6-in.  diameter  about  5-ft.  centers,  or  old  bridge  stringers,  when 
on  sloping  ground. 

Sill  4"  X  4"  all  round  the  outer  walls,  joists  4"  X  6"  at  2-ft. 
centers,  covered  with  2-in.  plank. 

2-in.  by  4-in.  studs,  2-ft.  centers  doubled  at  door  openings 
and  all  corners,  4"  X  4"  wall  plates  7  ft.  high  from  floor,  out- 
side boarded  with  |-in.  rough  plank  finished  with  seven-eighths 
ship  lap  or  drop  siding  with  1"  X  5"  planed,  top,  bottom  and 
corner  boards. 

Rafters,  2-in.  by  4-in.,  2-ft.  centers,  one-third  pitch  roof  cov- 
ered with  |-in.  rough  boards  and  shingles  with  building  paper 
between,  gable  ends. 

A  small  window  is  provided  at  each  end,  a  double  door  facing 
the  track,  opening  outwards,  about  7  ft.  wide,  with  stringers 
and  light  platform  from  the  house  to  the  track,  for  convenience 
in  taking  the  hand  car  out  and  in.  The  door  is  provided  with 
chain  staple  and  switch  padlock. 


Fig.  163.     C.  P.  R.  Single  Tool  House. 
Approximate  estimate  of  cost. 

SINGLE  TOOL  HOUSE.    (Fig.  163.) 


Quantities. 

Material. 

Labor. 

Total  ■mit. 

Cost. 

2000  ft.  R.  M.  lumber  per  thousand 
ft.  li.  M..  .                           

$17.00 
2.00 
3.00 
5.00 

$13.00 
2.00 
2.00 
7.00 

$30.00 
4.00 



$60.00 

2000  .shingles  per  thousand 

Hardware  and  glass 

8.00 
5.00 

Painting 

12.00 

Total 

$85.00 

il 
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Fig.  1C4.     C.  P.  R.  Double  Tool  House. 
Approximate  estimate  of  cost. 


Quantities. 


3500  ft .  B.  M.  lumber  per  thousand 

ft.  B.M 

4000  shingles  per  tho>u«<anfl 
Hardwarf  and  glass 


Material. 

I^bor. 

Total  unit. 

Cost. 

$17.00 
2.00 
6.00 

0  f)0 

$13.00 

2  00 

4.00 

12  fwi 

$:}0  00 
4.00 

$105  00 
10.  CM) 
10  00 
21  00 

$152.00 

The  B.  &  O.  section  tool  houses,  Figs.  165  and  160.  present 

ven'  neat  appearance  and  are  simple  in  design. 

The  size  of  the  Xo.  1  hou.'je  is  10'  X  14'.  the  frainitig  is  2"  X  6" 
stud.s  doubled  at  the  corners;    the  building  is  sheathed  on  the 

itside  vv-ith  drop  siding.  The  cost  is  approximately  estimated 
•?1 15  complete  in  place. 

The  Xo.  2  hou.se  is  similar  to  Xo.  1  but  is  onlv  8'  X  10'  and 
the  cost  is  estimated  at  $75  complete  in  plaf ' 


Galv.  iron  ridge  roll 


4Ii^Wood  Sill^^J-H 


DroP-Sidijig  . 


ISH  Note :  'Window  in  this  end  only. 
N  Window  to  be  made  to  slide  to  one 
side  on  the  inside.  A  closed  shutter 
or  door  to  be  made  to  follow  the 
window  to  close  up  the  opening 
when  window  is  drawn  back.  Fast- 
enings to  be  made  to  lock  both 
window  and  shutter  securely. 


FRONT  ELEVATION 


PLAN  SIDE  ELEVATION 

Fig.  165.     B.  &  O.  R.  R.  Section  Tool  House  No.  1. 


nVood  Sill 

FRONT  ELEVATION 
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SIDE  ELEVATIOnV: 
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Fig.  KiC).      B.  it  ().  K     K.  Section  Tool  House  No.  2. 
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Section  Houses.  —  Section  houses  are  built  along  the  right 
of  way  principally  for  the  convenience  of  having  the  trackmen 
live  close  at  hand  to  readily  respond  for  emergency  service  at 
an}'  time.  The  houses  are  usually  framed  structures,  and  are 
built  single  or  double;  the  double  houses  are  convenient  at 
points  where  it  is  necessary  to  keep  two  gangs. 

The  character  of  these  houses  varies  to  suit  the  class  of  labor 
and  the  accommodation  necessary  or  desirable  to  provide  under 
different  conditions.  An  ordinary  single  section  house,  Fig.  167, 
can  be  built  for  $750,  wood  foundation,  or  S900  with  concrete 


ll'.-s  is' 

Bed  Room 
9'i  13' 

FIRST  FLCO^ 


SECOND  FLOOR 

FRONT  ELEVATION 

Fig.  107.     Single  Section  Hou-se. 


foundation.  A  double  hou.se.  Fig.  168,  is  estimated  at  $1400 
with  wood  foundation  or  S1700  for  concrete  foundation.  Their 
construction  would  be  about  as  follows: 

Construction. — Frame  and  partitions,  spruce;  rough  board- 
ing, floors,  clapboards,  outside  and  inside  finish,  frames,  etc., 
trood  quality  native  spruce  or  pine;  shingles,  pines  or  cedar;  all 
mouldings,  doors,  windows,  and  inside  finish,  stock  pattern. 

Cedar  sills  or  posts  about  .5-ft.  centers,  or  when  it  can  be  done 
flieaply,  concrete,  stone,  or  brick  foundation  with  cellar.  Frame, 
2"  X  .3"  studs  at  16-in.  centers,  2"  X  10"  joists  at  16-in.  centers, 
'  ^iUng  roof  joi-sts  and  rafters  2"  X  6"  at  16-in.  centers,  4"  X  3" 
wall  plates  and  runners,  outside  walls  |-in.  rough  boarding,  with 
|-in.  ship  lap,  siding,  or  shingles,  with  building  paper  between, 
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and  1"  X  5"  trim  around  windows,  doors,  porch,  eaves,  etc.  All 
inside  walls  lathed  and  plastered.  Shingle  roof,  |-in.  boards 
with  building  paper  between.  Floors  |-in.  rough  boards  and 
|-in.  finished  floor  with  building  paper  between  for  ground  floor, 
and  |-in.  finished  floor  only  for  upper  story. 


FRONT  ELEVATION 

Fig.  168.     Double  Section  House. 
A-pyroximate  estimates  of  cost. 


Quantities. 

Single  house. 

Double  house. 

Excavation  and  wood  foundation 

$20.00 
35.00 
20.00 

518.00 
82.00 
25.00 
50.00 

$35.00 

Brick                       

70.00 

Hardware                         

35.00 

Carpentrj' 

953.00 

Lath  :uul  plaster 

167.00 

Shinfjlos                           

45.00 

Painting  and  glazing 

95.00 

If  masonry  foundation,  add 

$750.00 
150.00 

$1400.00 
300.00 

Total 

$000.00 

$1700.00 

COMBINATION   SECTION  HOUSE. 
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Combination  Section  House.  —  A  combination  section  house 
adopted  by  the  Lehigh  Valley  for  the  use  of  its  foremen  and 
laborers  pro\ides  a  bunk  room  14'  X  30'  in  rear,  with  separate 
entrance,  and  house  accommodation  in  addition,  comprising  a 
dining  room  and  kitchen  on  the  first  floor,  and  three  bedrooms  on 
the  second  floor.     (Fig.  169.) 

The  structure  is  I5  stories  in  height,  and  is  constructed  of 
hollow  tile  building  blocks,  with  buff  colored  rock  asbestos  stucco 
finish,  and  supported  on  concrete  foundations.  Red  quarry 
floor  tiles  are  used  for  the  bunk  room  floor,  and  pine  floors  for 
the  balance. 

The  bunk  room  is  plastered  with  two  coats  Portland  cement 
mortar,  trowelled  to  a  hard  finish  and  waterproofed;  the  bal- 
ance of  the  house  is  fin- 
ished with  three  coats  ready 
mixed  hard  wall  plaster. 
The  building  is  heated  with 
stoves,  and  a  cellar  is  pro- 
vided for  storage. 

Cost.  —  The  cost  of  this 
building  complete  is  about 
.S3750. 


FIRST  FLOOR 


SECOND  FLOOR 


Fig.  169.     Combination  Section  House. 
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C.  P.  R.  Standard  Section  House.  —  The  standard  C.  P.  R. 
section  house,  Fig.  170,  is  a  two-story  frame  building  on  a  con- 
crete foundation.  It  provides  six  fairly  large  rooms,  three  on 
each  floor,  with  a  partial  cellar  in  the  basement,  or  when  de- 
sired the  whole  basement  may  be  made  into  a  cellar.     The 


^  Drop  Siding 
Tar  Piper 

.  1"^T.  4  0.  Rough  BoardJ 
2*1  4* Studs  at  lo'on. 
Uth  1  Pluter 


GROUND  FLOOR  PLAN 

Fifi.  170.     C.  r.  R.  No.  4  Staiulard  Section  House. 


C.   p.   R.   SECTION    HOUSE. 


347 


house  is  lathed  and  plastered  inside  throughout  and  double 
sheathed  on  the  outside;  the  concrete  walls  are  carried  to  the 
top  of  the  joists  at  the  ground  floor  level. 

The  average  cost   of  the  house  complete  is  from  81800  to 
$2100. 


iPoeU 
SECTION  A-A 


Fig.  170  {Continued).    C.  P.  R,  No,  4  Standard  Section  House. 
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C.  P.  R.  Double  Section  House.  —  Fig.  171  illustrates  a 
double  section  house  as  built  on  the  C.  P.  R.  The  foundation 
may  be  of  cedar  sills  or  concrete  with  a  basement.  The  ground 
and  first  floor,  including  the  roof,  etc.,  are  built  of  timber 
throughout.  This  layout  provides  three  rooms  downstairs  and 
three  rooms  upstairs  with  two  chimneys  for  each  house.  The 
studding  for  the  outer  walls  is  2"  X  4"  and  the  inside  walls  are 
2"  X  3",  all  at  16"  centers.  The  exterior  is  covered  with  T. 
and  G.  boards  with  a  layer  of  felt  and  finished  with  shingles. 
The  interior  is  lathed  and  plastered  throughout. 

The  cost  of  this  structure  on  cedar  sill  foundation  was  $2800, 
the  details  of  which  are  given  below.  When  concrete  founda- 
tion is  desired  the  cost  would  be  about  $3500. 

Approximate  cost  of  a  double  section  house. 

Excavation  and  clearing $  150.00 

400  ft.  cedar  sill  foundation  ®  15^ 60.00 

25,000  ft.  B.  M.  lumber  @  $40.00 iOOO .00 


Doors  and  windows. 

34,000  shingles  @  $5.00 

800  yds.  plaster  @  35^ 

36  yds.  rough  cast  @  50)i 

5  squares  tar  and  gravel  @  $6 .  00 

5000  brick  and  lime  for  chimney  ©  $20.00. 

Hardware,  etc 

50  gallons  paint  @  $2. 50 


375 . 00 
170.00 
280 . 00 
18.00 
30.00 
100.00 
192.00 
125.00 

$2500.00 
300.00 

Total $2800.00 


Supervision  and  contingencies  about  10  per  cent. 


GROUND  FLOOR  PLAN 

Fig.  171.     C.  p.  R.  Double  Section  House. 
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Fig.  171  (Continued).     C.  P.  R.  Double  Section  Hoase. 
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Rest  Houses.  —  One  of  the  important  features  about  a  rest 
house  is  to  obtain  a  good  site  for  it.  As  often  as  not  it  is  located 
in  the  corner  of  a  yard  where  it  is  subjected  to  noise  and  peri- 
odical deluges  of  smoke  from  the  roundhouse  which  not  only 
causes  irritation  and  dissatisfaction,  but  also  adds  greatly  to 
its  maintenance  as  it  requires  constant  painting  to  keep  the 
building  from  looking  dingy. 

It  is  claimed  that  the  men  coming  in  tired  at  all  hours  do  not 
care  to  walk  very  far  and  in  consequence  the  nearer  the  house 
is  to  his  cab  or  caboose  at  the  end  of  his  run  the  better  he  likes 
it.  The  same  also  applies  when  he  is  called  for  duty,  the  closer 
he  is  the  less  time  it  takes  to  get  ready. 

Whilst  these  have  a  bearing  on  the  location,  freedom  from 
smoke  and  noise,  attractive  outlook  and  genial  surroundings 
have  a  value  in  efficiency  that  is  too  often  overlooked  and 
more  money  is  often  spent  in  trying  to  counteract  a  poor  site 
by  providing  lavish  indoor  attractiveness,  that  would  otherwise 
not  be  necessary  if  the  site  had  been  more  congenial. 

These  houses  very  often  furnish  room  and  board  for  office 
and  shop  hands  as  well  as  trainmen  and  the  designs  vary  to 
suit  local  conditions.  In  the  larger  houses  the  layout  is  in  the 
nature  of  an  up-to-date  hotel,  with  office  and  help  accommoda- 
tion, check  room,  safe,  lockers,  bunks,  beds,  reading  and  writing 
rooms,  lecture  hall,  bowling  alleys,  billiard  room,  baths  and 
showers,  lavatories,  as  well  as  ample  kitchen  accommodation 
and  equipment,  besides  store  rooms,  ice  and  refrigeration,  heat, 
fire  protection,  electric  light,  attractive  furnishings,  provision 
for  future  extension  and  good  ventilation  and  sanitation. 

The  Railway  Branch  of  Y.  M.  C.  A.,  working  in  conjunc- 
tion with  the  railroads,  has  established  a  great  number  of 
boarding  houses  or  hotels  at  many  of  the  principal  divisional 
points,  which  prior  to  their  advent  did  not  provide  the  proper 
class  of  accommodation  for  railway  men.  It  is  claimed  by 
many,  however,  that  as  good  results  could  be  obtained  by  com- 
pany operation,  under  the  Sleeping  and  Dining  Car  Depart- 
ment. 

Two  Story  Rest  House.  —  .V  two  story  type  of  rest  house  to 
accommodate  fifty  men  is  shown  in  Fig.  172.  In  place  of  the 
usual  dining  and  reading  room,  a  large  lounge  room  is  provided 
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Fig.  172.     Two  Story  Rest  Hou^e. 
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with  an  open-fireplace  and  vestibuled  entrance.  It  also  pro- 
vides a  large  number  of  bath-rooms,  and  locker  accommoda- 
tion in  the  corridors.  A  veranda  7  ft.  9  in.  wide  is  built  on 
three  sides  of  the  house.  If  desired  showers  can  be  substituted 
for  baths. 

The  building  is  a  frame  structure  30  ft.  deep  by  60  ft.  in  length, 
on  concrete  foundations,  and  is  lathed  and  plastered  inside 
throughout. 

The  approximate  cost  under  ordinary  conditions,  including 
steam  heating,  electric  light,  and  drainage,  is  $9500. 

Bunk  Houses.  —  The  smaller  class  of  building  is  commonly 
called  the  bunk  house  and  these  are  usually  provided  by  the 
railway  for  the  trainmen  only  at  points  where  crews  have  to 
lay  over,  when  away  from  their  home-quarters,  or  where  the 
town  is  too  far  away  from  the  junction  point,  or  where  there  is 
no  accommodation  for  railway  men. 

C.  P.  R.  No.  I  Standard  Bunk  House.  —  The  No.  1  C.  P.  R. 
Standard  Bunk  House,  Fig.  173,  will  accommodate  twenty-two 
men.  The  arrangement  provides  a  series  of  rooms  which  hold 
from  two  to  three  double  bunks,  so  that  an  engine  crew  can  be 
accommodated  in  one  room,  the  idea  being  that  when  a  crew  is 
called,  the  others  in  the  house  are  not  disturbed. 

This  house  is  30  ft.  deep  by  57  ft.  long,  and  contains  five  bunk 
rooms  with  17  lockers  located  in  the  corridor,  including  a  fair 
sized  dining  and  reading  room,  an  office  or  store  room,  a  mod- 
erate kitchen,  a  large  lavatory  and  a  bath-room. 

The  structure  is  a  frame  building  on  concrete  foundations 
and  is  lathed  and  plastered  inside.  Screen  doors  and  windows 
and  good  ventilation  are  provid(>d;  a  large  veranda,  8  ft.  wide 
is  located  at  one  end  of  the  building,  returning  14  ft.  on  the  long 
side  of  the  house  to  provide  ample  shade.  Under  ordinar,v  con- 
ditions, this  house  on  concrete  foundation,  including  stoaiu  heat- 
ing, electric  lighting,  septic  tank  and  drainage  is  estimated  to 
cost  $5000.  The  cubical  contents  is  approximately  33,000  cu.  ft. 
and  the  average  unit  price  per  cubic  foot  is  15  cents. 

The  two  tier  bunks,  shown  in  Fig.  174,  are  made  of  iron  with 
wire  springs  and  post  castings  are  provided  to  attach  to  the 
floor.  The  details  are  fashioned  after  the  ordinary  iron  bed 
frame,  made  up  of  light  angle  and  corner  castings. 
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Fig.  173.     C.  P.  R.  Xo.  1  Bunk  House. 

Approximate  cost  of  C.  P.  R.  No.  1  bunk  house. 

Concrete  and  excavation $  480.00 

30,000  ft.  B.  M.  lumber  @  S35.00 1050.00 

Labor  in  erecting 750 .  00 

Windows  and  frames 250 .  00 

Outside  doors  and  frames 75 .  00 

22,000  shingles  (^  »5.50 121.00 

800  sq.  yds.  plaster  (g^  40jf 320.00 

Spikes  and  nails 60 .  00 

Building  paper 24 .  00 

Locks  and  fixtures 75 .  00 

Painting,  tinting,  etc 240 .  00 

Plumbing,  heating  and  drainage 925 .  00 

Bunks  in  place  (iron) 125.00 

4495.00 

Supervision  and  contingencies 505  00 

Total $5000.00 
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I'ig.  174.     Two  Tier  Iron  Bunks, 


SMALL  BUXK  HOUSE. 


355 


Small  Bunk  House.  —  A  small  type  of  bunk  house  15'  X  22' 
to  accoinnioJatc  eight  men  is  shown,  Fig.  175.  This  house  is 
usually  built  on  cedar  sills  directly  on  the  ground,  only  the 
chimney  is  built  of  concrete.  The  structure  is  a  frame  build- 
ing, sheathed  inside  with  |  V-jointed  boards,  and  finished  on 
the  outside  with  T.  &  G.  boards,  a  layer  of  felt  paper  and  clap- 
boards. The  approximate  cost  of  this  house  finished  complete 
is  S600. 


Trap  Door  in 
Kouf  to  Store 
Storm  Sashes 


Clapboards 
Tar  Paper 
I'T.&G.  Rough  Boards 


Fig.  175.     Small  Bunk  House. 


If  a  concrete  foundation  with  a  cellar  under  the  full  area  of  the 
house  is  desired  the  cost  would  be  increased  about  $400. 

Instead  of  shingles  being  used  now  for  roofs  of  this  character 
ready  roofing  of  various  colors  is  quite  common.  The  cost  of 
shingles  has  gone  up  tremendously  in  the  last  few  years  and  in 
many  cases  it  is  not  as  cheap  a  roof  as  the  prepared  roofing  now 
on  the  market. 
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Fig.  175  {Co7ilimied).    Small  Bunk  House. 
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Bunk  House  for  Section  Men.  —  A  type  of  dwelling  for  sec- 
tion men  used  on  the  B,  &  O.  R.  R.  is  shown,  Fig.  176.  The 
building  is  12'  X  36'  of  frame  construction  throughout.  The 
accommodation  provides  a  large  kitchen  and  sleeping  quarters 
for  six  double  tier  bunks.  The  house  rests  on  wooden  sills  and 
is  sheathed  outside  and  inside  with  T.  &  G.  boards.  Two  venti- 
lators are  installed  in  the  sleeping-room  and  a  smoke  jack  and 
cupboard  is  provided  in  the  kitchen. 

The  cost  of  this  type  of  building  is  estimated  to  be  $600. 

Box  Car  Bunk  House  for  Section  Men.  —  Another  tj^pe  of 
dwelling  for  section  men  on  the  B.  &  O.  Ry.,  using  an  old  car 
body  as  the  bunk  and  dining-room  accommodation  with  a  lean-to 
kitchen  tacked  on,  is  shown,  Fig.  177. 

The  old  car  rests  on  a  wood  sill  foundation  and  is  approxi- 
mately 8'  X  36'  with  an  8'  X  8'  kitchen  extension;  four  double 
tier  bunks  are  provided  to  accommodate  eight  men.  The  car 
body  has  four  sUding  sash  and  the  method  of  distributing  the 
bunks  at  each  corner  of  the  car  probably  gives  the  maximum 
amount  of  ventilation  and  air  space. 

Figuring  that  old  car  body  is  worth  $50,  the  cost  of  build- 
ing the  kitchen  extension  and  making  the  alterations,  etc.,  to 
conform  with  the  plan,  the  entire  building  is  estimated  to  cost 
$250.  It  should  be  noted  that  the  kitchen,  etc.,  is  well  ventilated 
and  that  summer  blinds  are  provided,  as  well  as  fan  lights  over 
the  doors.  The  larger  type  of  houses  for  buildings  of  this  char- 
acter are  known  as  rest  houses,  where  accommodation  is  provided 
for  a  big  crowd  of  men.  Such  houses  are  discussed  and  described 
on  page  350. 
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Fig.  178.     Watchman's  Cabin. 


Watchman's  Cabin.  —  A  cabin  5  ft.  by  9  ft.  suitable  for 
isolated  locations  where  it  is  used  as  living  quarters  by  the  watch- 
man is  shown,  Fig.  178.  A  seat  bunk,  locker  and  small  stove  are 
provided;  in  addition  it  is  usual  to  include  a  coal  or  wood  bin  at 
the  side  or  rear  of  the  cabin.  The  cost  of  this  cabin  is  estimated 
at  $75  to  $90  on  wood  sill  foundation;  the  general  details  and 
construction  are  plainly  shown  on  the  drawings. 
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Freight  Sheds. 

At  large  freight  terminals  where  the 
amount  of  business  requires  separate 
inbound  and  outbound  sheds,  the  out- 
bound house  is  usually  made  narrow, 
about  30  ft.  in  width,  and  the  inbound 
40  to  60  ft.  in  width. 

To  avoid  the  spotting  of  cars  on  the 
track  side  and  also  to  save  trucking 
room  inside  the  house,  a  platform  8 
to  12  ft.  wide  is  sometimes  provided. 
Where  electric  trucks  are  to  be  used  12 
ft.  should  be  the  minimum  width  and 
it  should  bo  protected  by  an  over- 
hanging roof.  In  place  of  platform,  con- 
tinuous doors  along  the  track  side  are 
often  substituted. 

On  the  team  side,  shed  doors  are 
usually  provided  in  each  bay;  some- 
times these  doors  are  arranged  to  open 
outwards  so  as  to  form  a  shelter  for 
the  teams,  but  generally  a  roof  over 
the  door  is  provided  for  this  purpose. 

To  assist  trucking  it  is  recommended 
that  the  floor  of  the  inbound  .shed  be 
sloped  about  1  in.  in  8  ft.  towards  the 
street  and  that  the  outbound  shed  floor 
be  given  the  same  slope  from  the  street 
to  the  track.  In  the  outbound  shed 
scales  are  provided  about  50  to  80  ft. 
apart,  and  in  the  inbound  shed  where 
very  little  freight  is  weighed  one  scale 
to  each  section  or  about  every  200  ft. 
is  sufficient.  Four  ton  dial  scales  are 
recommended. 

C.  P.  R.  Freight  Sheds.  —  A  cross  sec- 
tion of  a  C.  P.  R.  freight  terminal  of  this 
character  is  shown,  Fig.   179,  having  a 
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50-ft.  inbound  shed  and  a  30-ft.  outbound,  with  six  house  tracks 
between  sheds  and  a  transfer  platform  in  the  center;  the  tracks 
are  12  ft.  center  to  center. 

Inbound  Shed.  —  The  50-ft.  inbound  shed  is  shown,  Fig. 
180,  and  is  of  steel  and  concrete  construction  with  a  mill  type 
roof.  It  will  be  noted  that  the  floor  is  4  ft.  above  the  top  of 
rail  and  that  continuous  doors  are  used  on  the  track  side,  the 
posts  being  set  back  7  ft.  6  in.  from  the  front  of  the  building  to 
provide  trucking  room.  In  the  construction  of  the  main  roof, 
the  steel  beams  are  cantilevered  over  the  posts,  and  the  entire 
front  of  building,  including  the  sliding  doors,  is  suspended  to 
the  cantilever  beams.  The  interior  posts  are  20  ft.  centers 
with  steel  eye  beams  running  crosswise,  and  8"  X  12"  wood 
purlins  lengthwise.  A  mill  roof  of  2"  X  3"  plank  laid  on  edge 
over  the  purlins  is  finished  on  top  with  a  composition  or  tar 
and  gravel  roof.  On  the  team  side  of  the  building  the  roof 
cantilevers  10  ft.  over  the  roadway  to  form  a  shelter.  The 
space  between  concrete  walls  is  filled  with  gravel  and  a  3-in. 
narrow  plank  floor  is  laid  on  cedar  sills.  In  preference  to  this 
floor  l|-in.  T.  &  G.  boards  laid  on  4-in.  flatted  cedar  sills  and 
covered  with  |-in.  second  quality  maple  with  a  layer  of  tar 
paper  between  boards  has  been  substituted  at  the  same  cost. 
Another  type  is  the  wood  block  floor  that  gives  good  results  if 
properly  laid  on  a  solid  foundation.  In  this  house  3-ton  scales 
were  located  every  9th  bay,  or  about  180  ft.  apart. 

Fig.  181a  illustrates  the  track  and  rear  elevations.  The  con- 
crete foundation  walls  are  carried  up  to  the  floor  level;  the  doors 
are  the  continuous  slidmg  type  of  wood,  u'on  clad,  hung  on  rollers 
on  metal  runners.  Above  the  doors  as  much  light  as  possible  is 
introduced. 

To  hold  the  Iniilding  lengthwise  brace  frames  are  inserted 
between  posts  every  second  panel  high  enough  up  to  clear. 
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Both  the  inbound  and  outbound  houses  are  divided  up  into 
sections  of  about  200  feet  bj*  fire  walls.  The  openings  in  the 
fire  walls  are  protected  by  fire  doors.  The  walls  are  carried  2  feet 
above  the  roof  and  project  one  foot  beyond  the  wall  line  both 
front  and  back.  In  each  section  lavatory  accommodation  is  pro- 
\ided  for  the  shedmen. 
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Fig.  180.     50-ft.  Inbound  Freight  Shed  (Wood  Floor). 
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Fig.  181.     30-ft.  Outbound  Freight  Shed  (Wood  Floor). 


Outbound  Shed.  —  The  30-ft.  outbound  shed  is  shown,  Fig.  181, 
and  is  practically  of  the  same  construction  already  described 
for  the  inbound  shed  excepting  that  scales  are  installed  every 
second  bay  or  about  40  ft.  apart.  The  sliding  doors  and  the 
lights  provided  are  shown,  Fig.  181a,  for  the  track  and  rear 
elevation. 
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Fig.  181a.     30-ft.  and  50-ft.  Freight  Shed  Elevations. 
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Cost  of  Inbound  and  Outbound  Sheds.  —  The  cost  of  these  sheds 
with  wooden  floor  on  fill  was  estimated  at  SI. 50  to  $1.75  per 
square  foot  for  ordinary  foundations.  Where  wood  piles  were 
used  the  cost  was  SI. 85  per  square  foot  and  where  concrete  floor 
and  concrete  piling  were  used  the  cost  was  S2.25  per  square  foot. 
The  cost  of  the  office  building  averaged  18  cents  per  cubic  foot. 

The  above  prices  are  for  the  building  complete,  ready  for 
occupation,  including  electric  lighting,  scales,  heating,  plumbing, 
and  ordinary  light  fixtures  as  well  as  two  fire  hydrants  in  each 
section  with  a  hose  cabinet  and  150  ft.  of  hose.  The  estimated  and 
actual  cost  of  the  freight  terminal,  built  in  1914,  was  as  follows: 

Estimated  cost: 

Inbound  shed  50'  X  920',  46,000  sq.  ft.  )  ^  ^.,  .^  ^,,  ,  ^„^  ^^ 
Outbound  shed  30'  X  1000',  30,000  sq.  ft.  }  ^^^'^  §114,000.00 
Transfer  platform  12^'  X  980',  12,250  sq.  ft.,  (^  SI .  10       13,475.00 

S127,4>5.06 

Offices:  two  story-,  362,000  cu.  ft.  @,  18f^ 65,160.00 

Small  portion  of  sheds,  covered  platform,  etc 6,740.00 

§199,375.00 
Acltial  cost: 

Structural  steel  and  erection S32,386.00 

Sheds,  transfer  platform  and  office  building 140,429.00 

Electric  Ughting  and 'heating 8,313.00 

Scales. . 4,788.00 

Engineering  and  supervision 13,459.00 

S199,375.00 
Unit  prices,  per  sq.  ft.,  sheds  and  platform: 

Average  cost  of  sheds  per  sq.  ft $1 .  075 

Cost  of  steel,  7  lbs.  @  3.375^  per  lb 0.230 

Cost  of  lighting  per  sq.  ft 0 .  043 

Cost  of  scales  per  sq.  ft.  (1  every  3200  sq.  ft.) 0.063 

SI. 411 

Add  for  engineering  5  per  cent  approx 0.089 

Total  cost  per  sq.  ft $1 .  50 

Approximate  cost  of  transfer  platform  per  sq.  ft 1 .00 

Cost  of  electric  lighting 0.044 

SI. 044 

Add  for  engineering  5  per  cent  approx 0.056 

Total  cost  per  sq,  ft Si .  10 

Unit  prices,  cu.fl.,  office  building: 

CuVjic  contents  of  office  building  taken  from  bottom  of 
footings  to  top  of  roof,  362,000  cu.  ft. 

Cost  of  office  building,  18c  per  ou.  ft. 

Cost  per  cu.  ft.  for  builder's  contract 11.42f5 

Structural  steel  including  erection 3.66 

Electric  lighting  contract 0.53 

Heating  contract 0.73 

Engineering 1 .  66 

Total  cost  per  cu.  ft TsTOO^ 
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Transfer  Platfonn.  —  The  transfer  platform  is  shown,  Fig.  182. 
The  posts  are  20  ft.  apart  and  the  roof  is  of  the  butterfly 
type.  Concrete  piers  are  phiced  20  ft.  centers  and  the  floor  is 
built  of  3"  X  8"  joists  and  3-in.  plank  resting  on  8"  X  12" 
-leepers.  The  roof  consists  of  steel  brackets  fastened  to  the 
posts,  on  which  are  placed  three  6"  X  10"  X  20'  purhns  and  a 
2-in.  plank  covering,  the  plank  cantilevering  1  ft.  9  in.  over  the 
main  roof  beams.  The  roof  is  finished  with  tar  and  gravel  or 
composition.  Downspouts  4  in.  square  are  placed  ever}'  40  ft. 
to  carry  the  rain  water  from  the  roof.  The  cost  of  this  type 
of  transfer  platform  is  estimated  at  81.10  to  SI. 25  per  square 
foot. 

Cross  Trucking  and  Bridges.  —  In  the  Los  Angeles  local 
freight  terminal  of  the  A.  T.  &  S.  Fe,  three  power  operated 
transfer  bridges  have  been  installed  as  a  means  of  reducing  the 
cross  trucking  distances.  These  bridges  are  illustrated  in  the 
Railway  Age  Gazette,  July  21,  1916. 

The  terminal  consists  of  two  buildings  about  1000  ft.  long, 
geparated  by  seven  house  tracks,  divided  into  three  groups  by 
two  platforms  each  16  ft.  wide  and  connecting  with  a  cross 
platform  at  the  stub  end.  Transfer  bridges  have  been  built 
at  two  points  on  the  length  of  the  shed  to  permit  cross  trucking 
a  cut  being  made  in  a  string  of  cars  opposite  each  bridge,  when 
cars  are  placed,  to  allow  room  for  the  bridge. 

These  structures  consist  of  gallows  frame  of  steel,  spanning 
the  center  pair  of  tracks,  on  w^hich  is  supported  the  operating 
machinery  from  which  the  three  drawbridges  are  raised  and 
lowered. 

The  bridges  consist  of  steel  beams  carr>dng  a  plank  floor; 
one  bridge  spans  three  tracks  and  is  about  43  ft.  long,  and  the 
other  two  are  about  29  ft.  long  each.  Between  tracks  heavy 
-ills  are  placed  on  the  center  line  to  form  supports  for  the  swing- 
ing legs  which  are  used  as  intermediate  supports  to  reduce  the 
span  length. 

The  spans  are  operated  by  means  of  cable  winding  on  drums 
by  7|  horsepower  3  phase  60  C3'cle  alternating  current  motors. 
Worm  drums  are  used  -without  brakes.  One  7f  horsepower 
motor  operates  the  3-track  bridge  and  another  of  the  same  size 
operates  the  two  smaller  ones  simultaneously. 
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Local  Sheds.  —  When  posts  are  not  objectionable  inside  the 
house,  the  Hat  roof  construction  is  probably  the  simplest  and 
cheapest  for  this  class  of  building. 

In  long  wooden  sheds,  brick  gable  walls  are  built  at  each  end, 
and  at  intervals  of  50  to  100  ft.  fire  walls  are  inserted,  the  walls 
being  carried  12  to  24  in.  above  the  roof,  capped  with  a  coping  of 
concrete,  stone,  or  tile. 

Hand  sprinklers  and  fire  hydrants  are  also  introduced  through- 
out the  house  for  fire  protection,  and  in  many  cases  the  sprinkler 
system  is  installed.  This  consists  of  a  series  of  main  and  branch 
water  pipes.  The  mains  are  carried  up  at  frequent  intervals, 
and  the  branches  are  carried  across  the  ceiling  fairly  close,  and 
equipped  with  sprinkler  heads  that  automatically  open  when 
the  temperature  exceeds  a  certain  limit.  Scales  are  also  pro- 
vided to  weigh  freight  when  desired. 

Fig.  a  illustrates  a  32  ft.  wide  shed,  14  ft.  high,  with  trucking 
platform  on  track  side,  posts  16-ft.  centers  both  w^ays.  The 
doors  on  the  track  side  can  be  hung  on  a  double  trolley  track 
overhead,  so  that  they  may  slide  by  each  other,  or  on  sheaves, 
with  counterweights,  to  slide  up  similar  to  the  ordinary  English 
window.  The  doors  on  the  road  side  may  be  16-ft.  or  32-ft. 
centers,  the  balance  of  the  construction  as  per  sketch. 

Approximate  cost.  —  SI. 25  to  SI. 75  per  square  foot  (concrete 
Coor),  or  7  to  10  cents  per  cubic  foot  (concrete  floor),  ordinary 
foundations. 

Fig.  b  illustrates  a  40-ft.  wide  shed,  14  ft.  high,  without  plat- 
forms, with  two  inner  rows  of  posts  at  16-ft.  centers  either  way. 
The  roof  joists  towards  the  track  side  are  cantilevered  out  8  ft. 
and  csLTTy  the  doors  and  lights  over.  With  this  arrangement, 
and  the  doors  hung  on  a  double  trolley  track,  so  that  they  slide 
past  each  other,  there  are  no  posts  to  interfere  with  car  doors, 
and  truck  platforms  are  not  necessary.  The  balance  of  the 
construction  is  shown  on  the  sketch. 

Approximate  Cost  Complete. — SI. 50  to  S2  per  square  foot 
(concrete  floor),  or  7^  to  12  cents  per  cubic  foot,  ordinary  founda- 
tions. 

Fig.  c  illustrates  a  52-ft.  wide  freight  shed  with  platforms 
both  sides,  wood  floor  and  overhanging  roofs.  The  front  posts 
are  S"  X  10"  at  8-ft.  centers,  the  inner  po.sts  8"  X  10"  at  16-ft. 
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LOCAL  SHEDS. 
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Fig.  c. 
Local  Freight  Sheds. 

centers.  The  doors  on  both  sides  are  placed  32-ft.  centers, 
and  arc  hung  on  pulleys  and  weights  similar  to  the  English 
sash  windows,  so  as  to  slide  up.  The  balance  of  construction 
is  shown  on  the  sketch. 

Approximate  cost  complete.  —  75  cents  to  SI. 25  per  square  foot 
of  building  or  3  cents  to  6  cents  per  cubic  foot  of  building,  ordi- 
nary post  foundation. 
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Freight  sheds,  oO  cents  to  75  cents  per  square  foot.  When 
covering  a  large  area  "W'ith  suitable  ground,  so  that  the  floor 
rests  on  natural  soil,  construction  6"  X  8"  posts,  16-ft.  centers 
across  and  along  the  house,  the  posts  resting  on  cedar  sills. 

The  main  roof  beams  are  8"  X  10",  corbeled  over  the  posts 
and  bracketed  at  each  side,  the  rafters  2"  X  8"  at  2-ft.  centers, 
with  1"  X  2"  bridging,  |-in.  roof  boards  on  top,  and  finished 
with  tar  and  gravel  or  read}'  roofing.  The  posts  are  held  cross- 
wise by  2"  X  4"  braces. 

The  floor  is  second  quaUty  hardwood  on  |-in.  rough  boards, 
with  tar  paper  between,  on  3  to  6-in.  flatted  cedar  sills  embedded 
in  the  ground. 

A  wood-built  wall  of  6-in.  cedar  posts  and  3-in.  planks  is 
made  along  the  track  sides.  The  doors  are  hung  on  a  double 
trolley  track  so  as  to  slide  past  each  other. 

Freight  shed,  75  to  100  cents  per  square  foot.  This  is  some- 
what similar  to  above,  excepting  that  the  floor  is  raised  about 
4  ft.  above  the  natural  ground. 

The  B.  <fc:  0.  Freight  Shed,  Fig.  183,  is  a  convenient  type  of  shed 
to  attach  to  an  ordinary'  way  station  where  the  business  is  too 
large  to  handle  in  conjunction  with  the  station.  The  sizes  of 
such  buildings  usually  varj'  to  suit  conditions.  The  average 
width  is  20  ft.  and  the  length  may  be  20  ft.,  30  ft.,  or  40  ft.,  or 
more.  Where  conditions  are  favorable,  concrete  foundations 
are  built,  but  generally  wood  sill  or  wood  posts  are  used,  and 
the  balance  of  the  building  is  of  frame  construction.  The  floor 
joists  are  2"  X  12"  at  16-in.  centers,  covered  with  |  rough 
boards  and  finished  wdth  second  quality  maple  or  other  hard- 
wood. The  walls  are  of  2"  X  6"  studs  at  24  in.  centers,  double 
sheathed  on  the  outside  and  hned  inside  for  a  height  of  5  ft. 
The  roof  timbers  are  also  2"  X  6"  at  24  in.  centers,  covered 
v^ith  T.  <fe  G.  boards  and  either  shingled  or  finished  in  slate  or 
ready  roofing. 

The  cost  of  this  class  of  building  is  approximately,  for  the 
various  sizes,  as  follows: 


Concrete 
foundation. 

Wood  foundation. 

20'  X  30'  without  platform 

$1200 
1600 

2rx)0 

S0.50 

20'^  X  40'  without  platform 

20'  X  oO'  without  platform 

12.W 
HXXJ 

The  piatfoma  may  be  estimated  at  30  cents  per  square  foot. 
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SMALL  FREIGHT  SHED. 
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Fig.  183.     B.  &  O.  R.  R.  20'  by  30'  Freight  Shed. 
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C.  P.  R.  standanl  freight  sheds,  Figs.  184,  185  and  186  arc  of 
flat  roof  construction  with  concrete  or  wood  foundation.  The 
shed  posts  are  8"  X  10"  at  10-ft.  centers,  resting  on  wood  or 
concrete  sills;  the  main  roof  beams  are  8"  X  14"  at  16-ft. 
centers  running  longitudinally,  supported  on  8"  X  10"  corbels, 
and  braced  with  6"  X  9"  struts.  The  roof  timbers  are  3"  X  12" 
at  2  ft.  centers  and  it  will  be  noted  that  they  cantilever  7  ft. 
6  in.  over  the  first  row  of  posts  and  that  the  front  doors  and 
fanlights  are  hung  from  them.  The  doors  sUde  in  two  separate 
trolley  tracks  so  that  one  door  slides  past  the  other;  by  this 
arrangement  no  platform  is  necessary  alongside  the  track  as  the 
front  posts  are  far  enough  back  to  provide  ample  trucking 
room  and  one-half  of  the  entire  shed  can  be  opened  up  at  one 
time  if  desired. 

The  roof  timbers  are  covered  with  Ij-in.  T.  &  G.  boards  over 
which  is  nailed  a  layer  of  felt  paper  well  lapped;  a  finished  roof 
of  ordinary  tar  and  gravel  is  then  placed  on  top. 

The  floor  may  be  3"  X  12"  wood  joists  at  18-in.  centers 
covered  with  rough  boards  and  finished  with  hardwood  on  top, 
the  joists  resting  on  wood  sills,  or  the  portion  between  walls 
may  be  filled  and  the  floor  laid  on  ordinary  flatted  timbers,  or  a 
concrete  floor  4-in.  thick  finished  with  mastic  or  other  compo- 
sition may  be  used. 

The  cost  of  this  type  of  freight  shed,  per  square  foot  of  area, 
for  the  three  different  kinds  of  floor  specified  for  sheds  with 
continuous  doors,  and  sheds  with  platform  in  front  and  one 
door  to  each  bay,  is  about  as  follows: 


Freight  sheds  w-ith  continuous  sliding  doors. 

Different  widths  of  sheds. 

30  ft. 

40  ft. 

50  ft. 

"^hed  with  wood  floor  on  joist.s 

Fig.  186. 

$1.60 
1.70 
1.90 

Fig.  184. 

$1.45 
1..55 
1.75 

Fig.  185. 

$1.35 

'■hed  with  wood  floor  on  fill               

1.45 

Shed  with  concrete  floor  on  fill 

1.65 

Freight  sheds  vt-ith  platforms  in  front. 

>hed  with  wood  floor  on  joists 

$1.50 
1.60 
1.80 

$1..35 
1.45 
1.6.5 

$1.25 

^hed  with  wood  floor  on  fill           

1.35 

>hed  with  concrete  floor  on  fill 

1.55 
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40  AND   50   FT.   SHEDS. 
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Fig.  184.     C.  P.  R.  40-ft.  Freight  Shed  without  Platform. 


Fluhln;  »lfh  Drip 


SECTION  A, 
WOOD  FLOOR  ON  JOISTS 


Fig.  185.     C.  p.  R.  50-ft.  Freight  Slied  without  Platform. 
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Fig.  18G.     C.  P.  R.  30-ft.  Freight  Shed  with  Platform. 


In  the  foregoing  illustration,  Fig.  18G,  are  shown  three  types  of 
floors.  The  first  is  a  wooden  floor  supported  on  joists  and  run 
beams,  the  second  is  a  wooden  floor  on  a  fill,  and  the  third  is  a 
concrete  floor  on  a  fill.  The  concrete  or  filled  floor  should  only 
be  used  when  the  fill  is  good  and  solid;  where  there  is  a  doubt 
it  would  be  better  to  use  a  wooden  floor  with  a  maple  finish 
on  top. 
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Station  and  Freight  Shed  Platforms. 

•PlatformSo  —  The  principal  platforms  built  on  the  railway  are 
those  used  at  passenger  and  freight  stations. 

The  low  platform,  that  is  a  platform  level  with  top  of  rail  or 
a  few  inches  above  top  of  rail  on  account  of  car  equipment 
clearance,  is  in  general  use;  with  a  higher  type  such  as  that 
shown  in  Fig.  189  for  use  in  third  rail  territory.  At  freight 
stations  the  platforms  are  invariably  high.  For  stations,  com- 
bining freight  and  passenger  service,  a  combination  of  high 
and  low  platforms  is  built  connecting  one  with  the  other  by 
ramps. 

At  low  platforms,  baggage  ramps  are  usually  built  at  either 
end  of  the  main  platform  so  as  to  facilitate  trucking  over  the 
tracks.  Fig.  188,  where  there  are  two  or  more  platforms,  or  in 
some  cases  one  crossing  ramp  is  made  about  the  center  of  the 
platform. 

The  clearance  from  gauge  side  of  rail  and  height  of  platform 
is  usually  governed  by  the  car  equipment  in  use  or  by  orders 
issued  by  the  Railway  Boards,  etc.  A  common  figure  is  to 
place  the  platform  2  ft.  6  in.  to  3  ft.  0  in.  from  gauge  line,  at  a 
height  of  5  to  12  in.  above  base  of  rail. 

The  Pennsylvania  clearance  for  passenger  platforms  is  2  ft. 
6  in.  from  gauge  line  and  6  in.  high  above  top  of  rail;  the  N.  Y. 
G.  &  H.  R.  R.  is  2  ft.  10|  in.  from  gauge  and  12  in.  high  above 
base  of  rail  and  the  C.  P.  R.  3  ft.  from  gauge  and  5  in.  above 
top  of  rail. 

The  length  of  platforms  is  dependent  upon  the  average  length 
of  the  regular  trains  stopping  at  the  station  and  the  amount 
of  passenger  business  transacted.  It  is  usual  to  keep  the  plat- 
form 12  to  20  ft.  wide  opposite  the  station  proper  and  then  to 
converge  to  8  or  12  ft.  on  either  side. 

It  is  considered  that  ample  and  conveniently  arranged  plat- 
forms, especially  when  covered  and  provided  with  benches,  will 
allow  of  a  smaller  accommodation  being  provided  inside  the 
passenger  station ;  especially  would  this  be  the  case  for  suburban 
service  or  pleasure  resorts  where  large  crowds  are  handled. 


J?TAT10N    PLATFORMS. 


377 


For  Baggage  _  ,  . 


ScTceaings^ 


5>^'ciass!'B"Concrete 


Class'-B" 
Concrete 


6  Cinder  flUing' 


"Clear  screened  2  broken 
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SECTION 

Fig.  187.     X.  Y.  C.  &  H.  R.  R.  R.  Concrete  Station  Platform. 
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Plat  form 


Platform 


Fig.  188.     C.  P.  R.  Station  Platform. 
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COST  OF  PLATFORMS. 


Passenger  Platforms.  —  The  use  of  timber  for  station  platforms 
has  been  largely  superseded  by  permanent  material  such  as  brick, 
concrete,  asphalt,  cinders  with  a  coating  of  limestone  screening, 
tar,  macadam  and  other  compositions. 

Where  brick  or  other  surface  coatings  are  used,  it  is  generally 
necessary  to  build  a  concrete  base,  and  concrete  or  stone  curbs 
at  the  edges,  providing  in  all  cases  good  drainage  if  the  best 
results  are  desired. 

The  cost  of  the  different  platforms  will  vary  according  to 
local  conditions,  etc.;  the  average  prices  for  estimating  pur- 
poses under  normal  conditions  are  as  follows: 

Cost  of  station  platforms. 

Per  Sq.  Ft. 

Wooden  platforms  on  sills 18^  to  25j^ 

Brick  (vitrified)  laid  flat  on  18-inch  cinder  bed  and  1-in. 

sand . 25^  to  30)!l 

Brick  (vitrified)  4-in.  concrete  base  and  cinder  fill 35^  to  45ji 

Concrete  laid  on  cinder  fill 25^  to  So^ 

Cinder  fill  2-in.  top  limestone  screenings I85*  to  25}^ 

The  above  figures  do  not  include  stone  or  concrete  curb.  A  5"  X  24" 
sandstone  or  concrete  curb  costs  from  50^  to  $1.25  per  lineal  foot  in  place. 

The  brick  platform  is  said  to  have  a  better  footing  than  the 
concrete  type  especially  in  cold  climates  subject  to  snow  and 
frost.  With  permanent  material  water  drains  off  very  readily, 
usually  towards  the  track,  for  which  there  should  be  provided 
tile  or  other  pipe  at  the  bottom  of  the  curbing  to  take  care  of 
drainage. 

The  concrete  platforms.  Fig.  187,  N.  Y.  C.  &  H.  R.  R.  R., 
which  are  a  fair  average  for  this  class  of  work,  are  constructed  as 
follows: 

Platform  is  divided  into  blocks  of  not  more  than  40  sq.  ft. 
area. 

Curbs  are  constructed  adjacent  to  tracks  and  driveways  only 

If  more  than  one  passenger  track  is  used,  a  12-ft.  0  in.  plat- 
form opposite  and  outside  of  additional  passenger  track  or  tracks 
is  provided. 

The  platform  work  is  kept  covered  and  moistened  for  one 
week  after  completion.     A  system   of  metal   reinforcement  is] 
used  in  the  construction  of  the  platform  and  curbs. 

In  wet  ground  or  where  the  volume  of  drainage  is  large  aj 
4-1  u.  farm  tile  drain  as  indicated  on  the  section  is  used  under! 
the  curbs. 


Top  of  High  rassenger  riatf orm  n^  '  _ 


Top  of  Paaaenger  Platf  onn^ 


^  At  Intersection  of  Plane  of 
J_  Top  of  Riiils  and  Face  of  Platform 


Top  of  Rail 
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Fig.  189.     P.  R.  R.  Station  Platforms. 
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Platforms  are  usually  constructed  200  ft.  long. 

TABLE  OF  CONCRETE  PROPORTIONS. 


Class. 

Cement. 

Sand. 

Stone. 

"5" 

1  part 
1  part 

3    parts 
1|  parts 

6  parts 
0 

Finish 

T>iird  Rail 
JErotection 


Fig.  190.     Height  and  Distance  from  Rail  for  Low  Passenger  Platforms  for 

Electrified  Track. 
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Freight  Platforms.  —  At  points  where  the  freight  shed  is  at 
one  end  of  the  station  building,  either  as  an  extension  or  a  sepa- 
rate luiilding  on  the  main  line,  it  is  impossible  to  unload  car-load 
freight  or  heavy  machinery.  On  this  account  it  is  sometimes 
necessar}'  to  erect  unloading  platforms  on  the  siding  delivery 
track,  where  machinery  or  car-load  freight  can  be  handled. 

The  platforms  var}'  in  width  from  8  to  24  ft.  or  more,  and 
should  not  be  less  than  a  car  length,  or  about  30  ft.,  with  a 
ramp  at  one  end,  Fig.  191. 

Approximate  cost.  —  The  cost  of  such  platforms  varies  from 
25  cents  to  50  cents  per  square  foot  erected  complete. 
Paving  Freight  Shed  Teamways. 

Approximate  cost.  —  Paving,  including  filling  excavation  and 
gutters  per  square  yard,  S2.25  to  S3. 25.  Concrete  curbing  1  ft. 
wide  by  1  ft.  6  in.  deep,  per  lineal  foot  in  place,  60  cents  to  SI. 
12-inch  vitrified  tile  drain  pipe  in  place,  per  lineal  foot,  75  cents 
to  SI. 

Grading.  —  Roadway  excavated  or  filled  or  both  to  insure  a 
good  foundation  and  to  conform  with  subgrade. 

Excavate  for  the  curbing  to  such  depths  as  may  be  required  to 
properly  set  the  same  and  insert  a  bed  of  broken  stone  3  or  4  in. 
thick  before  concreting.  Fill  to  subgrade  with  good  gravel, 
thoroughly  pounded,  or  rolled,  and  water  if  necessary  before 
rolling,  all  soft  material  to  be  removed  before  filling,  surplus 
material  to  be  deposited  as  directed  or  removed. 

Paving.  —  Over  the  prepared  subgrade,  lay  a  bed  of  clean 
sharp  sand,  not  less  than  1\  in.  or  more  than  3  in.  thick,  well 
watered  and  rolled  to  a  hard  surface,  to  established  levels. 

Blocks  to  be  4^"  X  o\"  X  10"  to  15  in.  long  or  thereabout, 
free  from  cracks  or  defects,  laid  in  straight  lines  and  in  close  con- 
tact at  sides  and  ends,  to  break  joints  at  least  3  in.,  each  row 
tightened  from  end  to  end  before  closure  is  inserted;  the  whole 
when  laid  to  be  well  rammed  and  rolled  and  brought  to  a  true 
cros.s-section,  and  the  joints  filled  with  sand. 

Drainage.  —  12-in.  tile  pipe  connecting  with  manhole,  laid  to 
established  grades  with  cement  joints. 
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FREIGHT   PLATFORMS. 


_6!i>:L 


Fir  Freight  Platforms 
on  Siain  Running  Tracks 


u 3:3^ 


Fori  Freight  and  Tranter 
Top  of  Platform  >  Pf  at  forms  on  Sidings 
I 


ELEVATION 

Fig.  191.     p.  R.  R.  Standard  Section  through  Freight  and  Transfer 
Platform. 
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Loading  Platforms.  —  Two  types  of  grain  loading  platforms, 
as  used  by  the  C.  P.  R.  at  points  where  grain  is  shipped,  are 
shown,  Fig.  192.  It  will  be  noted  there  is  a  1  in  10  ascending 
grade  and  1  in  G  descending. 

The  filled  platform  with  a  retaining  wall  parallel  wdth  the 
track,  made  of  ties,  is  the  cheaper  one  if  the  filling  can  be  ob- 
tained at  a  reasonable  rate.  Figuring  this  at  50  cents,  the  cost 
per  square  foot  would  be  about  15  cents. 

The  approximate  cost  of  filled  platform  as  shown  would  be 
as  follows: 

180  track  ties,  8  ft.  long  @  75jf S135.00 

260  lb.  iron  in  track  ties  @,5f: 15. 00 

400  cu.  yd.  fill  (a,  oO^f 200.00 

Miscellaneous 35 .  00 

Total S385.00 

The  trestle  type  of  platform  is  more  expensive,  and  where 
traction  engines  are  used  for  hauling  the  3"  X  10"  joists  at  1  ft. 
9  in.  centers  should  be  increased  to  at  least  4"  X  10"  at  15  in. 
centers.  The  cost  of  this  type  of  platform  varies  from  50  to 
60  cents  per  square  foot. 

The  approximate  cost  of  timber  platform,  as  shown,  would  be 
as  follows : 

Timber,  19,000  F.  B.  M.  @  S40.00 S760.00 

Iron  in  timber,  1900  lb.  ^  op 95 .  00 

Filling,  50  cu.  yd.  @»  75)i 37.00 

Miscellaneous 88.00 

Total S980.00 

Comparing  the  two  estimates  given  above,  the  filled  platform 
is  much  cheaper,  and  in  place  of  the  wooden  walls  a  similar  method 
of  cribbing  with  concrete  ties,  when  conditions  are  favorable,  would 
make  this  form  of  construction  much  more  permanent  than  the 
wooden  trestle. 
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Portable  Scales.  —  At  small  stations,  usuallj^  portable  scales 
of  about  2000  lb.  capacit}'  are  used  unless  there  is  considerable 
weighing  of  individual  baggage  when  a  stationary  scale  may 
be  necessarA-.     (  Fig.  192a.) 


PORTABLE  PLATFORM  SCALE  WITH   DROP  LEVER 
M  CAPACITY  2000  LBS. 


Fig.  192a.     Portable  Platform  Scale  with  Drop  Lever. 

Electric  Motor  Trucks.  —  The  electric  motor  baggage  truck 
floor  is  about  30  in.  high  and  is  9  to  12  ft.  long,  and  about  44  in. 
wide.  A  modification  of  the  baggage  truck  has  a  floor  only  9  in. 
high  for  use  in  depressed  track  stations. 

Warehouse  trucks  have  a  depressed  portion  at  one  end  to 
facihtate  loading  and  deUverj'  of  the  load  into  the  end  of  a 
freight  car.  Height  10  in.,  width  about  40  in.  and  length  over  all 
about  9  ft. 

With  the  object  of  avoiding  entirely  the  necessity  for  turning 
around,  the  trucks  are  usually  constructed  with  double  end  con- 
trol, which  permits  of  operation  with  equal  facility  in  either 
direction. 

Space  required  to  turn  is  reduced  by  steering  four  wheels  in- 
stead of  two  and  operation  is  made  identical  in  either  direction 
and  eliminates  the  practice  of  running  two-wheel  steering  trucks 
backward. 

Suflficient  traction   for  all  ordinary   work  is  available   with 
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two-wheel  driving  and  therefore  four-wheel  driving  complica- 
tion is  avoided. 

The  voltage  adopted  on  the  Pennsylvania  was  24  volts  as  the 
minimum.  The  24-volt  battery  has  the  minimum  number  of 
cells  and  connectors  and  consequently  the  minimum  possibility 
of  jar  and  connector  breakage,  the  minimum  cost  per  unit  of 
capacity  and  weight  per  unit  of  capacity. 

It  is  not  customary  to  weigh  express  goods  on  trucks  nor 
commercial  express  excepting  when  there  is  a  considerable 
quantity. 

Capacity  4000  lb.  as  a  maximum  with  a  50  per  cent  overload 
factor  that  can  be  handled  quickly  and  safely  in  congested  en- 
closures, in  consideration  of  the  absolute  necessity  of  quick 
stopping  and  position  control. 

High  speed  has  been  found  of  little  or  no  value  for  the  reason 
that  speed  is  limited  by  the  amount  of  congestion,  etc.,  and  is 
about  6  to  7  miles  per  hour  with  the  empty  truck  and  5  to  6 
miles  an  hour  loaded. 

Station  and  Freight  Scales.  —  The  average  distance  between 
center  of  wheels  of  an  ordinary  three-wheel  baggage  truck  is 
6  ft.  6  in.  to  8  ft.  6  in.  and  the  average  width  center  to  center 
of  tires  3  ft.  The  front  wheel  diameter  is  1  ft.  3  in.  and  the  rear 
wheel  1  ft.  11  in. 

The  average  distance  between  center  of  wheels  of  an  ordinary 
express  truck  is  6  ft.  6  in.  and  the  average  width  center  to  center 
of  tires  3  ft.  The  front  wheel  diameters  are  2  ft.  4  in.  and  the 
rear  wheel  2  ft.  6  in. 

To  accommodate  baggage,  express  and  freight  trucks  the 
C.  P.  R.  standard  3-ton  stationary  scale  platform  is  4'  6"  X  9', 
Fig.  193. 

The  cost  of  a  3-ton  dial  depot  scale  complete,  Fig.  193,  varies 
from  $350  to  $450;  an  average  estimate  of  work  is  as  follows: 

Excavation,  10  cu.  yd.  ^  50(* S  5.00 

Concreto,  1.25  cu.  yd.  Qv,  $10.00 12.50 

Lumber,  440  F.  B.  M.  @,  S50.00 22.00 

2-9  in.  I  l)cams,  21  lb.,  3  ft.  0  in.  loufi,  157  lb.  @  6ff       9.42 

Contingencies 5.08 

$  54.00 

Scale  irons  and  dial  case 346.00 

Erection 25.00 

Total $425.00 
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Fig.  193.     Three-ton  Depot  Scale. 
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Wagon  Scales.  (Fig.  194.)  —  There  are  two  types  of  wagon 
scales  in  general  use.  One  is  known  as  the  Trussed  Lever  Pit 
Pattern  and  the  other  as  the  Suspension  Wagon  Scale.  The 
latter  is  a  little  more  expensive  than  the  former  for  the  scale 
irons.     Their  costs  are  about  as  follows: 

APPROXIMATE  COST  OF  WAGON  SCALES. 


Material. 

8'X14'. 
10  ton. 

8'X14'. 
15  ton. 

8'X22', 
20  ton. 

Scale  irons  platforms 

Pit  with  concrete  walls  and  floor. . 
Timber,  frame  and  floor  over  scale 
Hardware  and  miscellaneous 

$175 

130 

50 

45 

$200 

130 

52 

43 

$300 
200 

82 
68 

Cost  in  place 

$400 

$425 

$650 

FREIGUP    \A11D   CRANES. 
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Freight  Yard  Cranes,  —  Handling  heavy  machinery  and  other 
material  from  flat  cars  can  best  be  accomplished  with  power  by 
means  of  cranes  placed  straddling  one  or  two  tracks  and  a  team 
way  m  the  yard. 

A  40-ton  electric  freight  yard  crane  for  this  purpose  was 
erected  in  the  west  yard  of  the  N.  Y.,  N.  H.  &  H.,  in  Providence, 
R.  I.,  consisting  of  a  4-motor  electric  traveling  gantry  crane 
with  a  main  lift  of  40  tons,  and  a  higher  speed  auxiliary  hoist 
of  5  tons  capacity.  Span  center  to  center  of  runway  rails  55  ft. 
6  in.,  covering  a  wide  driveway  and  two  tracks,  range  of  crane 
travel  about  300  ft.  The  cost  of  the  crane  installed,  including 
foundations,  was  about  S14,000,  and  the  expense  of  operation 
is  about  SlOO  monthly. 

Yard  Crane  Traveling  Tower.  —  An  unusual  yard  crane  has 
recently  been  put  into  service  b}'  the  Cleveland  Railway  Co.  in 
its  new  Harvard  St.  yard,  to  handle  sand,  coal,  broken  stone, 
etc.,  from  and  to  storage  piles,  as  described  in  Eng.  News,  June 
15,  1916.  It  is  a  tower  crane  travehng  on  a  straight  track  and 
equipped  with  a  long  cantilever  jib  carrying  a  traversing  hoist 
from  which  a  grab  bucket  is  suspended. 

Fig.  194a  shows  the  structure  of  the  crane  quite  clearly  and 
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Fig.  194a.     Traveling  Cantilever  Yard  Crane,  Cleveland  Railways  Co, 
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gives  also  the  principal  dimensions.  The  tower  is  carried  by 
two  30-in.  rolled-steel  double-flanged  wheels  at  each  corner. 
The  axle  of  one  wheel  of  each  pair  is  extended  to  take  a  bevel 
gear  driven  through  shaft  and  gear  connections  by  a  motor  just 
above  the  portal.  The  gear  shaft  nearest  the  motor  carries  a 
brake  wheel,  with  brake  shoes  pressed  against  the  wheel  by 
springs  and  released  by  compressed  air  when  the  crane  is  to  be 
moved. 

The  top  of  the  tower  carries  a  circular  girder  18  ft.  in  diam- 
eter, on  which  are  a  rail  and  a  rack  circle.  The  cantilever  is 
supported  at  four  points  on  the  rail  by  two  24-in.  rolled  steel 
wheels.  It  is  rotated  by  a  pinion  on  a  vertical  shaft  extending 
from  the  rack  up  to  the  motor  in  the  machinery  house  directly 
above.  A  manually  operated  brake  controls  the  rotation.  The 
trolley,  a  steel  frame  supported  by  four  16-in.  cast-steel  w^heels, 
is  designed  for  handling  a  2|-yd.  grab  bucket,  maximum  load 
about  15,000  lb.  There  are  two  20"  X  42"  drums  on  the  trolley, 
each  driven  by  a  geared  motor;  one  drum  handles  the  closing 
line  and  the  other  the  two  opening  lines  of  the  bucket.  The 
two  opening  lines  are  attached  to  the  bucket  by  an  equalizer 
that  holds  them  24  in.  apart.  Equahzers  at  the  ends  of  the 
trolley  frame  provide  attachment  for  two  pairs  of  ropes  parallel 
to  the  track,  leading  to  a  motor-driven  winding  drum  in  the 
machinery  house,  by  which  the  trolley  is  moved  back  and  forth 
along  the  cantilever. 

An  operators'  cab,  placed  just  under  the  cantilever  track  and 
in  front  of  the  tower,  contains  all  the  controllers.  This  house 
is  an  inclosure  of  asbestos-covered  corrugated  steel  on  a  steel 
frame.  The  floor  is  of  wood.  The  machinery  house,  on  top  of 
the  jib  framework,  containing  the  trolley  travel  and  the  rotating 
machinery  and  an  air  pump,  is  a  corrugated-iron  inclosure  on  a 
steel  frame  with  a  stoel-plate  floor.  The  crane-travel  motor, 
over  the  portal,  is  protected  by  a  hinged  casing  over  the  motor 
and  brake  mechanism.  Similar  casing  is  provided  for  the  trolley 
hoist  motors. 

The  general  proportioning  of  the  crane  is  such  as  to  give  a 
factor  of  stability  of  2,  with  maximum  load  in  the  bucket.  The 
motor  equipment  includes  two  40-hp.  motors  on  the  trolley,  a 
10-hp.  motor  for  the  trolley  travel,  a  40-hp.  motor  for  rotation 
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and  a  40-hp.  motor  for  the  crane  travel,  all  series  wound.  The 
hoist  motors  have  disk  magnetic  brakes  and  are  governed  by 
magnetic  control  with  dynamic  braking;  the  other  motors  are 
handled  by  drum  controllers. 

The  speeds  of  the  machine  are  160  ft.  per  min.  hoist  speed  at 
maximum  load;  trolley  travel,  300  ft.  per  min.;  crane  travel, 
100  to  125  ft.  per  min.;   rotation,  2  r.p.m. 

Track  Scales.  —  The  track  scale  is  not  directly  a  revenue 
producer,  but  since  weight  is  the  basis  of  freight  revenue,  it  is 
evident  that  the  construction,  installation  and  maintenance  of 
scales  is  of  great  importance. 

To  keep  pace  with  the  rapid  increase  in  the  weight  of  cars 
and  the  paramount  need  of  accurate  results,  track  scales,  for 
railway  purposes,  have  received  considerable  attention  and  study 
on  the  part  of  the  railwaj'  officials  and  the  manufacturers  during 
the  past  few  years. 

It  is  recognized  that  there  are  some  essential  features  which 
must  be  obtained  before  the  desired  results  can  be  achieved  in 
scale  weighing;   some  of  these  are  as  follows: 

A  rigid  frame  to  support  the  track  that  will  be  strong  enough 
to  earn*-  the  load  without  appreciable  deflection. 

The  scale  irons  must  be  of  adequate  construction  so  designed 
that  the  working  unit  stresses  shall  be  as  low  as  possible. 

The  scales  must  be  so  anchored  as  to  prevent  undue  motion 
on  the  knife  edges. 

The  use  of  bridge  rails  or  extension  ends  at  either  end  of  the 
scale  to  transmit  the  load  onto  the  scale  gradually,  without 
hammer  or  shock. 

Track  scales  can  be  secured  up  to  and  including  400-ton 
capacity,  but  makers  prefer  when  the  w^eighing  is  over  150  tons 
to  make  each  scale  a  special  study. 

The  scales  are  usually  placed  between  the  receiving  and  sep- 
arating yards,  or  on  one  side  of  the  main  yard,  parallel  with  and 
next  to  the  switching  track  convenient  to  the  main  Une. 

With  the  introduction  of  the  steel  car  the  use  of  wooden 
stringers  for  supporting  scale  platform  has  been  virtualh'  aban- 
doned, having  been  replaced  verj^  largely  by  all-metal  con- 
struction. 
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Track  Scales,  Lake  Erie.  —  The  dead  rails  are  supported  in- 
dependent of  the  weighing  mechanism  on  steel,  12-in.  40-lb. 
I-beams  framed  to  cross  girders.  The  main  line  rail  girders  are 
24-in.  80-lb.  I-beams,  on  which  rest  the  cast  pedestals  that 
support  the  double  rail  beam  track. 

The  main  levers  are  of  cast  iron  with  12-in.  load  and  fulcrum 
pivots  and  4^-in.  tip  pivots. 

The  main  lever  stands  are  placed  directlj^  on  concrete  founda- 
tion. The  pit  is  large  and  is  entered  by  a  stairway  from  the 
scale  office.  The  weighing  beam  is  graduated  by  20  lb.  up  to 
2000  lb.,  with  50  lb.  poise.  Deck  is  built  of  steel  plates  resting 
on  the  walls  of  the  pit  rather  than  on  the  scale  itself. 

C.  P.  R.  Track  Scale,  —  Figs.  195  and  196  are  known  as  the 
extra  heavy  type  100  and  150-ton  capacity  steel  frame.  The 
scale  is  constructed  on  a  system  in  which  a  series  of  transverse 


Fig.  195.     Cross  Section,  C.  P.  R.  Track  Scale. 

or  main  levers  transmit  the  load  to  a  Une  of  longitudinal  exten- 
sion levers,  which  in  turn  transmit  to  the  5th  lever  and  thence 
to  the  weighing  beam.  The  main  lever  stands  are  set  directly 
on  the  concrete  foundation;  the  scale  is  equipped  with  steel 
transverse  girders  to  support  the  dead  rail  so  that  the  traffic 
over  them  in  no  way  affects  the  weighing  mechanism.  Th(> 
scale  may  be  built  level  or  on  a  0.75  per  cent  grade  if  motion 
weighing  is  desired. 

Th(>  foundations  are  of  concrete  and  the  main  girdcM-s  of  steel; 
the  main  levers  arc  of  cast  steel  and  the  pivots  and  bearings  of 
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special  alloy  steel  and  the  weighing  beam  close  grained  cast 
iron.  The  deck  is  constructed  of  two  thicknesses  of  If -in. 
yellow  pine  T.  &  G.  planking,  with  a  thickness  of  tar  paper 
between  laj-ers. 

The  cost  of  the  100-ton  track  scale  with  42-ft.  platform  is 
estimated  at  $3750  and  the  150-ton  track  scale  with  50-ft.  plat- 
form at  $8500.  The  various  items  from  which  the  totals  are 
arrived  at  are  given  below. 

The  following  is  an  itemized  estimate  of  the  C.  P.  R.  standard 
100-ton  track  scale,  extra  heavy  steel  frame  with  62-ft.  pit  and 
approach  walls  and  42-ft.  weighing  platform,  no  dead  rail: 

Excavation  and  backfill,  210  cu.  yd.  @  Toji $  157.50 

Concrete  foundation 888.00 

Cinder  filling 5.00 

Cement  floor 35.00 

Lumber 105.00 

One  set  100-ton  scale  irons 1100.00 

Steel  frame  for  scale  irons  (10,250  lb.)  @  6^ 615 .  00 

Labor  erecting  scales 200 .  00 

Drainage 100.00 

Painting - 10.00 

Freight,  say 100.00 

General  hardware 5 .  00 

Rail  and  fastening  for  66  ft.  of  85-lb.  track 75.00 

S3395.50 

Supervision  and  contingencies 354.50 

Total S3750. 50 

The  150-ton  track  scale  is  of  very  much  heavier  construction 
and  has  a  pit  56  ft.  by  10|  ft.  and  a  weighing  platform  of  50  ft. 
The  following  is  an  itemized  estimate : 

Excavation  and  backfill,  300  cu.  yd.  @  75ji S  225 .  00 

Concrete,  134  cu.  yd.  @  SIO.OO 1340.00 

Cmder  filling 7.00 

Cement  floor 50.00 

Lumber,  5000  F.  B.  M.  @  $50  per  M 250.00 

Set  150-ton  scale  irons 2100.00 

Steel  frame  for  scale  irons,  47,462  lb.  @  6^ 2848.00 

Labor  erecting  scales 250 .  00 

Drainage 100.00 

Freight 100.00 

Rail.'^,  fastenings  and  switches 400  00 

Paintnig 10.00 

General  hardware HK)  tX) 

S77S0.00 

Supervision  and  contingencies 720.00 

Total $8500.00 
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Scale  Houses.  —  Scale  houses  are  usually  constructed  at  track 
scales  for  proper  housing  and  protection  of  scale  beam  and  pro- 
tection of  weigh  master,  and  where  scale  houses  are  not  pro- 
vided it  is  usual  to  box  in  the  scale  beam. 

A  C.  P.  R.  shelter  or  scale  house  is  shown,  Fig.  197,  constructed 
as  follows: 


T»r  md  Gravel  Roof 

H"Roof  Boards  ]         o"^  4"Rafle«, 
'  2'5"Centere 


SECTION  ON  LINE  A-B 


^3C 


END  ELEVATION 


%  Tonpued  &  Grooved 


I — I  V  jointed  Boarding  \ 


PLAN 

Fig.  197.     Scale  Shelter 
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The  house  itself  rests  partly  on  the  pit  walls  so  that  there  is 
little  or  no  foundation  to  be  provided.  The  ground  sills  are  of 
6-in.  flattened  cedar,  and  the  studs  2"  X  4";  the  joists  are  also 
2"  X  4"  including  the  rafters.  The  floor  is  built  of  |-in.  T.  & 
G.  rough  boards  with  |-in.  dressed  narrow  flooring  on  top  and 
a  layer  of  building  paper  between.  The  roof  is  also  double 
boarded  and  finished  on  top  with  tar  and  gravel  or  composition 
roofing.  The  interior  is  sheathed  throughout  with  |  narrow 
boards  and  the  exterior  is  covered  with  novelty  sheathing  or 
siding  boards.     A  small  coal  bin  and  chimney  are  provided. 

The  estimated  cost  of  the  scale  house  is  as  follows: 

Timber,  1300  F.  B.  M.  @  40jf $  52.00 

MiUwork 28.00 

Hardware 3 .  00 

Roofing  and  eaves 42 .  00 

Painting,  etc 25.00 

Total $150.00 

Ice  Houses. 

Ice  houses  are  generally  framed  structures  built  bj^  the  rail- 
way company  to  store  ice  at  divisional,  terminal,  and  other 
points  convenient  for  storage  and  supply.  The  houses  are 
stocked  in  winter,  and  the  ice  used  for  drinking  purposes,  etc.,  in 
office,  car,  freight,  and  general  service. 

For  office  and  car  service  the  ice  is  washed  and  broken  up  in 
the  ice  house,  and  trucked  to  the  cars,  etc.  For  refrigerator 
freight  service  a  siding  is  generally  placed  close  to  the  ice  house, 
with  an  elevated  platform  running  alongside,  from  which  the  ice 
is  handled  from  house  to  car  by  trucks. 

Ice-handling  machinery  for  storing  and  handling  blocks  of  ice 
either  into  or  out  of  storage  consists,  if  the  quantity  is  small, 
of  adjustable  tackle  hung  from  beams  projecting  over  the  doors, 
the  doors  being  arranged  in  tiers  to  facilitate  the  handling  of 
ice  at  different  levels;  when  large  quantities  are  handled,  ele- 
vating and  lowering  machines  on  the  endless  chain,  pneumatic, 
or  brake  principle  are  used  which  automatically  dump  the  blocks 
at  any  level  desired. 

In  estimating  the  capacity  of  ice  houses,  the  height  of  storage 
is  usually  reckoned  to  the  caves,  and  a  ton  of  ice  will  occupy 
from  40  to  45  cu.  ft.  of  space. 
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Construction.  —  To  avoid  shrinkage  as  much  as  possible,  stone 
or  concrete  foundations  should  be  used  for  the  outer  walls; 
ordinary  wood  sill  foundation  is  not  sufficient  to  prevent  heat 
penetrating  through  the  outside  ground  to  the  floor  in  summer. 

The  outer  walls  and  roof  should  be  insulated  with  at  least  three 
coverings  of  board  and  two  air  spaces,  and  a  vent  should  extend 
the  full  length  of  roof. 

The  house  should  be  divided  up  into  a  number  of  compart- 
ments, the  cross  partitions  serving  to  tie  in  the  main  walls  in- 
stead of  iron  rods;  it  also  serves  to  lessen  the  exposure  of  ice  to 
warm  air  when  ice  is  going  out;  it  divides  the  house  into  so 
many  units,  and  one  unit  only  is  exposed  when  handling. 

The  floor  should  slope  slighth'  both  ways  to  the  center  of  the 
house  and  be  well  drained,  the  drain  having  a  water  seal  and 
vent  when  possible. 

Cutting,  Storing,  and  Handling.  ■ —  Xo  doubt  the  method  of 
cutting,  storing,  and  handUng  the  ice  has  a  great  deal  to  do  with 
obtaining  results.  Outer  doors  should  be  used  only  when  filling 
the  house,  and  inner  doors  for  removing;  working  always  to 
one  main  outlet  rather  than  to  a  series  of  outlets.  All  ice  should 
have  snow  caps  planed  off  before  storing,  and  the  blocks  cut  to 
a  size  easily  handled;  100  lb.  or  thereabout,  10  to  14  in.  thick,  is 
recommended. 

W'hen  storing,  a  space  should  be  left  all  around  each  block,  so 
that  it  may  not  be  neces.sary  to  hack  and  break  the  ice  too  much 
when  removing.  For  quick  and  easy  handling  ice  machines 
should  be  used  rather  than  slides  or  block  tackle,  to  avoid  waste 
and  to  deUver  the  ice  in  good  condition. 

Cost.  —  Ordinary  frame  structures,  cedar  sill  foundation,  insu- 
lated walls,  two  air  spaces  and  three  boards,  insulated  partitions 
and  roof  with  louver  ventilators,  and  1-in.  rough  hemlock  board 
floor,  on  a  cinder  bed  as  per  Fig.  198,  will  cost  approximately  $3 
to  S4.50  per  ton  capacity,  or  7  to  10  cents  per  cubic  foot. 
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APPROXIMATE  COST  OF  VARIOUS  SIZES  OF  ICE  HOUSES. 


250-ton  ice  house  24  feet  wide  by  36  feet  long  by  18  feet 

high  to  eaves 

oOO-ton  ice  house  24  feet  wide  by  72  feet  long  by  18  feet 

high  to  eaves 

1000-ton  ice  house  30  feet  wide  by  84  feet  long  by  20  feet 

high  to  eaves 

2000-ton  ice  house  30  feet  wide  by  168  feet  long  by  20 

feet  high  to  eaves 

3000-ton  ice  house  30  feet  wide  by  252  feet  long  by  20 

feet  high  to  caves 


APPROXBL\TE  ESTIMATE   FOR   A 

250-TON  ICE 

HOUSE.     (Fig. 

198.) 

Quantities. 

Mate- 
rial. 

Labor. 

Total 
unit. 

Cost. 

20  000  ft    B  M   lumber  per  thousand 

$18.00 
25.00 
25.00 
34.00 

$17.00 
10.00 
15.00 

$35.00 

$700  00 

Doors                 

35.00 

Hardware        .           

40.00 

Paint 

40.00    .... 

74.00 

Cinders  and  drain 

18.00 

Supervision  and  contingencies 

$867.00 
83.00 

If  ma-sonry  foundation,  add   

$950.00 
350.00 

Total                                             

$1300.00 

Small  Ice  Houses  on  the  N.  Y.  C.  &  H.  R.  R.  —  The  ice  houses 
at  Xortli  Rose  and  ^lodel  City  represent  houses  of  smaller 
capacity  than  have  been  built  recently.  The  size  of  rooms  is 
48'  X  28'  X  24'  high  with  a  capacity  of  735  tons.  Some  of  the 
houses  are  33'  X  32'  X  24'  high  with  a  capacity  of  500  tons. 

The  foundations  are  posts,  or  they  may  be  old  bridge  ties,  but 
concrete  is  sometimes  used  and  is  preferable.  The  floors  are 
of  2-in.  hemlock  plank  on  18  in.  of  cinders.  Plank  should  be 
-piked  to  the  cedar  sleepers  for  which  old  bridge  stringers  or 
old  car  sills  may  be  used. 

Beginning  at  the  outside,  the  walls  consist  of  siding,  sheathing 
paper,  a  2-in.  air  space,  sheathing  paper,  1-in.  hemlock,  an  8-in. 
air  space,    1-in.   hemlock,   sheathing  paper,   a  2-in.   air  space. 
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sheathing  paper  and  1-in.  hemlock.  In  some  cases  the  larger 
air  space  is  empty,  and  in  others  it  is  filled  with  shavings.  The 
outside  2-in.  air  space  is  ventilated.  The  partitions  consist  of 
studding  sheathed  with  1-in.  hemlock,  leaving  a  10-in.  space 
which  is  filled  with  shavings  or  sawdust  if  desired.  The  ceiling 
is  built  with  rafters  ceiled  on  the  under  side,  or  ceiling  joists 
ceiled  on  top.  In  some  cases  the  latter  is  covered  with  14  in. 
of  shavings  or  sawdust,  and  in  other  cases  not.  In  the  Pennsyl- 
vania division  houses  no  ceiling  was  placed,  but  the  roof  was 
insulated  by  one-ply  tar  paper  and  ceiling  on  the  under  side  of 
the  rafters,  while  the  space  to  the  top  of  rafters  was  filled  witl 
shavings  and  then  tongue-and-groove  roof  sheeting,  finished 
with  some  type  of  prepared  felt  roofing.  The  space  under  the 
roof  in  all  houses  is  well  ventilated,  in  the  cheaper  houses  bj 
louvers  in  each  end,  and  in  the  better  houses  by  6'  X  8'  venti- 
lators along  the  roof,  and  by  doors  or  louvers  in  each  end  of  the 
house. 

On  the  latest  houses  the  platforms  are  6  ft.  wide,  and  are 
supported  by  brackets  on  the  side  of  the  house.  On  the  Penn- 
sylvania division  houses  the  platforms  are  4  ft.  8  in.  wide,  and 
are  supported  by  piers.  No  conveyors  are  used  on  the  smaller 
houses.  Elevators  operated  by  steam  or  electricity  are  used. 
The  gig  used  on  the  St.  Lawrence  division  will  handle  four 
cakes  per  minute;  most  of  the  installations  will  handle  about 
two  cakes  per  minute.  Natural  ice  exclusively  is  handled  and 
stored.  The  standard  size  of  cakes  is  22"  X  32"  X  10  to  24" 
thick.  No  standard  is  adopted,  but  ice  is  stored  flat  in  most 
houses  and  as  compact  as  possible.  A  cavity  of  6  or  8  in.  is 
left  between  the  ice  and  the  wall,  while  the  space  between  the 
ice  and  the  ceiling  is  2  to  3  ft.  A  heavy  covering  of  sawdust  is 
placed  on  top  of  the  ice,  and  sometimes  between  the  ice  and  the 
wall.  Swamp  hay  is  preferable  to  sawdust.  Nothing  of  any 
kind  is  used  between  layers. 

No  standard  method  is  adopted  in  removing  the  ice.  In 
some  cases  it  is  lowered  in  all  rooms  uniformly,  and  in  others 
one  room  is  emptied  before  working  another. 

In  some  cases  seepage  is  found  to  be  entirely  sufficient  to  pro- 
vide drainage.  In  others  blind  di'ains  or  tile  drains  are  provided, 
but  they  are  arranged  so  that  air  currents  cannot  enter  the  house. 
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In  some  cases  the  floor  is  placed  a  little  higher  than  the  adjacent 
ground.  The  sub-grade  of  the  floor  should  be  sloped  ^  iii-  i" 
1  ft.  to  carry  the  water  to  the  center. 

The  shrinkage  is  estimated  at  about  10  to  12  per  cent.  At 
some  houses  where  cars  are  iced  daily  with  ice  brought  to  the 
platforms  some  time  in  advance,  the  loss  may  reach  as  high  as 
40  per  cent. 

Cost.  —  Two  houses,  built  for  North  Rose  and  Model  City, 
cost  as  follows: 

2200  tons  capacity;  total  cost  $5538,  or  $2.51  per  ton. 
'2200  tons  capacity;  total  cost,  $4730,  or  $2.14  per  ton. 

The  following  data  apply  to  two  houses  built  on  the  St.  Law- 
rence division  in  1912  and  1913: 

1500  tons  capacity;  total  cost,  $5742,  or  $3.83  per  ton. 

1500  tons  capacity;  total  cost,  S5092,  or  83.39  per  ton. 

Ice  Storage  Houses  on  the  N.  Y.  C.  &  H.  R.  R.  —  The  three 
best  equipped  houses  are  fairly  uniform  in  construction  but  vary 
in  size.  These  houses  are  60  ft.  wide,  and  120  to  240  ft.  long. 
They  are  located  so  that  additional  rooms  can  be  added  in  the 
future.  The  inside  dimensions  of  the  bays  are  38'  9"  X  57'  G" 
X  36'  high  with  a  capacity  of  1700  tons  each. 

The  foundation  and  partition  walls  are  of  concrete.  The 
foundations  under  the  floors  consist  of  12  in.  of  cinders,  well 
tamped. 

The  floors  are  of  2-in.  plank  spiked  to  sleepers  for  which  old 
8'  X  10'  bridge  ties,  old  car  sills  or  other  timbers  may  be  used. 
There  has  never  been  any  insulation  other  than  the  foundation 
of  cinders,  and  it  is  not  thought  essential  if  proper  foundation 
walls  are  used. 

Beginning  at  the  outside  the  walls  and  partitions  consist  of: 
■aiding,  sheathing  paper,  2-in.  live  air  space,  sheathing  paper, 
1-in.  hemlock,  10-in.  air  space,  1-in.  hemlock,  sheathing  paper, 
2-in.  air  space,  sheathing  paper  and  1-in.  hemlock.  The  stand- 
ard construction  up  to  1913  called  for  sawdust  or  shavings  to 
be  used  in  the  exterior  walls  of  houses,  but  during  the  last  two 
or  three  years  nothing  has  been  used  between  studding  in  the 
10-in.  space.  The  2-in  outside  air  space  has  an  opening  back  of 
the  water  table  which  extends  the  entire  height  to  about  8  ft. 
up  to  the  rafters  and  opens  into  the  attic.     Interior  oartitions 
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are  of  1-in.  sheathing  on  each  side  of  the  studding  giving  a  10-in. 
air  space.     No  paper  is  used. 

The  ceiUng  is  entirely'  floored  over,  and  18  to  24  in.  of  shavings 
are  placed  on  the  top.  Experience  seems  to  question  the  advis- 
abilitj^  of  this  plan  for  several  reasons:  (1)  Floor  joists  and 
flooring  rot  out  in  about  six  years,  and  renewals  are  very  ex- 
pensive: (2)  much  space  is  lost  because  workmen  cannot  pack 
ice  within  3  ft.  of  the  ceiling,  thus  necessitating  a  house  3  ft. 
higher  than  would  otherwise  be  the  case  for  a  given  tonnage: 
and  (3)  ice  would  really  keep  better  if  the  ceiling  were  omitted 
and  the  roof  insulated  instead,  and  the  ice  covered  with  12  in. 
of  swamp  hay.  Under  this  plan  it  is  believed  the  shrinkage 
would  be  much  less. 

The  attic  and  roof  are  well  aired  by  large  ventilators  set  on 
the  ridge  of  the  roof,  and  by  a  door  at  each  end  of  the  house. 
The  gable  roof  is  ceiled  on  the  under  side  of  the  rafters  to  a  point 
where  the  distance  from  the  attic  floor  to  the  roof  is  2  ft.  In 
case  the  ceiling  of  the  house  is  omitted  the  under  side  of  the 
rafters  should  be  entirely'ceiled  and  the  space  filled  with  shavings. 
A  ventilator  should  be  placed  over  each  bay. 

The  doors  are  9  in.  thick  with  a  clear  width  of  3  ft.  6  in.;  they 
contain  one  air  space  and  one  space  filled  ^ith  shavings. 

A  platform  is  suspended  against  one  or  both  sides  of  the  house 
carrying  an  endless  chain  conveyor,  which  is  lowered  or  raised 
according  to  the  height  of  the  ice  in  the  rooms  being  worked. 
A  long  platform  14  ft.  6  in.  above  the  base  of  rail  is  provided 
for  icing  cars,  and  the  short  platform  below  is  for  filling  the 
house. 

The  "  Gifford-Wood  "  conveyors  are  used,  the  motive  power 
being  electricity.  The  conveyor  on  a  suspended  gallery  is  re- 
versible to  fill  or  empty  the  house.  Where  the  conveyor  of  the 
suspended  gallery  joins  the  icing  platform,  men  are  stationed 
to  push  the  cakes  to  conveyors  running  each  way  along  the 
platform  along  that  point.  From  5  cakes  per  minute  for  the 
oldest  house  of  this  type  to  12  cakes  for  the  newest  can  be 
handled.  From  25  to  30  cars  per  day  can  be  stowed  with  a 
force  of  45  men.  The  ice  averages  25  to  28  tons  per  car.  All 
ice  comes  by  railroad  and  is  packed  as  closely  as  possible.  The 
standard   size  of   cakes  is  22"  X  32"  X  12   to   24"    thick.     A 
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thickness  of  12  in.  is  preferred,  as  handling  24-in.  ice  costs  more 
in  the  end.  The  ice  comes  out  better  and  with  less  breakage 
when  stored  on  edge,  but  it  can  be  more  easily  and  quickly 
packed  when  laid  flat.  The  practice  in  this  respect  is  not 
uniform.  The  cakes  are  placed  in  contact  as  solidly  as  possible. 
No  space  between  the  ice  and  the  wall  is  necessary  with  houses 
of  this  design. 

The  space  between  the  ice  and  the  ceiling  is  3  to  4  ft.  because 
it  is  impossible  to  work  in  less  space.  The  ceiling  may  well  be 
omitted  to  avoid  this.  Xo  insulation  for  the  ice  is  provided. 
No  wood  is  used  between  layers  for  natural  ice,  but  this  is 
necessary  for  artificial  ice  to  prevent  freezing  together. 

Xo  sawdust  is  placed  between  layers.  At  railroad  houses 
ice  is  not  well  cleaned  when  removed,  and  the  sawdust  makes  a 
bad  mess.  In  refrigerator  cars  it  causes  trouble  by  clogging 
the  drip  pipes.  Cork  is  too  expensive,  in  addition  to  its  being 
a  nuisance  like  sawdust.  If  the  construction  of  the  house  re- 
quires a  covering,  swamp  hay  is  the  best  material  as  it  can  be 
used  several  times.  The  top  layer  of  ice  is  alwaj's  covered,  and 
it  is  not  as  dirty  as  sawdust  and  shavings.  There  is  no  differ- 
ence in  methods  of  handling  for  a  short  busy  season  and  a  long 
slow  one  for  conditions  which  vary  from  a  few  cars  per  da}'  in 
the  spring  and  summer  to  200  cars  per  day  in  the  fruit  season. 

The  sub-grade  and  floor  of  each  room  are  sloped  |  in.  per  foot 
to  the  center.  A  6-in.  tile  drain  is  provided  for  each  room 
extending  from  the  catch  basin  at  the  bottom  of  the  cinders. 
In  a  good  percolating  soil,  however,  a  drain  is  not  necessary. 
There  must  be  a  trap  in  the  drain  to  prevent  the  entrance  of  air. 

For  houses  kept  closed  the  shrinkage  will  average  15  per  cent; 
with  doors  open  more  or  less  of  the  time  this  will  amount  to 
25  per  cent;  doors  open  most  of  the  time  will  result  in  a  loss 
of  50  per  cent  or  more.  With  doors  carefully  supervised  and 
good  swamp  hay  covering,  shrinkage  should  not  exceed  10  or 
15  per  cent.  Ice  is  drawn  before  or  after  arrival  of  trains  de- 
pending on  operating  conditions.  In  busy  times  conveyors  are 
constantly  at  work. 

Cost.  —  The  cost  of  the  69'  X  240'  house,  with  six  rows  and 
a  capacity  of  10,000  tons,  including  platforms  and  machinery 
(but  not  tracks)  at  Rochester,  built  in  1913,  was  860,000  or  S6 


404  CONCRETE   ICE  HOUSE. 

per  ton.  The  house  at  Oswego,  built  in  1913,  60'  X  120'  with 
three  rooms  and  a  capacity  of  5000  tons,  cost  S25,177  or  So. 05 
per  ton.  The  former  has  very  long  platforms,  with  a  total 
length  of  1800  ft.  extending  beyond  the  end  of  the  house  on 
each  side.  The  latter  house  has  shorter  platforms,  with  a  total 
length  of  1500  ft.  on  one  side  only,  thus  having  only  half  the 
outfit  of  motor  and  hoisting  machinery,  and  a  little  more  than 
one-fourth  of  the  conveyor  chain. 

Concrete  Ice  House  on  the  Northern  Pacific.  —  The  North- 
ern Pacific  ice  house  at  Pasco  is  483  ft.  long,  94  ft.  6  in.  wide 
and  41  ft.  10  in.  high  to  the  roof  and  has  a  storage  capacity  of 
30,000  tons.     (Fig.  199.) 

It  is  divided  into  12  bays  by  insulated  walls.  The  main 
walls  and  partitions  consist  of  two  4-in.  concrete  reinforced 
walls  cast  with  a  10-in.  space  between  them,  which  is  filled 
with  fine  regranulated  cork  for  insulation. 

The  floor  is  made  of  4-in.  reinforced  concrete  laid  on  16  in.  of 
cinders  well  tamped  for  insulation  and  drained.  The  floor  is 
sloped  from  all  four  sides  to  the  center  of  each  bay  to  provide 
drainage  and  give  the  ice  a  tendency  to  tip  away  from  the  walls. 
On  the  inside  of  all  walls,  2"  X  4"  timbers,  2  ft.  6-in.  centers, 
are  bolted  vertically  and  1"  X  4"  beveled  boards  nailed  horizon- 
tall}'-  to  keep  ice  and  drippings  away  from  walls. 

The  ceiling  is  of  the  beam  and  slab  type,  reinforced  concrete 
4-in.  thick.  On  top  of  ceiling  slab  2"  X  6"  timbers  are  placed 
3-ft.  centers  and  the  space  between  is  filled  with  fine  regranu- 
lated cork  giving  6-in.  of  insulation.  |-in.  boards  are  nailed  to 
the  2"  X  6"  and  covered  with  two  layers  of  oil  paper,  on  top 
of  which  is  placed  1^  in.  cement  mortar  reinforced  with  wire 
netting. 

The  roof  is  of  reinforced  concrete  supported  on  Warren  roof 
trusses  and  covered  with  tar  and  gravel. 

The  cupolas  built  along  the  center  of  the  building  are  pro- 
vided for  ice  chutes  and  elevator  machinery.  The  frame  is  of 
steel  and  the  walls  of  hard  burned  tile  in  cement  mortar,  except- 
ing the  parts  carrying  the  elevator  machinery  which  is  of  hard 
burned  brick.  The  roof  is  of  reinforced  concrete  similar  to  the 
main  roof. 

Each  bay  is  provided  with  an  elevator,  2000  lb.   capacity, 
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operated  by  an  electric  hoist  and  is  constructed  of  steel  and  de- 
signed to  unload  ice  automatically  into  the  chute  at  the  top  of 
the  building.  One  door  is  provided  for  each  bay  for  filling 
purposes;  each  division  wall  has  a  door  3  ft.  wide  by  20  ft.  high 
located  about  the  center.  The  outside  doors  are  double-  and 
are  made  of  four  thicknesses  of  |-in.  boards  —  two  on  the  in- 
side and  two  on  the  outside,  with  2^  in.  air  space  between. 
Two  layers  of  waterproof  paper  are  laid  between  the  boards. 
The  doors  are  hung  on  heavy  strap  iron  combination  hasps  and 
hinges,  and  all  edges  covered  with  rubber  canvas  yV  in.  thick  on 
a  cushion  of  hair.  The  outside  of  the  doors  is  covered  with 
galvanized  steel. 

Estimating  10  cents  a  cubic  foot  as  the  cost  of  a  house  of 
this  character  and  size,  the  price  would  be  in  the  neighborhood 
of  8193,000  or  about  86.50  per  ton  of  ice  storage  capacity. 

Cost  of  Ice  Storage  Houses  and  Ice.  Manufacturing  Blants 
for  Railway  Purposes. 

It  is  a  foregone  conclusion  that  any  house  built  for  the  storage 
of  ice  cannot  be  so  constructed  that  some  shrinkage  will  not 
take  place  in  the  ice  stored. 

How  much  the  shrinkage  will  be  depends  upon  the  class  of 
house  built,  how  it  is  designed  and  insulated  and  also  to  a  very 
large  degree  with  what  care  it  is  looked  after  and  operated 
when  in  use. 

On  the  assumption  that  the  greater  the  cost  the  more  efficient 
will  be  the  house,  the  amount  to  spend  for  a  storage  house  will 
depend  primarily  upon  the  price  at  which  ice  can  be  purchased 
and  also,  to  some  extent,  on  the  total  amount  consumed. 

In  southern  countries,  where  the  cost  of  ice  is  high,  it  will 
pay  to  put  up  an  expensive  house  to  conserve  the  ice;  whereas 
in  northern  latitudes  where  ice  can  be  obtained  at  a  low  rate,  a 
much  cheaper  house  is  quite  justified. 

On  the  other  hand,  there  is  a  point  where  storage  houses 
would  not  be  as  economical  as  an  ice  manufacturing  plant; 
where  one  leaves  off  and  the  other  begins  is  a  matter  that  cannot 
always  be  solved  by  figures  alone.  The  economics  may  not  be 
the  final  figured  cost  per  ton  of  ice  stored  or  manufactured, 
but  rather  the  local  factors,  such  as  ground  space,  power  avail- 


COST  OF   ICE  HOUSES. 


407 


able,  labor,  teeming,  car  refrigeration,  passenger  and  public 
service,  peculiar  to  each  location,  also  a  possible  loss  of  revenue. 

When  working  out  the  economics  as  to  whether  it  will  pay 
to  purchase  ice  during  the  winter  and  store  same,  instead  of 
making  a  contract  with  some  ice  company,  there  are  a  number 
of  items  to  be  considered. 

The  first  would  be  the  cost  and  construction  of  the  storage 
house,  which  may  range  from  S2.o0  to  S7.50  per  ton  of  ice 
stored,  but  to  make  a  comparison  the  following  three  types  of 
ice  storage  houses  will  be  considered: 

Cost  of  three  types  of  ice  storage  houses. 

No.  1.  C.  P.  R.  ice  house,  Fig.  200,  sill  foundation  esti- 
mated shrinkage  40  per  cent,  will  cost  per  ton  stored S3. 50 

No.  2.     C.  P.  R.  ice  house,  Fig.  200,  concrete  foundation, 

estimated  shrinkage  25  per  cent,  will  cost  per  ton  stored. .       5.00 

No.  3.     X.  P.  R.  ice  house,  Fig.   199,  concrete  foundation, 

estimated  shrinkage  15  per  cent,  will  cost  per  ton  stored. .       6.50 
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Fig.  200.     C.  P.  R.  Standard  No.  2  Ice  House. 


408  COST  DATA  — ICE  HOUSES. 

In  order  to  compare  the  above  houses  on  a  ton  basis  of  ice 
consumed,  the  shrinkage  has  to  be  added;  the  figures  will 
therefore  be: 

Per  Ton 
Consumed. 

No.  1.     S3.50  plus  40  per  cent 14.90     ■ 

No.  2.     S5 . 00  plus  25  per  cent 6. 25 

No.  3.     $6.50  plus  15  per  cent 7.47| 

The  latter  figures,  therefore,  represent  the  investment  per 
ton  of  ice  consumed.  To  this  should  be  added,  on  the  same 
tonnage  basis,  the  cost  of  the  land  on  which  the  house  is  to  be 
built;  generally  the  house  is  located  on  the  railway  company's 
property  that  is  available,  and  is  seldom  considered  in  the 
cost;  it  will  be  omitted  in  this  discussion. 

There  is  also  the  question  of  trackage  to  be  considered  de- 
pending upon  the  facilities  that  may  be  required  to  handle  not 
only  the  ice  from  car  to  storage,  but  the  icing  of  cars  as  well. 
So  far  as  the  railway  company  is  concerned,  this  is  seldom 
figured  in  the  cost  as  it  is  considered  that  track  has  to  be  pro- 
vided in  any  case  whether  the  ice  is  bought  by  contract  or 
brought  in  to  be  stored. 

Fixed  charges.  —  The  fixed  charges,  such  as  interest  on  the 
money  spent  to  build  the  house,  including  taxes,  insurance, 
maintenance  and  depreciation,  have  next  to  be  considered;  the 
interest  on  the  investment  may  be  taken  at  6  per  cent  and  the 
taxes,  insurance,  maintenance  and  depreciation  at  4  per  cent 
or  a  total  of  10  per  cent. 

The  fixed  charges  for  the  three  houses  under  consideration 
would  therefore  be: 

Per  Ton  Used. 

No.  1.     10  per  cent  on  S4. 90 $0.49 

No.  2.     lOper  cent  onS6.25 0.62J 

No.  3.     10  per  cent  on  $7.47i 0.74^^ 

■     To  the  fixed  charges  has  to  be  added  the  cost  of  harvesting 
the  ice  and  the  handling  of  it. 

Cost  of  Ice.  —  The  cost  of  ice  harvested  during  the  winter 
will  vary  at  each  location,  depending  upon  the  facilities  and 
natural  advantages  that  may  be  available,  transportation, 
length  of  haul,  etc.,  and  will  vary  from  20  cents  to  SI  per  ton,  or 
more,  if  it  has  to  be  transported  in  cars  to  the  ice  storage  house, 
which  usuall}'  is  the  case. 
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Supposing  that  it  costs  80  cents  per  ton  f.  o.  b.  cars  at  store 
house  we  would  have  the  following  comparison  for  the  three 
cases  being  considered,  per  ton  of  ice  consumed. 

Per  Ton 
Consumed. 

1st.   SOc  plus  40  per  cent  for  shrinkage §1.12 

2nd.   SOc  plus  25  per  cent  for  shrinkage 1 .00 

3rd.   SOc  plus  15  per  cent  for  shrinkage 0. 92 

Removing  Ice  from  Cars  to  Storage.  —  The  cost  of  removing 

ice  from  cars  to  storage  varies  from  25  cents  to  55  cents  per  ton 

and  covers  cleaning  the  house,  boarding  up  doors,  looking  after 

hoists,  slings,  etc.,  and  covering  over  the  ice.     An  average  price 

for  estimating  would  be  40  cents  per  ton.     For  the  three  cases 

under  consideration,  the  cost  per  ton  of  ice  consumed  would  be: 

1st.   40c  plus  40  per  cent  for  shrinkage §0.56 

2nd.   40c  plus  25  per  cent  for  shrinkage 0 .  .50 

3rd.    40f  plus  15  per  cent  for  shrinkage 0 .  46 

A  summar}'  or  table  can  now  be  made  of  the  various  charges 
for  the  three  types  of  ice  storage  houses,  as  follows: 

T.\BLE   102. —  COST  PER  TON  OF  ICE  CONSUMED. 
fFor  varj'ing  conditions,  figuring  ice  can  be  purchased  at  80  cents  per  ton.) 


Jnv£.''(tnent: 

Kind  of  house 

Percentage  of  shrinkage 

Cost  of  building,  per  ton 

Add,  per  ton,  for  shrinkage 

Cost  per  ton  consumed 

fixed  charges: 
Interest  on  investment  6%  ) 

Taxes,  insurance,  maintenance  and  depreciation  > 

4%  .  ) 

Cost  of  ice  at  80c  per  ton  put  into  cars,  or  direct  into 

Btorehouse  with  shrinkage  added 

Cost  per  ton  consumed  if  stored  direct 

If  ice  ha-s  to  be  handled  from  cars  to  storage,  add 

(including  shrinkage) 

Cost  per  ton  consumed  when  shipped  in  cars 

If  ice  has  to  be  handled  from  storage  to  refrigerator 

cars,  add 

Cost  per  ton  consumed,  when  shipped,  stored  and 

handled  to  refrigerator  cars 


No.  1 

40% 

$3  50 

1.40 


No.  2 

25% 

.S5.00 

1.25 


No.  3 

I  15% 
.S6..50 
0.974 


-54. 90   $6.25    $7,471 


•SO.  49 


1.12 


$1.61 
0.56 


.$2.17 
0.30 


$0.62i$0.75 


1.00 


0.92 
$1.62^S1.67 

0.50     0.46 


$2.12^  $2.13 
0.30  '  0.30 


.«2.47    $2. 42 i  .$2.43 


From  the  foregoing  figures  it  will  be  noted  that  with  ice  at 
80  cents  per  ton,  a  No.  1  house  is  the  most  economical  when 
ice  is  placed  direct  into  storehouse;  and  No,  2  when  the  ice  has 
to  be  shipped.     It  shows  that  ice  at  80  cents  per  ton,  handled 
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in  cars,  is  high  enough  to  warrant  a  type  of  house  that  will 
conserve  the  shrinkage  and  reduce  the  amount  to  be  shipped. 

As  a  comparison,  and  to  ascertain  approximately  how  the  figures 
run  for  ice  varying  from  10  cents  to  $1.20  per  ton,  the  equivalent 
costs  for  the  three  following  conditions  are  shown  on  Table  103. 

1st.    Cost  per  ton  of  ice  consumed  when  stored  direct. 

2nd.    Cost  per  ton  of  ice  consumed  when  shipped  and  stored. 

3rd.  Cost  per  ton  of  ice  consumed  when  shipped,  stored  and 
supplied  to  refrigerator  cars. 

TABLE  103. -EQUIVALENT  COST  PER  TON  OF  ICE  CONSUMED  FOR  VARYING 
CONDITIONS.  FIGURING  THE  COST  OF  ICE  FROM  10  CENTS  TO  $1.20  PER  TON. 


No 

1  ice  house  40%  shrinkage 

Cost  of  ice  per  ton  delivered 

$0.10 

$0.20 

$0.30 

$0.40 

$0.50 

$0.60 

$0.80 

$1.00 

SI.  20 

Cost  per  ton  plus  40%  shrinkage .... 
Fixed  charges  on  investment 

0.14 
0.49 

0.18 
0.49 

0.42 
0.49 

0.56 
0.49 

0.70 
0.49 

0.84 
0.49 

1.12 
0  49 

1.40 
0.49 

1.68 
0.49 

$0.63 
0.56 

$0.67 
0.56 

$0.91 
0.56 

$1.05 
0.56 

$1.19 
0.56 

$1.33 
0.56 

SI.  61 
0.56 

$1.89 
0.56 

$2.17 

Handling  ice  from  cars  to  storage 
with  shrinkage  added,  per  ton 

0  56 

Cost   per  ton  shipped   in  cars  and 

$1.19 
0  30 

$1.23 
0.30 

$1.47 
0.30 

$1.61 
0.30 

$1.75 
0.30 

$1.89 
0.30 

$2.17 
0.30 

$2.45 
0.30 

$2.73 

Handling  ice  from   storage  to  re- 
frigerator cars,  per  ton '. 

0.30 

Cost  per  ton  shipped  in  cars,  stored 
and  supplied  to  refrigerator  cars.  . 

$1.49 

$1.53 

$1.77 

$1.91 

$2.05 

S2.19 

S2.47 

$2.75 

$3.03 

No.  2  ice  house  25%  shrinkage. 


Cost  of  ice  per  ton  delivered $0.10    SO. 20    $0.30    $0.40    80.50   $0.60    $0.80   $1.00    $1.20 


Cost  per  ton  plus  25%  shrinkage.  . . . 

Fixed  charges  on  investment 

Cost  per  ton  stored  direct 

Handling  ice  from  cars  to  storage 
with  shrinkage  added,  per  ton.  . . 

Cost  per  ton  shipped  in  cars  and 
stored 

Handling  ice  from  storage  to  re- 
frigerator cars,  per  ton 

Cost  per  ton  shipped  in  cars,  stored 
and  supplied  to  refrigerator  cars. . , 


$0.12^ 
0.62^ 


$0.25 
0.621 


80.75 
0.50 


$1.25 
0.30 


$1.55 


$0.37? 
0.62  J 


$0.87? 
0.50 


$1,375 
0.30 


S1.67J 


$1.00 
0.50 


$1.50 
0  30 


$1.80 


$0.50 
0.62i 


$1.12i 
0.50 


$1.62i 
0.30 


$1.92 J 


$0,621 
0  62i 


$1.25 
0.50 


$1.75 
0.30 


$2.05 


$0.75 
0.62} 


$1.37} 
0.50 


$1.87} 
0.30 


$2.17} 


$1.00 
0.62} 


$1.25 
0.62} 


11.62} 
0.50 


$2.12} 
0.30 


$2.42} 


$1.50j 
0.62J 


$1.87} 
0  50 


$2.37} 
0  30 


$2.67} 


$2,121 
0.50] 


$2.62i 
0.30 


$2,921 


No. 

3  ice  house  15''[  shrinkage 

Cost  of  ice  per  ton  delivered 

SO.  10 

80.20 

$0.30 

$0.40 

$0.50 

$0  60 

$0.80 

$1.00 

$1.20 

Cost  per  ton  plus  15*;;  shrinkage. . . . 
Fixed  charges  on  investment 

$0.11} 
0.75 

80.23 
0.75 

80.34} 
0.75 

$0.46 
0.75 

$0.57} 
0  75 

$0.69 
0  75 

$0.92 
0  75 

$1  15 
0.75 

$1  38 
0.75 

$0.86} 
0.46 

$0.98 
0.46 

£1.09} 
0  46 

51.21 
0  46 

$1.32} 
0.46 

$1  44 

0  46 

$1.67 
0  46 

$1.90 
0  46 

$2.13 
0.46 

Handling  ice  from  cars  to  storage 
with  shrinkage  added,  per  ton. . . . 

Cost  per  ton  shipped  in  cars  and 

$1.32} 

0.30 

$1.62} 

$1.44 
0.30 

$1.55} 
0.30 

$1.67 
0.30 

$1.78} 
0.30 

SI. 90 
0  30 

$2.13 
030 

$2.36 
0.30 

$2.59 

Handling  cars  from  storage  to  re- 
frigerator cars,  per  ton 

0  30 

Cost  per  ton  shipped  in  cars,  stored 
and  supplied  to  refrigerator  cars. . 

$1.74 

$1.85} 

$1.97 

$2.08} 

$2.20 

$2.43 

$2.66 

$2  89 
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From  the  foregoing  Tal)lc  103,  it  would  appear  that  when 
ice,  stored  direct,  can  be  purchased  for  80  cents  a  ton,  or  less, 
the  Xo.  1  house  is  quite  suitable;  above  80  cents  to  SI. 20  the 
Xo.  2  house,  and  over  SI. 20  the  X^o.  3  house;  and  when  the 
ice  shipped  in  cars  to  the  storehouse  can  be  purchased  for 
50  cents,  or  less,  the  X'o.  1  house  is  the  one  to  adopt;  and  from 
60  cents  to  SI  per  ton,  the  Xo.  2  house;  and  above  SI  per  ton 
the  Xo.  3  house. 

Ice  Manufacture.  —  In  the  manufacture  of  ice,  the  plant  to 
select  will  depend,  to  a  large  extent,  on  local  conditions,  power 
available,  facilities  for  handling  and  icing  cars  without  extra 
service,  etc.;  obviously  the  larger  the  plant,  the  less  will  be  the 
comparative  cost  per  ton. 

Table  104  gives  the  investment,  cost  of  operation  and  capacity 
of  plants  ranging  from  15  tons  to  50  tons  in  24  hours,  for  the 
ordinary  run  of  railway  installations.  The  figures  are  fairly 
liberal  because  it  is  recognized  that  a  plant  of  this  character 
requires  good  supervision  and  careful  management;  where  care- 
lessness creeps  in  and  cheap  labor  is  employed,  the  plant  will 
depreciate  and  the  maintenance  charges  are  likely  to  be  very 
high. 

It  may  be  noted  that  where  cheap  electric  power  is  available 
the  cost  of  electric  plants  as  against  steam  will  be  10  to  20  per 
cent  less  than  the  figures  stated. 

Comparing  the  cost  per  ton  when  manufactured  with  the  cost 
per  ton  when  stored,  as  given  in  Table  103,  always  provided 
that  the  quantity  for  each  mechanical  plant  under  considera- 
tion will  actually  be  required,  the  figures  would  be  about  as 
follows : 

15  ton  plant  will  be  cheaper  than  storing  when  ice  is  costing 
$1.10  per  ton  or  more. 

25  ton  plant  will  be  cheaper  than  storing  when  ice  is  costing 
70  cents  per  ton  or  more. 

40  ton  plant  will  be  cheaper  than  storing  when  ice  is  co.sting 
45  cents  per  ton  or  more. 

50  ton  plant  will  he  cheaper  than  storing  when  ice  is  costing 
35  cents  per  ton  or  more. 

It  is  obvious  that  any  mechanical  plant  that  is  not  worked  up 
to  its  capacity  or  is  too  large  for  actual  needs  will  run  up  the 
cost  per  ton  to  much  higher  figures  than  those  given. 
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TABLE   104.  —  APPROXIMATE  COST  OF  ICE  MANUFACTURE  INCLUDING 

INVESTMENT,  COST  OF  OPERATION  AND  COST  PER  TON. 

(.STEAM  OR  ELECTRIC  EQUIPMENT.*) 


Capacity  in  tons  per  24  hours 

Capacity  in  tons  yearly  (for  240  days). 


Investment: 

Building  and  land 

Mechanical  equipment. 
Total  inve.stment 


Daily  operating  expenses: 

Engineers,  2 

Tankmen,  2 

Firemen,  2 

Storeman.   1 

Coal  at  S3. 00  per  ton  or  electric  cur- 
rent at  ^p  kw.-hr 

Ammonia,  oil,  waste 

Records  and  stationery 

Cost  of  operation  (daily) 


Cost  of  operation  on  basis  of  running 

the  plant  full  operation,  240  days. . 

All  labor  expense  for  balance  of  year. 

Interest  on  investment: 

Building  and  mechanical  equipment, 

6% 

Depreciation,  insurance,  taxes,  etc., 

building,  4% 

Depreciation  on  mechan'l  equip.,  8% 
Total  yearly  expense 


15  tons. 
3600  tons. 


Cost  per  ton  of  ice  produced 

Cost  per  ton  if  supplied  to  refrig.  cars. 


$7,500 
13,000 


25  tons. 
6000  tons. 


40  tons. 
9600  tons. 


50  tons. 
12,000 
tons. 


m,875 
18,125 


$14,000 
27,000 


$20,500,    $30,000 


$7.00 
4.50 
4.50 


5.00 
2.00 
1.00 


$24.00 


$5,360 
1,070 


1,230 


$7.00 
4.50 
4.50 


7.50 
3.50 
2:00 


$17,000 

33,000 

$41,000    $50,000 


$7.00 
4.50 
4.50 
2.25 

12.50 
4.25 
3.00 


$29.00 


$6,960 
1,317 


1,800 


300  474 

1,040        1,449 


),000    $12,000 


$2.50 

$2.80 


$2.50 
$2.30 


$7.00 
4.50 
4.50 
2.25 

15.50 
5.25 

4.00 

$38.00     $43.00 


$9,120 
1,700 


$10,320 
2,360 


2,460        3,000 


680 

2,640 

$16,000    $19,000 


560 
2,160 


$1.67, 
$1.97j 


$1.58 
$1.88 


*  When  electric  power  can  be  obtained  at  a  low  rate,  the  cost  per  ton  with  electrical  equipment 
will  be  from  10  to  20  per  cent  less  than  the  above  figures. 
Note.  —  No  tracks  are  included  in  the  above  costs. 

The  foregoing  table  would  indicate  that  the  larger  plants  are 
much  more  economical  than  the  smaller  ones,  provided  that  the 
machines  are  used  to  their  full  capacity.  Some  of  the  difference 
is  also  due  to  the  fact  that  supervision  and  labor  does  not  run 
in  proportion  to  the  increase  in  capacity. 
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Comparative  Costs  for  Large  Commercial  Ice  Manufacturing 
Plants.  —  The  initial  and  operating  costs  of  large  ice  plants 
ranging  from  100  to  500  tons  capacity  per  day  of  24  hours,  by 
Robert  P.  Kehoe,  which  are  given  in  Table  105,  may  be  taken  as 
a  guide  in  the  determination  of  the  advantageous  kind  of  plant 
to  install  when  such  large  installations  are  considered.  The 
cost  of  the  property  is  not  included,  which,  of  course,  will  vary 
\\-ith  the  location  and,  if  desirable,  an  amount  to  cover  this  item 
may  be  added  to  the  investment. 

Evaporators  and  automatic  stokers  have  been  covered  in  the 
first  cost  of  the  steam-driven  plants. 

An  average  economy  of  9  tons  of  ice  per  ton  of  coal  has  been 
assumed  which  is  the  usual  working  basis. 

The  price  of  oil  has  been  taken  as  3|  cents  per  gallon  and  a 
1  cent  rate  per  kilowatt-hour  for  electric  current  because  any 
higher  price  could  not  be  considered:  even  at  this  price  it  does 
not  compare  favorably  with  either  the  oil-engine  driven  or  steam 
plant.  The  average  electric-driven  plant  will  be  found  to  use 
60  kw.-hr.  per  ton  of  ice. 

The  yearly  load  factor  of  60  per  cent  is  equivalent  to  216 
days  of  full  operation.  This  would  mean  about  4  months  of 
full  operation,  four  months  at  half  capacity  and  four  months  at 
one  quarter  capacity.  In  large  plants  in  cities  of  considerable 
size  these  conditions  usually  exist,  for  commercial  operation. 

The  capacity  of  the  plants  are  given  in  tons  of  ice  per  twenty- 
four  hours,  and  only  one  type  is  considered  for  three  different 
kinds  of  motive  power,  using  300-lb.  cans.  A  summary-  of  the 
detailed  figures  are  as  follows: 


Cost  of  ice  per  ton. 

Capacity  per  24  hrs. 

Steam. 

Electric. 

Oil,  etc. 

100  tons 
200     " 
.300     " 
400     " 

$1  40 
1  21 
1   17 
1   13 

SI  55 
1.40 
1  .33 
1  .30 

SI    19 
1   03 
0  97 
0  94 
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TABLE   105.  —  IN\^STMENT,   DAILY  AND  YEARLY   COST  OF  OPERATION 
OF  LARGE  ICE  PLANTS. 


Capacity  in  tons  of  ice  per  24  hr. 


Type  of  plant  (all  300  lb.  cans). 


Motive  power. 


Investment: 

Mechanical  equipment  complete 

Building 

Total  investment  (excluding  land) 

Daily  operating  expense: 

Chief  engineer 

Assistant  engineers,  1 

Oilers,  2 

Firemen,  2 

Tankmen,  4 

Storehouse  men,  2 

Other  labor 

Fuel,  coal  at  .53.50  per  ton,  oil  at  3if! 

per  gal.,  current  at  Ip  per  kw.-hr. . 

Ammonia,  oil,  waste,  etc 

Net  operating  expense  per  day 

Total  cost  of  operation  per  year  on  basis 

and  J  capacity  four  months  equivalent 
Operating   cost   of   equivalent  of  216 

days  of  full  operation 

All  labor  expense  for  balance  of  year.  . 
5'  c  depreciation  on  cost  of  mech.  equip. 
y~c  depreciation  on  cost  of  building.  .  . 
SS'c  on  total   investment  for  repairs, 

taxes,  water  and  incidentals 

Total  annual  expense 

Number  tons  of  ice  produced  annually 
Total  cost  per  ton  of  ice  per  annum  . . 


Distilled 
water. 


Raw  water. 


Com- 
pound 

condens-j  Electric 
ing 
steam 

engines. 


$62,000 
37,500 


$99,500 

$6.00 
3.50 
4.00 
4.00 
8.00 
4.00 


38.50 
10.00 


$78.00 


$52,000 
35,000 


$87,000 

$5.00 
3.50 
4.00 

(6)'i2;6o 

4.00 


60.00 
10.00 


$98.50 


Oil  en- 
gines. 


170,000 
35,000 


$105,000 

$6.00 
3.50 
4.00 

"i2'6o 

4.00 


15.00 
10.00 


$54. 50 


Distilled 
water. 


Raw  water. 


Com- 
pound 

condens- 
ing 
steam 

engines. 


Electric 
motors. 


$119,000 
65,000 


$184,000 


$99,000 
60,000 


$159,000 


$6.00 
4.00 
4.00 


S7.00 

(1)  4.00 

(2)  4.00 
(2)  4.50 
(8)  16.00  (12)24.00 
(2)  4.00  4.00 
(2)  4.00  (1)     2.00 


120.00 
18.00 
$138.50     $182.00 


77.00 
18.00' 


Oil  en- 
gines. 


$135,000 
60,000 


$195,000 

$7.00 
4.00 
4.00 


24.00 
4.00 
2.00 

30.00 
18  00 


$93  00 


of  operating  full  capacity  four  ynonihs,  5  capacity  four  months 
to  full  operation  for  216  days  (60%  load  factor). 


$16,848 
4,248 
3,100 
1,125 

4,975 


$30,296 
21,600 
$1.40 


$21,276 
4,104 
2,600 
1,050 

4,350 


$33,380 
21,600 
$1  55 


$11,772 
4,248 
3,500 
1,050 

5,250 


$25,820 
21,600 
SI.  19 


$28,670 
6.264 
5,950 
1,950 

9,200 


$52,034 
43,200 
$1.21 


$39,312 
6,336 
4,950 
1,800 

7,950 


$60,348 
43,200 
$1.40 


$20,088 
6,192 
6,750 
1,800 

9.750 


$44,580 
43,200 
$1.03 


Capacity  in  tons  of  ice  per  24  hr. 


Type  of  plant  (all  300  lb.  cans). 


Motive  power. 


Investment: 

Mechanical  equipment  complete 

Building 

Total  investment  (excluding  land) 

Daily  operating  expense: 

Chief  engineer 

.Assistant  engineers,  1 

Oilers,  2 

Firemen,  2 

Tankmen,  4 , . . 

Storehouse  men,  2 

Other  labor 

Fuel,  coal  at  $3.50  per  ton,  oil  at  3J)i 
per  gal.  current  at  \i  per  kw.-hr.. . 

Ammonia,  oil,  waste,  etc 

Net  operating  expense  per  day 


300  tons. 


Distilled 
water. 


Com- 
pound 

condens- 
ing 
steam 

engines. 


Raw  water. 


$171,000 
95.000 


Electric 
motors. 


$266,000 

$7.50 
(2)  7.00 
(4)  8.00 
(2)  5.00 
(10)20.00 

(2)  4.00 

(3)  6.00 

$115  50 
25  00 


$141,000 
88,000 


$229,000 

S6.50 
7.00 
8.00 


(15)30.00 

4.00 

(1)     2.00 


$180.00       $45.00     $154.00     $240  00       $60.00 
25  00         25  00         31  00         31  00         31.00 
$198. 00;     $262.50     $128  50     $257.00     $346.00 
Total  cost  of  operation  per  year  on  basis  of  operating  full  capacity  four  vionths,  \  capacity  four  montha 
and  \  capacity  four  months  equitalenl  to  full  operation  for  216  days  (60^  load  factor). 
Operating  co.st  of  equivalent  of  216 


Oil  en- 
gines. 


$195,000 
88,000 


$283,000 

$7.50 
7.00 
8.00 


(15)30.00 
4.00 
2.00 


400  tons. 


Distilled 
water. 


Com- 
pound 

condens- 
ing 
steam 

engines. 


$218,000 
120,000 


$338,000 

$8.00 
(2)  8.00 
(4)     8.00 

(2)  6.00 
(14)28.00 
(4)     8.00 

(3)  6.00 

$154.00 
31  00 


Raw  water. 


Electric 
motors. 


$178,000 
111,000 


$289,000 

$7.00 
8.00 
8.00 

(2i)42'6o 

8  00 

(1)     2.00 

$240  00 
31  00 


Oil  en- 
gines. 


$250,000 
111.000 


$361,000 

$8.00 
8.00 
8.00 


42  00 
8.00 
2.00 


days  of  full  operation 
All  labor  expense  for  balance  of  year.  . 
5%  deprecial  ion  on  cost  of  mech.  equip. 
3' ;  iloprociiitidn  on  cost  of  building. .  . 
5'.L  on  total   investment  for  repairs. 

taxe.f,  water  and  incidentuls 

Total  annual  expcn.Me 

Number  tons  of  \cc  produced  annually 
Total  co8t  per  ton  of  ice  per  annum . . . 


$42,768 
8.280 
8.550 
2.850 

13.300 


$75,740 
64,800 
$1.17 


$56,700 
8.280 
7.050 
2.640 

11.450 


$86,120 
64.800 
$1  33 


$27,756 
8,424 
9.750 
2,640 

14.150 


$62,720 
64,800 
$0  97 


$55,512 
10,368 
10.900 
3.600 

16.900 


$97,280 
86.400 
$1  13 


$74,736 
10.800 
8.900 
3.330 

14,450 


$112,216 
86.400 
$1  30 


$36,072 
10,944 
12,500 
3,330 

18,050 


$80,996 
86.400 
$0.94 
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TABLE   105   (CorKiniicd).  —  IXVESTMEXT.   DAILY   AND  YEARLY  COST 
OF  OPER.\TION  OF  LARGE  ICE  PLANTS. 


Capacity  in  tons  of  ice  per  24  hr  , 


r\-pe  of  plant  (all  300  lb.  cans) . 


Motive  power 


Investment: 

Mechanical  equipment  complete 

Building 

Total  investment  feicluding  land) 

Daily  operating  expense: 

Chief  engineer 

Assistant  engineers,  1 

Oilers.  2 

Firemen.  2 

Tankmen.  4 

Storehouse  men,  2 

Other  labor 

Fuel,  coal  at  $3.50  per  ton,  oil  at  ZH  per  gal., 

current  at  Ic  per  kw.-hr 

Ammonia,  oil,  waste,  etc 

Net  operating  expense  per  day 


Distilled 
water. 


Compound 

condensing 

steam  engines. 


$260,000 
150,000 


Raw  water. 


Electric 
motors. 


$210,000 
140,000 


Oil  engines. 


$300,000 
140,000 


$410,000 

$9.00 
(2)  10.00 
(4)  8.00 
(2)  7,00 
(16)32.00 
(4)  8.00 
(4)    8.00 

$192.50 
36.00 


$310.50 


-$350,000 

$8.00 
10.00 
8.00 

(24)' 48. 66' 

8.00 

(2)    4.00 

$300.00 
36.00 


$422.00 


$440,000 

$9.00 
10.00 
8.00 

"'isbb' 

8.00 
4.00 

$75.00 
36.00 


$198.00 


Total  cost  of  operation  per  year  on  bonis  of  operating  full  capacity  four  months,  i  capacity  four  months 
and  i  capacity  four  months  equitalent  to  full  operation  for  216  days  (60%  load  factor). 


Operating  cost  of  equivalent  of  216  days  of 
full  operation 

.K\\  labor  expense  for  balance  of  year 

y~(  depreciation  on  cost  of  mech.  equip 

Z''\  depreciation  on  cost  of  building 

S  c  on  total  investment  for  repairs,  taxes, 
water  and  incidentals 

Total  annual  expense 

Number  tons  of  ice  produced  annually 

Total  cost  per  ton  of  ice  per  annum 


$67,068 
11,808 
13.000 
4,500 

20,.50O 


$116,876 

108,000 

$1.08 


$91,152 
12,384 
10,500 
4,200 

17,500 


$135,736 

108,000 

SI  26 


$42,768 
12.528 
15,000 
4,200 

22,000 


$96,496 

108,000 

SO.  90 


Cold  Storage.  —  For  hotel,  dining  car,  and  restaurant  service 
it  is  necessar}'  to  have  good  storage  and  ample  facilities  for 
keeping  eatables  in  first-class  condition,  as  the  supplies  are 
usually  bought  in  large  quantities;  this  necessitates  either  an 
ice  or  mechanical  refrigeration  plant.  For  dining  car  service 
the  building  is  generally  located  at  one  end  of  the  .sleeping  and 
dining  car  stores,  and  in  the  basement  of  hotels  or  restaurants. 

Comparing  natural  ice  and  mechanical  refrigeration,  the  lat- 
ter is  by  far  the  best  means  of  keeping  dining  supplies;  with 
natural  ice  the  coohng  process  is  limited,  there  is  also  dampness 
and  poor  ventilation  to  contend  with;  ice  leaves  a  residue  liable 
to  foul  unless  the  storage  box  is  cleaned  out  frequently. 

With  the  mechanical  cold  air  process  the  proper  temperature 
for  keeping  supplies  in  the  best  condition  can  be  attained,  and 
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the  temperature  can  be  varied  for  any  class  of  goods;  the  air  is 
purified  and  fresh  at  all  times. 

Cold  Air  Refrigeration.  (Fig.  201.)  —  The  walls  and  parti- 
tions are  insulated  similar  to  ice  houses,  and  divided  into  com- 
partments for  storing  the  various  classes  of  goods. 

The  mechanical  plant  is  placed  at  one  end  of  the  building,  and 
consists  of  a  steam  engine  coupled  to  a  double-acting  ammonia 
compressor,  an  ammonia  condenser  and  receiver,  with  all  neces- 
sary ammonia  gauges  and  gauge  boards;  connection  pipes  and 
fittings,  including  an  air  cooler,  consisting  of  an  iron  tank  with 
refrigerator  coils,  brine  pump,  air  fan,  and  sundry  connections. 

The  cooler  is  placed  next  to  the  cold  storage  room,  and  the 
wall  between  it  and  the  engine  room  must  be  insulated  similar 
to  outer  walls. 

The  following  is  a  comparative  estimate  of  installing  and  oper- 
ating a  cold  air  plant  and  natural  ice  refrigeration  plant. 

Cold  Air  Plant.  —  Six  tons  capacity,  approximate  cost  of 
installation  and  operation. 

Cold  storage  house  40'  X  48'  X  24'  high,  $3600  at  67o-  •  $216.00 

Cost  of  6-ton  ice  plant,  $3200  at  6%  per  annum 192.00 

Foundations  for  ice  phmt,  $200  at  6%  per  annum 12.00 

10  horsepower  per  annum  at  $40  per  horsepower 400.00 

Maintenance,  repairs,  and  depreciation 42.00 

Labor,  one  man  at  $2  per  daj'  (see  note) 730 .  00 

Ammonia  per  annmn 30 .  00 

Water  rates 35 .  00 

$1657.00 

Note.  —  One  man  can  run  an  ordinary  35  horsepower  plant  and  also  assist  in  the  shop  or 
stores  at  other  work.     Less  than  30%  of  his  time  is  taken  up  with  the  cold  storage  plant. 

Natural  Ice  Plant.  —  Approximate  cost  of  installation  and 
operation. 

Increased  height  of  building  for  ice  storage  with  air  ducts, 

drainage,  lifts,  and  insulation,  $4800  at  6%  per  annum.        $288.00 

3  tons  of  ice  per  day  at  $2  per  ton 2190.00 

Labor,  one  man  at  $1.50  per  day 54S .  00 

$3026.00 

From  the  above  it  will  be  noted  that  the  cold  air  plant,  besides 
keeping  the  supplies  in  better  condition,  is  a  good  deal  less  costly 
than  buying  ice  at  the  price  quoted. 

Construction.  —  For  cold  storage  buildings  the  construction  is 
about  as  follows: 
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PLAN 
Fig.  201.     Cold  Storage  House. 
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Rubble  or  concrete  foundation  walls  taken  below  frost,  24  in. 
thick,  with  12-in.  footing  course. 

Outer  Walls,  Frame  Buildings.  —  Beginning  on  the  outer  face, 
two  layers  of  1-in.  matched  sheathing,  with  insulating  paper 
between,  2"  X  6"  studs  at  16-in.  centers,  two  layers  1-in.  sheath- 
ing, with  insulating  paper  between,  2"  X  4"  studs  16-in.  cen- 
ters, with  1-in.  matched  sheathing,  2"  X  2"  studs  16-in.  centers, 
with  two  layers  of  1-in.  sheathing  and  insulating  paper  between; 
with  this  arrangement  the  walls  are  about  20  in.  thick.  All 
spaces  are  filled  with  mill  shavings. 

Ground  Floor.  —  A  bed  of  gravel  at  least  12  in.  thick,  with 
3"  X  3"  sills  on  top,  at  18-in.  centers,  covered  with  1-in.  matched 
sheathing,  and  1"  X  2"  scantling  on  top,  and  two  layers  of 
2"  X  4"  matched  flooring  over,  laid  flat  with  insulating  paper 
between.     All  spaces  are  filled  with  mill  shavings. 

Inner  Walls. — Between  cold  storage  rooms:  2"  X  6"  studs 
at  18-in.  centers,  with  two  layers  of  1-in.  matched  sheathing  on 
either  side,  and  insulating  paper  between  boards,  all  spaces 
filled  with  mill  shavings! 

Between  cold  storage  rooms  and  corridors:  2"  X  8"  studs  at 
18-in.  centers,  with  two  layers  of  1-in.  matched  sheathing  and 
insulating  paper  between  on  the  inside,  and  1-in.  matched 
sheathing,  and  1"  X  2"  scantling  18-in.  centers  covered  with 
two  layers  of  matched  sheathing,  with  insulating  between,  on 
the  corridor  side. 

Ceiling.  —  Two-inch  by  8-in.  studs  at  18-in.  centers,  with 
two  layers  of  1-in.  matched  sheathing  on  each  side,  with  insu- 
lating paper  between  boards.  Spaces  filled  with  mill  shav- 
ings. 

Rooj.  —  Two-inch  by  8-in.  studs,  18-in.  centers,  with  two 
layers  1-in.  sheathing  on  each  side,  with  insulating  paper  be- 
tween, roof  joists  4"  X  12"  at  8-ft.  centers,  with  3-in.  T.  &  G. 
boarding  on  top,  covered  with  5-ply  tar  and  gravel  roofing. 

Cold  Air  Ducts.  —  Wooden  air  ducts  are  provided  for  exhaust- 
ing the  air  from  the  various  rooms  to  the  fan  and  cooler,  and 
from  the  cooler  back  into  the  rooms. 

Insulation  for  the  main  suction  ducts  consists  of  two  layers 
|-in.  T.  tfc  n.  slieathing,  with  (loul)lo  insulating  papers  between, 
and  1"  X  1"  battens  on  the  outside  covered  witli  1-in.  T.  &  G. 
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sheathing;   other  ducts  consist  of  double  boarding  with  insulat- 
ing paper  i)et\veen. 

The  ducts  are  placed  usually  on  each  side  of  the  room  close  to 
the  ceiling,  with  hardwood  slides  on  the  bottom  of  the  delivery- 
ducts  and  on  the  sides  of  the  suction  ducts. 

Stock  Yards. 

Stock  yards  are  erected  at  way  stations  and  terminals  for 
receiving  cattle  for  shipment,  and  also  for  rest  and  feeding  pur- 
poses for  cattle  en  route.  The  yards  are  located  parallel  with 
the  siding  tracks  convenient  to  the  roadway  at  stock  business 
points.     (Figs.  202  and  203.) 

The  ordinary  wayside  station  stock  yard  consists  of  a  series 
of  fenced-in  pens,  with  feeding  and  water  troughs,  including  feed 
barns  and  shelters  when  necessary. 

The  terminal  stock  yards  are  usually  housed  in  and  are 
arranged  with  pens,  feeding  and  water  facilities,  to  suit  the 
different  classes  of  stock. 

The  usual  arrangement  is  to  provide  loading  and  unloading 
platforms  with  chutes  alongside  the  track.  The  platforms  are 
made  narrow  so  that  the  gates  of  the  chutes  when  open  shall 
come  close  to  the  cars  for  convenience  in  loading  the  cattle. 
The  chutes  lead  to  a  main  alleyway,  from  which  the  distribution 
of  pens  is  arranged,  the  pens  being  divided  to  hold  a  car  or 
portion  of  a  car  load,  and  made  so  as  to  open  into  one  another 
and  to  branch  alleyways  in  the  center,  so  that  the  cattle  may  be 
sorted  and  classified  if  desired.  Barns  and  shelters  are  erected 
on  the  branch  alleyways  for  feeding  purposes  when  necessary. 

In  addition  to  feeding  and  shelter  sheds,  water  has  also  to  be 
provided,  with  frost-proof  hydrant  valves  to  avoid  freezing,  the 
pipes  being  graded  to  drain  when  not  in  use. 

Construction.  —  The  construction  generall}"  is  cedar  posts 
6  in.  to  9  in.  in  diameter,  placed  5  to  6  ft.  centers,  set  into  the 
ground  soUd.  The  fencing  is  from  6  to  7  ft.  high,  of  1-to  2-in. 
material,  with  3-  to  8-in.  spaces  between.  Feed  racks  are  placed 
on  one  or  two  sides,  made  with  2"  X  6"  plank,  the  height  and 
width  var^-ing  to  suit  the  stock.  Water  troughs  are  placed  on 
the  opposite  side  of  feed  racks,  and  are  made  of  2-in.  plank 
supported  on  2-in.  plank  brackets,  with  three-quarters  to  1-in. 
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water  supply  taken  from  a  l|-in.  main  and  extending  above 
the  water  trough  with  a  goose  neck.  The  floor,  where  the 
business  amounts  to  anything,  is  usually  of  concrete  finished 
rough. 

An  ordinary  20-car  capacity  stock  yard  would  consist  of  a 
4-ft.  platform  placed  7  ft.  from  rail,  with  4  loading  chutes  40-ft. 
centers  and  3  unloading  chutes  ramped  down  to  main  alleyway, 
the  depth  varying  from  20  to  50  feet  or  more,  and  the  depth  of 
alleyway  12  to  13  ft.  by  200  ft.  long. 

The  area  covered  bj^  the  pens  behind  the  main  alleyway  would 
be  213  ft.  long  and  160  ft.  deep,  divided  into  10  pens,  and  one 
branch  alleyway  in  the  center  13  ft.  wide.  The  pens  front  and 
back  would  be  50'  X  50',  and  the  center  ones  50'  X  100'.  In 
the  branch  alleyways  two  shelters  and  two  hay  barns  are  erected 
projecting  into  the  center  pens  as  per  Fig.  202. 

Approximate  cost.  —  The  approximate  cost  of  open  stock 
yards  with  concrete  floor  averages  from  20  to  35  cents  per  square 
foot  of  area  covered. 

The  approximate  cost  of  a  20-car  capacity  stock  yard  with 
feed  racks,  water  troughs,  hay  barns,  shelter,  concrete  floor,  etc., 
complete,  $5500  to  $7500. 

The  cost  of  frame  barns  and  shelters,  from  50  to  75  cents  per 
square  foot. 

The  cost  of  enclosed  stock  yards,  concrete  floor  for  single-story 
frame  buildings  with  skylights,  etc.,  complete,  varies  from  65  to 
90  cents  per  square  foot  when  the  amount  is  fairly  large. 
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Fig.  202. 
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STOCK  PENS. 
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Mail  cranes  are  erected  at  wa}'  stations  where  necessary  to 
collect  the  mail  wliile  the  train  is  running. 

The  main  post,  either  of  wood  or  steel,  is  set  up  about  10  ft. 
from  center  of  track,  and  attached  with  a  blocking  piece  to  two 
extra  long  track  ties,  the  post  being  staj'^ed  at  the  back  by  a 
double  brace. 

"     ~7-1h'<°  c.Tnck 


KBolt 


9*1  9  Sawn  Tiea  u'o  Ig. 


Fig.  204.     C.  P.  R.  Standard  Mail  Crane. 
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MAIL  CRANES. 


At  the  top  of  the  post  about  three-foot  centers  two  horizontal 
arms  project  3  ft.  towards  the  track  arranged  to  hold  the  mail 
bag.  The  arms  have  a  steel  spring  attachment  at  the  post  end 
so  that  when  the  bag  is  released  they  automatically  rise  and 
fall  towards  the  post,  one  going  up  and  the  other  down.  (Fig. 
204.) 

A  light  iron  ladder  is  placed  for  convenience  of  the  operator, 
so  that  he  may  be  able  to  catch  the  arms  and  tie  the  mail  bag  in 
position. 

Approximate  cost  of  an  iron  mail  crane  complete,  $35. 

The  relation  of  the  mail  crane  to  the  mail  car  is  shown,  Fig. 
205,  and  the  design  of  the  catcher  across  the  door  of  the  car, 
Fig.  206;  the  catcher  is  operated  by  the  mail  clerk  pulling  the 
upper  handle  which  brings  it  into  a  horizontal  position  ready  to 
engage  and  catch  the  bag  suspended  on  the  mail  crane.  On 
releasing  the  handle  the  catcher  drops  down  into  a  vertical 
position  as  shown  on  the  elevation. 


ELEVATION   OF  MAIL  CRANE  &  TRACK 
IN  RELATION  TO  MAIL  CAR 

Fig.  205. 


PLAN 
Mail  Catchor  in  use 


Fig.  206. 
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Track  Tanks.  —  Track  tanks  are  used  to  a  limited  extent, 
and  usually  consist  of  steel  troughs  placed  directly  on  the  ties,  to 
hold  the  water  so  that  locomotives  can  scoop  up  a  supply  while 
in  motion,  and  are  used  for  passenger  and  freight  service  to 
expedite  train  movement  on  congested  districts. 

A  compreiionsive  article  on  this  type  of  structure  is  given  in  de- 
tail in  the  Railroad  Gazette,  March  13,  1908,  by  H.  H.  Ross. 

The  tanks  must  be  located  where  the  supply  of  water  is  abun- 
dant and  of  good  quality;  15  to  50  per  cent  of  the  water  is  wasted 
by  being  forced  out  over  the  sides  and  ends  b}'  the  engine  scoops. 
The  speed  for  satisfactory  service  is  from  25  to  30  miles  per 
hour,  and  the  tracks  are  graded  at  the  approaches  to  enable  the 
necessary  speed  to  be  made,  and  for  this  reason  track  tanks 
should  be  away  from  any  structures,  crossings,  yards,  etc.,  and 
be  well  drained  so  that  the  water  that  gets  into  the  bank  is 
carried  awaj"  quickly.  This  is  done  by  stone-filled  trenches  and 
tile  between  tracks,  the  ballast  being  covered  with  large  flat 
stones  to  hold  the  ballast  and  shed  the  water. 

Approximate  cost. — A  double-track  installation  will  cost 
S  15,000  to  S30,000  exclusive  of  grading,  track  work,  and  drain- 
age. The  maintenance  averages  probably  about  8  per  cent  of 
the  cost. 

Construction.  —  The  ties  supporting  the  trough  should  be  of 
white  oak  8"  X  10"  X  8'  6"  long,  and  track  thoroughly  surfaced 
and  filled  in  with  stone  ballast  and  same  quality  of  ballast  con- 
tinued for  at  least  1000  feet  beyond  the  troughs  on  the  trailing 
ends,  and  all  ties  tie  plated. 

Water  is  usually  supplied  from  elevated  tanks,  with  a  large- 
sized  main  reduced  for  the  different  inlets;  If  to  2  minutes  are 
required  to  refill  trough  after  an  engine  has  scooped,  and  the 
filling  is  done  with  automatic  valves. 

Trough  recommended,  28  in.  wide,  7|  in.  deep,  and  2000  ft. 
long,  to  give  5000  to  6000  gal.  in  a  run.  When  track  tanks  are 
used  in  cold  climates,  it  is  necessary  to  heat  the  water  to  keep 
it  from  freezing,  which  is  done  by  steam  blowing,  or  by  circu- 
lating by  means  of  a  pump  or  an  injector. 
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CHAPTER  XVIIL 
WATER   STATIONS. 

General.  —  The  ordinary  railroad  water  station  usually  con- 
sists of  an  elevated  tank  for  storage  purposes,  a  pumping  outfit 
or  gravity  main  to  supply  the  tank,  and  standpipes  when  neces- 
sary for  convenient  service.  A  locomotive  consumes  from  30  to 
100  gal.  per  mile,  and  carries  from  2000  to  7000  gal.  Owing  to 
mixed  traffic,  possible  detentions  and  climatic  conditions,  how- 
ever, it  has  been  found  necessary  to  place  water  stations  10  to 
20  miles  apart,  usually  at  regular  stopping  points  along  the  right 
of  way. 

Purity.  —  As  the  water  is  to  be  used  principally  for  locomo- 
tive purposes,  a  sample  should  be  sent  to  the  company's  chemist 
to  be  analyzed  to  ascertain  if  it  is  suitable  for  the  purpose.  Con- 
ditions will  sometimes  make  it  necessary  to  treat  the  water 
chemically  to  render  it  soft  for  economical  boiler  service. 

The  treatment  may  be  lime  onl}-,  when  the  hardness  is  due  to 
carbonates  of  lime  and  magnesia,  or  soda  ash  when  the  hardness 
is  due  to  sulphates  of  lime  and  magnesia.  The  method  of 
apph'ing  these  reagents  to  the  water  may  require  a  special 
mechanical  outfit,  or  a  mixer  with  valve,  feed,  etc.,  connected 
with  the  water  supply,  can  be  so  arranged  that  every  stroke  of 
the  water  piston  may  take  in  a  desired  portion  of  the  chemical 
previously  made  readJ^  To  render  the  work  efficient,  it  should 
be  closely  watched  and  supervised  by  the  company's  chemist  or 
his  assistant. 

Supply.  —  When  a  municipal  water  service  is  established  and 
the  rates  are  favorable,  there  may  be  a  saving  in  obtaining  water 
by  meter  or  other  agreement.  Under  ordinary  circumstances, 
however,  the  permanent  supply  is  usually  obtained  from  arte- 
sian or  driven  wells,  or  from  a  natural  lake,  river,  or  stream,  and 
the  delivery  may  be  by  gravity  or  by  pumping,  local  conditions 
determining  the  method  employed.  A  gravity  supply  Uf^ually 
requires  a  dam  and  spill-way  for  storage  purposes.  When  the 
location  is  convenient  and  a  permanent  and  abundant  supply 
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can  be  obtained  in  a  natural  or  artiticial  basin,  a  gravity  supply 
is  the  most  economical. 

EQIIV.\LENTS  OF  W.XTER  BY  WEIGHT  AXD  MEASURE. 


Water. 


U.  S.  gal- 
lons. 


U.  S.  gallon .  .  . 
Imperial  gallon 

Cubic  foot 

Cubic  inch 

One  pound 


1.00 
1.2 

7.48 

0.0043 

0.12 


Imperial 
gallons. 


0.833 

1.00 

6.23 

0.0036 

0.10 


Cubic  feet. 


0.133 

0.16 

1.00 

0.00058 

0.16 


Cubic 
inches. 


231 

277.274 
1728 
1.00 
27.72 


Pounds. 


8.33 
10.00 
62.35 

0.036 
1.00 


A  miner's  inch  of  water  is  approximately  equal  to  a  supply  of 
12  U.  S.  gallons  per  minute. 

TABLE  106.  —  C0^"^'ERTI^■G  DISCHARGE  IX  SECOND-FEET  PER  SQUARE 
MILE  INTO   RUX-OFF  IX   DEPTH  IX  IXCHES  0^'ER  THE  AREA. 


Discharge  in  second-feet 

Run-off  in  inches 

. 

per  square  mile. 

Iday. 

28  days. 

29  days. 

30  days. 

31  days. 

1 

0.0.3719 
0.074.38 
0.11157 
0.14876 
0.18.595 
0.22314 
0.260.33 
0.297.52 
0.3.3471 

l.(Ml 
2.a83 
3.124 
4.165 
5.207 
6.248 
7.289 
8.. 331 
9.. 372 

1.079 
2.157 
3.236 
4.314 
5. 393 
6.471 
7. 5.50 
8.628 
9.707 

1.116 
2.231 

3.347 
4.463 
5.578 
6.694 
7.810 
8.926 
10.041 

1 .  153 

2.306 

:i 

4 

3.459 
4.612 
5.764 

6 

7 

6.917 
8.070 

8 

9.223 

9 

10.. 376 

Note.  —  For  partial  month,  multiply  the  values  for  one  day  by  number  of  days. 

1  sec.-ft.  equals  7.48  United  States  gallons  per  second;   equals  448.8  gals, 
per  minute;  equals  646,317  gals,  for  one  day. 

1  sec.-ft.  for  one  year  covers  one  .square  mile  1.131  ft.  or  13.572  in.  deep. 
1  sec.-ft.  for  one  year  equals  31,530,000  cu.  ft. 
1  sec.-ft.  for  one  day  equals  86,400  cu.  ft. 

1,000,000,000  cu.  ft.  equals  11,570  .sec.-ft.  for  one  day. 
1,000,000.000  cu.  ft.  equals  414  sec.-ft.  for  one  28-day  month. 
l,00rj,000.000  cu.  ft.  equals  399  sec.-ft.  for  one  29-day  month. 
l,000,fXX),0'X)  cu.  ft.  equals  386  .sec.-ft.  for  one  30-day  month. 
1,000,00(J,000  cu.  ft.  equals  373  sec.-ft.  for  one  31-day  month. 

1,000,000,000  United  States  gals,  per  day  equals  1.55  sec.-ft. 
100  United  States  gals,  per  minute  equals  0.223  sec.-ft. 
1  in.  deep  on  1  square  mile  equals  2,.323.200  cu.  ft. 
1  in.  deep  on  1  square  mile  equals  0.0737  sec.-ft.  per  year. 

1  HP.  equals  550  ft.-lb.  per  second. 
1  HP.  equals  1  sec.-ft.  falUng  8.80  ft. 
U  HP.  equals  1  Kw. 
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To  calculate  water  power  quickly: 


sec.  ft.  X  fall  in  ft, 

n 


=  net 


horsepower  on  water  wheels  realizing  80  per  cent  of  theoretical 
power. 

Area  of  Pipe.  —  To  find  the  area  of  a  required  pipe,  the 
volume  and  velocity  being  given,  multiply  the  number  of  cubic 
feet  of  water  by  144  and  divide  the  product  by  the  velocity  in 
feet  per  minute. 

Velocity.  —  To  find  the  velocity  in  feet  per  minute  to  dis- 
charge a  stated  number  of  gallons  per  minute  divide  the  amount 
of  discharge  in  gallons  per  minute  by  the  number  of  gallons  in 
one  lineal  foot,  or  the  number  of  gallons  per  minute  by  144,  and 
divide  by  the  area  of  pipe  in  inches. 


TABLE  107.  —  NUMBER  OF  U.  S.  GALLONS  IN  ONE  LINEAL  FOOT  OF  PIPE. 


Inside  diameter  of  pipe. 

1  in. 

2  in. 

2iin. 

3  in. 

4  in. 

Cubic  foot 

Gallons  per  lineal  foot.  . 
Area,  square  inches 

0.0055 
0.0408 
0.785 

0.0218 
0.1632 
3.14 

0.0341 
0.2550 
4.9 

0.0491 
0.3673 
7.06 

0.0873 
0.6528 
12.56 

6  in. 

8  in. 

9  in. 

10  in. 

12  in. 

Cubic  foot 

Gallons  per  lineal  foot.  . 
Area,  square  inches 

0.1963 
1.469 
28.27 

0.3490 
2.611 
50.26 

0.4418 
3.305 
63.61 

0.5455 
4.081 
78.54 

0.7S54 
5.875 
113.09 

Depth  of  Suction.  —  The  mean  pressure  of  the  atmosphere  is 
estimated  at  14.7  lb.  per  square  inch.  With  a  perfect  vacuum 
at  sea  level  it  will  therefore  sustain  a  column  of  mercury  29.9  in., 
or  a  column  of  water  33.9  ft.  high.  This  is  the  theoretical 
height  that  a  perfect  pump  would  draw  water.  Owing  to  air 
in  the  water,  valve  leakage,  etc.,  the  actual  height  in  practice 
seldom  exceeds  20  ft.,  and  the  velocity  through  the  suction 
pipe  should  not  exceed  200  ft.  per  minute,  as  the  resistance  of 
suction  will  be  too  great.  To  obviate  this  tendency  the  suction 
pipe  is  usually  one  or  two  sizes  larger  than  the  delivery  or  dis- 
charge pipe. 

Service  Pipe.  —  Steel,  cast-iron,  plain  Avroiight-iron,  wood  and 
galvanized  iron  pipe  are  used  extensively;    cast  iron  is  the  most 
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durable  and  roliable  for  underground  service,  and  above  ground 
plain  wrought-iron  pipe.  In  many  situations  wood  pipe  may  be 
quite  satisfactory. 

The  depth  to  which  pipe  should  be  placed  in  the  ground 
should  be  sufficient  to  avoid  injury  from  frost,  usually  4  to  5  ft. 
A  water  main  laid  in  a  rock-cut  trench  is  less  liable  to  freeze  up 
if  covered  with  broken  stones. 


TABLE  lOS.  —  APPROXIMATE  COMPARATIVE  COST  PER  FOOT  OF 
DIFFERENT   PIPES. 


Size  of  pipe. 


$0.32    $0.40  '80.50 
0.34     0  42     0.52     0.67 
0.40     0.50     0.60     0.75 


Wood  pipe,  wire  wound,  uncoated 

Wood  pipe,  wire  wound,  asphalted 

Wood  pipe,  wire  wound,  burlapped 

Iron  pipe.  ca.st 

Steel  pipe,  lap  welded,  burlapped 

Iron  wrought 0.93      1.41      2.00     2.45 


6  in.     i    8  in.        10  in. 


SO.  65 


0.63     0.93      1.28      1.66 
0.76     1.05     1.60     2.10 


Service  Connections.  —  The  discharge  pipe  should  enter  the 
water  tank  at  the  bottom,  as  it  reduces  the  head  and  takes  less 
power  than  feeding  it  from  the  top. 

Provide  a  check  valve  in  delivery  pipe  and  a  w'aste  cock  in  the 
discharge  chamber  so  that  air  may  be  expelled,  a  stop  valve  for 
shutting  off  the  back  pressure  so  that  the  pump  can  be  opened 
for  inspection. 

Set  up  the  pump  on  solid  foundation  of  concrete;  wood  is 
liable  to  rot  and  cause  leaky  joints.  To  obviate  jar  or  vibration, 
use  expan.sion  bolts  to  anchor  the  pump. 

Arrange  the  steam  pipe  feed  so  that  the  water  of  condensation 
will  drip  away  from  the  pump  when  not  in  use,  and  insert  drip 
cock. 

An  air  chamber  on  the  suction  pipe  will  make  the  pump  work 
smoother  at  moderate  speed,  and  is  advisable,  as  it  prevents 
pwunding  or  water  hammer;  in  high  lifts  it  is  a  necessity. 

Unless  the  suction  lift  and  length  of  supply  pipe  are  moder- 
ate, a  foot  valve  and  .strainer  are  also  advised  for  all  pumps 
raising  water  by  suction. 

The  foot  valve  is  placed  at  the  bottom  of  the  suction  pipe  and 
holds  the  priming. 
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The  suction  pipe  must  be  entirely  free  from  all  leakage. 

Lay  suction  pipes  with  a  uniform  grade  from  the  pump  to  the 
source  of  supply,  and  avoid  air  pockets.  All  pipes  should  be  as 
direct  as  possible;  use  full  round  bends  for  elbows  and  Y's  for 
tees. 

Wr ought-iron  and  Steel  Pipes.  —  All  wrought-iron  and  steel 
pipes  must  be  equal  in  quality  to  "  standard." 

The  pipes  shall  not  be  less  than  the  following  average  thick- 
ness and  weight  per  lineal  foot;  supplied  in  random  lengths 
with  threads   and  couplings. 

TABLE  109.  —  APPROXIMATE  COST  AND  WEIGHT  OF  WROUGHT-IRON   PIPES. 


Inside 
size  of 
pipe. 

Thick- 
ness. 

Normal 
weight  per 
lineal  foot. 

Approx. 
cost  per 
100  feet. 

Approx. 
cost  per 

lineal 

foot. 

Inside 
size  of 
pipe. 

Thick- 
ness. 

Normal 
weight  per 
lineal  foot. 

Approx. 
cost  per 
100  feet. 

Approx. 
co.st  per 

lineal 

foot. 

In. 
1 

11 
2 

2h 
3 
31 
4 

4i 

^2 

In. 

0.13 
0.14 
0.15 
0.20 
0.21 
0.22 
0.23 
0.24 

Lb. 
1.67 

2,68 
3.61 
5.74 
7.54 
9.00 
10.66 
12.49 

$6.00 
9.00 

13.00 
23.00 
30.00 
45.00 
54.00 
63.00 

$0.06 
0.09 
0.13 
0.23 
0.30 
0.45 
0.54 
0.63 

In. 

5 

6 

7 

8 

9 

10 

11 

12 

In. 

0.25 
0.28 
0.30 
0.32 
0.34 
0.36 
0.37 
0.37 

Lb. 
14.50 
18.76 
23.27 
28.18 
33.70 
40.00 
45.00 
49.00 

$72.00 
93.00 
116.00 
141.00 
168.70 
200.00 
225.00 
245.00 

$0.72 
0.93 
1.16 
1.41 
1.68 
2.00 
2.25 
2.45 

Cast-iron  Pipes.  —  All  cast-iron  pipe  and  fittings  must  be  un- 
coated,  sound,  cylindrical  and  smooth,  free  from  cracks,  sand 
holes,  and  other  defects,  and  of  a  uniform  thickness  and  of  a 
grade  known  in  commerce  as  "  extra  heavy,"  cast  in  lengths  to  1 
lay  twelve  feet,  with  bell  and  spigot  joints,  and  to  withstand  a  1 
static  pressure  of  not  less  than  130  lb.  per  square  inch. 

Joints.  —  All  joints  must  be  made  with  picked  oakum  and 
molten  lead  and  made  water-tight.  For  estimating,  take  1^-  lb. 
of  soft  pig  lead  for  each  joint  for  each  inch  in  the  diameter  of 
the  pipe,  and  1  oz.  of  oakum  for  each  joint  for  each  inch  in  the 
diameter  of  the  pipe. 

The  average  total  cost  per  foot  for  installing  cast-iron  water 
mains,  ck^pth  of  tixMich  5  feet,  from  4  inches  to  24  inches  in  diameter, 
is  given  in  Table  110,  page  431. 
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Approximate  Cost  of  Installing  Cast-iron  Water  Mains  (4- in.  to  24- in.  Pipes). 

Pipes  (cast)  in  12  ft.  lengths  F.  O.  B.  cars $25  to  $35  per  ton 

(See  table  for  weights.) 

Loading  and  hauling: 

Loading  from  cars  to  wagons 5    to  30(i  per  ton 

Unloading  from  wagons  at  site 2^  to  15^  per  ton 

Lost  time  by  teams  (loading  and  unloading) 2j  to  15ff  per  ton 

Total 10    to  e>0^  per  ton 

Hauling  (2-ton  loads)  per  mile 9    to  21)^  per  ton  mile 

Trcytching: 
Excavation  5  ft.  deep  and  21  in.  wider  than  diameter  of 
pipe,  bell  holes  dug  out  just  before  laying  pipe. 

Excavation,  ordinary  earth  per  cu.  yd $0 .  20  to  $0 .  50 

"  medium  gravel  per  cu.  yd • .  .  . .       0 .  30  to    0 .  60 

"  cemented  gravel  per  cu.  j'd 0. 75  to    1 .00 

"  boulders  and  hard  pan  per  cu.  yd 1 .  25  to    1 .  50 

"  loose  rock  and  hard  pan  per  cu.  yd 1.75  to    2.00 

"  solid  rock  and  hard  pan  per  cu.  yd 2.25  to    3.50 

Laying  (including  caulking)  per  lin.  ft 0.05  to    0.30 

Backfilling  (including  puddling)  per  cu.  yd 0.05  to    0.20 

Miscellaneous.     10  per  cent  to  take  care  of  overhead 
charges,  supervision  and  contingencies,  etc. 


T.\BLE  no. 


.\VEIL\GE  TOT.VL  COST  PER  FOOT  INSTALLING  CAST-IRON 
WATER  MAINS. 


Size  of 
pipes. 

Weight  per 
ft.,  lbs. 

Cost  of  pipe 
at  S3.7  per 
ton  deliv'd. 

Loading 

and 
hauling. 

Excav.  and 
backfill. 

Laying  and 
jointing. 

Miscella- 
neous. 

Total 
cost  per 
lin.  ft. 

4 

22 

$0.39 

$0.01 

$0.18 

$0.05 

$0.07 

$0.70 

6 

36 

0.G3 

0.02 

0.21 

0.08 

0.11 

1.05 

8 

53 

0.93 

0.03 

0.24 

0.10 

0.15 

1.45 

10 

73 

1.28 

0  04 

0.27 

0.13 

0.18 

1.90 

12 

95 

1.66 

0  05 

0.30 

0.15 

0.19 

2.35 

14 

119 

2.09 

0  06 

0.33 

0.18 

0.24 

2.90 

16 

147 

2. 57 

0.08 

0.36 

0.20 

0.29 

3.50 

18 

176 

3.08 

0  09 

0.39 

0.23 

0.36 

4.15 

20 

208 

3.64 

0  12 

0.42 

0.25 

0.47 

4.90 

24 

2S2 

4.93 

0.14 

0.45 

0.30 

0.58 

6.40 

The  above  prices  are  for  pipe  laid  in  a  5-foot  trench.  For  ap- 
proximate weight,  thickness  and  dimension  of  ca.st-iron  pipe,  see 
Tables  111,  112,  113  and  114,  pages  432,  433,  4.34  and  435. 
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TABLE   111.  —  APPROXIMATE  WEIGHT,  THICKNESS  AND  DIMENSIONS  OF 

CAST-IRON  PIPE  FOR  WATER. 

300  foot  head,  130  pounds  pressure. 


Hub  and  Spigot  Pipe  for  Lead  Joints. 


Diameter 

Thickness . 

Inside  dia.  of  hub 
Depth  of  hub  inside 


Length  from  end 
of  spigot  to  in- 
side of  hub 


Wt.  per  running  ft 
Weight  per  length 


In. 

In. 

In. 

In. 

In. 

In. 

In. 

In. 

In. 

In. 

In. 

In. 

3 

4 

6 

8 

10 

12 

14 

16 

18 

20 

24 

.30 

4' 

1 
5? 

tV 

10^ 

12' 

14i 

1 
16i 

I8i 

20!^ 

i 
22? 

i 
26f 

.    11 
33 

3 

3i 

3^ 

3f 

4 

4 

H 

4^ 

U 

ik 

5 

5 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

Ft. 

12 

12 

12 

12 

12 

12 

12 

12 

12 

12 

12 

12 

T,b. 

T-b. 

Lb. 

Lb. 

Lb. 

Lb. 

Lb, 

Lb. 

Lb. 

Lb. 

Lb. 

Lb. 

16 

20 

30 

4.5 

65 

85 

110 

1.35 

175 

200 

265 

375 

192 

240 

360 

540 

780 

1020 

1320 

1620 

2100 

2400 

3180 

4500 

In. 
36 

U 
39J 

5i 

Ft. 


Lb. 
480 
5760 


Approximate  Weight  of 
Plugs. 


In. 
3 

4 
6 
8 
0 
2 


Lb. 
6 
7 
12 
29 
60 
70 


Approxim.\te  Weight  of 
Sleeves. 


In. 

3 

4 

6 

8 
10 
12 


Lb. 
35 
45 
57 
72 
127 
190 


.\pproxim.\te  Weight  of  C.\ps. 


In. 
3 
4 


Lb. 
11 
14 
27 
38 
75 
85 


Reducer. 

I 

ncrcaser. 

Approxim.\te  Weight  and  Dimen-sions  of 

Approximate  Weight  and  Dimensions  of 

REOnCERS. 

I 

N'CREASERS. 

Size. 

Weight. 

Length  over 
all. 

Size. 

Weight. 

Length  over 
all. 

In.     In. 

Lb. 

Ft.  In. 

In.       In. 

Lb. 

Ft.  In. 

3  to    2 

23 

2    6 

2  to    3 

25 

2    6 

4  "     3 

78 

2    9 

3  "    4 

84 

2    9 

6  "     3 

81 

2  10 

3  '•     6 

90 

2  10 

6  "    4 

96 

2    8 

4  "     6 

105 

2    8 

8  "    4 

155 

2    7 

4  "     8 

164 

2    7 

8  "     6 

165 

3    2 

6  '•     8 

175 

3    2 

10  "     4 

185 

3    0 

8  "  10 

246 

3    2 

10  "     6 

190 

3    0 

6  '•  10 

220 

3    0 

10  "     8 

195 

3     1 

4  "  10 

200 

3    0 

12  "    4 

230 

3  10 

4  "  12 

250 

3  10 

12  ••     6 

260 

3  10 

6  "  12 

275 

3  10 

12  •'    8 

275 

3    6 

8  "  12 

300 

3    6 

12  •'  10 

280 

3    6 

10  ••  12 

315 

3    6 

WEIGHTS  AND   DIMENSIONS  OF   BENDS. 
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T.\BLE   li;.  —  .\PPROXIMATE  WEIGHT  .\ND   DIMENSIONS  OF  STAND.\RD 
I  OR  90°  BENDS. 


Stauda 

rd  i  or  90'  Bend. 

I  Bend,  Double  Hub. 

-lie. 

Weight. 

Length  from 

outside  of 

spigot  to  center 

of  pipe. 

Length  from 

outside  of 

hub  to 

center  of 

pipe. 

Size. 

Weight. 

Length  from 

outside  of 

spigot  to  center 

of  pipe. 

Length  from 

outside  of 

hub  to 

center  of 

pipe. 

In. 
3 
4 
6 

Lb. 
38 
61 

107 

Ft.    In. 
1     7 

1  6 

2  1 

Ft.     In. 

8\ 

10.1 

lli 

In. 

8 

10 

12 

Lb. 
225 
422 
480 

Ft.     In. 
2     7 

2  10 

3  0 

Ft.     In. 

1  2h 

2  4 
2    8 

i  or  45°  Bend. 


3^5  or  22|°  Bend. 


Weight  op  Stand.\bd  i  ob  45°  Bexds. 

Weight  of  Standard  I'g  oh  22i°  Bends. 

Size. 

Weight. 

Size. 

Weight. 

In. 

Lb. 

In. 

Lb. 

3 

37 

3 

36 

4 

60 

4 

61 

6 

104 

6 

109 

8 

190 

8 

161 

10 

260 

10 

257 

12 

285 

12 

290 

Weights  are  for  bends  with  hub  and  spigot.  If  double  hubs, 
weights  will  he  about  the  same  and  the  second  column  of  dimen- 
sions will  apply  for  length  of  quarter  bends. 

One  thirty-second  or  llj°  bends  and  g^j  or  Sf  bends  are  special 
and  patterns  only  are  usually  kept  in  stock. 
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TABLE  113. —APPROXIMATE  WEIGHTS  AND   DIMENSIONS  OF  TEES. 


Tee  with  Two  Hubs  and  One  Spigot 

Tee  with  Three  Hub  Ends. 

Size. 

Weight. 

Length  over  all. 

Length  of  branch  over 
all  from  center  of  pipe. 

In.          In. 

Lb. 

Ft.     In. 

In. 

3ofif    3 

82 

3     0 

lOh 

3    "     G 

130 

3    0 

m 

3    "     8 

180 

3    0 

10 

3   "    10 

250 

3    0 

lOf 

4   "     4 

97 

2    51 

9| 

4   "     6 

165 

3    0 

lOi 

4   "     8 

195 

3    0 

10 

4   "    10 

265 

3    0 

lOf 

4    "    12 

345 

3    0 

llf 

8   "     6 

175 

3    0 

10 

6   "     8 

210 

3    0 

10 

6    "   10 

250 

3    0 

lOf 

6    "   12 

350 

3    0 

llf 

8    "     8 

220 

3    0 

10 

8    "    10 

270 

3    0 

lOf 

8    "    12 

372 

3    0 

llf 

10    ^'    10 

305 

3    0 

11^ 

10    "    12 

385 

3    0 

12^ 

12    "    12 

392 

3    0 

12^ 

16    "    16 

720 

4    6 

16 

16    "   20 

1240 

4     6 

16 

Approximate  W 

EIGHT  AND    DIMENSIONS  OF   "  GlOBE  "   TeES. 

Length  of 

Size. 

Weight. 

Length  over 
all. 

brand)  over  all 
from  center  of 

^^^^ 

pipe. 

1*^  ■  '  /M 

In.          III. 

Lb. 

Ft.    In. 

In. 

W       .J' 

4  off    4 

128 

1  8 

10 

'^                  \     1 

4   "     6 

138 

1  8 

10 

'::) 

4    ' 

8 

330 

1  s 

10 

4    ' 

10 

352 

2  4 

12J 

LJ 

4   ' 
6   ' 

12 
6 

440 
149 

2  4 

1  8 

14 
10 

ts-^ 

6   ' 
6   ' 

8 
10 

198 
365 

1  8 

2  4 

10 
12J 

6   ' 

12 

460 

2  4 

14 

Globe  Tec,  Three 

8   ' 

8 

195 

1  8 

9J 

Hub  Ends. 

8   ' 

10 

362 

2  4 

14 

8   ' 

12 

476 

2  4 

14 

10   ' 

10 

394 

2  4 

14 

10   ' 

12 

485 

2  4 

14 

12    "    12 

490                   2   \ 

11 

I 
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TABLE  114.  —  APPROXIMATE  WEIGHT  AND  DIMENSIONS  OF  CROSSES. 


Cross  with  Three  Hubs  and 
One  Spigot. 


Cross  with  Four  Hubs. 


Size. 

Weight. 

Length  over  all. 

Length  over  branches, 
inside  of  hubs. 

In.          In. 

Lb. 

Ft.    In. 

In. 

3  off    3 

102 

2     8 

8 

3   "     4 

108 

2    8 

8 

3   "     6 

190 

3    0 

12 

4   "     4 

130 

2    8 

12 

4   "     6 

208 

3    0 

14 

4   "     8 

217 

3    0 

13 

4   "    10 

274 

3    0 

14 

4   "    12 

365 

3    0 

16 

6   "     6 

215 

3    0 

13 

6   "     8 

245 

3    0 

13 

6   "   10 

300 

3    0 

14 

6   "    12 

350 

3    0 

16 

8   "     8 

285 

3    0 

13 

8   "   10 

365 

3    0 

14 

8   "   12 

370 

3    0 

16 

10   "    10 

360 

3    0 

16 

10   "    12 

380 

3    0 

18 

12   "    12 

405 

3    0 

18 

436  WATER  TANKS. 

Railroad  Water  Tanks. 

Water  Tanks.  —  The  capacity  of  the  ordinary  standard  tank 
is  from  60,000  to  100,000  gal.  There  is  a  tendency,  however, 
towards  very  much  larger  tanks,  and  on  many  roads  the  stand- 
ard includes  tanks  100,000  to  200,000  gal.,  particularly  at 
engine  terminals. 

The  tank  should  be  large  enough  to  supply  the  demand  for 
water  without  continuous  pumping,  or  where  a  large  number 
of  engines  take  water  within  a  limited  time,  roadside  tanks 
should  also  be  large  enough  so  that  it  is  not  necessary  to  employ 
night  pumpers. 

It  is  now  quite  common  practice  to  erect  the  water  tank 
remote  from  the  tracks  and  to  deliver  through  underground 
pipes  to  standpipes  or  water  columns,  and  as  it  is  desirable  to 
deliver  the  water  to  the  engines  in  the  least  possible  time,  the 
pipe  and  head  of  water  should  be  large  enough  to  give  the  re- 
quired discharge  in  the  time  desired. 

The  usual  height  of  tank  for  locomotive  supply  is  20  ft.  from 
top  of  rail  to  bottom  of  tank  and  the  discharge  in  United  States 
gallons  per  minute  from  water  tank  to  standpipe  for  various 
sizes  of  supply  pipes,  1000  ft.  in  length,  and  two  different  types 
of  standpipes  are  given  in  the  following  Table  115. 

A  tank  with  from  16  to  20  ft.  of  water  and  a  12-in.  standpipe 
with  1000  ft.  of  14-in.  supply  pipe  will  deliver  from  3500  to 
4000  gal.  per  minute. 

The  tanks  are  usually  built  of  wood  although  steel  tanks  are 
being  used  to  a  large  extent.  According  to  the  American  Rail- 
way Bridge  and  Building  Association,  the  average  life  of  the 
various  timbers  entering  into  the  construction  of  water  tanks 
is  about  as  follows,  provided  the  most  rigid  specifications  and 
inspection  be  adhered  to: 

Cypress 40  years 

Redwood 30  years 

Cedar 30  years 

White  pine '.  .  20  years 

Douglas  fir 10  years 

The  tank  staves  are  usually  G  to  8  in.  wide  and  uniform  from 
end  to  end,  and  3  in.  thick  with  edges  accurately  planed  on 
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radial  lines  from  the  center  of  the  tub;  the  croze  in  each  stave 
shoukl  be  3  in.  in  the  clear  from  end  of  stave  with  f-in.  gain, 
accurately  cut  to  uniform  dimensions  on  one  circle  for  all  staves. 
Three  1-in.  dowel  pins  made  of  the  same  material  as  the  staves 
should  be  furnished  with  each  stave  and  the  staves  bored  for 
dowels. 

TABLE   115. 


10* 

Ttlescophic 
Staotlpipe 


Sjt.pl.r  f  ipg         "1 


WATER  DISCHARGE  FROM  TANK  TO  STANDPIPE 


Discharge  in  U.S.  Gallons  per  Minute 
From  Water  Tank  to  Standpipe 
For  Various  Supply  pipes  1000  ft.  Ijj. 


10 

Higid 

Standpipe 


Supply  I'ipe 


10" 


m 


r(t~Ma»~Hei-ght~6f'Water~ 


Top  of  Tank . 


at 

il9 
455 


Top  of  Rail 


r^ 


ar\ 


y 
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WOODEN   TANKS. 


The  floor  or  bottom  of  tank  is  usually  3  in.  thick  of  8-  to  12-in. 
plank  full  length  without  splicing  and  every  joint  rnachine- 
made.  The  planks  should  be  joined  by  1-in.  dowel  pins  about 
30-in.  centers. 

The  hoop  bands  around  the  tank  are  usually  flat,  although 
round  hoops  are  coming  into  general  use  and  oval  or  half  round 
hoops  are  also  used  to  some  extent.  The  band  iron  lugs  are 
usually  fastened  to  the  hoops  by  rivets  or  a  single-  or  double- 
bolt  cast  lug  connection  is  used.  The  hoop  should  be  of  wrought 
iron  rather  than  steel. 

The  frame  or  tower  for  a  wood  tank  is  commonly  a  twelve- 
post  structure  of  12"  X  12"  timber  braced  according  to  height. 

Usually  the  tank  is  roofed  over  and  the  supply  and  discharge 
pipes  are  enclosed  and  insulated.  In  cold  climates  the  tower  is 
housed  in  and  a  small  stove  is  installed,  the  stove  pipe  extending 
up  through  the  tank.  In  some  cases  the  entire  tank  is  housed 
in,  as  shown  in  Fig.  209. 

A  50,000-gal.  tank  with  steel  substructure,  recommended  by 
the  A.  R.  E.  A.,  is  shown  in  Fig.  207.  The  approximate  average 
cost  is  about  $2500. 


TABLE  116.  —  APPROXIMATE  COST  OF  WATER  TANKS  COMPLETE;    FOR 
TOWERS  20  FEET   HIGH   FROM   RAIL  TO  TANK  FLOOR. 


Approximate 

capacity  in 

U.  S.  gallons. 


10,000 
20,000 
30,000 
40,000 
50,000 
60,000 


Height  tank 
staves. 


Ft. 
10 
12 
14 
16 
16 
16 


Diameter 
tank. 


Ft. 

m 

18 
21 
22 
25 
27 


Semi-enclosed, 

wood. 

Fig.  208a. 


$1000-1200 
1200-1500 
1500-1800 
1800  -2200 
2600-3000 
3500-3800 


Semi-enclosed, 
masonry. 
Fig.  208b. 


$1500-1700 

2200-2600 
3000-3500 
3800-4300 


Enclosed 

tanks,  wood. 

Fig.  208c. 


$1800-2100 
2300-2800 
•,m)0  3800 
4300-4800 


Note.  —  In  the  above  coat  no  allowance  is  made  for  supply  pipes,  waste  and  drainage;  these 
generally  are  included  iu  the  estimate  of  water  supply. 
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Copper  or  GiJt.  Iron  C«p 


r^goneUor  nS  TU«  Eleratlon  to  U  i»r»U. 
nitabU  oeaj  cuAonry        vltb  ibe  ti\ck 
M  U  Dot  affected  Im  Water. 


Fig.  207.     A.  R.  E.  A.  Rfcomrncndfd  W(jo(lon  Tank.     Capacity 
50,000  U.  S.  Gallons. 
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C.   p.   R.   WOODEN   TANKS. 


Fig.  208a. 


Fig.  208b. 


Fig.  208c. 
Water  Tanks 
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The  C.  P.  R.  standard  enclosed  type  of  water  tank  illustrated, 
Fig.  209.  is  used  at  points  where  climatic  conditions  are  severe, 
and  where  it  is  necessary  to  provide  protection  for  winter 
service. 

A  concrete  foundation  supports  a  12-post  structure  and  an  or- 
dinary water  tank;  around  this  is  built  a  frame  enclosure  which 
is  roofed  in  and  double  sheathed  on  the  outside,  and  a  stove  is 
generally  provided  for  heating  purposes. 

The  approximate  cost  of  this  structure  is  about  $3500,  complete 
in  place. 

A  brief  description  of  a  50,000-gal.  enclosed  water  tank,  the 
C.  P.  R.  standard,  is  as  follows: 

Foundations.  —  Masonry  or  concrete  piers  under  each  post, 
1  ft.  6  in.  square  at  top  and  4  ft.  square  at  bottom,  depth  5  ft. 
The  piers  of  the  outer  posts  are  extended  to  catch  the  founda- 
tion sills  of  the  housing. 

Posts.  —  Outer  12"  X  12",  inner  12"  X  16"  upright,  well 
braced  and  tied  with  rods,  12"  X  12"  framing  and  12"  X  16" 
cross  beams,  with  oak  corbels  at  top  of  posts  and  4"  X  12" 
joists  over,  covered  with  3-in.  plank. 

Tub.  —  16-ft.  staves,  bottom  outside  diameter  24  ft.,  top  out- 
side diameter  23  ft.,  cedar  staves  3  in.  thick  with  iron  bands  at 
varying  intervals  on  the  outside. 

Housing.  —  The  housing  consists  in  building  an  ordinary  frame 
structure  around  the  tank,  supported  on  cedar  sills  resting  on 
the  foundation  piers.  The  walls  are  octagon-shaped,  set  back 
to  get  18  in.  clear  at  the  tub,  studs  2"  X  6"  at  2-ft.  centers, 
doubled  at  corners,  with  4"  X  6"  wall  plates,  and  2"  X  6" 
stiffeners,  and  double  boarding  on  the  outside  with  building 
paper  between.  The  roof  is  made  of  2"  X  6"  rafters  and  ties, 
covered  on  the  outside  with  T.  &  G.  boarding  and  shingles  or 
ready  roofing  on  top.  The  frame  is  held  to  the  main  posts  of 
the  tank  with  2"  X  6"  braces. 

Fixtures.  —  The  fixtures  consist  of  a  tank  valve  and  outlet 
pipe  with  elbow,  to  which  is  attached  a  sway  pipe  with  hold- 
fasts, pull  chain,  hangers,  counterweights,  sheaves,  eyebolts, 
guide  pipes,  valve  rod,  indicator,  pulley,  chains,  sheaves  and 
float. 
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Si.  11 A  Hi.  It^.n 

SECTION  B.B  SECTION  C.C 


Fig.  209  {Continued).     C.  P.  R.  Standard  Water  Tank.     Capacity 
50,000  U.  S.  Gallons. 
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COST  OF  WATER  TANKS. 


The  approximate  cost  of  a  number  of  water  storage  tanks 
obtained  from  12  railroads  as  given  by  the  A.  R.  E.  A.  are  as 
follows : 


TABLE  117.  —  APPROXIMATE  COST  OF  WATER  TANKS. 


Construction  materials. 

Costs  (approx.  average). 

Rated 

capacity, 

gals. 

No. 

Foundation. 

Tower. 

Tank. 

Foun- 
dation. 

Super- 

struc. 

Total. 

Per  M. 
gal. 

1 

10,000 

Concrete 

18'  timber 

Wood 

S  75 

$  660 

S  735 

$73.50 

2 

30,000 

Concrete .... 

13' timber 

Wood 

120 

1150 

1270 

42  33 

3 

32,000 

Stone 

18'  timber 

Wood 

195 

1102 

1297 

40.53 

4 

47,000 

Concrete .... 

Timber 

Wood 

497 

1665 

2162 

46.00 

5 

47,000 

Concrete 

Timber 

Wood 

248 

2008 

2256 

48.00 

6 

47,300 

Stone 

18'  timber 

Wood 

438 

1312 

1750 

37.00 

7 

48,600 

Stone 

18'  timber 

Wood 

400 

1204 

1604 

33  00 

8 

48,600 

Piles 

18'  timber 

Wood 

95 

1266 

1361 

28.00 

9 

50,000 

Concrete.  . . . 

16'  timber 

Wood 

396 

1404 

1800 

36.00 

10 

50,000 

Concrete. . . . 

32'  timber 

Wood 

420 

1680 

2100 

42.00 

11 

50,000 

Concrete .... 

Timber 

Wood 

200 

1300 

1500 

30.00 

12 

50,000 

Concrete .... 

22'  timber 

Wood 

196 

1204 

1400 

28.00 

13 

50,000 

Concrete.    .  . 

12'  timber 

Wood 

300 

1200 

1500  ■ 

30.00 

14 

50,000 

Concrete.  . . . 

17'  timber 

Wood 

312 

1488 

1800 

36.00 

15 

50,000 

Concrete.  . . . 

27'  timber 

Wood 

312 

1688 

2000 

40.00 

16 

50,000 

Concrete .... 

16' steel 

Wood 

255 

2095 

2350 

47.00 

17 

50,000 

Concrete 

32' steel 

Wood 

275 

2475 

2750 

55.00 

18 

50,000 
47,000 
47,000 

50,000 
100,000 
50,000 

Concrete.  .. . 
Concrete .... 
Concrete .... 

Concrete .... 
Concrete. . . . 
Concrete. . . . 

Steel     

Wood 
Wood 
Wood 

Wood 
Wood 
Steel 

424 
730 
1952 

*1300 
900 
255 

1704 
2466 
2466 

1200 
2100 
2295 

2128 
3196 
4418 

2500 
3000 
2550 

42  56 

19 

Brick 

68.00 

20 

Brick 

94.00 

21 

Brick 

50.00 

22 

Steel 

30.00 

23 

16' steel 

51.00 

24 

50,000 

Concrete 

32' steel 

Steel 

265 

2685 

2950 

59.00 

25 

65,000 
t65,000 

tes.ooo 

100,000 
tl65,000 
tl65,000 

Concrete 

Concrete 

Concrete 

Concrete 

Concrete. . . . 
Concrete  — 

Steel  

Steel 

Steel 
Steel 
Steel 
Steel 
Steel 

308 

t586 
t869 
700 
t586 
t869 

2238 

1987 
1987 
2800 
4228 
4228 

2546 

2573 
2856 
3500 
4814 
5097 

39.17 

26 

None 

39  59 

27 

None 

43  94 

28 

Steel 

35.00 

29 

29  18 

30 

30.89 

•  No.  21  —  Foundation  cost  includes  tower. 

t  Nos.  26,  27,  29  and  30;   standpipe  type  capacity  above  the  twelve-foot  line, 
warm  and  cold  climates  respectively. 


Costs  are  for 
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In  some  locations  it  is  convenient  to  place  the  pumping  outfit 
in  the  enclosure  under  the  tank,  and  when  this  is  done  the  layout 
as  shown  on  Fig.  210  is  usually  adopted,  when  the  enclosed 
type  of  tank  is  used. 


PUaN 


Note  :-Heiffht  of  coal  supported  bjr 
Studding,  should  be  limited 
to  t'O  to  avoid  balding  of 
booaing. 


SECTION  A-A 


Fig.  210. 


In  many  situations  it  is  often  desirable  to  place  the  tank  away 
from  the  track  and  to  feed  to  the  locomotive  through  a  standpipe. 
The  di.scharge  in  U  S.  gallons  per  minute  from  water  tank  to 
standpipe  for  various  supply  pipes  is  given  in  Table  115,  page  437. 
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Steel  Tanks. 

The  necessity  for  tanks  of  large  capacity  and  the  scarcity  and 
high  cost  of  select  timber  for  wooden  tanks  has  brought  about 
the  development  of  the  steel  tank. 

The  conical  bottom  type  of  steel  tank,  Fig.  212,  on  account 
of  its  adaptability  to  act  as  a  settling  basin  for  the  purpose  of 
precipitating  matter  carried  in  suspension,  and  the  ease  with 
which  the  resultant  sludge  can  be  washed  out  without  inter- 
rupting service,  has  made  it  very  satisfactory  for  railway  water 
supply  storage  and  a  number  of  roads  have  adopted  this  tj^pe 
of  tank  as  standard. 

The  design  combines  strength,  durability  and  pleasing  appear- 
ance. All  surfaces,  both  inside  and  outside,  are  open  for  in- 
spection, and  are  easily  accessible  for  painting. 

The  tank  is  built  of  large  diameter,  and  shallow  depth,  so  as 
to  reduce  the  variation  in  pressure  to  the  lowest  practical  limits. 
The  large  riser  acts  as  an  inlet  pipe  to  the  tank  and  also  as  a 
settling  basin  for  any  sediment  in  the  water.  It  is  equipped  at 
the  extreme  bottom  with  a  washout  valve,  so  that  the  sediment 
can  be  washed  out  at  any  time  without  emptying  the  tank  and 
interrupting  its  service.  The  outlet  pipe  extends  several  feet 
above  the  bottom  of  the  large  riser  so  that  only  clear  water  is 
drawn  off.  The  riser  pipe  is  made  large  enough  so  as  to  pre- 
vent freezing  under  regular  working  conditions,  and  eliminates 
under  ordinary  conditions  the  need  of  any  temporary  wooden 
frost  casing.  The  fact  that  the  large  riser  is  riveted  directly 
to  the  flexible  tank  bottom  obviates  the  need  of  any  expansion 
joint. 

For  locations  where  the  temperature  will  fall  below  20  de- 
grees below  zero  or  for  isolated  cases  where  the  service  is  inter- 
mittent and  irregular,  the  use  of  a  stove  is  recommended  for 
heating  the  tank.  This  can  be  accomplished  by  rai.^ing  the 
bottom  of  the  large  riser  about  7  ft.  6  in.,  whicli  will  provide 
sufficient  space  for  the  heating  stove;  around  this  space  a 
double  wooden  frost  casing  sliould  be  provided  extending  from 
the  top  of  the  center  foundation  p'wv  to  the  tank  bottom.  The 
casing  would  consist  of  two  thicknesses  of  f-in.  boards  and  two 
layers  of  heavy  tarred   roofing  felt  with  a  4-in.  dead  air  space 
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outside  the  steel  riser.  The  stove  pipe  would  extend  from  the 
raised  bottom  of  the  large  riser  up  through  the  tank  to  about 
1  ft.  6  in.  above  the  apex  of  the  roof. 

In  adilition  to  the  stove  pipe  there  are  two  additional  pipes 
run  through  the  tank  to  convey  the  intense  hot  air  from  the 
stove  in  the  lower  portion  to  the  roof  portion  of  the  tank,  and  to 
conserve  this  heat  as  much  as  possible  the  roof  is  insulated  in- 


Fig.  211. 


side  with  double  boarding  and  tar  paper  between;  the  lower 
chamber  under  the  tank  is  also  insulated  in  the  same  manner. 
(Fig.  211.J 

An  ice  fender  is  used  to  protect  the  valve  from  being  jammed 
or  damaged  by  floating  ice,  when  locomotives  are  taking  water. 

Cost  of  Steel  Water  Tanks.  — The  cost  of  the  steel  tanks  will 
vary  according  to  location,  the  distance  it  has  to  be  transported, 
and  the  kind  of  labor  available.  For  ordinary  conditions,  the 
following  prices  for  various  sizes  of  tanks  are  a  fair  average: 
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50,000-GALLOX   STEEL  TANK. 


6  Blow-off  Valve 
Lead  Joint 


Fig.  212.     Capacity  50,000  U.  S.  Gal.     22  Ft.  Diam. 

TABLE   118. —  COST  OF  STEEL  WATER  TANKS. 
(Height  from  top  of  rail  to  valve  outlet  on  tank  20  ft.) 


Capacity  of 

Cost  of  tank 

lO-in.  spout 

If  large  riser  is 
frost  cased. 

Engineering 

Total 
cost. 

tank,     U.  S. 
gallons. 

and  founda- 
tion. 

and  outlet 
fixtures. 

and  contingen- 
cies. 

50,000 

$2600 

S150 

$175 

$275 

$3200 

60,000 

2860 

150 

175 

315 

3500 

70,000 

3100 

150 

175 

370 

3800 

80.000 

3415 

150 

175 

360 

4100 

100,000 

3850 

150 

175 

428 

4600 

150,000 

5315 

150 

175 

560 

6200 

200.000 

6600 

150 

175 

675 

7600 

Above  prices  are  for  the  material  and  the  erection  of  the  tank 
complete,  ready  for  the  connection  of  the  service  pipes;  if  it  is 
desired  to  house  in  under  the  tank  to  accommodate  a  pumping 
outfit,  an  additional  S350  should  be  added  to  the  above  figures. 
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Pumps. 

Water  Pumping.  —  To  ascertain  the  most  economical  outfit 
for  pumping  water  at  any  proposed  water  station  necessitates  a 
study  of  the  surrounding  conditions  and  requirements  before 
the  most  suitable  type  of  plant  can  be  determined. 

Its  economy  depends  upon  the  proper  proportioning  of  the 
suction  and  discharge  pipes  and  the  ratio  of  steam  and  water 
cyhnders  under  working  pressure. 

The  working  pressures  vary  according  to  the  height  and  dis- 
tance the  water  has  to  be  pumped. 

Steatn  Pianps.  —  The  duplex  steam  pump  with  vertical  boiler 
when  properly  set  up  on  solid  foundation  and  anchored  to  work 
without  vibration  is  thoroughly  satisfactory. 

Its  first  cost  is  a  good  deal  less  than  the  gasoline,  oil,  or  electric 
outfit,  and  for  ordinary  conditions  the  following  is  a  fair  average. 


TABLE 

119. 

-  STEAM 

PUMPS  AND   BOILERS. 

Table  of  CAP.\aTiEs. 

Capacity. 

L'.  S. 

gallons 

per  min. 

Duplex  pump?. 

Pipes. 

Boilers. 

3          5 

o 

1 

c 
o 

3 
Xt 

d 

1 

c 

S 
1 

1 

r 

s 

"5 
"S 

2"  Tubes. 

6 

J3 

a 
o 

100 

100       6 

5 

7 

5 

4 

1 

.1^ 

10 

30 

72 

54 

27 

150 

1.50  1     7 

5 

10 

o 

4 

1 

•u 

15 

36 

84 

68 

38 

200 

200       8 

o 

12 

6       5 

2       21 

20 

42 

96 

85 

48 

Combined  Pumps.  —  For  large  supply  gasoline  or  oil  is  very 
economical.  The  combined  pumper  is  very  successful  and  sat- 
isfactory in  many  situations. 

There  may  be  no  saving  in  using  oil  or  gasoline  instead  of 
coal  when  the  labor  of  the  operator  cannot  be  used  in  connec- 
tion with  other  work. 

When  gasoline  is  used  and  the  piimp  is  placed  under  the 
tank,  stoves  may  have  to  be  used  during  winter  months  to  keep 
pump  and  water  from  freezing. 

The  cost  of  the  fuel  for  fire  purposes  under  tank  would  be 

approximately: 

For  coal S20.00 

For  labor 58. fX) 

Total .S78.00  or  S13.00  per  month 
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450  STEAM,   OIL,   AND   GASOLINE  PUMPS. 

TABLE   120. —  COMBINED   GASOLINE  ENGINES  AND  PUMPS. 


H.P. 

Adjustable 
stroke. 

Cylinders. 

Gallons  per 
minute. 

Feet  head. 

Suction. 

Discharge. 

8 
10 
15 

8,    9,  10 
8,  10,  12 
8,  10,  12 

5-7 

7-8i 
7-8i 

66^-146 
133-295 
140-310 

145-319 

90-200 

127-281 

4 
6 
6 

4    . 

5 

5 

Comparison  Estimates  of  Steam,  Oil,  and  Gasoline. 
Conditions.  —  Pump  to  deliver  200  gal.  per  minute  working 
10  hours  per  day  and  300  days  per  year,  against  an  equivalent 
head  of  200  ft.  or  10  theoretical  horsepower. 

Steam  Pump  and  Boiler. 

One  8"  X  5"  X  12"  pump  and  boiler  complete,  from  Table  121 $540.00 

Connections  and  contingencies 60 .  00 

Total $600.00 

Cost  of  Operating.  — 

Assuming  20  pounds  of  coal  per  horsepower  hour  =  200  pounds  X 

10  hours  =  1  ton  X  300  =  300  tons  per  year  at  $2.25 $675.00 

Attendance  by  station  agent  or  portion  of  a  regular  pumpman's 

time  at  $10  per  month .  .  .   - 120.00 

Oil  and  waste .  25 .  00 

Repairs  and  maintenance , 50.00 

Total  per  year $870.00 

or  $2.90  per  day,  or  29  cents  per  hour,  or  about  2^  cents  per  1000 
gal.  If  necessary  to  have  a  pumpman  all  the  time,  $300  more 
would  have  to  be  added  for  his  wages,  making  the  cost  about 
3j  cents  per  1000  gal. 

Oil  Combined  Pumper. 

8"  X  12"  pump  direct  connected,  from  TaWc  122 $1200.00 

Connections  and  contingencies 1 20 .  00 

$1320.00 
Cost  of  Operating.  — 

Coal  oil  15  cents  per  gallon. 

Assuming  l^  cents  worth  of  coal  oil  per  horsepower  per  hour,  in- 
cluding waste  and  handling  =  10  X  li  =  15^  X  10  =  $1.50  X  300     $450.00 

Attendance  by  station  agent  or  portion  of  a  regular  pumpman's 

time  at  $10  per  month 120.00 

Lubricating  oil  an<i  waste 30.00 

Repairs  and  maintenance 90.00 

Total $690.00 

or  $2.30  per  day,  or  23  cents  per  hour,  or  1.9  cents  per  1000  gal. 
If  necessary  to  have  a  pumpman  all  the  time,  $300  more  would 
have  to  be  added  for  his  wages,  making  the  cost  about  2|  cents 
per  1000  gal. 
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Gasoline  Combined  Pcmpeh. 

8"  X  12"  pump  direct  connected,  from  Table  122 $1200.00 

Connections  and  contingencies 120.00 

$1320.00 
Cost  of  Operating.  — 

Gasoline  IS  cents  per  gallon. 

Assuming   1^5  imperial  gallon  per  horsepower  hour  =  1  gallon  = 

ISc  X  10  =  SI. SO  X  300 

.Vttendance  by  station  agent  or  portion  of  a  regular  pumpman's 

time  at  §10  per  month 

Lubricating  oil  and  waste 

Repairs  and  maintenance 

$780.00 

or  S2.60  per  day,  or  26  cents  per  hour,  or  2.2  cents,  about,  per 
1000  gal.  If  necessary  to  have  a  pumpman  all  the  time,  S300 
more  would  have  to  be  added  for  his  wages,  making  the  cost 
about  3  cents  per  1000  gal. 

Poeitlon  of  pipe  with  Gate  Valre 
wben  pump  is  located  under  Tank. 


$540.00 

120.00 
30.00 
90.00 


iVtln 
lajtaat  ta  Alkfit, 


V«Jte 
FRONT  ELEV. 


Steam  Pump  and  Boiler  Layout. 

It  will  be  noted  from  the  foregoing  that  the  approximate  cost 
of  pumping  water  is  as  follows: 

Oil  engine 1.9  to  2.75  cents  per  1000  gal. 

Gasoline  engine 2.2  to  3.00  cents  per  1000  gal. 

Steam  pump  and  boiler 2.5  to  3.25  cents  per  1000  gal. 

There  are  many  elements  that  enter  into  the  cost  of  pumping 
water  that  may  bring  the  figures  up  to  double  the  amounts  given. 
The  sizes  of  suction  and  discharge  pipes  are  quite  as  important  as 
the  pumps,  and  if  these  are  figured  too  small,  poor  results  will  be 
obtained  at  an  additional  cost. 

The  question  of  using  oil,  gasoline,  or  steam  depends  a  good 
deal  on  the  location  and  existing  conditions  and  the  means  at 
hand  for  having  them  looked  after  in  case  of  repairs.  Fuel 
supply,  including  depreciation  and  first  cost,  has  also  to  be 
considered. 


452 


COST  OF  STEAM   PUMPS  AND  BOILERS. 


TABLE    121. 


APPROXIMATE   COST   OF   DUPLEX   STEAM   PUMPS  AND 
BOILERS   FOR   RAILWAY  SERVICE. 


SJ 

Equiva- 
lent. 

Pumps 

Pipes. 

"3 

Boilers 

. 

"o 

•73 

1 

fT 

1 

S 

C3 

s 

o 

c 
1 

OS 

1 

1 

s 

1 

§1 

Q, 
< 

&; 

£ 

5 

M 

2-in. 
tubes. 

si 

a 
< 

C5.0  6 

2|J 

>>2  t. 

II 

O 

1 

z 

3 

O 

Is" 

Lb. 

In. 

In. 

In. 

1^ 

1^ 

In. 

In. 

1^ 

In. 

1^ 

65 

185 

80 

6 

4 

6 

4 

3 

1 

H 

$100 

5 

24 

60 

31 

18 

S105 

S250 

102 

115 

50 

6 

5 

6 

4 

3 

1 

n 

120 

5 

24 

60 

31 

18 

105 

270 

119 

115 

50 

6 

5 

7 

5 

4 

1 

n 

135 

10 

30 

72 

54 

27 

150 

350 

119 

155 

68 

7 

5 

7 

5 

4 

1 

H 

150 

10 

30 

72 

54 

27 

150 

360 

136 

115 

50 

6 

5 

8 

5 

4 

1 

li 

160 

10 

30 

72 

54 

27 

150 

380 

136 

155 

68 

7 

5 

8 

5 

4 

1 

n 

170 

12 

30 

84 

54 

38 

160 

400 

170 

155 

68 

7 

5 

10 

5 

4 

1 

li 

240 

15 

36 

84 

68 

38 

190 

500 

171 

110 

47 

7 

6 

7 

5 

4 

1 

li 

200 

10 

30 

72 

54 

27 

150 

420 

1171 

145 

63 

8 

6 

7 

5 

4 

2 

2i 

230 

15 

36 

84 

68 

38 

190 

510 

204 

205 

89 

8 

5 

12 

5 

4 

2 

2i 

260 

20 

42 

96 

85 

48 

230 

600 

232 

80 

35 

7 

7 

7 

6 

5 

n 

2 

200 

10 

30 

72 

54 

27 

150 

420 

244 

110 

47 

7 

6 

10 

5 

4 

n 

2 

260 

15 

36 

84 

68 

38 

190 

540 

244 

145 

62 

8 

6 

10 

5 

4 

2 

2§ 

270 

20 

42 

96 

85 

48 

230 

600 

266 

105 

46 

8 

7 

8 

5 

4 

u 

2 

280 

15 

36 

84 

68 

38 

190 

570 

266 

165 

71.4 

10 

7 

8 

5 

4 

2 

21 

320 

20 

42 

96 

85 

48 

230 

660 

283 

145 

62 

8 

6 

12 

5 

4 

2 

2i 

290 

20 

42 

96 

85 

48 

230 

630 

283 

225 

98 

10 

6 

12 

5 

4 

2 

21 

310 

40 

48 

114 

128 

57 

420 

880 

283 

325 

140 

12 

6 

12 

5 

4 

2i 

3 

460 

50 

54 

114 

174 

57 

660 

1350 

332 

80 

35 

7 

7 

10 

6 

5 

U 

2 

300 

15 

36 

84 

68 

38 

190 

600 

398 

105 

45 

8 

7 

12 

6 

5 

n 

2 

315 

20 

42 

96 

85 

48 

230 

660 

398 

165 

71.4 

10 

7 

12 

6 

5 

2 

21 

370 

40 

48 

114 

128 

57 

420 

950 

398 

240 

103 

12 

7 

12 

6 

5 

2§ 

3 

460 

50 

54 

114 

174 

57 

660 

1350 

398 

325 

140 

14 

7 

12 

6 

5 

2J 

3 

530 

70 

54 

Hor. 

40 

192 

770 

1560 

522 

80 

35 

8 

8 

12 

6 

5 

IJ 

2 

510 

20 

42 

96 

85 

48 

230 

900 

522 

125 

54 

10 

8 

12 

6 

5 

2 

2§ 

530 

40 

48 

114 

128 

57 

420 

1140 

522 

182 

78.75 

12 

8 

12 

6 

5 

2i 

3 

540 

50 

54 

114 

174 

57 

660 

1440 

522 

250 

108 

14 

8 

12 

6 

5 

2i 

3 

590 

70 

54 

Hor. 

40 

192 

770 

1650 

522 

325 

140 

16 

8 

12 

6 

5 

2i 

3 

690 

100 

66 

Hor.!  60 

192 

1050 

2100 

816 

50 

22 

8 

10 

12 

6 

5 

2 

2i 

570 

20 

42 

96  ]  85 

48 

230 

960 

816 

115 

50 

12 

10 

12 

6 

5 

2J 

3 

600 

50 

54 

114    174 

57 

660 

1520 

TABLE   122.  —  APPROXIMATE  COST,   GASOLINE  COMBINED  PUMPS. 


Horse- 
power. 

Adjust- 
able 
stroke, 
inches. 

Strokes 

per 
minute. 

Cylinder, 
inches. 

Gallon.s  per 

minute, 
pump  dis- 
placement. 

Ft.  head. 

Suc- 
tion. 

Dis- 
charge. 

Approxi- 
mate cost 
in  place. 

5 
8 
10 
15 
20 
25 

8,    9,  10 
8,    9,  10 
8,  10,  12 
8,  10,  12 
8.  10,  12 
8.  10,  12 

91 

97J 
100 
105 
110 
109) 

4J-7 
5-7 
7-8} 
7-81 
7-8J 
8-lOi 

51-137 
66}-146 
133-295 
140-310 
147-324 
215^94 

96-259 
145-319 

90-200 
127-281 
163-360 
134-356 

3^ 
4 

6 
6 
6 

7 

3-1 
4 
5 
5 
5 
6 

$  600 
900 
1200 
1600 
2000 
2300 
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Pumps.  —  When  practicable  tho  pump  is  placed  under  the 
tank,  or  in  a  separate  pump  house  when  the  source  of  supply 
renders  it  necessary. 

The  pump  may  be  operated  by  air.  motor,  steam,  gasoline,  oil, 
gas,  or  electric  motor,  and  in  some  instances  by  the  hydraulic 
ram  driven  by  the  fall  or  force  of  running  water. 

The  most  popular  in  common  use  is  the  duplex  type  of  steam 
pump,  with  an  independent  vertical  boiler  to  supply  steam  to 
operate  the  pump,  or  a  steam  pipe  is  run  from  the  local  boiler 
house  when  convenient  and  the  pump  boiler  dispensed  with. 

The  gasoline  direct-connected  combined  pumper  is  also  fa- 
vored to  a  large  extent,  and  also  the  electric-driven  motor  where 
power  is  cheap. 

When  selecting  or  investigating  a  pump,  the  following  in- 
formation is  necessary' : 

(a)  Maximum  quantity  of  water  to  be  pumped  per  minute. 
(6)   Height  to  be  lifted  by  suction. 

(c)  Length  and  diameter  of  suction  pipe  and  number  of 

angles  or  turns. 

(d)  Height  to  which  watar  has  to  be  forced,  from  pump  to 

top  of  tank. 

(e)  Length  and   diameter  of  delivery  pipe  and  number  of 

angles  or  turns. 
(/)    Pressure  of  steam  to  be  used. 

When  the  above  information  is  known  the  following  should  be 
estimated : 

(a)  Capacity  (Table  123). 

(b  and  d)  Lift  (Table  126). 

(c  and  e)  Pipe  friction  (Table  127). 

(/)  Power  to  be  provided  to  raise  the  water,  to  overcome  the 
friction  of  the  water  in  pipes,  and  bends,  and  to  over- 
come the  friction  in  pump,  and  connections  to  the 
engine. 

The  lift  and  pipe  friction  pressures  equal  the  total  pressure 
against  which  the  pump  has  to  work,  and  the  area  of  the  water 
cylinder  multiplied  b}'  this  pressure  equals  the  total  resistance. 
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The  area  of  the  power  cylinder  multiplied  by  the  working 
pressure  equals  the  total  power  pressure,  and  the  ratio  of  power 
to  resistance  must  be  sufficient  to  move  the  piston  at  the  re- 
quired speed.  For  this,  an  excess  of  33  to  50  per  cent  is  usually 
allowed.  When  the  capacity,  lift,  and  friction  heads  are  figured, 
the  power  necessary  to  drive  the  pump  may  be  obtained  from 
Table  124. 

As  it  is  not  necessary  to  deliver  the  water  to  the  tank  at  high 
pressure,  steam  economj'  is  obtained  when  the  ratio  of  steam 
and  water  piston  area  is  proportioned  for  the  actual  conditions, 
using,  of  course,  the  nearest  commercial  size  pump. 

Examyle. — A  equals  200  gal.  per  minute;  B,  15  ft.  (pump 
set  directly  over  well) ;  C,  suction  pipe  5  in.  diameter,  15  ft.  deep 
in  well,  one  elbow;  D,  45  ft.;  E,  4  in.  diameter,  delivery  pipe 
5000  ft.  in  length,  two  elbows;   F,  80  lb.  boiler  pressure. 

Lift  or  actual  head  {B  -{-  D)  =  15+45 equals    60  ft. 

Pipe  friction  (G)  5-in.  pipe  15  ft.  long 

(Table  127)  0.42  X  tV'o  •. equals    0.063 

1  5-in.  elbow  (Table  128) equals     0.068 

(E)  4-in.  pipe  5000  ft.  long  +  60  ft. 

=  5060  ft.  =  1.22  X  Wtt equals  61.732 

2  4-in.  elbows  =  0.172  X  2 equals     0.344 

Total  pipe  friction equals  62.207 

Equivalent  height  of  water  for  friction 

pressure  =  62.207  X  2.3* equals  143  ft. 

Total  head  against  which  the  pump 

has  to  work equals  203  ft. 

Referring  to  Table  121,  under  205  ft.  head  an  8"  X  5"  X  12" 
pump  is  given. 
Power.  —  Horsepower  necessary  to  raise  water  (Table  124) 

200X8^X203       ,^.,  , 
=  —337000 =  ^^-^  horsepower. 

Pump  friction,  back  pressure, 
and  steam  losses  say  40  per  cent  =    4.12  horsepower. 
Total,  14.42  horsepower. 

*  2.3  =  height  of  water  for  1  pound  per  square  inch  pressure. 
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Engine  Horsepower.  —  Assuming  that  the  engine  is  running  100 
strokes  per  minute,  and  (F)  80  lb.  boiler  pressure,  cutting  off  one- 
fourth  stroke. 


Horsepower  = 


47.7  X  1  ft.  X  2  X  50.26  XlOO 


=  14.5. 


33,000 
Lift  and  pipe  friction  pressure       =  (203  ft.)  =  87.93  lb. 


=  19.63. 

1735  lb. 
=  50.26. 
=  47.7  lb. 

=  50.26  X  47.7  =  2397  lb. 
=  1.4  to  1,  or  40  per  cent. 


Area  of  water  cylinder  (5  in.) 
Total  resistance  =  19.63  X  87.93 
Area  of  steam  cylinder  (8  in.) 
Working  pressure 
Total  power  pressure 
Ratio  of  power  to  resistance 

Capacity.  —  The  capacity  of  a  pump  depends  upon  the  speed 
at  which  it  can  be  run,  and  the  speed  depends  largely  upon  the 
arrangement  of  valves  and  passageways  for  water  and  steam; 
ordinarih'  it  is  reckoned  by  the  gallons  per  minute  the  pump 
plunger  can  deliver  at  the  average  speed  of  piston  travel. 

For  short-stroke  pumps,  generally  used  in  railroad  water  tank 

service,  the  piston  travel  may  be  rated  at  100  strokes  per  minute. 

^         .  ,     ,     .        „  stroke  X  area 

Capacity  per  stroke  m  gallons  = 


231 


231  =  cubic  inches  in  a  gallon  of  water. 


T.\BLE  123. 

-  CAPACITY 

OF  PUMPS  PER  STROKE  IN 

GALLONS  (ONE 

PLUNGER).    ' 

Diam- 

.\rea. 

Length  of  stroke  in  inches. 

eter, 

water 
cvlin- 

water 

cylinder,      der. 

5 

6 

7 

8 

9 

10 

12 

14 

16 

In.         .Sq.  in. 

4         12.56   0.272 

0  326 

0.381 

0.435 

0.489 

0.544 

0.652 

0.761 

0.870 

5         19.63   0.425 

0  51 

0.595 

0.68 

0.765 

0.85 

1.02 

1.19 

1.36 

6      1  28.27    0.612 

0.734 

0.877 

0.979 

1.101 

1.224 

1.468 

1.713 

1.9.58 

7 

38.48   0.833 

0.999 

1.166 

1.332 

1.499 

1.666 

1.999 

2.332 

2.665 

8 

50.26    1.088 

1.305 

1.523 

1.740 

1.958 

2.176 

2.611 

3.046 

3.481 

9 

63.61    1.377 

1.652 

1.928 

2  203 

2.478 

2.764 

3.304 

3.855 

4.406 

10 

78. .54    1.7 

2.04 

2.38 

2  72 

3.06 

3.4 

4.08 

4.76 

5.44 

11         95  03    2.0.57 

2.464 

2.879 

3  291 

3.725 

4.113 

4.936 

5.759 

6.582 

12        113  09    2.448 

2  937 

3.422 

3  916 

4.406 

4.896 

5.875 

6.854 

7.833 

14       1.53.93    3.331 

3.997 

5.33 

5.996 

6.663 

7.994 

9.328 

10.66 

15       176.711  3.824 

4. 589 

6.119 

6.884 

7.649 

9.178 

10.70 

12.23 

16      ,201. 06j  4.35 

5.22 

6.96 

7.83 

8.703 

10.44 

12.18 

13.92 

Gallons  delivered  in  one  minute  equal  capacity  per  stroke  multiplied  by  strokes  per  minute. 
For  duplex  piston  or  plunger,  multiply  by  2.     For  triplex  piston  or  plunger,  multiply  by  3. 
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Example.  —  What  quantity  of  water  is  delivered  per  minute 
with  a  duplex  pump  5-in.  water  and  7-in.  stroke,  piston  speed 
100  strokes  per  minute?  Ans.  0.595  X  2  X  100  =  119  gal.  per 
minute. 

Speed.  —  A  piston  travel  of  100  ft.  per  minute  is  the  basis 
generally  used  for  rating  the  capacity  of  a  pump.  If  short- 
stroke  pumps,  however,  are  run  at  this  speed  they  would  not 
be  durable  for  everj^-day  service,  and  100  strokes  rather  than 
100  ft.  is  a  more  reasonable  service.  Even  this  is  high  for  rail- 
way service;   50  to  75  ft.  is  nearer  the  mark. 

At  a  piston  speed  of  100  ft.  per  minute  the  pump  would  have 
to  make  the  following  strokes: 

Three-inch  stroke  pump,  400  strokes  per  minute. 
Four-inch  stroke  pump,  300  strokes  per  minute. 
Five-inch  stroke  pump,  240  strokes  per  minute. 
Six-inch  stroke  pump,  200  strokes  per  minute. 
Seven-inch  stroke  pump,  171 -f-  strokes  per  minute. 
Eight-inch  stroke  pump,  150  strokes  per  minute. 
Nine-inch  stroke  pump,  133+  strokes  per  minute. 
Ten-inch  stroke  pump,  120  strokes  per  minute. 
Eleven-inch  stroke  pump,  109+  strokes  per  minute. 
Twelve-inch  stroke  pump,  100  strokes  per  minute. 

A  steam  pump  and  boiler  layout  as  used  by  the  C.  P.  R.  in 
many  installations  of  this  kind  is  shown  on  page  451.  The  boiler, 
steam  pump  and  feedwater  barrel  are  nested  together  to  take  up 
as  little  space  as  possible  and  to  economize  in  piping  and  fixtures. 
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Theoretical  Horsepower. 

Theoretical  horsepower  necessary'  to  raise  water  any  height 

_  gallons  per  minute  X  8.33  X  height  in  feet 

~  33,000 

=  horsepower  per  minute. 
8.33  =  weight  of  a  gallon  of  water. 
33,000  =  number  of  foot-poumls  per  minute  in  one  horsepower. 


TABLE   124. —THEORETICAL   HOR.SEPOV^TR  TO   RAISE   WATER  TO 
DIFFERENT   HEIGHTS. 


l.  &.     1 

U.S. 

Height 

in  fee 

gallons 

gallons 

per 

per 

1 

minute. 

hour. 

20 

25 

30 

35 

40 

45            50           60 

75 

20 

1.200 

0  100 

0  125 

0  150 

0  175 

0.20 

0.22 

0.25 

0.30 

0.37 

25 

1.500 

0  125 

0.156 

0.187  ' 

0.219 

0.25 

0.28 

0  31 

0.37 

0.47 

30 

1.800 

0  1.50 

0  187 

0.225 

0  262 

0  30 

0  34 

0.37 

0.45 

0.56 

33 

2.100 

0  175 

0.219 

0  262 

0  306 

0  35 

0.39 

0.44 

0.52 

0.66 

40 

2,400 

0  200 

0.250 

0.300 

0.3.50 

0.40 

0.45 

0.50 

0.60 

0.75 

45 

2.700 

0  225 

0.281 

0.337 

0.394 

0.45 

0  51 

0.56 

0.67 

0.84 

50 

3.000 

0.250 

0.312 

0.375 

0.437 

0.50 

0.56 

0  62 

0.75 

0.94 

60 

3.600 

0  300 

0  375 

0  450 

0.525 

0  60 

0.67 

0.75 

0.90 

1.12 

75 

4.500 

0  375 

0.469 

0  562 

0  656 

0.75 

0.84 

0.94 

1.12 

1.40 

90 

5,400 

0.450 

0.562 

0  675 

0.787 

0.90 

1.01 

1.12 

1.35 

1.68 

100 

6,000 

0  .500 

0.625 

0.750 

0.875 

1.00 

1.12 

1.25 

1.50 

1.87 

125 

7.500 

0  62.5 

0  781 

0  937 

1.094 

1.25 

1.41 

1.56 

1.87 

2.34 

150 

9.000 

0.750 

0.937 

1.125 

1.312 

1.50 

1.69 

1.87 

2.25 

2.81 

175 

10.500 

0.875 

1.093 

1.312 

1.531 

1.75 

1.97 

2.19 

2.62 

3.28 

200 

12.000 

1  00 

1  25 

1.50 

1.75 

2.00 

2.25 

2.50 

3.00 

3.75 

J.iO 

15.000 

1  25 

1.562 

1.875 

2.187 

2.50 

2.81 

3.12 

3.75 

4.69 

m 

18,000 

1  50 

1  875 

2.25 

2.625 

3.00 

3.37 

3.75 

4.50 

5.62 

■■,() 

21.000 

1  75 

2  187 

2.625  ' 

3.062 

3.50 

3.94 

4.37 

5.25 

6.56 

;fl 

24.000 

2  00 

2  5 

3.00     ' 

3.50 

4.00 

4.50 

5.00 

6.00 

7  30 

0 

30.000 

2.25 

3.125 

3.75     ' 

4.375 

5  00 

5.62 

6.25 

7.50 

9.37 

90 

100 

125 

1.50       1       175 

1 

21,1  , 

300 

20 

1.200 

0  45 

0  50 

0.62 

0.75 

0.87 

1.00 

1.25 

1.50 

25 

1.500 

0  .56 

0  62 

0,78 

0  94 

1  09 

1.26 

1.56 

1.87 

30 

1.800 

0  67 

0  75 

0.94 

1.12 

1  31 

1.50 

1.87 

2.25 

35 

2.100 

0  79 

0.87 

1.08 

1.31 

1.53 

1.75 

2.19 

2.62 

40 

2.400 

0  90 

1  00 

1.25 

1  50 

1  75 

2.00 

2.50 

3.00 

45 

2.700 

1  01 

1  12 

1.41 

1.69 

1.97 

2.25 

2.81 

3.37 

50 

3,000 

1.12 

1.25 

1.36 

1.87 

2.19 

2.50 

3.12 

3.75 

eo 

3.600 

1.35 

1.50 

1.87 

2.25 

2.62 

3  00 

3.75 

4.50 

75 

4.500 

1  69 

1  87 

2.34 

2.81 

3.28 

3.73 

4.69 

5  62 

90 

5,400 

2  02 

2  25 

2.81 

3.37 

3.94 

4.5 

5.62 

6.75 

100 

6,000 

22.5 

2  50 

3.12 

3.75 

4.37 

5.00 

6.25 

7.30 

125 

7..500 

2  81 

3.16 

3.91 

4.69 

5.47 

6.25 

7.81 

9.37 

150 

9,000 

3.37 

3.75 

4.69 

3.62 

6.56 

7.5 

9.37 

11.25 

175 

10,500 

3  94 

4.07 

5.47 

6.56 

7.66 

8.75 

10.94 

13.12 

JOO 

12,000 

4.50 

3.00 

6.25 

7.50 

8.75 

10  00 

12.50 

15.00 

jy) 

15.000 

5.62 

6.23 

7.81 

9.37 

10.94 

12  50 

15.72 

18.75 

>jO 

18.000 

6  75 

730 

9.57 

11.25 

13  12 

15  00 

18.75 

22.50 

Vi) 

21.000 

7  87 

8  75 

10  94 

13  12 

15  31 

17  50 

21.87 

26  25 

400 

24.000 

9  00 

10  00 

12  50 

15  00 

17  50 

20  00 

25.00 

30.00 

yjo 

30.CO0 

11  25 

12  5 

15.62 

18  75 

21  87 

25.00 

31.25 

37.50 
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Engine  Horsepower. 


Horsepower  = 


PXLXAXN 


33,000 

P  =  average  effective  pressure  in  pounds  per  square  inch. 

L  =  twice  the  length  of  piston  stroke  in  feet. 

A  =  area  of  piston  in  square  inches. 

N  =  the  number  of  revolutions  of  the  crank  shaft  per  minute. 


TABLE   125. —AVERAGE  STEAM  PRESSURE  ON 

SQUARE  INCH. 

PISTON 

.  IN  POUNDS 

PER 

Aver,  press,  throughout  the 
piston  stroke.       (Initial 

0.966 

0.937 

0.919 

0.846 

0.743 

0.699 

0.596 

0  385 

Grade     of     expansion     of 
steam 

n 

U 

1« 

2 

2§ 

3 

4 

g 

Steam  cut-ofif 

i 

1 

f 

h 

i 

^ 

1 

i 

Initial  steam  press.,  lbs. 

per  sq.  in. 
25 

24.1 

28.9 

33.7 

38.6 

43.4 

48.2 

53.0 

57.8 

62.8 

67.5 

72.3 

77.1 

81.9 

86.7 

91.5 

96.4 

101.2 

106.0 

110.8 

115.6 

120.5 

23.4 

28.1 

32.8 

37.4 

,42.1 

46.8 

51.3 

56.0 

60.7 

65.3 

70  0 

75.7 

80.3 

84.0 

88.7 

93.3 

98.0 

101.7 

106  3 

112  0 

115.7 

22.9 
27.5 
32.1 
36.7 
41.2 
45.9 
50.5 
55.1 
59.7 
64.3 
68.9 
73.5 
78.1 
82.7 
87.3 
91.9 
96.5 
101.0 
105.6 
110.2 
114.8 

21.1 
25.3 
29.6 
33.8 
38.0 
42.3 
46.6 
50.8 
55.0 
59.2 
63.5 
67.7 
72.0 
76.2 
80.4 
84.5 
88.9 
93.1 
97.4 
101.6 
105.8 

18.5 
22.2 
25.9 
28.9 
32.6 
37.1 
40.8 
44.5 
48.2 
52.4 
56.1 
59.3 
63.0 
66.8 
70.4 
74.2 
77.9 
81.6 
85.2 
89.0 
102.8 

17.4 
20.9 
24.4 
27.9 
31.4 
35.0 
38.4 
41.9 
45.4 

48.9 
52  4 
53.9 
59.4 
62.9 
66.4 
69.9 
73.4 
76.9 
80.4 
83.9 
87.4 

19.9 
17.8 
20.8 
23.8 
26.8 
29.8 
32.8 
35.8 
38.8 
41.6 
44.7 
47.7 
50.7 
53.7 
56.7 
59.6 
62.6 
66.6 
69.6 
71.6 
74.6 

9  6 

30 

11  5 

35 

13  4 

40 

15  3 

45 

17  3 

50 

19  2 

55 

21  2 

60 

23  1 

65 

24.9 

70 

26  7 

75 

28  6 

80 

30  8 

85 

32  7 

90 

34  6 

95 

36  6 

100 

38.5 

105 

40.4 

110 

42  3 

115 

120 

44.2 
46.2 

125 

48.1 

Example. — What  horsepower  will  a  steam  engine  8-in.  bore 
and  12-in.  stroke  develop  at  100  revolutions  of  the  crank  shaft 
per  minute,  cutting  off  ono-third  stroke  and  ha\ing  an  initial 
pressure  100  lb.? 

P,  100  pounds  initial  pressure  one-third  stroke,  from  table 
=  69.9,  less  say  14.9  for  back  pressure  =  55  lb. ;  L,  twice  stroke 
=  12"  X  2  =  2  ft.;  A,  area  8-in.  piston  =50.26;  N,  100; 
hence  horsepower  of  engine 

55  X  2  X  50.26  X  100 


33,000 


=  16.8. 


LIFT  OR   HEAD   OF  WATER. 
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Lift.  —  The  head  of  water  against  which  the  pump  has  to 
work,  or  the  pressure  due  to  the  height  to  which  the  water  has 
to  be  forced,  is  usually  termed  the  lift,  and  expressed  in  pounds 
per  square  inch  =  height  of  water  column  X  0.434. 

0.434  =  pound  pressure  per  square  inch  exerted  by  a  column 
of  water  one  foot  high. 

TABLE   126. —  FEET  HEAD  AXD  EQUIVALENT  PRESSURE  IX  POUNDS  PER 

SQUARE  INCH. 


Ft. 

1    Equiv. 

Ft. 

Equiv. 

Ft. 

Equiv. 

Ft. 

Equiv. 

!      Ft. 

Equiv. 

head. 

1  press,  in 
1  pounds. 
1        0  43 

bead. 

press,  in 
pounds. 

head. 

press,  in 
pounds. 

head. 

press,  in. 

pounds. 

83.60 

'    head. 

press,  in 
pounds. 

1 

65 

28  15 

120 

55  88 

193 

257 

111.32 

2 

0  86 

66 

28.58 

130 

56  31 

194 

84.03 

258 

111.76 

3 

'         1  30 

67 

29  02 

131 

56  74 

195 

84.48 

259 

112.19 

4 

1         1  73 

68 

29  45 

132 

57.18 

196 

84.90 

260 

112  62 

5 

2  16 

69 

29  88 

133 

57  61 

197 

85.33 

261 

113  06 

6 

2  59 

70 

1       30  32 

134 

58.04 

198 

85.76 

262 

113.49 

7 

3  03 

71 

30.75 

135 

58.48 

199 

86.20 

263 

113.92 

8 

3  46 

72 

31.18 

136 

58.91 

200 

86.63 

264 

114  36 

9 

3.89 

73 

31  62 

137 

59.34 

201 

87.07 

265 

114.79 

10 

4  33 

74 

32.05 

138 

59.77 

202 

87.50 

266 

115.22 

11 

4  76 

75 

32.48 

139 

60.21 

203 

87.93 

267 

115  66 

12 

5  20 

76 

1       32  92 

140 

60.64 

204 

88.36 

268 

116.09 

13 

5  63 

77 

33.35 

141 

61.07 

205 

88.80 

269 

116. 52 

14 

6  06 

78 

33.78 

142 

61  51 

206 

89.23 

270 

116  96 

15 

6  49 

79 

34.21 

143 

61  94 

207 

89  68 

!     271 

117.39 

16 

6  93 

80 

34.65 

144 

62  37 

2m 

00  10 

272 

117.82 

17 

7.36 

81 

35.08 

145 

62.81 

2iri 

f.ii  ■,:', 

273 

118.26' 

18 

7.79 

82 

35  52 

146 

63  24 

_'!•! 

'HI  ■!<; 

274 

118.69 

19 

8  22 

83 

35  95 

147 

63  '■-" 

275 

119.12 

20 

8  66 

84 

36  .39 

148 

64   ! 

276 

119.56 

21 

9  09 

85 

36  82 

149 

64  y. 

277 

119  99 

22 

9  53 

86 

37.25 

150 

64  '■: 

278 

120.42 

23 

9  96 

87 

37.68 

151 

65  ! 

279 

120.85 

24 

10  39 

88 

38  12 

152 

65  -; 

280 

121  29 

25 

10.82 

89 

38.55 

153 

66  .: 

'> ' 

121.73 

26 

11  26 

90 

38.98 

154 

66  7 

122.15 

27 

11  69 

91 

39.42 

155 

67  I, 

122.59 

28 

12.12 

92 

39.85 

156 

67  .^7 

123.02 

29 

12  55 

93 

40.28 

157 

68  0(J 

-'.'1 

!)-'j    7 

123.45 

30 

12  99 

94 

40.72 

158 

68  43 

-'_'■' 

'I'j   ' 

123.89 

31 

13  42 

95 

41.15 

159 

68.87 

22.3 

<je  • 

124  32 

32 

13.86 

96 

41.58 

160 

69.31 

224 

97  li 

124.75 

33 

14  29 

97 

42.01 

161 

69.74     , 

225 

97  !■ 

125.18 

34 

14  72 

98 

42  45 

162 

70  17 

226 

97  '■ 

125.62 

35 

15  16 

99 

42.88 

163 

70.61 

227 

98  :; 

126.05 

36 

15  59 

100 

43  31 

164 

71.04 

228 

98  7' 

126.48 

37 

16  02 

101 

43  75 

165 

71.47 

229 

99  20 

^,,„ 

126  92 

38 

16  45 

102 

44.18 

166 

71.91 

230 

99  63     ' 

294 

127. 35 

39 

16  89 

103 

44.61 

167 

72.34 

231 

100  00 

295 

127,78 

40 

17  32 

104 

45  05 

168 

72.77 

232 

100.49 

296 

128.22 

41 

17  75 

105 

45  48 

169 

73  20 

233 

100.93 

297 

128.65 

42 

18  19 

106 

45  91 

170 

73  64 

234 

101  36 

298 

129.08 

43 

18  62 

107 

46. 34 

171 

74.07 

235 

101.79 

299 

129,51 

44 

19  05 

108 

46.78 

172 

74.50 

236 

102.23 

300 

129,95 

45 

19  49 

109 

47.21 

173 

74.94 

237 

102  66 

310 

1.34.23 

46 

19  92 

110 

47.64 

174 

75.37 

238 

103  09 

320 

1.38.62 

47 

20  .35 

111 

48.08 

175 

75.80 

239 

103  53 

330 

142.95 

48 

20  79 

112 

48  51 

176 

76.23 

240 

103  96 

340 

147.28 

49 

21  22 

113 

48.94 

177 

76.67 

241 

104  .39 

350 

151.61 

50 

21  6.5 

114 

49.38 

178 

77.10 

242 

104  83 

360 

1.55,94 

51 

22  09 

115 

49.81 

179 

77.53 

243 

105  26 

370 

160  27 

52 

22  52 

116 

50.24 

180 

77.97 

244 

105  69 

380 

164  61 

53 

22  95 

117 

50.68 

181 

78.40 

245 

106  13 

390 

168,94 

54 

23  39 

118 

51  11 

182 

78.84 

246 

106  .56 

400 

173,27 

55 

23  82 

119 

51.54 

183 

79.27 

247 

106.99 

500 

216. .58 

56 

24  26 

120 

51.98 

184 

79,70 

248 

107  43 

600 

2.59.90 

57 

24  69 

121 

52  41 

185 

80.14 

249 

107.86 

700 

.303.22 

58 

25  12 

122 

52.84 

186 

80.57 

2.50 

108  29 

800 

.346  54 

59 

2.5  .5.5 

123 

53.28 

187 

81.00 

251     1 

108.73 

900 

389.86 

60 

25.99 

124 

53.71 

188 

81.43 

252 

109  16 

1000 

435.18 

61     ' 

26  42 

125 

.54  15 

189 

81.87     ' 

253 

109  .59 

62     1 

26  85 

126 

54  .58     t 

190 

82.30     ; 

2.54 

110  03 

63     1 

27  29 

127 

.55  01      1 

191 

82.73 

2.55     1 

110  46 

64 

27  72 

128 

.55  44 

192 

83  17     ' 

256 

110  89     i 
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PIPE   FRICTION. 


TABLE   127.  —  FRICTION  OF  WATER  IN  PIPES. 
Pressure  in  pounds  per  square  inch  to  be  added  for  each  100  feet  of  clean  iron  pipe. 


Hi 

^-  ^  ® 

iS'S  — 

Pipe  sizes. 

i 

1 

u 

n 

2 

2  J 

3 

3^ 

4 

5 

6 

7 

8 

9 

10 

12 

5 

3.3 
13.0 
28.7 
50.4 
78.0 

0.84 
3.16 
6.98 
12.3 
19.0 
27.5 
37.0 
48.0 

0.31 
1.05 
2.38 
4.07 
6.40 
9.15 
12.4 
16.1 
20.2 
24.9 
.36.0 
48.0 
.56.1 
64.0 
80.0 

0.12 
0.47 
0.97 
1.66 
2.62 
3.75 
5.05 
6.52 
8.15 
10.0 
14  0 
20.0 
22.4 
25.0 
32.0 
39.0 

0.04 
0.12 
0.25 
0.42 
0.62 
0.91 
1.22 
1.60 
1.99 
2.44 
3.50 
4.80 
5. 32 
6.30 
7.80 
9.46 
14.9 
21.2 
28.1 
37.5 

0.02 
0.04 
0.08 
0.14 
0.21 
0.30 
0.40 
0.53 
0.66 
0.81 
1.17 
1.50 
1.80 
2.00 
2.58 
3-:  20 
4.89 
7.00 
9.46 
12.47 
19.66 
28.06 

10 

0.02 
0.04 
0.06 
0.10 
0.13 
0.17 
0.23 
0.28 
0.35 
0.50 
0.60 
0.74 
0.90 
1.10 
1.31 
1.99 
2.85 
3.85 
5.02 
7.76 

11.2 

15.2 

19  5 

15 

0.02 
0.03 
0.04 
0.06 
0.09 
0.11 
0.14 
0.17 
0.24 
0.38 

20 

25 

0.02 
0.03 
0.05 
0.06 
0.07 
0.09 
0.13 
0.19 

30 

35 

0.02 
0.02 
0.03 
0.04 
0.05 
0.07 

40 

45 

SO 

60 

0.02 
0.03 

70 

75 

80 

0.41 
0.54 
0.64 
0  96 
1.35 
1.82 
2.38 
3.70 
5.04 
7.10 
9.25 
11.70 
f4.5 

0.23 
0.26 
0.33 
0.49 
0.69 
0.93 
1.22 
1.89 
2.06 
3.65 
4.73 
6.01 
7.43 

0.08 
0.09 
0.12 
0.17 
0  25 
0.31 
0.42 
0.65 
0.93 
1.26 
1.61 
2.00 
2.40 

0.03 
0,04 
0.05 
0.07 
0.10 
0.13 
0.17 
0.26 
0.37 
0.50 
0.65 
0,81 
0.96 
2.21 
3.88 
6.00 
8  60 

90 

100 

0.02 
0.03 
0.04 
0.05 
0.07 
0.12 
0.17 
0.23 
0.30 
0.37 
0.45 
1.03 
1.80 
2.85 
4  OS 

125 

150 

175 

200 

250 

0.07 
0.09 
0.12 
0.16 
0.20 
0.25 
0.53 
0.94 
1.46 
2  09 

0.04 
0.05 
0.07 
0.09 
0.11 
0.14 
0.30 
0.53 
0.82 
1  17 

0.03 
0.04 
0.05 
0.06 
0.07 
0.09 
0.18 
0.32 
0.49 
0  70 

0  01 

300 

350 

0  02 

400 

] 

450 

25.0 
30.8 

6  oSi 

500 

0.04 

750 

0  08 

1000 

0.13 

1250 

. 

0.20 

1500 

0  29 

Table  is  based  on  Ellis'  and  Howland's  experiments.    To  find 

figures  by  2.3. 


"  friction  head  "  in  feet  multiply 


TABLE  128.  —  FRICTION  OF  WATER  IN  ELBOWS. 
Pressure  in  pounds  per  square  inch  to  be  added  for  each  elbow. 


5 
10 
15 
20 
25 
30 
35 
40 
45 
50 
60 
70 
75 
80 
90 
100 
125 
150 
175 
200 
250 
300 
350 
400 
450 
500 
750 
1000 
1250 
J500 
Table 


Pipe  sizes. 


0.07 
0.28 
0.63 
1.12 
1.74 


1      u 


0.027 

0.094 

0,212 

0,376 

0,585 

0.845 

1.15 

1.50 

1.90 


3.38 
4.60 
30 
6.00 
7.60 


0.008  0  005  0  002! 

0.031  II  m^ 

0.06i,i|ii  11* 

0. 123^0  (h;' 

0.19l'i)  lii^ 

0.27,s'll  I.'j7 


II  (Kir,  0,003 
II  111)  0,005 


0.380 

0.49.5 

0.62G 

0  77 

1.11 

1.52 

1.74 

1.98 

2.50 

3.08 


II  -'I,- 
II   ,'7' 

0  43 
0  62 

0  86 
0.98 

1  11 
1.41 
1.72 
2.72 
3.92 
5.32 


1)009 

111"  II  02   [0  Oil 

I'll-'  II  026  0,015 

(IS    I)  032  0  017 

IIJ  II  (l4-lj()  026  0  01.')l0  006 

1  Is  II  06   lOOXi  0  OL'1,0  00!l 


0.007 
0.009 
0  01 


0  117 

1  .30 
1  90 
2.44 
3.80 
5.56 


072 

II  o,s 

I  101 

^,  .,_     II  12,s 

■  0  4,>  |0  20 

1)  riS5  0  2.S6 


0.93.1 

1.28 

1.91 

2.74 

3.77 

5.12 

6.20 

7.64 


0  .3'.I0 
0.512 
0.80 

1  14 
1  58 
2.05 
2.58 
3.20 


I)  01  iO  024 
0  (M4|0()2 
0  06  10  03 
0  Otis  jO  043 


0  01 
0  012 


0  003 

0  004  0.002 

0  005  0  003 

0  005  0  003 
OOMlO  007  0  004 
0  01710  (HW,0  005  n  003 


0  112iO  007  0  027  0  013|0  007|n  iKM 


10       12 


0  002 

0  003  0  00: 


0   16    II  O'.UVO  O39IO  019  0.01     0.0O6  l(  (MM  0  1X13  0  001 


0  21s, 0  132  0  o.'):rii  026|o  on 

0  272  0  172'0  06,k'(I  0:i2 O  02 
0  446  0  26.S  0   10010  052  0  029 


0  64 
0  88 
1.09 
1.45 
1.78 


0.384  0  l.")(VO  076  0  (M2 
0  .530  0  2I.")l0  103  0  05 
0  OSS  0  2 


0.870 


1.07    0  436  0  2OS1O  116  0  OilS.O  044  0  02.S  0  016 


2  42 
4.28 
6.70 
9.68 


0  35:: 


0  00(1  U  (H)5  0  (KM  0  002 

0  Oil  II  007  0  (H15  0  002 

0  (117  II  (111  0  0117  0  IMM 

0  (125  (1  016  0.01   V  ma 

0  (I:M;(i  OL'2  (1.014,0  007 

0  12s  0  OS  1(1  (M4|0  02S|0  OlSO  009 

0   170  0  094(1  05711  036(1  023  0  Oil 


0  970  0  470|0  2t)OII  1.56  0  Id  ,(1  (163  0  031 

1,74   lo, 8.32  0.464 [0  27210  17610. 1 12  0  0(i4 

2.71    1.31    0.72SO  435  0  276  0.175  IMKC) 

3.88  ll  88  '0  84   kt  624l0  40  lo  252  n  \:i 


i.s  based  on  Woisbach's  formula  for  very  .short  bend.t,  or  with  a  radius  equal  to  the  nuliua 
of  the  pipe.    To  find  "  friction  head  "  in  feot  multiply  figures  by  2.3. 
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STAXDPIPES. 
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Standpipes.  —  There  are  two  kinds  of  water  columns  or  stand- 
pipes  in  general  service,  for  conveniently  supplying  locomotives 
with  water  at  locations  remote  from  the  water  tank.  Both  are 
much  alike  excepting  in  the  spout  which  is  either  telescopic  or 
semi-rigid.  The  telescopic  spout  has  a  vertical  movement  of 
about  5  ft.,  a  convenience  to  accommodate  the  varying  heights 
of  locomotive  tenders,  and  the  semi-rigid  about  2  ft.  The 
standpipes  are  made  of  iron  and  steel  and  a  great  number  of 
styles  are  produced;  in  all,  however,  the  essential  features  con- 
sist of  a  main  vertical  pipe  or  column,  a  bell  pedestal  base,  a 
spout,  the  valve  mechanism  and  chamber  or  pit  in  which  the 
valves  are  set.  Normally  the  water  column  spout  stands  par- 
allel with  the  track;   on  taking  water  the  spout  is  drawn  across 


^ 


xfl 


n 


feio 


Drain  Concrete  Floor' 

STAND  PIPE,  RIGID  TYPE 


r 
I 


^s^ 


TELESCOPIC   TYPE 


the  track,  a  lever  is  pulled  and  the  flow  is  immediate.  When 
sufficient  water  has  been  taken  the  lever  is  released  and  the  water 
is  automatically-  cut  off,  and  the  spout  being  relea.sed  is  returned 
to  the  position  parallel  to  the  track. 

As  it  takes  up  little  room  and  is  arranged  to  swing  clear  of  the 
tracks  when  not  in  use,  it  is  not  considered  a  serious  obstruction. 

Standpipes  are  used  very  extensively  at  stations,  yards,  and 
other  places  where  convenient  for  quick  service,  and  are  gener- 
ally located  so  that  one  standpipe  will  serve  two  tracks. 

Standpipe,  Telescopic  Type.  —  A  pipe  line  from  the  service 
water  tank  the  full  size  of  the  standpipe  is  run  connecting  the 
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STANDPIPES. 


two  as  direct  as  possible,  so  as  to  render  a  high  velocity  supply; 
sometimes  the  connection  is  made  with  the  city  or  town's  high 
pressure  mains  and  charged  by  meter. 

The  standpipes  in  general  use  are  fr,  8,  10,  and  12  in.,  weigh- 
ing from  2500  to  5000  lb.  each. 


APPROXIMATE  COST  WITHOUT 

SUPPLY  PIPE  LINE. 

Wood  chamber. 

Concrete  chamber. 

6-inch  standpipe  complete  in  place 

8-inch  standpipe  complete  in  place 

10-inch  standpipe  complete  in  place 

12-inch  standpipe  complete  in  place 

$300  to  $400 
450  to    550 
500  to    600 
550  to    650 

$400  to  $450 
550  to    650 
600  to    700 
650  to    750 

The  approximate  discharge  in  U.  S.  gallons  per  minute  from 
water  tank  to  standpipe  foi'  various  supply  pipes  1000  feet  long  is 
given  in  Table  115,  page  437,  for  two  different  types  of  standpipes. 

For  example,  it  is  desired  to  ascertain  what  will  be  the  discharge 
from  a  water  tank  through  a  10-inch  supply  pipe  to  the  standpipe 
^^ith  14  ft.  of  water  in  the  tank.  For  the  10-inch  rigid  standpipe 
the  table  (115)  gives  1700  and  for  the  telescopic  1550  gallons  per 
minute.  If  the  pipe  were  12  inches  the  discharge  would  be  2600 
and  2500  gallons  respectively. 


STANDPIPES. 
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Sewer  Pipe 


C.  p.  R.  Telescopic  Standpipe. 


APPROXIMATE  ESTIMATE   FOR   SUPPLY   PIPE  AND   STANDPIPE.— 
SUPPLY   PIPE   140  FEET  LONG. 


Supply  pipe: 

Excavation  for  .supply  pipe,  110  cubic  yards  at  75^. 

C.  I.  pipe,  10-inch  supply,  5.26  tons  at  $35 

Lead  for  joint.s,  108  pound.s  at  8(i 

Laying  pipe,  140  lineal  feet  at  17^ 

Connections 


Standpipe: 

1  10-inch  standpipe  erected 

Excavation  for  pit,  10  cubic  yards  at  75jf. 
Concrete  pit 


Drain  5  feet  deep: 

Excavation  164  cubic  yards  at  75(f 

210  Uneal  feet  4-inch  tile  pipe  laid,  at  16f5. 
Bell  trap  bends  and  connections 


882.50 
184.10 

13.44 
•23.80 

10.00 


S420.00 

7.50 

100.00 


$125.00 
33 .  60 
13.40 


$313.84 


$527.50 


SupervTsion  and  contingencies  10  per  cent . 
Total 


$170.00 
'$1011.34 

108.66 

$1120.00 
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Method  of  Connecting  Tank  to  Standpipe. 
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Pump  Houses. 

C.  P.  R-  Frame  Pump  House  i6'  x  32'.  —  Fig.  214  illustrates 
the  C.  P.  R.  standard  frame  pump  house  for  a  steam  pump  and 
boiler  installation.  The  studs  are  2"  X  4"  at  2  ft.  centers, 
supported  on  6-in.  flatted  cedar  sills,  covered  with  |-in.  rough 
boarding,  protected  with  a  layer  of  tar  paper  and  finished  with 
|-in.  drop  siding.  The  rafters  are  also  2"  X  4"  at  2-ft.  centers 
covered  with  1"  rough  boards  and  2-ply  ready  roofing. 

The  house  is  divided  into  a  boiler  room  16'  X  16'  and  a  coal 
shed  of  the  same  dimensions.  The  boiler  room  floor  is  finished 
with  a  layer  of  cinders  and  the  coal  shed  floor  is  covered  with 
2-in.  rough  plank. 

The  approximate  cost  of  the  building  complete,  not  including 
the  pump  or  boiler,  is  about  S700. 
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Fig.  214.    Frame  Pump  House. 
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FRAME  AND  CONCRETE  PUMP  HOUSE. 


C.  P.  R.  Frame  Pump  House  14'  X  16'.  —  The  wooden  pump 
house  14'  X  16'  shown  on  Fig.  215  is  used  for  electric  pumping 
outfits.  The  frame  consists  of  2"  X  4"  studs  at  2  ft.  centers, 
supported  on  6-in.  cedar  sills  and  covered  with  drop  siding  or 
corrugated  iron.  The  roof  timbers  are  2"  X  6"  at  2-ft.  centers, 
covered  with  1-in.  rough  boards  and  2-ply  ready  roofing. 

The  approximate  cost  of  this  house  is  about  $275. 

C.  P.  R.  Concrete  Pump  House  15'  X  17'.  —  A  similar  house 
15'  X  17',  Fig.  215a,  in  concrete  with  flat  roof,  would  cost  about 
$450. 
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Fig.  215.  Fig.  215a. 

Frame  ami  Concrete  Pump  Houses. 


CONCRETE   BLOCK   PUiMP   HOUSE. 
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Concrete  Block  Pump  HDuse,  M.  St  P.  &  S.  S.  M.  Ry.,  14'  X 
14'.  —  Fig.  216  shows  a  concrete  block  pump  house  built  bj^  the 
M.  St.  P.  ct  S.  S.  M.  Ry.,  for  gasoline  pumping  outfit.  It  is 
14  ft.  square  and  the  cost  would  be  about  S400.  This  price 
will  include  the  pump  foundation  and  tank  receptacle,  but  not 
the  pumping  outfit  or  gasoline  tank. 


SIDE  ELEVATION 

lookins  from  well  I 


STANDARD    14  X  14  PUMP  HOUSE 

Fig.  216.     Concrete  Block  Pump  House,  M.  St.  P.  &  S.  S.  M.  Ry. 

C.  L.  O.  &  W.  Ry.  Pump  House.  —  A  pump  house,  built  on 
the  C.  L.  O.  (k  W.  Ry.  at  a  nuiuljcr  of  points,  is  shown,  Fig.  217. 
The  inside  dimensions  are  10'  7"  X  13',  to  accommodate  a 
10  horsepower  combined  gasoline  engine  and  pump.  The  foun- 
dation for  the  pumping  outfit  is  a  solid  })lock  of  concrete,  sup- 
ported on  piles,  where  soft  bottom  is  encountered  and  provision 
is  made  for  a  stove  and  coal  bin.  A  separate  pit  for  gasoline 
tank  is  built  of  concrete  with  a  wooden  top,  located  in  a  suitable 
position  some  distance  from  the  pump  house.  The  pit  is  drained 
and  is  large  enough  to  hold  a  50  gallon  tank.  The  house  itself 
is  of  the  ordinary  frame  construction  with  2"  X  6"  wood  joists 
on  cedar  sills,  finished  on  top  with  2  in.  plank  for  the  floor;  the 
wall  studs  are  2"  X  4"  at  2-ft.  centers  and  the  roof  and  ceiling 
timbers  2"  X  6".  The  roof  is  covered  with  |-in.  T.  &  G.  boards 
with  building  paper  and  shingles  over.  The  walls  are  double 
lined  with  |-in.  T.  &  G.  boards  and  drop  siding  with  building 
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WOOD  pu:mp  house. 
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Fig.  217.     C.  L.  O.  &  W.  Ry.  Pump  House. 
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paper  between.  The  cost  of  this  type  of  house,  without  the 
pumping  outfit,  but  including  the  foundation  for  the  pump  and 
the  gasoUne  concrete  pit.  is  about  SoOO. 

Dams.  —  Dams  for  impounding  water  for  gravity  ser\'ice 
average  from  6  to  12  ft.  in  height,  consisting  usually  of  an  earth 
embankment  or  such  material  as  can  be  had  conveniently  near 
the  location,  or  wood  crib,  or  stone  or  concrete  retaining  wall. 


8kipellii» 


EARTH  DAM 


-•"Pluk 


FIuk-BoxiUled  with  Mcoe 


WASTE  WEIR 
Fig.  218. 

Fig.  218  represents  the  general  cross  section  for  earth  dam; 
with  ordinarj'  material  it  is  recommended  that  the  upstream 
slope  should  not  be  steeper  than  1  to  3,  the  rear  slope  1^  to  1, 
preferabl}'  1  to  1,  top  width  not  less  than  6  ft.  for  a  height  of 
10  ft.  or  less,  8  ft.  \N'ide  from  10  to  15  ft.  high,  and  10  ft.  wide  for 
15  to  20  ft.  high. 

The  foundation  should  be  on  firm  ground,  with  all  sod  and  per- 
ishable matter  removed  over  the  entire  area  of  the  foundation 
for  a  depth  of  at  least  6  inches,  to  prevent  disintegration  and 
possible  leakage. 

When  the  height  exceeds  10  ft.,  an  intercepting  or  bond  trench 
2  ft.  deep,  from  6  to  12  ft.  wide,  should  be  made  running  the  full 
length. 

The  inner  slope  should  be  protected  with  a  thick  layer  of  hard 
material,  and  when  subject  to  wave  action  a  further  layer  of 
hea\y  rock  should  Vje  provided;  the  rear  slope  is  best  protected 
by  sod. 

The  waste  way  if  possible  should  be  located  at  a  natural  gap. 
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CRIB  AND   MASONRY   DAMS. 


If  placed  close  to  the  dam,  care  must  be  taken  to  prevent  the 
spill  from  endangering  the  dam  from  washing,  saturation,  or 
erosion,  by  building  aprons  and  wings  to  prevent  the  water  from 
passing  around  or  under  the  dam.  For  safety,  waste  water 
should  always  be  discharged  at  a  distance  from  the  dam. 

Top  of  levee  should  be  at  least  6  ft.  wide  and  level  with  top  of 
dam,  with  slopes  or  waste  side  not  steeper  than  1  to  3,  riprapped 
when  possible.  Difference  in  elevation  between  top  of  dam  and 
bottom  of  waste  way  should  not  be  less  than  4  feet,  with  slope 
of  dam  side  at  angle  of  repose. 

A  deep  fall  waste  .should  have  checks  so  as  to  form  a  series  of 
smaller  falls. 

The  waste  way  may  be  constructed  of  timber  as  shown  in 
sketch,  though  permanent  material  is  more  desirable. 

Crib  and  Masonry  Dams.  —  When  the  location  is  convenient 
and  only  a  gap  or  small  length  of  dam  is  necessary  a  masonry 
or  concrete  wall  or  crib  as  illustrated  in  Figs.  219  and  220  is  often 
used. 


CRIB  DAM 

Fig.  219. 
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Fig.  220. 


CRIB  AND   MASONRY   DAMS.  471 

"With  the  masonry  dam  it  would  ho  necessary  to  liavc  a  waste 
way  at  some  natural  point  around  the  storage  reservoir  or  a 
sluice  with  gate  valves  to  let  out  the  over  surplus  water  in  time 
of  Hoods  or  severe  storms. 

The  crib  dam  is  built  with  three  offsets  so  as  to  form  a  spill 
way  in  itself. 

The  approximate  cost  of  dams  will  vary  greatl}'',  depending  upon 
local  conditions. 

Approximate  Cost.  —  Earth  dams  12  ft.  high,  per  lineal  foot, 
$0  to  Slo.  Wood  and  crib  25  ft.  high,  per  lineal  foot,  $40  to 
$60.     Stone  dam  25  ft.  high,  per  Uneal  foot,  $80  to  $150. 

APPROXIMATE  ESTBUTE  GR-WITY  WATER  SUPPLY  PIPE  LINE  2500  FEET 
LONG    (300  FEET  IN   DOUBLE   WOOD  BOX). 

Crib  dam: 

3000  lineal  feet  cedar  logs  at  15ff $450. 00 

6000  feet  board  measure  timber  at  $50 300.00 

200  cubic  yards  boulder  fill  at  50$^ 100.00 

Waste  charmel  and  fixing  up  gulley  for  overflow 150.00 

$1000.00 

Pipe  line: 

1800  cubic  j-ards  excavation  boulders  and  rock,  $2.00.  S3600.00 

1500  cubic  yards  earth,  75^ 1 125 . 00 

25  tons  C.  I.  4-inch  pipe,  $35.00 875.00 

16  tons  W.  I.  pipe,  $38.00 61.00 

1500  pounds  lead  for  joints,  S^ 120.00 

Hauling  and  distributing  pipes 125.00 

Laying  joints 125 .  00 

Valves,  bends,  etc 100.00 

$6131.00 

Boxing  pipe  account  of  precipice  300  feet : 

10,600  feet  board  mea.sure  timber,  per  thousand  $50.00     $530 .  00 

4200  square  feet  tar  paper,  10^ 42.00 

Trestle  support  to  pipe  when  boxed 100 .  00 

$  072.00 

$7823.00 
Supervision  and  contingencies 777 .  00 

Total $8600.00 


472  FUEL  STATIONS. 

CHAPTER  XIX. 
FUEL  STATIONS. 

Coaling  stations  are  erected  to  supply  engines  quickly  with 
coal,  to  reduce  delay  to  engines  and  to  release  coal  cars  as  soon 
as  possible,  to  take  care  of  all  coal  held  for  emergencies  (at  least 
three  days'  supply),  and  to  minimize  the  cost  of  handling. 

They  are  usually  built  at  divisional,  terminal,  and  other  points 
and  are  principally  constructed  of  wood,  though  concrete  and 
steel  are  coming  into  extensive  use  for  this  class  of  structure. 
Generally  speaking,  no  mechanical  plant  can  handle  coal,  ashes, 
and  sand  with  the  same  mechanism  and  do  it  efficiently;  the 
nature  of  the  materials  is  such  as  to  render  this  a  very  difficult 
matter. 

The  structure  is  usually  located  parallel  to  or  across  the  round- 
house tracks,  convenient  to  the  cinder  pits,  the  arrangement  de- 
pending upon  the  type  of  coaling  plant  adopted. 

In  figuring  the  cost  of  handling  coal  the  unit  considered  is 
generally  one  ton  of  2000  pounds. 

To  make  a  fair  comparison  for  any  type  the  following  items 
should  be  estimated  and  fair  values  given  to  each. 
Capacity  of  Plant. 

Interest  on  first  cost 6  per  cent. 

Depreciation 10  per  cent  to  20  per  cent. 

Operation. 
Maintenance. 
Car  storage. 
Switching  charges. 

Capacity  of  Plant.  —  In  addition  to  the  tons  of  coal  handled 
per  day,  the  storage  capacity  of  the  plant  should  be  considered. 

Car  Storage.  —  Car  storage  is  usually  much  more  expensive 
than  storing  in  bins.  Figuring  a  car  holds  40  tons,  and  that  it  is 
worth  a  dollar  a  day,  storage  in  cars  costs  2h  cents  per  ton  per 
day. 

Self-clearing  cars  can  be  unloaded  into  a  hopper  at  from  5  to  0 
cents  less  per  ton  than  from  flat-bottom  cars  by  hand. 


WOOD   TRESTLE   COALING    STATION. 
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Switching.  —  When  coal  is  delivered  in  self-clearing  cars  and 
dumped  into  a  hopper,  tracks  can  be  arranged  so  that  cars  can 
be  handled  by  gravity,  without  the  need  of  a  switcher,  thereby 
'•''"lucing  the  cost  of  operation. 

rhere  are  a  number  of  methods  in  vogue  for  the  handling  of 
coal  for  locomotive  purposes;  in  general,  however,  it  may  be 
said,  —  at  least  at  terminals  and  busy  points  where  a  large 
number  of  engines  are  handled,  — that  two  methods  predominate, 
either  the  elevated  trestle  type  of  coaling  plant  with  trestle 
approach  is  used,  or  the  mechanical  tj'pe  of  plant  where  the  coal 
is  handled  by  machinery  and  carried  to  elevated  pockets  is 
adopted. 

The  chute  known  as  the  "  White  "  type  is  very  common, 
especially  on  western  roads.  The  general  construction  of  this 
chute  is  shown  on  Fig.  221.  The  chutes  maybe  on  one  or  both 
sides  of  the  shed,  depending  upon  local  conditions. 


WHITE  PATENT  COAL  CHUTE 
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Fig.  221.     \Miite  Type  Coaling  Chutes. 
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In  most  cases  cars  of  coal  are  delivered  to  the  plant  by  means 
of  an  incline  and  a  locomotive.  In  some  instances,  however,  a 
short,  steep  incline  is  constructed  and  the  cars  are  hauled  up  by 
means  of  a  stationary  engine  and  cable.  The  coal  is  then  shov- 
eled into  the  chutes.  When  a  locomotive  takes  coal  the  fireman 
or  hostler  opens  the  chute  by  means  of  a  chain. 

As  a  general  rule,  in  coaling  stations  of  this  character  a  regular 
force  of  coal  heavers  is  employed,  the  number  of  men,  of  course, 
depending  upon  the  quantity  of  coal  handled. 

Approximate  Cost.  —  Figuring  a  six  pocket  chute  and  three- 
pile  bent  inchne  approach  500  ft.  long,  under  normal  conditions 
will  cost  from  85500  to  $7500. 

During  the  past  few  years  the  mechanical  tj^pe  of  coaling 
plant  has  been  most  in  evidence  and,  in  general,  is  being  used 
in  preference  to  the  trestle  type. 

It  may  be  set  down  as  a  general  principle  that  a  mechanical 
coaling  plant  is  very  economical  when  the  full  capacity'  of  the 
machine  is  utilized.  On  the  other  hand,  where  the  quantity  of 
coal  handled  is  small  in  comparison  with  the  capacity  of  the 
machine,  it  will  not  make  a  good  showing. 

The  trestle  type  of  coahng  plant  takes  up  a  lot  of  ground 
space  and  usually  cannot  serve  more  than  two  tracks,  and 
while  a  great  number  of  chutes  can  be  installed,  any  line  may  be 
blocked  by  the  first  engine  taking  coal.  There  is  also  the  objec- 
tion to  the  locomotive  climbing  a  steep  grade  to  get  the  coal  to 
the  elevated  pockets  and  the  large  maintenance  cost  of  a  struc- 
ture of  this  character  after  it  has  been  in  service  a  few  years, 
and  there  is  always  the  fire  risk  to  be  considered. 

On  the  other  hand,  the  mechanical  coaling  plant  takes  up  a 
minimum  of  ground  space  and  can  serve  any  number  of  tracks; 
if  the  machiner}^  is  of  the  proper  quality  and  properly  cared  for, 
very  few,  if  any,  breakdowns  need  occur.  The  structure  can 
be  made  of  fire-proof  material,  if  desired,  and  the  arrangement 
can  be  such  that  the  labor  charges  will  be  very  low.  The  power 
required  to  run  a  mechanical  plant  is  comparatively  small,  and 
if  the  machinerj'^  is  well  designed  and  of  the  very  best  quality 
and  the  full  capacity  of  the  machine  utilized,  it  will  handle 
coal  at  less  cost' than  any  other  method. 
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Elevated  Chutes  ^Trestle  Type).  (Figs.  222  and  223.)  —  For 
flat-bottom  car  semce  where  the  coal  is  shoveled  by  hand  into 
elevated  bins,  the  trestle  requires  to  be  at  least  25  ft.  above 
the  engine  track. 

If  the  cars  are  pushed  up  the  trestle  bj^  a  switching  engine, 
the  grade  should  not  be  more  than  5  per  cent;  if  by  stationary 
hoisting  engine,  this  can  be  increased  to  20  per  cent. 

For  the  trestle  type  of  coaling  station  the  hoisting  engine  is 
considered  the  best  way  to  elevate  the  coal.     The  switching  of 
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the  cars  on  the  trestle  by  ordinary  locomotives  is  considered 
dangerous  and  expensive. 

This  plant  consists  of  a  wood  trestle  5  per  cent  grade,  with 
two  100-ton  pockets  and  sand  bin  located  between  tracks. 

The  approximate  cost  complete  is  from  815,000  to  §18,000. 

The  coal  chute  is  of  timber  construction  throughout  with  a 
track  reaching  the  upper  deck  by  means  of  a  framed  approach 
trestle.  In  this  case  the  locomotive  pushes  the  coal  cars  up  the 
incline  where  they  are  spotted  over  the  coal  chutes. 
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Coaling  Station  with  Locomotive  Hoist.  —  A  design  borrowed 
from  the  Baltimore  &  Ohio  R.R.  in  which  the  pockets  rest  nor- 
mally at  ground  level  while  being  filled  and  are  then  hoisted 
by  locomotive  power  to  an  elevation  suitable  for  loading  the 
tender  by  gravity  flow,  Fig.  224.  The  design  is  very  simple, 
consisting  of  an  upright  framework  of  12"  X  12"  timbers,  to 
serve  as  guides  for  the  pocket,  with  a  hoisting  sheave  at  the  top 
and  another  at  the  bottom.  The  movable  pocket  has  the  usual 
inclined  bottom,  and  its  top  is  at  a  convenient  height  for  un- 
loading by  hand  from  a  gondola  car  on  side-track,  at  the  rear 
of  the  structure.  The  capacity  of  each  pocket  is  six  tons  of 
coal.  At  the  front  side  there  is  a  gate  and  drop  apron  or  chute 
for  admitting  coal  to  the  tenders.  The  gate  is  of  such  pattern 
that  the  quantity  of  coal  taken  on  can  be  regulated  at  will. 

The  locomotive  to  he  coaled  does  its  own  hoisting,  the  hoist- 
ing cable  being  of  such  length  that,  when  the  loop  at  the  end 
thereof  is  hooked  over  the  pilot  beam,  the  pocket  will  be  hoisted 
to  the  desired  height  by  the  time  the  locomotive  has  pulled 
ahead  far  enough  to  bring  the  tender  opposite  the  pocket.  The 
pocket  being  emptied,  the  locomotive  backs  up  and  lets  it 
down  again.  In  the  station  referred  to  there  are  duplicate 
pockets,  one  for  loading  in  either  direction. 

Figure  224  shows  the  framing,  general  plan  and  the  details  of 
the  hoisting  pocket.  The  pocket  is  merely  a  strong  box  securely 
held  with  bolts  at  the  four  corners,  with  a  piece  of  100-lb.  rail 
caught  under  the  top  timbers  of  the  pocket,  to  which  the  hoist- 
ing cable  is  attached. 

Its  use  is  applicable  only  to  isolated  places  where  conditions  are 
suitable.  Tlu^  plant  complete  will  cost  in  the  neighborhood  o( 
$1000  and  has  to  be  handled  very  carefully  in  operation.  A  coal- 
ing device  of  this  kind  requires  constant  attention  and  the  cost  of 
maintenance  will  usually  be  high. 
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Fig.  224.     Coaling  Station  with  Locomotive  Hoist. 
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Mechanical  Plants.  —  The  ordinary  mechanical  plants,  con- 
sisting of  elevated  pockets  fed  by  endless  chain,  belt,  or  buckets, 
are  arranged  to  hold  from  30  to  800  tons  or  more,  the  amount 
of  coal  elevated  per  day  depending  upon  the  capacity  required, 
the  number  of  tracks  to  be  served,  and  the  storage  necessary  for 
emergencies. 

The  cost  of  a  mechanical  type  of  coaling  plant  varies  accord- 
ing to  capacity  and  style  of  plant  adopted,  and  may  range  from 
$20  to  $75  per  ton  capacity.  In  cases  where  it  is  necessary 
to  weigh  the  coal  taken  by  locomotives  the  cost  is  somewhat 
increased. 

Two-pocket  Plant,  Single  Track,  Wood  Structure.  —  Fig.  225 
illustrates  a  two-pocket  single-track  McHenry  coaling  plant  with 
dynamometer  weighing  device  to  each  pocket  so  that  the  amount 
of  coal  taken  by  each  tender  can  be  recorded.  Capacity  70  tons. 
Cost  complete  $4000  to  $5500. 


Fig.  225. 


Four-pocket  Plant,  Single  Track,  Wood  Structure.  —  Fig.  226 
illustrates  a  four-pocket,  single-track  McHenry  coaling  plant 
with  weighing  device  to  each  pocket.  Capacity  140  tons.  Cost 
complete  $8000  to  $9500. 

In  the  two  and  four  pocket  plants  the  coal  car  is  spotted  over 
the  hopper  and  dumped,  the  coal  running  by  gravity  into  the 
boot,  where  it  is  hoisted  by  endless  chain  and  bucket  method  to 
the  pockets  above.  On  the  upper  horizontal  run  the  coal  is 
scraped  along  the  conveyor.     Gates  are  provided  to  each  pocket 
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so  that  the  coal  may  be  dumped  into  any  one  desired  b}'  leaving 
the  gate  open.  In  the  four-pocket  plant  the  chains  and  buckets 
make  an  entire  circuit  round  the  house,  the  drive  being  set  above 
the   ujvshaft   end.     The  engine   house  with  steam  or  gasoline 
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power  is  placed  a  little  beyond  the  coal  structure,  and  a  rope 
drive  connects  the  engine  with  the  main  drive  above.  If  de- 
sired, the  mechani.sm  can  be  motor  driven  direct  or  by  pulley, 
thus  dispensing  with  the  engine  hoyse,  when  electric  power  can 
be  obtained.  The  chain  speed  is  65  ft.  per  minute  and  the  power 
consumption  about  12.  to  15  horsepower.  The  space  under  the 
pockets  may  be  boarded  and  used  for  stocage  purposes. 

Four-Pocket,  Three-track  Plant,  Wood  Structure.  —  Fig.  227 
illustrates  a  four-pocket,  150-ton  elevated  capacity,  three-track 
coaling  plant.  Cost  complete  §12,000  to  S16,000  with  dynamom- 
eter weighing  dev-ice  to  each  pocket,  so  that  the  amount  of  coal 
taken  by  each  tender  is  recorded.  Under  the  elevated  pockets 
next  to  the  coal  hopper  the  space  is  boarded  and  used  for  storage 
purposes  if  desired,  gates  being  provided  so  that  the  coal  can 
flow  back  into  the  hopper  and  be  re-elevated  when  necessary. 
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This  structure  is  a  modification  of  the  McHenrj'  t3'pc  of  coal- 
ing plant,  and  consists  of  two  double  elevated  coal  pockets, 
located  between  three  tracks  and  connected  together  on  top  by 
a  house  spanning  two  tracks;  the  bottom  hopper,  into  which 
the  coal  is  dumped,  is  located  behind  the  main  pocket  on  one 
side,  and  is  elevated  6  ft.  6  in.  above  the  locomotive  service  track, 
and  made  wide  enough  to  take  side-dump  as  well  as  center- 
dump  cars. 

The  elevating  mechanism  consists  of  endless  chain  and  buck- 
ets and  a  steel  boot.  From  the  bottom  of  the  hopper  the  chain 
is  carried  up  and  over  the  house  across  the  tracks,  returning 
under  the  floor,  and  back  to  the  boot.  The  drive  is  run  by 
electric  motor  controlled  by  a  switch  on  the  ground  near  the  coal 
dump  hopp)er  for  the  convenient  use  of  the  operator. 

When  the  coal  is  dumped  into  the  hopper  it  flows  by  gravitj' 
into  the  boot,  regulated  by  a  gate,  and  is  picked  up  bj^  the  end- 
less buckets  and  hoisted  up  to  the  elevated  pockets  above  and 
along  the  horizontal  trough  over  the  track.  Openings  with  slide 
doors  and  chutes  are  arranged  to  supply  anj'  pocket  with  coal 
when  desired.  The  chain  speed  is  65  ft.  per  minute  and  the 
power  consumption  about  20  horsepower. 

Sand  Tower.  —  With  the  foregoing  arrangement  three  tracks 
are  pro\nded  for  coaling  locomotives,  and  the  space  between 
the  elevated  pockets  facing  the  track  may  be  used  as  a  sand 
tower,  so  arranged  that  sand  can  be  furnished  on  two  tracks, 
the  sand  being  elevated  by  air  pressure  from  a  cj'hnder  in  the 
drnng  room  through  inclined  pipes,  the  sand  house  being  lo- 
cated between  the  two  tracks  about  50  ft.  ahead  of  the  struc- 
ture. The  cost  of  the  wood  sand  house  lined  with  galvanized 
iron  on  the  outside,  including  sand  bins  between  coal  pockets 
and  all  mechanism,  averages  from  SI  200  to  S1500. 

A  number  of  mechanical  plants  built  on  the  C.  P.  R.  and  their 
approximate  cost  are  given  on  page  482  as  follows: 

Single  Track  Plant,  Capacity  76  Tons  — $12,000  to  $13,000 
Two  Track  Plant,  Capacity  200  Tons—  15,000  to  16  000 
Three  Track  Plant,  Capacity  300  Tons  —    18,000  to    20,000 
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General  Layout. 

Capacity  and  Cost  of  a  Number  of  Mechanical  Plants. 
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Locomotive  Crane.  (Fig.  228.)  — With  the  locomotive  crane 
the  coal  is  taken  direct  from  flat-bottom  cars  by  grab  buckets 
and  hoisted  into  the  tender.  When  self-clearing  cars  are  used, 
a  pit  is  constructed  and  the  coal  dumped,  from  which  it  is 
handled  by  the  crane. 

To  avoid  delays  to  locomotives  elevated  pockets  are  some- 
times built  and  the  coal  lioisted  by  a  long  boom  crane.     With 


i-ig.  228. 


proper  structural  facilities  the  crane  can  also  handle  cinders, 
and  in  some  cases  the  sand,  and  is  available  at  odd  times  for 
switching  cars. 

The  cost  of  the  locomotive  crane  set  up  complete  depends  on 
its  capacity  and  may  vary  from  S7000  to  89500  or  more.  The 
cost  of  storage  pit  and  elevated  pockets  when  desired  is  also  a 
ver\-  variable  quantit}'.  In  addition  a  certain  amount  of  special 
track  and  yard  room  has  to  be  figured. 

A  one-ton  bucket  and  42-ft.  boom  crane  with  a  50-ton  ele- 
vated pocket,  including  the  extra  track  arrangement,  would 
average  §9500. 

The  cost  of  handling  coal  by  crane  depends  upon  the  scheme 
of  coaling  facilities  and  the  work  it  can  do  in  handling  ashes, 
etc.,  at  odd  times. 
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Belt  Conveyor.  (Fig.  229.)  —  This  plant  may  consist  of  one 
or  a  series  of  pockets  with  an  incHned  belt  on  a  25-degree  slope, 
fed  from  a  track  hopper  beneath  the  coal  car  track,  the  coal 
being  delivered  to  the  belt  by  automatic  feeders. 

A  30-in.  wide  belt,  180  ft.  run,  with  a  speed  of  100  ft.  per 
minute  will  deliver  50  tons  per  hour. 


i._.-::?^-.i 


Fig.  229. 


The  belt  and  its  supports  with  a  gang  walk  is  usually  housed 
in  and  supported  by  trestle,  under  which  the  engine  room  is 
placed. 

The  coal  pockets  are  wood  construction  usuall}',  and  a  sand 
shed  beneath  the  coal  wharf  can  be  arranged  and  the  sand  shot 
by  air  to  a  storage  tank  at  the  top  of  the  bin,  from  which  it  is 
piped  to  the  engines  as  required. 

The  approximate  cost  of  a  wooden  structure,  single  pocket,  500 
tons  capacity  plant,  including  sand  house,  etc.,  complete,  aver- 
ages from  $12,000  to  S18.000. 

Balanced  Bucket  or  Holman  Type.  (Fig.  230.)  —  The  ele- 
vated pocket  has  a  capacity  of  350  tons.  The  coal  car  is  spotted 
over  the  hopper  and  fed  by  gravity  into  two  vertical  cars  that 
arc  alternately  hoisted  and  lowered,  one  going  up  as  the  other 
comes  down.  The  buckets  are  automatically  fed  and  dumped 
by  feed  device  and  tripping  arrangements,  the  buckets  beingj 
designed  to  hold  three  tons  and  are  self-clearing. 


HOLM  AX    PLANT. 


485 


They  are  operated  by  hoist  with  cable  drive  and  25-horsepower 
motor  controlled  by  the  operator  in  the  engine  room.  At  a  speed 
of  00  ft.  per  minute  100  tons  can  be  delivered  to  the  elevated 
pocket  per  hour. 

The  approximate  cost  of  the  plant  complete  averages  from 
-12.000  to  S15,000. 


\    /'If  P  i 


Hoibtiiig  Drum 


4a4-T 


j    1     I 

I I      I 


Fig.  230. 


486 


C.   N.   R.   COALING   STATION. 


lOO-ton  Mechanical  Coaling  Plant,  C.  N.  R.  (Fig.  231.)  — 
The  coal  is  carried  in  an  elevated  coal  pocket,  14  by  22  ft.,  of  a 
depth  varying  from  about  10  to  20  ft.,  the  bottom  having  a 
slope  with  regard  to  the  horizontal  of  about  30  degrees.  This 
pocket  is  carried  on  8  heavy  squared  timbers,  resting  on  con- 
crete piers,  heavily  cross  braced.     The  coal  pocket,  supported 
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Fig.  231  (Continued).     100-ton  Mechaaical  Coaling  Plant,  C.  N.  R. 


by,  and  contained  between,  these  columns,  is  composed  of  heavy 
planking. 

The  elevator  shaft  consists  of  four  wooden  columns,  two  of 
which  are  those  of  the  coal  pocket  supports,  the  other  two 
being  carried  on  the  concrete  side  walls  of  the  receiving  coal 
hopper.     The  elevator  shaft  extends  into  a  pit,  18  ft.  deep. 

Back  of  the  elevator  is  a  receiving  hopper,  underneath  the 
deliver}-  track,  which  spans  the  pit  on  two  tracks,  supported 
by  I  beams.  The  hopper  and  elevator  pit  are  concrete  lined, 
the  receiving  hopper  having  sloping  sides.  The  coal  is  delivered 
on  cars  and  run  over  the  hopper  and  dumped.  The  area  of  the 
receiving  hopper  is  11  by  14  ft.,  and  it  slopes  in  three  direc- 
tions. The  feeding  mechanism  consists  of  a  gate,  chute  and 
feeder,  the  latter  delivering  the  coal  automatically  in  1|  ton 
lots. 

The  elevating  bucket  is  1|  ton  capacity,  and  4  ft.  square. 
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The  apron  or  folding  chute  is  kept  closed  in  its  upward  travel 
by  a  roller  on  its  front  face  bearing  against  a  guide.  The  eleva- 
tor ways  are  30-lb.  rails.  The  movement  of  the  bucket  from 
the  bottom  of  the  pit,  automatically  causes  the  feeder  to  re- 
volve, filling  up  with  the  measured  1|  ton.  At  the  top  of  the 
elevator  travel,  the  apron  roller  guide  bends  forward  and  the 
apron  swings  open,  discharging  the  coal  through  the  apron 
to  a  chute,  into  the  coal  pocket.  As  the  bucket  commences 
to  descend,  the  apron  is  closed.  On  approaching  the  bottom 
of  the  pit,  the  feeding  mechanism  is  automatically  operated  and 
fills  the  bucket. 

The  approximate  cost  would  be  about  S9o00  without  sand 
house. 

The  sand  storage  is  a  small  frame  building  adjoining  the 
hoistway,  of  similar  construction  to  the  coal  pocket.  A  chute, 
leading  into  it  from  the  top,  is  fed  in  exactl}^  the  same  manner 
as  the  coal  pocket,  a  valve  in  the  coal  pocket  chute  diverting 
the  sand  as  elevated  from  the  receiving  hopper  into  the  sand 
pocket  chute.  Beneath  the  sand  pocket  there  is  a  sand  drying 
room,  fed  by  gravity  from  the  supply  above.  The  dried  sand 
is  delivered  by  compressed  air  to  a  10-ton  dry  sand  tank,  situ- 
ated directly  over  top  of  the  coal  pocket.  There  is  also  a  oO-ton 
ground  storage  plant  for  wet  sand. 

The  coaling  plant  is  designed  so  that  a  100-ton  pocket  can 
be  added  in  the  future.  The  total  capacit}^  would  then  be  200 
tons,  somewhat  large  for  a  single-track  plant.  The  construction 
throughout  is  principally  wood,  excepting  the  portion  of  the  pit 
and  (!oal  hopper,  whicli  are  l)uilt  of  steel  and  concrete.  The  inside 
of  the  pockets  are  lined  with  sheet  iron  to  faciUtate  the  flow  of 
coal. 
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260-ton  Coaling  Station,  N.  &  W.  Ry.  (Fig.  232.)  —  The 
building  is  entirely  of  reinforced  concrete  and  provides  overhead 
storage  facility  for  260  tons  of  coal  and  10  tons  of  dry  sand, 
iiround-tloor  storage  for  100  tons  of  wet  sand.  The  general 
arrangement  provides  for  supplying  both  coal  and  sand  to  en- 
gines on  three  tracks  —  two  main  tracks  which  the  station  spans 
and  one  outside  track  which  also  is  used  for  dumping  coal  into 
the  track  hopper  and  shoveling  sand  into  the  wet  storage  bins. 

Each  of  the  three  service-tracks  is  supplied  with  coal  through 
a  coaling  chute,  the  flow  being  controlled  by  a  gear-operated 
undercut  gate.  Sand  is  delivered  through  special  swiveled, 
telescopic  spouts  that  can  l)e  adjusted  to  suit  the  position  of  the 
locomotive;  one  of  these  spouts  serves  the  two  inside  tracks 
and  another  the  outside.  All  chutes  and  spouts  are  counter- 
balanced and.  when  not  in  use,  are  swung  up  and  out  of  the  way 
automatically. 

The  track  hopper  for  receiving  coal  from  the  cars  is  10  ft, 
wide  by  12  ft.  long  and  is  fitted,  as  shown  in  Fig.  232,  with  a 
reciprocating  apron  which  feeds  the  coal  to  an  elevator  of  the 
gravity-discharge  type.  The  elevator  consists  of  V-shaped 
steel  buckets  36  in.  long  by  22  in.  wide  by  10  in.  deep  attached 
everj'  3  ft.  between  two  strands  of  steel  link  chain  fitted  with 
4-in.  rollers  chamfered  to  admit  of  lubrication.  It  has  a  vertical 
travel  of  60  ft.  from  the  hopper  to  the  top  of  the  pocket  and 
then  a  horizontal  run  of  33  ft.  over  the  bin  into  which  it  dis- 
charges through  two  two-way  chutes.  The  horizontal  run  has 
a  speed  of  50  ft.  per  minute  and  a  capacity  of  50  tons  per  hour. 

The  objection  to  a  concrete  structure  for  coaling  plants  is  due 
to  the  fact  that  most  yards  are  susceptible  to  change  and  enlarge- 
ment and  it  is  an  exceedingly  difficult  matter  to  wreck  a  building 
of  this  character.  There  is  little  or  no  salvage  and  the  cost  of 
demohshing  it  is  very  high. 
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Sand  Houses. 

At  divisional  and  otlu'r  points  where  enp;ines  are  housed,  pro- 
vision is  usually  made  to  sui)ply  locomotives  with  sand  to  use  in 
case  of  slipping  on  hea\'>'  grades  or  on  account  of  climatic  condi- 
tions. This  generally  consists  of  a  small  wooden  house  with  an 
extension  wet  sand  storage  bin  and  an  elevated  dry  sand  box  or 
tower,  into  which  the  sand  is  elevated  by  manual  labor  or  some 
mechanical  hoisting  device  or  by  blowing  it  through  a  pipe  by 
compressed  air,  where  it  is  stored  and  run  bj'  gravity  to  the 
sand  box  of  the  locomotive  when  required.  The  shed  is  gener- 
ally arranged  so  that  the  wet  sand  can  be  convenienth'  delivered 
and  shoveled  from  cars  to  the  storage  bin,  the  bin  being  suffi- 
cient to  hold  at  least  one  carload.  A  small  room  is  provided  to 
house  in  the  sand  drier  and  hoisting  mechanism,  etc. 

Instead  of  hoisting  the  sand  into  elevated  hoppers,  a  platform 
is  often  used  on  which  dry  sand  is  placed  in  buckets  arranged  so 
that  they  can  be  easily  handled  by  the  enginemen,  the  platform 
l)eing  placed  alongside  the  engine  track  on  a  level  wdth  the  foot- 
board of  engines. 

The  sand  is  dried  by  cast  or  sheet-iron  drving  stoves,  or  by 
steam  pipe  troughs,  and  is  generally  screened  before  being  placed 
for  use. 

The  sand  house,  is  usualh'  located  in  close  proximity  to  the  coal 
and  water  suppl}',  so  that  engines  when  taking  coal  or  water  can 
at  the  same  time  obtain  their  supply  of  sand. 

Approximate  Cost.  (Fig.  233.)  —  32  ft.  long,  13  ft.  wide,  con- 
sisting of  wet  sand  bin  16'  X  12',  drying  room  14'  X  12',  small 
coal  bin,  sand  drier  and  screen,  compressed  air  cylinder  and  ele- 
vated sand  tower,  masonrj'  foundation,  S700  to  8900.  With 
wood  foundation,  balance  as  above,  S600  to  S700. 

Construction.  —  "Wood  sills  or  masonry  foundation,  concrete 
floor  in  sand-dr>'ing  house,  frame  walls,  2-in.  plank  on  4"  X  4" 
studs  at  4-ft.  centers,  lined  on  the  outside  with  corrugated  iron; 
no  finish  inside;  roof,  3-in.  plank  \vith  6"  X  8"  beam,  tar  and 
gravel  finish;  tower,  8"  X  8"  posts  well  anchored  to  base  at 
floor  level,  height  about  30  ft.  from  ba.se  of  rail  to  center  of  .sand 
storage,  braced  with  2"  X  6"  horizontal  and  cross  timbers; 
sand  tower  walls  2-in.  plank  \Nith  corner  posts,  roofed  over  with 
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|-in.  T.  &  G.  boards,  covered  with  shingles  and  building  paper 
between  boards.  The  tower  is  provided  with  sand  valve  and 
spout  with  rubber  hose  at  end  for  running  the  sand  to  the  en- 
gines. 
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Wet  Satid  Storage.  —  Two-inch  plank  walls  supported  by 
8"  X  8"  posts  about  S-ft.  centers,  set  on  cedar  sills  on  the 
ground,  or  the  posts  may  extend  into  the  ground  5  ft.  or  there- 
al)out;  roofing  2-in.  plank  and  8"  X  8"  rafters,  ^^'ith  tar  and 
gravel  finish.  The  length  of  wet  sand  bin  varies  to  suit  condi- 
tions. 

APPROXIMATE  ESTIMATE  OF  COST.    FIG.  233. 


Quantities. 


Mate- 
rial. 


Labor. 


Total 
unit. 


Cost. 


40  cubic  yards  excavation ■_   SO 

24  cubic  yards  concrete S  3.50,S  3.50     7 

8  cubic  yards  sand  fill . . 

8000  ft  B.  M.  lumber,  per  thousand |  18 

2  doors 5 


1  window 

1   sand-drying  furnace  with  cast-iron  smoke 

jack  and  piping 

1  compressed  air  sand  cylinder 

30  feet  2 j-inch  pipe 

1  glove  valve 

1  drain  cock 0 

5  squares  galvanized  or  corrugated  iron,  per  , 

square 4 

Sand  screen 2 

1  sway  supply  spout  with  connections 20 

li  squares  shingles,  per  square   (100  square 

'feet) 

4  squares  tar  and  gravel  roof,  per  square  (100  j 

square  feet ) '     2 

Painting 14 

Concrete  floor ,     8 


00  17.00] 
OO'  2.50 
OO;     3.00; 


50  S  20.00 
00  168.00 
50  4.00 
280.00 
15.00 
9.00 


23.00 

30.00 

0.17 

0.50! 

0.25, 


00  3.00 
00  0.50 
00     9.25 


0.33 


7.00 


2.00 

50 
00 
00 


2.00 

2.50 
16.00 
12.00 


If  wood  foundation  is  u.sed  under  sand-drj-ing  room,  deduct. 


43.00 

55.00 

10.00 

2.25 

1.00 

35.00 

2.50 

29.25 

6.00 

20.00 
.30.00 

20  no 

r.vi  01) 

I'll  no 

rion    l)(.) 


The  sand  air  cylinder  is  embedded  in  concrete  below  the  floor 
level,  the  sand  running  by  grav-ity  from  the  screen  to  the  cylinder. 
The  refu.se  from  the  screen  falls  into  a  wooden  bin  on  the  opposite 
side  and  is  removed  by  shovelUng  when  desired. 
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Sand  Storage.  • — ■  The  sand  storage  bin  shown  on  Fig.  234  as 
built  by  tlie  Chicago  and  Alton  at  Glen,  111.,  is  located  at  one 
end  and  is  a  part  of  the  coal  chutes  with  the  track  above,  con- 
sisting of  three  bins  with  a  capacity  of  374  tons  of  wet  sand 
each,  and  one  double  dry  sand  bin  with  a  capacity  of  66  tons. 
The  wet  sand  bins  extend  down  considerably  below  the  level  of 
the  coal  chute  bin  floor  to  a  dryer,  provided  in  the  bottom  of 
each  bin.  The  dry  sand  is  elevated  by  compressed  air  into  a 
dry  sand  storage. 


SECTION  THROUGH  DBY  SAND  BJN  SECTION  THROUGH  WET  SAND  BIN 

Fig.  234.     Sections  Through  Sand  Bins,  C.  &  A. 


The  structure  is  built  almost  entirely  of  wood  excepting  the 
foundations  which  are  of  concrete.  The  objection  to  this  type  of 
structure  is  the  fire  risk  on  account  of  having  the  dryer  imme- 
diately under  the  structure.  With  a  steam  dryer,  however,  the 
risk  could  be  eliminated. 


LOCOMOTIVE  TERMINALS. 
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CHAPTER  XX. 
SHOPS   AND    ENGINE   HOUSES. 

Locomotive  Terminals.  —  The  ar- 
rangement for  the  handhng  of  locomo- 
tives at  terminals  involves  the  design 
and  location  of  a  group  of  structures 
together  with  track  faciUties  for  their 
operation,  so  arranged  that  the  distance 
between  the  terminal  and  the  points 
where  the  engines  begin  and  end  their 
service  shall  be  a  minimum,  with  the 
fewest  possible  reverse  or  conflicting 
movements. 

For  track  facilities  it  is  recommended 
that  there  be  two  inbound  and  two 
outbound  tracks  with  an  emergency 
run  around  track. 

The  inbound  tracks  should  be  long 
enough  to  admit  a  water  crane  a 
reasonable  distance  from  the  entrance, 
so  that  engines  coming  in  from  the 
road  in  a  leaky  condition  with  the 
water  low  in  the  tender  can  be  given 
water,  otherwise  with  engines  ahead, 
they  will  die  before  getting  into  the 
house  and  cause  delay.  A  water  crane 
should  be  located  at  the  entrance  of 
inbound  tracks  and  one  on  the  inbound 
track  between  the  cinder  pit  and  turn- 
table and  one  on  the  outbound  track. 

Location  of  coal  chutes  should  be 
300  to  400  ft.  from  the  water  crane  so 
that  after  taking  water  the  engines 
may  move  ahead  to  wait  their  turn  for 
coahng. 


1  1=1 
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m 


496 


LOCOMOTIVE   TERMINALS. 


The  turntable  should  be  from  500  to  600  ft.  at  least  from 
the  coal  chutes  to  allow  for  engines  standing  after  taking 
coal. 

The  typical  layout  suggested  by  the  A.  R.  E.  Assoc,  Fig. 
235,  cover  the  features  involved,  which  will  necessarily  be  modi- 
fied to  suit  the  location,  the  shape  and  size  of  ground  site,  etc., 
where  such  are  fixed. 

A  modified  layout  of  a  terminal  in  a  congested  area  is  shown, 
Fig.  236,  which  illustrates  the  track  and  facilities  provided  at 
Decatur,  111.,  on  the  Wabash,  where  approximately  one  hundred 
engines  are  handled  per  day. 


Fig.  236.     Layout  Engine  Terminal,  Decatur,  111. 


The  Lake  Shore  and  Michigan  Southern  Ry.  terminal  at  Air 
Line  Jet.,  Ohio,  is  shown.  Fig.  237.  The  layout  comprises  two 
engine  houses,  a  power  house,  machine  and  blacksmith  shop, 
and  other  buildings  conveniently  grouped.  The  twenty-seven 
stall  house  is  for  freight  engines  and  the  thirteen-stall  house  for 
the  mallet  pusher  locomotives.  Both  houses  are  provided  with 
a  90-ft.  turntable. 


LOCOMOTIVE   TERMINALS. 
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498  ENGINE   HOUSES. 

Engine  Houses.  —  In  the  past  few  years  there  has  been  a 
great  improvement  in  the  design  of  engine  houses,  particularly 
in  regard  to  light,  heat,  and  ventilation.  There  has  also  been 
added  facilities  and  equipment  to  further  its  efficiency,  includ- 
ing the  introduction  of  lockers  and  proper  toilet  arrangements 
either  in  the  house  itself  or  in  the  boiler  and  machine  shop, 
which  is  usually  an  annex  or  extension  to  the  engine  house 
when  it  exceeds  10  stalls.  Drop  pits  are  also  provided  for 
driving  wheels,  engine  and  tender  wheels  when  running  repairs 
are  required  to  any  extent,  with  overhead  cranes  or  trolley's  for 
removing  dome  caps,  front  end  doors,  bumper  beams,  etc. 

Washout  S3'stems  for  washing  out  and  filUng  locomotive  boilers 
have  also  been  introduced  to  a  very  large  extent  for  protection 
against  leaky  flues  and  economy  in  firing  up,  etc.,  with  storage 
tanks  for  the  conservation  of  the  water  blown  from  the  boilers 
which  is  reused  for  washout  purposes  and  refilling,  the  refilling 
water  being  filtered  before  being  reused  in  the  boilers. 

A  great  number  of  engine  house  designs,  varjdng  mostly  in 
cross-section,  have  been  produced  and  some  typical  sections  in 
general  use  are  shown,  Figs.  238  and  239. 

The  flat  roof  construction  is  probably  the  most  common. 
It  has  the  advantage  of  being  simple  in  design,  is  easier  to  heat 
and  is  fairly  low  in  first  cost  and  economical  in  maintenance. 

On  account  of  the  destructive  nature  of  the  smoke  fumes 
there  is  a  desire  on  the  part  of  designers  to  eliminate  almost 
entirely,  when  possible,  any  steel  or  exposed  iron  work  of  any  p 
kind  in  its  construction  and  where  timber  is  not  used  for  the  '" 
posts  and  beams,  reinforced  concrete  has  been  generally  adopted; 
where  steel  is  used  it  is  generally  encased  in  concrete. 

On  the  C.  P.  R.  it  has  been  found  that  the  mill  type  all  wood 
construction,  excepting  for  outside,  dividing  or  end  walls,  has 
proven  more  satisfactory  than  steel  ami  concrete  construction. 
There  are  a  numl)er  of  reasons  for  this;  with  concrete  in  very 
cold  weather  sweating  may  take  place  from  the  opening  and 
closing  of  doors  in  the  movements  of  engines,  and,  unless  very 
well  insulated,  the  roof  is  lialile  to  drip  at  certain  times  by  the 
chilling  of  exhaust  steam  on  the  cold  concrete  surface;  the 
house  is  also  harder  to  heat  and  is  exceptionally  high  in  first 
cost. 
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Qr-lS'Tile  Pip' 


SECTION  THROUGH  ENGINE  HOUSE  ILL.  CENT. 


"section  through  engine  house  K.C.S.RY. 
Fig.  238.     T>-pical  Cross  Sections  of  Engine  HoiLses. 
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,_t9-6^ 


-V 


Col.B 


A.  T.   &   S.    F.    ENGINE   HOUSE. 


-105^ 


B.   R.  &  P.   RY.   ENGINE  HOUSE. 


W.  M.  RY.   ENGINE  HOUSE. 
Fig.  239.     Typical  Cross  Sections  of  Engine  Houses. 
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In  the  niill  type  l)uilcling  where  laminated  construction  is 
used  on  tlie  roof  and  heavy  wood  beams  for  the  roof  timbers 
and  posts  these  defects  do  not  occur;  a  liuiUUng  of  this  sort 
is  semi-fireproof,  is  very  hard  to  burn,  is  fairly  low  in  first  cost, 
easy  to  maintain,  and  in  the  event  of  a  change  of  location  has 
some  salvage. 

A  few  typical  cross  sections  of  the  various  types  of  engine 
house  are  shown,  Figs.  238  and  239,  which  give  a  fair  idea  of 
their  general  construction. 

For  the  mill  type  the  posts  vary  from  10"  X  10"  to  12"  X  12" 
^\-ith  6"  X  6"  or  6"  X  S"  braces  connecting  the  posts  and  the  main 
run  ]>eams.  The  main  beams  vary  from  10"  X  12"  to  10"  X  16" 
depending  upon  the  span.  Roof  beams  8"  X  12"  to  8"  X  16" 
varjing  from  6  ft.  to  8  ft.  centers  over  which  is  built  a  solid 
timber  roof  with  l^oards  laid  on  edge  and  nailed  sidewise,  and  the 
roof  covering,  tar  and  gravel  or  composition;  usually  the  fire, 
rear  and  end  walls  are  of  brick  or  concrete  and  the  foundations 
of  concrete. 

Another  type  of  engine  house  that  has  been  used  to  a  large 
extent  is  designed  to  accommodate  a  travelling  crane;  typical 
cross  sections  of  this  kind  are  shown,  Fig.  239.  The  construc- 
tion is  generally  reinforced  concrete  throughout,  or  a  combina- 
tion of  steel  shapes  encased  in  concrete. 

Cost  of  Engine  Houses.  —  The  size  of  engine  houses  varies 
from  60  to  105  ft.  in  depth.  An  85-ft.  house,  which  is  about 
the  average,  would  have  an  area  of  approximately  1700  sq.  ft., 
or  a  cuV)ic  capacity  of  about  34,000  cu.  ft.  for  the  ordinary  flat 
roof  house. 

Approximate  Cost. — Approximate  cost  per  stall  for  various 
designs,  dimensions  as  aVjove,  pre\dous  to  1915: 

(1)  Frame  building:  Wood  posts,  cinder  floor,  cedar  sillfounda' 
tion,  wood  roof,  S1600  to  S1800.  Average,  $1  per  square  foot,  or 
5  cents  per  cubic  foot. 

(2)  Frame  building:  Wood  posts,  cinder  floor,  masonry  foun- 
dation, wood  roof,  S2000  to  S2200.  Average,  SI. 25  per  square 
foot,  or  61  cents  per  cubic  foot. 

(3)  Brick  buildinfj:  Wood  posts,  cinder  floor,  masonry  founda- 
tion, wood  roof,  S2400  to  S2600.  Average,  $1.50  per  square 
foot,  or  7 1  cents  per  cubic  foot. 
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(4)  Brick  building:  Steel  and  concrete  posts,  cinder  floor, 
masonry  foundation,  mill  construction  roof,  $2800  to  S3000. 
Average,  $1.75  per  square  foot,  or  8^  cents  per  cubic  foot. 

(5)  Masonry  or  concrete  building:  Steel  and  concrete  posts, 
brick  floor,  cedar  sill  foundation,  concrete  roof,  $3200  to  S3500. 
Average,  S2  per  square  foot,  or  10  cents  per  cubic  foot. 

The  wood  roof  for  the  first  three  estimates  would  consist  of 
ordinary  joists  with  double  |-in.  boarding  on  top. 

The  mill  construction  roof  would  consist  of  large  wood  beams, 
spaced  at  least  8-ft.  centers  with  3-in.  plank  on  top. 

The  concrete  roof  would  consist  of  reinforced  concrete  beams, 
at  least  8-ft.  centers  wdth  3-in.  concrete  over,  reinforced  ^\'ith 
expanded  metal. 

The  above  costs  are  for  building  one  stall  complete,  and 
include  heating,  electric  wiring  and  lights,  steam,  air  and  water 
pipes,  smoke  jacks,  drainage  inside  the  house,  etc. 

The  approximate  cost  per  stall  of  a  few  standard  engine  houses 
on  a  number  of  railroads  previous  to  1915  is  given  as  follows: 

APPROXIMATE  COST  QF  ENGINE   HOUSES. 


No. 

of 

stalls. 

Name  of  railway. 

Depth 

of 
house. 

Kind. 

Diam. 
of  turn- 
table. 

Total 
cost. 

Approx. 

est'd 
cost  per 

stall. 

35 
42 

A.  T.  &S.  F6,  T.  C 

Wabash  Ry 

Ft. 
92 
91 
85 

Reinforced  concrete 

Wood 

Ft. 

$158,000 
84,500 
75,000 
132,000 

63,000 
57,600 

S4500 
2100 

34 

C.  Jet.  Rv 

Concrete,  brick  and  wood 

Frame  concrete  fds 

Brick 

2500 

40 

L.  S.  &  Mich.   . 

3300 

Std. 

B.  &  M 

75 
85 
90 

105 

103 
100 
105 

1600 

18 

C.P.  R 

Concrete  and  steel 

Concrete  and  mill  cons... 

Concrete  and  mill  cons... 

Reinforced  concrete 

Concrete  and  mill  con.. . 
Reinforced  concrete 

90 
90 
100 

3500 

18 

C.P.  R 

3200 

13 

Lake     Shore     &     Mich. 

5000 

16 

Buff.     Roch.    &    Pitts., 
T.  C... 

111.  Central 

Western  Maryland,  T.  C. . 

5000 

Wabash  Engine  House  (Wood).  (Fig.  240.)  —  A  42-stall  en- 
gine house  of  this  design  was  erected  at  Decatur,  111.  It  was 
built  of  wood  and  cost  about  $2100  per  stall;  its  construction 
was  as  follows: 

Construction.  —  Inner  circle  po.sts  12"  X  12",  outer  circle 
8"  X  8",  depth  of  stalls  90ft.  10  in.;  outer  wall  filled  with  glazed 
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-ash  alK»ve  window  sills,  below  sills  wall  is  made  ^^'ith  an  8"  X  8" 
l)ase  plate  and  a  6"  X  8"  sill  directly  under  the  window  sash. 
To  these  are  fastened  expanded  metal  covered  with  a  heavy 
oating  of   cement    plaster,    both   inside   and   out.     Inner   wall 


4  CuDcrece  with  V'Top  Dmains  Ineloded 


Transoms  Stationai?,  All  GlaeslO  x  U 
SHOWING  FRAMING  SHOWING  FlWSH 


FRO  XT  EUEVATIOK 


REAR  ELEVATION 


Fig.  240.     Wabash  Engine  House,  Decatur,  111. 

soUd  doors,  and  the  short  space  between  door  and  roof  is  finished 
same  as  outer  wall-.  Po.-t  and  wall  foundations  and  pit  walls 
are  of  concrete. 

Floor.  —  Floor  con.si.<ts  of  8-in.  cinders,  4|-in.   concrete  and 
l-in.  cement  finish. 
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Vents.  —  Over  each  pit  at  the  apex  of  the  roof  there  is  a  wooden 
ventilator  4|  ft.  square  with  wooden  slats  on  all  four  sides. 

Smoke  Jacks.  —  Smoke  jack  3  ft.  square  with  steel  angle 
frame;  the  portion  extending  below  the  roof  is  flared  to  form  a 
hood  8  ft.  long  and  3  ft.  wide.  The  angle  frame  is  tied  with 
|-in.  round  rods  placed  about  18  in.  centers  and  the  whole 
jacket  is  covered  with  expanded  metal  and  cement  to  prevent 
the  iron  from  rusting. 

Drop  Pits.  — •  There  are  three  drop  pits  each  extending  under 
two  tracks.  Two  of  the  pits  are  for  driving  wheels  and  one  for 
engine  truck  wheels. 

Heating.  —  The  house  is  heated  bj^  steam,  with  2-in.  pipers 
placed  alongside  the  pit  walls,  four  on  each  side. 

Light.  —  The  house  is  lighted  bj^  incandescent  lamps,  six 
lamps  being  suspended  between  each  pair  of  pits. 

Air  Pipes.  ■ —  Compressed  air  for  power  purposes  is  supplied 
by  a  compressor  driven  by  a  75-horsepower  motor  and  supplies 
375  cu.  ft.  of  air  per  minute.     The  main  pipe  overhead  is  1^  in. 

Trolley  System.  —  Six  feet  from  the  outside  wall  there  is  sus- 
pended from  the  roof  purlins  a  single  line  of  12-in.  I-beams, 
31|  lb.  per  foot,  complete^  encircling  the  house.  These  sup- 
port an  overhead  telpher,  driven  b}'  an  electric  motor  and  hav- 
ing a  capacity  of  2  tons  for  transferring  wheels,  heavy  castings, 
etc. 

Washout  Plant.  —  The  system  consists  of  a  series  of  storage 
tanks,  pumps,  thermostats,  and  regulating  valves  and  the  opera- 
tion and  details  are  described  on  pages  508  and  522. 

A.  T.  &  S.  Fe  Engine  House  (Concrete).  (Figs.  241  and  242.) 
—  A  35-stall  engine  house  of  this  design  was  erected  at  San  Ber- 
nardino and  Bakersfield,  C'al.,  l)uilt  of  reinforced  concrete,  and 
cost  about  $4500  per  stall.  Depth  of  stall  92  ft.  from  outer  to 
inner  wall,  and  inner  wall  is  123  ft.  from  center  of  turntable. 

Construction.  —  These  houses  are  of  unusual  construction,  in- 
asmuch as  there  is  only  one  line  of  post  supports  inside  the 
house,  which  practically  divides  it  into  two  parts,  one  section 
of  which  is  provided  with  a  7^,-ton  travelling  crane  for  stripping 
and  asseml)ling  engines.  Th(^  walls,  columns,  roof  girders,  roof 
beams  and  roof  are  of  nnnforccd  concrete.  The  pit  walls  are 
built  of  concrete  reinforcc'd  wrtli  old  l)oil(>r  tubes. 
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ELEVATION  OF  SIDE  WALL  TO  STANDARD  STALL  NO.  1 


Sins  Bit 


LONGITUDINAL  SECTION  OF  STANDARD  STTALL  NO.  2 
Adjartable  Louvres 


SECTION  C-D 
Adjastable  Loavres 


ELEVATION  NARROW  END 
STANDARD  STALL 


JH^i:^-    -.-=^=r-  ]| 


ELEVAT  V-  END 

STANDARD  STALL 


Fig.  241.     A.  T.  <k  S.  F6  Engine  House. 
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DETAILS  OF   PIT  CONSTRUCTION. 


At  Crossing  of  engine 
and  drive  wheel  drop  [«-i- 
pita 


At  crossing  of  engine 

ftod  truck  wheel  drop 

pitB 

DETAIL  OF' 
STRUT 
FORGED 
Boiler  plate  ( 


Boiler  plate  pit  covers  ^ 
thick  and  removable,  six 
Btfctions  in  distance  be- 
tween two  adjacent  engine 


STIRRUP  ENO^ 
BELLY  ROD 
FORGED 
:  pit  outside  of  engine 


rails  ^'thick  4'i  a'l  3,^ 'angles,  chases  for  , 
,  bearing;  for  plate  and  angles  to  be  in .^ 
j2M'  . ^ 


Paving  brick  on  edge  ^    Standard  rail  riveted  on  top  flange 
Sand  and  cinder  filling  of  15'4i;  lb.  I-Beam 

Common  hard  burnt  7j 
brick  laid  flat,         "^' ' 

Each  section  of  covers  to  all  pits  to  be 
provided   with  }4'x  4  suitable  " 
fastened  at  ends.  Chases  for  tee  and  anglf; 
bars,  five  sections  in  distance  between  tw 
adjacent  ecfdne  pits  4's3U''x  ^^^anglt^- 
at  ends,  3V/i  4"j  ^'bar  at  butt  joints.  I 


RING  PIT  »;' 

Malleable  iron  clips  2  x  S  x  1,  of,engine  pH 

|Steel  raU  bed  jilates  d*i  li  i  Jjf* 

Pitch  ic  kngfii 


CYLINDER  PIT 


TRUCK  WHEEL  DROP  PIT        DRIVE  WHEEL  DROP  PIT 


SIDE  ELEVATION 


FRONT  ELEVATION 


Fig.  242.     Details,  35-stall  Engine  House,  A.  T.  &  S.  F.  Ry. 
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Hg.  242  (Continued).     Partial  Plan,  35-stall  Engine  House,  A.  T.  &  S.  F.  Ry. 


Floor.  —  Floor  consists  of  8-in.  cinders  and  a  layer  of  common 
hard  brick,  on  top  of  which  is  placed  a  bed  of  sand  and  cinder 
filling,  on  which  is  placed  the  finished  paving  brick. 

Yents.  —  Over  the  high  portion  of  the  house  is  a  6'  X  15' 
ventilator  with  adjustable  louvers,  encircHng  the  entire  house, 
which  serve  as  smoke  jacks  also. 

Drop  Pits.  —  There  are  three  drop  pits,  each  extending  under 
two  tracks,  also  two  truck  wheel  pits.  The  pits  are  so  arranged 
that  it  is  possible  to  remove  driving  wheels  and  truck  wheels  at 
the  same  time  when  desired. 

Heating.  —  The  house  is  heated  by  steam  from  mains  in  the 
ring  pit,  with  pipes  placed  on  either  side  of  the  engine  pit. 

Trolley  System.  —  The  house  is  provided  with  travelling  crane 
with  three  D.-C.  220-volt  direct-current  motors.  The  bridge  is 
equipped  with  a  7|-ton  motor,  speed  200  ft.  per  minute.  The 
travelhng  hoist  motor  is  7|  horsepower,  hoisting  speed  10  ft. 
per  minute,  the  rack  with  two  horsepower  giving  a  speed  of 
about  200  ft.  per  minute. 
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The  crane  is  designed  to  run  on  two  concentric  tracks,  and 
they  are  so  proportioned  at  either  end  of  the  bridge  that  both 
ends  of  the  crane  travel  together  on  their  respective  circles. 

Steam,  Air,  and  Blow-off  Lines.  —  The  air  line  enters  the 
round  house  through  the  wall  nearest  the  boiler  room  and  27  ft. 
from  the  floor  line  and  extends  along  the  side  of  the  bottom 
chord  of  the  main  truss  to  the  opposite  end  of  the  same  and  down 
to  a  2"  X  2"  X  2^"  tee,  from  which  run  2-in.  lines  horizontally 
each  way  to  the  last  post  at  each  end  of  the  house,  with  1-in. 
branch  lines  down  at  each  post. 

The  2|-in.  steam  blower  line  enters  the  round  house  as  near 
as  possible  to  the  air  line  and  follows  it  alongside  of  the  bottom 
chord  of  the  main  roof  truss  and  down  to  a  2"  X  2"  X  2|" 
"  T  "  from  which  a  2-in.  line  runs  horizontally  supplying  l|-in. 
branch  lines. 

The  2-in.  horizontal  lines  are  given  a  slight  fall  each  way  from 
the  2|-in.  tee,  and  provided  with  a  ^-in.  drain  pipe  at  the  extreme 
ends  leading  down  to  a  point  about  2  ft.  from  the  floor  hne  and 
directly  over  a  sewer  basin.  A  |-in.  globe  valve  is  provided  on 
the  drain  pipe  about  12  in.  from  the  end. 

The  steam  blow-off  Hne  is  of  3-in.  pipe  running  parallel  to 
the  air  line  and  the  steam  blower  line  with  l|-in.  branch  lines 
extending  down  each  post  to  G  ft.  6  in.  from  the  floor.  The 
connection  to  the  locomotive  is  made  by  a  flexible  bronze  tube 
5  ft.  6  in.  long. 

The  treated  water  and  the  Avashout  water  lines  are  carried 
overhead,  in  the  same  brackets  which  support  the  other  lines 
mentioned.  These  lines  are  4  in.  with  2-in.  branch  lines  extend- 
ing down  the  posts  and  terminating  in  a  2-in.  long  radius  cross, 
which  is  provided  with  a  plug  in  the  top  and  a  hose  connection 
in  the  bottom,  making  it  possil)le  to  wash  out  a  boiler  with 
ordinary  water  and  fill  it  with  treated  water  with  the  same 
hose  connection. 

A  4-in.  water  l)low-off  line  is  laid  in  the  ring  pit  :uul  connected 
to  each  stall  by  a  22-in.  pipe  entering  the  engine^  pit  through  a 
hole  provided  in  the  basin  i)late.  A  4-in.  drain  tile  is  laid  from 
the  bottom  of  the  posts  and  the  engine  pit  to  carry  away  any 
drip  or  overflow  that  might  occur  from  the  water  and  steam 
lines. 
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Smoke  Jacks.  —  The  only  desirable  opening  in  an  engine- 
house  roof  is  that  required  for  the  smoke  jack.  Skylights  rob 
the  house  of  a  good  deal  of  heat,  and  very  soon  get  blackened  up. 

Ventilators,  also,  unless  operated  by  mechanical  suction  or 
fan,  are  of  little  use. 

The  smoke  emitted  from  engines,  when  mixed  with  steam, 
forms  sulphuric  acid  that  destroys  all  exposed  metal.  All  mate- 
rial, therefore,  for  openings  of  any  kind  should  be  such  as  will 
not  readily  be  affected  by  smoke  fumes,  and  while  there  has 
been  a  steady  improvement  in  the  design  of  engine  houses,  the 
smoke  jack  problem  has  not  yet  been  satisfactorily  solved. 

Design.  —  The  old  style  of  telescopic  jack  that  was  arranged 
with  counterweights  so  that  it  could  be  pulled  up  and  down 
over  the  engine  stack  has  almost  disappeared,  having  been 
supplanted  by  the  %nde-mouthed  rigid  jack  that  carries  off  the 
smoke  to  better  advantage  and  allows  some  leeway  in  the  spot- 
ting of  the  engine.  There  has  also  been  a  marked  increase  in 
the  area  of  the  smoke  flue  and  a  tendency  to  decrease  the  height 
of  the  stack  above  the  roof;  also  from  the  nature  of  the  mate- 
rials used  a  square  section  as  well  as  a  round  and  oval  one  has 
developed.  To  conserve  the  heat  in  winter,  dampers  are  used 
to  some  extent,  but  this  feature  is  gradually  being  dispensed 
with;  ob\'iously  the  smoke  stack  without  a  damper,  also  serves 
as  a  good  ventilator. 

The  present  day  jack,  therefore,  may  be  said  to  consist  of  a 
wide-mouthed  hood  8  ft.  to  12  ft.  long  or  more,  preferably  not 
less  than  36  in.  wide;  the  hood  tapers  on  two  or  all  four  sides  and 
connects  with  the  smoke  stack.  The  smoke  stack  varies  from 
30  in.  to  42  in.  in  cross  section,  either  round  or  square,  and  ex- 
tends 6  ft.  or  more  above  the  roof,  terminating  with  a  cowl  or 
opening  at  the  top  to  serve  as  an  exit  for  the  smoke. 

When  the  hood  is  narrow  and  short  in  length  or  has  a  flat 
taper,  a  ventilating  feature  at  the  roof  is  sometimes  provided 
by  making  the  jack  in  two  pieces,  that  portion  above  the  roof 
l>eing  made  a  little  larger  than  the  portion  below  the  roof  so  as 
to  produce  the  effect  of  a  box  within  a  box  for  a  square  jack, 
or  a  pipe  within  a  pipe  for  a  round  jack,  the  space  between 
serving  as  an  exit  for  any  smoke  getting  from  under  the  hood. 
This  feature,  however,  is  not  generally  provided  for  hoods  that 
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are  wide  and  long.  ]Most  of  the  designs  that  are  used  to  any- 
great  extent  at  the  present  time  are  patented  and  the  illus- 
trations and  descriptions  that  follow  are  from  drawings  that 
are  protected  by  patents. 

Materials.  —  The  materials  now  commonly  used  in  the  con- 
struction of  smoke  jacks  are  cast  iron,  asbestos,  and  wood.  A 
large  number  of  railroads  have  used  all  three  with  indifferent 
success  and  the  item  which  has  figured  largest  in  the  problem 
has  not  been  the  first  cost  but  the  maintenance  repairs. 

Cast  Iron.  —  Cast-iron  jacks  have  been  used  for  the  past 
twenty-five   years,    but    as   their   size   increased,    the   excessive 
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weight  to  be  carried  by  the  roof  has  given  some  concern;  this, 
however,  has  been  hirgely  overcome  by  using  hght  castings 
built  up  in  sections  secured  and  supported  with  cast-iron  bolts, 
as  per  Fig.  243c.  With  this  material  it  is  necessary  to  provide 
for  condensation  and  usually  a  drip  trough  is  placed  at  the  bot- 
tom of  the  hood  on  either  side  and  the  drip  is  conveyed  far 
enough  over  to  escape  the  engine  bj-  means  of  small  pipes.  It 
has  also  to  be  kept  well  painted  to  protect  it  from  rust.  An 
ordinar}'  cast-iron  jack  with  hood  36  in.  wide  and  8  ft.  long  and 
36  in.  diameter  stack  will  weigh  approximately  2500  lb.  and 
the  average  cost  is  about  SI 25  erected  complete  in  place.  Under 
ordinary  conditions  the  average  life  of  a  cast-iron  jack  given  by 
a  number  of  railroads  is  from  8  to  10  \'ears. 

Asbestos.  —  Asbestos  in  sheet  form  has  been  used  to  a  large 
extent  during  the  past  ten  j'ears  and  although  the  general  ex- 
perience with  this  material  has  been  far  from  satisfactory'  its 
light  weight  and  fire-proof  ciuahties  are  verj'  inviting.  On  a 
number  of  railroads  it  has  been  found  that  it  will  not  stand  up 
against  steam,  smoke,  and  weather  conditions  for  any  consider- 
able length  of  time  without  sponging  and  peehng  and  a  large 
maintenance  expense  is  entailed  in  its  upkeep. 

Xo  special  specification  has  been  de\'ised  for  its  manufacture 
and  the  material  supplied  is  very  variable  in  quahty.  When 
first  used  for  smoke  jacks  the  sheets  were  thin  and  soon  gave 
out.  The  hea\'ier  sheets  last  much  longer  but  moisture  and 
steam  play  havoc  with  it  as  soon  as  the  least  weathering  or 
wear  takes  place. 

The  portion  under  the  roof  where  it  is  protected  from  the 
weather  lasts  a  good  deal  longer  but  is  apt  to  be  brittle  and 
easily  broken. 

The  jack  built  of  sheet  asbestos,  Fig.  243a,  is  square  in  cross 
-ection,  ha\'ing  four  wood  posts  or  asbestos  angles  at  each  corner 
to  which  the  .sheets  are  attached  with  copper  nails  or  rivets. 
The  hood  is  also  made  \s'ith  a  wood  or  asbestos  angle  frame.  It 
makes  a  light  form  of  smoke  stack  that  entails  little  or  no  extra 
weight  on  the  roof. 

A  jack,  3  ft.  square  and  6  ft.  high  above  roof  with  3'  X  8' 
long  hood,   u.sing  |-in.  asbestos  sheets,  will  cost  in  place  SlOO 
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END  VIEW 


Fig.  243a. 


and  the  average  life  given  by  a  number  of  raih'oads  is  from  3  to 
5  3'ears. 

This  type  of  jack  has  been  used  extensiveh'  on  the  C.  P.  R. 
The  supports  shown  are  2"  X  4"  timbers  but  asl)estos  angles 
have  also  been  used  reinforced  with  metal.  The  asbestos  sheets 
are  used  in  standard  sizes  and  th(^  joints  are  simply  butted 
together.  A  coat  of  metallic  paint  is  given  all  outside  surfaces 
after  erection. 
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Some  types  of  cast  asbestos  jacks  have  been  quite  successful 

nd  satisfactory,  and  though  somewhat  Ughter  than  cast  iron 

•ley  cost  about  the  same,  or  about  S125  to  SloO  complete  in 

lace.     (Fig.    243.)     The   material   also   for   this   type   of  jack 

seems  to  be  ver>'  variable,  failures  have  been  numerous,  and 

usually  they  are  purchased  under  a  guarantee;    8  to  10  years 

is  given  by  some  users  as  their  average  life. 
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Fig.  243. 
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Wood.  —  Wood  jacks  were  probably  the  first  kind  to  be  built 
and  there  is  a  tendency  at  the  present  time  to  revert  back  to 
this  material,  which  may  be  accounted  for  by  the  desire  of  many 
designers  to  eliminate  iron  of  any  kind  from  the  present-day 
construction  of  engine  houses,  owing  to  the  rapid  deterioration 
that  takes  place  from  the  smoke  and  sulphuric  gases  that  are 
prevalent  around  structures  of  this  kind. 

The  flims}"  construction  of  wood  jacks  in  the  past  made  them 
a  fire  hazard  and  they  failed  to  stand  up  to  the  service  required. 
To  overcome  the  fire  risk  the  wood  has  been  treated  but  the 
cost  is  said  to  be  high.  In  place  of  treated  wood  fire-proof 
paint  has  given  good  satisfaction. 

There  are  also  wooden  jacks  in  service  that  are  held  together 
and  bound  at  the  corners  with  cast-iron  clamps,  etc.,  that  appear 
to  be  giving  satisfactorj^  results. 

A  wooden  jack  built  on  the  mill-type  method  of  construction. 
Fig.  243b,  made  of  2"  X  3"  timbers  laid  flat  one  against  the 
other  and  nailed  sidewise  throughout,  produces  a  very  strong 
and  rigid  jack  that  reqaires  no  guy  supports.  The  nails  used 
in  its  construction  are  well  protected  by  the  method  adopted  in 
putting  it  together,  each  layer  of  timber  protecting  the  nails 
of  the  previous  piece  so  that  when  completed  no  iron  work  of 
any  kind  is  exposed  to  the  smoke  fumes.  This  type  of  jack  is 
standard  on  the  C.  P.  R.  The  timbers  before  being  put  to- 
gether are  saturated  in  a  bath  of  fire-proof  paint.  The  hood  is 
3  ft.  wide  by  8  ft.  6  in.  long  with  a  3-ft.  square  smoke  stack  ex- 
tending 6  ft.  above  the  roof,  and  the  jack  complete  in  place 
costs  about  $75  and  is  expected  to  last  as  long  as  the  engine 
house  itself. 

Chimney  and  Induced  Draft.  —  In  residential  districts  where 
smoke  is  regulated  bj-  civic  by-laws,  or  where  it  would  be  of 
considerable  annoyance  to  the  community,  a  high  chimney  is 
sometimes  built  to  carrj'-  the  smoke  to  a  point  where  it  would 
not  be  objectionable.  The  smoke  jacks  instead  of  extending 
above  the  roof  are  connected  with  a  large  smoke  duct  carried 
over  along  the  roof  to  the  chimney.  The  sections  of  the  ducts 
vary  in  size  according  to  the  number  of  smoke  jack  connec- 
tions it  has  to  carry.  To  create  sufficient  draft  to  carry  away 
the  smoke  from  the  main  duct,   induced  draft  fans  are  used. 
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Fig.  243b.     Wood  Mill  Type  Smoke  Jack,  C.  P.  R.  Standard. 


This  tj-pe  of  jack  has  been  iLsed  to  a  verj-  large  extent  on  the  C.  P.  R. 
during  the  past  few  yeans  and  has  given  good  .satisfaction.  .\11  of  the  material 
is  subjected  to  a  bath  of  fireproof  paint  before  a.ssembling  and  it  is  built  up  in 
crib  fashion  as  described  on  page  514. 
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This  is  an  expensive  installation  and  the  fact  that  iron  work  of 
any  kind  is  liable  to  be  attacked  and  destroyed  very  quickly  by 
the  gas  and  sulphuric  fumes  the  installation  must  be  designed 
with  the  greatest  care  as  to  the  material  used  and  the  method 
of  making  the  various  connections  to  provide  the  maximum 
protection. 

Smoke  Precipitation.  —  The  precipitation  of  smoke  by  the  use 
of  high  potential  electricity  and  a  suitable  electric  field  has 
been  successful  in  a  large  number  of  practical  applications  in 
chemical  and  other  works,  but  has  not  so  far  been  applied 
directly  in  the  collection  of  smoke  from  engine  houses,  and 
while  .the  complete  elimination  of  the  smoke  can  be  obtained 
bj"  this  process  the  initial  cost  for  ordinary  round  house  pur- 
poses would  be  very  high,  but  in  situations  where  smoke  is 
regulated  by  civic  by-laws  it  would  probably  be  cheaper  and 
more  satisfactory  than  the  induced  draft  system  already  de- 
scribed. 

Fig.  243d  illustrates  an  installation  of  this  kind,  the  electric 
field  for  which  has  been  suggested  by  J.  A.  Shaw,  electrical 
engineer,  C.  P.  R.  The  smoke  jack  is  of  the  mill  type  design 
with  an  asbestos  hood.  It  is  estimated  that  this  installation 
including  a  high-tension  transformer  will  cost  $500. 

The  removal  of  smoke  is  accomplished  by  passing  it  through 
a  precipitation  chamber,  made  up  of  a  number  of  pipes  firmly 
joined  to  end  headers,  the  wires  passing  through  the  pipes  as 
illustrated.  The  precipitation  depends  upon  the  intensity  of 
the  electric  field,  the  quantity  and  temperature  of  smoke,  the 
degree  of  initial  ionization,  and  the  type  of  corona  discharge 
employed.  The  soot  or  residue  settles  at  the  bottom  of  the 
chamber  and  can  be  removed  when  desired  through  the  door 
provided  for  the  purpose. 

This  jack  is  a  combination  of  Mill  and  asbestos  construction,  the 
asbestos  being  used  only  for  the  jiortion  which  is  protected  from 
the  weather.  The  smoke  precipitator  is  supported  on  4  in.  by  3  in. 
wooden  posts  resting  directly  on  the  roof.  The  main  beams  on 
which  the  jack  rests  are  designed  to  carry  the  extra  loading 
entailed. 
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Fig.  243d.     Electric  Precipitation  Mill  Type  Smoke  Jack,  Cross  Section. 
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Heating  Engine  Houses.  —  In  the  heating  of  round  houses 
there  are  two  methods  in  vogue,  the  hot  air  system  and  the 
direct  steam  vacuum  method. 

Hot  Air  Heating.  —  The  heating  apparatus  when  possible  is 
placed  about  the  center  of  distribution  either  in  the  engine  or 
boiler  house  or  in  a  separate  annex,  and  consists  of  an  engine,  fan, 
and  heater,  set  up  and  anchored  on  concrete  or  wood  foundation. 

The  heater  is  made  up  of  a  series  of  coiled  steam  pipes  enclosed 
by  a  sheet  steel  jacket,  to  which  is  attached  a  steel  plate  fan, 
usuall}'  driven  b}'  a  vertical  or  horizontal  steam  engine. 

The  fan  draws  the  air  over  the  steam  coils  and  forces  the  hot 
air  through  pipes  or  ducts  to  any  part  of  the  house  desired. 

On  account  of  smoke  fumes  corroding  any  iron  work  that  is  not 
well  protected,  the  air  ducts  are  usually  placed  underground. 
The  main  duct  is  built  of  reinforced  concrete,  and  the  branches 
are  usually  tile  pipe,  though  wood  is  often  used  on  account  of 
cheap  first  cost. 

Usually  the  main  duct  runs  around  the  back  of  the  house,  the 
inside  face  of  foundation-  wall  serving  as  one  side.  It  is  neces- 
sary that  all  inside  surfaces  should  be  as  smooth  as  possible, 
without  projections  of  any  kind  inside  the  duct.  Branches  are 
taken  off  the  main  with  long  radius  bends  and  run  down  between 
pits  with  offsets  to  the  engine  pits,  and  risers  at  points  where  it 
is  desired  to  admit  hot  air  to  heat  the  balance  of  the  house,  the 
outlets  being  controlled  by  dampers. 

The  ducts  absorb  a  portion  of  the  heat  and  are  also  subject  to 
dampness  from  condensation.  The  main  point  is  to  provide 
means  for  keeping  them  dry.  This  is  done  by  grading  the  ducts 
so  as  to  drain  to  the  air  outlets,  and  placing  covers  in  the  main 
duct  that  can  be  opened  to  let  out  the  dampness  at  favorable 
times. 

Capacity  and  Approximate  Cost.  —  The  capacity  of  the  heating 
apparatus  depends  upon  the  size  of  the  house.  In  anj-  event 
it  is  always  necessary  under  ordinary  conditions  to  figure  the 
units  large  enough  so  as  to  provide  for  a  reasonable  future  house 
extension. 

For  the  ordinary  run  of  engine  houses  the  supply  of  hot  air  per 
minute  varies  from  2000  to  3000  cu.  ft.  per  stall  at  a  fan  speed 
of  200  revolutions  per  minute. 
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Figuring  2250  cu.  ft.  of  air  per  minute,  a  20-stall  engine  house 
would  require  the  following: 

Steel  plate  fan  8  ft.  in  diameter  by  4  ft.  wide.  Theoretical 
apacity,  45,000  cu.  ft.  of  air  per  minute  at  200  revolutions. 

Side  crank  steam  engine  8"  X  12". 

Heating  coils,  6700  lineal  feet  of  1-in.  pipe  capacity. 

Approximate  cost  of  the  above  installed,  with  concrete  founda- 
tion walls  and  timber  floor  for  the  fan  and  heater,  varies  from 
S2800  to  S3400,  or  on  an  average  S150  per  stall. 

The  cost  of  the  main  ducts,  branches,  risers,  dampers,  etc.,  in 
jilace  averages  from  SI 00  to  SI 80  per  stall,  or  the  cost  of  the 
complete  installation  S250  to  S350  per  stall. 

The  sizes  of  the  mains  and  branches  have  to  be  figured  out  for 
the  volume  of  air  carried,  and  are  usually  given  by  the  manu- 
facturers of  the  heating  outfit.  No  boilers,  or  steam  main  con- 
nections from  the  same,  are  included  in  the  estimate. 

A  feed  water  heater  and  pump  with  valves  and  connections 
arranged  to  receive  the  drip  of  the  heating  system  for  boiler  feed 
is  often  added,  also  a  vacuum  pump  in  connection  with  the  hot 
air  heater  to  reheve  pipes  of  air,  etc.,  and  give  good  steana  cir- 
culation. 

The  cost  of  a  100-horsepower  heater  with  feed  and  vacuum 
pump,  inclucUng  valves  and  connections  set  up  complete  for  the 
above  heating  apparatus,  varies  from  S500  to  $750. 

The  heater  is  generally  arranged  to  condense  the  exhaust  from 
the  fan  or  other  engines  for  boiler  feed,  and  when  omitted,  steam 
traps  are  provided  for  removing  the  water  of  condensation  to 
the  drain. 

In  exceptionally  cold  weather,  the  air  is  taken  from  the  en- 
gine house  and  reheated,  openings  being  provided  in  the  air 
chamber  so  that  this  can  be  accomplished.  It  is  not  an  ideal 
method,  but  under  exceptional  conditions  is  often  necessary. 

Steam  Heating.  —  The  ordinary  method  is  a  low  pressure 
direct  .steam  heating  system,  adapted  to  u.se  and  utilize  all  ex- 
haust steam  available  from  the  engine  and  boiler  house,  with 
such  additional  live  steam  as  may  be  nece.ssary  from  boiler  during 
severe  weather. 

From  the  exhau.st  header  the  main  steam  supply  is  run  around 
either  the  front  or  back  of  the  house,  usually  in  the  underground 
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ducts  carrying  the  air  and  water  pipes,  with  branches  to  the  pit 
and  wall  coils,  including  a  return  main  to  which  all  coils  are 
connected. 

The  steam  main  reduces  in  size  as  it  goes  along  proportion- 
ately as  the  amount  of  radiation  is  decreased,  and  the  size  of  the 
return  pipe  is  increased  proportionately  as  the  coils  are  added 
to  it.  To  relieve  heating  coils  of  water  of  condensation  and  air, 
the  return  pipe  is  connected  to  a  vacuum  pump  located  in  pit 
near  the  boiler,  the  water  of  condensation  being  discharged  into 
a  feed  water  heater,  and  from  the  heater  to  the  boiler  by  a  feed 
pump.  The  exhaust  header  is  connected  into  heater  full  size 
of  header,  with  relief  pipe  from  heater  to  roof  fitted  with  a  back 
pressure  valve. 

Valves  are  applied  in  steam  main  or  mains  near  exhaust 
header,  between  vacuum  pump  and  heater,  steam  supply  from 
boiler  to  vacuum,  and  boiler  feed  pumps.     . 

The  following  areas  and  weights  of  pipe  may  be  of  ser\dce  when 
figuring  the  square  feet  of  radiation  required  and  the  size  of  pipe 
that  will  best  suit  the  service  desired. 


TABLE   129. —  OUTSIDE  SURFACE  AREAS  AND  WEIGHTS  OF  PIPES. 

Length  of  Standard  Wrought-iron  Steam  Pipe  Containing  One  Square  Foot  of  Outside 
Surface,  from  One-eighth  to  Ten  Inches. 


iSize  of  pipe 

1 

b 

1 

5A%V 

1 

2 

3 

Feet  of  pipe  containing  one  square  foot 
of  outside  surface 

SiVoV 

Size  of  pipe 

1 

2rVA 

u 

2rm 

n 

2 
IxVo^ 

25 

Feet  of  pipe  containing  one  square  foot 
of  .outside  surface 

lAV^ 

Size  of  pipe 

3 

3^ 

4 

41 

5 

Feet  of  pipe  containing  one  square  foot 
of  outside  surface           

JiJJL 

Size  of  pipe 

6 

tVVV 

7 

8 

9 

10 

Feet  of  pipe  containing  one  square  foot 
of  outside  surface 

Mhs 

HEATING  SURFACES. 


521 


f      TABLE   129  {Continued). -OVTSIDE   SURFACE  AREAS  AND  WEIGHTS   OF  PIPES. 

Weight  per  foot  in  Length  of  Standard  Size  Wrocght  Iron  Steam  Pipe  from 
One-eighth  to  Ten  Inches. 


Size  of  pipe 

Weight  i>er  foot  in  length  in  lbs 

Size  of  pipe 

Weight  per  foot  in  length  in  lbs 

Size  of  pipe 

Weight  per  foot  in  length  in  lbs 

Size  of  pipe 

Weight  per  foot  in  length  in  lbs 


2_43_ 


1 


3 


3^  ^ 

QtMtt 


6  7 


■/ifsV 


4 


28Mz 


2 


12x15% 


9 


i 


St'sVw 


5 

14rm 


10 


Heating  Surface  and  Equipment  Required.  —  For  ordinary 
engine  houses  the  amount  of  heating  surface  usually  installed 
varies  from  1  to  \\  sq.  ft.  per  100  cu.  ft.  of  enclosed  space;  prob- 
ably \\  sq.  ft.  is  a  fair  average. 

For  one  stall  having  a  capacity  of  34,000  cu.  ft.  the  heating 
surface  would  be  ^%%^  X  \\  =  425  sq.  ft.,  or  680  lin.  ft.  of  2-in. 
pipe  per  stall. 

The  best  distribution  is  to  put  four  pipes  on  each  side  of  the 
engine  pit  and  the  balance  as  coil  radiators  on  the  roundhouse 
walls. 

Sometimes  five  or  six  rows  of  pipe  arc  placed  on  the  engine  pit 
walls,  but  this  method  is  not  recommended,  as  it  will  usually  Vje 
found  that  so  much  pipe  will  impede  circulation,  and  as  a  result 
the  bottom  pipes  are  generally  cold. 

The  pipes  are  supported  bj'  cast  or  bent  steel  pipe  hangers 
about  6  ft.  apart.  Usually  wood  plugs  or  strips  are  built  into 
the  wall  to  which  the  pipe  supports  are  attached  by  lag  screws, 
the  screws  ser^-ing  in  the  case  of  the  bent  steel  hangers  as  sup- 
ports on  which  the  pipes  rest. 

For  a  20-stall  engine  house  the  steam  main  would  be  5  in.  for 
the  first  ten  pits,  4  in.  for  the  next  six,  and  3  in.  for  the  balance. 
They  are  hung  from  strap  hangers  supported  by  rods  passing 
through  the  ducts  about  7-ft.  centers,  or  on  floor  rollers  with 
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expansion  bends.  The  return  would  be  2  in.  for  the  last  four 
pits,  2|  in.  for  the  next  six,  and  3  in.  for  the  balance. 

The  heater  not  less  than  100  horsepower,  and  made  sufficiently 
strong  to  carry  10  lb.  of  steam  pressure.  The  vacuum  pump 
3J"  X  5|"  X  4",  all  brass  lined,  and  feed  pump  4^"  X  2|"  X  4" 
duplex. 

Approximate  Cost.  —  The  cost  for  complete  installation  varies 
from  8225  to  8300  per  stall  without  ducts.  Onlj'  a  portion  of  the 
cost  of  ducts  would  be  chargeable  to  the  heating,  as  the  same 
ducts  would  be  used  to  run  the  live  steam,  air  and  water  pipes. 
No  boilers  are  included  in  the  above  estimates.  See  under 
"  Boiler  Houses  "  for  cost  of  boilers,  etc. 

Washout  System.  —  B3'  using  a  series  of  hot  water  tanks  suit- 
ably connected  with  pipes,  valves,  pumps,  etc.,  the  steam  and 
water  can  be  taken  from  locomotives  and  stored  in  tanks  to  be 
reused  for  washing-out  purposes  and  refilling  when  desired. 

By  this  method  a  large  saving  of  time  is  effected  in  washing 
out  and  refilling  locomotive  boilers,  and  as  the  water  is  hot, 
the  work  is  done  without  danger  from  unequal  expansion  to  the 
tubes,  stay  bolts,  or  fire  box,  and  in  addition  50  per  cent  of  the 
water  is  saved  and  reused,  and  it  is  possible  to  take  the  water 
from  a  boiler  and  refill  with  a  fresh  supply  in  30  minutes  without 
removing  the  fire.  To  blow  off,  wash  the  boiler,  and  refill  it 
with  a  fresh  supply,  and  to  obtain  100  lb.  steam  requires  about 
two  hours.  The  old  method  of  blowing  off  and  letting  the  water 
waste  to  the  drain  requires  from  8  to  10  hours  to  wash  out,  refill, 
and  get  100  lb.  steam. 

The  system  consists  of  one  or  a  series  of  storage  tanks,  with 
blow  off,  hot  water,  washout,  and  filling,  pipe  lines,  including 
live  steam  piping  to  the  tanks,  also  valves  and  connections; 
where  a  series  of  tanks  are  used  for  washing  out,  refilling  and 
superheating,  pumps  are  required  to  maintain  pressure  at  the 
hose  nozzles  for  filling  purposes. 

Approximate  Cost.  —  Usually  the  piping  is  furnished  to  a  few 
pits  only  for  washing-out  i)uri)oses,  and  to  each  pit  if  refilling 
and  washout  sj'stcm  is  installed.  The  cost  varies  from  SOOOO 
to  S25,000,  depending  upon  the  capacity  and  requirements  of 
the  plant. 
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TABLE   129a.  —  WASHOUT.   BOILER   FEED  AND   VACITM    PIMPS. 

(.\verage  standards:  fqr  ordinary  conditions.) 

Dupixx  Steam  Pcmts  — W.\sbout  and  Boileb  Feed. 


Diam. 

of 
steam 
cylin- 
der. 

!ff™'     Tx>..^v,'     Cap.  in          Cap.  in 

^■^er         of^      '">P-    ^■'l^-    '"^P-    «^'^- 
r.ri:_      „.„i-.>     per  min.  at    per  hour  at 
d^  ,  '''"'^*-  1  50  strokes.     50  strokes. 

Pressure 

per 
sq.  m. 

Diam. 

of 

pump 

suction. 

Diam. 

of 
pump 
dis- 
charge. 

H.P. 
re- 
quired. 

as  c 

1                                            1 

1-^ 

i 

X  = 

12" 

7'        12"           IGO             9600      1001b. 

6" 

5" 

50 

1                  1                  1 

(Ordinarily  used  in  washout  plant  —  emergency 
1                       1                       1 

1 
fire  pump.) 

5J" 

31" 

6" 

20 

1200 

2i" 

2" 

-S"^  2* 

6" 

4" 

/ 

30 

ISOO 

3" 

21" 

o  o  3 

' 

:^'~  a 

DcTLEX  SfiEAii  \\cxTCii  Pxmp  —  Fob  Keating  SEByicE. 


4" 
6" 

8" 


6" 

8" 

10" 


o 

10" 
12" 


Up  to  4.000  sq.  ft.  radiation. 
Up  to  12.500  sq.  ft.  radiation. 
Up  to  22,500  sq.  ft.  radiation. 


Washout  System,  Wabash  Ry.  —  A  system  installed  in  the  42- 
stall  engine  house  built  by  the  Wabash  already  described  will 
serve  as  a  typical  layout  for  this  character  of  work. 

Pipes  are  supplied  for  blowing  off  and  filling  up  boilers  for  42 
stalls  and  for  washing  of  boilers  through  15  stalls.  The  over- 
head main  consists  of  an  8-in.  pipe  for  blowing  off,  one  4-in. 
pipe  for  filling  up,  one  3-in.  pipe  for  washing  out,  two  circulating 
pipes,  each  2  in.  in  diameter  for  the  washing  out  and  filling  sys- 
tem, and  one  6-in.  superheater  pipe.  At  each  central  post  be- 
tween the  pits  there  are  two  2-in.  drop  pipes,  one  for  blowing 
off  and  one  for  filling  boilers,  and  in  addition  in  each  of  the  15 
pits  there  is  one  2-in.  drop  pipe  for  washing  out.  The  water 
for  washing  out  is  used  at  a  uniform  temperature  of  120°  F.,  and 
for  filling  at  180  to  190  degrees  with  three  boiler  washers  and 
five  helpers,  by  the  aid  of  this  system,  it  is  possible  to  wash  out 
18  engines  in  24  hours. 

The  .system  consists  of  a  series  of  storage  tanks,  pumps,  ther- 
mostats and  regulating  valves,  and  the  operation  of  the  sy.stem 
is  as  follows:  The  blow-off  line  is  connected  to  the  water  leg  of 
the  locomotive  and  the  pressure  of  steam  in  the  boiler  forces  the 
water  and  steam  into  a  washout  tank  which  is  so  arranged  that 
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the  steam  is  separated  from  the  water,  going  into  a  separate 
tank  where  it  is  condensed  and  used  for  filling  purposes.  The 
mud  and  water  goes  into  the  lower  tank  where  the  water  is  fil- 
tered so  as  to  be  available  for  use  again.  The  water  in  the 
lower  tank  varies  from  140°  F.  to  200  degrees,  and  it  flows  from 
here  to  another  tank  which  is  automatically  controlled  by  a 
thermostatic  valve  to  admit  cold  water  to  temper  the  water  for 
washout  purposes  so  that  a  uniform  temperature  of  120°  F,  is 
supplied.  Electrically  driven  triplex  pumps,  controlled  auto- 
matically by  a  mechanical  device,  maintain  a  constant  pressure 
of  80  lb.  on  each  of  the  hose's  nozzles,  regardless  of  the  number 
of  nozzles  in  use.  These  pumps  have  a  capacity  of  350  gal.  of 
water  a  minute  and  the  operation  of  a  valve  in  a  drop  pipe  in 
the  roundhouse  starts  the  pumps  into  action. 

After  the  engine  is  washed  out,  it  is  filled  with  water  taken 
from  the  upper  tank.  This  water  is  maintained  at  a  tempera- 
ture of  about  180°  F.  The  capacity  of  the  pump  for  filling  is 
350  gal.  per  minute,  and  under  a  pressure  of  175  lb.  it  takes  only 
about  10  minutes  to  fill  a  boiler.  The  system  is  so  arranged  that 
it  is  possible  to  change  the  water  in  a  boiler  and  give  it  a  fresh 
supply  in  20  minutes  without  removing  the  fire.  It  is  also 
possible  with  the  largest  locomotives  to  blow  off,  wash  the 
boiler,  fill  it  again,  and  obtain  100  lb.  steam  pressure  in  1  hour 
and  45  minutes.  With  the  use  of  hot  washing  water  and  filling 
water,  maintained  at  uniform  temperature,  it  is  possible  to  do 
this  quick  work  without  danger  from  unequal  expansion  affect- 
ing the  firebox,  tubes  or  staybolts.  Under  the  old  system  of 
washing  out  and  filling  it  takes  from  5  to  8  hours  to  wash  out 
and  fill  an  engine  and  get  up  100  11).  steam  pressure.  The  saving 
in  water  used  amounts  to  about  60  per  cent,  as  under  the  old 
system  the  water  was  allowed  to  run  to  the  sewer  while  in  the 
new  system  it  is  used  over  and  over  again. 

An  auxiliary  to  this  filling  system  consists  of  an  additional 
tank  which  acts  as  a  superheater.  The  water  is  forced  by  pumps 
through  this  superheater,  which  is  jacketed  with  live  steam 
from  the  locomotives,  by  means  of  whicli  the  temperature  of 
the  water  is  raised  from  a  minimum  of  200  degrees  to  a  maxi- 
mum of  320  degrees.  This  gi\-es  ordinarily  a  steam  pressure  of 
100  lb.  in  the  boiler  of  the  locomotive  when  supplied  with  this 
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superheated  steam,  and  it  is  sufficient  pressure  to  use  for  the 
blower  or  to  move  tlie  eiiiiiiie  without  l)uihHng  a  fire. 

Steam,  Air  and  Water  Pipes.  (Fig.  244.)  — One  of  tlie  most 
important  features  about  an  engine  house  is  the  installation  of 
the  steam,  air  and  water  pipes. 

The  steam  is  required  for  heating  purposes  and  engine  supply, 
the  air  for  engine  and  shop  supply,  and  the  water  for  washing- 
out  purposes  and  fire  service. 

For  the  ordinary  run  of  engine  houses  up  to  22  stalls  the  fol- 
lowing sizes  are  commonly  used: 

Live  steam  main  3  in.  diameter,  branches  1|  in.  diameter. 

Air  pipe  main  1|  in.  diameter,  branches  1\  in.  diameter. 

Water  service  main  3  in.  diameter,  branches  2  in.  diameter. 

The  branch  pipes  Avhere  connections  are  desired  are  arranged 
so  as  to  be  attached  to  the  inside  posts,  and  terminate  about 
5  ft.  from  the  floor.  The  steam  pipe  is  equipped  with  a  valve 
and  air-brake  coupling,  the  coupling  being  used  for  hose  con- 
nection to  convey  live  steam  to  engine  boilers  when  necessary. 

The  air  pipe  is  fitted  with  a  Westinghouse  air  brake  and 
coupling. 

The  water  pipe  is  ecjuipped  with  gate  valve  and  drip  cock  for 
fire  purposes,  also  a  globe  valve  and  hose  coupling  for  engine 
boiler  service;  in  addition  a  short  length  of  pipe  extends  above 
the  fire  valve,  with  elbow,  to  which  are  attached  50  ft.  of  rubber- 
fined  hose  and  18-in.  fire  hoze  nozzle;  the  hose  and  nozzle  are 
supported  on  a  stand  with  movable  brackets  secured  to  the  posts 
and  encased  in  wood  frame  with  glass  front. 

A  valve  is  placed  on  each  branch  pipe  near  the  main  so  that 
any  branch  supply  can  be  cut  off  for  repairs  without  interfering 
with  the  rest  of  the  house. 

Owing  to  smoke  fumes  corroding  the  iron  and  the  annoyance 
from  dripping  it  is  considered  the  best  practice  to  place  the 
pipes  in  underground  ducts  in.stead  of  stringing  them  overhead 
inside  the  hou.se. 

The  ducts  are  arranged  so  as  to  be  ea.sily  accessible  for  repair 
purposes  and  valve  service,  and  are  usually  Vjuilt  of  wood  or 
concrete. 

The  wood  duct,  though  cheap  in  first  cost,  is  high  in  mainte- 
nance.    On  account  of  being  subjected  to  the  moisture  from  the 
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Fip.  244.     Steam,  Air  and  Water  Cuimcctions  for  Engine  IIoiusos. 
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f,round  on  the  outside,  and  excessive  heat  inside,  it  soon  rots 
out,  and  has  to  be  renewed  every  few  years. 

To  ehminate  the  maintenance  charges  entirely,  it  is  neces- 
sary to  build  the  ducts  of  concrete  or  masonry,  or  such  material 
as  will  be  permanent;  and  to  be  successful  it  is  also  necessary 
that  its  cost  will  compare  favorably  with  the  price  of  wood. 

The  "  Thurber  "  patented  system  of  rib  concrete  ducts  is 
paid  to  accomphsh  this  result,  and  the  method  of  installation  is 
~  follows: 

The  main  ducts  carry  the  steam,  air,  water  and  heating  pipes, 
run  between  and  connect  each  engine  pit,  either  at  the  front  or 
back  of  the  house,  making  a  continuous  passage  throughout, 
so  that  no  breaking  or  cutting  of  walls  for  the  passage  of  pipes  is 
necessar}-;   they  are  made  2  ft.  9  in.  wide  and  2  ft.  9  in.  deep. 

The  ducts  carrying  the  branch  steam,  air  and  water  pipes  con- 
nect with  the  main  duct  between  alternate  pits,  and  extend  back 
to  the  end  post  so  as  to  serve  two  pits,  the  pipes  being  carried 
up  the  post  face.  The  branch  ducts  are  1  ft.  6  in.  wide  and 
1  ft.  6  in.  deep. 

The  method  of  building  the  ducts  consists  in  placing  iron  tee 
sections  at  varying  intervals,  not  exceeding  3  ft.,  and  setting 
up  concrete  slabs  between;  the  slabs  fit  into  the  bottom  pockets 
and  bear  against  the  iron  sides  of  the  ribs,  and  are  held  b}^  bolts 
or  rods  at  the  top,  the  rods  being  used  to  hang  the  pipes  inside 
the  ducts.  The  floor  can  be  made  in  slabs  or  built  in  concrete  in 
the  usual  way.     All  slabs  are  laid  in  cement  mortar. 

The  appro.ximate  cost  of  steam,  air  and  water  pipes  installed 

'inplotc,  not  including  the  ducts,  averages  from  855  to  S80  per  stall. 

Electric  Wiring  and  Lights.  —  Probably  the  best  method  of 
wiring  engine  houses  is  to  enclose  all  wires  in  conduit  pipe  and 
sealed  boxes,  running  the  mains  and  branches  on  the  roof,  an 
improved  type  of  which  is  the  "  Ravelin  "  patented  system.  By 
this  method  all  wiring  and  joints  are  protected  from  smoke  and 
gas  fumes,  and  the  work  of  wiring  is  simplified,  and  as  all  parts 
are  accessible,  repairs  can  be  made  easily. 

Usually  three  incandescent  16-candlcpower  drop  lights  are 
placed  between  each  stall,  with  a  plug  receptacle  connection  on 
each  post  for  portable  hand  light.  The  lamps  are  protected  by 
^^^re  screens  over  the  hghts. 
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Switches  are  placed  on  the  back  or  front  walls  for  each  stall  or 
series  of  stalls. 

Outside,  arc  lights  are  generally  used,  strung  on  poles  in  con- 
venient position.  The  number  vary  with  the  size  of  the  house 
and  the  amount  of  light  desired.  f 

Approximate  Cost.  —  The  cost  of  complete  installation  varies 
from  $50  to  $75  per  stall. 

Inspection  Pits.  —  Inspection  pits  are  provided  on  the  in- 
coming tracks  where  the  engines  are  inspected  as  soon  as  they 
reach  the  terminal  and  before  the  engineer  leaves.  The  ad- 
vantage is  in  having  the  repairs  started  at  the  earliest  possible 
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Fig.  245.     Plan  and  Section  of  Inspection  Pits,  C.  &  A. 

moment;  tlic  inspectors  mak(>  minor  repairs,  such  as  tightening 
nuts,  etc.,  or  have  assistants  to  do  this  work.  A  good  deal  of 
the  routine  inspection  of  locomotives  is  done  in  the  inspection 
pits,  relieving  the  tracks  of  the  roundhouse  to  a  large  extent. 

Inspection  Pits,  C.  ci*  A.  —  Two  engine  inspection  j^its,  built  by 
the  C'iiicago  &  Alton  at  Glen,  111.,  are  shown  on  Fig.  245.  The 
pits  are  located  just  west  of  the  coal  chute,  are  75  ft.  long 
and  arc  built  of  concrete.     A  concrete  stairway  at  the  center  of 
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the  east  pit  leads  down  to  a  tunnel  reaching  both  pits,  passing 
under  an  intermediate  track  to  connect  with  the  pit  on  the  west. 
Access  to  the  pits  is  secui'ed  by  short  ladders  leading  from  the 
tunnel. 

The  approximate  cost  of  the  pits  complete  is  about  $1500. 

Inspection  Pits,  C.  P.  R.  —  A  double  pit  as  built  by  the  C.  P.  R. 
is  shown,  Fig.  246.  The  walls  and  floor  are  of  concrete  with 
12"  X  16"  wall  plates  to  carry  the  rails.  The  entrance  stair- 
way is  located  at  one  end  midway  between  the  pits.  The  cost 
of  an  80-ft.  double  track  pit  including  ordinary  drainage  is 
estimated  at  $1200. 

Ash  Pits.  —  Ash  pits  are  required  at  divisional  and  other 
points  so  that  ash  pans  of  locomotives  can  be  cleaned  out. 

The  pits  are  usually  placed  convenient  to  the  coal  and  water 
supply,  and  within  easj'  reach  of  the  turntable. 

The  time  required  to  clean  a  locomotive  ash  pan  is  from 
twent}^  to  sixty  minutes,  depending  on  weather  and  other  condi- 
tions, hence  the  type  of  ash  pit  to  select  depends  on  the  number 
of  engines  to  be  handled  and  the  time  in  which  it  has  to  be  done. 

Construction.  —  The  walls  are  usually  built  of  stone  or  con- 
crete or  12"  X  12"  cedar  timbers.  When  concrete  is  used  a 
lining  of  fire  brick  is  built  on  the  inside  face  of  walls,  and  when 
of  timber  old  boiler  plate  is  used.  The  lining  of  fire  brick  or 
other  protection  is  necessary  to  protect  the  walls  from  the  detri- 
mental effect  of  hot  ashes.  On  account  of  the  wave  action 
wluMi  the  engines  travel  over  the  pit  it  is  difficult  to  keep  the 
rails  anchored  to  the  masonry,  and  for  this  reason  wood  stringers, 
or  cast-iron  rail  chairs  3-ft.  to  4-ft.  centers,  are  used  frequently. 
The  wood  stringers  are  protected  by  a  covering  of  sheet  metal. 

Water  is  used  to  cool  the  ashes,  and  this  necessitates  a  water 
service  with  hose  connection,  valves,  etc.,  and  proper  drainage. 
A  sump  hole  12  in.  wide  and  12  in.  deep  at  one  end  of  the  pit, 
with  the  floor  dished  so  as  to  drain  to  the  sump,  serves  the  pur- 
pose, the  outlet  to  drain  being  i^laced  on  the  side  of  the  wall 
about  6  in.  above  the  floor  of  sump. 

Shallow  Track  Pit.  (Fig.  247.)  —  This  type  of  pit  is  built  in 
long  lengths,  and  necessitates  sufficient  help  being  on  hand  to 
remove  the  ashes  promptly.  It  is  also  used  for  temporary  work 
during  construction  and  occasionally  on  main  lines. 
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Approximate  cost,  So  to  S7  per  lineal  foot  complete  (Fig.  247). 
Approximate  cost,  $9  to  §12  per  lineal  foot  complete  (Fig.  248). 


Miuiiow  A;?ii  i'lt  Fig.  248.     Cross  Iron  Ash  Pit. 

Deep  Track  Pit,  Closed  Sides.     (Figs.  249  and  250.)  —  The 
•ep  ash  pit  is  constructed  somewhat  after  the  ordinary  engine 

iiouse  pit,  built  33  ft.  long  and  over.     When  two  pits  are  placed 

nn  the  same  track  they  should  be  at  least  50  ft.  apart.     The 
~hes  may  be  dumped  directly  into  the  pit  and  then  shoveled 

out  by  hand,  or  small  ash  cars  or  buckets  may  be  used  under 

the  engines  to  catch  the  cinders,  the  buckets  being  hoisted  out 

by  crane  or  air  hoist  when  the  track  is  clear. 

Approximate  cost,  S8  to  SIO  per  lineal  foot  without  buckets  or 

Loi.st.     Cost,  S17  to  S35  per  lineal  foot  with  buckets  and  hoist. 

A  pit  33  ft.  long  with  two  ends  would  average  S300  complete. 


Fig.  249.     Deep  Ash  Pit. 


Fig.  2.50. 


At  points  where  large  ash  pits  are  necessary  there  are  two 
types  in  general  use.  One  is  the  open  side  pit  operated  by  hand, 
and  the  other  the  mechanical  type  operated  by  compressed  air. 
The  former  is  u.?ed  to  a  much  greater  extent,  however,  than  the 
latter  which  would  make  it  appear  that  the  open  side  pit,  hand- 
operated,  is  in  the  long  run  the  most  economical. 

In  the  depres.sed  type  of  cinder  pit,  proper  drainage  is  a  matter 
of  first  importance.     From   the  designs  illustrated   it  will  be 
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noted  that  the  depression  of  the  loading  track  varies  from  4  ft. 
6  in.  to  9  ft.  0  in.,  and,  generally  speaking,  where  proper  drain- 
age can  be  obtained,  there  will  be  a  saving  in  labor  in  the  han- 
dling of  ashes  from  the  pit  to  the  car  the  lower  the  loading  track 
is  depressed.  The  depth,  however,  must  necessarily  be  regu- 
lated by  the  drainage  facilities  and  very  few  situations  lend 
themselves  to  an  unusual  depth  in  the  matter  of  drainage. 

If  conditions  were  such  in  the  handling  of  ashes  that  the 
operation  was  continuous  instead  of  intermittent,  it  is  quite 
likely  that  a  mechanical  type  of  ash  handling  apparatus  would 
be  much  more  economical  than  any  hand-operated  method. 
As  it  is  there  are  many  cases  where  the  mechanical  type  of  ap- 
paratus in  its  simplest  form  has  proved  to  be  more  economical, 
where  conditions  have  fitted  the  machine,  when  the  equipment 
is  such  to  be  low  in  first  cost,  easy  to  maintain  and  inexpensive 
to  operate. 

Deep  Ash  Pit,  Open  One  Side.  (Fig.  251.)— This  pit  is 
similar  to  the  closed  type  excepting  that  the  pit  is  open  on  one^ 
side  and  the  outer  rail -is  supported  by  steel  or  cast-iron  posts.  | 
The  ashes  may  be  dumped  and  shoveled  out  by  hand  or  picked' 
up  by  crane  or  other  mechanical  device. 

Approximate  cost,  $35  to  S50  per  Hneal  foot. 


Ll(lil  Scrap  Rail 
SECTION  ON  LINE  A-B 


Fig.  251.     Cimlcr  Pit,  Lake  Shore  &  Michigan  Southern  Ry.,  Hillsdale,  Mich. 
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Double   Cinder   Pit,   Chicago   &  Alton   Ry.   at   Glen,    111.  — 

l'ii2;.  252  illustnitos  a  tlouble  ciiulcr  pit  built  by  the  C  ifc  A.  at 

*;lon,  111.,  with  a  depressed  track  in  the  center.     It  is  located 

ose  to  the  roundhouse.     The  pits  are  200  ft.  long  enabling  six 

i^ines  to  clinker  at  one  time.  The  engine  tracks  are  sup- 
:  orteil  on  heavy  concrete  walls,  hollowed  out  in  the  center,  as 
shown  in  the  illustration,  and  filled  with  sand  to  save  concrete. 

The  loading  track  is  depressed  9  ft.  below  the  running  tracks, 
and  platforms  3  ft.  wide  arc  built  out  on  each  side  at  the  eleva- 
tion of  the  bottom  of  the  cinder  pits,  on  which  workmen  may 


^  ^|J0  C.T.  Pipe 


Concrete 
SECTION  THROUGH  ASH   PITS  AND  LOADING  TRACK 

Fig.  252. 


DETAIL  OF  C.I.  PEDESTAL 
AND   RAILS 


Fig.  253.     Depressed  Ash  Car  Track. 
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stand  while  loading  the  cinders.  The  platforms  are  coverec 
with  steel  plates  nicked  with  cold  chisels  to  insure  safe  footing 
The  running  tracks  are  12-ft.  centers  and  drainage  is  providec 
on  either  side  of  the  depressed  loading  track. 

The  approximate  cost  of  this  type  of  cinder  pit  for  estimating 
purposes  may  be  figured  at  $100  per  running  foot. 

Fig.  253  is  another  type  of  depressed  ash  pit,  with  pedests 
supports  and  cantilever  floor. 

Mechanical  Ash  Plants.  —  Ashes  are  best  handled  in  bulk,  sc 
that  most  mechanical  plants  are  arranged  to  dump  the  ashc 
directly  into  small  cars  or  buckets  under  the  engine  tracks,  thi 
small  cars  running  on  tracks  at  right  angles  to  the  pit  so  thai 
they  can  be  pulled  out  and  hoisted  by  trolley,  crane,  or  othej 
device  and  automatically  dumped  into  the  cinder  car. 

Gantry  Crane.     (Fig.  254.)  —  The  trolley  beam  is  hinged 
one  end  and  is  worked  by  air  cylinder,  with  sheaves  fastened  tc 
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Fig.  254. 


the  gantry  frame.  The  crane  is  moved  along  the  track  by 
geared  hand  wheels,  one  on  each  side,  and  the  air  is  conveyed  to 
the  cylinder  by  hose  pipe  suspended  on  trolleys  on  an  overhead 
wire.  The  supply  of  air  is  generally  obtained  from  the  engine 
or  boiler  house  close  by. 

When  the  engines  are  off  the  ash  pit,  the  gantry  frame  picks 
up  the  filled  ash  baskets  and  runs  them  by  trolley  to  the  ash  car, 
where  they  are  automatically  dumped.  By  lowering  the  boom 
the  basket  is  returned  to  the  asb  pit. 

Approximate  cost  complete,  with  6  ash  baskets,  $800  to  $1000. 
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Ord  Ash  Pit.  (Fig.  255.)  —  The  ash  baskets  are  placed  under 
locomotive  ash  pan  and  pulled  out  from  the  side  and  hoisted  by 
•ur  crane  and  dumped  without  interfering  with  the  movement  of 

dues.  The  rails  on  which  the  ash  baskets  run  are  made  of 
pipe,  in  which  steam  circulates,  keeping  the  pit  free  of  snow  and 
nroventing  the  water  used  in  cooling  the  ashes  from  freezing. 

Approximate  cost  of  a  single-track  30-ft.  ash  pit  with  crane 
and  four  ash  baskets  complete,  $1200  to  $2000. 


Water  FUled  Ash  Pits.  —  B.  &  0.  R.  R.  water-filled  double 
track  ash  pit  at  Chicago  is  shown,  Figs.  256  and  256a.  The  pit 
is  of  reinforced  concrete  150  ft.  long  by  28^  ft.  w4de  over  all  and 
13  ft.  3^  in.  deep.  Cross  walls  are  introduced  at  either  side  to 
support  the  20-in.  steel  and  concrete  encased  girders  which  carry 
the  rails.  The  rails  are  100  lb.  section.  The  pit  receives  the 
ashes  discharged  from  the  locomotives  when  cleaning  fires  and  the 
ashes  are  removed  by  a  grab  bucket  handled  by  a  locomotive 
crane.  The  bottom  of  the  pit  is  reinforced  with  old  rails  to 
protect  the  floor  from  being  damaged  by  the  grab  bucket  and 
the  comers  of  the  crosswalls  are  protected  with  angle  irons  for 
the  same  reason.  Four  valve  boxes,  alongside  the  pit,  supply 
water,  the  overflow  pipe  being  about  15  ft.  from  the  floor  level 
and  leads  into  a  sump  pit  with  a  6-in.  outlet. 
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PLAN  AND  SECTION 


Fig.  256.    Water  Pit  with  Gantry  Crane. 


The  length  of  ash  pits  will  depend  upon  the  number  of 
enp;ines  it  is  desired  to  handle  at  one  time,  and  as  the  ser\ice 
is  usually  very  intermittent,  the  engines  coming  bunched  gener- 
ally for  a  short  period  of  time,  the  pits  are  made  long  enough 
to  accommodate  the  maximum  ser\ice  desired  within  certain 
periods. 


wati:k  iilli:i)  ash  pits. 
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Fig.  257.     Pit  Details,  Pncuin.itic  Cinder  Convpvor. 
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Figs.  257  and  25S  show  a  pneumatic  patented  cinder  conveyor 
of  the  Robertson  type.  The  track  on  which  the  cars  are  placed 
for  receiving  the  cinders  is  on  the  same  level  with  the  entire  engine 
track.  The  cinders  from  the  engines  are  dumped  into  the  iron 
car  below  the  track.  This  car  is  then  hauled  up  the  incline  by 
compressed  air  and  automatically  dumps  the  cinders  into  a  gon- 
dola or  a  cinder  dump.  This  incline  is  made  of  ordinary  T  rails. 
The  drainage  problem  is  easily  solved  owing  to  the  shallowness 
of  the  pit  under  the  engine  track. 

The  power  is  usually  available  from  the  engine  house  for  its 
operation. 
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Fig.  258.     Pneumatic  Cinder  Conveyor. 


Locomotive  Turntables.  —  The  length  of  wheel  base  of  the 
longest  engine  to  be  turned  and  the  position  of  its  center  of 
gravity  are  the  conditions  which  usually  determine  the  length 
of  the  turntable.  For  ease  of  turning  the  locomotive  should  be 
balanced  and  to  determine  this  length  the  most  unfavorable 
condition,  with  the  tender  empty  and  the  boiler  filled,  should 
be  assumed.  The  length  required  then  becomes  twice  the  dis- 
tance from  the  center  of  gravity  to  the  rear  tender  wheel  with 
an  additional  foot  or  so  at  each  end  for  a  margin  to  facilitate 
spotting  and  to  clear  wheel  fianges. 

The  standard  lengths  of  the  ordinary  turntable,  on  various 
railways,  are  from  80  to  100  ft.;  90  ft.  is  about  the  average 
length. 
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The  designs  are  confined  chiefly  to  the  deck  and  half  through 
type  of  plate  girder  construction,  built  to  carry  the  full  load  on 
the  center  and  provided  with  four  cast  steel  end  wheels,  as  well 
as  a  center  pivot  device.  The  table  is  built  of  steel  fabricated 
in  the  shops  the  same  as  ordinary  bridge  work,  and  is  shipped 
on  cars  ready  to  be  dropped  into  place  at  the  site.  As  stiffness 
is  most  essential  for  econoinical  operation  the  depth  of  the 
table  should  be  sufficient  to  prevent  deflection. 

The  center  piers  and  circular  walls  are  built  usually  of  concrete 
though  stone  is  used  when  it  can  be  had  at  less  cost  and  the 
foundations  are  dry.  The  center  pier  is  generally  capped  with 
cut  stone  or  granite  or  reinforced  with  old  rails. 

It  is  recommended  that  a  recess  in  the  circular  wall  be  pro- 
vided for  inspection  of  wheels  and  making  repairs,  and  circle 
rail  seat  should  be  extended  at  two  points  immediatelj'  opposite 
each  other  to  afford  support  for  jacks  for  raising  table  and 
examining  center;  this  will  render  the  operation  much  safer  than 
cribbing  on  yielding  ground.  When  there  is  any  doubt  as  to 
the  nature  of  the  ground  spread  foundations  should  be  provided 
or  piling  when  the  former  is  not  economical.  Some  roads  pro- 
vide that  the  center  pier  shall  be  piled  in  all  cases  excepting  in 
rock  foundation. 

Paving  the  pit  floor  helps  to  keep  it  clean,  assists  the  drain- 
age, and  snow  can  be  removed  with  less  trouble.  Sometimes 
steam  pipes  encircle  the  floor  of  the  pit  to  melt  the  snow  in 
winter  time.  This  also  enables  the  snow  being  dumped  into 
the  pit  from  the  engine  house  approaches  and  helps  in  keeping 
the  engine  tracks  clean. 

At  points  where  tables  are  not  used  to  any  extent  the  circle 
wall  is  only  built  at  the  entrance  and  runoff,  using  ballast  under 
the  ties  for  the  balance  of  the  circular  rail,  sloping  the  ground 
where  no  retaining  walls  exist  and  grading  the  floor  of  the  pit 
on  the  natural  ground,  covered  with  a  layer  of  cinders  rolled 
and  dished  so  as  to  drain  readily. 
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The  C.  C.  it  O.  Ry.  standard  turntable  pit  is  shown  in  Fig.  259. 
The  turntable  is  one  hundred  feet  in  lenf2;th  of  the  plate  girder 
typo.  The  entire  foundation  is  built  of  eoncrete  reinforced  with 
old  rails.  Two  kinds  of  center  pier  foundations  are  given,  type 
"iA "  for  firm  earth  and  type  "B"  where  piles  are  necessary. 
The  floor  of  pit  is  finished  with  pa\'ing  brick  laid  on  edge  and 
grouted  in  cement.  Drainage  is  provided  by  grading  the  floor  of 
the  pit  to  a  catch -water  basin  near  the  center,  which  connects 
vNith  the  drain.  Where  piles  are  used  they  must  be  below  water 
level,  or  creosoted. 

The  Virginia  Ry.  standard  pit  is  sho^v^l  in  Fig.  260.  The  turn- 
utble  is  a  plate  girder  design  one  hundred  feet  in  length.  The 
foundations  throughout  are  built  of  concrete  and  are  supported 
on  piles  where  the  engineer  so  directs.  The  concrete  is  reinforced 
\Nith  one-inch  round  steel  rods,  when  the  foundations  extend  to 
rock  the  rods  are  omitted.  The  floor  of  the  pit  is  finished  in  con- 
crete dished  to  drain  to  a  sump  pit  near  the  center. 
[5.The  Chicago,  L.  Shore  &  Eastern  Ry.  70-ft.  turntable  pit  is 
shown  in  Fig.  261.  The  foundations  are  of  concrete  and  the  floor 
of  the  pit  is  of  cinders  graded  to  drain  to  sump  pit.  The  table  is 
of  the  Pratt  hinged  tj'pe. 

The  Chicago,  &  N.  W.  Ry.  80-ft.  turntable  pit  is  shown  in  Fig. 
262.  The  foundations  are  of  concrete,  with  piles  supporting  the 
ctnter  pedestal,  cut  stone  being  used  for  the  pedestal  seat.  On 
the  center  pier  the  average  pressure  per  square  foot  is  6000  lbs. 
and  the  average  pressure  per  pile  32,000  lbs.  For  the  main  walls 
the  average  pressure  per  square  foot  is  2300  lbs.  The  bottom 
of  the  footings  may  be  varied  and  determined  by  local  con- 
ditions. The  floor  may  be  of  concrete,  brick  or  cinders  graded 
to  drain. 

The  C.  M.  &  St.  P.  Ry.  85-ft.  turntable  is  shown  in  Fig.  263. 
The  foundations  are  of  concrete  with  a  stepped  footing  around 
the  circular  wall.  It  will  be  noted  that  a  recess  is  provided  in 
the  main  wall  for  access  to  table  wheels  and  should  be  located 
away  from  tracks.  A  casting  is  used  to  support  the  table  on  the 
center  pier.  A  section  for  concrete  pit  with  wooden  wall  is  also 
shown. 
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^  Drain  Pipe 

DECK  TURNTABLE 


HALF  THRO.TURNTABLE 


The  cost  and  design  of  a  number  of  turntables  follow 


COST  OF  TURXTABLES. 


Spans,  ft. 

Kind  of  table. 

Railway. 

Kind  of 
foundations. 

Approx. 

total  cost 

ready  for 

rail. 

70 
75 
80 
80 
80 
70 
80 
70 
70 
85 

Deck  plate 

Deck  plate : . . 

Through  plate 

Through  plate 

Through  plate 

Deck  plate 

Deck  plate 

Through  plate 

Through  plate 

Deck  plate 

Chic.  &  X.  W. 
Phil.  &  Reading 
Xor.  Pacific 
Xor.  Pacific 
Col.  &  Southern 

B.  &  M.  Ry. 

X.  Y.  X.  H.  &  H. 

C.  P.  R. 
C.  P.  R. 
C.  P.  R. 
C.  C.  &  0. 

Concrete 

Concrete 

Concrete 

Concrete 

Concrete 

Concrete 

Concrete 

Concrete 

Wood 

Concrete 

Concrete 

$7,332 
7,785 
7.600* 
6.750 
6,390 
6,500 
9,000 
7,700 
4,800 
9,000 

100 

Deck  plate 

io,ooot 

*  Estimated. 

t  High  cost  due  to  excavation  being  done  in  freezing  weather. 


APPROXIMATE  COST  OF  MOTOR   DRIVES  FOR  TURNTABLES. 


Kind. 

Horsepower. 

Name. 

Cost. 

Electric 

20  H.P. 

Induction  motor,  200  v.  2  phase 
Nicols  tractor  (Nor.  Pac.) 
Ga.soline  motor 
N.  P.  Ry. 

$1500 

Electric 

1223 

Ga.soline 

8H.P. 

1000 

Air 

470 

85-FOOT   TTllXTABLE. 


5r> 


.0, 

Ktt  ■        v*! 
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Turntable  Motor  Drives.  —  Where  many  locomotives  are 
handled  the  work  of  a  turntable  is  usually  intermittent,  rushing 
for  a  short  period  and  then  at  a  standstill.  To  expedite  the 
movement  during  the  rush  period  it  is  very  important  to  do 
the  work  in  the  shortest  time  possible.  The  length  of  time 
required  to  turn  the  table  by  hand  depends  largely  on  the  num- 
ber of  hands  available  to  do  the  turning  and  even  mth  the 
handles  full  the  work  cannot  be  done  as  quickly  as  with  a  motor, 
and  the  three  types  in  use  are  electric,  gasoline  and  air. 

Electric  Motors.  —  Where  generators  are  installed  in  the  en- 
gine house  or  machine  shop  close  by,  or  where  electric  power 
can  be  obtained  cheaply,  the  electric  motor  is  usually  installed 
and  though  higher  in  first  cost  it  is  low  in  maintenance.  The 
feed  wires  are  run  underground  in  conduit  and  brought  up  in 
the  center  of  the  turntable  to  a  collecting  switch  arranged  so 
that  contact  is  made  in  all  positions  of  the  turntable,  the  motor 
being  mounted  on  the  center  of  the  turntable  and  connected 
direct. 

Approxirnate  Cost. 

20-horsepower  induction  motor  200  volts 

2  phase  60  cycles,  installed  complete.  .  .    $1500 
Cost  of  operating  and  power  averages  ...  10  per  month 

Northern  Pac.  Ry.  —  Electric  tractor  cost  $1104.37;  installa- 
tion, $115.86;  total,  $1220.23. 

Gasoline  Motor.  —  Approximate  cost.  8  horsepower  gasoline 
engine  operating  a  65-ft.  table  at  Reading  on  the  Phila.  &  Read- 
ing Ry.  cost  about  $100  and  turned  from  75  to  80  engines  'per 
24  hours  at  a  cost  of  $165  per  month.  This  includes  labor,  oil, 
gasoline  and  repairs. 

Air  Motor.  —  The  air  motor  is  said  to  be  very  efficient  if 
properly  installed  and  arranged  to  take  proper  adhesion  on 
circular  wall.  The  supply  of  air  is  obtained  from  the  locomo- 
tives or  from  the  air  reservoir  noar-by.  On  account  of  the  time 
required  in  making  couplings,  the  air  motor  is  slower  in  operation 
than  the  electric  or  gasoline  machine. 

Northern  Pac.  Ry.  —  Air  motor  in  use  at  Jamestown,  X.  D., 
cost  at  St.  Paul,  $450;  installation,  $19.81;   total,  $469.81. 
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Boiler  Houses  and  Machine  Shops. 

The  ortiinarv  lioilrr  liouse  is  usually  built  bohind  the  oufiine 
house,  or  as  an  annex  to  it,  principally  to  supply  steam,  air,  ami 
water  to  the  engine  house  proper,  and  incidentally  to  supply 
lieating  for  other  l)uildings  and  cars  in  the  yard  if  necessary. 
For  a  medium  sized  locomotive  terminal  the  building  generally 
consists  of  machine,  engine,  and  boiler  rooms,  with  locomotive 
foreman's  offices,  registry  room,  and  lavatory  on  one  side  of 
the  machine  room,  having  a  small  gallery  for  light  stores  over. 
The  boiler  room  is  made  sufficiently  large  to  hold  two  or  three 
Ixitteries  of  boilers,  with  a  coal  bin  on  one  side  which  is  filled 
from  cars  through  the  openings  above. 

Approximate  Cost.  (Fig.  264.)  —  The  average  cost  of  boiler 
houses  for  the  building  only  ranges  from  S1-.75  to  S2.50  per 
square  foot;  for  the  one  illustrated  the  cost  would  be  $0000  to 
$7000. 

For  boilers  and  equipment  100  to  150  per  cent  extra. 

Two  100-horsepower  boilers  erected  complete  $3500  to  $4000. 

Engine  room  equipment  $3000  to  $5000. 

Construction.  —  Masonr}'  foundation  walls  to  five  feet  below 
ground,  face  walls  common  brick,  stone,  or  concrete,  with  arches 
over  doors  and  windows.  Roof  8"  X  14"  beams  at  8-ft.  centers, 
covered  with  3-in.  plank,  and  tar  and  gravel  on  top.  Office 
inside  finished  with  hardwood  floor,  ordinary  trim,  and  plastered 
walls  and  ceilings. 

Machine  room:  hardwood  floor,  walls  and  woodwork  white- 
washed; boiler  room:  brick  floor,  with  wood  plank  over  coal  bin, 
walls  and  woodwork  whitewashed. 

The  ordinary  locomotive  type  of  boiler  is  generally  used  in 
units  of  100  horsepower,  with  mechanical  draft  or  large  chimney, 
the  boiler  room  being  made  large  enough  to  hold  an  additional 
boiler  in  case  of  future  exten.sion. 

The  machine  room  equipment  generally  consists  of  an  engine 
and  air  compressor  and  a  small  lathe,  planer  and  saw,  with 
benches  fitted  up  for  convenient  use. 
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Fig.  2G4.     Boiler  Ilou.sc. 
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Boiler  House  Chimneys.  —  The  ordinaiy  boiler  house  cliiin- 
ney  stacks  are  soraetimes  built  of  steel,  but  where  the  boiler 
capacity  is  fairly  large  ponnanent  chimneys  are  erected. 

The  steel  stacks  are  usually  independent,  one  being  supplied 
for  each  boiler,  and  an  ordinary  size  for  100  to  125  horsepower 
l>oiler  is  30  in.  diameter  by  80  ft.  high.  They  usually  last  from 
two  to  three  years. 

The  permanent  chimnej's  are  built  to  accommodate  the  maxi- 
mum number  of  boilers  likely  to  be  used,  and  it  is  preferable  to 
do  this  even  though  the  chimney  may  be  too  large  for  the  time 
being  as  they  can  be  regulated  by  dampers. 

The  area  of  the  chimney  for  a  given  power  varies  inversely 
as  the  square  root  of  the  height,  and  the  average  height  of  an 
ordinarj'  boiler  house  chimney  at  locomotive  terminals  is  125  ft. 

Cost  of  Chimneys. 

A  steel  stack  30  in.  diam.,  80  ft.  high,  for  100-125  H.P.  boiler, 

will  cost  approximately,  in  place $225 .  00 

A  permanent  radial  brick  chimney,  100  ft.  high  from  ground, 
54  in.  clear  diam.  at  top  and  5  ft.  deep  foundation  under  the 
ground  for  400  H.P.,  will  cost  approximately 2200.00 

A  permanent  radial  tile  chimney,  125  ft.,  high  from  ground,  66  in. 
clear  diam.  at  top  and  5  ft.  deep  foundation  under  ground  for 
600  H.P.,  will  co.st  approximately 3000.00 

.\n  older  tj^pe  of  brick  chimney  for  a  terminal  boiler  house,  48 
sq.  in.  opening  at  top  and  113  ft.  high  from  boiler  house  floor  to 
top  of  chimnej',  cost 3500 .  00 

A  brick  chimney  for  a  grain  elevator,  48  sq.  in.  opening  at  top  and 

150  ft.  high  from  floor  line  to  top  of  chimney,  cost 4500.00 

Fig.  265  illustrates  a  Weber  reinforced  concrete  chimney  built 
on  the  111.  Cent.  R.  R.  at  Centralia,  111.,  to  accommodate  a 
total  boiler  capacitj'  of  about  1500  H.P.  The  chimney  is  90 
in.  diam.  at  top  and  212  ft.  high.  The  approximate  cost  is 
estimated  at 5000.00 


552 


CONCRETE   CHIMNEYS. 


Lightning  rod  4-points 
_2^roundmg  cables 


Koundntioi)  Hoinforoeniont 
Kuctnnijiilar  Not  V"Tw.  Bars  at  12'ctn. 
Diagonal  Not  \'M»-.  Bur»  .it  B'ctra. 


Fig.  265.    Weber  Reinforced  Concrete  Cliimney. 
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Storehouses.  —  At  divisional,  terminal,  and  other  points  store- 
houses are  necessary  to  receive  and  store  supplies  for  engine,  car, 
and  general  service,  for  repair  and  operating  purposes.  It  is 
I'tiportant  that  its  location  provide  facilities  for  receiving  and 
lipping  hea\y  material  at  a  minimum  cost  for  switching  and 
handling. 

On  account  of  the  class  of  equipment  handled,  a  fire,  while 
it  may  be  covered  by  insurance,  does  not  take  care  of  the  loss 
l>y  not  having  the  material  to  take  care  of  running  repairs. 

The  house  is  usually  a  frame  structure  on  ma.sonry,  cedar  .sill, 

or  post  foundation,  divided  up  with  shelving  and  racks  to  hold 

the  miscellaneous  articles  usually  kept  in  stock,  with  an  office  in 

■Tie  corner  for  the  storekeeper;   to  this  may  be  added  a  counter 

:  desired. 

Sometimes  the  store  and  oil  house  are  combined,  or  the  oil 
house  is  placed  in  close  proximit}'  to  the  storehouse  so  that 
both  can  be  looked  after  by  the  storekeeper. 


APPROXIMATE  COST  OF  .STOREHOUSES  COMPLETE.  IXCLUDIXG  PLAT- 
FORMS, ETC.    (Fig.  266.) 

Size.  ,     Wood  foundation  and  floor.     ,       ^°°*=^t'°  U  t^j^  ""^ 


30'X30'Xl3'high  .?900  00  to  $1200  00  Sl.500.00  to  $1800  00 

45'X30'X13' high  1.300.00  to    1.500.00  2100.00  to    2.500.00 

60'X30'X13' high  1800.00  to    2100.00  2800.00  to    3300.00 


Construction.  —  Fig.  62  illustrates  a  small  .storehouse  30'  X  30' 
with  platform.  The  house  can  be  extended  by  adding  15-ft. 
bays. 

Concrete  foundations  taken  below  frost,  walls  filled  between 
with  sand  or  good  balla.st  well  puddled  and  finished  on  top  with 
concrete  or  wood  floor.  Framing  consi.sts  of  2"  X  6"  studs  2-ft. 
centers,  with  1-in.  rough  boards  and  siding,  and  building  paper 
between  on  the  outside  and  sheathed  on  the  inside.  The  roof  is 
made  of  4"  X  12"  rafters  at  7  ft.  6  in.  centers,  covered  with 
3-in.  plank  and  tar  and  gravel.  Shelvings  and  racks  are  pro- 
vided to  suit  the  class  of  goods  kept  in  stock. 


n 
Store  Room 


Office 


Platform 


_£PIank  Tar 


and  Gravel 
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Fig.  2(JG.     Storehouse. 


COST  OF  STOREHOUSES. 
Approximate  estiviate:  (Fig.  266.) 
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Quantities. 


50  cubic  yards  excavation 

S4  cubic  yards  masonry  (rubble) 

14,500  feet  B.  M.  lumber,  per  thousand.  . 

Doors  and  windows 

Hardware 

Roofing 

900  square  feet  concrete  floor  and  filling. 

Brick  chimney 

Painting  and  glazing. 

Shelving 


Mate- 
rial. 


$2.00 

18.00 

42. .50 

20.00 

24.00 

0.08 

8.00 

20.00 

100.00 


Labor. 


$3.00 
17.00 
20  00 
15.00 
26  00 
0.12 
12.00 
25.00 
70.00 


Total 
unit. 


Cost. 


20 


t     Supervision  and  contingencies 

I      900  square  feet  platform  at  loc. 
(  Total 


$25  00 

270  00 

.507 .  50 

62.. 50 

35.00 

.50  ()0 

l.SO  ()0 

20.00 

45.00 

170  00 


$1364.00 
136.00 

$1500.00 
1.35.00 

$1635.00 


$1  65  per  square  foot  with  masonry  foundation  and  concrete  floor. 
■      $1  50  per  square  foot  with  ma.sonry  foundation  and  wood  floor. 
1      $1 .25  per  square  foot  with  wood  foundation  and  wood  floor. 


Fig.  267.    R.  S.  A.  Arrangement  of  Sub-storehouse. 

A  one-storj^  house  recommended  by  the  Railway  Storekeepers 
A.s.sociation  i.s  shown,  Fig.  267. 

The  office  is  located  at  the  front  of  the  house;  the  size  should 
be  sufficient  to  accommodate  the  help  required,  allowing  64  sq.  ft. 
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for  each  clerk.  No  basement  is  shown,  but  if  it  is  necessary  to 
take  care  of  hose  and  material  that  deteriorates  if  kept  in  too 
dry  a  place,  a  basement  is  a  great  convenience  and  when  built 
should  have  an  independent  entrance  from  the  outside  as  well 
as  a  stair  and  hoist  inside. 

In  addition  to  the  storeroom,  an  oil  cellar  located  some  dis- 
tance from  the  storehouse  and  connected  by  a  platform  is 
provided  at  one  end  with  the  oil  pump-room  located  in  the 
storehouse. 

The  material  racks  and  bins  all  run  crosswise  of  the  house 
with  an  aisle  up  the  center;  the  door  space  is  reserved  in  the 
center  for  receiving  and  shipping  material. 

The  width,  height,  length  and  general  dimensions  will  vary 
to  suit  the  requirements. 

Oil  and  Storehouses. 

Oil  Houses.  —  Oil  houses  are  necessary  on  railroads  to  store 
and  handle  the  various  oils  required  for  engine,  car,  and  shop 
service. 

The  most  common  arrangement  consists  of  a  frame  or  masonry 
shed  with  basement  and  platform,  located  alongside  a  track  in 
convenient  proximity  to  the  various  departments  to  be  served. 

Usualh'  steel  tanks  are  provided  for  storing  the  oil,  varying  in 
capacity  from  500  to  2000  gallons  or  more;  they  are  set  up  on 
concrete  supports  in  the  basement,  so  that  they  can  be  easily 
examined  and  cleaned. 

When  the  supplj^  is  brought  by  barrels,  they  are  dumped  over 
fillers  inside  the  house  or  outside  on  the  platform  if  desired; 
when  filled  from  car  service  tanks,  the  pipes  are  extended  under 
the  platform  and  provided  with  stop  cocks  and  hose  connections 
as  per  Fig.  268. 

The  floor  over  the  basement  is  usually  heavy^  plank  not  less 
than  3  in.  thick,  or  reinforced  concrete.  A  trap  door  and  small 
ship  ladder  are  necessary  to  gain  access  to  the  basement,  tiie 
trap  door  and  frame  being  made  fireproof.  No  other  openings 
are  provided,  electric  light  being  used  when  desired  for  inspection 
purposes. 

The  tanks  are  generally  ventilated  l)y  a  pipe  connecting  each 
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SECTION 
Fig.  208.     Oil  Hoasf;. 


(657) 
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tank,  with  a  main  riser  taken  above  the  roof,  to  allow  escape  of 
air  and  gases. 

The  floor  above  the  basement  is  used  for  the  distribution  of 
oil  to  emploj^ees;  each  tank  is  connected  to  a  hand  or  power 
pump;  the  pumps  are  grouped  together  and  set  up  conveniently 
in  one  corner  of  the  house  with  oil  stands,  trays,  and  drip  pans, 
and  a  counter  with  waste  bins  and  can  racks  is  placed  where 
most  convenient. 

APPROXIMATE  COST  OF  OIL  HOUSES  COMPLETE.     (Fig.  268.) 


Size. 

Concrete  foundation  and 
floor,  wood  platform. 

30'X20'X12'high 
45'X20'Xl2'high 
60' X  21 'X 12' high 

S1500  to  S1900 
2500  to    2900 
3000  to    3900 

Construction.  —  The  chief  points  to  be  considered  in  the  con- 
struction are  to  eliminate  the  risk  of  fire,  to  provide  ample 
storage  and  convenient  means  for  filling  the  tanks  either  from 
barrels  or  oil  cars,  and  to  provide  proper  facilities  for  handling, 
pumping,  and  distribution. 

Fig.  268  illustrates  a  30'  X  30'  oil  housa  with  steel  tanks  in 
basement. 

The  foundation  walls  up  to  platform  level,  also  basement  floor, 
are  of  concrete;  the  oil  house  floor  may  be  of  reinforced  concrete 
or  heav}^  plank.  The  house  frame  is  2"  X  6"  studs  at  2-ft. 
centers  with  rough  boarding  and  shiplap  with  building  paper 
between  on  the  outside,  and  1-in.  sheathing  on  the  inside.  The 
roof  is  2"  X  8"  joists  at  2-ft.  centers  covered  with  1-in.  T.  &  G. 
boards  and  finished  with  tar  and  gravel. 

The  platform  on  the  track  side  is  supported  on  8-in.  diameter 
cedar  posts  on  mud  sills,  with  2"  X  10"  joists  at  24-in.  centers 
covered  with  3-in.  plank. 

The  tanks  are  made  of  steel  boiler  plate  with  pipe  connections 
and  hand  hole  with  valve  for  cleaning  purposes,  and  have  the 
following  capacity : 

Four  feet  6  in.  diameter,  \  in.  thick  metal,  12  ft.  long,  1200  gal. 

Four  feet  3  in.  diameter,  \  in.  thick  metal,  12  ft.  long,  1000 
gal. 
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Three  feet  3  in.  diameter,  iV  "i-  thick  metal,  12  ft.  long,  600  gal. 
Three  feet  diameter,  ^^  in.  thick  metal,  12  ft.  long,  500  gal. 
Approximate  estimate  of  cost:  (Fig.  268.) 


Quantities. 


68  cubic  yards  excavation 

5.3  cubic  yards  masonry 

2-3  cubic  yards  concrete 

7000  feet  B.  M.  lumber,  per  thousand 

Doors  and  windows 

5  squares  roofing,  per  square  (100  square  feet) 

Hardware  and  reinforcement 

Painting  and  glazing 

5  tanks,  capacity  4100  gallons 

Pumps,  piping,  connections,  and  fittings.  . . . 
Steam  coils 


Mate- 
rial. 


$2 

3 

18 

50 

2 

75 

25 

280 

100 

16 


T  „K„,      Total 
^^^-      unit. 


$.3. 

.3 

17, 
35 

2. 
47. 
30 


00  296 
OOj  63 

001  12 


Supervision  and  contingencies 

Total 

or  about  .$3  per  square  foot  or  16^^  per  cubic  foot. 


$0.50 
6.00 
6.50 

35.00 

's^oo 


Cost. 


$34.00 
318.00 
149.00 
245.00 

85.00 

25.00 
122.00 

55.00 
576.00 
163.00 

28.00 


$1800.00 
180.00 

.-1 9^0. 00 


Oil  House,  K.  C.  S.  Ry.,  Pittsburg,  Kan.  —  Oil  house,  K.  C. 
Southern  R}'.,  Fig.  269,  has  a  number  of  interesting  features. 
It  proN'ides  for  the  storage  and  distribution  of  oils  and  waste 
for  the  terminal  at  which  it  is  situated  only,  and  includes  a  base- 
ment that  is  built  out  to  the  platform  edge  of  reinforced  concrete; 
this  portion  is  59  ft.  by  about  38  ft.,  while  the  upper  portion 
of  the  house  is  about  41^'  X  14'  wide.  The  platform  is  4  ft. 
above  base  of  rail  and  the  floor  of  the  basement  7  ft.  below 
grade.  A  double  incline  paved  with  brick  proves  a  convenient 
means  of  traffic  between  platform  and  basement.  The  approxi- 
mate estimate  cost  of  this  building  complete  under  ordinary 
conditions  would  be  about  86500.  This  includes  the  platforms 
and  approaches  as  well  as  all  interior  fittings. 


WEST  ELEVATION  OIL  HOUSE 

Fig.  269.    K.  City  S.  Ry.,  Pittsburg,  Kan. 
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C.  P.  R.  Standard  Store  and  Oil  House.  —  A  very  coinpiict 
type  of  store  and  oil  house  is  shown,  Fig.  270.  The  buihling  i.s 
20  ft.  deep  by  30  ft.  in  length;  the  next  size  is  30'  X  30',  then 
30'  X  40'.  etc.  The  basement  is  built  entirely  of  concrete,  but 
the  upper  part  of  the  buikling  and  the  platform  is  built  of  wood. 
The  liyojt  of  the  oil  tanks  and  pumps  are  arranged  for  the 
instalLition  of  the  Bowser  system  of  automatic  control  and 
self-measuring  devices.  The  floor  is  of  mill  construction  at  the 
platform  level  and  consists  of  2"  X  4"  timbers  on  edge,  covered 
on  top  with  Xo.  28  gauge  galvanized  iron.  The  general  con- 
struction is  plainly  shown  on  the  illustration  and  the  approxi- 
mate cost  for  various  sizes  are  estimated  as  follows: 

20  ft.  by  30  ft 52100 

30  ft.  by  30  ft ?31()0 

40  ft.  by  30  ft S4'2()0 
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Fig.  270.     C.  P.  R.  Store  and  Oil  House. , 
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Locomotive  and  Car  Shops.  —  The  grouping  of  shops  for  tt 
manufacture  of  cars  and  locomotives  as  well  as  their  repair  an 
maintenance  has  been  given  a  great  deal  of  attention  and  cor 
siderable  stud}'  during  the  past  few  years  by  specialists  in  cor 
junction  with  railway  engineers,  and  while  the  shops  are  cone 
mon  in  regard  to  their  use  there  cannot  be  said  to  be  any  tj'picE 
plans  that  will  suit  all  conditions;  as  a  rule  what  serves  the  pui 
pose  at  one  point  may  be  totally  and  entirely  wrong  at  anothe 
place;  varying  conditions  and  a  great  variety  of  reasons  requir 
that  each  case  be  studied  out  and  designed  to  meet  the  require 
ments  desired  and  necessary  to  fit  the  situation. 

The  tendency  in  shop  buildings  has  been  to  group  and  corre 
late  each  department;  to  centralize  power,  and  to  cut  dowi 
traffic  of  men  and  material  in  operation,  and  to  so  arrange  th( 
layout  as  will  best  suit  the  conditions  and  locality  in  which  th( 
shops  are  situated. 

In  general  it  may  be  said  that  the  layout  usually  arrange 
itself  around  the  locomotive  machine  and  erecting  shop  as  thi- 
is  the  most  important  and  largest  building  in  the  group. 

A  group  of  buildings  of  this  character  though  built  some 
years  ago  and  considerably  extended  in  1913  is  the  C.  P.  R. 
Angus  Shops  at  Montreal,  Fig.  271,  also  the  New  York  Centra! 
Shops,  West  Alban}^,  N.  Y.,  Fig.  272.  In  these  layouts  it  ma} 
be  mentioned  that  a  transfer  table  is  used  for  the  handling  of 
equipment  and  material  supplemented  with  traveUng  cranes, 
but  the  tendency  at  the  present  time  is  to  discard  the  transfer 
table  and  use  electric  cranes  almost  exclusively. 

In  Fig.  271  the  buildings  are  grouped  along  a  transverse 
avenue  80  ft.  wide  over  which  a  10-ton  overhead  traveling 
electric  crane  operates  through  a  distance   of  about   1000  ft. 

A  brief  description  of  the  various  shops  and  their  approxi- 
mate cost  follows: 

As  already  mentioned,  the  costs  of  the  various  structures  are 
those  which  ruled  during  normal  times,  that  is,  previous  to  1016. 
Since  that  date  prices  have  increased  considerably,  and  conditions 
are  such  that  no  definite  figures  of  cost  data  can  be  established 
at  the  present  time. 
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Blacksmith  Shop.  —  Masonry  foundations,  brick  walls  with 
pressed  brick  facing,  door  and  window  sills  stone,  steel  posts, 
trusses,  and  purlins,  wootl  rafters  covere«.l  with  3-in.  plank  and 
tar  and  gravel  roof. 

SkyUghts  over  the  center  running  the  full  length  of  shop. 
Floor.  12  in.  cinders.  Lavatory  and  office  accommodation  in- 
sdde  shop,  ground  floor. 

The  building  is  L-shaped.  with  extreme  dimensions  434'  X  300', 
one  wing  i>eing  146  ft.  and  the  other  130  ft.  wide. 

The  building  is  opposite  the  gray  iron  foundry  and  car  machine 
shop,  with  the  long  side  facing  the  midway.  In  the  interior  of 
the  liuilding  the  wings  have  "  hip  "  roofs,  and  each  divides  into 
three  equal  aisles  by  row  of  columns  supporting  the  roof  trusses. 
The  center  aisle  has  a  clerestory  equal  to  the  width  of  the  trusses. 
The  l)uilding  covers  an  area  of  83,600  sq.  ft.,  and  is  equipped 
with  tools  and  furnaces  for  working  iron.  The  furnaces  all  use 
oil  fuel,  so  that  there  is  little  smoke,  and  the  ventilation  is 
obtained  by  overhead  pipes  connected  with  large  exhaust  fans 
driven  by  electric  motors.  The  larger  hammers,  punches,  and 
shears  are  located  in  the  small  wing.  There  are  three  standard 
gauge  tracks  leading  from  the  forge  to  the  runway  and  overhead 
crane,  and  also  three  tracks  leading  from  the  smith  shop.  In 
addition  there  is  a  longitudinal  track  through  the  center  of  the 
long  portion  of  the  Ijuilding. 

Cabinet  and  Upholstering  Shop.  —  Masonry  foundations, 
brick  walls  with  pressed  brick  facing,  door  and  window  sills 
stone,  wood  posts  and  rafters  in  cabinet  shop  and  steel  posts 
and  beams  in  storage  portion  and  upholstering  floor,  roof  3-in. 
plank  with  tar  and  gravel  covering.  SkyUghts  10  ft.  wide 
running  lengthwise  over  the  center  of  the  building,  which  is 
62'  X  500'.  The  cabinet  shop  occupies  half  the  ground  floor, 
the  other  half  being  set  apart  for  hardwood  storage;  the  portion 
above  the  hardwood  storage  forming  a  second  floor  is  used  for  an 
upholstering  room.  The  building  is  located  convenient  to  the 
planing  mill,  the  passenger  car  shop,  and  the  dry  kiln,  and  is 
equipped  with  hoists,  stairs,  and  office  accommodation  inside, 
with  a  lavatory  lean-to  on  outside  of  building.  Ground  floor, 
3-in.  plank  on  4"  X  6"  sleepers  4-ft.  centers  on  a  12-in.  cinder 
bed;  upper  floor,  3-in.  plank  on  wood  joists. 
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Car  Machine  Shop.  —  Masonry  foundations,  brick  walls  with 
pressed  brick  facing  and  stone  trimmings  for  door  and  window 
sills,  steel  posts,  wood  trusses  and  rafters  covered  with  3-in. 
plank  and  tar  and  gravel  roof,  skylights  in.  each  bay  12  ft.  wide 
by  60  ft.  long.  Floor,  3-in.  plank  on  4"  X  6"  sleepers  4-ft. 
centers  on  a  12-in.  cinder  bed. 

The  shop  is  288  by  130  ft.  It  has  three  lines  of  track  run- 
ning through  it  longitudinally.  The  cross  section  is  divided 
into  equal  spans  43  ft.  4  in.  by  steel  columns  24-ft.  centers, 
which  support  the  wooden  roof  trusses.  A  lean-to  on  one  side 
of  the  building  provides  office,  lavatory,  and  fan  room  accommo- 
dations. 

Car  Truck  Shop.  —  Masonry  foundations,  brick  walls  with 
pressed  brick  facing,  door  and  window  sills  stone,  wood  posts 
and  rafters  covered  with  3-in.  plank  and  tar  and  gravel  roof. 
Floor,  3-in.  plank  on  4"  X  6"  sleepers  4-ft.  centers  on  a  12-in. 
cinder  bed.  The  shop  is  82'  X  434'.  It  is  divided  into  three 
equal  sections  each  26  ft.  8  in.  span  at  the  western  portion, 
where  steel  columns  and -supporting  steel  beams  are  used,  while 
the  eastern  portion  is  entirely  of  wood  construction  and  here 
there  are  four  sections  each  20-ft.  span.  The  steel  construction 
was  used  for  the  purpose  of  handling  trucks  from  overhead 
supports. 

On  one  side  of  the  building  there  are  two  16'  X  24'  fan  houses 
and  on  the  opposite  side  two  12'  X  18'  lavatories  and  toilet 
rooms. 

Dry  Kilns  (soft  and  hard  wood).  Masonry  foundations, 
brick  walls  outside,  wood  partitions  inside,  wood  roof  covered 
with  tar  and  gravel. 

The  dry  kiln  has  three  compartments  —  one  for  soft  wood,  19' 
X  85',  one  for  hard  wood,  15)'  X  85',  and  an  additional  21'  X  85' 
compartment  for  miscellaneous  work.  These  are  equii^ped  with 
patent  heating  apparatus.  There  are  no  end  walls,  but  the 
openings  are  covered  by  canvas  doors  operated  by  an  overhead 
roll  like  a  curtain. 

Foundry  Iron.  —  Masonry  foundations,  brick  walls  faced  with 
pressed  brick,  window  and  door  sills  stone,  steel  posts,  trusses, 
and  purlins,  wood  rafters  covered  with  3-in.  plank  and  tar  and 
gravel  roof.     Skylight  lengthwise  along  center  of  house.     Floor, 
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3-in.  plank  on  4"  X  0"  sleepers  and  I'i-in.  cinder  bed  for  the 
chipping  and  tumbler  room,  office,  sand  and  facing  room,  12  in. 
-  tiul  for  the  moulding  tloor.  concrete  for  the  blowcM-  room,  anil 
luilers  and  clay  for  the  cupola  room. 

The  iron  foundry  is  122'  X  242',  located  near  the  locomotive 
shop,  with  one  end  facing  the  midway.  The  cross  section  of 
tlie  liuilding  is  in  three  sections,  the  central  one  having  a  height 
f  29'  to  the  lower  side  of  the  roof  truss,  and  it  is  served  by  a 
traveUng  crane  of  57-ft.  span  and  10  tons  capacity.  The  side 
wings  are  each  30  ft.  wide  and  16  ft.  high.  Over  the  cupola 
room  there  is  a  second  story  with  a  storage  bin  and  a  heavy 
platform,  which  serves  as  a  charging  floor.  This  is  an  exten- 
sion to  which  the  yard  crane  delivers  pig  iron  and  coke.  This 
building  covers  an  area  of  42,700  sq.  ft. 

Data  of  electric  traveling  cranes  are  given  in  Table  132. 

Freight  Car  Shop.  —  Masonry  foundations,  brick  walls  faced 
with  pressed  brick,  tloor  and  window  sills  stone,  steel  posts 
24-ft.  centers,  wood  trusses  and  rafters  covered  with  3-in.  plank 
and  tar  and  gravel  roof,  skylight  over  each  bay.  Floor,  3-in. 
plank  on  4"  X  6"  sleepers  4-ft.  centers  on  a  12-in.  cinder  bed; 
ever}'  seventh  bay  has  a  brick  fire  curtain  wall  with  communi- 
cating fire  doors. 

The  shop  is  107'  X  540',  and  is  served  by  a  yard  crane  acro.ss 
one  end  and  by  four  longitudinal  tracks  running  through  it. 
There  are  also  two  intermediate  tracks  for  supplies  and  six  trav- 
eling cranes  fitted  with  air  hoists  for  handling  heavy  material. 

On  one  side  of  the  building  there  are  two  16'  X  24'  fan  houses 
and  one  12'  X  41'  lavator}^  and  one  12'  X  40'  office  in  a  one- 
-tory  lean-to.  The  roof  trusses  are  supported  on  steel  columns, 
which  carry  12-in.  girders  for  three  1-ton  traveling  air  hoists  in 
each  aisle  of  the  building.  The  wall  girders  for  the  crane  run- 
ways are  carried  on  steel  brackets  bolted  through  the  pilasters. 

Frog  and  Switch  Shop.  —  Masonry  foundations,  brick  walls 
faced  with  pressed  brick,  window  and  door  sills  stone,  steel 
columns  and  purlins,  wood  rafters  covered  with  3-in.  plank  and 
tar  and  gravel  roof.  Skylights  along  center  of  shop.  Floor, 
3-in.  plank  on  4"  X  6"  sleepers  at  4-ft.  centers  and  12"  cinder 
bed. 

The  shop  is  102'  X  264',  has  a  single  track  extending  through 
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it,  and  is  also  served  by  a  33-ft.  2-ton  traveling  crane  in  two  of 
the  three  sections  into  which  it  is  divided.  Data  of  electric 
traveling  cranes  are  given  in  Table  132. 

Locomotive,  Erecting  and  Machine  Shop.  —  Masonry  foun- 
dations, brick  walls  faced  with  pressed  brick,  door  and  window 
sills  stone,  steel  posts  and  trusses,  wood  rafters  covered  with 
3-in.  plank  and  tar  and  gravel  roof,  with  skylights  and  ventila- 
tors, 3-in.  plank  floor  on  4"  X  6"  sleepers  at  4-ft.  centers  on  a 
I2-in.  cinder  bed. 

The  locomotives  are  handled  by  two  60-ton  cranes  of  77-ft. 
span,  each  with  10-ton  auxiliary  hoist. 

In  the  machine  shop  there  is  one  15-ton  crane  of  77-ft.  span, 
with  a  runway  which  is  the  extension  of  the  erecting  shop.  All 
cranes  driven  by  continuous-current  motors  at  250  volts. 

The  walls  of  the  locomotive  shop  are  48  ft.  high  to  the  eaves; 
they  are  divided  into  panels  22  ft.  wide  by  pilasters  which  carry 
the  roof  trusses.  Each  panel  has  two  windows  12  ft.  wide  and 
16  ft.  high.  In  each  roof  panel  there  is  a  transverse  monitor 
12'  X  72',  with  double  pitched  skylight  roof,  and  in  the  sides 
2'  X  3'  ventilating  doors. 

On  the  east. side  of  the  shop  there  are  four  12'  X  24'  one- 
story  extensions,  which  are  used  as  lavatories.  The  balcony  is 
used  for  a  sheet-iron  shop  and  for  light  machinery. 

The  boiler  shop  occupies  300  ft.  of  the  south  end  of  the  build- 
ing, is  supplied  with  a  17-ft.  gap  hydraulic  riveter,  and  above 
it  the  riveting  tower,  which  occupies  one  panel  of  the  80-ft. 
bay,  is  65  ft.  from  top  of  rail.  There  are  two  25-ton  hj'draulic 
cranes. 

The  shop  equipment  is  a  hydraulic  triple  punch  and  a  two- 
plunger  flanger,  four  riveting  furnaces  and  a  flange  furnace, 
hydraulic  punch  and  shears,  small  hydraulic  riveter,  hydraulic 
pump,  the  machine  tools  served  by  cranes  50-ft.  span,  one 
15-ton  and  the  other  10. 

The  machines  include  a  ver}'  long  planer,  a  heavy  3-headcd 
frame  slotted  machine  and  a  driving  wheel  press  and  a  milling 
machine  for  cylinders,  a  four-spindle  frame  drilling  machine 
direct  driven  by  four  motors,  and  one  electric  oil  pump,  3-spindle 
cylinder  borer  direct  driven,  10-horsepower  motor,  a  cylinder 
planer  direct  driven  by  electric  motor,  large  driving  wheel  lathe. 
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Two  10-ton  cranes  for  the  outside  runways,  with  one  25-horse- 
power  and  8-horsepower  direct-current  250-volt  motors. 

One  20-ton  77-ft.  crane  in  the  boiler  section  of  the  locomo- 
tive shop,  and  one  10-ton  50  ft.  span  crane  in  the  iron  foundry, 
and  one  10-ton  crane  in  the  engine  room  of  the  power  plant,  and 
in  addition  a  number  of  small  cranes  and  air  hoists  in  the  other 
shops. 

Data  of  electric  traveUng  cranes  are  given  in  Table  132. 

Offices  (Main).  —  Masonry  foundations,  brick  walls  faced 
with  pressed  brick,  door  and  window  sills  stone,  wood  floors  and 
partitions,  slate  roof.  Interior  natural  finish  and  plastered  walls 
burlapped  6  ft.  high  in  halls.  Lavatory  and  toilet  accommo- 
dations on  each  floor. 

The  building  is  56'  X  80',  three  stories  high,  with  a  basement 
and  attic  near  the  center  of  the  building.  The  basement  to  be 
used  for  testing  room,  lavatory  and  heating  apparatus,  storage 
and  small  offices.  The  first  floor  is  for  clerks  and  storekeepers, 
the  second  for  officials  of  rolling  stock  and  car  builders,  and  the 
third  for  drafting  room  and  blue-print  room. 

Passenger  Car  Shop  (Erection  and  Paint).  —  Masonry 
foundations,  brick  walls  faced  with  pressed  brick,  door  and 
window  sills  stone,  wood  posts,  and  rafters  covered  with  3-in. 
plank  and  tar  and  gravel  roof,  skylights  in  each  bay,  floor  3-iii. 
plank  of  4'x'G  sleepers  at  4-ft.  centers  on  a  12-in.  cinder 
bed. 

The  passenger  car  erection  and  paint  shops  are  each  100'  X 
672',  and  they  are  .served  by  an  electric  transfer  table  75  ft. 
long  operated  by  a  20-hor.sepower  alternating-current  motor. 
Each  shop  has  28  tracks  spaced  24  ft.  center  to  center.  On 
account  of  the  peculiarity  of  track  approach  to  the  shop  grounds, 
necessitated  by  the  contour  of  the  shop  j'ard,  the  transfer  pit  is 
placed  with  longitudinal  axis  parallel  to  the  long  shops.  In  the 
pas.senger  department  the  cars  enter  the  transfer  table  by  a  long 
curve  from  the  main  shop  track. 

Pattern  Storage.  —  Masonry  foundation,  brick  walls  with 
pressed  brick  facing,  door  and  window  sills  stone,  .steel  posts  and 
rafters  and  reinforced  concrete  roof  covered  with  tar  and  gravel, 
with  skylights  over  roof.  Intermediate  wood  posts  support  the 
floors. 
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Ground  floor,  concrete  on  a  sand  bed;  first  and  second  floors, 
heavy  floor  beams  and  4j  X  3j  flooring  with  l^-in.  air  spaces. 

The  building  is  50'  X  100',  and  is  three  stories.  Inside  hght 
only  is  obtained  from  skyHghts  in  the  roof.  The  four  exterior 
doors  are  covered  with  galvanized  iron. 

Pattern  Shop.  —  Masonry  foundation,  brick  walls  faced  with 
pressed  brick,  window  and  door  sills  stone,  wood  posts,  beams 
and  rafters  covered  with  3-in.  plank  and  tar  and  gravel  roof. 
Ground  floor,  3-in.  plank  on  4  X  6  sleepers  4-ft.  centers  and 
12-in.  cinder  bed.  First  floor,  2-in.  T.  &  G.  planks  on  6"  X  12" 
joists  about  4-ft.  centers. 

The  pattern  shop  is  50'  X  82',  two  stories  high,  and  is  located 
on  the  midway  opposite  the  blacksmith  shop. 

Planing  Mill.  —  Masonry  foundations,  brick  walls  faced  wdth 
pressed  brick,  window  and  door  sills  stone,  steel  posts,  wood 
trusses  and  rafters  covered  with  3-in.  plank  and  tar  and  gravel 
roof,  with  skylights  over  each  bay. 

Floor,  3-in.  plank  on  4"  X  6"  sleepers  4-ft.  centers  on  12-in. 
cinder  bed.  The  planing'  mill  is  126'  X  500',  similar  in  con- 
struction to  the  car  machine  shop,  but  has  one  row  of  columns 
which  divides  it  into  longitudinal  aisles.  There  is  a  track  pass- 
ing through  the  center  of  each  aisle  and  one  transverse  track 
with  turntables  at  the  intersection  which  connects  with  the  dry 
kiln. 

Power  House.  —  Masonry  foundation,  brick  walls  faced  with 
pressed  brick,  steel  trusses,  wood  rafters  covered  with  3-in. 
plank  and  waterproof  covering  with  a  2-in.  air  space  and  a  cover- 
ing of  Ij  in.  T.  &  G.  boards  on  top  finished  with  tar  and  gravel 
roof  with  skj'lights  over.  Boiler  and  pit  duct  room  floors  6  in. 
concrete,  engine  room  floor  hardwood.  A  steel  frame  is  placed 
around  the  smoke  stack,  leaving  two  feet  clear  on  each  side. 
The  stack  is  also  insulated  by  sheet  steel  and  heavy  asbestos 
board  to  guard  against  fire. 

The  house  is  located  near  the  planing  mill  in  order  to  use  the 
refuse  lumber  and  shavings.  The  buikling  is  101'  X  168',  divided 
by  a  longitudinal  middle  wall  into  boiler  and  engine  room. 
The  engine  room  is  equipped  with  a  10-ton  traveling  crane. 

Engine  and  generator  equipments  are  as  follows:  Three  750 
and  one  375  horsepower  cross  compound  horizontal  Corliss  en- 
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nines,  making  150  revolutions  per  minute,  direct  connected  to 
aree  500-kilowatt  and  one  250-kilowatt,  tliree-phase,  300-volt, 
Iternating-current  generators;  two  2o0-kilowatt,  250-volt  direct- 
ly arrent  dynamos  for  the  crane  service,  air  compressoi-s  to  supplv 
air  at  1(X)  lb.  pressure  through  one  seven-inch  and  one  two-inch 
main  leading  to  the  chfferent  shops. 

In  the  boiler  house  there  are  four  416-horsepower  boilers 
working  under  a  pressure  of  150  lb.  and  one  300-horsepower 

)iler  at  300  lb.  working  pressure  used  in  testing  locomotives; 
toilers  hand  stoked,  equipped  with  shaking  grates. 

There  is  a  sha\'ing  e.xhaust  system  for  supplying  the  boilers 
with  the  refuse  from  the  planing  mill.  The  induced  system  of 
draft  is  used  on  the  boilers,  and  the  stack  is  of  steel  8  ft.  in 
diameter  and  70  ft.  high.  The  induced  draft  is  operated  by 
two  10-ft.  fans  each  making  200  revolutions  per  minute.  Two 
economizers  are  used  and  are  sufficient  for  the  five  boilers  already 
installed.     Further  data  of  cost  are  given  in  Table  131. 

The  boiler  connects  with  a  12-in.  header,  and  there  are  reduc- 
ing and  by-pass  valves  provided  to  permit  high-pressure  steam 
to  be  used  in  the  mains  from  the  low-pressure  battery. 

There  are  two  12"  X  7"  X  12"  and  two  6"  X  3|"  X  6"  feed 
pumps,  also  feed  water  heater.  Underneath  the  boiler  house  is 
a  tunnel  terminating  at  an  air  hoist  for  lifting  the  ash  cars  to 
the  surface  track.  The  ashes  are  discharged  to  floor  hoppers, 
from  which  they  are  emptied  into  the  tunnel  cars.  The  steam 
pipes  are  carried  from  the  power  house  to  the  several  buildings 
in  a  tunnel  6  ft.  high,  4^  ft.  \\-ide,  built  of  brick.  Wall  brackets 
carrj'  the  live  steam  pipes  for  heating  bj'  night  and  exhaust 
steam  by  daj',  a  high-pressure  steam  pipe  for  locomotive  tests, 
the  compressed  air  pipes,  and  a  return  pipe  for  drainage  of  all 
the  heating  apparatus.  The  steam  exhaust  pipes  are  covered 
with  asbestos  air  cell  covering  \\-ired  on.  A  few  of  the  smaller 
mains  are  carried  underground  in  wooden  boxes.  The  distribu- 
tion of  electric  power  to  the  different  shops  is  by  bare  wire  on 
steel  poles. 

Data  of  miscellaneous  power  house  equipment  are  given  in 
Table  131  and  electric  traveling  cranes  in  Table  132, 

Stores.  —  Masonr>'  foundations,  brick  walls  faced  with  pressed 
brick,   door  and   window  sills  stone,   wood   posts  and   rafters 
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covered  with  3-in.  plank  and  tar  and  gravel  roof.  Ground 
floor,  3-in.  plank  on  4"x6"  sleepers  4-ft.  centers  on  a  12-in. 
cinder  bed;   second  floor,  2-in.  T.  &  G.  plank  on  heavy  joists. 

The  house  is  85'  X  594',  and  is  located  with  one  end  facing 
the  midway  directly  opposite  the  end  of  the  large  machine 
shop.  This  building  is  two  stories  high;  it  has  wooden  roof 
girders  supported  by  three  longitudinal  rows  of  wooden  columns, 
which  carry  a  center  gallery  supported  on  joists  between  girders. 
The  sills  of  the  windows  are  13|  ft.  above  the  floor  line  to  allow 
for  storage  racks  and  shelves  on  the  walls  below  them.  The 
gallery  is  lighted  by  12-ft.  standard  monitors  extending  the 
whole  length  of  the  building. 

Offices,  scales,  hoists,  and  lavatory  and  toilet  accommoda- 
tion are  provided  on  the  ground  floor. 

Wheel  Foundry.  —  Masonry  foundations,  brick  walls  faced 
with  pressed  brick,  door  and  window  sills  stone,  steel  posts, 
trusses,  and  purlins,  wood  rafters  covered  with  3-in.  plank  and 
tar  and  gravel  roof;  skylights  in  each  bay;  moulding  floor,  12  in. 
cinders  and  clay. 

The  foundry  is  located  on  the  extreme  northwest  portion  of 
the  yard  and  is  convenient  to  the  freight  car  and  truck  shops. 
It  is  107'  X  187',  and  is  divided  into  three  sections  transversely, 
two  of  them  52  ft.  6  in.  span.  The  cupola  room,  27  ft.  wide,  is 
two  stories,  having  a  length  of  90  ft.,  and  the  second  floor  is 
built  like  that  on  the  iron  foundry,  having  a  charging  floor  on 
the  opposite  side.  There  is  a  one-story  extension  12'  X  27'  for 
toilet  room  and  lavatory.  At  each  end  of  the  building  40  ft. 
is  used  for  the  annealing  pits,  and  this  is  served  by  a  3000-lb. 
crane,  running  transversely  to  the  longitudinal  axis  of  the  build- 
ing.    This  ])uilding  covers  an  area  of  24,300  sq.  ft. 

Electric  and  Telephone  Installation.  —  There  are  about  200 
electric  motors  used  in  the  different  shops,  and  only  15  of  them 
are  of  the  variable-speed  tj^pc.  All  the  machine  tools,  cranes, 
transfer  table,  heating  and  exhaust  and  the  various  draft  fans  are 
motor  driven.  The  constant-speed  motors  are  of  three-phase 
induced  type,  using  current  at  550  volts. 

In  the  buildings  there  is  a  mixed  system  of  open  porcelain 
cleats  and  slow-burning  waterproof  wire  in  the  ceiling  and  Rich- 
mond conduits  and  rubber-covered  wire  on  the  side  walls.     Cut- 
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out  boxes  arc  supplied  for  about  every  100  horsepower  of  motor 
wire  ami  every  10  kilowatts  of  lighting.  The  shops  and  yards 
are  lighted  with  four  hundred  110-volt  enclosed  arc  lamps  and 
in  addition  3800  16-candlepower  incandescent  110-volt  lamps. 

In  the  passenger  car  shops  low  extension  arc  lamps  are  in- 
stalled. 

In  the  yard  there  are  50  enclosed  series  arc  lamps. 

There  is  a  complete  telephone  system  using  fixed  telephones 
connecting  to  long-distance  wires. 

This  system  is  equipped  with  metallic  circuit,  electric  gener- 
ators for  ringing,  and  self-restoring  drops. 


TABLE    130.  —  APPROXIMATE   COST   DATA    RAILROAD   SHOPS, 
5  FEET  BELOW  GROUND. 


FOUNDATIOXS 


Shop  name. 


Blacksmith 

Cabinet 

Car  machine 

Car  truck 

Dry  kiln,  soft  wood 

Drj'  kiln,  hard  wood 

Foundrj-,  gray  iron 

Freight  car 

Frog  and  switch 

Locomotive,   boiler,  erect 

ing  and  machine 

Offices 

Passenger  car  erection .... 

Passenger  car  paint 

Pattern 

Patt"  n  stores 

Plamog  mill 

Power  house 

.Stores  general 

Wheel  foundry 


.\verage 

width, 

length,  and 

height. 


Ft. 
146X434  and 
130X158X32 
62X580X27 
130X288X27 
82X434X20 
"OX  85X16 
40X  85X16 
122X342X30 
107X540X30 
102X264X22 

163X168X50 
56X  80X54 

100X672X24 

100X672X24 
50X  82X26 
.50X150X30 
50X150X30 

104X160X39} 
85X594X33 

107X187X24 


Contents. 


Sq.  ft. 

83,600 
36,900 
38,400 
36,800 
6,900 
3,700 
42,700 
59,500 
30,300 

191,300 

4,500 

69,400 

69,400 

4,100 

7,500 

63,300 

17,200 

50.500 

24,.300 


Cu.  ft. 

2,697,000 

954,700 

1,066,600 

763,600 

96,500 

51,700 

1,3.54,700 

1,829,900 

674,000 

9,520,800 
241,900 

1,752,700 

1,752,700 
135,.500 
247,500 

1,8.35,300 
616.400 

1,653, .500 
649.800 


Cost  of  building  only. 


Total. 


SlOl.OOO 
53,000 
44,200 
38,600 
7,400 
4,200 
80,300 
76,700 
29,700 

497,200 
27,700 
69,000 
75,800 
7,400 
17,300 
64,400 
84,700 
88,100 
46,700 


Sq.  ft. 


SI.  20 
1.43 
1.15 
1.05 
1.05 
1.11 
1.90 
1.28 
0.99 

2.60 
6.20 
1-00 
1.07 
1.80 
2.31 
1.33 
4.92 
1.75 
1.93 


Cu.  ft. 


Cents. 

3i 

5i 

4i 

5 

7i 


Equip- 
ment add 
per  cent 
of  total 
cost.* 


Per  cent. 

30 
25 
25 
20 
90 
90 
40 
25 
3D 

10 

35 

35 

35 

25 
5 

30 
500 

20 
100 


*  Equipment  includes  heating,  plumbing,  fire  protection,  cranes,  elevators,  electric  wires  and 
lighting. 


The  foregoing  prices  are  for  .shop.'^  built  previous  to  1915;  since 
that  date,  o'wing  to  abnormal  conditions,  the  prices  have  increased 
from  50  to  75  per  cent.  This  refers  also  to  the  cost  data  given  in 
Tables  131,  132  and  133. 
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TABLE   131. -DATA  OF  MISCELLANEOUS  POV\-ER  HOUSE  EQUIPMENT. 


Equipment. 


Boilers  and  stokers 

Generators 

Engines 

Compressors 

Economizers 

Induced  draft 

Ash-handiing  apparatus. 

Piping 

Switchhward 

Feed  pumps 

Shaving  feed  and  storage 
Total 


Approximate  cost 
in  place. 


88,500 
50,600 
68,000 
15,400 
10,500 
11,500 
1,500 
27,000 
28,000 
2,500 
8,800 


8312,300 


Rated  H.P.  boilers,  3219;  engines,  3265;  Kw.,  2250. 


Approximate  cost 
per  unit. 


S27.50per  B.  H  P 
22.48  per  Kw. 
20.88  per  H.P. 


TABLE   132.  -  SHOP  ELECTRIC  TRA\'ELING  CRANES. 


Shop  location. 


Erecting 
Machine 
Machine. 
Boiler. . . 
Midway. 
Foundry 
Foundry 
Foundry 
Frog .  .  .'. 


Motors  HP. 

Speed 

s  in  ft. 

D.C.  250  volts. 

per  minute 
loaded. 

s 

o3 

d 

^ 

i 

§ 

o 

a 

c 
c: 
o. 

o 

o 

o 
q 

1 

>. 

c 

& 

T3 

a 

3 
< 

Ft. 

76i 

52 

52 

m 

77 

3 

2^ 

251 
25^ 
30 

3 

Q 

H 

pq 

«^ 

S 

^ 

3 
< 

o  • 

60 
15 
10 
20 
10 

10 
5 

50 
27 
27 
25 
25 

3§ 
3 
5 
3 

50 
27 
27 
25 
25 

27 
10 

10 
19 
27 
12 
•'5 

100 
125 
150 
100 
P5 

250 
300 
300 
250 

25 
20 

Ft. 

241 
25J 
25| 

60 

30 

25 

2 

25 

?5 

100 

350 

10 
10 
2 

.  .  . .  tjO 
. ...  30 

22 
12 
20 

25 
5 

2 

25 
5 

25 
16 
10 

100 

350 
200 
200 

1 

i 

Dols. 
29,200 
5,800 
5,300 
9.500 
5,100 
5,000 
5,200 
2,500 
2,000 


TABLE   133. -ORDINARY  YARD  LIFT  STEAM   CRANES  WITH   BOILERS. 


Capacity. 


Radius. 


Tons. 

n 

2 
2 


.Approximate  cost 
erected. 


$2000  to  $2500 
1800  to  3000 
2500  to   3500 


Transfer  Table  75  tons  capacity.  75  feet  long,  complete  with  550-volt  motor   V  C     travel 
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